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PREFACE 

In the present (third) edition of this book new chapters have been 
added dealing with single-phase transformers, three-phase trans- 
formers, single-phase and polyphase alternators, three-phase in- 
duction motors, transmission circuits, symmetrical components. 

The original text has been revised and the collection of examples 
(with answers) has been extended. These examples, which are 
additional to the worked examples in the text, now comprise 250 
numerical exercises, and have been carefully selected and graded. 
They have been taken mainly from the examination papers of 
the University of London [B.Sc. (Eng.)], Institution of Electrical 
Engineers, and City and Guilds of London Institute, but exercises 
suitable for National Certificate courses have been included. 

The thanks of the author are due to his colleagues and numerous 
friends at home and abroad who have made suggestions, criticisms, 
and given help during the preparation of the present edition. 
Special thanks are due to Messrs. H. C. Mann, B.vSc. (Eng.), J. G. 
Fleming, M.Sc. (Eng.), H. Buckingham, M.Sc. (Eng.), H. A. Hayden, 
D.Sc., C. G. Paradine, M.A,, Harry Silk (U.S.A.). 

The thanks of the author are also due to the Senate of the Uni- 
versity of London, the Council of the Institution of Electrical 
Engineers, and the Examinations Board of the City and Guilds of 
London Institute for the use of examples from examination papers. 


London, 1939 


A. T. DOVER 



PREFACE 

TO THE FIRST EDITION 

The original intention of the author, when undertaking this work 
was to write a single volume general textbook dealing with thi 
theory and practice of alternating current electrical engineering. 
As the work progressed, however, it was realized that the scope of 
the subject was too gre^at for adequate treatment in a single 
volume. Accordingly, the present volume is devoted to genera 
principles, circuits, polyphase systems, non-sinusoidal wave-forms 
the magnetization of iron, instruments, measurements, and an ele 
mentary treatment of the initial conditions in the simpler electric 
circuits. 

The author is of opinion that a thorough grounding in the prin- 
ciples of alternating currents is essemtial before procc'cding to the 
study of alternating current machinc^s and apparatus. This portion 
of the subject has, therefore, been treated on a broader basis than 
is the case in some textbooks. 

Among the special features of the present volume are an 
extended application of the circle (locus) diagram to series, parallci 
seric'S -parallel circuits , the reduction of the general circuit to itj* 
equivalent seric^s-parallel form and the development of a locus 
diagram therefor ; the calculation of currents in unbalanced poly- 
phase circuits and the detcu'mination of the nc'utral point potential 
in the case of unbalanced star-connected three-phase circuits , the 
theory of the principal tyjX'S of measuring instruments employed in 
alternating current engim^cTing ; and a large number of worked 
examples in the text. 

The deduction of the circle, or current locus, diagiam for a general 
circuit involves the application of geometrical inversion, which 
principle has not hitherto received much consideration in textbooks 
for the English-speaking students, although it has received con- 
siderable development in Arnold and La Courts Wechselstromtechnik, 
a portion of which has bee n translated into English by Professo’ 
Stanley Parker Smith. ^ The author has given considerable 
attention to the application of this (inversion) principle to circle 
diagrams for the simple, or fundamental, circuit, as well as its 

^Theory and (^cdculntion of Electric Currents (1913). (Longmans, Green & 
Co.) 
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iplication to the general circuit. As an extension of the methods 
.ere developed the student is referred to the Advanced Course of 
icctures in Engineering given, in 1923, by Professor Miles Walker 
nder the auspices of the University of London. Some interesting 
pplications of the principle of inversion to the predetermination of 
che performance of special types of induction motors were included 
n the lectures. ^ 

< In connection with the worked examples in the text, analytical, 
^aphical and complex algebraic methods of solution have been 
employed. In some cases alternative methods of solution are 
given in order to show the student the steps involved in the applica- 
' ion of the alternative methods. 

* The thanks of the author arc due to his colleagues and numerous 
iriends who have made suggestions, criticisms, and given help 
during the preparation of the work. Special thanks are due to 
Messrs. H. C. Mann, B.Sc. (Png.), A.M.I.E.E., F. W. Harvey, 
B.A., B.Sc., and B. Hague, M.Sc. (Eng.), D.I.C., A.M.I.E.E. 

The author is also indebted to a number of firms who have 
generously supplied him with drawings, photogi’aphs and data 
i-elating to measuring instruments. Among those to whom the 
special thanks of the author are due are the following : Messrs. 
Nalder Bros. & Thompson, H. Tinsley & Co., The Cambridge 
Instrument Co , The Weston Electrical Instrument Co., The 
Western Electric Co., The British Thomson-Houston Co., The 
Metropolitan Vickers Electrical Co., Messrs Crompton & Co., 
Messrs. Kehdn, Bottomlcy & Baird, and Messrs. Ferranti. 

The thanks of the author are also due to the Senate of the Univer- 
sity of London for permission to use questions from the Final 
Engineering (B.Sc.) examination papers, and to the City and 
Guilds of London Institute for permission to use questions from the 
Electrical Engineering examination papers. 

A. T. DOVER 

^ TJie lectures were printed in the Electnetan, v xc. (1923), pp. 210, 247, 
302, 391, 418, 4.‘>1, 478. They \\er(' subsequently extended and published in 
book form — Methods of Controlling the Speed and Power Factor of Induction 
Motors 
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6* = Complex constant. 
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E = E.M.F. (root-mean-square value). 

— E.M.F. (maximum value of quantity varying with respect 
time). 

e = E.M.F. (instantaneous value). 

F = Force. 
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0 Conductance. 

/ = Current (root-mean-square value). 

= Current (maximum value of quantity varying with respect 
time). 

1 — Current (instantaneous value). 

Symbolic operators for vectors. 

K =r Ratio of transformation. 

Kb ^ Winding distribution factor. 
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Constants. 
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L = Inductance. 
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= Number of phases in polyphase systems. 
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= Number of slots per pole per phase. 
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= Reluctance. 
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CHIEF SYMBOLS 


K = Dielectric constant. 

^ = Permeability, 
f = Eddy-current loss coefficient. 

= Young’s modulus of elasticity. 

A = 120° turning operator for vectors. 

TT == Ratio of circumference to diameter of circle (= 314 . . .). 
p = Specific resistance 
D = Density. 

T = Time constant (== LjR). 
w = Angular velocity. 

ALGEBRAIC SYMBOLS 


== Not equal to. 

= = Approximately equal to. 

> = Greater than. 

< = Less than. 

L = Angle. 

! = Factorial (e.g. 5 ! = 5 X 4 x3 X 2 x 1). 

00 = Infinity. 

Notes. MATimnm values of quantities varying with respect to time are 
denoted by the subscript m attached to the symbol of the quantity. 

Vector diagrams. All vector diagrams have been drawn for counter 


clockwise rotation. 

E.M.F. vectors are represented by an ordinary arrow-head. > 

Flux vectors are represented by a double arrow-head. ^ 

Ampere-turn vectors are represented by a solid arrow-head. ► 

Current vectors are represented by a closed arrow-head. 1> 


Vector Quantities are denoted by dotted italic upper-case symbols, thus 
E, I, Yf Z : their rectangular components are denoted by heavy-faced italic 
lower-case symbols and numerals, vertical components being compounded 
with the symbolic operator y, thus E - 110 -\- j 191. 

Phase rotation, in the analytical treatment, and vector diagrams, of 
polyphase systems the clockwise direction of phase rotation, or phase sequence, 
is adopted, except where statements are made to the contrary. 

Phase and line quantities in polyphase systems. Symbols denoting phase 
E.M.Fs. and currents usually have Roman numeral subscripts, thus Cj, ejj ; 
those denoting “ line ” E.M.Fs., and currents have Arabic numeral subscripts, 
thus ti, t,. 



THEORY AND PRACTICE OF 
ALTERNATING CURRENTS 

CHAPTER I 

OEXERAL COKSIDERATlOirS ABD DEFIinnOHS 

Definitions. An alternating current, or E.M.F., is one which changes 
periodically in magnitude and direction. 

The graphical representation of an alternating current is shown in 
Fig. 1, in which abscissae denote time and ordinates current. During 
the time interval AB the current increases from zero to its positive 
maximum value ; it decreases to zero* during the interval BCy 
attains its maximum negative value at the instant D, and returns 
to zero at E. The negative half-wave is usually an exact reproduc- 
tion of the positive half-wave with the sign reversed, and the 
succeeding waves are identical with the initial wave. 

The complete set of changes through which the current, or 
E.M.F., passes is called a cycle, and the time interval during which 
these changes occur is called a period. For example, the full-line 
curve in Fig. 1 represents a cycle, and the time interval AE 
represents a period. 

The number of cycles per second is called the frequency. Hence 
if T denote the time, in seconds, of a period, the frequency (/) is 
equal to l/T. 

The graphical representation of Fig. 1 refers to steady conditions 
in an alternating-current circuit. In special cases Fig. 1 is also 
representative of the initial conditions occurring when a circuit is 
connected to a source of alternating E.M.F., but more generally the 
initial conditions give rise to transient phenomena and the waves 
are unsymmetrical.* 

Application of Alternating Corrents in Practice. When electric 
power is required in large quantities it is always produced in the 
alternating-current form, as the alternating-current generator can 
be built in much larger sizes than the direct-current generator 
and gives satisfactory operation at the high speeds at which large 
steam turbines have a high efficiency. Moreover, when electrical 

* A few special cases of transient phenomena are considered in Chap. XXIII. 

a— (T.5a45) 1 
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ALT£!JiNATINO CURRENTS 


energy is generated in the alternating-current form the transmission, 
distribution, and utilization pressures are not limited to that of the 
generator, as by means of stationary transformers the energy may 
be transformed, at high efiBciency, to pressures either higher or 
lower than that of the generator. Thus the pressures adopted for 
transmission and distribution may be chosen entirely from economic 
considerations without reference to the generator pressure, which 
is governed by a number of technical considerations connected 
with design. 

Production of Alternating E.M.Fs. Alternating E.M.Fs. may be 
produced either dynamically, by the relative motion of an electric 
circuit and a magnetic circuit, or statically, by the variation of 



Fig. 1. Representation, in Rectangular Co-ordinates, op an 
Alternating Current 


flux in a stationary magnetic circuit which is interlinked with a 
stationary electric circuit. In both cases the magnitude of the 
E.M.r. at any instant is proportional to the rate of change of the 
linkage of flux with the electric circuit, i.e. e oc N.d<t>jdi, where e is 
the instantaneous value of the E.M.F., N the number of turns in 
the electric circuit, and d^jdt the rate of change of the flux. An 
E.M.F. of 1 volt is produced when the rate of change of linkages per 
second is equal to 10^. Thus 

e = 10“® N d^/dt 

In alternating-current engineering we are concerned with E.M.Fs. 
produced both dynamically and statically. For instance, in the 
majority of circuits carrying alternating currents and in electro- 
magnetic apparatus and transformers, E.M.Fs. are produced 
statically ; but in all alternating-current machines operating on 
load both dynamically- and statically-produced E.M.Fs. occur 
simultaneously. In these cases the dynamically-produced E.M.F. 
is usually called the E.M.F, of rotation or the generated E.M,F,y 
and the statically-produced E.M.F. is called the E.M.F of 'pulsation 
or the induced E.M,F. 
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Production of E.M.F. in a Simple Alternating-current Generator. 

Let a single conductor be rotated at constant angular velocity in 
a uniform magnetic field, the axis of revolution being perpendicular 
to the magnetic lines as indicated in Fig. 2. Also let 

B == flux density (in lines per cm^.) of the magnetic field, 

I = length (in cm ) of the conductor in the field, 

CO = angular velocity (in radians per second) of the conductor, 
r = radius (in cm ) of the path in which the conductor moves, 

V = rco = linear velocity (in cm. per second) of the conductor 




P/din 


Fig. 2 Pertaining to the Production or E M F in a Simple 
Alternator 

Further, let time, in seconds, be measured from a plane of reference 
(YOY'f Fig. 2) which contains the axis of revolution and is 
perpendicular to the magnetic Imes. 

Then at any instant t, when the conductor occupies the position C, 
Fig. 2, the component of the linear velocity perpendicular to the 
flux is 

rco sin L YOG = rco sin cot. 

If the conductor were to continue its motion in this direction the 
flux cut in one second would be 

Blr (oemcot. 
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Hence at this particular instant, t, the E.M.F. generated in the 
conductor is 

e = BlroDsiacot x 10"® volts 
= J o) sin X 10 ® volts . . • (1) 

where O (= 2Blr) is the flux cut by the conductor during one half 
of a revolution. 

Thus the E.M.F. varies as a sine function of the time-angle coty 
and if E.M.F. and time be plotted in rectangular co-ordinates we 

obtain the curve shown in Fig. 
3, which is called a sine curve. 
An E.M.F. which varies in this 
manner is called a sinusoidal 
EM.F. (sometimes the term 
simple harmonic E.M,F. is 
used) and the generator in 
which it is produced is called 
a sine-wave generator. 

The maximum, or peak, 
value of the E.M.F. occurs 
when the direction of motion 
of the conductor is perpendicular to the flux — i.e., when o)t = Jtt, 
oTT, Itt, etc. — and its value (E^) is 

^ X 10 ®. 

Hence, equation (1) may be written 

e = sin ct>< .... (2) 

If instead of a single conductor we have a coil consisting of a 
single turn, and the plane of the coil passes through the axis of 
rotation, the E.M.F generated in the coil at any instant will equal 
twice that generated in one conductor, or coil-side, so that in 
this case* 

e = (osmcot X 10 ® . . . (la) 



F.g. 3. Repjresentation of 
Sinusoidal E.M.F. 


* This equation may be obtained directly as follows — 

Let <E> = flux passing through the coil when the latter is perpendicular to 
the magnetic lines (i.e. when the plane containing the coil coincides with the 
plane of reference). Then the flux (99) passing through the coil at the 
instant t is 

q} = O cos (ot, 

and the instantaneous E.M.F. generated in the coil is 

d 

e = - 10~« X dwjdt = - 10"* X 3- coscoO 

at 

= O Q) sin col X lO’* 



GENERAL CONSIDERATIONS AND DEFINITIONS 5 

The sine wave of E.M.F. is therefore produced naturally in the 
simplest type of alternator. The type of construction represented 
in Fig. 2 would, however, not be commercially practicable on 
account of the poor utilization of the magnetic and electric materials. 
Commercial alternators are constructed with iron magnetic circuits 
and slotted armatures for the purpose of reducing the magnetic 
reluctance and the ampere-tums required for excitation. The 
slotted construction results in deviations from the sine wave, even 
when the flux is distributed sinusoidally in the air gap, and accord- 
ingly features have to be introduced into the construction to correct 
or neutralize the defects due to the slotted construction. 

Forms of E.M.F. Equation. In each of the above cases the E.M.F. 
passes through a complete set of changes during each revolution of 
the conductor, or coil. Hence, the frequency (/) is equal to the 
number of revolutions per second (n), and the period (T) is equal 
to 1/n. 

Now the angular . v’'elocity (a>) = 27rn = 27r/, so that / = ft>/27T. 
Equation (2) may therefore be expressed in the following forms — 

c = E^Bmoot . . . • (2) 

= E^ sin 27rft .... (2a) 
E^sux (2nlT)t .... {2b) 

In these equations we observe that — 

(1) the maximum value (also called the peak value or amplitude) of 
the E,M.F. is given by the coefficient of the sine of the time-angle ; 

(2) the frequency is given by : (coefficient of time 2tt). 

For example, if the equation to an alternating E.M.F. is 

e = 100 sin 314 t 

the maximum value of the E.M.F. is 100, and the frequency is 
(314/27r) = 50. 

Similarly if the equation takes the form 

e = I^'y/{R^ + 9a>^L2) sin 3cot, 

the maximum E.M.F. is given by E^ — I^'^/iR^ + and the 

frequency by 3co/27r. 

Phase. Consider now the effect of adding additional turns to 
the above coil. These turns may be arranged either radially in the 
same plane, as in Fig. 4, or side by side on the surface of a cylin- 
drical core, as in Fig. 6. In the former case the time-angle (cot) is 
the same for each turn, but the instantaneous E.M.Fs. generated in 
the several turns differ in magnitude, since these turns do not cut 
the flux at the same speed. If the turns are connected in series 
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the total E.M.F. of the coil at any instant is equal to the sum of 
the instantaneous E.M.Fs. in the several turns and is given by 
e = + eg + + 

= (Oico sin cot + ^ 2 ^ sin cot + Ogco sin cot + ...) X 10‘® 

™ i^lm + ^2m + + ••••) sin COt . . (3) 

where Og, O3, . . . denote the maximum fluxes enclosed by the 
several turns, and E^^, E^^, E^^, . . . denote the corresponding 
maximum E.M.Fs. A graphical representation of the E.M.Fs. for 
the case of a three-tum coil is shown in Fig. 5, from which it will 



Pertaining to the Production of E M.F. in a Simple Alternator 

WITH Co -PLANAR CoiLS 

be observed that the instantaneous value of the resultant E.M.F., as 
well as that of each of the individual E.M.Fs., is proportional to 
sin cot. Thus all the E.M.Fs. become zero at the same instant and 
reach their maxima together, i.e. the E.M.Fs. are in phase mith one 
another. Therefore, alternating quantities of the same frequency 
have the same phase, or are in phase, when their zero values — or 
their maximum or other corresponding values — occur at the same 
instant. 

With the conditions shown in Fig. 6 each turn cuts the same 
maximum flux (O) during a revolution, but the time-angle is 
different for each turn. If the turns are connected in scries the 
total E.M.F. generated in the coil is given by 
c = Cj + Cg + ^3 + • • • • 

= |Ocosince<+Oa)sin(a>^-a)+Ocosin[co^--(a+/?)]-t-. . jx 10® 
= Oo) X 10’®|sin (ot + sin(ce^-a)+ sin[(u< - (a + /3)J + . . . . | 

= E^ I sin (ot -f 8in(cG/ ~ a) -f sin(cc^ - (a -f /S) )-f | . (4) 
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where cot is the time-angle referred to the first turn, and a, • 

are the angles by which the planes containing the several turns are 
displaced from one another (see Fig. 6). 

A graphical representation of these conditions is given in Eig. 7, 
which refers to the case of a coil having three turns. In this case 
the maxima of the several E.M.Fs occur at different instants, i.e. 
the E.M.Fs. are out of phase with one another. 

In simple harmonic motion the term “ phase ’’ is used to denote 
the point or stage in the period, considered in relation to a standard 
position or to the instant of starting, to which the oscillation has 
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advanced. For example, in Fig. 2 the phase of the conductor at 
time t is given by the angle cot. Hence this angle is sometimes 
called the “ phase angle.” In electrical engineering, however, we 
are concerned more with the relative phases of alternating quantities, 
with respect to a quantity of reference, rather than their absolute 
phases, and hence the term “ phase difference ” is more appropriate. 
Moreover the term “ phase ” has other meanings than that given 
above. 

Phase Difference. The phase difference between two alternating 
quantities is measured by the time-angle between their zero values. 
When the quantities have the same frequency* this angle is constant 
for corresponding values (e.g. zero, maximum, etc.) of the quantities. 
For the case represented in Fig. 7 the phase difference between the 
E.M.Fs. in turns I and II is a, and is equal to the angle by which 
these turns are displaced from each other. Similarly, the phase 

* The meaning of “ phase difference ’* when applied to quantities of 
different frequencies is considered in Chap. XIV. 
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difference between the E.M.Fs. in turns II and III is jS, while that 
between the E.M.Fs. in turns I and III is (a + P). These expres- 
sions, however, need qualification, as they give no indication of 
which of the E.M.Fs. first reaches its maximum value. To supply 
this deficiency the terms “ lead ” and “ lag ’’ are employed. 

Lead denotes that the maximum value of an alternating quantity 
occurs earlier than the corresponding maximum value of a second 
quantity. 

Lag denotes that the maximum value occurs later than the 
corresponding maximum value of a second quantity. 

Phase difference accordingly is usually expressed as either the 
“ angle of lead ” or the “ angle of lag.’' For example, in Fig. 7 
the E.M.F. wave I is leading with respect to II, the “ angle of lead ” 
being a ; conversely. III is lagging with respect to II, the “ angle of 
lag ” being p. 

If in Fig. 6 the time-angle is referred to turn II instead of to turn I, 
as above, and this angle is now denoted by (Dt\ then on substituting 
(a)V + a) for cdI in equation (4) w/ obtain 

c == |sin {oif -f a) + sin 0 ) 1 '+ sin {o)t' - /S) + . . . | (5) 

The E.M.F. in turn I is now given by 

e'l = E^ sin (cof -f a ) ; 
that in turn II is given by 

e '2 = E^ sin o)t' ; 

while that in turn III is given by 

«'3 = Em sin ((Ot'-P). 

Now the E.M.F. in turn I is leading, and that in turn III is 
lagging, with respect to the E.M.F. in turn II. Hence a 'plus (-{-) 
sig'u emplcyyed in connection with phase difference denotes “ lead ” and 
a minus (~) sign denotes lug+ 

Thus in general we can determine from the equation of an 
alternating quantity: (1) its maximum value, (2) its frequency, 
(3) its phase difference with respect to another quantity of the 
same frequency. 


Examples. Determine the maximum- value and frequency of the following 
alternating E.M.Fs. and currents. Determine also the phase differences 
between the respective E M.Fs. and currents — 



e = 3250 sin 157^ 
i = 35 sin (161 1 - 16®) 
e — coLI'^ sin (o)t-\- Jtt) 
i = 1'^ sin o)t 


( e = sin 6ci)t 

/i = 6o}GE'^b\i\ {6o)t -f Jtt) 

\e — E''^ sin (a)t + a) 

)i = £;"^/v/(i?*-fX2).siniM-tan-iZ/i?) 
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Denoting, in each case, the maximum value of the E.M.F. by the 
maximum value of the current by 7^, the frequency by /, and the phase 
difference by (p, we have 


(«> 

= 3250 ; 


157/27r = 25; 

9? - 15“ 

(b) E„ 

= E' • 

^ m » 

/„ = 5coC£'„; 

/ = 5C0/2tc ; 

9? = + *77 « +90“ 



II 

/ = £0/277 ; 

9? = - *77 = - 90® 


m ’ 


= £0/277 : 

q) “(a + tan"‘jr//J). 


Observe that both frequency and phase difference are determined from the 
time-angle, the former being given by (1/27 t X coefficient of time), and the 
latter by the constant term, if any, of the time-angle. Also observe that in 
expressing phase difference, the E.M.F. is taken as the quantity of reference. 
Thus in (c) the E.M.F. leads the current by 90®, therefore the current lags 
behind the E.M.F. by this amount : in (d) the E.M.F. is zero when cot ^ a, 
and the current is zero when cot = tan“^ X/i?, so that the phase difference 
between E.M.F. and current is (a -f- tektr^ Xj R), lagging. 

Properties of Sine Curves. The study of alternating-current 
phenomena requires, a loiowledge of the properties of sine curves. 
A fundamental property of such curves is that any ordinate is 
proportional to the sine of the corresponding abscissa. Other 
properties are (1) that the mean ordinate of a half-wave is equal to 
2/7r times the maximum ordinate ; (2) that the square root of the 
mean of the squared ordinates of a half-wave or a complete wave is 
equal to l/V^ times the maximum ordinate. We shall now show 
how these quantitative relations are obtained. 

Mean Ordinate, or Arithmetic Mean Value, of a Sine Curve, l^t the curve 

be represented by the equation 

e = Ef^ sin cot = E^ sin {2ntlT) 

where E^ denotes the maximum ordinate and T the period. Then the 
mean ordinate is given by 

„ __ Area included between the curve and abscissa axis for one half -period 

Half-period 

o 

w 

= — ^ [- cos TZ -f cos 0] 

7Z 

= (2liz)E^ = 0-637 E^ 

An approximation to the value of the mean ordinate can be 
obtained arithmetically by determining the mean value of the sines 
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of angles between 0° and 180°. Thus taking angles at intervals of 
15° we have 


Angie 

16® 

30® 

45® 

60® 

75® 

90® 

106® 

120® 

135® 

150® 

165® 

180® 

Sine 

0-259 

0-6 

0-707 

1 

0-866 

0-966 

1-0 

0-966 

0-866 

0-707 

0-6 

0-259 

0 


Total - 7-56 ; Mean = 7-56/12 - 0-633 


The arithmetic mean value of an alternating current is of little 
importance in practice, as the heating effect due to a current is 
proportional, not to the square of the mean value of the current, 
but to the mean of the squared instantaneous values of the current 
as explained later. However, a knowledge of the mean value of 
an alternating E.M.F. is frequently required in calculations 
connected with altemating-currcnt machines. 

Root-mean-square (R.M.S.)* Value of a Sine Curve. The root-mean-square 
value is obtained by determining the square root of the mean value of the 
squared ordinates for a cycle or half -cycle. Let the curve be represented by 
the equation 

i = /„ sin cot = Bm(2n IT)t 

The square of any ordinate (i) is then 

1 * = sin® {2tz/T% 

and if /* denote the mean value of the squares of the ordinates during a 
period, we have 





Whence I = = l^ls/2 0-707 

An approximation to the R.M.S. value can be obtained arith- 
metically by determining the mean value of the squares of the 
sines of angles between 0° and 180° and taking the square root of 
this quantity. Thus taking angles at intervals of 15° we have 


Angie 

15" 

SO® 

45® 

60® 

75® 

90® 

105® 

120® 

135® 

160® 

165" 

180" 

Sine 

0-259 

0-5 

0-707 

0-866 

0-966 

1-0 

0-966 

0-866 

0-707 

0-5 

0-259 

0 

(Sine)* 

0-067 

0-26 

0-5 

0-75 

0-933 

1-0 

0-933 

0-75 

0-5 

0-25 

0-067 

0 


Sum of (sine)* = 6-0, Mean of (sine)* = 6-0/12 = 0-5, ^{Mean of (sine)*} = 0-707 


* In this book the square root of the mean value of the squared ordinates 
of a periodic curve is called the “ root-mean-square ’* (R.M.S.) value. The 
terms “ effective ’* and “ virtual ** are also used in practice, the former 

being widely used in America. 
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Graphical Representation ol B.M.S. Value o! a Sine Curve. In 

Fig. 8 (a) is shown a sine curve and at (6) in the same Mg. is shown 
a curve the ordinates of which are proportional to the squares of 
the corresponding ordinates of the sine curve (a). The horizontal 
line AB is drawn such that its height is equal to the mean ordinate 
of curve (6), i.e. the area of rectangle OABX = area between curve 
and the abscissa axis. Hence OA is the mean value of the squared 
ordinates of the sine curve (a) and y^OA is the R.M.S. value of (a). 

It can be shown that curve (6) is a sine curve having AB as axis 
and a frequency twice that of (a). Thus if any ordinate of (a) is 
given hy y — Fsin0, then the corresponding ordinate of (6) is 
z y^ = sin^ 0. Now sin® 6 may be expressed as (^ - J cos 26), 



Fig. 8. Giiaphical Determination of R.M.vS. Value of a Sine 

Curve 

which, since cos 0 == - sin (6 - |7r), reduces to [ J + i sin (20 - Jtt)]. 
Hence 2 = ^ 7® + ^7® sin (20 - ^tt). Now J7® sin (20 - Jtt) is a 
sine curve having a maximum ordinate J 7®, a frequency twice that 
of curve (a), its zero at 20 = 90°, or 0 = 45°, and its axis at a dis- 
tance 1 7® above the abscissa axis. Obviously the mean ordinate 
of this curve, taken over a cycle, is zero. Therefore the mean value 
of curve (6) is J7®, whence the R.M.S. value of (a) is (l/\/2)7 
= (l/V^) X maximum ordinate of (a). 

Ezamples. Give the R.M.S. value and frequency of the following — 

(а) y/{R^ + X*) sin {a)t + ire) ; 

( б ) {A -f- B) sin {3a)t - a) ; 

(r) A sin cot -j- B cos cot ; 

(d) 141-4 sin 377«. 

The maximum value of the quantities (a), ( 6 ), (d) may be written down 
directly, but that of quantity (c) must be deduced as follows — 

Multiply and divide each term by \/(A^ -h B^) thus 

S/(A^ -f B*) + v'(v4» + B^) 

Now if BjA = tan 9 ?, AI\/{A^ -i-R®) = cos 93 , and R/v/(-4* -|-R*) = sin 9 ). 
Hence expression (c) may be written 

v/(X* + R*) {sin cot cos 9 ? + cos cot sin cp) = \/(X* + R*) sinfeo^ + 97 ) 
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Therefore the R.M.S. values and frequencies are 


Quantity. 

R-M.S. Value. 

Frequency. 

V{R* + X*) sin (Q}t + iTT) 

VW* + 0-707 + 

co/2t: 

{A + J8)8in (3a>t-a) 

(A + B)IV2= 0-707 (A + B) 

2(Ot2K 

A sin (x)t + B cos (ot 

Vi(A* + 0-707 V(d* +B*) 

a)/2K 

141-4 sin 377« 

141-4/^2 = 100 

377/271 = 60 


Practical Importance of R.M.S. Value of Alternating Quantities. 

The heat produced in a conductor carrying a current is proportional 
to the square of the current. Hence, if i denotes the instantaneous 
value of the current in amperes, R, the resistance of the conductor 
in ohms, the energy {dW) expended in heat during the time dt is 

dW == i^R . dt joules 

and the mean rate at which energy is expended (i.e. the mean heating 
effect) during the time T is 

„ r'^dw 1 

If the current follows a sine law 
i = sin {27TjT)t 

the mean heating effect during a period (T) is 


^ 0 



= = RUJV^f = RU 

where /(= I^I'y/2) is the R.M.S. value of the current. 

Thus the mean heating effect due to a sinusoidal alternating 
current of maximum value is the same as that due to a continuous 
current equal to 0-707 

The R.M.S. value of an alternating current is therefore of con- 
siderable importance in practice. Moreover, as will be shown later 
in Chapter XVI, the indications of ammeters and voltmeters give 
R.M.S. values of current and E.M.F. respectively. In commercial 
electrical engineering when values of current and E.M.F. are 
specified, these values always refer to the R.M.S. values. 

Form-tactor of a Sine Curve. The form-factor of a periodic curve 
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is the ratio (R.M.S. value/arithmetic mean value). Hence for a 
sine curve the form-factor (Kf) is 

_ 1 2 77 

A knowledge of the form-factor of a curve therefore enables the 
R.M.S. value to be obtained from the arithmetic mean value, or 
vice versd. 

Example. A conductor rotates at a uniform speed of n r.p.s. in a two-pole 
magnetic field. The flux per pole is O lines and the flux distribution is 
sinusoidal. Obtain an expression for the R.M.S. value of the E.M.F. generated 
in the conductor. 

Now the mean E.M.F. generated in the conductor is equal to (flux cut 
per second x 10'®), and since the conductor cuts the flux (O) twice in one 
revolution, the mean E.M.F. [E^^) is 

^av = 2 0 n X 10-* volts. 

But since the velocity is-constant the E.M.F. is, at any instant, proportional 
to the flux density of the field in which the conductor is moving. Therefore 
the E.M.F. follows a sine law and its B.M.S. value (E) is 

E =1*11 JEf- = 2*22 O n X 10“* volts 
= 2*22 (!>f X 10-® volts, 

since the frequency, /, is equal to n. 

Amplitude- or Peak-factor of a Sine Curve. The amplitude-factor 
of a periodic curve is the ratio (maximum value/R.M.S.value). 
Hence for a sine curve the amplitude-factor (K^) is 

(1/V2) = \/2 == 1414 

The amplitude-factor is used only in connection with E.M.F. 
waves and is of importance in insulation testing and high-voltage 
apparatus, as the maximum stress to which the insulation is sub- 
jected is proportional to the maximum or peak value of the E.M.F. 
A knowledge of the peak value of the E.M.F. is also necessary when 
measuring iron losses, as the iron loss depends upon the maximum 
value of the flux. 

If is the R.M.S. value of the applied E.M.F. as given by the 
reading of a voltmeter and A’a is the amplitude-factor, the maximum 
E.M.F. is 


= K^E 



CHAPTER II 

FORMS OF REPRESENTATION 

The study of alternating-current phenomena is considerably 
simplified by assuming the quantities to vary sinusoidally with 
respect to time ; in fact, the elementary principles of alternating- 
current circuits can only be developed in an intelligible manner by 
making this assumption, which, in many cases, is justifiable. 
Moreover, the sine curve is, in practice, considered as the standard 
wave-form, and deviations therefrom are classed as distorted 
waves 

In view of the importance of the sine wave in alternating-current 
engineeiing we shall devote the present chapter to a consideration 
of the various methods of representating sinusoidal quantities. 
These methods may be classified as follows — 

I. Graphical methods. (1) Rectangular co-ordinates. 

(2) Polar co-ordinates. 

(3) Vector diagrams. 

II. Analytical methods. (4) Trigonometric functions. 

(6) Complex algebra. 

Representation by Rectangular Co-ordinates 

In this method time is measured horizontally, as abscissae, and 
instantaneous values of the alternating quantity are measured 
vertically, as ordinates. Examples are given in Chapter I, Figs. 1, 
3, 5, 7, 8. 

The method can be also employed for representing non-sinusoidal 
quantities. 


Representation by Polar Co-ordinates 

In this method the alternating quantity is represented by a 
rotating line — called a radius-vector — of variable length. Time is 
measured by the angle between this line and a reference axis. The 
length of the line at any position represents the instantaneous value 
of the quantity at the time corresponding to this position. The 
fixed point about which the line rotates is called the pole. The 
positive direction of rotation is counter-clockwise, and one revolution 
corresponds to one cycle of the alternating quantity 
When this method of representation is applied to sinusoidal 
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quantities the locus of the free end of the radius-vector forms two 
circles (one corresponding to each half-cycle) which touch each 
other, the line joining the centres and point of contact passing 
through the pole. The diameter of each circle is equal to the 
maximum value of the alternating quantity. If time is measm’ed 
from the horizontal, or (X), axis and the zero value of the quantity 
occurs at zero time, the centres of the circles lie in the vertical, 
or ( Y), axis as shown in Fig. 9 (a), which is a polar representation of 
the sine curve of Fig. 3, reproduced in Fig. 9 (6). 



Fig. 9. Polar Representation of a Sine Curve 

Proof, Let the equation to the alternating quantity be 
e=E^ sin cot. 

Then the length of the rotating radius-vector at any instant (t) is equal to c, 
and the angle between it and the axis of reference is equal to (ot. Let x, y, 
be the co-ordinates of the free end of the vector referred to rectangular axes 
XOX, YOYf passing through the pole O (see Fig. 9). Then 
X — e cos cot, y ~ ^ sin cot, 

a ;2 -f ya _ g 2 co&2 + e® sin* mt ~ — e{E^ sin mt) = E^ y. 

Hence x* -f y* - E^ y = 0. 

This IS the equation to a circle, referred to rectangular coordinates, of 
radius iE^, having its centre in the vertical (y) axis at a distance iE^ from 
the origin (i.e. the circle is tangential to the horizontal (X) axis). Therefore 
the locus of the free end of the rotating vector is a circle. 


If the zero value of the quantity does not occur at zero time the 
line of centres is displaced from the vertical by an angle corre- 
sponding to the time at which the zero value of the quantity occurs. 
Lead is represented by a displacement in the clockwise direction 
(see Fig. 10 (a)) ; lag is represented by a displacement in the 
counter-clockwise direction (see Fig. 10 (6) ). 

Applications of Polar Co-ordinates to the Representation of Non- 
sinusoidal Quantities. Non-sinusoidal quantities may also be 
represented by polar co-ordinates, but in this case the locus of the 
rotating radius-vector will form two irregular figures, which will be 
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synuuetrical if the two half-waves of the alternating q^uantity are 
symmetrical. Fig. 11 shows the non-sinusoidal curve of Fig. 1 
plotted in polar co-ordinates. 

In the case of symmetrical waves the equivalent sine wave— 
i.e. the sine wave which has the same R.M.S. value and frequency 



Fig. 10. Repbesentation of Lead (a) and Lag (b) by Polar 
Co-ordinates 


as the non-sinusoidal wave — is obtained by drawing a circle having 
an area equal to that of one of the irregular figures. The diameter 



Fig. 11. Representation of Non-sinusoidal Curve by Polar 
Co-ordinates. The Chain-dotted Curve is the Equivalent Sine Curve 

of this circle gives the maximum value of the equivalent sine wave 
and hence the R.M.S, value of the distorted wave is given by 

(ll\/2) X diameter of circle, or 
\/2 X radius of circle. 

ProoJ. Let the value of the periodic quantity at time t be denoted by e 
and its phase by (ot (see Fig. 9). Then the increase in polar area for an 
increment of time dt (i.e. an mcrement dQ>t in phase) is 
Jc.s dcDt = }e* (kot. 
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Hence the area of the polar diagram corresponding to half a period of the 
distorted wave is 

ie* dot = e«d t = ^ dt 

Let r denote the radius of circle which has an area equal to that of the 
polar diagram. Then 

rr 

and ** = R.M.S. value of distorted wave 


Representation by Vector Diagrams 

A vector diagram is a graphical representation of one or more 
vector quantities, a vector quantity being a physical quantity 
which has direction . well as magnitude. Examples of vector 
quantities are force, velocity, magnetic flux, E.M.F., current, 
ampere-turn. 

Such quantities are only completely specified when particulars 
of their magnitudes, direction, and sense are given. 

Vector quantities are represented graphically by straight lines 
called vectors. The length of the line represents the magnitude of 
the quantity ; the inclination of the line with respect to some axis 
of reference denotes the direction of the quantit}^ and an arrow-head^ 
usually placed at one end of the line, indicates the sense in which 
the quantity acti 

In electrical engmeering we may require to represent a number of 
vector quantities in the same vector diagram ; it is necessary, 
therefore, to adhere to a system of nomenclature in order that the 
several vectors may be readily distinguished from one another. 
The vector nomenclature in this treatise is as follows* — 

E.M.F. vectors are represented by an ordinary arrow-head — 

Flux vectors are represented by a double arrow-head — 

Ampere-tum vectors are represented by a solid arrow-head — 

Current vectors are reprsented by a closed arrow-head — 

With alternating quantities varying harmonically, two methods 
of vector representation may be adopted, viz. (1) the polar vector 
diagram, (2) the crank vector diagram. 

Polar Vector Diagram* In this diagram a fixed vector, repre- 
senting the maximum value of the quantity, occupies a definite 

* This nomenclature is the same as that employed in vector diagrams in 
the author's Electric Traction and Electric Motors and CorUrol Systems, 
(Pitman.) 

3-(T 5245) 
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position relative to an axis of reference, one end of the vector being 
located at the origin. Instantaneous values of the quantity are 
represented by the projections of the vector on a rotating linai» 
(called the “ time line ”) which rotates, in a plane containing the 
vector, with uniform angular velocity. The counter-clockwise 
direction of rotation is positive, and time is measured from the hori- 
zontal axis in the first quadrant. Hence if the zero value of the 
quantity occurs at zero time the fixed vector lies in the vertical 
axis, but otherwise this vector will be displaced from the vertical 
axis by an angle equal to the value of the time-angle at which zero 
value occurs ; lead being represented by an angle measured in the 
clockwise direction, and lag by an angle in the counter-clockwise 



Fig. 12. Polar Vector Diagram (6) for the Sinusoidal E.M.F. 

AND Current Represented by ( a ) 

direction. A positive phase-angle must be measured in the clock- 
wise direction because if one quantity is leading relative to another 
quantity, the revolving time line must meet the vector of the 
former before that of the latter. Fig. 12 shows the polar vector 
diagram for a current, /, lagging q) with respect to an E.M.F. E, 
Crank Vector Diagram. In this diagram a vector, equal to the 
maidmum value of the quantity, rotates with uniform angular 
velocity, a>, about a fixed point which is the origin of rectangular 
axes. Time is measured from the horizontal axis in the first quad- 
rant, the counter-clockwise direction of rotation being positive. 
Instantaneous values of the quantity are represented by the pro- 
jections of the vector on the vertical axis. Phase is given by the 
angle, measured in the counter-clockwise direction, which the 
rotating vector makes with the time axis. Hence the phase 
difference between two quantities is represented by the angle 
between their vectors, an angle measured in the counter-clockwise 
(-f ) direction denoting lead, and one measured in the opposite 
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direction denoting lag. Fig. 13 shows a crank Vector diagram 
representing the same conditions as the polar diagram of Fig. 12. 

PAar and Crank Vector Diagrams Compared. In both polar and 
crank vector diagrams time is measured by the angle, from the 
horizontal axis, in the counter-clockwise (-h) direction, but phase 
difference is measured in the clockwise direction in the polar diagram 
and in the counter-clockwise direction in the crank diagram. 
Thus a vector representing a lagging quantity is shown in one 
diagram on one side of the vector of reference and in the other 
diagram on the opposite side of the latter. Hence when the 
complex algebraic, or symbolic, method of representation is em- 
ployed ambiguity in signs is likely to occur if the polar and crank 



Fig. 13. Crank Vector Diagram (6) for the Sinusoidal E.M.F. 

AND Current Represented by (o) 

vector diagrams are used indiscriminately. To remove this am- 
biguity the crank vector diagram, in which alternating quantities 
are represented by rotating vectors, has been adopted by the 
International Electro-technical Commission as the standard form 
of representation for electrical vector quantities. All vector 
diagrams and complex algebraic expressions in this book conform 
to this standard, it being imderstood that such diagrams and 
expressions are used solely in connection with quantities varying 
sinusoidally. 

Addition and Subtraction of Vector Quantities. In problems 
connected with alternating-current circuits we may be concerned 
with a number of E.M.Fs. or currents of the same frequency but 
of different phases, and may wish to obtain the resultant E.M.F. 
or current. The quantities, if sinusoidal, may be represented by 
a number of rotating vectors having a common axis of rotation and 
displaced from one another by invariable angles which are equal to 
the phase differences between the respective quantities. The 
instantaneous value of the resultant E.M.F., or current, is given by 
the algebraic sum of the projections of the vectors on the vertical 
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axis. The maximum value of the resultant is obtained bj com- 
pounding the several vectors according to the parallelogram and 
polygon laws. 

The parallelogram law of vectors states — 

If two co-planar vectors, not lying in the same straight line, 
meet at a point and a parallelogram be constructed having these 
vectors as adjacent sides, then their resultant is given in magni- 
tude and direction by the diagonal which passes through the 
point of intersection of the vectors. 

The polygon law of vectors states — 

If a number of co-planar vectors, not lying in the same straight 
line, meet at a point and an open polygon be constructed having 
one side formed by one of the vectors and the remaining sides equal 
and parallel to the remaining vectors, taken in order, then their 
resultant is given in magnitude and reversed direction by the 
closing side of the polygon. 

To prove these laws it is necessary to show that the sum of the 
vertical projections of the vectors at a given instant is equal to the 
vertical projection of their resultant at that instant. Thus in the 
case of the parallelogram of vectors let OA, OB, Fig. 14 (a), represent 
two rotating vectors having a phase difference (p, and let OC — the 
diagonal of the parallelogram OACB — ^represent their resultant. 
The vertical projections of OA, OB, OC are given by Oa, Ob, Oc, 
respectively. 

From Fig. 14 we have 

Oc = Oa + 

But ac is the vertical projection of AC, and as .^(7 is equal and 
parallel to OB, therefore ac = Ob. Hence 

Oc = Oa + = Oa Ob 

and the proposition is proved. 

The polygon law of vectors may be proved in a similar manner. 
If the vector difference of the quantities is required, the vector 
representing one of the quantities is reversed, and this reversed 
vector is compounded with the other vector according to the 
parallelogram law. For example, if in Fig. 14 (6), OA and OB are 
two vectors and their difference (A - B) is required, the vector OB 
is reversed, i.e, another vector OB' is drawn equal to, but in the 
reverse direction to OB, and OA and OB' are compounded according 
to the parallelogram law, thus giving the resultant OD. Then OD 
represents the difference of the vector quantities A, B. Similarly 
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if the difference B-A is required the vector OA is reversed and 
the resultant OE is obtained. 

Vector Representation of Root-mean-sQuare Values ot Alternating 
Quantities. In alternating-current circuits we are chiefly concerned 
with R.M.S. values of current and E.M.F., and their phase differ- 
ences. Provided that the law of variation of the quantities is 



(a) (b) 

Fia. 14 . Parallelogram of Vectors Applied to the Addition (a) 
AND Subtraction (6) op T\\o Vectors OA, OB 


known, a knowledge^ of thc'ir instantaneous values throughout a 
period is unnecessary and is of little interest in practice. Now 
with sinusoidal quantities the R.M.S. value bears a fixed relation to 
the maximum value. Hence R.M.S. v^alues may be determined 
directly from the vector 
diagram by a suitable 
change of scale Therefore, 
when the resultant of a 
number of currents, or 
E.M.Fs., is to be determined 
we may re])resent the quan- 
tities by fixed vectors, the 
lengths of which represent 
the R.M.S. values of the quantities and the angular displacements 
of the vectors with respect to one vector, or quantity of rehu ence, 
represent their phase differences with respect to this quantity. Lead 
is represented by an angle in the counter-c lockwise direction, and 
lag is represented by an angle in the clockwise dire(‘tion. 

Thus the crank diagram of Fig. 14 (a) may be replaced by the 
stationary vector diagram of Fig. 15, which is virtually a diagram 



Fig. 15 . Vector Diagram for 
Constant Quantities 
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for constant quantities, as would be employed in connection with 
applied mechanics. 

Example. Represent the following quantities by vectors — 

5 sin {2nft - 1) ; 3 cos {2nft + 1) ; 2 sin (2Tzft + 2*5) ; 4 sin (2nft - 1). 

Add these vectors together and express the result in the form — 

A sin (27zft -f (p) . [C. and G.] 

Observe that all the quantities have the same frequency, /. Hence the 
vectors representing them may be added together. Before doing so, however, 
it will be convenient to express all the quantities as sine functions. Thus 
the second quantity 3 cos (2nft) +1), 

may be written 3 sin {2'n:ft + 1 -f jTr)= 3 sin {2Tcft + 1 + 1*57) 

= 3 sin {2Tzft + 2*67) 

The maximum value of eacli quantity and its phase difference with respect 
to the quantity of reference, viz. X sin 2nft, is given in the following table — 


I Phase difference with 

Maximum 
value. 


5 

3 
2 

4 

The vector diagram is shown in Fig. 16, in which OX represents 
the vector of reference, and OA, OB, OC, OD represent the four 
quantities a, b, c, d respectively. The resultant, or sum, of these 
vectors is obtained by compounding them according to the polygon 
law and is represented by OG, which is 4*81 units long and lags 82®, 
or (82/57*3) = 1*43 radians, with resp(‘ct to the vector of reference. 
Hence the sum of the quantities is 

4*81 sin (277/^- 1*43). 

Representation by Trigonometrical Functions 

We have already shown that in the case of quantities varying 
harmonically the instantaneous values are proportional to the sine, 
or in some cases to the cosine, of the time-angle. Hence in the 
analytical treatment of these quantities they are expressed as a 
trigonometrical function (sine or cosine) of the time-angle, e.g. 
c = E^ sin o)t \ 1 = sin (co< - 9 ) ; i = cos cot. 

This method is particularly suitable for dealing with instantaneous 
values, as it enables the relationship between current and E.M.F. 


respect to 

X sin 27zft. 

Radians. 

Degrees. 

- 1 

-57*3 

-f 2*57 

-f 147*2 

-f- 2*6 

+ 143*2 

- 1 

- 57*3 


Quantity. 


a) 5 sin (27 t/< - 1) 

[b) 3 cos (2Tu/t 4- 1) 

[c) 2 sin (27r// -f 2*5) 

[d) 4 sin (27 t/< - 1) 
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for the simpler circuits to be deduced analytically and the quantita- 
tive relations between these quantities to be calculated accurately 
as shown in the following chapters. By means of Fourier’s series 
the method can be extended to the calculations of circuits when the 
wave-form of the supply E.M.F. is non-sinusoidal (see Chapter XIV). 

As both maximum and R.M.S. values can, in the case of sinusoidal 
quantities, readily be obtained from the instantaneous value, the 
trigonometrical method is largely employed in the calculations of 
electric circuits and is developed further in the following chapters. 

B 



Fio. 16. Graphical Solution and Vector Diagram for Example 

(p. 22) 


Representation by Complex Algebra 
Ssrmbolic Notation. This form of representation is an algebraic 
method of representing vector quantities and enables the operations 
which are carried out graphically in a vector diagram to be per- 
formed analytically. It is, moreover, of considerable value in the 
solution of alternating-current problems, as the results obtained are 
of the same order of accuracy as those obtained by trigonometrical 
methods although the calculations are usually simpler and less 
tedious. 

The basis of the method is the representation of vector quantities 
by their components in the direction of arbitrarily chosen axes of 
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reference. For example, the vector OEi, Fig. 1 7, may be completely 
speciSed by stating that its horizontal component is and its 
vertical component is Instead of stating these conditions 
verbally we may express them symbolically, thus 

^1 = 


where j indicates that the component bi is perpendicular to the 
component a^. 


This method of representation 
is similar to that adopted in ana- 
lytical geometry for representing 
co-planar points in terms of their 
rectangular co-ordinates but it 
admits of more extensive applica- 
tion owing to the two components, 
or co-ordinates, being connected 
by an algebraic sign, the use of 
which requires the introduction 
of the distinguishing symbol j to 
prevent these (*omponents being 
treated as ordinary algebraic 
quantities. 

Axes of Reference. The horizontal axis, XOX\ Fig. 17, is called 
the real or in-phase axis. Coiiiponents in this axis are called in-phase 
components : they are po.silive when nu^asured to the right of 0, 
and negativ<^ when measured in the reverse direction. 

The vertical axis, YOY\ Fig. 17, is called the imaginary, or 
quadraUire, axis. Comiionents in this axis are called quadrature 
components : they are positive when measured upwards and negative 
when measured downwards. These components are distinguished 
from tho.se in the horizontal axis by being compounded with the 
symbol j. 

For example, in Fig. 17, the vector OE^ i.=» represented symbolically 



Fig. 17. Components of Vectors 
Along Axes of Reference 


by the expression A'l " 

the vector OE^ by E^ = -a^ -f jb^, 

the vector OE^ by E^ = 

and the vector OE^ by E^ ~ jb^. 


Similarly, vectors having directions along the ax(\s of reference 
are represented by 

Il=gl ■ ■■ fs = -g3 ■ h^--jgt 

We may therefore consider j as an operator, the application of 
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which to a vector, or a vector component, causes a rotation through 
90^ in the positive (counter-clockwise) direction. The double 
application of the operator rotates a vector through 180® and 
reverses its sense, e.g. the double application of j to the vector 
I = g gives the vector P =zjjg= -jr. Hence operation by jj or 
is equivalent to multiplication by - 1, so we may regard the 
effect of j* as being equivalent numerically to - 1 and write 

~ 1 ( ) 

Whence j ( ) = V ~ 1 ( ) 

i.e. j has numerically the effect of the imaginary root of - 1.* 

In ordinary algebra quantities having the factor V “ 1 ^'^e called 
imaginary. This term may also be applied to vector components 
in the vertical axis, since when considering a uni-directional quantity 
such as a length, measured along a given axis, any measurement 
taken along a perpendicular axis has no physical meaning and 
must therefore be regarded as imaginary. But when dealing with 
electrical quantities the term “ quadrature component is preferable. 

Complex Quantities. A quantity which is represented by two 
components along perpendicular axes is called a complex quantity. 
In this book complex quantities, i.e. vector quantities and complex 
numbers, are denoted by dotted italic capitals, thus E ; vector 
components are denoted by bold italic lower-case characters, thus 
a, b ; simple magnitudes or scalar quantities are denoted by upper 
and lower-case italic characters, thus /, a, b. 

For example, the vector OE^y Fig. 17, is represented by the 
complex quantity 

Ni = ^1+ jbi ; 

its ahsolnie ra/we, or magnitude, is given by 
E, = VK2 + 6,2) ; 

and its phasCy or inclination, (99), to the horizontal axis is given by 
99 = tan ^6, /a,. 

99 is also called the argument of the complex quantity. 

Again, if a vector in the horizontal axis is represented by 

/i = + io = gx 

its absolute value (/,) is 

h = + 0*) = j/i 

and its argument is zero. 

* Mathematicians denote -y/ - 1 Vjy t, but in electrical engineering it is 
necessary to use j for this quantity, as otherwise confusion might arise between 
the symbol i and that (i) used to denote current. 
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Similarly for other vectors in the axes of reference, 

4 = 0 +J^2 = h = +92^) =92. ? = 

4 = -g2+ ;0 = -gz . 4 = V(-9s^+ o^)= 92 .<p 

■f* = 0 -3g2 = -Jgi > 4 = \/(0*+(-S'4)^)= 9*, 9 = - iff) 

Polar and Exponential Forms of Expressmg Complex Quantities. 

The method of representing a complex number, or quantity, by its 
rectangular components is called the rectayigular form of representa- 
tion These components may also be expressed m the polar form 
Thus, in Fig 17 , 

Oi — cos (p, -= sin q , 

whence = E^ cos (p + jE^ sm 9? 

= E^ (cos 9? + j sin (p) 


This IS one of the polar forms of expiessmg complex quantities 
and IS usually called the trigonometrical form 
The exponential form, Ei — E^e^^, where 90 is m circular measure, 
may be derived by expiessmg sm 99 and cos 9? in their trigonometrical 
senes and substitutmg these m the above expression for E^ Thus, 
if 9? IS in circular measure, 

bin 97 = 93 - (<p^lS ') + (93®/5 ') - (9>’/7 ') f 
cos q> = \ - {<p^l 2 ') -|- (95^/4 ') - ') H 

Hence 



since numerically - 1 , = | l,y = - etc 


Now 


1 +j<p ^ 


jV 

2 ' 


■ 3 ' 41 


^ 5 ' + 


IS the expansion for Hence the former expicssion for may 
be written 

El = Eis^ 

where e (— 2 71828 ) is the bast of natural logarithms 
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Instead of employing the exponential factor to express the 
polar form of a vector a proposal has been made* to employ the 
factor where J is an operator the application of which to a 

vector rotates the latter through a right angle mth respect to the 
horizontal axis. The index of J denotes the fraction, or multiple, 
of a right angle through which the vector is rotated, a plus (+) 
sign denoting rotation in the counter-clockwise, or positive, direction 
and a minus (“) sign denoting rotation in the clockwise direction. 
For example, m > 0, signifies a rotation of radians, 
or 90m°, in the counter-clockwise direction ; J '”, a rotation of ^Trm 
radians, or 90m°, in the clockwise direction. Similarly J^, J*, 
signify rotations, in the counter-clockwise direction, of J X Jtt 
== ^TT, or 45^^, I X Itt = ^TT, or 60° ; J X = Jtt, or 30°, 
respectively ; and J ^ J-\ Biguify rotations, in the clock- 
wise direction, of 3 x or 270° ; ^ X Jtt = xW» or 

15° ; Jtt, or 90°, respectively. 

This form of representation enables complex quantities to be 
expressed in simpler mathematical expressions than the exponential 
form. It can be shown that the two forms are equivalentf and 
that J follows the ordinary laws of algebra in the same manner 
as j. 

In addition to the above polar forms for expressing a vector 
quantity a conventional form, E ^ E j:\tp, frequently adopted in 
l)ractice. This form is purely conventional and does not possess 
the mathematical significance of the other forms : it simply denotes 
that the vector quantity E has an absolute value equal to E, and 
is inclined at the angle (p to the axis of reference, the plus (-f-) sign 
denoting an angle in the counter-clockwise dii-ection and the 
minus (~) sign denoting an angle in the clockwise direction. This 
notation possesses the advantage that numerical results may be 
expressed directly in the polar form without the introduction of 
algebraic symbols. For example, a vector £, of absolute value 
equal to 100, and inclined at an angle of 60° to the horizontal axis 
is represented by 

E = 100/60° 


♦ “ Application of a polar form of complex quantities to the calculation of 
alternating-current phenomena,*’ by Prof. N. S. Diamant. Transactions of 
the American Institute of Electrical Engineers, V. 35, p. 957. 

t From De Moivre’s theorem we have the identities 
cos (p j sin (p = cos \wn -f j sin \mn = (cos Jtt -f j sin 
i.e. the operator J*^{m > 0) is identical with (cos q) -j- sin <p) where (p — irwi. 



28 


ALTERNATING CURRENTS 


Summarizing, we have the following ways of expressing symbolically 
complex numbers and vector quantities — 


(1) the rectangular form 

(2) the trigonometrical form 

(3) the exponential form 

(4) the polar form 

(5) the conventional form 


^ = a ± 

E = E (cos 9? i i sin cp) 
E = Ee 
E = EJ 
E = Ejq) 


Conjugate Complex Quantities. When two conjugate quantities 
have the same absolute values and arguments which are equal in 
magnitude but of opposite sign, they are called conjugate qvuntities 
Examples : a + jb, a - jh ; - a +jb, - a - jb ; E^^, E^^^, 
; Elq), Ej-tp. 

Two conjugate complex quantities therefore correspond to two 
points, in the plane of the co-ordinates, which are images of each 
other with respect to the horizontal axis. 

Addition and Subtraction of Complex Quantities. These operations 
are effected by the same rules which govern their application to 
ordinary algebraic quantities, but the in-phase and quadrature com- 
ponents must be treated separately. For example, the sum of two 
complex quantities — Ei = + jbi and E^ = a2+ jb.^ is given by 
the complex quantity 

E = El E2 ^ (<*1 + jbi) 1 - (a^ + ^’62) 

= Oj + Og -j-jf {bi -f- 62) 

The numerical value of this quantity is given by 
E = V[K + + (^1 + 

and its inclination (9?) to the axis of reference is given by 

<p = tan-i(6i + 

A graphical representation of the process is shown in Fig. 18(a). 
Similarly with more than two quantities we have 

If — -^1 + "b ^3 •{-••• = (<*1 "t" 

+ (<*3 +i^3) + • • 

• = <*1 + 02 + «3 + • • • 

+ j(bi + 62 + ^3 + • • •) 

E = + ®2 + 03 + • • + ^2 + ^3 + * • 

99 = tan ^ (61 -f 62 -f 63 -1- . . .)/(ai + Ug -f Ua -f . . .) 

The result is obviously independent of the order of the quantities. 
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If the polar form of representation is employed we have 
E = E^J^ + E ^*^ ; 

where m = aj^TT, and n = ^/Jtt ; a, p being the inclinations, in 
radians, of the vectors E^, E^, rcsi>ectively, to the axis of reference. 

The numerical value of this quantity, from the geometry of 
Fig. 18 (a), is 

E = ^'2^+ cos (^TTU - \Trm) J [w > m] 

The inclination (99) to the axis of reference is given by 

(p — tan ^ \ {El sin ^irm-^-E^ sin l 7 m)l{Ei cos jTrm -f ^2 { 



Fig. 18. Addition (a) and Subtraction {b) of Vectors by Treatment 
OF THEIR Components Along the Axes of Reference 


When the sum of more than two complex quantities is required 
it is gcnf'rally more convenient to employ the rectangular form. 

The difference of two complex quantities — = a, + jh^, and 
E^ = a,+jb 2 — ^is given by the complex quantity 

£ = - Eg =(ai + jbj) - (a- + jbi) 

= Oj - Oj + j(hi - ba) 

The numerical value of this quantity is 

E^ A/rK-« 2 )' + (^1-^2)'! 

and its inclination to the axis of reference is given by 
(p = tan"^ {hi - h^l{ai ~ a2). 

A graphical representation of the process is shown in Fig. 18 ( 6 ). 
These operations are applicable to vector quantities as well as 
complex numbers. 


30 ALTEBNATING CUBBENTS 

Examples. (1) Find the sum and difference of the vectors *= 20 j40 

and JE 2 ~ IS jlO, 

The sum is given by the complex expression 

^ =s -f- = 20 + IS -f- ^*(40 4" ^0) 

~ 3S *|- jSO 

Hence E = V(36* + 50*) = 61 
(p = tan-i 60/36 = 65® 

The vector difference is given by the complex expression 
E' = Ei-E* = 20-15 +i(40- 10) 

= 5 -f j30 

Hence ^(6* + 30*) = 30*4 

<p' = tan-' 30/5 = 80-6® 

(2) Find the sum of the vectors 7. == 10 -jS ; = - 2-\-jlS ; 7*== 20-\-jl0 ; 

7, = - 4 -i30. 

The vector sum is given by the complex expression 

7 - 7i + 72 + 7j 4-/4 = (10-2 + 20-4) +;(- 5+15 +10-20 
= 24 -yio 

Hence 7 = V{24* + 10*) = 26 

<p = tan-' - 10/24 = - 21*8® or 338-2® 

(3) Find the sum of the vectors — lOJ® *®, Z^ — 

The vector sum is given by 

Z = V[10* + 7* + 2 X 10 X 7 cos {90(0-66- 0-26)}®] 

= V(100 + 49 + 140 cos 36®) 

= V262-2 = 16-2 

(p = tan-'[108in(0-66 x 90)°+ 7sin(0-26 x 90)®] /[10cos(0-66 X 90); 
+ 7co8(0-26 X 90)®] 

= tan-' 11-387 /11-62 == 44® 40' 

(4) Add together the quantities 

6 sin (27r/i - 1) ; 3 cos {2Tzft + 1) ; 2 sin {2njt + 2-6) ; 4 sin {2Tzft - 1) 
[Note. — The graphical solution to this example is given on p. 23.] 

The maximum value of each quantity and its phase difference with respect 
to an arbitrary quantity of reference — X sin 2T:Jt — are given on p. 22, and 
from these data we can calculate the rectangular components of each quantity. 
Thus— 


Quantity. 

Rectangular 

components. 

Quantity 
expressed sym- 
bolically in 
rectangular 
form. 

Trigono- 
metrical form. 

Conven- 

tional 

form. 

Horizontal. 

Vertical. 

5 sin(2Tr/^ - 1) 

3 cos(27ir/^+l) 

28 in(27r/<+2-5) 

4 sin(27r/< - 1) 

5/-57-3® 

3/147-2° 

2/143-2® 

4/-67-3° 

5 cos(-57-3)° 

== 2-7 

3 cos 147-2® 

= - 2-522 

2 cos 143-2® 

= -1-6 

4 cos(-67-3)® 

= 2-161 

5 8in(-67-3)° 

= - 4*207 

3 sinl47-2° 

= 1-626 

2 sinl43-2° 

= 1*198 

4 8in(-67*3)® 

= - 3-366 

2-7 -;4*207 

-2-522+if-525 

-l*5+il-122 

2161-j3-366 

I 

1 
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Hence the sum is given by the vector quantity ' 

Z = (2*7- 2*5^2- 1-6 + + 

= 0 739^j4-75 
Z = V(0-739* + 4-76*) = 4-81 
<p = tan-i(-4-75/0-739) = -81*2® 

The sum of the above quantities is therefore given by 4-81 / - 81‘2®. 

The results obtained on p. 22 by the graphical construction agree fairly 
well with these results. 

Multiplication and Division of Complex Numbers. These operations 
are effected by ordinary algebraic rules. For example, the product 
of the numbers X = + jbi and F = Cg + jh^ is given by the 

complex number Z, thus 

Z^XY + j6i) (Oa +^62) = + Ab* +j<hbi+fbibi 

= «i«i - + jiOibi +a*6i) 

The absolute value (Z) of the product is 

z = \/f(«i«2 - f > A )^ + {“1^2 + “261)*] 

and its inclination to the axis of reference is 

q) = ta,ii^{aib2 + bjb^) 

If the trigonometrical form of representation is employed, and 
the inclination of X and Y to the axis of reference are a, 
respectively, then 

= X cos a ; sin a ; Og = Y cos /3 ; bg == F sin j8. 

Hence, 

Z = ZF = ~ 6162 +- + a^b^) 

= XY cos a cos - Z F sin a sin /S i- j{XY cos a sin 

+ Z F cos P sin a) 

= ZF|cos (a + /?) + jsin(a -f 

This is expressed in the polar form by 

Z = + 

In the exponential form the product is given by 

Z = ZF = ZFe^’f« + /5> 

Thus* the product of two complex numbers is a complex number 
having a magnitude equal to the product of the absolute values of 
the numbers and an argument equal to the sum of the arguments 
of the numbers. 

It is apparent that the physical meaning of the result is shown 
better by the polar and exponential forms than by the rectangular 
form. 
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The result also holds if one of the numbers is a vector quantity, 
since in this case the product is another vector quantity. For 
example, if a sinusoidal alternating quantity, which is represented 
by a rotating vector, is multiplied by a complex number the result 
is another alternating quantity of the same frequency but of 
different magnitude and phase with respect to the original quantity. 

If, however, two alternating quantities of the same frequency are 
multiplied together the result (see p. 70) is an alternating quantity 
of double frequency. 

For example, the product E sin cot and I cos cot is 
E sm cot , I cos cot = ^EI sin 2cot 

The physical meaning of the product is considered in Chapter V. 

Division of Complex Numbers and Quantities. The quotient of 
two complex numbers is another complex number, and that of 
two vector quantities is a complex number ; but if a vector quantity 
is divided by a complex number the result is another vector 
quantity of different magnitude and phase to the original vector 
quantity. For example, the operation on the vector quantity 
E = a + jb by the complex number Z = r + jx is given by 
the vector quantity 

/ Ji. = ° + ^ (g +jh) (r-jx) _ (a+jb) jr-jx) 

■ ~ Z~ r jx~ (r +jx) [r-jx) ~ r* + a;* 

ar + bx ^ ,fbr-ttx\ 

= 72 ^.“^ + ^ ^^2 + a;*/ 


[Obsei ve that the denominator r + jx is rationalized by introducing 
the conjugate expression r-jx,] 

The absolute value of this quantity is 


I 




br - aa; Y ) 
+ x^J ) 


and its inclination to the axis of reference is given by 


cp = tan‘^( 6 r - ax)l(ar + bx) 

The physical meaning of the result is shown better when the polar 
and exponential forms are employed. Thus the operation on the 
vector quantity E = Es?^^ by the complex number Z = Ze^^^ is 
given by the vector quantity 


/ 



Ee^^^ E 
Ze^Vi ^ Z 
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Similarly, for the polar form, we have 
, EJWi-^) E „ 

1 : 75—; = — 

• z 

In the special case when the argument of the vector quantity is 
zero, the result is given by 

^ E E E . 

■ ~ Z~ 

or in the polar form by 

f 

Zt 

and in the rectangular form by 

j E E- E(r-jx) Er J Ex \ 

• ’^Z'^r+jx^ r*+x* '^r*+ar*~-^Vr*+a:V 

(p^ = tan"^ - xjr 


Another special case of interest is where one complex quantity 
is the reciprocal of the other. Thus let the complex quantity Y ~ 
be the reciprocal of the complex quantity Z = Z^^, Then 
by definition 

yz = 1 = y£^« X ZspP = yze^<« + ^ 

Hence a + j8 = 0 

or )8 = - a 

i.e. the reciprocal of the vector Z has a length equal to Z and is 
inclined at an angle equal to -a to the axis of reference. 

If the rectangular form is employed the physical meaning of the 
result is not so apparent. Thus if the vector Z is represented by 
Z r +jx, then the reciprocal vector Y is represented by 

y = ^ _ 1 _ 

Z r+jx {r+jx)(r-jx) 

r X 


4— lT.5245) 
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The length of the reciprocal vector is therefore equal to 


and its inclination to the axis of reference is given by 
(p = tan‘^ - xjr 

Examples. (1) Find the quotients of each of the following pairs of 
numbers — 

(a)3^j3; 5--j2; {b) 5, 1 + jl ; {c) - 2 + j2 ; 3 -j4. 

Denoting the quotients by F^, and the arguments of these 

quantities by 97 ^, 99 (p^, respectively, we have 

_3 +j3 _{3 -hj3){5 +j2) _3 X 5-3 X 2 -hj(3 X 2 -h3 X 5) 
5-j2 5» + 2* ‘ 29 " ■ 

« 0-31 + jO-724 
Ya = \/(0-3P + 0-724*) = 0-788 
97 ^ = tan-' 0-724/0-31 = 06-8° 

/. F^ = 0-788 /66-8° 

Y. == — - — = « 2-5 -j2'5 

• 1 +jl 1* + 1* 

Fj = V(2-5* + 2-5*) = 3-54 

97 ^ = tan”' - 2-5 /2-5 = - 45° 

^ F^== 3-54 /-45° 

-2+j2 (-2+;2){-5+j4) 2 x3-2x4-4;(-2x4 + 2x(-3)) 

' -3 - j4 3* + 4* 25 

= - 0-08 -jO-56 
Fg = -v/(0-08* 4- 0-56*) = 0-566 
(Pg = tan-'(- 0-56/ -0-08) = -98-1° 

/. Fg = 0-566 /-98-l° 

(2) Find the reciprocal of the number 5 -f- j8. 

The reciprocal number is 
S R 

Y = — j — = 0-0562 -i009 

5 s 4 . 8 * •' 5* + 8 * ■' 

r = ^(0-0662* + 0-09*) = 0-0106 

= tan-» - 0-09/0-0562 » - 68* 

Y = 0-0106 /- 58“ 



CHAPTER III 

RESISTANCE AND INDUCTANCE 

In direct-current circuits the relationship between E.M.F. and 
current is a simple one and is given by the equation E ~ IB, 
Now the resistance (5) of the conductors of any particular circuit 
is constant provided that the temperature of the conductors is 
constant. Hence, except for the variation of resistance caused by 
change of temperature, the resistance of a circuit carrying a 
direct current is independent of the magnitude of the current. ♦ 
Thus for a given circuit the ratio E/I m constant. 

In alternating-current circuits generally this simple relation 
between E.M.F. and current is not applicable, as the variations of 
current and E.M.F. set up magnetic and electrostatic effects, 
respectively, which must be considered together with the resistance 
of the circuit when determining the quantitative relations between 
current and E.M.F. For example, with low-voltage circuits mag- 
netic effects may be very large, especially when the currents are 
very large, but electrostatic effects are usually negligible. On the 
other hand, with high-voltage circidts electrostatic effects may be 
of appreciable magnitude, and magnetic effects are also present. 
Hence, in obtaining the relation between E.M.F. and current, these 
effects must be given due consideration. 

In this chapter we shall consider the manner in which the 
magnetic effects due to the current in a circuit affect the relationship 
between the applied E.M.F. and the current, reserving for a later 
chapter the discussion of electrostatic effects. 

Inductance, An electric current in a conductor produces a 
magnetic field which encircles the conductor. When no other 
magnetic fields are present the paths of the magnetic lines are 
circles which are concentric with the conductor. The magnitude 
of the magnetic field is proportional to the magnitude of the current, 
and the direction of the field depends on the direction of the current. 
If the conductor forms part of a circuit carrjdng an alternating 
current the flux will be alternating, and the linkage of this flux 
with the circuit will induce therein an alternating E.M.F. The 
magnitude of this E.M.F. is, at any instant, proportional to the 
time rate of change of the flux at that instant. As the induced 

* It is assumed that the distribution of the current over the cross section 
of the conductor remains constant at all currents. 
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E.M.F. is due solely to the magnetic effect of the current, it is called 
the E,M F, of self-induction, or the inductive E.M,F. 

Inductance (also called self-induction) is the property of a circuit 
in virtue of which a varying current causes a variation of the flux 
interlinked with the circuit and an E.M.F. to be induced therein. 

A circuit possessing inductance is called an inductive circuit and 
one devoid of inductance is called a non-inductive circuit. Since it 
is difficult to obtain a circuit absolutely devoid of inductance, the 
term “ non-inductive circuit ” usually refers to one in which the 
inductive effect (or reactance) is negligible in comparison with the 
resistance. Examples of non-inductive circuits and apparatus : 
incandescent lamps, liquid and grid rheostats, concentric cables, 
standard low resistances constructed of concentric tubular conduc- 
tors. Examples of inductive circuits: solenoids, and all electro- 
magnetic apparatus and machinery, overhead transmission lines. 

Coefficient of Inductance. In an alternating-current circuit of 
constant magnetic reluctance the flux is directly proportional to, 
and is in phase with, the current. Thus 


O 


0*47rii\^ 



where O is the flux corresponding to the current i (amperes), N the 
number of turns through which the current passes, and 8 the 
magnetic reluctance in centimetre units. Hence, in such a circuit 
the E.M.F. of self-induction (c^ volts) is, at an}’^ instant, proportional 
to the rate of change of the current, thus 

N d^ I O AttN^ \ di di 

”108 dt ~ X lOVdi “ 


where L is a constant, called the coefficient of inductance — or, shortly, 
the inductance — of the circuit. The minus sign is introduced 
because the direction of the induced E.M.F. must be such as to 
oppose the flow of current. 

Numerically, 


0-47rN2 

8 X 10 « * 
NO 

~ i X 108 * 


( 7 ) 

(8) 


dildt 


( 9 ) 
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The coefficient of inductance is therefore a constant property of all 
circuits for which the magnetic reluctance is constant. 

The 'practical unit of inductance is the henry. This unit is 10® 
times the C.G.S. electromagnetic unit, which is a centimetre ; 
inductance having the dimension [M*UT®]T/[MlL*T‘^] = L, 
where L, M, T denote length, mass, and time respectively. 

A cii‘cuit possesses an inductance of 1 henry when 
10® linkages of flux and turns are produced by a current of 1 
ampere passing in the circuit ; or when 
an E.M.F. of 1 volt is induced by a current varying at the rate 
of 1 ampere pjr second. 

Equation (9) gives L in practical units (i.e. henries) when is 
expressed in volts and dijdt in amperes per second. 


Example. A wooden ring of circular crosH section, 20 cm. mean diameter 
and 5 cm.® cross section, is wound unifony;ly with 1000 turns of fine wire. 
Calculate the inductance of the winding. Also calculate the value of the 
induced E.M.F. when a current varying at the rate of 190 A. per second is 
sent through the winding. 

The reluctance of the magnetic path of the wound ring is equal to 

mean magnetic length 20 k __ 
cross section 5 


Hence, substituting in equation (7), we have 


. 0-47r X 1000® in a XX 1 ir u 

L — — — — = 10 ®H., or 1 milh-henry. 

4 k X 10“ 

The induced E.M.F. is obtained from equation (9). Thus 
L di jdir 


= 10-® X 190 
= 0-19 V. 


Mutual Inductance. If a circuit (^) carrying an alternating 
current is in close proximity to another circuit (J5), the flux due to 
the current in the former will interlink with both circuits and induce 
in them E.M.Fs., the direction of which will be the same for each 
circuit. Now the E.M.F. induced in circuit A acts in such a 
direction as to oppose the change of current in it. Hence, if circuit 
B is closed upon itself, the direction in which the current circulates 
is the same as that of the induced E.M.F., and is opposite to that 
of the current in A. The resultant ampere-tums due to the currents 
in these circuits are therefore smaller than those due to the current 
in A, and on the assumption of constant reluctance, the flux linked 
with the circuits under these conditions is smaller than that which 
is linked with A when B is open or removed, the current in A being 
the same in each case. Thus the effect of the induced current in B 
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is equivalent to a reduction of the self-induction of A, This 
inductive action of one circuit upon another is called muUwl 
indmtance or mutual induction. 

Suppose the above circuits consist of turns, respectively, 

wound in close proximity upon a common non-magnetic, non- 
metallic core of reluctance 8. Assume alternating current to be 
supplied to circuit A, and circuit B to be open. Then the flux (Oj) 
due to a current i^ amperes in A is 

Oi = 

The number of linkages of this flux and the turns in ^ is 
== 0^4^i^N^NJ8 

and the E.M.F (e^) induced in circuit B is 

d^i diy di^ 

~dt X 8 

where M = X is a constant. 

Similarly, if alternating current is supplied to ciicuit B and 
circuit A is open, the flux (Og) due to a current i^ amperes in 5 is 

Og = 

The number of linkages of this flux and the turns of A is 
OgAj = OATTizNiNJB 
and the E.M.F. {e^) induced in circuit A is 


Ni d^2. OAttN^N^ di^ 


where M — 0-A7tN^N2I8 X 10® 


The constant M is called the coefficient of mutual induction, or, 
shortly, the mutual inductance of the two circuits, and is a constant 
property of the circuits provided that the reluctance is constant. 
Numerically, 


M 


0*477^1^2 

"10® X 8 


. ( 10 ) 


i^ X 10® X 10® * 


. ( 11 ) 


®2 

(di^jdt) (dijdt) 


. ( 12 ) 
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The practical unit of mutual inductance is the henry. Thus 
inductance, whether self or mutual, is expressed in henries. 

Two circuits possess a mutual inductance of 1 henry when 
10® linkages of flux and turns are produced in one circuit due 

to a current of 1 ampere in the other circuit ; or when 
an E.M.P. of 1 volt is induced in one circuit by a current 

varying at the rate of 1 ampere per second in the other circuit. 

Equation (12) gives M in henries when the induced EM.Fs 
(Ci, eg) are expressed in volts and the rate of change of current is 
expressed in amperes per second. 

Example. A straight cylindrical wooden core 4 cm. diameter is wound 
over uniformly with one layer of fine wire, there being 8 turns per cm. for a 
length of 100 cm. Around the middle of this helix is wound a search coil of 
50 turns. Calculate the mutual inductance of the coils and the E.M.F. induced 
in the search coil when a current of 1 A., at a frequency of 50 cycles per second, 
is sent through the helix. 

As the length of the helix is great in comparison with its diameter the flux 
density {B) at its centre, due to current i, is 

B = 0*471 X amp. turns per cm. length 
= 0*4tc X 8i 

Hence the flux (^) at the middle of helix due to unit current is 

O = BA 

= 0*471 X 8 X 71 X 2* 

This flux is linked with the turns of the search coil, and therefore the mutual 
nductance of the coils is 

O X 50 0*47r X 8 X TT X 2* X 50 

^ = - KjS- = 10« ' 

= 0*063 X 10-» 

= 0*063 milli-henries. 

The instantaneous value (e,) of the E.M.F. induced in the search coil is 

gj s=s — dX'^ldt 

where is the instantaneous value of the current in the primary coil. If this 
current is represented by the equation i ~ sin cof, we have 

«2 = - ^ (^tB “*0 

— - MI^oj cos u}t 
(oMI^ sin {o)t - in) 

The maximum value of the induced E.M.F. is 
and the R.M.S. value (E^) is coMI. 

Hence = 27r X 50 X 0*063 x 10-* x 10 
=* 0*02 V. 
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Relation Between Self-inductance and Mutual Inductance. If 

Z/i, L2 denote the respective self -inductances of the above circuits, 
= 0-4fTTN^^IS X 10« 

= ^AttN^^IS X 108 

Hence, = {OAirN^N^jS x lO^)^ = 

or if = V(A^ 2 ) (13) 

Thus the mutual inductance of two circuits is equal to the square 
root of the product of their self -inductances. 

This equation is only strictly true when the whole of the flux due 
to a current in one circuit is linked with the whole of the turns of 
the other circuit, i.e. the turns in both circuits are coincident. In 
general, these two sets of turns are displaced from each other, and 
M is less than \/L^L2- The ratio Mj\/LiL2 is called, in radio- 
telegraphy, the coefficient of coupling, and mutually-inductive 
circuits are said to be tightly or loosely coupled, according to whether 
the value of ratio approaches unity or is considerably 

less than unity. 

Apparent Self-inductance of Mi^tually-inductive Series Circuits. 

If the two mutually-inductive circuits A, B considered above are 
connected in series, the joint, or apparent, inductance is given by 
Tj = L-^ -|- L 2 lii 271/. 

Thus the self-induced E.M.F. in A due to the currcuit (i) is equal 
to - L^dijdt, and that in B is equal to - L2dildt. Again, the E.M.F. 
induced in A due to mutual induction from B is equal to ^ Mdijdi, 
and that induced in B due to mutual induction from A is equal to 

M dildt, the double sign denoting that two combinations of th(‘ 
circuits are possible, i.e, the connections may be such that th(‘ 
magneto-motive forces act either cumulatively or differentially. 

Hence, the sum of the induced E.M.Fs. due to the variation of 
current is 



di 


Ji 


di 





where L = L^ -}- f/2 271 / 

If the mutual inductance is variable between the limits Tl/^a^., 
Variation of the joint inductance may be obtained over the 
ranges -f Lg - to K Lg and -{- L2 + 

2 M^,n "I' I'2 This principle is applied extensively 

in practice to variable standards of self and mutual inductance. 

Relation Between Current and E.M.F. for a Simple Circuit Possess- 
ing Resistance. Consider a non-inductive circuit, such as an incan- 
descent lamp, in which an alternating current is passing. Let the 
resistance of the circuit be R ohms and let the current be represented 
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by the equation i ~ 7,^ sin (at. It is required to determine the 
impressed E.M.F. necessary to maintain this current. 

Now in any electric circuit the resultant of all the E.M.Fs, 
(internal and external) acting in the circuit must be zero, i.e. the 
internal E.M.Fs. which come into existence with the current, and 
are due to the resistance or other properties of the circuit, must 
balance the external, or impressed, E.M.F. 

If the circuit possesses only resistance we must have (c - Eir) == 0 ; 
or c = EiVt where e is the im- 
pressed, or applied, E.M.F., and 
Eir the internal E.M.Fs. produced 
by the passage of the current 
through the resistance of the 
circuit. It is important to observe 
that the internal E.M.Fs. (Eir) 
act in opposition to the current, 
and at any instant their phase 
difference with respect to the 
current is 180®. 

Hence for the circuit under 
consideration the internal E.M.F. 
due to resistance is, at any instant, 
given by 

Cr = ^ Ri = - Rl^ sin (at, 

the minus sign indicating that acts in opjjosition to the current. 

Therefore the equation to the impressed E.M.F. is 

e = - = Ri = RI^ sin . . (14) 

Thus the impressed E.M.F. must be sinusoidal and of the same 
frequency as the current. It must also bo in phase with the 
current. These conditions are shown graphically in Fig. 19, in 
which the sine curve I represents the current, the sine curve E the 
impressed E.M.F., and the sine curve Ej^ the internal E.M.F. 

Conversely, if a circuit possessing pure resistance be connected 
to a source of sinusoidal E.M.F. the current in the circuit will be 
sinusoidal and will have the same frequency and phase as the 
impressed E.M.F. For example, if the impressed E.M.F. is given 
by the equation 

e = E^sma)t 
the equation to the current is 

R 



Fig. 19. Representation of 
Current and E.M.Fs. (External 
AND Internal) fob Non-inductive 
Circuit 


% 


sin (ot 


■ (15) 
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The maximum value of the current is 
In. = EJR 
and the R.M.S. value is 

I = E/R 

Hence the relationship between current and E.M.F. is the same 
as for a continuous-current circuit, and the ratio or E^jl^y 
gives the true resistance of the circuit, such as would be obtained 
by a test with continuous current. This statement, however, holds 
true only in cases where (a) the current is uniformly distributed 
over the cross-section of the conductors, (6) the conductors are 
removed from the influence of external alternating magnetic fields. 

Relation Between Current and E.M.F. for Circuits Possessing 
Inductance Only. Consider a purely inductive circuit of which 
the inductance is constant and equal to L. Although such a circuit 
cannot be realized absolutely in practice, it is approximated to by 
a non-magnetic torus with a low-resistance winding. If the torus 
is of laminated iron, or of iron wire, a closer approximation to a 
purely inductive circuit is obtained ; but in this case the inductance 
will vary with the saturation of the iron core. 

Let the current in the circuit be represented by the equation 
i = sin Q)t. Then the E.M.F. induced in the circuit by the 
alternations of the current is 

di d 

= - Leo Ifn ^OS cot 
= coLI^ sin {cot - In), 

which is of the same frequency as the current but lags behind it by 
an angle of radians, or 90®. 

Since the resistance of the circuit is zero the impressed E.M.F. (e) 
must balance the E.M.F. of self-induction. Hence the equation to 
the impressed E.M.F. is 

e — - = - coLI^ sin {cot - Jtt) 

“ coLI^ sin {cot *f In) . . (10) 

Thus the impressed E.M.F. must be sinusoidal and of the same 
frequency as the current. Moreover, it must lead the current by 
an angle of 90®. 

Conversely, if a purely inductive circuit be connected to a source 
of sinusoidal E.M.F. the phase difference between E.M.F. and 
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current will be 90® (lagging). A graphical representation of these 
conditions is shown in Fig. 20, in which the sine curve I represents 
the current, the sine curve E the impressed E.M.F., and the sine 
curve Ej^ the E.M.F. of self-induction. 

From equation (16) the maximum value of the impressed E.M F. 
is 

= (oltl^ 

and the R.M.S. value is 

E ^ cjLI^ 27TfLI 



Fig. 20. Repkesentation op Cuiikent and E.M.Fs. (External and 
Internal) for Pitrelv Inductive Circuit 

The ratio Ejl coL — 27TfL is called the reactance of the circuit, 
and is denoted by the symbol X. Reactance has the same dimen- 
sions as resistance (both having the dimension [L/T] in the 
electromagnetic system of units) and is accordingly expressed 
in ohms. 

Relation Between Current and E.M.F. for Circuits Possessing 
Resistance and Inductance. Consider a circuit of resistance R ohms 
and an inductance (which is assumed to be constant) of L henries. 
Let the current in the circuit be represented by the equation 
i = I^^ sin (ot. 

The internal E.M.Fs. in the cii*cuit are 

(1) the E.M.F. due to resistance (= = -Ri) which has a 

phase difference of 180° with respect to the current ; 

(2) the E.M.F. of self-induction (= = - Ldijdt) which has 

a phase difference of 90°, lagging, mth respect to the current. 

The impressed E.M.F. (e) must balance the internal E.M.Fs. 
Therefore 

e = - + Cj^) = Ri + L dijdt 

= RI^ sin (ot + coLI^ cos cot . . (17) 
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But the sum of two smusoid&l quantities can be expressed as a 
single sinusoidal quantity Thus, multiplying and dividing each 
term of equation ( 17 ) by \/(R^ + cu^L^), we have 

( R coL ) 

e = /„v'(-R*+ j + + ^/(J^ + £0*1.*) ) 

Now if tan 99 = coL/R 

cos 93 = RI'\/{R^ + co^L^) 
sm <p = o}LI'\/(R^ + o>^L^) 

we obtam on substitutmg these values in the above equation, 
e = I^\/{R^ + (o^L^) I cos 93 sm + sm 93 cos cot] 

= ImV(^^ + oj^L^) sm {cot + 9?) • • ( 18 ) 

This equation shows that the impressed E M F is sinusoidal and 
leads the current by the angle 93, the tangent of which is equal to 

(oL reactance 
R ~~ resistance 

Conversely, if the equation to the cuirent had been given as 
i sm {(ot - 93), where 9? = tan ^cjoLjRy should have obtamed 
for the impressed E M F the equation 

e = I^'\y(R^ + (o^L^) sm cot 

Hence, if a smusoidal E M F represented by the equation 
e = E^ sm cot be applied to the circuit, the current, when the steady 
or cyclic state* is reached, will be given by 

Thus m an mductive circuit, of constant resistance and mductance, 
supplied by a source of smusoidal E M F , the current is sinusoidal 
and of the same frequency as the impressed E M F , but is laggmg 
with respect to the latter 

The maximum value of the current, from equation ( 19 ), is 
Im = 

♦ The general equation to the current must take into account the value 
of the impressed E M F at the instant of closing the circuit In general, 
the first few cycles of the current wave are irregular, but the waves become 
sinusoidal after a short time (see Chapter XXIII) 
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and the R.M.S. value is 

I = EI^{R^ + 0)2^2) 

The ratio Ejl ^ '\/{R'^ + co^L^) is called the impedance, or 
“ apparent resistance,” of the circuit, and is usually denoted by the 
symbol Z, Impedance has the same dimensions as resistance, and 
is accordingly expressed in ohms. 

The equation connecting E.M.F., current, and impedance in an 
alternating-current circuit is therefore similar to that connecting 
E.M.F., current, and resistance in a continuous-current circuit. 
Hence, by regarding impedance as “ apparent resistance,” Ohm’s 
law is ai)plicable to alternating-current circuits in which E.M.F. 
and current are sinusoidal. We shall sec later that this law is 
applicable to all simple series and parallel circuits, even when 
electrostatic capacity in a concentrate ri form is present. It should 
be observed, however, that impedance is not necessarily a constant 
property of an alternating-current circuit, as this quantity includes 
resistance, inductance, and frequency. But with constant resist- 
ance, inductance, and frequency the impedance will be constant, 
and therefore the ratio Ejl will be constant. 

The relationship between the current, the two internal E.M.Fs,, 
and the impressed E.M.F. is shown graphically in Fig. 21. The 
impressed E.M.F. is represented by the sine curve E, and the 
current is represented by the sine curve I, lagging 9 ?® behind the 
latter. The internal E.M.Fs due to resistance and inductance are 
represented by the sine curves E^, respectively, the former 
having a phase difference of 180® (lagging), and the latter a phase 
difference of 00 ° (lagging), uilh respect to the current curve 7. 

The sum of curves 
and Ej^ gives a sine curve 
whicli represents the resul- 
tant internal E.M.F. and 
balances the iinpressod 
E.M.F. Obviously the im- 
pressed E.M.F. curve E may 
be resolved into two com- 
ponents which balance the 
internal E.M.F. curves E^, 

Ej^. These components are 
represented by the sine 
curves - - Ej^, respec- 

tively, the former being in phase with the current and of mftYin^i iT Ti 
value RI^, the latter leading the current by 90° and having a 



Fig. 21. Representation of Current 
AND E.M.Fs. (External and Internal) 
FOR AN Inductive Circuit 
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maximum value equal to coLI^. The curves ~ Ej^^, - Ej^ therefore 
represent the components of the impressed E.M.F. which are 
expended against resistance and inductance respectively. 

Vector Diagram for a Series Circuit Contain- 
ing Resistance and Inductance. The vector 
diagram for this circuit is shown in Fig. 22 , in 
which the current vector 01 is taken as the 
vector of reference. The internal E.M.Fs., 
represented by the vectors OA, OB 



Fig. 22. Vector 
Diagram for an 
Inductive Circuit 


respectively, the lengths of which are propor- 
tional to RI and (oLI respectively. The 
components of the impressed E.M.F. which 
balance the internal E.M.Fs. are represented 
by the vectors 00, OD, The impressed E.M.F. 
is therefore represented by OE, which is the 
resultant of 00 and OD, and leads the 
current vector by the angle tp. 

The length of OE, which is proportional to the R.M.S. value of 
the impressed E.M.F., is given by 

E =V(002 -f 0i)2) + ((oLI)^] 

= + (o^L^) 

and tan 99 =02) IDE= coLIfRI = (oLjR 

The vector triangle OCE is a triangle of E.M.Fs. for the circuit 
referred to the external source of supply. Thus OE represents the 
impressed E.M.F., 00 the component which is expended against 
resistance, and CE the component which is expended against 
inductance 

Now, OC : CE :0E= RI : wLI : Iy/(R^ + 

= R : o)L : y/ (R^ -f- 


Hence the sides 00, CE, OE of triangle OCE are proportional to 
the resistance, reactance, and impedance respectively. On account 
of this feature the triangle OCE, when drawn to an ohm scale, is 
called the impedance triangle of the circuit. 

Impedance is therefore a complex quantity, i.e. it is only com- 
pletely specified when its magnitude and inclination, or alternatively 
its two perpendicular components with respect to the current, are 
given. But impedance is not a vector quantity as it is a non-directive 
quantity. 

In symbolic notation impedance is represented by the complex 
number 


Z = R+jX 



RESISTANCE AND INDUCTANCE 


47 


the absolute value of which is 

Z = + 

and its phase or argument with respect to the current axis is 

(p — tan'^ XjB 

In the polar forms of representation, impedance is given by 

Z = ; Z = ZJ<P-, Z = Zj^ 

Examples. (1) An inductive circuit has a resistance of 12 Q. and an 
inductance of 0*2 H. What current will lie taken when a sinusoidal E.M.F 



of 100 V , at 50 frequency, is apjilied, and what will be the phase difference 
between E M F and current ? 

I’he reactance of the circuit is 

X = 2tc/L =- 27r X 50 X 0-2 - 62-8 Q 
and the impedance is 

Z = = V(^* + X*) -= + 62-8*) = 63 9 

Hence the current is 

i =. EjZ - 100/03-9 - 1-56 A 
and the phase difference between E.M F. and current is 

0 } = tan-^X/i? = tan“M62-8/12) = 79® 10' 

(2) A current passing through a chokmg coil having an inductance of 
3 H. and a resistance of 2 Q varies according to the following law. At time 0 
It IS 0 ; it increases at the rate of 3 A. per second for 2 seconds ; it then 
remains constant for 1 second ; it then decreases at the rate of 2 A. per second 
for 3 seconds. Plot the current curve and cdso the voltage at the termmeds 
of the choking coil. (C. and G.) 

The solution is given in Fig. 23, m which the trapezoidal curve I represents 
the current and the stepped curve E represents the voltage at the termincds 
of the coil. The latter is obtamed from its components, viz. (1) the E.M.F. 
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(-J^n) which is expended against resistance; (2) the E.M.F. which 

bcdances the E.M.F. of self-induction. The component is in phase with 
the current and is equal to RI = 2 1 volts- The component - E-^ is equal 
to L di jdt = (3 X amperes per second) volts ; it is positive — ^i.e. in the same 
direction as the current — ^when the current is increasing (dijdt positive) and 
negative when the current is decreasing (dijdt negative). 


Additional Theory Relating to Mutually -Inductive 
Circuits 


Non-uniform Distribution of Current over Cross-section of Conductor (Skin 
Effect). The elementary theory of mutually-inductive circuits may be 
applied to show that the distribution of current over the cross-section of a 
non-magnetic conductor is not uniform.* 

Thus, consider two concentric tubular elements A, J5, in the cross-section 
of a circular conductor, and let the cross-sections of these elements be equal. 
Further, let denote, the i currents in the elements, their self- 

inductances, M their mutual inductance, and R the resistance of each element 
for a given length of conductor. Then, if the potential difference across this 
length is denoted by e, we have 




lit 


dt-o 

Ri^ -f Lg -f Af 


di^ 

'Jt 


whence ) 

Now if A is the outer element, L^> and M = L^. 

Hence ) 

which shows that the current density in the outer element (A) is greater 
than that in the inner element (B). 

Therefore, due to inductive effects, the current tends to concentrate 
towards the surface of the conductor. This phenomenon is called the akin 
effect. It results in the heating, or PR, loss in the conductor being greater 
than that when the current is uniformly distributed, and, in consequence, the 
“ effective resistance ” of a conductor when carrying alternating current is 
greater than the true resistance of the conductor. The skin effect becomes of 
considerable importance at high frequencies, and highly stranded conductors, 
laid up on a hemp core, must be employed for transmitting high-frequency 
currents, the stranding being necessary for reducing the loss due to eddy 
currents. 

Moreover, on account of the non-uniform distribution of the current, the 
self-inductance of the conductor will be slightly lower than that calculated 
upon the assumption of imiform distribution of the current. 

• The full treatment involves complex quantities and may be developed along similar lines 
to those employed in Chapter XV in connection with the calculation of the flux distribution 
in a magnetic core. In fact the distribution of current over the cross-section of a large 
conductor may, at high frequencies, be represented by a curve similar to that of Fig. 213. 



CHAPTER IV 

CAPACITANCE AND CONDENSERS 

Electrostatic Potential. The potential of a conductor is defined 
as the work done by, or against, electric forces in carrjdng unit 
positive charge from the conductor to the boundary of the electric 
field, which is considered to be at zero potential. 

For example, consider an isolated spherical conductor, of radius 
r cm., surrounded by air and charged with Q positive units. 
Assuming this charge to be distributed uniformly over the surface, 
the force on unit positive charge at distance x from the centre of 
the sphere is (Q X 1) dynes. Heace the work done in bringing 
this unit charge from the boundary of the electric field (i.e. infinity) 
to the surface of the sphere is 



which, by definition, is the potential of the sphere. 

Energy Stored in an Electric Field. An electrically charged con- 
ductor is the seat of an electric (electrostatic) field, the lines of 
electric force being normal to the surface of the conductor. The work 
done in charging the conductor to a potential V is given by 

W = \QV ergs,* 

where Q and V denote the charge and potential, respectively, in 
electrostatic units. This energy is stored in the electric field and 
is released when the conductor is discharged. 

Capacitance. The ratio of the charge (^) on a conductor to its 
potential (F), when all other conductors in the electric field are at 
zero potential, is called its capacitance or electrostatic capacity (C), i.e. 
Q/V = C. With this relationship between Q and V we may express 

* From the definition of potential it follows that the work done in carrying 
a charge dq from the boundary of the electric field to a conductor charged to 
potential v is v dg. Now the ratio of charge to potential is constant ; hence 
if dv is the increment of potential due to a charge dq, dq /dv - (7, a constant ; 
i.e. dq dv. Therefore the total work done in charging the conductor to 
a potential V is 

tv = f^vdq= C f^vdv= iCV* iQVer^, 

j o *^0 

where Q is the charge corresponding to a potential F. 
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the energy ( W) stored in the electric field in terms of capacitance and 
potential, thus 

W = iQV=^iCV^ ergs (20) 

whence C = 2WIV^ (21) 

i.e. the capacitance of a conductor is equal to twice the energy stored 
in the electric field when its potential is unity. Capacitance may, 
therefore, be regarded as a property of a conductor, or a system of 
conductors, in virtue of which electrical energy can be stored in the 
surrounding electric field. 

Unit of Capacitance. In equation (21) the capacitance will be given 
in electrostatic units — i.e. centimetres — when W is expressed in ergs 
and V in electrostatic units of potential. To obtain C in practical 
units — ^farads — W and V must be expressed in practical units — 
i.e. joules or watt-seconds, and volts respectively. Now all practical 
electrical units are derived from the corresponding absolute electro- 
magnetic units : hence, in deriving the practical unit of capacitance 
from equation (21), we require the ratio between the electrostatic 
and electromagnetic units of energy and potential, as well as the 
ratio between the practical and electromagnetic units of these 
quantities. As both electrostatic and electromagnetic systems of 
units are derived from the centimetre-gramme-second fundamental 
units, the unit of work is the same (viz. the dyne-centimetre or erg) 
for both systems. But potential, or potential difference, is defined, 
in the electrostatic system, in terms of work and electric charge — 
i.e. potential = work/charge — and in the electromagnetic system, 
in terms of the rate at which work is expended and current, i.e. 
potential difference = wwk/(time x current) 

According to these definitions the dimensions of potential in 
terms of length (L), mass (M), and time (T), and the electrostatic 
and electromagnetic constants #c, fi, respectively, are 

in the electrostatic system, 
and M^L^T-y in the electromagnetic system 

Whence the ratio of the dimensions is 

M*L*T'V* T 1 

M*L«T-V* L ■ V(i^) 

which, since ju and k are non-dimensional quantities, is the reciprocal 
of a velocity. The value of this velocity, deduced from measure- 
ments of the same quantity (e.g. current or E.M.F.) in electrostatic 
and electromagnetic units, is 3 X 10^® cm. per second. 
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Hence, as the ratio between magnitudes of the same kind but in 
different units, is in the inverse ratio of their dimensions, we have 

1 electrostatic unit of potential = 3 x 10^° electromagnetic units of 

potential. 

Now 1 volt = 10® electromagnetic units of potential, 

= 10®/ (3 X 10^*^) = 1/300 of electrostatic unit of 
potential, 

and 1 joule = 10’ ergs. 

Therefore the quantities W, V, in equation (21) must be divided 
by 10’ and (1/300) respectively, to obtain the capacitance in 
practical units. 

XT .X . . 2PF/10’ 2W 

Hence, C (farads) - “ F* X 9 X 10>i 

Whence, 1 farad = 9 X 10^^ electrostatic units of capacitance. 

The farad, however, is too large a unit for commercial purposes, 
and therefore the commercial unit is chosen equal to one-millionth 
of a farad — i.e. a microfarad — the symbol for which is ^F., fx here 
being the prefix denoting one millionth. 

Hence, l/xF. = 10‘®F. 

= 9 X 10^' X 10 ® 9 X 10® electrostatic units. 

Capacitance of Isolated Spherical Conductor. Consider an insulated 
spherical conductor, of radius r cm., surrounded by air and isolated 
from other conductors. Assume the sphere to be originally un- 
charged, and let a charge Q be given to it. Then, provided that the 
charge distributes itself uniformly over the surface, the potential 
becomes V = Q/r, Whence charge /potential == Q/(Q/r) = r : i.e. the 
capacitance of an isolated sphere is, in electrostatic units, equal to 
its radius in cm. 

Hence to obtain a capacitance of 1 /^F., the radius of the sphere 
must be 9 X 10® cm. or 9000 metres. 

Condenser. The capacitance of a conductor depends on its size 
and geometrical form ; its position relative to other bodies in the 
electric field ; and the specific inductive capacity (see p. 58) of 
the surrounding insulating medium. With conductors of the forms 
and dimensions commonly used in practice the capacitance of a 
single isolated conductor is extremely small. But the capacitance can 
be increased by bringing the boundary of the field nearer to the con- 
ductor, e.g. by placing a second (earthed) conductor near to the 
charged one. For example, if an insulated conducting sphere of 
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radius rcm. is surrounded by an earthed concentric conducting 
shell of radius cm., the potential of the sphere due to a charge Q 


becomes 


i 


fxQ / 1 1 \ 

= and its capacitance is 

C = Qiv ="rr,l{r,-r) = r|l + (r/d)] 

~ (r -[- d)rl6 
= r{rld), approximately, 


where d = r^-r. Hence when 6 is small in comparison with r the 
capacitance will be very much greater than that of the isolated 
sphere. 

Under these conditions it is possible to obtain large charges on 
the conductors with only a moderate potential difference between 
them. Such a system of two conductors, insulated from each other 
and having large surfaces a small distance apart, is called a 
condenser. 

In all practical forms of condensers the conductors (called the 
plates of the condenser) consist of sheets of metal foil separated by 
a thin insulating medium called the dielectric. Alternate plates are 
electrically connected together, so that, by employing a large number 
of plates, it is possible to obtain the equivalent of a large surface 
area although the area of the individual plates may be relatively 
small. The plates are so close together that they always receive 
equal and opposite charges, and the latter are unaffected by the 
presence of neighbouring charged or uncharged conductors. In 
such cases the numerical value of the charge on either plate, when 
the potential difference between them is unity, is called the capacit- 
ance of the condenser. [Formerly the term capacity was used.] 

Practical Uses of Condensers. Condensers, in virtue of their 
property of storing electrical energy, have a number of practical 
uses : for example, the stored energy, when discharged under 
suitable conditions, may be utilized to set up electrical oscillations, 
the energy being radiated in the form of electric waves — as in 
radio-telegraphy and telephony — or again, the stored energy may 
be used to alter, or modify, the characteristics of electric circuits, 
as discussed in Chapter VI. Condensers are used extensively in 
telephony: they also form an essential part of electrical ignition 
systems for internal- combustion engines. A further use is for the 
protection of electric circuits against high-voltage, high-frequency, 
surges. 

Calculation of Capacitance of Condensers. General. In calculating 
the capacitance of a condenser, or a system of conductors, we first 
obtain an expression for the potential of the conductors, or plates. 
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of the condenser due to a given charge. The potential is usually 
calculated from the summation of the work done on a unit charge 
when moved from one conductor to the other, and this requires a 
knowledge of the magnitude and direction of the electric field at all 
points in the space between the conductors. With the potential 
known, the capacitance follows directly from the ratio of potential 
to charge. 

Capacitance of Parallel Plate Condenser. Let A denote the area 
(in square cm. ) of each plate and d the distance (in cm. ) between the 
plates. Then if d is small in comparison with Ay the electric field 


A 


(«) ( 6 ) 

Fig. 24. Peutaining to Theory of Parallel, Plate Condenser 




between the plates due to charges + ~ will be uniform and 

normal to their surfaces. Near the edges of the plates, however, 
the field is not uniform owing to the “ fringing of the lines of force 
(see Fig. 24a). Neglecting fringing effects, the electric force at any 
point in the air space between the plates is equal to i^rra dynes, 
where g (= QJA) is the surface density of the charges on the plates. 
Hence the work don« in carrying unit charge from one plate to the 
other is equal to Anad = AndQjA ergs, which represents the potential 
difference between the plates. Therefore the capacitance is given by 

C = QI(AndQIA) — AlArrd electrostatic units . . (22) 

= AK^nd X 9 X 10^) = A I(dxll3x 10^) microfarads . (22a) 

Note. — If the dielectric is not air but a material having a 
dielectric constant equal to /c, the capacitance will be k times that 
given by the above equations. 


Example. The plates of a parallel-plate condenser are eac^h 30 cm. x 25 cm., 
and the dielectric is a sheet of paraffined paper 0*015 cm. thick, for which 
the dielectric constant is 3. Assuming the plates to be in intimate contact 
with the dielectric, the capacitance of the condenser is 
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Multiple-plate Condenser. If two additional plates, and sheets 
of dielectric, are added, and alternate plates are connected together, 
as shown in Fig. 246, the effective area of each “ plate ** of the 
condenser will now be 3 X 30 X 25 = 2250 cm.^, as both sides 
of the intermediate plates B, O, Fig. 246, are effective, but only 
one side of the end plates A, 2>, is effective. Hence the capacitance 
will now be three times that due to a single pair of plates. 
Similarly, if two more plates and dielectric are added, the capacitance 
will be five times that due to a single pair of plates. In general, 
if n is the number of pairs of similar plates in a multiple-plate 
condenser, and C is the capacitance due to a single pair of plates, 
the capacitance of the condenser = (2n - 1 ) (7. 

Hence to obtain a capacitance of 1 //F. with plates 30 cm. X 25 cm. 
and a dielectric of paraffined paper 0*015 cm. thick, the number of 
pairs of plates is 


Capacitance of Cylindrical Condensers, or Concentric Cylinders. 

Assume the cylinders to be of indefinite length and let r = radius, in 
cm., of surface of inner cylinder and = radius, in cm., of the 
internal surface of the coaxial surrounding cylinder (see Fig. 25a). 
Further, let the charge per cm. length of the inner cylinder be + Q, 
and let the outer cylinder be earthed. Then the electric force in the 
air space between the cylinders is normal to their surfaces and acts 
radially outwards from the inner cylinder. In the case of long cylin- 
ders and an air dielectric the force at any point, P, in this space, 
distant x from the common axis, is equal to 477 X density of electric 
field at that point: i.e. electric £otcg — 47tQI27tx = 2Qlx dynes. 
Therefore, work done in moving unit positive charge from outer 
to inner cylinder 


= y —dx = 2Q [log^. x]^ =2Q loge - ergs, 

which is equal to the potential difference between the cylinders. 
Whence the capacitance per cm. length of the cylinders is 

(1 — p- electrostatic units . . . . (23) 

2 log£ {rjr) ■ ' ' 


1 

2 X 2-3 X 9 X iO® logio (ri/r) 


microfarads 


1 

41-4 X lOMogjo (ri/r) 


microfarads . 


. (23a) 
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££ (rj-r) = 3, equation (23) becomes 


2 log, (1 + djr) 

Now logg (1 djr) may be represented by the series 

log. (1 + dir) = djr - Kdjr)^ + J (3/r)« - + . . 

and when djr is small, the second and following terms may, for a 
first approximation, be neglected. 






Lead Sheath 

Impregnated 
Paper 
Insulation 

Conductors 


(a) 


(h) 


Fig. 2i5. (a) Pertaining to Theory op Concentric Cylindric 
Condenser (b) Cro‘?s Section op Concentric Cable 


Hence when d is small in comparison with r, the capacitance of 
the concentric cylmders will be given by 

1 r 27rr A 

26 1 r 26 47r3 47r3 

where A is the surface of the inner cylinder per cm. of its length. 
Thus in this special case the capacitance is approximately equal to 
that of a parallel-plate condenser of the same equivalent surface. 

Applications oi Cylindric Condensers and Conductors. Condensers 
formed of concentric cylinders with air dielectric are occasionally 
employed as standards of capacitance in electrical measurements, 
but this form of condenser is not used commercially. 

Concentric conductors of the form shown in Fig. 256 have, how- 
ever, a large practical application as distributing mains in single- 
phase alternating-current systems, as, with this arrangement of 
conductors, no inductive effects are produced by the alternations 
of the current; moreover, such cables cannot produce external 
magnetic fields. 

Concentric cables, however, may possess an appreciable capaci- 
tance, which may be calculated by means of equation (23a). Since in 
practice we usually require the capacitance per 1000 yd., or per mile, 
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;quation (23a) is modified so as to give the capacitance for these 
engths instead of unit (cm.) length. Thus 


1000 X 36 X 2-54 X K 
41-4 X 1061ogio(ri/r) 
1760 X 36 X 2-54 x k 
41-4 X 10»logio(ri/r) 


0-022 X K 

ijj^j^F.perlOOOyd. (23t) 


Example. The inner conductor of a concentric cable, designed for a working 

pressure of 2200 volts, consists of 
37 strands of 0*064 in. wire, the 
overall diameter being 0*45 in. The 
insulation consists of impregnated 
pajjor of a radial thickness of 0*12 in. 
The outer conductor consists of a 
singe layer of 29 wires, laid over the 
insulation. 

[Note . — In practice, the outer con- 
ductor of a concentric cable is earthed 
at the generating station. ] 

The capacitance of the cable is ob- 
tained by substituting in equations 
(236), (23c). The ratio {rjr) -- (0*225 -f 0*12)/0*225 -- 1*533 and logi^ 1*533 
-= 0*1855. Hence, assuming the dielectric constant of the impregnated 
paper to bo 3*2, we have 

a =- (0*022 X 3*2)/0*1855 - 0*38 /iF. per 1000 yd. 

= (0*0388 X 3*2)/0*1855 0*67 //F. per mile. 

Capacitance ot Parallel Cylinders. Consider two long, straight, 
and parallel conductors surrounded by air and removed from other 
conductors. Let r cm. be the radius of each conductor, D cm. the 
distance between the axes of the conductors, + Q, - Q the charges 
per cm. length. Then, assuming r to be small in comparison with D, 
the charges may be considered to be concentrated at the axes of the 
cylinders. Hence the force acting on unit charge at a point P, 
distant x cm. from the axis of one cylinder, Fig. 26, is 



Fig. 26 . Pbktaining to Theory oe 
Parallel Cylindric Condenser 


^TtQ 4:7tQ 
27tx 2tt (D - x) 



2 $ , 

^ dynes. 


This force is a minimum in the neutral plane Y T , which bisects 
perpendicularly, the plane containing the axes of the conductors. 

Therefore the work done in moving unit charge from the neutral 
plane to the surface of one conductor is equal to 


n 2o 20 \ r 

^ 2e|^log£a:- log^ (2)-a:)J^ 


D-r 

= 2^ logs — — ergs 
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and the total work done when unit charge is mdved from one 
conductor to the other is 




\ X D-x j 


D-r (D \ 

4§logj -jr- = 401oge 1 j 


ergs, 


which is equal to the potential difference between the conductors. 
Hence the capacitance per cm. length of the conductors is 
1 


G =- 


41oge |(D//-)-l| 
1 


■82-8 X 10Mogio|(i)/r)-l| 
and the capacitance per mile is 
00195 


electrostatic units 


microfarads 


C = 


logioi 


microfaradH 


. (24) 
. (24a) 

. (246) 


If the distance apart of the conductors is not large in comparison 
with their radii, the charges cannot be assumed to be concentrated 
at the axes of the conductors. The charges may, however, be 
considered to be concentrated along axes M^y Fig. 26, which are 
contained by the plane containing the axes of the conductors and are 
a distance \/(Z)2-4r2) apart. In this case the capacitance per cm. 
length is given by 

microfarads . (24r.) 


82-8 X 10® log,o 


Examples, (a) Two conduotons, each 0*.5 in. in diameter, are stretched 
horizontally in space with their axc^s parallel and 2 ft. apart. 

'rh(^ capacitance per 1000 yd. of the system is given with sufiticient accuracy 


C - 


0-01 1 . , , 
TVTT-r microfarads 


0*011 

log, ,(24/0*25) 


0*011 

1*9823 


-- 0*0050 /iF. 


(5) Two conductors, each 1 in. in diameter, are supported horizontally in 
space with their axes parallel and 4 in. apart. 

The capacitamce per 1000 yd. of the system is now given by 


C - 


0*011 


microfarads 


0*011 0*011 
logio[{4+ V{C-l‘)}/I]'"logx,7-87 


0-01238 /(F. 
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Dielectric Constant (Specific Inductive Capacity). The effect of an 
insulating medium other than air between the plates of a condenser 
invariably leads to an increase in the capacitance of the condenser. 
The ratio of the capacitance of a given condenser, with a given sub- 
stance as dielectric, to the capacitance of the same condenser with 
air as dielectric, is called the specific indvctive capacity, or the dielectric 
constant, of the substance, and is denoted by k. With ordinary 
gases K differs little from unity, but with solids and liquids k exceeds 
unit5\ Approximate values of k for a number of dielectrics are 


Air [0° C. 760 mm. Hg.] 

1-000 

Paper, manilla (dry) 

1-95 

Glass, heavy flint 

9-9 

„ oil impregnated 

3-4 to 

„ light flint 

6-6 


3-6 

„ hard crown 

6-9 

„ paraffin waxed 

3-0 

Gutta-percha 

2-8 

Paraffin wax 

2-36 

Mica 

8-0 

Kubber, pure para 

2-6 

Oil, linseed 

3-35 

„ vulcanized 

2-72 

„ petroleum 

2-13 

„ liard (ebonite) 

3-15 

„ rape seed 

2-85 

Sulphiu’ 

4-2 

,, turpentine 

2-23 

Vacuum 

0-99941 


Notes . — The above values are based principally upon test results obtained 
by employing alternating electric forces, the frequency being approximately 
1000 cycles per second and the temperature about 15-20® C. With certain 
substances, e.g. rubber, gutta-percha, the values of k given above may differ 
appreciably from those obtained with steady electric force, but with other 
substances k varies only slightly with frequency. In general k is smaller for 
alternating than for steady electric forces. 

Hygroscopic substances show large variations of k according to the quantity 
of moisture present. With these substances the variation of k due to 
frequency and temperature increases with increase of moisture. 

With solid dielectrics the variation of k with temperature is usually small. 
In general, an increase of temperature results in a decrease in k% e.g. the 
dielectric constant of paraffin wax decreases 0-036 per cent per 1®C. over 
a range of 11-32° C., but those of ebonite and sulphur increase about 0*1 per 
cent per 1° C. rise of temperature over a range of 10-20° C. 

When a conductor is surrounded by a dielectric other than air, 
the electric force at a given point in the dielectric, due to a given 
charge, is l/#c of that at the same point when the conductor is 
surrounded by air, the charge and other conditions remaining 
unaltered. Hence the potential in the former case will be l//c of 
that in the latter case. 

Commercial Forms of Condensers. When condensers of fixed 
capacitance are required for commercial purposes the parallel -plate 
form is generally adopted. The manufacture of these condensers 
for telephone, radio, and power purposes is carried out by employing 
continuous sheets of aluminium foil for the “plates” and winding 
these in a roll together with two or more sheets of thin interleaving 
paper. The winding is done on specially designed reeling machines, 
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and during the process narrow strips of foil are inserted at intervals 
across the ‘‘plates,” these strips being ultimately connected to the 
terminals of the condenser. 

When the requisite length of foil has been wound, the roll is 
removed from the machine; it is then dried in vacuo to remove 
moisture and occluded air, impregnated either with paraffin wax or 
a viscous mineral oil, and finally sealed hermetically in a metal case. 

Condensers of this type are called paper condensers and are used 
in large numbers for telephone, radio, and power circuits. For 
telephone and low- voltage radio circuits the wax-impregnated form 
is employed, but for power circuits the oil-impregnated form is 
employed and the oil-impregnated rolls are immersed in a light 
“filling ” oil which acts both as a sealing as well as a cooling medium. 
In the latter case the rolls are wound to have a capacitance between 
about 2-5//F. (for a working voltage of 220 V.) and 0*5 pY. (for a 
working voltage of 900 V.), and the requisite number of rolls are 
connected in parallel to obtain the required capacitance. Thus a 
1000-/>tF. condenser for a power circuit may consist of from about 
500 to 2000 individual condensers according to the working voltage. 

Condensers for extra-high-voltage circuits may have a dielectric of 
mica, glass or oil-impregnated paper. Extra-high- voltage condensers 
with oil-impregnated paper dielectric are a recent development, and 
such condensers arc less costly than mica-dielectric condensers of 
similar rating. For radio frequencies, however, condensers with mica 
dielectric are preferred on account of their low dielectric losses. 

Electrolytic condensers are not used on A.C. circuits because the 
oxide film which forms the dielectric possesses insulating properties 
only when the electrode on which the film is formed is connected 
to the positive pole of the circuit. 

Standard condensers for laboratory purposes have either mica or 
air dielectric, air being employed when a condenser without dielectric 
losses and dielectric absorption is required. 

Variable-capacitance condensers, with continuous adjustment of 
capacitance between definite limits, are of the multiple-plate type, 
with either air or oil dielectric. One “ plate ” consists of a fixed 
stack of thin aluminium, or brass, vanes spaced uniformly a small 
distance apart and electrically connected together ; the other 
“ plate ” consists of a similar set of vanes mounted on a spindle 
and so arranged that they can be rotated in the spaces between the 
fixed vanes so as to present to the latter a variable surface. 

Charging Current of a Condenser. Assume the dielectric to be 
a perfect non-conductor and let the condenser receive a charge q 
during the time t. Then the mean rate of charge during this 
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interval is qjt, and is called the charging current. To obtain the 
instantaneous value of this current t must be taken infinitely 
small, i.e. dt. Then if the corresponding charge which accumulates 
on the plates of the condenser is dq, the instantaneous charging 
current {i) is equal to dqjdt. Hence if C is the capacitance of the 
condenser and e the potential difference between the plates when 
the charge is q, 

dq = Cde, 

whence i = Cdeldt, 

Thus the charging current is directly proportional to the rate of 
change of the potential difference at the plates of the condenser. 

If the applied potential difference varies sinusoidally, and is 
given by e = E^ sin ojt, then the current will be given by 

de d 

= coCE^coacot 

= (oGE^sm {(ot + ^tt) . . . (25) 

Thus the current varies sinusoidally with the same frequency as 
the applied E.M.F., but leads the latter by 90°. 

The maximum value of the current is 

Im = coCE^ 
and the R.M.S. value is 

/ = a)CE = 27TfCE 

Thus the charging current is directly proi)ortional to the frequency 
and the impressed E.M.F. For example, the charging current of 
a 1/i F. condenser connected to a 100 V., 50-cycle, circuit is 

I = 277 X 50 X 1 X 10 « X 100 = 0 0314 A. 

For the same condenser connected to a 100 V., 25-cycle circuit 
the charging current is 

/ ==. 277 X 25 X 1 X 10 « X 100 = 0 0157 A. 

and when it is connected to a 600 V., 50-cycle, circuit the charging 
current is 

1 --- 277 X 50 X 1 X 10 6 X 600 = 0*1884 A. 

The ratio Ejl = IjmC is called the reactance of the condenser, 
and is expressed in ohms. As the term reactance is employed in 
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connection with inductive circuits, it is necessary to distinguish 
between reactance due to inductance and that due to capacitance. 
The former is usually called “ inductive reactance,’* and the latter 
“ capacitive reactance.” 

The reactance of a condenser of given capacitance is therefore 
inversely proportional to the frequency. Hence a condenser of 
relatively small capacitance may have an c'xtremely low reactance at 
exceptionally high frequencies, such as those of lightning discharges. 
This property of condensers is utilized in practice for protecting 
apparatus from high-voltage, high-frequency, surges ; a condenser 
being connected across the circuit, or between the circuit and earth. 



Fio. 27. Graphic Ke presentation of Current, Charge and 
Impressed E.M.F. for a Condenser 


so that the high-frequency surge m&y discharge through the con- 
denser. The dielectric of the condenser, however, must be capable 
of withstanding high voltage. 

A graphical represe7itaHon of the conditions expressed in equation 
(25) is shown in Fig. 27, in which the sine curve E represents the 
impressed E.M.F., and the sine curve /, 90° in advance of E, 
represents the charging current. The variation of the charge with 
respect to time is shown by the sine curve Q, which is the integral 

of the current curve, since Q = f ^ At ~ cos (ot dt — 
cot = CE^ sin cot. 

A condenser connected to an alternating supply is therefore 
charged and discharged periodically : it receives a charge during 
the first positive quarter -period of the E.M.F., discharges during 
the next quarter-period, and is again charged and discharged 
successively during the following half-period. During charge 
the current decreases from its positive maximum value to zero, and 
during discharge the current rises from zero to its maximum value. 
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The energy stored in the condenser during charging is given back 
to the circuit during discharge, so that there is a continual trans- 
ference, or surge, of energy to and from the condenser. In practice, 
due to losses in the dielectric, the energy given back to the circuit 
during discharge is always slightly less than that stored in the 
condenser during charge. This, however, is not the case when 
the dielectric is dry air. 

Relation Between Current and E.M.F. for Circuits Containing 
Capacitance and Resistance in Series. Let the current in the circuit 
be represented by i = sin cot. Also let Cj, Cg, denote, at any 
instant, t, the internal E.M.Fs. due to (1) the current passing 
through the resistance, and (2) the charging of the condenser. 
Then if R is the resistance of the circuit and C is the capacitance 
of the condenser 

e^=z Ui = sin cot 

^2 = - (1 jC) J i.dt — - /'sin cot.dt ■= -{-{I^jcoC) cos cot 

The total internal E.M.F. acting in the circuit at this instant is 
therefore equal to )- Cg)? must balance the impressed E.M.F. 
(e). Hence 

e — - 4- Cg) = sin cot - (I^^jcoC) cos cot 

= +(1 lmCy \ I ■ 

HcoG 

= I^\/\R^ + (1 lo)C)^\ sin (cot -<p) ^ M ~ 9) 

, lIcoC 1 

where tan w = - ~ ~ — „ 

^ E o)CE 

Thus the impressed E.M.F. is sinusoidal and lags behind the 
current by the angle cp. 

Conversely, if a sinusoidal E.M.F., represented by the equation 
e = E^ sin cot, be applied to the* circuit, the current, when the 
steady, or cyclic, state is reached will be given by 

* "" (1/coC)*^ * 


(26) 
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The maximum value of the current is 
E^ 

•w m 

and the R.M.S. value of the current is 

I 

^/\R^ + 

Hence tho impedance of the circuit is given by 

Z = + (l/ccC)*! 


The vector diagram for this circuit is shown in Fig. 28, in which 
OE represents the impressed E.M.F. and 
01 the current. The vector OE may be 
resolved into two components : one, OA, 
in phase with the current vector, and the 
other, OS, perpendicular to the current 
vector. OA therefore represents the com- 
ponent of the impressed E M.F. which is 
expended against the resistance of the circuit, 
and OB the potential difference at the 
terminals of the condenser. Now OA — HI ; 

OB == AE =r IjcoC ; OE = l^/[R^+{M<^C)^] 

Hence OA : AE : OE = E : l/eoC : V[E^ + (l/coC)^] 
triangle OEA is the impedance triangle for the circuit. 



Fig. 28 . Vector Dia- 
gram FOR Circuit 
Containing Resis- 
tance AND Capaci- 
tance IN Series 


Therefore 


Relation Between Current and E.M.F. for a Series Circuit Con- 
taining Resistance, Inductance, and Capacitance. Let the current 
m the circuit be represented by the equation i = sin cot. Then 
if the resistance, inductance, and capacitance are denoted by 
Rj L, C respectively, the equation to the impressed E.M F. is given by 


e = RI^f^ sin cot ^ coLI^ cos cot - (Z^/coO) cos cot 
= I^^R&incot + {(oL - 1 jeoC) cos 
which, when simplified by the method given on p. 44, becomes 


e -= I^^y/[E^-\-^(oL - (1 sin (cot -f- 99) ==r E^ sin(ft)<+9p) 

where tan 9? == fcoL- (l/coO) ]/i^. 

Conversely, if a sinusoidal E.M.F. — represented by the equation 
e = E^ sin coir — ^be applied to the circuit, the current, when the 
steady, or cyclic, state is reached, will be given by 

E 

* "" Vl-K*+ [^- ill(oC)f\ H - «?) • 


(27) 
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The maximum value of the current is 

j ^ 

and the R.M.S. value of the current is 

7 = I 

Vl-R* + ["^- 



(«) (6) (O 

Fia. 29. Vector Diagrams for a Series Circuit Containing 
Uesistanoe, Inductance, and Capacitance; 

(a) (oL 1 lo)C, (b) coL =. 1 l(oC\ (r) coL < 1 /(oC 


Hence the impedance of the circuit is given by 

z = ^\R^+[ajL-(llc»a)P] 

and the effective reactance by 
X -- coL- {I l(oC) 

= inductive reactance - capacitive reactance. 

The phase difference, <p, between current and E.M F. may be 
lagging, zero, or leading, according to whether (oL> = <\jo}C. 
For example, when coL ^ 1 \(oC the current is lagging with respect 
to the impressed E.M.F., but when coL < } /wC the current leads 
the impressed E.M.F. 

The vector diagrams for these cases are shown in Fig 29, diagram 
(a) referring to the case when mL> 1 jeoC and 9 ? is positive ; ( 6 ) refer- 
ring to the case when wL = 1 IcoC and 9 ? is zero ; (c) referring to the 
case when o)L<\lmC and 99 is negative. In these diagrams the 
current vector, 01, is taken as the vector of reference, and the 
impressed E.M.F. is represented by OE. The component OA, which 
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is in phase with the current vector, represents tho E.M.F. ex- 
pended against the resistance of the circuit. The component OB, 
which leads the current vector by 90°, represents the E.M.F. which 
balances the E.M.F. of self-induction. The resultant, OC, of OA 
and OB represents the potential difference across the resistance and 
inductance ; the angle AOC being the phase difference between 
this potential difference and the current. The potential difference 
between the terminals of the condenser is represented by OD, 
which lags 90° with respect to the current vector. Obviously, the 
vector sum of OC and OD must equal the impressed E.M.F. OE. 
The component, OF, which is perpendicular to the current vector is 
equal to the vector difference of OB and OD. Now OA : OF{= AE) : 
OE = RI : I{(oL - l/coC) : IV\^^ + {o>L - l/coC)^ = R: 
{(oL - 1 /coC) : (coL - 1 . Therefore triangle OFE is 

the impedance triangle for the circuit. Observe that when a)L> 1 /coO 
the effective reactance of the circuit is positive and the current is 
lagging, but when a)L <col jC the effective reactance is negative and 
the current is leading. 

In the special case when a>L = 1 jeoC, the current is in phase 
with the impressed E.M.F. and is equal to EjR. The circuit is 
therefore equivalent, so far as its impedance is concerned, to a 
non-inductive circuit of resistance R, and is said to be in a condition 
of resonance. Under these conditions the voltages across the 
condenser and inductance may each be much greater than the 
impressed E.M.F. (see examples in Chap. VI). 


6— (T.5a45) 



CHAPTER V 

POWER IN ALTERNATING-CURRENT CIRCUITS 

Instantaneous Power in an Alternating-current Circuit. In an 

alternating-current circuit the power (p) at any instant is equal 
to the product of the instantaneous values of current and E.M.F. 
Thus p = ei. 

Since current and E.M.F. vary with respect to time, the power 
will also vary from instant to instant, and may be positive, negative, 
or zero according to the signs and magnitudes of current and E.M.F. 
If, at a given instant, the current and E.M.F. have the same sign, 
the power is positive — vindicating that power is being supplied to 
the circuit — but if these quantities have opposite signs the power 
is negative — indicating that power is being returned from the 
circuit to the generator — while if either, or both, of the quantities 
are zero, the power is zero 

Graphical Representation. In the general case of sinusoidal 
current and E.M.F. differing in phase, the power has four zero 
values for each cycle of the current, or E.M.F., and the direction 
of the power reverses four times in each cycle, as shown graphically 
in Fig. 30, in which the curves /, represent the impressed E.M.F. 
and current respectively, and curve F represents the power. The 
shaded areas in this diagram represent energy ; areas above the 
abscissa axis denote that energy is being supplied to the circuit, 
and those below the axis denote that energy is being returned from 
the circuit. For each cycle the difference between the areas above 
and below the abscissa axis represents the energy expended in the 
circuit, either in doing useful work or supplying losses. 

Two special cases of the general case (Fig. 30) are of importance, 
viz. (1) when the phase difference between current and E.M.F. 
is zero, (2) when it is 90°. These cases are represented graphically 
in Figs. 31 and 32. In the case represented in Fig. 31 — ^where the 
current and E.M.F. are in phase — the power pulsates between zero 
and a definite maximum value, but does not change sign throughout 
the cycle. Hence in this case power is transmitted always in one 
direction, viz. from generator to circuit. 

In the cases represented in Fig. 32 — ^in which E.M.F. and current 
have a phase difference of 90°, this being lagging in one case. 
Fig. 32a, and leading in the other, Fig. 326 — ^the power curve (P] 
alternates at twice the frequency of the current or E.M.F. Hence 

66 
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for each half-cycle of current, or E.M.F., there are two alternations 
of power. Therefore during this interval a certain amount of 
energy is supplied to the circuit and an equal amount is returned to 



Fig. 30. E.M.F., Curre^jt and Power Fig. 31. E.M.F., Current and 
IN Circuit Containing Resistance Power in Non-inductive 

AND Inductance Circuit 


the generator. Thus, although energy is continually surging 
between generator and circuit, no energy is actually expended in 
the latter. 

During the time that the current and E.M.F. have the same sign 
energy is stored in the circuit — ^in either the electrostatic or the 



Fig. 32, E.M.F. , Current and Power in Purely Reactive Circuits 

electromagnetic form, according to whether the circuit is purely 
capacitive or inductive — and this energy is returned to the generator 
during the time that the current and E.M.F. have opposite signs. 

Components of Power Curve. The power curve (P, Fig. 33) for 
the general case of a circuit containing resistance, inductance and 
capacitance may be resolved into components representing the 
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power in the several parts of the circuit. To separate out these 
components it is necessary to determine the curves for the potential 
differences across the several parts of the circuit. Now the potential 
difference across the resistance is in phase with the current ; that 
across the inductance leads the current by 90°, and that across 
the condenser lags 90° with respect to the current. The curves for 
these quantities, together with those for the impressed E.M.F. and 



Fig. 33 . E.M.F., Curkent and Power in Circuit Containing 
Resistance, Inductance, and Capacitance 

(Capacitive reactance > inductive reactance) 


current, are shown in Fig. 33 ; curves E, /, denoting the impressed 
E.M.F. and current, respectively, and curves E^, E^^, E^, denoting 
the components of the impressed E.M.F. which are expended against 
resistance, inductance, and capacitance respectively. The instan- 
taneous power in the several parts of the circuit is given by the 
product of the current and the appropriate E.M.F. curve. The 
power component curves so obtained are marked 
therefore represents the power expended in supplying the losses 
in the resistance ; P^, represent the power supplied to the 

inductive and capacitive portions, respectively, of the circuit. The 
difference between the curves Pj., P^, represents the component of 
the power which surges between the generator and the circuit. 

Analytical Expressions for Instantaneous Power and Power C!om« 
ponents. Let the equation to the impressed E.M.F. be e = E^Bin coif 
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and that to the current be t = I^ sin {(ot-ip). Then the instan- 
taneous power is given by 

p = ei = E^Ifn^^ cot , sin .... (28) 

This is the equation to the power curve P, Fig. 30. The equation 
to the power curve (P, Fig. 33) for the case when the current is 
leading the impressed E.M.F. is p = E^I^ sin cot sin {cot + cp). 

In a general series circuit containing resistance, inductance and 
capacitance the equations to the components of the impressed 
E.M.F. for the several portions of the circuit are 

Cr = Ri = RI^ sin (cot - cp) 

^ L dijdt = coLI^ cos {cot -q)) 

ec == (l/C) J i.dt — - (I^lcoC) cos {cot - cp) 

The components of the power for the several parts of the circuit 
are therefore, 

p^ = iej^ = RI^^ sin^(coi ~^) = \RIfr^ 1 1 ~ cos 2 (cot -cp)\ 

= \RIJ^ 1 1 + sin[2((o< -(p)- in] 

Pm == icj, = coLI^^ sin (cot - <p) cos (cot - cp) 

= IcoLIfn^ sin 2 {cot - q?) 

Pt == = “* sin {cot - 9?) cos {cot - q>) 

= i(^m^lcoC) sin 2(a>^ - q>). 

The first expression represents a pulsating quantity ; the second 
and third expressions represent alternating quantities of a frequency 
twice that of the current. The resultant of the two alternating 
quantities p^^y p^, is, except in the special case when p^ =- Pu, 
another alternating quantity, viz. — 

Px = Pm + Pe 

= iI^%(oL - (1 jeoC)] sin 2{cot - 9?). 

Hence in the general case the instantaneous power consists of 
a pulsating component equal to 

2>k = sin*(o)t -<p) = 1 + 8in[2(a)< -tp)- i77]| (29) 

and a double-frequency alternating component equal to 

Px = (f/^yC')| sin2(ft>f-9?) . . . (30) 

The pulsating component is in phase with the current, i.e. its 
zero and maximum values occur at the same instants as the corre- 
sponding values of the current. The double-frequency alternating 
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component is symmetrical with respect to the current wave, i.e. 
the three zero values corresponding to one cycle of the former 
coincide with the two zero and maximum values for one half-cycle 
of the current. 

Equation to Power Curve. This equation may be obtained from 
equations (29) and (30), since p = Pr + Px> it is best obtained 
by expanding equation (28). Thus 

p = E^I^ sin (jDt . sin {cot - cp) 

= Ejn^^ X ^|cos[a>i- (mi -99 )] -cos [cot + (ct>/-99)]| 

= ^E^I^ I cos 99 - cos (2ft>< -cp)] 

= COS cp + \E^I^ sin [2(Ot - (^TT + 9^) ] . (31 ) 



Fig. 34. Graphical Representation of Equation to Power Curve 

OF Fig. 30 

The first term represents a constant quantity of value (p\ 

the second term represents a sinusoidal quantity of maximum value 
and of twice the frequency of the current or E.M.F., 
lagging {\7t + 99) with respect to a reference quantity A sin 2co<. 

Hence the power curve (P, Fig. 30) may be represented by a 
double-frequency sine curve — of maximum value and 

displaced (Jtt + 99) with respect to the time -angle zero — super- 
imposed upon a horizontal axis at a distance \EJL^ cos cp above 
the abscissa axis, as shown in Fig. 34. When 99 — 0, the axis of 
the double-frequency curve is at a distance \E^I^ above the abscissa 
axis, and since the maximum value of this curve is it does 

not, therefore, cross the abscissa axis. Hence we have the con- 
ditions shown in Fig. 31. When 99 == Jtt, cos 9? = 0, and the axis 
of the double-frequency curve coincides with the abscissa axis. 
We then have the conditions shown in Fig. 32, 

Mean» or True) Power. The mean, or true, power in an alternating 
current circuit is defined as the algebraic mean of the instantaneous 
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values of the power taken over a period. In the general case, when 
the instantaneous power is given by 

P = COS <P + 8“^ [2ft)< - Htt + <p) ], 

the mean power is 

P = (32) 

since the mean value of the double-frequency term, taken over a 
period, is zero. 

Substituting R.M.S. values for current and E.M.F., we have 

P =s \{'\/2E . \/2f ) cos q) 

== El cos 9? {32a) 

Therefore, the mean power in an alternating-current circuit is given 
by the product of the impressed E.M.F. and the component of the 
current which is in phase with the impressed E.M.F. 

Apparent Power or Volt-amperes. The product E I may be called 
the apparent power, but in practice the term volt-amperes (abbre- 
viated VA.) is employed. Similarly £//1000 is called kilo-volt- 
amperes (abbreviated kVA.). This quantity is important in the 
rating of all A.C. machines and transformers as the temperature rise 
depends upon kVA. rather than kW. Again the rating of cables 
and switchgear for a given circuit voltage depends upon the current, 
and therefore in these cases also kVA., rather than kW., must be 
considered. 

Power Factor. The term cos 9?, in the expression for power, is 
called the “ power factor ’’ of the circuit, as it is the factor by 
which the apparent power must be multiplied to obtain the true 
power. 

In the case of a non-inductive circuit, 9? = 0, cos 9? = 1, and the 
power factor is unity. The true power is then given by the product 
of the impressed E.M.F. and current. 

In the case of circuits containing pure inductance or capacitance, 
99 = 90°, cos 9? = 0, and the power factor is zero. 

Reactive Volt-amperes. The product of the impressed E.M.F. 
and the component of the current which is perpendicular to it, 
i.e. the product El sin 9?, is called the reactive volt-amperes (abbre- 
viated VAr.). Similarly (jE 7//1000) sin 9? is called reactive kilo-volt- 
amperes (abbreviated kVAr.). It represents the component of the 
volt-amperes which surges between the generator and the circuit, 
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and vice versa, without doing work. In commercial circuits the 
reactive volt-amperes supplies the magnetic and electrostatic fields, 
and the true power (El cos (p) supplies the losses and performs useful, 
or mechanical, work. 

Measurement oi Power. The true power in any circuit may bo 
measured either indirectly by measuring each of the quantities 
E, I, cos (p, separately by means of suitable instruments as discussed 
in Chapter XVI, or directly by means of a wattmeter (see p. 374). 
The latter method is usually adopted in practice on account of its 
superior accuracy, but special precautions are necessary in order 
to obtain accurate readings at low power factors (see p. 378). 

Power Component and Wattless Component of Current. In a 
circuit supplied at constant voltage the true power is proportional 
to / cos (p, and the reactive volt-amperes is proportional to 1 sin 9?. 
Now 1 cos q) is the component of the current in phase with the im- 
pressed E.M.F., and I sin 9? is the component at right angles to the 
impressed E.M.F. The component I cos 9? is therefore called the 
“power component” or the “in-})hase component” of the current, 
and I sin 9? is called the “wattless component” (sometimes the 
terms “idle current,” “quadrature component,” and “reactive 
component” are employed). 

This method of resolving the current into power and wattless 
components is useful in the solution of problems and its applications 
are discussed in Chapter VI. The method is particularly useful in 
connection with parallel circuits. For example, if a number of 
circuits are connected in parallel and if 7^, denote respectively 
the sums of the power and wattless components of the currents 
in the several branch circuits, the total, or “ line,” current supplied 
to the circuits is given by 7 = V(^p^ + 7^^), and the phase 
difference between the impressed E.M.F. and line current is given 
by 9) = tan'i (7^/7^). 

Example. Three circuits A, B, C, connected in j)arallel are supplied with 
power from 220 V. mains. Circuit A consists of a bank of incandescent lamps 
taking a current of 15 A. at unity power factor ; B consists of an inductive 
resistance taking a current of 20 A. at a power factor of 0*85 lagging ; O consists 
of an apparatus taking a current of 10 A. at a power factor of 0*95 leading. 
Determine the current and jiower supplied by the mains ; also the power 
factor. 

Let the currents in the several circuits bo demotod by /g, 7 q, respec- 
tively, and the phase differences by 9 )^, 9 ) 3 , Let the current in the 

mains be denoted by /, and its phase difference with respect to the impressed 
E.M.F. by 9 >. 

Then = 15 cos 97 ^ — 1*0 sin 9 ?^ 0 

J 3 = 20 cos 9 ?j, = 0*85 sin 95 ^ — - ^(1 - 0*85*) = - 0*28 

Iq — 10 cos (Pq — 0*95 sin 97 ^ — ^/(\ -0*95*) = 0*1 



POWER IN ALTEBNATING^CURRENT CIRCUITS 73 

Resolving each current into its power and wattless components, we have 

Power or in-phase Wattless or quadrature 

components. components, 

cos 9?^ == 16 X 1*0 — 15 1^ sin 99^ = 15 X 0 =0 

/jj cos 99jj ™ 20 X 0*85 = 17 sin (pj^ - 20 X (- 0*28) — - 5*6 

Iq cos 9 Pq ~ 10 X 0*95 = 9*5 Iq slntp q ~ 10 X 0*1 “ 1*0 

/ cos 9? = (15 + 17 + 9*5) = 41*5 I sin (p = (- 5*6 + 1*0) =• -4*6 
Hence I = \/[( / cos 9?)^ + ( I 9^)^] == \/(41*5* -f 4*6*) = 41*8 A. 
cos 9? = {1 008 (p)l I = 41*5/41*8 == 0*993 (lagging) 

P = 220 X 41*8 X 0*993 -- 9130 watts 



CHAPTER VI 

SERIES AND PARALLEL CIRCUITS 

« I. — Semes Circuits 

Series Circuits of Constant Impedance. The impedance of a simple 
series circuit containing resistance and reactance is given by 

z = + Z2), 

and the phase difference between impressed E.M.F. and current is 
q> = tan‘^(X/jR). 

In these equations X is the effective reactance of the circuit : it is 
equal to the algebraic difference between the inductive reactance 
(miy) and the capacitive reactance (1/mC'), i.e. X = coL- (l/coC). 

In the case of a complex series circuit, such as is represented in 
Fig. 36, the joint impedance is given by 

Z = + 1^2 + -^3 + * • + 

where R^, R^ , are the resistances of the several parts of the 
circuit, and X^, X^, X^ .... , are the effective reactances. The 
phase difference between impressed E.M.F. and current is given by 

(p = tan”^(Xi X^ X^ I (Hi R2 R^ . .)i 

or by 9? = co3"^(i2i + 1^2 + ^3 + • 

These expressions follow directly from the vector diagram for 
the circuit. Thus, in Fig. 36 the current vector 01 is taken as the 
vector of reference, and the potential differences across the several 
parts of the circuit are represented by the vectors OA, OBy 00 . 
The geometric sum (OD) of these vectors represents the terminal 
voltage (i^) of the circuit. From the diagram 

Jg2 ^ (EiCOfi(pi + E 2 Cos(p 2 + ^73003993)2 -f- (i^isin99i h E 2 sinq >2 

h JS^gsin 993)2 

- (IRi + IR2 + IR,r + (IXi + 1X2 + 7X3)2, 

Whence, 

Z = Ejl 

= v \ (Rl + «2 + + (^1 + ^2 + 

and 

tan 99 == (Xj + Xg + X3)/(i?i + + -^3)* 

74 
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Observe that the joint impedance is equal to the^ geometric sum 
of the separate impedances. In symbolic notation 

Z = (34) 

= (-^1 + (^2 + j^ 2 ) + (-^8 + j^z) 

— (-^1 + -^2 + -^ s ) + + ^2 + Nq ) 


Graphical Construction for Obtaining the Joint Impedance *of a 
Series Circuit. The construction is similar to that of the E.M.F. 
vector diagram of Fig. 36. In fact, by a suitable change of scale, 



Fio. 35. Diagrammatic Represen- Fig. 36. Vector Diagram for 

TATioN OF Complex Series Circuit Circuit Represented in Fig. 36 


the diagram becomes an impedance diagram, the vector OD now 
representing the impedance of the circuit. Instead of setting off 
the magnitudes Z^, Zg, Z 3 of the impedances and their phase angles 
Ti* usually more convenient to set off their rectangular 

co-ordinates — ^resistance as abscissae, and effective reactance as 
ordinates. In this case the only calculations required are those for 
obtaining the reactances of the several parts of the circuit. 

Special Cases. When the reactance of the entire circuit is zero, 
the impedance becomes 

Z = -f- JKg 4" ^3 "t” • • ^ = R, 

where R is the joint resistance, of the circuit. 

For circuits containing only reactance we have 
Z = 4" -^3 • • • 

where X is the joint reactance of the circuit. 

Hence if a number of condensers of capacitances Cg, C 3 , . . . 
are connected in series, the joint reactance will be given by 

X = Xj + X2 4" -X3 + . . . 

(oCi ~ coCj ~ (0C2 
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Whence the joint capacitance is 

l=l+l+i 

Thus the series connection of condensers gives a joint capacitaucv 
smaller than the lowest individual capacitance of the group. For 
example, if two condensers of 10 juF. and 20 juF. are connected in 
series the joint capacitance is 1 /( jV + ^o) = 0*66 /uF. 



Figs. 37, 38. Circuit and Vector Diagram for Worked Example 

In the case of a circuit containing a number of condensers con 
nected in series, the terminal potential difference of the circuit is 
divided across the condensers in the inverse ratio of their capaci- 
tances and the potential difference across the smallest condenser may 
be very much higher than that across the largest condenser. For 
example, if condensers of 5 juF. and 50 juF. are connected in series 
across 200 V. mains, the potential difference across the 5 /iF. 
condenser will be {200 X 50/(5 + 50) } = 181*8 V., and that across 
the 50 juF, condenser will be {200 x 5/(5 + 50) } = 18*2 V. 

Example. Determine, for the circuit shown in Fig. 37, (1) the joint 
impedance, (2) the current, (3) the phase difference between current and 
terminal E.M.F., (4) the potential differences across each part of the circuit. 
The circuit is supplied at a pressure of 110 V. and a frequency of 50 cycles 
per second. 

The total resistance = 15 4- 25 + 10 = 50 il. 

The inductive reactance = 27r X 60(0*1 + 0*02 -}- 0*5) = 195 
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10* /I 1 \ 

The capacitive reactance = = 170 0. 

Hence the effective reactance = 195- 170 = 25 Q. 

Whence the joint impedance = \/{50^ -f- 25*) = 55*9 0 
Therefore the current = 110/55*9 — 1*97 A. 

The phase difference between impressed E.M.F. and current — cos‘^50/55*9 

= 26* 6** 

The potential differences across the several parts of the circuit are 
IRi = 1*97 X 15 -- 29*5 V. 

IXi = 1*97 X 27r X 50 X 0*1 - 61*8 V. 

= ^(29*52+ 61*82)-= 68*5 V. 

IlcoC\ == l*97x 10V(27r x 50 X 30) = 209 V. 

- 1*97 X 25 - 49*2 V. 

IX^ = 1*97 X 27r X 50 X 0*02=-12*3r) V. 

7^2= v'{49*22+12*352) = 50*8 V. 

77^3 == 1*97 X 10 = 19*7 V. 

7 X 3 = 1*97 X 271 X. 50 X 0*5 - 309 V. 

7^3= Vi 3092) = 309*5 V. 

I (oCt = 1*97 X 10V(27T X 50 X 50)- 125*3 V. 

A vector diagrain drawn to scale is given in Fig. 38. 

Series Circuits of Variable Impedax^oe. (1) Constant reactance, 
variable resistance. Two cases are important, viz. (1) circuits in 
which the resistance is variable and the inductance is constant ; 
(2) circuits in which the resistance is variable and the capacitance is 
constant. In both cases the phase difference between the E.M.Fs. 
across the two parts of each circuit is 90°. Hence for any particular 
value of resistance the vector diagram for the E.M.Fs. may be 
drawn as a right-angled triangle, of which the hypotenuse represents 
the supply, or terminal, E.M.F. 

With vaiiable resistance and constant reactance the E.M.F. 
vector diagrams for the ’ varying conditions may, for constant 
terminal E.M.F., be represented by a series of right-angled triangles 
having a common hypotenuse, as shown in Fig. 39. The locus of 
the apex of the vector triangle is therefore a semicircle described 
on the hypotenuse. The semicircle for the R-L circuit is on one 
side of the hypotenuse, and that for the R-C circuit is on the 
opposite side as shown in Fig. 39, in which the semicircle OAE 
refers to the R-L circuit and the semicircle QBE refers to the R-C 
circuit. 

The loci of the vectors of the currents in the circuits are also 
semicircles as shown in Fig. 39, but their centres lie on the opposite 
sides of, and in an axis perpendicular to, the vector (OE) representing 
the terminal E.M.F. 
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Proof. Let, for the R-L circuit, the co-ordinates of the current vector 
with respect to the origin 0, Fig. 40, be 

R X 

y = I coaq> = •Bjr+lp ! * = ^ sui 9> = ^ 

Then, squaring and adding, we have 

Y . / RX y E^{R^ + X^) FA 
^ ^ H- XV \R^ \ XV {R^ + X2)2 R^ + X* 



Fig. 39. Vectoti Diagrams for Series Circuits of Variable 
Impedance 

(Constant Reactance, Variable Resistance) 


Now 722 ^ X2 - EX lx. 

Hei ce sc 2 2/2 — x{K/X). 

This equation may bo exprossed in the form 




Fig. 40. Vector Diagram for 
Circuit of Variable Resis- 
tance AND Constant 
Inductance 


which IS the equation to a circle , the 
CO ordinates of the centre being x — 
RflX, y — Oy and the radius being EI2X 
For the R-C circuit the radius of the 
semicircle is ^/2X, and the co-ordinates 
of its centre are x — - Ej^Xy y - 0, 
whcie X IS the reactance of the condenser 
Jf, however, X be variable and R 
constant, the current semicircles have 
their centres in the E.M F. \ector OE 
1 hub the sum of the squares of the co- 
ordinat(*s of any current vectoi is now 
written as 

ar2 4- y2 _ y{EIR), 


whence 



^2 

4/22 


The co-ordinates of the centre are therefore x ~ Oy y — X/2/?, and the radius 
IS EI2R. 


Properties oi Series Circuits Containing Variable Resistance and 
Constant Reactance. The circle diagram of Fig 39 shows that 
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these circuits, when supplied at constant voltage and frequency, 
possess a number of important properties. Thus — (1 ) the current 
has a limiting value ; ( 2 ) the power supplied to the circuit has a 
limiting value ; (3) the power factor when maximum power is 
being supplied is 0*707. 

The maximum current in the circuit is obtained when the 
resistance is zero : its value for the R-L circuit is EjcoL = /j,. 

The power supplied to the circuit is equal to E I cos cp, and if E 
is constant the power will be proportional to / cos 9 ?. Now ordinates 
in the current semicircles (Fig. 39) arc proportional to this quantity. 
Hence the maximum ordinate in either semicircle represents the 
maximum power which can be supplied to the circuit. This 
ordinate passes through the centre to the semicircle, and, therefore, 
the current vector makes an angle of 45® to the diameter of the 
semicircle, and also to the vector of the impressed E.M.F. Thus 
the power factor corresponding to maximum power is cos 45®=0*707. 
The maximum power is, therefore, given by 

P^ = 0*707 El = 0*707 EI^ sin 45° = JjB/„ . . (35) 

For the R-L circuit 
Ph = iEVcoL, 
and for the R-C circuit 
Pm = icoCE^* 

At maximum power (99 = 45°) the vector triangle of E.M.Fs. 
is an isosceles triangle, and therefore the voltages across the resis- 
tance and reactance are each equal to 0*707 x supply E.M.F. 
Hence the condition for maximum power is that the resistance of 

* I'heso expressions may also be obtained by determining the maximum 
value of El cos 9 ? Thus, substituting for I and cos 9 ? in terms of resistance 
and reactance, differentiating, and equating to zero, we have 

dP d \ n ) d / E^R \ 

dH ' dh \ f V \ dR \R^ + a)*LV 

E^R^ + wHJ) ~ E^R 2R 

= 0 . 

2E^R* 

R = (joL — X, 

Substituting cdL for R in the power expression we obtain 

E^cdL F* 

a>*L* -h " 2wL 2 V 


or 
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the circuit must equal the reactance of the circuit, i.e. R = (oL, 
or iJ = 1 IcoC. The expressions for maximum power may therefore 
be written = iE^jR. 

Practical Applications. The current and power-limiting properties 
of series circuits containing variable resistance and constant induc- 
tive reactance are of considerable practical value in connection 
with electric smelting furnaces of the arc type. Thus, by inserting 
reactance in series with the furnace, (1) the power input to the 
furnace cannot exceed a predetermined limit ; (2) the current 



Fig. 41. Characteristic Curves for Series Circuit Containing 
Variable Resistance and Constant Inductance 


Representative of Arc -type Electric Smelting Furnace 


taken when “ striking ” the arc cannot exceed a predetermined 
value ; (3) the furnace is more economical in power consumption 
than one controlled by a series resistance. These advantages, 
however, are obtained at the expense of the power factor. 

The characteristic curves for a series circuit containing variable 
resistance and constant reactance are shown in Fig. 41, and refer 
to a 400 kW. arc-type furnace supplied at 220 V., 60 frequency ; 
the reactance of the furnace circuit being 0*06 ohm. 

The current and power-limiting properties of series circuits 
containing variable resistance and constant capacitance have been 
applied to electric lighting in special cases (e.g. artisan dwellings and 
cottages) where the average demand is so small that the supply of 
energy would be unprofitable if house service meters were installed. 
In such cases meters were dispensed with and a flat weekly charge 
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for energy was made by installing low-voltage series-connected 
lamps (each provided with a short-circuiting switch and rated for 
the same current) together with a condenser of such capacitance 
that if the normal demand were exceeded an appreciable reduc- 
tion of the current in the circuit (and therefore the illumination) 
occurred.* 

For an installation consisting of seven 40- W., 2-A. lamps and a 
33-^F condenser supplied from 200-^. 50-cycle mains the lamp 
currents for various switchings are — 

No. of lamps in circuit 1 2 3 4 6 6 7 

Current (amp.) 2 068 2-026 1-978 1-92 1-86 1-794 1-73 

Series Circuits o! Variable Impedance. {2) Constant Resistance and 
Variable Reactance, Four cases of these circuits are possible, viz. 
(1) constant- resistance, variable inductance; (2) constant resis- 
tance, variable capacitance ; (3) constant resistance and inductance, 
variable capacitance ; (4) constant resistance and capacitance, vari- 
able inductance. The first two cases have little application in 
practice, but are of academic interest : the last two cases have 
a large application in radio-telegraphy and telephony. 

Vector Diagram for Circuits of Constant Resistance and Variable 
Inductance or Capacitance. The com- 
bined vector diagram for the R-L 
and R-C circuits, in which the resis- 
tance is constant, is shown in Fig. 42. 

In this diagram the vector OE, 
representing the impressed E.M.F., 
is taken as the vector of reference : 

OAE is the vector triangle of E.M.Fs. 
for the inductive circuit for a par- 
ticular value of inductance ; OBE 
is the corresponding triangle for the 
capacitive circuit. The loci of the 
apexes of these triangles are the 
semicircles OCAE, ODBE, respec- 
tively, their common centre being at 
the mid-point of OE, 

The maximum current in either circuit is obtained when the 
reactance is zero : its value is EfRy and it is in phase with the 
impressed E.M.F. The vector 01^, in phase with OEy represents 
this current, on the assumption of equal resistance and impressed 
E.M.F. in the two cases. 

• For further particulars, see “ Condensers in series with metal filameni 
lamps/* by A, W Ashton. Journal l,E,E, (1912), xlix, 703. 

7 — (T.5245) 


C 



Fig. 42. Vector Diagrams for 
Series Circitits of Variable 
Impedance (Constant Kesis- 
TANCE, Variable Reactance) 
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When the inductance is varied the current vector lags with 
respect to the OE and its locus is the semicircle OFI^. Similarly, 
when the capacitance is varied the current vector leads OE, and its 
locus is the semi-circle OQI^. The centres of these semicircles 
are in OE and their radii are equal to Ej2R (see p. 78). 

In each circuit the power is proportional to the projection of the 
current vector on the impressed E.M.F. vector : the power is 
therefore a maximum when the reactance is zero. 

Vector Diagram for the General Circuit Containing Resistance and 
Variable Reactance. Series circuits containing resistance, inductance 
and capacitance, in which cither the inductance or the capacitance is 
variable, have a large application in radio-telegraphy and telephony, 
the variable inductance or capacitance being employed to adjust the 
circuit to resonance at a particular frequency, this adjustment 
being called “ tuning.” 

The vector diagrams for these circuits are shown in Figs. 43 and 44, 
the former referring to the case in which the capacitance is variable 
and the latter to the case when the inductance is variable. In 
both cases the vector of the impressed E.M.F. is taken as the vector 
of reference. 

The current in either circuit is given, for any particular values 
of R, L, C, by I = EJ's/lR^ + [coL- l/coCP|, and its phase 
difierence with respect to the impressed E.M.F. by tan cp = 
((oL-llcoC)IR. When the effective reactance is zero, i.e. when 
ujL — l/m(7, the current is in phase with the impressed E.M.F. and 
its value is equal to EjR, which is the maximum value of the 
current for the circuit. 

When the variable reactance is zero the current is given by 
Ej's^{Rr -f corL^) for the circuit with fixed R and L ; and by 
Ej^[R^ 4- for the circuit with fixed R and (7. The phase 

difference between tlic impressed E M.F. and the current is 
(p = tan'^coL/R, lagging, in the former case, and q? — tan~^ (I /coCR), 
leading, in the latter case. These currents are shown by the 
vectors OA in Figs. 43 and 44. 

When the variable reactance is infinite the current in either 
circuit is zero. 

The locus of the current vector when either the inductance in 
one circuit, or the capacitance in the other circuit, is varied is the 
arc OAI^B, the centre of which lies in OE at a distance J/jj = EI2R 
from 0. The portion AIj^ of this arc corresponds to the condition 
when the fixed inductive reactance exceeds the variable capacitive 
reactance, i.e. oL >ll(oC; and the semicircle I^BO corresponds 
to the condition when the latter exceeds the former, i.e. (1 /coC) > (oL. 
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If a circle be described upon OE as diameter, and any current 
vector, such as OB^ be produced so as to cut this circle at D, then 
triangle ODE is the triangle of E.M.Fs. for the circuit ; OD repre- 
senting the component of the impressed E.M.F. expended against 
resistance, and DE that expended against the effective reactance, 
i.e. DE represents the vector difference between the E.M.Fs. across 
the inductance and capacitance, these E.M.Fs. being represented by 
OF (leading the current vector by 90°) and 00 (lagging 90° with 



Fig. 43 . Vector Diagrams for Series Circuit or Variable 
Impedance (Constant Resistani’e and Inductance, Variable 
Capacitance) 

respect to the current vector) respectively. The voltage across 
the fixed portion of each circuit is represented in both figures by 
OH, which is the vector sum of OD and OF, 

When the variable portion of the circuits is varied from zero 
reactance to infinite reactance the loci of the vectors OD, OF, 00, 
OH, are portions of circles, which are marked Ej^, E^, E^ ^ i^, 
respectively, in Figs. 43 and 44. The centres of these circles may 
be determined very simply by considering the conditions occurring 
at resonance. Thus the effective reactance is zero, the current is a 
maximum and is in phase with the impressed E.M.F., the E.M.F. 
across the inductance is balanced by that across the capacitance. 
These latter E.M.Fs. are represented by OK and OL, respectively. 
The voltage across the resistance is, at resonance, represented by 
OE — the vector of the impressed E.M.F. — ^and the vector sum of 
OE and OK is represented by OM, 
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For the circuit containing variable capacitance, Fig. 43, the centre 
of circle Ej^ lies at the mid-point of OK ; the centre of the circle 
+ L at the mid-point of OM, and the centre of circle Eq 
is correspondingly situated on the opposite side of OE, Observe 
that the diameter of circle E^ ^ j is equal to that of circle Eq. 

For the circuit containing variable inductance. Fig. 44, the centre 
of circle Eq lies at the mid-point of OL ; the centre of the circle E^^ 



Fig. 44. Vectok Diagbams fob Sebi>s Cibcutt of Vabiable 
Impedance (Constant Resistajsce and Capacitance, Variable 
Inductance) 

ies at the mid-point of OM^ and the centre of circle lies 

at the mid-point of EM, 

Resonance Conditions. With both circuits the condition for 
obtaining resonance is that the inductive reactance must equal the 
capacitive reactance, i e. coL — 1 'wC. Whence LC—\l(jol^=\l{2TTff‘ 
or \^(LC) = 1/(277/), where / is the frequency in cycles per second, 
and Ly Gy are the inductance and capacitance, respectively, in 
practical units (i.e. henries and farads). 

If instead of the frequency we are given the wave-length (A) of 
the electrical oscillations to which the circuit must be tuned, then 
^ metres == 3 X 10®//, whcrc 3 X 10® is the velocity of propagation, 
in metres per second, of the oscillations. Hence 

y/(LC) = A/(27r X 3 X 10®) = A/(1885 X 10«). 
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But if L is expressed in micro-henries and C in miqro-farads, the 
relationship between L, C, A becomes 

= A/1885 (36) 

This, then, is the condition which must be satisfied in a “ tuned ” 
radio circuit when the tuning is effected by the use of series capaci- 
tance or inductance. 

The curves of Fig. 45 show, for a particular circuit (for which 
= 25 ohms, L = 0*4 henry (constant), C (variable)), the variation 
of current, voltage, and power factor when the capacitance is varied 
and the impressed E.M.F. and frequency are maintained constant. 



Fig. 45 . Characteristic Curves for Series Circuit of Variable 
Impedance (Constant Resistance and Inductance, Variable 
Capacitance) 

It will be observed that the peaks of the curves for the voltages 
across the condenser and inductive resistance are not coincident, 
the peak of the condenser voltage occurring w'hen the capacitance 
has a value which is smaller than that which gives the peak of the 
voltage across the inductive resistance. This non-coincidence of 
the voltage peaks is caused by the resistance of the circuit. For a 
circuit of zero resistance the peaks of voltage are coincident and 
occur when the current in the circuit is infinite. Data for 
these curves are given in Table I, and the method of calculating 
the quantities may be shown best by calculating one or two points. 
Thus at resonance we must have oiL = 1 /ceC, or (7 = 1 /co^£. 
Now for a frequency of 50, a> = 314. Hence the capacitance, in /iF., 
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required to give resonance is (7 == 10®/ (314^ X 0*4 ) = 25*35 fxS. With 
an impressed E.M.F. of 100 V, the current is = 100/25 = 4 A. 
The voltage across the condenser ia Eq = Il^coC =4/(314x25*36 
X 10®) = 502*4 V., and the voltage across the inductive resistance 
= I^{R^ + (o^L^) = 4 X 128 = 512 V. 

[Note.— = 252 ^ (3142 x 9.42) ^ 123 Q.] 

For the points corresponding to a capacitance of 20 ^F. we have — 
Effective reactance = {coL- l/coC) = 314 x 0*4- [10®/(314 x 20)] 
= - 33*5 n. 

Impedance (Z) = + (coL-l/coCf] = ^(25^ + 33*52) 

= 41*7 a. 

Current = E/Z — 100/41*7 = 2*4 A. 

Voltage across condenser = I jeoC = 2*4 X 10®/314 x 20 = 382 V. 

Voltage acioss inductive resistance = co-L-) = 2*4 X 128 

= 307 V. 

Power factor ^ RjZ = 25/41*7 = 0*6. 


TABLE 1 

Calculations for Fig. 45. Series circuit : Jl -- 25 fl., h — 0*4 H. (constant), 

C' variable, Sujiply pressure = 100 V. (constant), frequency — 50 (constant). 


c 

llojC 

0) L-ll(oC 

Z « V{Ti» + 

/ - 
IC/Z. \ 

Cos w = 
RIZ. 

/?c = 
II(oC. 

+ I . = 

0 

a 

a 

a 

0 

0 

100 

0 

5 

636 

-511 

511 

0-190 

— 

124-5 

25 

10 

318 

-193 

194-6 

0-514 

0-1285 

163-5 

06 

15 

212 

-87 

90-4 

1 100 

0-2763 

234 

141 

20 

159 

-33 5 

41-7 

2-4 

0-6 

382 

307 

23 

138 4 

i -13 

28-2 

3 45 

0-886 

477 

454 

24 

132-5 

- 7 

26 

3 85 

0-904 

511 

493 

24-5 

129-8 

1 - 42 

25 35 

3 945 

0-980 

512 

505 

25 

127-2 

, - 1-0 

25 01 

3 99 

0-998 

508 

511 

26-35 

125 6 

! 0 

25 

4 

1-0 

502-4 

512 

27 

117-8 

8-8 

20-5 

3-77 

0 943 

445 

483 

to 

lOC-1 

19-5 

31-7 

3-15 

0 788 

334 

404 

35 

91 

34-6 

42-7 

2-34 

0-585 

213 

300 

40 

79-6 

46 

52-4 

1-91 

0-477 

152 

244 

50 

03-6 

62 

67 6 

1-48 

0-37 

94 

189 

100 

31-8 

94 

97-3 

1-026 

0-257 

32-6 

131 

QO 

0 

125 6 

i 

128 

0-781 

0 195 

0 

i 

100 


Series Circuits of Variable Impedance. (3) Constant Resistance, 
Inductance and Capacitance, Variable Frequency, This circuit is of 
practical importance on account of its jiosscssing a “ resonance 
frequency which is given by 

1 
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in which L and C are in practical units (i.e. henries and farads, 
respectively) and/^ is in cycles per second. 

At resonance frequency the current is a maximum and is given 
by I^ = EjR, This current is in phase with the impressed E.M.F. 
The vector diagram for these conditions is given in Fig. 29 (6), p. 64. 

Under resonance conditions, and with suitable values of inductance 
and capacitance, the voltage across the condenser, and that across 
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the inductive resistance, may be considerably greater than the supply 
voltage. Thus, the voltage acro.ss the condenser is given by 

Eq = I^jcoC, 

which, when 1 l\/(LC) is substituted for co, and E/R for I^^, becomes 

~ R/s/ C 
- 

Hence when L > CR^ the voltage across the condenser will be 
greater than the supply voltage. The ratio of these voltages is 
given simply by \/{LICR^) 
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Similarly the voltage across the inductance and resistance is, at 
resonance frequency, given by 

+ R = /m 

which is gre ater than the supply voltage for all values of L and C 
except zero. 

The manner in which these voltages vary with the frequency in 
the case of a particular circuit, for which JK = 30 ii., i = 04 H., 
(7 = 25 is shown in Fig. 46. Other curves in this figure show 
the manner in which the current, power factor, inductive reactance, 
capacitive reactance, and effective reactance vary with the frequency 
when the supply pressure is maintained constant at 100 V. The 
calculations for these curves are given in Table II. 

TABLE II 

Calculations for Fig. 46. Series circuit: jR == 30 O., L — 0*4 H., 

C = 25 /iF. Supply pressure “ 100 V. (constant). Frequency 

variable. 



CO =• 
2Kf 

(OL 

loVcoC 

(JOL- 

i/coc 

Z = i 

(coX- l/coC)*} 

/ = 
100/Z 

cos (p ~ 
lilZ 

JlwC 



0 

0 

a 

a 

oc 




100 

0 

10 

62-S 

25 1 

637 

-612 

612 1 

0-1635 

T 0-049 

104-2 

6-4 

iO 

125-6 

50 2 

319 

-269 

270 8 

0 369 

30-11 

117-8 

21 

30 

188-4 

75 3 

212 

-137 

140 4 

0«713 

1 0-214 

151 

57-8 

40 

251 

105 

159 5 

- 54-5 

62 2 

l-60h 

1 0-483 

256-5 

17.5-5 

45 

283 

113 2 

141-2 

- 28 

41 

2-44 

Y 0-732 

345 

286 

60-35 

316 

126-5 

126-5 

0 

30 

3-33 

1-0 

422 

433 

55 

345 

138 

116 

22 

37-2 

2-69 

4 0-807 

312 

380 

60 

377 

151 

106 

45 

54 

J 85 

io 556 

196 

285 

70 

1 440 

176 

90 9 

85 

i 90 2 

1-11 

0 333 

100 

198-5 

100 

628 

251 

63 7 

187-5 

190 

0-526 

jO 158 

33-5 

133 


Resonance in Practice. The equivalent of the above circuit 
occurs in practice when an alternator is supplying unloaded cables, 
the inductance and resistance being represented by the armature 
winding of the alternator, and the condenser by the capacitance 
between the cores of the cables. But the “ constants *’ of commercial 
distributing systems are such that the resonance frequency is much 
higher than the normal frequency. Hence, with a pure sine wave 
of E.M.F. resonance cannot occur. If, however, the wave-form is 
non-sinusoidal resonance, due to one of the higher harmonics of 
the E.M.F., may occur either at normal speed, or at a speed lower 
than normal if the alternator is run up to s])eed with its field excited 
and its armature connected to unloaded cables. 
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Example. An 11,000*V., 50>cyole, alternator is connected to concentric 
cables having a total capacitance of 3 /iF. The inductance of the armature 
winding is 0*02 H., and the resistance of the armature winding is 1*3 H 
The resonance frequency of the system when the cables are unloaded is 


= 2TrV(002x3xlO-«) = 

If the wave-form of the no-load E.M.F. contains a thirteenth harmonic 
(the frequency of which — 13 X 50 = 650), resonance due to this harmonic 
will occur at normal speed. Tf the amplitude of this harmonic is 1 per cent 

of the fundamental, i.o. X 11000 X 1*414 — 155 V., the current due to 

it at resonance is 165/1*3 = 119 A. (maximum value). Hence if the peak 
of the E.M.F. wave of this harmonic occurs at the same instant as that of 
the fundamental, the voltage impre.ssed on the cables is 

11000 X 1*414 + 119/(271 X 650 X 3 X 10 •) = 25,250 V. 
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II. — Parallel Circuits 


Parallel Circuits of Constant Impedance. The vector diagram for 

a parallel circuit, consisting of two inductive resistances, is given 
in Fig. 47. The total, or “ line current, /, is equal to the geometric 
sum of the branch currents 1 2 : its magnitude and phase may be 
calculated from Fig. 47 as follows 

I = «\/|(/iC0S9?i + /2C0S992)^+ (/isin9?i+/2sin9^2)^i (37) 

99 = tan"^ (I I sin cp^ + 1 2 sin 9 ? 2 )/(A oos 99 ^ + 1 2 cos 993 ) 

The joint impedance, Z, of the circuit may be obtained from 
Equation (37), and Fig. 47, as follows 

I = EfZ = '\/\{I\^Oii<p^ -f 73008992 )^ + (7i sin 99j+ 72810992 )^ I 


or 


lUl. ^4.1. 

IW Z2' Z2) ■^Ur^^i ^2*^2/ ) 

-j\ 






(38) 
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Thus for the general case the reciprocal of the joint impedance is 
not equal to the sum of the reciprocals of the separate impedances : 
its calculation therefore requires a knowledge of the values of the 
separate impedances as well as the resistances and reactances. 
Special Cases, In the special case when = 0, Xg = 0, we have 

i_l~ J- — 

z~li~ 

and in the other case when = 0, i ?2 “ 0, we have 

^11 1 

When the reactances X 2 , consist of (;ondensers, 

_ = a)C\ ; ^ = coC\ ; ~ = (oC 

Hence the joint capacitance of the condensers is 
G == C\ + C^, 


Thus, when condensers are connected in parallel, the joint capaci- 
tance is equal to the sum of the separate capacities. 

Admittance* Reverting to the general case, Fig. 47, and employ- 
ing symbolic notation, the equation to the line current may be 
written 

/ = /l + /2 


== (E/Z,) + (EjZ,) 

whence 

1 1 
^ H ’’’ ^2 

or Y= Y^+Y^ 


(39) 


where Y is the reciprocal of the joint impedance and 7^, Fgj 
the reciprocals of the separate impedances. These reciprocals are 
called admittance. Hence the joint admittance of a number of 
circuits connected in parallel is equal to the geometric sum of their 
separate admittances. The admittances of these circuits may 
therefore be compounded in a vector diagram in a manner similar 
to that adopted with the several impedances of a series circuit. 
For example, in Fig. 48 the vector OA rex)rcsents the admittance 

OB, the admittance Fg* joint admittance is represented by 

OC, which is the vector sum of OA and OB. 

Inversion. The joint impedance Z, corresponding to the joint 
admittance 7. may be obtained from the vector diagram by 
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determining the vector which is the reciprocal of the admittance 
vector, this process being called “ inversion.” For example, two 
reciprocal quantities, F, Z (= l/F), are represented in a vector 
dja‘3rram by vectors of different lengths — such as OF, OZ, Fig. 49 — 
loo. ted on opposite sides of the axis of reference and making equal 
angles with this axis. The projection on OZ of the point F gives 
the point F', which is called the image of F. 

Two points such as F' and Z, Fig. 49, are called “ inverse points.” 
The origin, 0, is called the “ centre of inversion,” and the value of 
the product OF'.OZ which corresponds to unit values of F and 
Z, is called the “ inversion constant,’* JT*. 

If the admittance vector is drawn to such a scale that 1 cm.= m 
mho (unit of admittance), and the impedance vector is drawn to 



SHOWING Addition oi 
Admittances 



Fig. 49 . Vector Diagram of 
Reciprocal Vector 
Quantities 


such a scale that 1 cm. = n ohms, then OY' === Y jmy OZ = Z/w. 
Whence OF' x OZ = YZjran — Ijmn, since F.Z = 1, i.e. the 
inversion constant is equal to the product of the reciprocals of the 
scales of the vectors. Hence the inversion of the image of an 
admittance vector — drawn to a scale of 1 cm. — m mho — to an 
inversion constant gives an impedance vector having a scale of 
1 cm. = (l/mjfiTJ ohms. Conversely, the inversion of the image of 
an impedance vector — drawn to a scale of 1 cm. = n ohms — ogives 
an admittance vector having a scale of 1 cm. = (l/nK^) mho. For 
example, if OF, Fig. 49, represents an admittance of 0’05 mho, 
and is drawn to a scale of 1 cm. = 0*025 mho, i.e. OF=0*05/0*025 
= 2 cm., then the length of the impedance vector OZ for inversion 
constant equal to 8, is 8/(0*05/0*025) = 4 cm , and the scale of 
this vector is 1/(8 X 0*025), or 5 ohms = 1cm. Therefore the 
magnitude of the impedance is equal to 4 X 5 = 20 ohms. 

Instead of determining the impedance scale from the inversion 
constant and the admittance scale, it is more convenient in practice 
to select the impedance scale such that the longest impedance vector 
is of a convenient length. 
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The principle of inversion is of considerable value in the graphical 
solution of problems on parallel and series-parallel circuits, and 
further applications will be foimd in this and the following chapters. 

Conductance and Susceptance. Since admittance, like impedance, 
is a complex quantity it must be expressed, when the rectangular 
form of symbolic notation is employed, in terms of in-phase and 
quadrature components which are denoted by the symbols g and 6, 
respectively. These components can be expressed in terms of the 
constants, R, X, of the circuit. For example, 

r = — L- = f 

• Z R+jX R^ + X^ \R^ + X^J ■' 

= G-jB 

where Q = Rj(E^ + = RjZ^ and B = Xjim + Z*) = Z/Z*. 

G is called the conductance'^ because, for a circuit of zero reactance, 
we have G = RjR^ = IjR. B is called the susceptance and, for 
circuits of zero resistance, is equal to the reciprocal of reactance, 
i.e. B == Z/X 2 = 1 /X. 

Hence for the circuit of Fig. 47 we have 

Fj = Oj f Y2 — ^2 

T — + F 2 == (®i “i^i) + (®2 ~i^2) 

= (Oi + G2)-j(B^ + B 2 ) 

Whence, F = Vl (^1 + G 2 Y + {B^ + B^f\ . . (40) 

q) = tan"^(5i + B2)I(G^ + G^)- 

Parallel Circuits of Variable Impedance. (1) Constant Resistance, 
Inductance, and Capacitance ; Variable Frequency, Let one branch of 
a parallel circuit consist of a fixed inductive resistance (R, L), and 
the other a condenser of fixed capacitance (C). The current in the 
inductive resistance at a frequency / is I oY L^), 

where 0 = 27r/. The power component of this current is 1 1 cos 991 
= ERI(R^ + oY L^), and the wattless component is sin cp^ = 
Ea)LI(R^ + (o^L^), which lags 90°. with respect to the impressed 
E.M.F. The charging current of the condenser is I.^ = coCE, and 
leads the impressed E.M.F. by 90°. Therefore, the phase differ- 
ence between the wattless component of the current in the 



♦ The term conductarioo is employed in connection with direct current 
circuits to denote the reciprocal of resistance. 
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inductive resistance and the charging current of the 'condenser is 
180®. Hence the wattless component of the line current is 


/w 


EcoL 

R^ + 0)^X2 


-cdCE 


which, if the frequency is variable, becomes zero when 
E(jdL 


i.e. when 


JT- + (o^L^ = X,X^, 


wL 


where (= coL) is the inductive reactance and (= 1/coO) is 
the capacitive reactance. Thus the condition for the wattless 
component of the line current to be zero is that the product of the 
inductive and capacitive reactances must equal the square of the 
impedance of the inductive branch. 

The frequency corresponding to this condition is obtained by 
solving the equation for co. Thus 


whence 



(41) 


Resonance. Every parallel circuit consisting of a condenser, of 
fixed capacitance, in one branch and a fixed inductive resistance in 
the other branch has, therefore, a particular frequency at which the 
charging current of the condenser balances the wattless current in 
the inductive resistance. This frequency, which is given by Equa- 
tion (41), is called the “ resonance frequency” of the (parallel) 
circuit. It is not, however, the natural frequency of the local 
circuit — consisting of the condenser and inductive resistance — as 
this frequency is given bv 

' /. -kA^-S>) ■ ■ <«> 

When jK == 0 the resonance frequency becomes equal to the 
natural frequency of the circuit : moreover, the resonance frequency 
for the parallel circuit is then equal to that for the series circuit 
containing the same values of inductance and capacitance. Under 
these hypothetical conditions — i.e. with zero resistance and no 
losses — electric oscillations, when once started in the local circuit, 
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may be maintained without the further supply of energy to this 
circuit. 

Variation of Line Current with Frequency. Reverting to the 
practical case, in which the inductive branch contains resistance, 
the line current at a frequency /is given by 


/ = (A + (/^ sm 9^1 - (oCEfl 



1 

R^ + 


/ 2LC 

\R^+o)^L^ 



(43) 


where co = 27r/. 



(a) {b) 

Fig 50 (a) Characteristic Curves i-or Paralifl Circuit Supplied 
AT Constant Voltage and Variable FRFQurNcy (6) Plot or 
Currents /, J in Polar Co-ordinaifs 


At zero frequency (o = 0, and I = EjR. As the frequency is 
increased from zero the line current decreases in value and becomes 
a minimum at a frequency slightly above the resonance frequency : 
it then increases as the frequency increases. Hence if line current 
be plotted against frequency a V curve is obtained as shown in 
Fig. 50 (a), which refers to a particular circuit for which i2 = 30 £2, 
L = 04 H, 0 = 25^F. 

Other curves in this figure show the manner in whi^^h the resultant 
power factor, the branch-circuit currents, and the wattless and 
power components of the current in the inductive branch vary 
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when the frequency is varied and the supply pressure* is maintained 
constant at 100 V. The calculations for these curves are given in 
Table III. 

The line current and the current in the inductive branch are also 
plotted to polar co-ordinates in Fig. 50 (6), from which it will be 
observed that the curve for the latter is a semicircle. 

It will be observed that as the frequency is increased from zero, 
hhe wattless component of the current in the inductive branch 
increases from zero to a definite maximum value and then decreases 
with increasing frequency. The frequency corresponding to the 
maximum wattless current in the inductive branch is obtained by 
differentiating, with respect to ft>, the expression for this current, 
equating the result to zero and solving for co Thus 


1 1 sin (pi = Ea)LI(R^ + co^L^) = EcoLIZ^ 




ELZ^--2Ea>W^ 

~w 


ELZ^^ = 2Eo^^L^ 
or R^ + co2L2 = 2(jy^L^ 
Whence w == R\L. 


'I'AHLH III 

Calculations for Fig. 50. l^arallel circuit : iiiductivo branch, 11 -- 3011.. 
h ” 0*4 H. ; condenser branch, C = 25 //F. Supply pressure ~ 100 \ . 
(constant). Frequency variable. 


/ 

271/ 

COL 

1 100 Z 

CO*/-*) 

' ^1 1 
sin 9 ?, 

h- 

0)CE 

/j sin^j 
-/,(=/ 
sin q>) 

1 

|A '•‘“T’l v {(/sln 

' <'» 9» ‘i, 

^ (-03 (p)*\ 

Cos q> 

Power 

Sup- 

plied 

cos (p 

0 

0 

0 

30 

1 3-33 

0 



1 3-33 

3-33 

l-O 

1 Watte 
333 

6 ; 

31-4' 12*5 

32-5 

3-07 , 

, 1-19 

0-08 

Ml ; 

2-84 

3 05 1 

0-938 

i 284 

10 

62-8 

25-1 

39-1 

2-50 

1 1-65 

0-16 

1-49 

1-96 

2-4C 

0-8 

! 106 

12 j 

75 

30 

42-4 

2-30 

i 1-67 

0-19 

1-48 ' 

1-67 2-2:> 

0-747 

1 167 

20 

125-6 

50-2 

58-5 

1-71 

1-46 

0-31 

1-15 

, 0-88 

1-44 

0-01 

88 

30 

188-4 

75-3 

81-1 

1-23 

, 1-14 

0-47 

0-67 

1 0-46 

0-51 

0 56 

46 

40 

251 

, 100*4 

105 

1 0-95 

0-91 

0-63 

0-28 

0-294 

0-42 

0-7 j 

1 29-4 

45 

283 

1 113-2 

117 

0-85 

0-82 1 

0-71 

0-11 

0-218 

0-244 

0-894 

21-8 

48‘9 

307 

i 122-8 

126-4 

, 0-7911 

1 0-768 

0*768 

0 

0-188 

0-188 

1-0 

! 18-8 

50 

314 

1 125-6 

129-3 

1 0-7731 

1 0-751 

0-786 

- 0-035 

0-18 

0-183 

0-984 

i 18 

55 

345 

138 

141-2 

! 0-71 1 

1 0-69 

0-86 

-0-17 

0-15 

0-23 

0-654 

15 

60 

377 

151 

154 

, 0-65 

0-64 

0-94 

-0-3 

0-127 

0-33 

0-386 j 

12-7 

70 

1440 

176 

178-5 

0-56 1 

0-55 

1-1 j 

-0-55 

0-094 

0-55 

0-1711 

9-4 

100 

628 

903 

252-8 

1 0*3951 

1 

0-393 

1-57 

-1-177 

0-047 

1-18 

0-04 ; 

1 

4-7 


Analytical Investigation of Variation of Line Current with Frequency. 

The shape of the line-cnrrent/frequency curve for the general case may be 
ascertained analytically by investigating the law of variation, with respect 
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to frequency, of the several terms of Equation (43) Thus the value of the 
first term (o‘*L^)] is a maxunum at zero frequency and decreases 

as the frequency inci eases the rate of decrease being at first rapid, then 
diminishing gradually, and finally liecoming zero at an infinite frequency 
The value of the second teim [(o^(2LC - G^)] is zero when the frequency 
IS zero it increases as the frequonejr increases, until it attains its maximum 
yalue at a frequency below the resonance frequency , it then decreases, 
becomes zero at a particular ficquency — which is higher than the 

resonance frequency — and then 
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Fio 51 Variation of Quantities 
WITH hllEQUlNCy, FOR PARALTEE 
CiRCUIl 

(/f = 30 L _ 0 4 H , r = 25 uF ) 


changes sign and increases contin- 
ually as the frequency is still further 
increased The variation is shown 
graphically in Fig 51, the curves of 
whith ref^^r to the circuit calculated 
in Table III 

The general shape of these curves 
IS the same for all circuits, but the 
fiequoncics at which the maximum 
and zero \ alues of the second term 
occur depend upon the “ constants ’* 
of the circuits For example, the 
frequency corresponding to the 
maximum value of [a)^{2LC j 
IS obtained by equating the first 
differential coefficient of this q nan 
tity to zero and solving for oi* 
ihu^* 




0 


ulence 2{Z^^FI^) = /JC JT 

which, when + co^J is bubsiituttd for Z^, reduces to 

, //? / 2 \ m 

~\L\Lc) 

The quantity \co“{2LC /Z^ - C^)] is zero when 2LCjZ^~-C^t and flie 
frequency corresponding to this condition is obtained from the equation 


2 

Ig 


E: 


Substituting numeiical \ allies foi /f, /, C, from Table III, we have 

2 X 10 « \ 

4 X 25 / 

f - ()I2^ - V 27 875/271 
, 2 X 10 « / 30\2 


whence 
Similarly 
w hence 


/- /- 


(sy— • 

— 26 6 cycles per second 
194,375, 


04 X 25 \0 4 / 

= cOi/ 27T \/i94 375/2:: = 71 2 cycles per second 


Now the diffennct between the quantities [\ /{R^ -{■ (o^L^)] and 
[(o^{2LC jZ^ - ( ^)] IS proportional to the squaie of thi current [see Equation 
(43)1 

Hence intercepts between ordinates of the curves in Fig 51 are proper 
tional to the current As the ficquenc> is increased from zero, these inter 
cepts dimmish on account of the curves approaching each other, but after 
a paiticular freiiuency is i cached the curves diverge and the intercepts 
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increase. In the case of a hypothetical circuit without resist^ce, the curves 
touch at resonance frequency, but for practical circuits the minimum intercept 
occurs at a frequency slightly higher than the resonance frequency. 

The frequency corresponding to the minimum value of the line current is 
determined by equating the first difierential coefficient of Equation (43) to 
zero and solving for a>. Thus, writing Equation (43) in the form 


and denoting the quantity in the bracket by u, we have 
dl E du E {-4o)LC{Ji^-\-Q)^L^)-2a)L^l-2(o^LC) ^ 

dw 2Vu ■ do) “ 2'^u ] (/?2 -f- co^L^)^ + 


0 


whence 


a>* 



2R^r+ * 

ij 


)( 


£! 

L* 


This is greater than the value of cu* at resonance frequency — see Equation 
(41 ) — as the coefficient of the first term is greater than unity. The difference 
between these frequencies depends upon the values of i?, L, C. For example, 
in the case of the circuit calculated in Table III the resonance frequency is 
equal to 48-9, and the frequency at which the line current is a minimum is 
equal to 50*3 cycles per second. 

The minimum value of the lino current may be obtained by substituting 
this value of in Equation (43). For example, substituting the numerical 
value of 99875 [=( 27 r X 50*3)^] and the values of /?, L, C, from Table III, 
in Equation (43) we have 


Imin 


- ‘ooVCl 

= 0-1825 A, 


- 2 X 99875 X 0-4 x 25 x 10 « 


302 ^ 99875 X 0-42 


-h 99875 X 252 x 10 




The value of the line current at resonance frequency is obtained by sub- 
stituting the appropriate value of co in Equation (43). Thus, at resonance 
frequency, = {{lILC) - {R/L)^] — see Equation (41) — and Equation (43) 
reduces to 

1 = ER{CIL). 

Hence for the circuit calculated in Table III the line current at resonance 
frequency is 

7 - 100 X 30 X 25/(0-4 X 10®) 

= 0-1875 A. 


Joint Impedance at Resonance Frequency. A parallel circuit con- 
sisting of an inductive resistance connected in parallel with a 
condenser possesses zero susceptance at resonance frequency, i.e. the 
expression for the joint impedance of the circuit contains no 
“ reactance ’’ term. 

In the case of the circuit considered above, the line current at 
resonance frequency is given by 

/ = EB{CIL) 

and therefore the joint impedance at this frequency is 
^ E I L 
^ ~ I ~R • C 


8--(T.5245) 
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For the special case when L = Cy we have 
Z = l/R. 

Another case of interest is where the condenser branch contains 
resistance. In this case, lot denote the resistance in series with 
the condenser, and R the resistance in the inductive branch, as 
above. Then the wattless component of the current in the 
condenser branch is now given by 

sin(p2 = EI\wG[RJ^ +(lj(oC)^]l 

The wattless component of the current in the inductive branch is 
sin (pi = Ea)L/{R- + (o-L^) 

Hence the condition for resonance is 


/i sin <pi = 1 2 sin (p 2 

(oL R^ + w^L^ ZP- 

1 ~ ~ Y} 

Solving for ca, we have 

" CL{R/-LIC) 

The line current at resonance frequency is equal to the sum of 
the power components of the branch-circuit currents, i.e. 

1 = Ii cos 4- 1 2 Tz 

Ji , K 

R^ + RJ‘ + (1 l(oC)^ 

The special cases are (1) when R^ — R ; (2) whem R = y/{LjC)y 
Rq — } (^) when Rq = Ry L = C. The values of co 

corresponding to the resonance frequencies in these cases are 
(l)oy = V(^ICL)] (3)a> = 1/L= 1/C. 

Hence, substituting for the values of Rq and co corresponding to 
the above special cases, wc have for the line currents at the 
resonance frequencies — 

(1) = IjLC 1 = E \2Rj\R^ + {I^IC)]\ 

(2) At all frequencies I = E ^/{CIL) 

(3) 0)2 -= 1/L2 = 1/C2 I ^ E [RKE^ + 1)] 

Whence the impedances at the resonance frequencies are 



(1) 

( 3 ) 


2^ R\2C) 


r, ^ 1 

~ 2'^ 2R 
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Phase Difference Between Branch-circuit Currents for Special 
Case. In the special case where R^ R — '\/(LIC)y the line current 
at all frequencies is directly proportional to the line voltage, just 
as for the case of a simple circuit containing resistance. If is 
the phase difference between the line voltage and the current in the 



Fig. 62 Fig. 53 

Circuit and Vector .Diagrams for Parallel Circuit op Variable 
Impedance (Variable Condenser in One Branch) 

inductive branch {R — L) and (p^ that for the capacitive (R^ — C) 
branch, then 

ojL 1 

sin + ft,*!,*] ~ ^(1 + lltal^LC) 

"" V(1 + oi^LC) 

1 1 

~ 0)Cy/\_(LIC) + (IKC*)] “ ^(1 + 

ViLjC) 1 

cos l/(o^(^)] V(1 + 

Hence sin — cos (p 2 , and cos q)i — sin 92 - Therefore the phase 
difference between the branch currents is 90° at all frequencies. 

If, then, such a circuit is supplied at constant voltage but variable 
frequency, the branch-circuit currents will each vary in magnitude, 
and the phase difference between them will always be 90°. Hence 
the vectors representing the line and branch-circuit currents will 
form a series of right-angled triangles on a common hypotenuse. 

Parallel Circuits of Variable Impedance. (2) Constant Resistance 
arid Inductance in One Branch, Variable Reactance in the Other 
Branch. The case which is of practical importance and which will 
be considered here is where the variable reactance consists of a con- 
denser of adjustable capacitance. The circuit diagram is shown in 
Pig. 52, and the vector diagram in Fig. 53. Assuming constant 
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supply voltage and frequency, the current, /j, in the branch of 
constant impedance will-^be constant, while that, /g, in the branch 
containing the condenser will be directly proportional to the 
capacitance, e.g. /g = (dEG, The phase differences between these 
currents and the supply E.M.F. are constant : that between the 
supply E.M.F. and is = tan“^ft)iy/i2 (lagging) ; that between 
the supply E.M.F. and /g is 90° (leading). 

The line current, 7, is equal to the vector sum of /j and /g. Since 
/j is constant in magnitude and direction, and /g is of variable 
magnitude but fixed direction, the locus of the extremity of the 
line current vector will be a straight line drawn through 7^ parallel 
to 01 2 (Fig. 53). Thus, as the capacitance is varied from zero, the 
line current is brought more into phase with the supply E.M.F., 
i.e. the effective reactance of the circuit as a whole is diminished 
and the power factor is improved. At a particular value of the 
capacitance the line current is exactly in phase with the supply 
E.M.F., and has its minimum value* : at higher values of the 
capacitance the line current increases in magnitude and leads the 
supply E.M.F. 

If values of line current and capacitance are plotted, we obtain a 
V curve, as shown in Fig. 54, and if the power factor is also plotted 
we obtain an inverted V curve (see Fig. 54). 

The curves of Fig. 54 are calculated for a parallel circuit similar 
to that of Fig. 52, supplied at a constant E.M.F. of 200 V., and a 
constant frequency of 50 cycles per second. The inductive branch 
has a resistance of 40 ohms and a constant inductance of 0*54 
henries : the capacitive branch contains a condenser, the capaci- 
tance of which is adjustable between zero and 30 //F. 

The method of calculating these curves is as follows — 

The impedance of the inductive branch is 

z = V 1^02 + (277 X 50 X 0-54)2 1 _ 174-4 ohms*. 
Whence 7^ -= 200/174-4 = 1-146 A. 

cos (p^ = RjZ = 40/174-4 = 0-23. 

The line current at unity power factor is 
7 = 7i cos 

= 1-146 X 0-23 = 0-264 A. 

The capacitance required to give unity power factor is determined 
from the condition that the charging current of the condenser must 

* The condition which gives unity power factor is the same as that which 
gives the resonance frequency, for the parallel circuit, equal to the supply 
frequency. Under these conditions the stored energy of the circuits is 
transferred from the condenser to the inductance, and vice versa, during 
successive quarter periods. 
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be equal to the wattless current taken by the inductive resistance, 
i.e. /j = /] sin q>i = <oCE, 
whence C — IiSmq>il<oE 

= jM46V(l-0-23*)|/(2ir X 50 X 200) 

= 1 116/62800 = 17-76 X 10 * F. 



Fig. 54. Characteristic Curves for Parallel Circuit of Variable 

Impedance 

(i2 = 40 H., = 0*54 H., C variable) 

For any other value of capacitance, such as 10 /iF., we have 

Wattless component of line current = sin (pi - coCE 

== M16 - 62800 X 10 X 10 « 

= 0*487 A. 

Power component of line current = /i cos (p^ 

= 0*2635 A. 

Line current = \/(0*26352 + 0*487^) 

= 0*554 A. 

Power factor = power component /line current 

= 0*2635/0*554 
= 0-476 (lagging). 

Other points are calculated in a similar manner, and are given in 

Table IV. 
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Practical Applications. The curves of Fig. 54 show that a circuit 
consisting of a fixed inductance connected in parallel with a con- 
denser possesses the property that if the capacitance of the condenser 
be chosen suitably, the power factor of the combined circuit is 
higher than that of the inductive branch alone. This property is 
of considerable value in practice. For example, if a particular 
circuit possesses a low (lagging) power factor, the effects of this 
low power factor on the supply system may be avoided by con- 
necting in parallel with the circuit a condenser of suitable capa- 
citance. Condensers used in this manner for improving the 
power factor of power circuits are of the oil -immersed paper type 
(see p. 69). 

In the application of condensers to such circuits it is important 
to observe that the capacitance required for corrective purposes is 
proportional to cos (tan - tan (p), where is the phase difference 
for the inductive circuit alone and q is the resultant phase difference 
for the combined circuits. Thus, if the resultant power factor is to 
be unity (i.e. q — 0), the capacitance required will be proportional 
to sin 9?!, but if a lower resultant power factor is required, the 
capacitance will be smaller. For example, if the original power factor 
is 0*707, corresponding to q^ = 45°, and the resultant power factor 
is to bo unity, the capacitance required will be proportional to 
cos 45° = 0*707. If, however, the rc^sultant power factor is to be 
0*95 (lagging), the capacitance will be proportional to cos 45° (tan 45° 
- tan 18*2°) = 0*707 (I ~ 0*3288) = 0*475, which is about two- 
thirds of that required to obtain a power factor of unity. Hence, 
in cases where a resultant power factor of, say, 0*95 is satisfactory, 
the cost of the condenser required for the purpose will be considerably 
lower than that which would be necessary for correcting the power 
factor to unity. 

Example. A 40 H.P., V., 50 cycle, alternating-current motor has a 

power factor at full load (which corresponds to an input of 34 kW. ) of 0*85 
(lagging). What capacitance of condenser, connected in parallel with the 
motor, is required to obtain a resultant power factor of 0*98 (lagging). If 
this condenser is permanently connected in parallel with the motor, what 
will be the resultant powei factors when the motor is operating at half load 
and quarter load, assuming the })owor input to the motor at those loads to be 
17-.) and 9*7 kW. respectively, and the corresponding power factors to bo 
U*7 js and 0*63 V Neglect losses in the condenser. 

The cuirent input to the motor at full load = 34000/(550 X 0*85)= 72*7A. 

„ half „ = 17500/(550 X 0-78)= 40-7A. 

,, ,, „ „ quarter „ — 9700/(550 X 0*63)= 28 A. 

Wattless component of current input at full load = 72*7y'(l - 0*85^) = 38*4A, 
„ „ „ „ half „ == 40*7 V(l- 0*78*)-= 25-6A. 

„ „ „ „ quarter,, —28 \/(l - 0-63*) -21*7A. 
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Power component of full-load current — ,‘14000/550 = 61*8 A. 

Line current at 0*98 power factor and full load on motor == 61*8/0‘98= 03- 1 A. 
Wattless component of this current = 63‘1 ^/(l - 0*98*) = 12*6 A. 

Charging current of condenser = Difference between wattless components 

at power factors 0*85 and 0*98 

= 38*4-12*6 
= 25*8 A. 

Hence capacitance of condenser = 25*8 x 10^/(2n X 50 X 550) = 149 fiF, 

Note — Capacitance of condenser required to give a power factor of unity 
witli full load on motor = 38*4 X 10®/(2tc X 50 X 550) = 222 /iF. 

Assuming c )Tiatant line voltage and frequency, the charging current of 
the condenser will remain constant. 

Hence the wattless component of the lino current when the motor is 
operating at half load = 25*5 - 25*8 = - 0*3 A. 

[The minus sign indicates that this component is leading the impressed 
E.M.F.l 

Power comjjonont of line current when the motor is operating at half load 

= 17500/550 = 31*8 A. 

Lino current = V(31*8* -f- 0*3^) = 31*8 A. 

Power factor = 3 1*8/3 1*8 = 1*0 

[Note. — Actually the phase difference is about 0*6° (leading).] 

Wattless component of lino current when the motor is operating at quarter 
load *= 21*7 - 25*8 =-- - 4*1 A. 

Power component of lino current at this load 

= 9700/550 =17*05 A. 

Line current = V(* 7*652 -f 4*12) = 18*1 A. 

Power factor = 17*65/18-1 = 0*986 (leading) 

TABLE IV 

Calculations for Fig. 54. Parallel circuit : inductive branch, R ~ 40 Q., 

L — 0*54 H. ; condcmser brancli, C variable, 0 to 30 //F. Supply 
pressure = 200 V. (constant), frequency = 50 (constant). 


CUiY ) 

7*2= (x)('E 

-I, 

/ , cos <r, 

1 i- 

(/, .sin 

cos qi 

0 

0 

1*1 16 

0*2635 1 

1-146 


0*23 

5 

0-314 

0-801 



0-844 

1 

0*312 

10 

0-628 

0-4S7 



0-554 


0*475 

15 

0-942 

0-173 



0-315 

7 

0-836 

17*75 

1-116 

0 



0*2635 


1-0 

20 

1*2,56 

-0-141 



0*29 

t 

0*909 

25 

1*57 

-()-455 



0*526 

-o 

0*5 

30 

1*885 

-0*77 

> 


0-814 

i 

0-323 


Parallel Circuits ot Variable Impedance. (3) Constant Impedance 
in One Branch, Variable Impedance in Other Branch. Consider the 
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circuits represented in Fig. 55, in which one branch contains a 
variable resistance in series with a fixed reactance, X^. Denoting 
the conductances, susceptances, and admittances of the circuits 

respectively, we have 


by O2 \ Rxi B2 » ^2> 

G, = RJ(R^^ + 

B, ^ XJ(R,^ + 


/ 



Fi(j. 55 


= RJ(R,^ + 

B, XJ(R,^ + X^^) 

Y2= 02~-jB2 



Fio. 56 

Circuit and Vector Diagrams for Parallel Circuit of Variable 
Impedance (Variable Resistance in One Branch) 


The joint admittance, Y, is equal to the sum of the separate 
admittances, i.e. Y = Fj + Y 2 ’ Now Fg is variable, being zero 
when 7?2 = equal to j{llX 2 ) when i ?2 = The joint 

admittance, F, may be obtained either by calculation or graphically, 
the graphical construction possessing the advantage that the 
magnitudes and phase diff(Tences of the branch and line currents 
may be obtained at the same time as the joint admittance. 

The admittance diagram is shown in Fig. 56, The vector OA, 
in the fourth quadrant, represents the admittance F^ = Oi ~ jBi- 
The vector AC — ^parallel to the vertical axis and of length equal to 
l/Zg on the admittance scale — represents the maximum value of 
the variable admittance Fg, this value corresponding to R^ = 0. 
A semicircle, ABC, described on AC, therefore, gives the locus of 
the admittance vector Fg when the resistance, R^, is varied from 
0 to oc. 

Proof, Let the vector AB, Fig. 56, represent any j)articular value, 
of the admittance Fg, corresponding to a particular value, R\ of the variable 
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resistance. Then Y\ = 0'^ + where G\ = R\I{R\ + XJ), and 

B'i — Xfl {R\^ + .^s*). Now if AF is the projection of AB on AC 


AF — y', cos yjj = B\ = 


fiv + 


;FB^ Y\smip, = G\^ — 




+ X, 


V/ev + ^2V 

L_ 


y'a* - AB^ AF^ FB^ == GV + 

But r',co8 if., -- XJilt'/ + 

Honce l/(/>*V + = {Y'.^ gob (pi)IX^ 
i.e. y V ” {Y\^gob (p^)IX^ 

or y '2 — (l/X 2 )cos </)2 

Whence Y\^Igos qh^ — l/ATg “ a constant. 

If B(7 be drawn jJorjM'ndicular to AB, then 
AC ~ y' 2 /cos 9?2 = 1/-^^. 

Hence AC in of conslimt value, and since angle ABC is a right angle, 
point B lies on a semicircle described on AC as diameter. 


Tlie joint adinittanee, is therefore represented by the vector 
OJ5, Fig. 56, and the locus of this vector wlien the resistance, 
is varied is the semicircle ABC referred to the pole 0. 

When the variable branch contains a condenser of fixed capacitance, 
instead of a fixed inductance, the locus of the joint impedance 
vector is the semicirchi AGO, the pole being at 0, as before. 

The vector, OB, Fig. 56, representing the joint admittance, also 
represents the line current to a scale E times the admittance scale, 
where E is the line voltage. Moreover, the vectors OA, AB, 
represent the branch currents, I^, /g, to this scale. Thus, by a 
suitable change of scale, an admittance diagram is converted into a 
current diagram. 

Determination of the Diagram for the Joint Impedance. Since the 
reciprocal of admittance is equal to impedance, the inversion of 
the locus of the joint admittance vector, in Fig. 56, will give the 
locus of the image of the vector of the joint impedance. Now the 
inversion of a circle with respect to a pole, or centre of inversion, 
external to the circle is another circle having its centre on the line 
joining the pole and the centre of the original circle. The position 
of the centre of this new circle is determined from the condition 
that the common tangent drawn from the pole to both circles must 
be divided at the points of contact such that the product of the 
lengths from the pole to the point of contact of each tangent must 
be equal to the inversion constant, Ki, 
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ProoJ. I^oi A BCD, Fig. 57, be a circle of which an inversion is required 
with respect to the pole, or inversion centre, 0. From 0 draw the tangent OA 
and divide it at such that OA.OA^ is equal to the inversion constant, K^. 
At draw a perpendicular, A-^Q^, to meet the line joining the centre of the 
circle ABCD and the pole 0. Then the point of intersection, Qi, is the 
centre of the circle wliich is the inversion of circle ABCD. 



From O draw any line, such as OBDD^U^, to cut both circles at points 
D, B, B,, Dy Join AD, AB, AyB^, A^D^. Then AD is parallel to A^B^; 


AB is parallel to AiD^. 



Fig. 68. Impedance Diagram 
Corresponding to Admittance 
Diagram op Fig. 56 


) triangles OAD, OAiBi are similar; 
also triangles OAB, 0.*1 J)i are similar. 
Hence OD : OA - OB^ lOA^: OB: OA 
OD^ : OA,. Whence OB.OB, - 
OD.OD, = OA.OA,. Points ^4, Ai; B, 
B, ; D, D, ; are therefore inverse 
points, and the are ABC is inverse to 
the arc A,B,C\. Similarly the arc 
A,D,C\ IS inverse to the arc ADC. 

To construct the impedance 
diagram corresponding to the 
admittance diagram of Fig. 56, 
which is reproduced with the same 
lettering in Fig. 58, draw the line 
OQ, joining the centre, Q, of the 
semicircle ACB and the pole 0 : 
draw the tangent OD and deter- 
mine the point such that 
OD.OD^ — Ki — \jmn, where 
is the inversion constant and m, 
n, are the scales for admittance 
and impedance respectively. From 
/>! draw a perpendicular to meet 
the line OQ, produced, if neces- 
sary, at Qi, which is the centre of 
the inverse circle. 


An alternative method of construction, which does not require a 
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knowledge of the inversion constant and which permits the scale 
for the inverse circle to be selected according to the space available 
and to the diameter required for this circle, is as follows : Join OQ 
and produce to the circumference of the admittance circle ABECF, 
Measure the lengths of the intercepts OF, OE, for the points where 
this line intersects the admittance circle, and calculate from the 
scale for admittance, the values, in mhos, of the admittances thus 
represented. Then the reciprocal of the admittance represented 
by OF gives the maximum value, in ohms, of the joint impedance. 
Hence, select the scale for impedance such that this quantity is 
represented by a vector, OF^^, of convenient length. Point F^ is 
therefore inverse to point P. Determine similarly, to the impe- 
dance scale, the point E^ (on OQ) representing the minimum value 
of the joint impedance, corresponding to the maximum value of 
the joint admittance OE. Hence, points F^, E^, are on the diameter 
of the inverse circle, the centre of which, Qi, is obtained by bisecting 
the line joining F^Ej^. . 

The arc A-^ByE^C^^ is the inversion, with respect to the pole O, of 
the semicircle ABEC ; the points AiB^EyCi being the inverse 
points to ABEC respectively. Thus, as the joint admittance vector 
moves along the semicircle ABEC from A to C, the image of the 
joint impedance vector moves along the arc AiByEyCy from .4^ to 
Cy^. Finally, by determining the image of this arc in the first 
quadrant we have the locus of the joint impedance vector. This 
locus is shown in Fig. 58 by the arc A^By^EyCy . Thus the vector 
OCy^ represents the joint impedance when the variable resistance, 
JSgj zero, and the vector OAy represents the impedance when the 
variable resistance is infinite. 

The diagram of Fig. 56 has a more extensive application than 
that of obtaining the joint admittance and joint impedance of the 
circuits represented in Fig. 55. We shall show in the following 
chapter that all quantities relating to the performance of the 
circuit when the resistance R^ is varied may be obtained from this 
diagram. 


Worked Examples on Series and Parallel 
Circuits 

General Remarks Concerning the Solution ol Problems on Series 
and Parallel Circuits. Series Circuits. In problems on series circuits 
it is necessary to determine the impedance of the circuit for the 
purpose of calculating the current. The calculations are of a 
simple nature and are easily effected by algebraic methods. 
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Thus the impedance of the circuit is given by 

z = y/ {R^ + {(oL- l/coO)2 } 

where R is the total resistance of the circuit, L the total inductance, 
and C the total capacitance. 

The current is given by 

/ = ’E/Z, 

and the phase difference between terminal E.M.F. and current is 
given by 

(p = t8bn'^(o)L-lla)C)IR, 
or by <P — Gos'^RjZ. 

In connexion with the first expression for the phase difference, 
it should be observed that a plus (+) sign for 90, corresponding to 
(oL > denotes “lag,’’ and a minus (-) sign, corresponding 

to (oL < 1 /coC, denotes “ lead,” of the current with respect to the 
impressed E.M.F. 

When the second expression, or cosine, is used for obtaining 99, no 
indication is given as to whether the current is leading or lagging 
with respect to the impressed E.M.F. In this case it will be neces- 
sary to determine whether coL > < 1 /coC. Hence when the actual 
angle 99 is required it should be calculated from the “ tangent ” 
expression, but when only the power factor of the circuit is required, 
the “ cosine ” expression should be used. 

For the special cases of series circuits the equations — some of 
which were deduced in Chapter III — follow directly from the 
general equation and are tabulated below — 


Special Case. 

Impedance. 

Current. 

Tan <p 

SP 

R only 

R 

EJR 

0 

0 

L only 

wL 

ElfoL 

a 

90** (lag) 

C only 

l/coC 

(OCE 

-a 

90® (lead) 

R and L in series 


JSr/v'd? 

(OLIR 

>0<90* (lag) 

R and C in series 

V{i?*+(l/coC)*} 

E/V{I^ + illojC)^] 

- ilwcn 

>0<90* (lead) 

L and C in series 

v/(coL-l/coC)* 

EIV(o)L-ll(oC)* 

OC or 0 

±90® or 0, according 
to whether 
a>Z> = <l/coC 


Parallel Circuits, In the majority of problems on parallel circuits 
it is generally simpler to obtain the line current from the joint 
admittance of the circuits rather than from their joint impedance, 
and in these cases the results are best calculated by the symbolic 
method. 
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The numerical value of the joint admittance is given by 

^ = Vl (®i + ^2 + ^3 + • + (-®i + -Bg + -Bg + . .)^i 

where Gi, (3^3 . . B^, . . . are the conductances and 

admittances, respectively, of the several branch circuits. 

The line current is given by 

7 = ^ 7 , 

and its phase difference with respect to the impressed E.M.F. is 
given by 

(p = tan‘^(-Bi + + Bg + . 0/(^1 + ^2 + ^3 + • •)• 

Series-parallel Circuits, In all problems on series-parallel circuits 
the parallel portions of the circuit are treated separately and the 
joint impedances determined. The series-parallel circuit is then 
replaced by an equivalent series circuit and the total impedance 
is readily determined. 

Example 1. A coil having a resistance of 5 ohms and an inductance of 
0*02 henry is arranged in parallel with another coil having a resistance of 
1 ohm and an inductance of 0*08 H. Calculate the current flowing through 
each coil when a pressure of 100 volts at 50 cycles is applied to them. Find 
the total current passing, and estimate the resistance of a single coil which 
will take the same current at the same power factor. [L,IJ.^ 

Solution by the Trigonometric Method. 

The steps in this method of solution are — 

1 . Calculate the current in each branch of the parallel circuit, and the 
pliase difference between each of these currents and the impressed E.M.F. 

2 . Compound these currents to obtain the line current, determining also 
its power and energy components. 

3. Calculate the joint impedance of the parallel circuits. 

4. Thence, from the impedance and the power and wattless components 
of the line current, determine the resistance and reactance of the single coil 
which will take the same current, at the same power factor, as the parallel 
circuit. 

Thus, the impedance of the 5 fl., 0*02 H. coil is 

+ (314 X 0-02)2] ^ 8-02 a 
Whence, 7j = 100/8-02 = 12-46 A. 

cos (fi = = 5/8-02 = 0-624 

sin 9 ?i = X/Zj = 314 x 0-02/8-02 0-783 

The impedance of the 1 O. 0*08 H. coil is 

Z, = + (314 X 0-08)2] ^ 25-12 n. 

Whence = 100/25-12 = 3-98 A. 

cos 992 RJZz = 1/25-12 = 0-0398 

sin 9^2 ?= Xg/Zj = 314 x 0-08/25-12 — 1-0 approx. 

The line current is 

I = H- /a* -f 2 / 2/2 cos ( 9)2 - Ti) = 15-85 A., 

and the joint impedance of the parallel circuit is 
Z = 100/15-85 = 6-31 n. 
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Power component of lino current — T cos (p ^ cos (p^ 4" cos 93 , 

= 12-46 X 0*624 + 3-98 X 0 0398 
= 7-94 A. 

Wattless component of line current = I sin (p — I sin (p^ + /2 

= 12-46 X 0-783 + 3-98 X 1-0 
= 13-74 A. 

sin (p — 1 sin 9 ?// = 13-74/15-85 = 0-866, 
and cos qy = 1 cos 99 // — 7-94/15*85 = 0-5. 

Now if R and X are the resistance and reactance, respectively, of the 
single coil, we have 

R Z cos (p 

= 6-31 X 0-5 = 3-16 n. 

X = Z sin 99 

= 6-31 X 0-866 = 5-46 Q. 

Whence, L = 5-46/(27r X 50) 

= 0-0174 H. 

Solution by the Symbolic Method. 

Taking ni = 27r X 50 = 314, the admittance of the 5 Q. 0-02 H. coil is 
5 ./ 314 X 0 02 \ 

• ^ ~ 52 4- (314 X 0-02)2 -f- (314 X 0-02)*/ 

= 00777 -j 0 0975 

Wlience, = ^(0*0777* 4- 0-0975*) = 0-1246 mho. 

The admittance of the 1 0-08 H. coil is 

1 ./ 314 X 0 08 \ 

" 1* -f (314 X 0-08)2 VI* 4 - (314 X 0-08)2/ 

= 0 00158 --j 0 0397 

Whence, = V (0*00158* 4 - 0-0397*) = 0-0398 mho. 

Hence, the joint admittance of the two coils connected in parallel is 

y y, 4- fa 

= (0-0777 4- 0 00158)-ji0 0975 4 - 0 0397) 

= 0-0703-./ 0-1372 

Whence, Y V (0*0793* 4 - 0-1372*) = 0-1585 mho. 

The branch currents are 

=- 100 Fi = 12-46 A., 

Jg - 100 Fg == 3-98 A., 
and the line current is 

7 =r lOOF = 15-85 A. 

The admittance of a single coil which will take this (lino ) current at the same 
power factor must equal the joint admittance of the above coils connected in 
parallel. 

Hence if (7 and B denote the conductance and susceptance, respectively, of 
the coil, 

y -= O-^jB = 0 0793-^3 01372 
b = 0-0793 
B = 0-1372 

Y - V (0-0793* 4 0-1372*) - 0-1584 


Whence, 
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Now 0 = RKE^ + X^); B = XI{R^ + X*) 


and (?* + 


r* = 


Ri 

{R^ + X2)2 


+ 


X* 1 

(7^2 + X2)2 R^ 4. 


From these equations we obtain 
7?2 + X* = l/y* = RIG = X/B. 
R = O/Y^ 

= 0-0793/0- 15842 
= 3-10 a 
X = BjY^ 

- 0* 1372/0- 1 5842 
= 5-46 0. 

7. = 5-46/ (27C X 50) 

= 0-0174 H. 



0-05 H /2 


Example 2 If an inductive resistance, for which 7? = 2 ohms, 7/ =0*005 
henry, is connected in series with the 
circuit of the inductive coils in Example 
(1) above, to what value must the line 
voltage be raised in order that the currents 
through these coils may he the same ns 
in the above case, tlie frequency being 
remaining unchanged ? What will be 
the resultant power factor under these 
conditions ? 

Adopting the values of 3-16 O and 
5-46 O. obtained above for the joint re- 
sistance and reactance, respectively, of 
the parallel -connected inductive coils, 
tho series-parallel circuit of this exanqilo 

may therefore be replaced by an equivalent series circuit having a total 
resistance of 



Fia. 59. Circuit Diagram for 
Worked Example No. 3 


3-16 1 2^.vI0a, 
and a total reactance of 

5-46 + (2Tr X 50 X 0-005) -- 7-03 a 
Hence tho total impedance — \/(5-162 -f 7-03^) = 8-72 i2. 

Therefore the improssi'd K.M.F. — 15-85 X 8-72 = 138-2 V. 

Hosultant power factor -- 8-72/\/(5-162 -|- 7-03^) 

^ 5-16/8-72 = 0-592. 


Example 3. The circuit shown in Fig. 59 consists of three parallel 
branches ^4 , 7i, C, tho branches A and B being connected to branch C through 
an inductive resistance D. Dotorinine the current in each branch circuit, 
the line current, the resultant power factor, and tlie power supplied to the 
circuits. Branch A consists of a condenser of 10 /<F. capacitance in series with 
a resistance of 50 Q ; branch B consists of an inductive resistance, for which 
R = 25 Q, L -- 0-35 H. ; branch O consists of an inductive resistance, for 
which R = 45 Q, L ~ 0-02 H. The series inductive resistance D has a 
resistance of 1211 and an inductance of 0-05 H. Tho supply pressure is 
220 V. and tho frequency 50 cycles per second. 
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Denoting the admittances of the branches A, B, C, by Y^, Y , y^, respec- 
tively, and the conductances and susceptances by Q^, Og, Qq, and Bg, Bg, 
respectively, we have 




60 


502 f (10«/314 X 10)2 


0*482 X 10 8 


Gc 


252 I (314 0.35)2 

45 

452 I (314 / 0*02)2 


1*065 y 10 2 
21 s 10 •» 


10V(314xl0) 

■502 + (10«/(314 X 10))2 
314 X 0*35 


- - 3*07 X 10 2 


252 -I (214 X 0*35)2 
314 ^ 0 02 
45-" h (114 0*02)“ 


- 8*G5 V 10 - 
= 3*04 > 10 2 


Whence, 0 482 ^ JO ^ j3‘07 y 10 » 

^ B ~ = ^'065 y 10 3 -j 8 65 x 10 2 

=. {0-482 H 1-965)10 3 {8-65- 3 07)10 2 

= 2-447 \ 10^-j5-58 x 10 « 

The joint admittance, Kj, of the soiics parallel branch A HD is therefore 


‘ I (l/>Ati.) Bg-i jXg ^ (\I{G-,B) 

^ j 

' G‘ + B‘ ■* ^ (■^® "*■ O^jw) 

where G and J5 aie the joint conductances and susceptances, respectively, of 
the paiallol branches A and B, and 7?p, Xp, are the resistance and reactance, 
respectively, of the senes portion, D 

Substituting numerical values for those quantities, we obtain 


O 

Y 


05*9 


B 

Q^-YB- 


150*3 


1 

{12 + 65-9) j j{314 \ 0-05 f 150 3) 


1 

77-9 I 3 166 


77-9 


77*9- + !<>(>' 




166 


77*92 -I 1602/ 


= 2-315 X 10^-34-93 X 10 2 


Whence the joint admittance of the complete circuit shown in Fig. 59 is 
r - Fj + 7(3 = (2*515 X 21-8)10 ^-3{4-93 x 3-04)10^ 

= 24-115 X 10^-37-97 X 10 8 
1 herefore the lino eurn nt — 220 Y 

- 220V(0*02412 + 0*007972) == 5.59 a. 

= 0*0241/ V(0*02412 + 0*00797*)- 0*95 (lagging) 
= 220 X 6*69 X 0*95 = 1169 W. 


Power factor 
Power supplied 
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Current m branch C = 220. Yq 

= 220^(0 0218* + 0-00304*) - 4-84 A 
Current (Ij^) in the senes -parallel branch ABD 

= 220. y, 

= 220^/(0*0023* + 0*00493*) = 1-2 A. 
Potential difference across the parallel connected branches Ay B 

220-Ij,Zj, 

- 220 -[{220 y 10r^{2‘315 -j4-93)} 

[12 +3{314 X 0 05) 

220-{23 13-jS) 

- 197 + 35 



Fig. 60. Cincun Diagkam oi A\heatstonr Bianor Fon Alternating 

Cl JIRKNT MbASURFMENTS 


Current in branch A — 7^ 

h 

Cm rent in branch B — 


y ^{197 +35) 

{0 482 X 10^ + 33 07 x 10 *) {197 -f ;5) 
0 079 4- 30 607 

^(0*079* + O-OO?*) - 0-()12 A. 

Y^{197 +35) 

{1-965 X 10^-38-65 x 10 {197 + 38) 

0-43-31-695 


/b - V(0-432 + 1-695*) - 1-75 A. 

[Note - All currents are referred to the line voltage which is considered as 
the vector of reference ] 


Example 4. The arms of a Wheatstone bridge, taken in order, consist 
of ( 1 ) a condenser shimted by a non -inductive resistance, ( 11 ) a non-inductive 
resistance, ( 111 ) an inductive resistance, (iv) a second non-mductivo resistance. 
The bridge is supplied w’lth alternating current of sine wave-form and a 
telephone is used to indicate balance Find the condition for which there 
will bo no sound in the telephone (L U. ) 

[Note — The Wheatstone bridge adapted for alternating currents is 
employed in practice for measuring inductance, capacitance, and dielectric 
losses at commercial and higher frequencies. A telephone may be used as 
a detector for balance at audio-frequencies (800 to 2000 cycles), but for 
other frequencies a vibration galvanometer must be employed. 

The circuit of the bridge is represented in Fig 00. 

9~(T.5245) 
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In balancing the bridge the currents in the adjacent arms must be adjusted 
to equality of phase as well as magnitude. Therefore when the bridge is 
balanced the ratio of the impedances of the several arms must be the same 
as that of the resistances of the corresponding arms in a bridge supplied with 
steady currents. Hence if Z 2 . z. denote the impedances of the arms 

AB, BC, CD, DA, respectively (Fig. 60), the condition for balance is 


Now Z^ 


1 . Zj = li^ Z jcoL ; Z, = It,. 


(l+>o) 


(7?g -j- (oL) ~ 

R + jcoL =r 




M± 

Ri 


f jmCR^Rx 


For this equation to be true we must have equality between both the 
in-phaso and quadrature ])arts. Thus 


7?3 - 


u' 


It. 


which is the condition for balance with steady currents. 
Also (oL = (x>C'y? 2^4 = (oOR^R^ 

or -jy- — ojC i» , 

3 


Now ian'^coL/R^ is the phase difference, when the bridge is balanced, 
between the impressed E.M.F. and the current in the branches CD A ; and 
tan'^ct>(77?i is the phase difference between the impressed E.M.F and the 
current in the branch ABCJ, Therefore the bridge is balanced for magnitude 
and phase. 


Example 5. A parallel circuit consists of two branches ; one branch 
contains a fixed impedance (24Q./30°); the other consists of a variable 
inductive resistance, of which the reactance is constant and equal to 10 £1., 
and the resistance is variable between 1 and 50 Q. Determine (1) the varia- 
tion of lino current, (2) the variation of the joint impedance, when the 
resistance is varied and the circuit is supplied at a constant pressure of 
100 V., 50 frequency. 

This problem will be solved graphically in order to illustrate the application 
of the principle of inversion. A reproduction, on a considerably reduced 
scale, of the diagram for the complete graphical solution is shown in Fig. 61, 
and the student is advised to re-draw this diagram, step by step, as explained 
below, on a sheet of drawing paper (half imperial size). 

The steps in the construction are — 

Draw rectangular axes XOX, YOY. Select the scale for impedance as 
1 cm. = 1 ohm, and draw in the first quadrant the vector OA having a length 
of 24 cm. and inclined at an angle of 30° to the horizontal axis. OA therefore 
represents the impedance of the non-variable branch. The admittance of 
this branch = 1/24 — 0*0417 mho, and therefore a convenient scale for 
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admittance will be 1 cm. — 0*006 mho. Divide 0-4 at A! such that OA' 
r= 0*0417/0*005 s= 8*34 cm., and determine the image, of A\ Hence, 
OB will represent, to a scale of 1 cm. = 0*005 mho, the admittance vector 
corresponding to the impedance vector OA, 



0 2.4 e 8 10 12 14 16 19 20 22 24 Ohm 

SCALES I - - | -f" i 'i i i :z3 

U tWM 002 00» (V<M OOS 0-1 Mho. 

Fio. 61. Graphical Solution to Example No. 5 


Neglecting for the moment the limits of the resistance of the variable 
branch, the admittance of this branch is 1/10 = 0*1 mho when jR — 0, and 
is zero when i? = OC. Hence from B draw BC parallel to the vertical axis, 
and of length = (0*1/0*005 =) 20 cm., to represent the admittance of the 
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variable branch when /? = 0. Upon BC describe a semicircle, BCO, the 
centre of which is at Q, Then this semicircle is the locus of the admittance 
vector, drawn from B, for the variable branch circuit when the resistance is 
varied from zero to infinity. 

To determine the positions of the vector for different values of the variable 
resistance we must determine the inversion of semicircle BCG with respect 
to the pole B. Now the inverse point corresponding to C lies along BC, or 
BC produced, the actual position of the point depending upon the scale 
adopted for resistance. For the present purpose adopt a scale such that 
1 cm. — 2 ohms. Then the inverse point corresponding to C is at U, a 
distance of 10/2 — 5 cm. from B The inverse point corresponding to B lies 
at an infinite distance along a perpendicular drawn through li. Draw this 
perpendicular, HK, of length equal to 50/2 == 25 cm. (representing the 
maximum value of the variable resistance) and construct upon it a scale to 
represent values of resistance from 1 to 50 O. Joint point 1 on this scale to B 

HWHW 1 

' /, 

Ry C R 


£ 


(a) (6) 

Fio. 62. Circuit and Vector Diagrams for Worked Example No. 6 


and produce so as to cut the semicircle BGC at 1. Similarly, join point 50 
on the resistance scale to B and obtain the point 50 where this line intersects 
the semicircle. Then the arc 1 G 50 is the locus of the admittance vector 
for the variable branch when the resistance of this branch is varied between 
1 and 50 ohms. Vectors drawn from O to the points 1 and 50 represent the 
joint admittance of the parallel circuit when the resistance of the variable 
branch has values of 1 and 50 D. respectively". 

The joint admittance corresponding to any other value of resistance, say 
10 n., is obtained by first joining the appropriate i>oint (10) on the resistance 
scale to B, determining the intersection of this lino with the semicircle 
BGC, and then joining the latter point (10 on semicircle) to 0. The line 
0-10 represents the joint admittance, and the value of this quantity is 
obtained by multiplying the length of this line by the appropriate scale. The 
lengths of the joint admittance vectors corresponding to various values of 
the variable resistance are given in tabular form below. 

The line current is obtained by multiplying the joint admittance by the 
line pressure (100 V.). 

To obtain the joint impedance graphically we must determine the inversion 
of the arc 1 O 50 with respect to the pole O. Thus, join OQ and produce so 
as to cut the semicircle CGB, produced, at I) and E. Measure the lengths 
OD and OE, which should be 5*91 cm; and 25*9 cm. respectively. Now OD 
represents an admittance of 5*91 X 0*005 — 0*0295 mho, and OE represents 
an admittance of 25*9 X 0*005 = 0*1295 mho. The values of the impedances 
corresponding are therefore 1/0*0295 ~ 33*83 ohms and 1/0*1295 — 7*72 ohms 
respectively. These impedances are represented on the original impedance 
scale (viz. 1 cm. = 1 ohm) by 0D-^(= 33*83 cm.) and OE^{— 7*72) cm., both 
points Dj and E^ lying in OQ or its extension. The diameter of the inverse 
circle is therefore equal to and its centre is at Qj. In Fig. 61 only a 

portion of this circle is shown, and the arc corresponding to the inversion of 
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the arc 1 (7 50 is shown in full line. Tliis arc is the image of /the locus of the 
impedance vector when the resistance of the variable branch is varied between 
1 and 50 ohms. By transferring this arc to the first quadrant the impedance 
vectors and their loci are shown in the correct position with respect to the 
vector of reference. 

The lengths of the impedance vectors corresponcTing to values of the 
variable resistances between 1 and 50 ohms inclusive, and the values of 
impedance deduced therefrom are given below — 


Itf (ohms) 

1 

2 

3 

4 

5 

6 

8 

10 

15 

20 

30 

40 

50 

Lenf^th of joint 
admittance vec- 
tor (cm.) 

25-68 

25-84 

25-86 

25-6 

25-14 

24-9 

23-55 

22-28 

19-4 

17-25 

14-55 

13-06 

12-05 

Joint Admit- 
tance (mho.) 

0-1284 

0-1292 

0-1293 

0-128 

0-1267 

0-1245 

0-1177 

0-1114 

0-097 

0-0862 

0-0727 

0-652 

0-602 

Line current 
(amp.) 

12-84 

12-92 

12-93 

12-8 

|12-57 

12-45 

11-77 

11-14 

9-7 

8-62 

7-27 

6-52 

6-02 

Length of joint 
Iraijedanoo vec- 
tor (cm.) 

7-78 

7-74 

7-73 

7-8 

7-97 

8-03 

8-48 

8-08 

10-3 

11-6 

13-8 

15-3 

16-6 

Joint impe- 
dance (ohms) 

7-78 

7-74 

7-73 

7-8 

7-97 

8-03 

8-48 

8-98 

10-3 

11-6 

lJ-8 

15-3 

16*6 


Example 6. One branch of a parallel circuit contains an inductive coil; 
the other branch also contains an inductive coil in series with which is con- 
nected a condenser of adjustable capacitance and an adjustable non-inductive 
resistance. Determine the values of capacitance and resistance such that the 
currents in the inductive coils are equal and have a phase difference of 90® 
with respect to each other. The circuits are supplied at constant voltage 
and frequency, and the wave-form of the E.M.F. is sinusoidal. 

A diagram for the circuit is shown in Fig. 62 (a), and a vector diagram 
showing the required conditions is shown in Fig. 62 (6). 

Adopting the symbols shown in Fig. 62 (a), we must have, for the above 
conditions to be satisfied, 

(i) /, = /,, or Z, = 

(ii) 7i - .y/g, or - tan — cot 

Now =- /til* -f- 

and Z^^ U, + liy + (wL, - l/c)(’)2 

Hence, from (i), 

7^,2 ^ ( 7 ,>^ ^ 77)2 {coL^-MwC)^ 

+ 0,^0 = 

whence 2Lfi^{\j(x}^) = 0 • (a) 

From (ii), wo have 

where O',, (7.^, 2?^, J?.^, are the conductances and susccptances respectively, of 
the branch circuits. 

Hence, (7, -jBy =-- jQ^ -f B^ 


i.e. 

G, -- 

B.-, 

0, --B, 

or 

li, 

X, 

/f. + It X, 

^1* 

w 

z/ z,^ 
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«T,. 

Whence _ = . 

i.e. “h -^0 = “ coLji-coL^ + 1/coC) 

from which wo obtain 




Substituting this value of (li^ + Ji) in equation (a) and re-arranging terms, 
we have 

c, . ».■ j . <■ j«.. (^g.- . ,) j -i - = 0 

from which C can be calculated when the constants of tlie inductive coils 
are known. When G is determined, the value of is obtained by substituting 
in equation (6). 

Whence C . SJio + fnLJL,//?,) - L,\l + (fol,,//?,)^] 

Whence, C - W) ~ ' ' ' ' 

If Li — — 0*2 H., 2?i = ii *2 =“ 10 and oj — 314; then, on sub- 

stituting these values in equations (c) and (6), we obtain C — 43*7 ^F., 
R = 52-8 n. 

A check against these values for C and R is obtained by calculating the 
impedances of the branch circuits. Thus 

= V(7?i2-|. ft)2/V)==V[102-{-(314 X 0-2)2] =V(10H 62*82) = 70-3 H. 

^2 = V{(^^24-i2)H(coL2-l/co(')’*l = V ((104-52-8)2 f- (314 X 0-2 - lO*/ 314 

X 43-7)2} 

=- V(62-82 4- 102) - 70-3 a 
= tairVuivi//?! -= tan i(3U x 0-2/10) =- 80-0° 


^ .oLo-llioC^ 
~ — 


ip 2 ~ tan 


1 X 0-2)- 10»/(314 X 43-7) 


80-9° 4 0-1° 


tan 1- 10/62-8 - -9*1° 


[Note. — This method of obtaining a phase difference of 90° between currents 
in the two branches of a parallel circuit is called “ jihnse splitting ” ; it has a 
number of practical applications, an iinjiortant application being in the 
phase-shifting transformer for use with the alternating-current potentiometer. ] 



CHAPTER VII 

CIRCLE (OR LOAD) DIAGRAMS FOR SIMPLE CIRCUITS 

The load diagram is an extended vector diagram and is so called 
because all quantities relating to the circuit (such as current, 
pressure, power, power factor), as well as the performance of the 
circuit (i.e. voltage regulation, efficiency, and losses) can be obtained 
by graphical construction. 

The load diagram for a circuit is constructed from the no-load 
and short-circuit diagram for that circuit, and the latter is obtained 
from the admittance diagram by a suitable change of scale (see 
p. 105). In order that the final diagram may appear in a con- 
venient position the admittance diagram is drawn in the first 
quadrant, instead of in the fourth quadrant, as hitherto, and the 
vector of reference is vertical. Impedances, or, more correctly, 
their images, therefore appear in the same quadrant as admittances. 

In this chapter wo shall deduce load diagrams for series, parallel, 
and series-parallel circuits, but as the no-load and short-circuit 
diagram for the parallel circuit has already been deduced (p. 104), 
the load diagram for this circuit will be obtained before considering 
series and series-parallel circuits. Moreover, the load diagram for 
the parallel cii-cuit is more easily deduced than the diagrams for 
the other types of circuits 


Parallel Circuits 

Load Diagram for a Parallel Circuit Containing Variable Impedance 
in One Branch. Let the variable impedance consist of a constant 
reactance and a variable resistance. The admittance diagram 
for this circuit is shown in Pig. 56, p. 104, and was constructed 
with the vector of reference (i.e. the vector of the impressed E.M.F.) 
horizontal. If the diagram be reconstructed as a current diagram, 
with the vector of reference vertical, we obtain the diagram shown 
in Fig. 63. In this diagram the point (corresponding to i ?2 = oc) 
is called the no-load point, and the point (corresponding to == 0) 
is called the short-circuit point. The line currents corresponding to 
these points are represented by 01^ and 0/„ and are called the 
no-load and short circuit currents respectively. Any intermediate 
point 0 on the semicircle loGIg corresponds to a particular value 

119 
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of the variable resistance JKg intermediate between zero andoc, and 
the vector OG represents the line current under these conditions 
The Complete Performance of the Circuit (e.g. the current, power 
input, power factor, and losses) may be obtained graphically as 
follows — 

The line current, /, as already shown, is represented by the 
vector drawn from 0 to the semicircle ; the angle which this 



Fig. ()3. Load and Cikcuit Diagrams foii a Simplk 
Parallel Cihcdit 


vector makes with the vertical axis is equal to th(‘ phase difference, 
90 , between line current and impressed E.M.F., and the cosine of 
this angle is equal to the power factor of the circuit. Hence if a 
quadrant ABC be drawn with 0 as centre, and the vertical radius 
OA be divided into 100 equal parts, then the vertical projection of 
the point of intersection of any line-current vector with the quadrant 
gives the power factor as a percentage. Obviously the power factor 
attains its maximum value when the line-current vector is tangential 
to the semicircle loGI^. 

The current, /g, in the branch of variable impedance, corresponding 
to any particular value of resistance, is represented by a chord in 
the semicircle, the chord being drawn from to the appro- 
priate point, say G, on the circumference. 

The power, Pg, supplied to this portion of the circuit is therefore 
represented by the ordinate GD in the semicircle IjGIs- 

The power factor, cos ^pg, of this branch may be obtained from 
the quadrant ABC and scale O^, by drawing through O a parallel 
to I^G, and projecting the point of intersection, G', on to the 
scale OA. 

The power, Pj, supplied to the non-variable branch is represented 
by the vertical distance, DF, between the horizontal axis and the 
diameter, / 0 / 5 , of the semicircle loGI^ 

The total power, P, supplied to the circuits is represented by the 


CIRCLE DIAGRAMS FOR SIMPLE CIRCUITS 121 


ordinate, OF, drawn from the horizontal axis to th^ circumference 
of the semicircle. Since in this case the whole of the power 
supplied is expended against losses the ordinates representing 
power will also represent the losses in the circuits. 

The scale for the power ordinates is readily obtained from the 
scale of the current vectors. Thus if these vectors are drawn to a 
scale of 1 cm. = p amp., the current corresponding to a vector of 
length OG cm. is 00. p amp. If E is the line voltage and cos cp 
the power factor, the power supplied is equal to E.I cos (p. Now 
the ordinate GF, corresponding to the vector OG, has a length 
equal to 0 (t.cos 99, cm., and represents the power E.Ico^ cp. Hence 
the scale of the power ordinates, viz. 1 cm. = q watts, must be such 
that q.GF = E.Icos q>, i.e. q(OO.cos q>) ~ E(p.OO)cos 9?, whence 
q = p.Ey or 1cm. = p.E watts. 

Series Ctrcijits 

Load Diagram lor a Series Circuit Containing Both Fixed and 
Variable Impedance. Two cases of series circuits will be considered, 
viz. (1) a circuit in which the variable impedance consists of a non- 
inductive resistance, (2) a circuit in which a constant ratio exists 
between the resistance and reactance of the variable impedance, 
i.e. the power factor is constant but is less than unity. These cases 
have a practical application, as the conditions are representative 
of a simple transmission line supplying power to a single load of 
variable magnitude but of constant power factor, which may be 
either equal to, or less than, unity. 

The circuit diagrams are shown in Fig. 64(a) and (6). In these 
diagrams the fixed impedance, Zj, represents the impedance of 
the transmission line, and the variable resistance, R 2 , Fig. 64(a), or 
the variable impedance, Zg, Fig. 64(6), represents the impedance of 
the “ load,” which may consist of a bank of lamps in the former 
case, and a motor, or other electromagnetic apparatus, in the 
latter case. 

The construction of the no-load and short-circuit diagrams for 
these cases is 1 airly simple, as only one inversion is necessary, but 
the deduction of the load diagram differs in a number of respects 
Irom that for the parallel circuit. 

Construction of the Diagram for a Load Having a Power Factor 
of Unity. The “ line ” impedance, Zj, Fig. 64(a), is represented in 
Fig. 65 by the image vector OA, the co-ordinates of the point A 
being R^, X^. The “ load ” impedance is represented by a straight 
line, ABcc, drawn upwards from A parallel to the vertical axis. 
If this lino is extended below the point A, then the lower portion 
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represents the load impedance for the case when the resistance is 
negative, i.e. when the load consists of a generator operating at 
unity power factor. The joint impedance of the circuit, corre- 
sponding to a particular value, JRg, of the load, is therefore given 
by a vector drawn from 0 to the appropriate point on the line ABoz. 

To obtain the current in the circuit the impedance diagram must 
be inverted with respect to the pole 0. Now the inverse point 
corresponding to A is at A^, in OA, or OA produced, according to 
the scales adopted for impedance and admittance. The inversion 
of the line AB with respect to 0 is a portion of a semicircle which 
passes through the origin (0) and has its centre in the horizontal 


— 

‘Line 


(a) 



Fig. 64 . Circuit Diagrams for Series Circuits 


axis. The diameter of this semicircle corresponds to the inversion 
of OD, where D is the point of intersection of BA produced, with 
the horizontal axis. Therefore the scale for admittance must be 
selected so as to give a convenient diameter for this semicircle. 

The inversion of the line DAB is therefore the semicircle OA-JI, 
and the inversion of the line DCoc is the semicircle OFHy the 
centre being at Q in both cases. The arc OG^A^ therefore represents 
the locus of the joint admittance vector when the resistance R^^ 
is varied from zero to oc, and the arc OFHAi represents the locus 
of this vector when the resistance is negative and is varied between 
zero and oc. By a suitable change of scale these arcs also represent 
the locus of the line current when the resistance is varied, 0 being 
the no load point (corresponding to B 2 = oc and zero current) 
and Au the short-circuit point (corresponding to /fg = ^)* 

The performance of the circuit is obtained from the diagram as 
follows — 

The line current, corresponding to a particular value, 
load resistance (which is represented by AG on the resistance 
scale) is given, on the current scale (which is E times the admittance 
scale, E being the line voltage), by the length of the chord, 06?^, 
drawn from 0 through G, G^ being the inverse point to 0» 

The phase difference between line current and impressed E.M.F. 
is given by the inclination of OOi to the vertical axis (which contains 



CIRCLE DIAGRAMS FOR SIMPLE CIRCUITS 123 


the vector of the impressed E.M.F.). The powefr factor may 
therefore be obtained directly by constructing a power-factor scale 
and quadrant, as shown in Fig. 63, and projecting the point of 
intersection of the current vector and the quadrant on to this 
scale. 

The power taken from the supply system is given, on the power 



Fia. 65. Load Diagbam fob a Sebies Cibcuit [Fig. 64 (a)] having 
A Vabiable Load of Unity Poweb Factob 

scale (which is E times the current scale), by the ordinate, GiM of 
the appropriate current vector. 

The power supplied to, and utilized by, the load is represented by 
O^N, and that expended in losses in the line is represented by NM, 

Proof, Tlio diameter, 0/7, of the eiirront semicircle corresponds 

to a current — EjX-^, whore Xj is the reactance of the “line.” lienee, 
if tlio scale for current is 1 cm. = j) amp., the length of OH (in cm.) is equal 
to I^lp = EjXip. Similarly the length of any radius-vector, such as OG^, 
drawn from 0 to the semicircle, whicli corrt^sponds to a current of 7. is 
I Ip cm. 

If X, y, are the co-ordinates, with respect to rectangular axes passing 
through tho origin O, of any point, (»|, on the semicircle, the equation to 
the circle is 



since the co-ordinates of the centre of the circle are — Ej^X^p, — 0. 

Whence x^ 4* ?/* = xiE/X^p), 

i.e. OG,* ^ x{EIX^p). 

Now if q> is the inclination of OQ^ to the verticeJ axis, the ordinate at G| 
is given by y = 06^,. cos q) = (7/p) cos q>. Multiplying each side by 
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the line voltage, we have E,O^M = {El cos (p)lpt whence pE.Q^M ~ El 
cos <p. Therefore the ordinate O^M represents the powder taken from the 
supply system to the scale 1 cm. — pE watts. 

The power, Pg* supplied to the load is given by 

Pg = El cos (p - 

= pE.OiM ^pm^ixEIX^p) 

— pE.G^M - pEx cot 
= pE.G^M - pE.MN 
pE,G^N 


i.e. for any current represented by OG^ the power sujiplied to the load is 
represented by the intercepted length of the ordinate at this point between 
the semicircle and the straight line joining the origin and the short-circuit 
point, the scale being 1 cm. = pE watts. 

The line OA^ is therefore the datum lino from which the outjiut power, 
i^ 2 » is measured. Similarly the lino O//, i.e. the abscissa axis, is the datum 
line from which the input power, Pj, and the losses are measured. 

The losses are also represented, for any particular value (such as OG-^) 
of the line current, by the perpendicular distance of that point from the 
vertical axis (i.e. by the abscissa of the point G^^), but in this case the scale is 
I cm. — {pE.cot (pg) watts. 

The maximum power taken from the supply system is represented 
by the maximum ordinate, QJ, in the semicircle, and the maximum 
power supplied to the load is obtained by drawing a tangent parallel 
to the short-circuit line (OA-^) and determining the length of the 
intercept, between the circumference and the short-circuit line, of 
the ordinate drawn from the point of contact of the tangent. 

The efficiency of the circuit — i.e. the ratio : (power supplied to 
the load /power taken from the supply system) — is given by the 
ratio O-^NIGiM. Instead of calculating this ratio for each value 
of the current the efficiency may be obtained directly as follows — 

Draw through the point a perpendicular AiKy to the vertical 
axis and divide this into 100 parts, placing the zero at Then 
the point, S, at which the current vector, 00^, intersects this scale 
gives the percentage efficiency directly. 

Proof. From S, tho point of intersect ion of OG^ (or OGi produced) with 
draw the ordinate SU^ and let T bo the ])oint of intersection of this 
ordinate with the short-circuit line, OA^. Then, since SIJ = ivO, we have 
the following pairs of similar triangles — 

triangle G^NO is similar to triangle STO, 
triangle G^MO is similar to triangle SUO, 
triangle A^ST is similar to triangle A^KO. 

Hence, 

Power supplied to load _ ^2 __ 

Power taken trom supply ~ P ~ G^M /SU ~ KO A^K 

i.e. the distance A^S expressed as a fraction of A^K is equal to the efficiency 
of tho transmission. Tlioreforo, if AiK is divided into 100 equal parts, with 
zero at A^^ the point of intersection of tho lino OG^^ or OG^ ])roduced, with 
this scale gives the efficiency directly as a percentage. 
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Voltage Regulation. The voltage drop in the impedance of the 
line, and the voltage available at the load, may, on the assumption 
of constant supply voltage, be obtained directly from the diagram 
as follows, the proof being given below — 

Join the points A-^ and Q^. Then the triangle 00 ^A^ is the 
triangle of voltages for the system ; OA-^ representing the supply 
v^oltage to a scale times the current scale (since at short circuit 
= E I Zi)y OG^ representing the voltage drop in the “ line to 
this scale, and representing the voltage at the load to the 

same scale. Hence, since the percentage voltage regulation is 
given by : 100 X (arithmetic difference between “ supply ” and 
“ load ” voltages/supply voltage), this quantity is represented in 
the diagram by the ratio 100 {OG^' fOA^), where A^G^', along Afif 
is made equal to AiG^. 

The phase difference between the load ” and “ supply ’’ voltages 
is given by the angle OA^Gj^. 


Proof. Lot E (leiioto tho supply, or iinj)rossetl, 7^ the sliort- 

circuit curroiit, </?sthe f)haso difforenoo betwoen E and 7^, and tho im]>edance 
of tho line. Also lot Ei denote the voltapjo drop in the lino and E.^ the voltage 
at the load, respectively, for a line current 7, which corresponds to a load 
resistance Pn* l-l^^ phase difference b(‘tween this current and tho impressed 

E.M.F. being (p. Then, taking the vector of the impressed E.M.F., OE, 

Fig. 65, as tho vector of rcfemnco and employing the exponential form of 
symbolic not alien, we have 

= Z^eJfp, 

, E E . 

7 7fe-JV 

h\ = IZ^ 7W<1P Z^eO(p^ - IZ^e3{(p^rii ) 

E^ ^ lh\e’}(p 

Let tho vector of reference be now rotated through an angle in the 
clockwise direction, so that it coincides with the vector representing the 
short-circuit current, and let the scale for the voltage vectors be Z^ times 
that of the current vectors, i.e. 1 cm. — pZ^ volts. Then this change of 
position and scale is equivalent to multiplying the original voltage vectors 
by the quantity l/Z^ == 

Hence the impressed Fl.M.F. is now represented by tho vector quantity 
rv EE. 

* ~ Z,~ 

i.e. by the vector OAj in Fig. 65, 

The voltage drop in the line impedance is represented by tho vector quantity 
i.e. by the vector OC/j, 

and the voltage across the load is represented by the vector quantity 




Ievq> 


^ 2 ~ TT- 


Ip^e~jq> 

i.e. by the vector O V drawn at an angle (p below 0 A j. 


?>,) 
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Since in triangle OOiA^ the angle OA^Oi » the side Ox^i ^ parallel to 
OF. Also since is the inverse point to O, and A^ is the inverse point to A, 
we have 00.00^ = OA.OAi, so that triangle OAQ is similar to triangle OAjOj. 
Therefore 

OiAj : OOj :: GA : OA 
i.e. OjAj = OGx(GAIAO), 

Hence, since GAfAG = represents the quantity 

Therefore the triangle OG^A-^ is the voltage triangle for the system, OA^ 
representing the supply voltage, OOj the voltage drop in the line impedance, 
and GiAi the voltage at the load, the scale of these quantities being 1 cm. 
= pZi volts. 

Construction of the Diagram for a Load Having a Power Factor Less 
Than Unity. Let the power factor of the load be cos 9 ? 2 * Then in 
constructing the no-load and short-circuit diagram we set off OA, 
Fig. 66, to represent the image vector of the impedance of the “ line,” 
as before, and from A draw the line ^JSoc, at an angle q )2 to the 
vertical axis, to represent the image vector of the impedance of 
the load. Observe that if the power factor is lagging, (p 2 is set off 
in the clockwise direction, but if the power factor is leading, (p 2 is 
set off in the counter clockwise direction. 

We now obtain the inversion of the lines OA and with 

respect to the pole 0, The inversion of the line ABoz gives a 
portion of a semicircle which passes through the origin. The 
centre of this semicircle lies in a line, drawn through the origin, 
perpendicular to ABoz, and the diameter is obtained in the same 
manner as in the above case. 

The semicircle is shown in Fig. 66 by OG^A-Jl, the centre being 
at Q. The point on the circumference is the inverse point to A, 
and the arc OG^A^ is inverse to the line ABcc. Thus the arc 
OG^A-x is the locus of the joint admittance vector when the load is 
varied from zero to short circuit. By a suitable change of scale 
this arc also will represent the locus of the line -current vectors 
when the load is varied, 0 being the no-load point and A the 
short-circuit point. 

On comparing Fig. 65 with Fig. 66 it will be observed that in 
the former diagram the centre of the semicirc;le lies in the horizontal 
axis, but that in the latter diagram the line containing the centre is 
displaced from the horizontal axis by the angle displacement 

being in the counter-clockwise (or positive) direction for a leading 
power factor, and in the clockwise direction for a lagging power 
factor. The short-circuit line, OA^, occupies the same position in 
each diagram, if the constants of the “ line ” are the same for the 
two cases. 

The datum lines for input power and output power are the 
horizontal axis, OX, and the short-cii-cuit line OAi, respectively. 
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The power input corresponding to a current represented by the 
vector OG-^ is given by the ordinate G-^M at this point ; the power 
scale being E times the current scale, as in the case above when the 
power factor of the load was unity. The power input is also given 
by the distance, G^M\ of the point G^ from the horizontal axis 
measured in a direction perpendicular to the diameter of the 



Fig. 66. Load Diagram fou a Series Circuit [Fig. 64 (6)J having 
A Variable Load of Constant Power Factor 


semicircle, i.e. in a direction parallel to the tangent at 0, but the 
scale is now {E cos times the current scale. 

The phase difference between the current and the supply voltage 
is given by the angle which the current vector, OG^y makes with 
the vertical axis. 

The power output is given by the portion, G^N'y of the line G^M' 
which is intercepted between the circumference and the short- 
circuit line OA ^ ; and the losses in the “ line ” are given by the 
portion, N*M\ intercepted between the short-circuit line and the 
horizontal axis, the scale in both cases being (E cos (p^) the 

current scale. 

The I^R loss in the ''line^' impedanccy is given by the perpen- 
dicular distance of the point from the tangent OW. 

The voltage regulation and the voltage at the load are obtained 
as before from the triangle OG^Ai ; OA^ representing the supply 
voltage, OGi the voltage drop in the line, and AiGi the voltage at 
the load, the scale in each case being times the current scale. 
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Proof. Tlic line current is a maximum when the reactance of the whole 
circuit has a value represented by OD, Fig. 66, which is the perpendicular 
distance of the lino AB OZ, produced backwards, from the origin 0, This 
value of reactance is only obtained practically by operating the load as a 
generator, and is equal to sin(^j - ^2), whore is the impedance of the 
“ line.” Whence tho maximum current is = E/Z-^ sin(99^ ~ (p^)^ and the 
diameter of the current circle, for a scale of 1 cm. — p amp. is T^lp = 
E I {pZ I sin(9?g - <p 2) )• The co-ordinates of tho centre of the circle are therefore 

ft -S cos (pJ 2 pZ^ sin(9), - tp,) ; 

Vc = -(UuIp) sill <Pi = -E sin (pJ^pZi sm{(p^ - tp^). 

Hence tho equation to tho current circle is 


( 


X - 


or 


E cos y / E sin y ^ / E 

2;)Z, sin(y-,-(jis,)/ V' <Pi)J \‘^pEi»in((p^ - fp^) 

E \ cos (Pi sin (pi } 

X* -f V — r 

pZ^ ( sin{9o^-9i2) ‘ ^M(rs-n)) 


E 


pZ^ ^\n{(p^-(pA 


VK^'^ + y^) . sin(99 - ipA 


(46) 


where (p is the inclination to tho vortical axis of the line joining the point a;, 1/, 
to the origin. The PR loss in the “ line,” due to a current which is represented 
by ( = -f 7/2), where y. are the co-ordinates of the point is 
given by 


7?i(p.O<7i)2 - p^rt^{x^- f if) 



E 

pZi sin(9n^-</)2) 


i 


C?(7i.sin(9P ~ 9P|) 



cos pg ) 

cos (pg \ 
ir,lu{(Pg - <P 2 )J 


0 G\ . 8in{<p- 9)2), 


(tfi watts. 


where Ofi is the perpendicular distance of from the tangent OW. 

Now (?i(7/sin(fp, - rpg) is equal to 0 N\ where N' is tho point of intersection 
of the short-circuit lino, OA-^, and a line, O^M', drawn through G^ parallel to 
the tangent OW. Also ON' cos cp^ is tho ordinate at N'. Hence the PR loss 
is also given by 


pE.NM, 


where N is the projection of the point N' on the ordinate, G^M, at G^. 

The power taken from the supply system is given by El cos 9), or bj’ 
pE.G^Mf since G^M — {p.OG^) cos ip. 

Hence the power supplied to the load is given by G^N, tho difference 
between QyM and NM, the scale being E times the current scale. 

Now since the angle MG-^M' = (p^ : QiM — G^M' cos cp ^ ; G^N ^GiN' cos ip^'i 
NM — N'M' cos (p2. Therefore, if the power scale is changed to {E cos tp^) 
times the current scale, tho intercepts G^M'^ GiN', N'M', on a line drawn 
through G^ parallel to the tangent at tho origin (i.e. this lino is perpendicular 
to the diameter of the circle) give the power input, tho power output, and 
the line losses ; the scale being 1 cm, — pK cos 9^2 watts. 

The efficiency [i.e. the ratio : (power taken from supply /power supplied 
to the load)] is given by A^SIA^K, who^e E is the point of intersection of 
OGi with tho horizontal line, A^K, drawn through Ay Thus if from the 
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point /S a line SU be drawn parallel to the tangent OWy and' if T is the point 

of intersection of this line and the short-circuit line OA^y then from the 

similar pairs of triangles OQ^M', OSU ; OOiN', OST ; A^KO, A^ST we have 

Power supplied to load _ O^N' _ ST _ ST __ SA^ 

Power taken from supply G^M' SU KO KA^ 

Construction of the Load Diagram from Test Data. The load 

diagrams hitherto considered have been deduced from a knowledge 
of the “ constants ” of the circuit, i.e. the resistance and reactances 
of “ line ” and the “ load.” But in the case of series circuits of 
the type shown in Fig. 64 it is apparent that the current circle could 
have been drawn if the magnitude and phase of the short-circuit 
current and the power factor of the load had been given. For 
example, the centre of the current circle is obtained quite easily 
by setting off the short-circuit line in its correct position with 
reference to the rectangular axes ; bisecting this line, and drawing 
a perpendicular to intersect a line drawn through the origin and 
inclined at the angle (p 2 with respect to the horizontal axis, where 
cos (p 2 is the power factor of the load and the angle (p^ is measured 
in the positive direction when the power factor is leading, and in 
the negative direction when the power factor is lagging. The 
diagram is completed by drawing a horizontal line through the 
short-circuit point and a tangent from the origin to intersect the 
former. The distance between the short-circuit point and the 
point of intersection of the horizontal line and tangent is divided 
into 100 parts, with the zero at the short-circuit point, thereby 
giving the scale for efficiency. The scale for power follows directly 
from the scale for current and a knowledge of the line voltage and 
the power factor of the load. 

In the case of the parallel circuit, the current circle can be drawn 
when the magnitudes and phase differences of the no-load and 
short-circuit currents are known. 

Example. The following worked example is given to show the .simjilicity 
with which tlio performance of a simple transmission line can be obtained by 
moans of the circle diagram. 

A variable load of constant power factor is supplied from a generating 
Station through a transmission line having an impedance of VS A- j 1*95 
ohms. The voltage at the generating station is 2200 V. 

Two cases will bo considered : (1) power factor of load 0-9 lagging ; (2) power 
factor of load 0-9.5 leading. 

The current circles will be drawn by determining directly the vector for 
the short-circuit current. Thus, since -|- 1-95*) = 2-52 Q, 

7, = EjZi = 2200/2-52 -= 872 A. ^ cos* q I -6/2-52) = 50-6®. 

Selecting a current scale of 1 cm. — 50 A., we draw the line OA^ (Fig. 67), 
17-44 cm. (= 872/50) in length and inclined at an angle of 50-6° to the 
vertical axis, to represent the short-circuit current. 

io-~(T.5245) 



130 


ALTERNATING CURRENTS 


Draw through the origin lines OHj, inclined at angles of - 26*8® 

cos“^0*9) and + 18*2® (= cos‘^0*95), respectively, to the horizontal axis. 
Bisect 0^4 1 at F and draw the perpendicular FQ^Q^ to intersect the lines 
at Q 2 and Qi respectively. Then is the centre of the current 
circle when the power factor of the load is 0-9 lagging, and Q 2 is the centre of 
the current circle when the power factor of the load is 0*95 leading. 

The diameters of the circles arc 

41-6 cm. (— 17*44 /sin(50-G® - 25*8°) for the load of power factor 0*9 (lagging) 
18*7 cm. (= 17*44/sin(50*6° - 18*2®) for the load of power factor 0*95 (leading 1. 



The circle for the load of 0*95 power factor (loading) is shown complete 
in Fig. 67, but only a portion of the circle for the load of 0-9 ])Ovv^er factor 
(lagging) is shown on account of space restrictions. Moreover, only the 
portions of both circles which are above the horizontal axis and between the 
no-load and short-circuit yjoints are required for the y)resont purpose. 

The diagrams are completed by drawing tangents OTFj, OU'j, at the origin 
and constructing the efficiency scales. To prevent confusion these scales are 
constructed below the horizontal axis. Thus the short-circuit line and the 
tangents are produced beyond the origin, and a horizontal lino of any con- 
venient length is drawn l>eiweon the short-circuit line, produced, and each 
tangent. Each of those lines is divided into 100 equal parts, as shown in 
Fig. 67. The efficiency corresponding to a particular lino current is obtained 
by producing the current vector backwards until it intersects the appropriate 
scale. 

The scale for power may be obtained when the method of measuring this 
quantity is decided. Thus, if powder is measured vertically, the scale is 
E times the current scale — i.e. 1 cm. — 2200 X 50 = 110,000 watts, or 
1 cm. = 110 kW. — for both cases. But if power is measured in a direction 
parallel to the appropriate tangent (i.e. in a direction perpendicular to the 
diameter of the appropriate current circle, the scales for the two cases will 
not be the same, being 1 cm. = 2200 X 0*9 X 60 = 99,000 watts, or 
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1 cm. = 99 kW., for the 0*9 power-factor load ; and 1 cm.’ ~ 2200 x 0*96 
X 60 = 104,600 watts, or 1 cm. = 104*5 kW., for the 0*95 power-factor load. 

The power and losses are obtained by measuring these quantities in direc- 
tions parallel to the appropriate tangents. For example, when the power 
factor is lagging the input, output, and losses corresponding to the ciirrent 
represented by the vector 00^, Fig. 67, are given by OiN^, 

respectively, the scale being 1 cm. = 99 kW. Similarly, when the power 
factor is leading, the input, output, and losses corresponding to the current 
represented by the vector OOj, are given by ^ 2 ^ 2 * respectively, 

the scale being 1 cm. == 104*6 kW. 

The performance of the transmission line, as deduced from the load diagram 
of Fig. 67, is given in Table V, and the results are plotted in Fig. 68. 



Fig. 68. Performance Curves of Transmission Line (determined 
FROM THE Load Diagram of Fig. 67) 


The result .‘i show that a load of lagging jiowor factor adversely affects the 
efficiency and voltage regulation of tlie liiu*, and the power factor at which 
the generator operates. 

Series-Parallel Circuits 

Load Diagram for a Series-parallel Circuit with Variable Impedance, 
of Constant Power Factor, in One Branch. The construction of the 
no-load and short-circuit diagram for this circuit involves the 
determination of (1 ) the diagrams for the joint admittance and joint 
impedance of the parallel branches, (2) the diagram for the joint im- 
pedance of the complete circuit, (3) the inversion of this diagram 
and the change of scale so that the vectors will represent currents. 

The variable impedance w'ill be denoted by Z^, the fixed series im- 
pedance by Zj, and the impedance of the non- variable branch by Z, 
The no-load and short-circuit diagram is constructed as follows — 
Select a suitable scale for admittance and draw ABy Fig. 69, to 



Measured and calculated quantities (from Fig. 67) for performance of transmission line. 
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Scales. — C urrent : I cm. = 50 A. 

Power : 1 cm. = 99 kW., for p.f. = 0-9 (lagging); 1 cm. = 104-5 kW., for = 0*95 for p.f. (leading). 

Voltage : 1 cm. = 2*52 x 50 = 1 26 V. 

* Maximum load when power factor of load is 0*9 (lagging). t Maximum load \^hen power factor of load is 0*95 (leading). 
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represent the admittance, 7^, of the branch of fixed impedance. 
It is preferable for reasons which will be explained later, to draw 
AB with respect to temporary axes, AX\ AY\ instead of the 
permanent axes of reference. 7rom B draw the line BCcc to 
represent the admittance of the variable branch, the line being 
inclined at the angle with respect to the temporary vertical axis, 
where cos cp^ is the power factor of the variable branch. Vectors 
drawn from A to the line BCcc therefore represent the joint admit- 
tance of the parallel branches. Hence the line BCcc is the locus of 


a 



Fig. 69 No-load and Short-circuit Diagram for Simple Series- 
parallel Circuit 


the joint admittance vector vhen the impedance of the variable 
branch is positive and is varied between zero and infinity. 

The joint impedance of the parallel branches is obtained by 
the inversion of the locus BCcc with respect to the pole A, This 
inversion gives the arc AGiBi, the centre of which lies at Q in the 
line AH inclined at (p^ with respect to the temporary horizontal 
axis. Vectors drawn from A to the arc AG^By^ therefore represent 
the joint impedance of the parallel branches when the impedance 
of the variable branch is positive and is varied from zero to infinity. 
Similarly, vectors drawn from A to the lower arc ByllA represent 
the joint impedance of the branch circuits when the impedance of 
the variable branch is negative and is varied from zero to infinity 
(i e. when the circuit Zg is acting as a generator at a constant power 
factor, cos q)^)- 



134 


ALTERNATING CURRENTS 


To obtain the joint impedance of the whole circuit the series 
impedance, must be added vectorially to the joint impedance 
vectors for the branch circuits. If the addition is carried out in 
this manner, another circle, which is shown dotted in Fig. 69, will 
be obtained. The diameter of this new circle is the same as that of 
the original circle, but its centre is at Q' ; the distance QQ' being 
equal, on the impedance scale, to Z^, and the inclination of QQ^ 
to the vertical axis being equal to where tan (p^ = X^jR^. This 
circle is therefore the locus of the joint impedance vectors for the 
complete circuit when the axes AX\ A 7', are the axes of reference. 

Instead of constructing the second circle to obtain the joint 
impedance of the complete circuit, we may make the original circle 
represent this quantity by shifting the temporary origin {A) to 0, 
where the distance OA represents the series impedance Z^, and the 
inclination of OA to the vertical is equal to (p-^. Thus the single 
circle AQiB^H may represent cither (1) the locus of the vector of 
the joint impedance of the parallel brandies of the circuit — in which 
case the origin is at A and the axes of reference are AX\ A 7' — or 
(2) the locus of the vector of the joint impedance of the complete 
circuit — in which case the origin is at 0 and the axes of reference 
are OX, OY. 

The joint admittance of the complete circuit is obtained by the 
inversion of the circle AO^B^H with respect to the pole 0. This 
inversion, as explained on p. 105, gives a circle the centre of which 
lies in the line joining 0 and Q. But by a suitable choice of the 
new admittance scale the original circle may be made to represent 
its inverse circle. For example, if J, K, are the points of intersection 
of the line OQ, produced, and the circumference of the circle AG^B^Hy 
then if this circle is to represent the locus of both impedance and 
admittance vectors, we must have m.OJ = 1 jn.OKy or n=l/{m 
X 0J.0K)y where m, n, are the scales for impedance and admittance 
respectively. 

Now in the original diagram for the admittance of the parallel 
branch circuits the points B and oc correspond to zero and infinite 
admittance, respectively, of the variable branch. The inversion of 
these points with respect to A gives the points Bi and A respectively, 
on the impedance circle, and the inversion of points B^ and A with 
respect to 0 gives the points B^ and A^ on the admittance circle. 
Hence B^ is the “ no-load ” point, and A^ is the “ short-circuit ” 
point in the final admittance diagram. By changing the scale of 
this diagram to E times the admittance scale, where E is the supply 
voltage, we obtain the current diagram for the circuit, B^ being the 

no-load ** point and A^ the “ short-circuit point. Hence the 
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no-load current is given by the vector OB 2 and the short-circuit 
current is given by the vector OA^, 

The load diagram, Fig. 70, is obtained from the current diagram 
by determining the datum lines for (1) the power taken from the 
supply system, (2) the power expended in the series impedance, 

(3) the power expended in the branch of fixed impedance, and 

(4) the power supplied to the variable branch. The additional 
construction involved after the no-load and short-circuit points 
have been determined and the circle has been drawn, is as follows — 

From the origin draw a tangent OF to the circle, bisect it at D 
and draw a perpendicular DUHV to the line OQ joining the origin 
and the centre of the circle. This perpendicular is called the 
“ semi-polar ” of the circle with respect to the origin. 

From the short-circuit point, A^, draw the tangent A^V. 

Join the no-load and short-circuit points, and produce the line 
to cut the horizontal axis at T. Join T and V (the inter- 
section of the semi-polar and the tangent at the short-circuit point). 

Join the short-circuit point and the point, U, at which the 
semi-polar intersects the horizontal axis. 

The datum line for obtaining the jpower taken from the supply 
system is the horizontal, or abscissae, axis, and is called the “ input 
datum line. The power taken from the supply system, when the 
line current is represented by the vector 00^, is proportional to the 
ordinate, drawn from the point G-^, 

The datum line for obtaining the PR loss in the series impedance, Zj, 
is the “ semi-polar ’’ of the current circle with respect to the 
origin 0. This line, UHV, is called the “ primarj^ loss ” datum line. 
The PR loss in the series impedance, corresponding to aline current 
represented by the vector OG^, is proportional to the perpendicular 
distance, G^H, of the ])oint G^ from the semi -polar. 

The loss is also represented by LS, which is the intercept on the 
line G^S, drawn through G^ parallel to the semi-polar, made by the 
horizontal axis and the line UA^ (which joins the short-circuit point 
and the point at which the semi-polar intersects the horizontal 
axis). 

The datum line for obtaining the power expended in the branch of 
fixed impedance is the tangent drawn from the short-circuit point. 
The power expended in this branch, when the line current is 
represented by the vector OG^^, is proportional to the perpendicular 
distance, G^K. of the point G^ from this tangent. 

The datum line for obtaining the power supplied to the branch of 
variable impedance is the line joining the no-load and short-circuit 
points, and is called the “ output datum line. The power supplied 
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to this branch, when the line current is represented by the vector 
OGi, is proportional to G^N, which is the intercept, made by the 
circumference of the circle and the “ output ” line, on the line G^W, 
drawn from the point (rj parallel to the line VT. 

Hence iV’lF is proportional to {PR loss in the series impedance 
+ power expended in the branch of fixed impedance). 



Fig. 70. Load Diagram for Simple Series-parallel Circuit 

The scales for the quantities obtained by measurement from the 
various datum lines are deduced on pp. 137 and 138. 

The scale for efficiency is constructed on a horizontal line drawn 
in any convenient position between boundary lines formed by the 
“ output ” datum line, A^B^T, or its extension, and a line, FT, 
passing through the points of intersection of (i) the “ output 
datum line and the horizontal axis, (ii) the “ primary loss ” datum 
line (i.e. the semi-polar) and the tangent drawn from the short- 
circuit point. The efficiency, i.e. the ratio 

power supplied to the branch of variable impedance 
power taken from the supply system 
is given directly on this scale by the point of intersection made by 
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a line drawn through T and the appropriate point dn the current 
circle. 

The triangle OO^A^ is the voltage triangle for the circuit ; the 
side OAi representing the supply voltage, OG^ the voltage drop in 
the series impedance, and G^A^ the voltage at the terminals of the 
parallel branch circuits. 

The sides G^A-j^, G^B 2 i of the triangle represent, to dissimilar 

scales, the magnitudes of the currents in the fixed and variable 
branches respectively. 

Proof. Line Current and Branch-circuit Currents. The Jine current cor- 
responding to any particular value, of the varial>le impedance is given by 

I -—1b.— 

\ii(r,+ y,)] 

where y2 is tho value of admittance corresponding to the impedance Zg, 
and Fj is tlie admittance of tho non variable branch. 

Tho corresponding currents in tho branch circuits are : in 

the variable branch, and /g = in the non- variable branch, where Zg 

is the voltage at the terminals of these branches and is given by E - /iZ,. 

Now /i = /g -f /a ^ /g -f Fa(^ - 

and when tho current in the variable branch is zero, the line current is 
= Y,{E^I^Z,). 

Whence, by subtraction, 

/■ -lo = /2 ^ - /.?.) - Y.(E - i„z,) 

= /,-r,z,(A-/„) 

or h (I 4- ZJZ,). 

Tlius the current in tho variable branch is equal to the vectorial difference 
of the line and no-load currents multiplied by tho complex number (I 
which is a constant quantity for a given circuit. 

Now Fig. 70, is the difference of tho line current and no-load current 

vectors. Hence, Bgf^i represents the magnitude of tho current in tho variable 
branch to a scale VCl + 2 (Zg/Zg) cos {(pr-qJz) + (^1/^3)*] times the scale of the 
line current. 

Tho current /g in tho branch of fixed impedance is proportional to the 
voltage, ^Jg, at tho terminals of the parallel branches. Now the triangle 
OG^A^ IS the voltage triangle for the circuit (see p. 126), and the voltage at 
tho terminals of the parallel branches is represented by G^A^. the scale l^ing 
Zj times tlio scale for tlie line current. Hence the magnitude of the current 
ill the branch of fixed impedance is given by /g = -K'g/Zg =(pZi/ZgjGi.4j ; 
i.o. the magnitude of this current is represented by G^A^, the scale being 
1 cm. = (pZ^IZ^) amp. But the vector GiA^ only gives the phase of this 
current in the special case when the reactance of this branch is zero. 

Power Taken from the Supply System. At no load the power taken from 
the supply system is given by : Pq == ET^^ cos 99^, where (p^ is the phase 
difference between tho no-load current and the supply voltage. The power 
taken from the supply system at short circuit is given by Pg = EJg cos q}^. 

Now if the diagram of Fig. 70 is drawn to a scale of 1 cm. = p amp., the 
power taken at no load is rojiresented by JS^.p.OiJg.cos 97^, or by pEy^^ where 
is tho ordinate at Similarly the powder taken at short circuit is 
represented by E.p.OA^ cos or by pEy^, where is the ordinate at and 
generally, if any particular line current, i, is represented by the vector OGj, 
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the power taken from the supply system is represented by pEy^ where y is 
the ordinate at Oi. Therefore the power taken from the supply system is 
represented by the ordinate of the extremity of the current vector, the scale 
being 1 cm. — pE watts. 

Power Expended in Series Impedance. The equation representing the l^ll 
loss in the senes impedance, Zj, is deduced as follows — 

Let the line current I bo represented by the vector 00^, the co-ordinates 
of the point being x, y. 

Then, = ip.OO^)^ i?i = p^x^ + 

If r is the radius of the current circle and x^, y^, are the co-ordinates of its 
centre, the equation to the circle is 

{x - a-j)* + (!/ - yc)‘ = r\ 
from which we obtain 

+ 2 /* = + 2ijy^ - (x^^ + y^^ ~ r^) . . . ( 47 ) 


Hence the I^R loss in the series impedance is rejiresented by 

/2/?i = p^x^ + 2/2)7?! 

= p^Ii^l2xx^ + 2yy^-{x^^ + 2/c* *-»“)] 

= 2pm^[xx^ + yy^ - ~ r^)] 

, 4 yvc - -I- 

+ Vc^) 

= [2pHi^^(x,^ + y,^)]QJ1, 




since the expression \xXf> -f- VUc "* "f 3/c* V(^c* 2?c^) rf‘PT’©sents the 

perpendicular distance 6\7/ of the point x, y (i.e. the point Q^), from the straight 
line which is represented by the equation 


+ yyc “ i(^c* + 2/c" - 

this lino being the “ semi-polar of the origin with respect to the circle. 
Thus the semi -polar of the origin with respect to the current circle is the 
datura lino from which the l^R loss in the series portion of the circuit is 
measured, the loss being given by the perpendicular distance, from the 
semi-polar of the appropriate jioint on the current circle, and the scale being 
1 cm. = 2 p 27 ?j^/(a :^2 y 2 ^ watts. 

The proof for the alternative method of obtainiiuf the l^R loss in the aeries 
impedance (i.e. from the iutercejit, made by the line A^U and the horizontal 
axis, on a line drawn from parallel to the semi-polar) is as follows — 

If from the points and the lines 6\N, Afi, and AJ]^, Fig. 70, 
are drawn parallel to, and perpendicular to, respectively, the semi-polar 
Ff/, then from the similar triangles VSL^ we have 

LS _VS ^ GJI 
Afi “ Ua ‘ A^Ii^ 

LS __ Afi 

'■®' (/,/i ~ 

Now (7i77, as already shown, represents the 7*7? loss in the series impedance 
when the current is represented by the scale being 1 cm. — ^p^Ri^y(x^±yg^) 
watts. Also A-JI^ and A^C both represent the I^R loss at short circuit, the 
scale for the former being 1 cm. = -f y^,^)y and that for the latter 

being 1 cm. = pE cos a watts, where a is the angle which the semi-polar 
makes with the vertical axis. 


• The semi-polar is the line which is parallel to the polar and is mid-way between the polar 
and the origin. Both the semi-polar and polar, in the present case, are perpendicular to the 
line Joining the origin and the centre of the circle, the equation to this line being -< 0. 
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Hence, 

AfiipE cos a) ■= 

i,e. ^ + y/) 

pE COB a 

Substituting this value for AiCjA^Hi in the above equation, we have 
LS ^ V(V-|- Vc^) 

QyH pE cos a 

Whence, LS{pE cos a) = 0iH[2p^Rj^y{x^^ + 2/^*)]* 

Therefore, LS represents the I^R loss in the series impedance, to the scale 

I cm. = pE cos a watts, when the current is represented by OOy 

Construction for the Polar and Semi-polar of a Oiven Point with Respect 
to a Circle. Let Q be the centre of the circle, (7, Fig. 71, and P the 
point from which the polar with 
respect to the circle is required. 

From P draw tangents to the circle, 
and join the points of contact by the 
line ADB. This line is the polar of 
the point P with respect to the 
circle, and is perpendicular to the 
line PQt joining the point P and 
the centre Q of the circle. 

To obtain the semi-polar, bisect 
DP at E and draw through E a line 
FBO, parallel to the polar. Then 
the line FEQ is called the aemi-polar 
of the point P with respect to the 
circle. 

Tn cases where the determination 
of the points of contact of the tan- 
gents is difficult, or may lead to an 
inaccurate construction for the polar, 
and semi -polar, the following construction may bo adopted : Divide the line 
PQ, joining the centre of the circle and the point P, at D and E such that 
PQ.QD 7^ or PD - PQ[l - {r/PQf]; and PE == ^PQll - (r/P(?)*]. 
Draw through the points D, E, lines perpendicular to the line PQ. Then 
the line through D is the polar, and that tlirough E is the semi-polar. 

The proof for this construction is as follows : Let the equation of the circle 
be {x - x^)^ -f- (y - — r^, and lot y', be the co-ordinatos of the point, 

Py for which the polar is required. Then the equation of the polar is 
(*-»c) + iV-Ve) (y'-Vc) = »■*. or 

x(x'- x^) + y{y' - yj - x^(x' - »„) - y^{y' - y^) - r* = 0, 
which is the equation to a straight line. Moreover, since the equation to the 
line joining the point P and the centre, Q, of the circle is 
x-x ' y-y' ^ ^ 

Vc-'V' * 

or - 2 /') - y{x^ - x') - x'y^ -f x^y' = 0. 

this line is perpendicular to the polar. 

Hence the distance between the centre, (?, of the circle and the point 
of intersection, D, of the line PQ and the polar (i.e. the perpendicular 
distance of the centre of the circle from the polar) is 

DO = + ?/c(//c - y') - - Vc^Vc ^ V') + 

VlK-a?')* + iitc-yT] 

r* 



Fig. 71. Pertaining to Polar 
AND Semi-polar 


V[K-*T + (yc-y')‘] 
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Also the distance between the points P and Q is 

Therefore PQ.DQ = r*. 

Power Expended in the Branch Circuit of Fixed Impedance. The power 

expended in this portion of the circuit is given by P^ — 

Now the triangle Fig. 70, is the voltage tiiangle for the system, 

the side OA-^ representing the supply voltage, OQ^ the voltage drop in the 
series impedance, and O^A-^^ the voltage at the terminals of the parallel 
branches. 

Since the vector OA^ represents the short-circuit current to a scale of 
1 cm. = p amp., and this current is given by EjZ^, the same vector, OA^, 
will also represent the supply voltage to a scale Z^ times the current scale, 
i.e. the scale for voltage is 1 cm. = pZ^ volts. Therefore 

p, = = R,{pZ,.a,A,IZ,r = -•«•)» + (!/,- 3 /)*]. 

since O^A^^ = - »/)“, whore i/^, are the co-ordinates of the 

short-circuit point A i. 

Expanding this ex[)ressif)n and substituting for x^ + from equation (47), 
we have 

^3 = 2{x{x^ - T,) + y(y, -y,)-i[ {x^^ - f (y,*- y/)- r* ] } . 

Whence, 

p, = VI (^c + (yc - %)*] 

- ^») + yj’Je - .’/<) - i [<^C^ - V) 4 - .V«*) - 

VCK-^s)’' + (3/c-.Vs)'“J 

= VI - ■>•»)* + (2/c - %)*] -".A', 

since the expression 

- ^s) + yj^c - V J - i \ iyc' - .Vs^) - 1 

+ (2/C-2/.9)" 

represents the perpendicular distance, G^K of the point x, y (i.e. the point (?i) 
from the tangent at A^. Therefore the tangent at the short-circuit point is 
the datum line from which the power expended in the branch of constant 
impedance is measured, the scale being 1 cm. 

= (2p2/?3Zi2/-^3®)\/[.(^c-^s)^ + (y^-y.)*] watts. 

Power Expended in the Branch Circuit 0! Variable Impedance. To show that 
this quantity is represented by GiN — Draw from G^ a lino, G'ja, parallel to 
VAy to intersect AiB 2 (the line joining the no-load and short-circuit points) 
at a, and from a draw a line parallel to A^U to intersect at G^S (which is 
parallel to the semi-polar) at d. From d draw a horizontal line to intersect 
O^W (which is parallel to VT) at JV. Then this point, N, coincides with the 
intersection of A^B^ and Q^S, since the triangles oiV6, A^TU are similar. 

Now the portion dS^ of G^S, is made up of two parts, dL and LS ; the 
former representing the power expended in the branch of fixed impedance, 
and the latter representing the l^R loss in the series impedance, the scale in 
each case being 1 cm. = pE cos a watts. Therefore the ordinate at d, or, 
alternatively, the ordinate at N, represents the power expended in the fixed 
portion of the circuit, the scale being I cm. = watts. Hence, jVH' 
represents this power to the scale 1 cm. = pE cos d watts, where d is the 
inclination of FT to the vertical axis.* 

• The line FT may bo called the ** total loss ** datum line, since the length of the per- 

pendicular, 63'iJ, drawn from Oj, is proportional to the intercept NW. 



CIRCLE DIAGRAMS FOR SIMPLE CIRCUITS 141 


The remaining portion, of (J^W must therefore represent the power 

supplied to the variable branch to the scale 1 cm. = pE cos d watts. Since 
d is usually a very small angle, the power scale when measuring parallel to 
VT is practically equal to the power scale wlien measuring along the 
ordinate. 

Therefore in the load diagram the power expended in, or supplied to, all 
parts of the circuit is obtained by drawing from (i) the ordinate 

(ii) a parallel, to FT, (iii) a parallel, to tho semi-polar Ff7. The 

power taken from tho supply system is then given by tho ordinate, 
the scale being 1 cm. = pE watts. The power expended in the series 
impedance is given by the intercept LE, or, alternatively, by tho ordinate 
at iy, tho scales being 1 cm. = pE cos a watts in the former case, and 
1 cm. — pE watts in the latter case. Tho power expended in the fixed 
portions of the circuit (i.e. tho series impedance and the fixed branch of the 
parallel portion of tho circuit) is given by A^TF, or, alternatively, by the 

ordinate at A^, tho scales l)oing 1 cm. = pE cos d watts in tho former case, 

and 1 cm. = pE watts in tho latter case. Tho power sui)plied to the variable 
branch of tho circuit is given by G^N^ or, alternatively, by tho difference in 
the ordinates at G^ and A7, the scales being 1 cm. = j)E cos d watts in tho 
former case, and 1 cm. — pE watts in the latter case. 

Efficiency* The ratio (power supplied to branch of variable impedance 
power tak(‘n fiom sii})])ly system) is given by (\N fG^W . 

Now, if tho lines A and VT are produced beyond T, and any horizontal 
line be drawn to intersect their exten.sions at I and h, respectively ; and if Gy 
be joined to T and produced so as to cut this horizontal lino at k\ tho efficiency 
is given by Ikjlh. Thus, if from k a line, krn^ is drawn ])arallel to VT to 
intersect 77 and tho horizontal axis at n and m respectively, we have, from 
the similar triangles 77//, nkl 


But 

Therefore, 


^_lk 
Th Ih 

__nk__ GjI^ 
mk ~ Th ~ G\ IF 
Ik _ GyN 
ih IF 


Hence if Ih be divided into 100 equal parts, with the zero point at I and the 
100 point at //, the percentage efficiency is given dinjctly by tho scale reading 
at k (i.e. the point at which tho lino joining and T intersects tho scale). 


Construction of the Load Diagram from Test Data. For the case, 
discussed above, where the power factor of the variable branch 
circuit is constant and the impedance of this portion is variable 
between zero and infinity, the following construction for the no- 
load and short-circuit diagram may be adopted when the magnitude 
and phases of the no-load and short-circuit currents are known. 

Draw rectangular axes OX, OY, and from the origin 0 draw the 
vectors OA^, Fig. 72, to represent the no-load and short-circuit 
currents, respectively, to a convenient scale, the inclination of 
these vectors to the vertical axis being (p^ and respectively. 
Join the points and A ^ ; bisect this line at F, and draw the 
perpendicular at FQ. From B^ draw the line B^Q to intersect this 
perpendicular at Q, which is the centre of the current circle. The 
angle which B^Q makes with the horizontal axis. B^X", at B^ is 
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equal to ±9^2 + 2^,* where cos 992 is the power factor of the variable 
branch (9^2 being positive for a leading power factor and negative 
for a lagging power factor), and %p is the angle OA^B^- Hence when 
the power factor, cos (p^, of the variable branch is lagging, 
is drawn below the horizontal axis, B^X", the angle X^'B^Q being 



Fig. 72. Constbuction of No-i^oad and Shobt-cibcuit Diagbam 
FROM Data of No-load and Shobt-cibcuit Tests 

equal, numerically, to ((p^ - 2y)* ; but if the power factor is leading, 
B2Q is drawn above the horizontal axis, B2X", and the angle X"B2Q 
is equal, numerically, to (992 + 2 y))* 

Proof. A roferonco to Fig. 69, which refers to the case when the power 
factor of tlie variable branch is lagging, and the no-load point lies below the 
short-circuit lino, will show that the line AQ containing the centre of tlie 
current circle is inclined at the angle q ?2 with respect to the horizontal axis 
AX', this angle being below the horizontal axis because the power factor is 
lagging. Now since the angles AQB^, AA^B^, both subtend the same arc, 
AB^^ of the circle B^AA-JI, but the former angle is at the centre, and the 
latter is at the circumference, of the circle, the angle AQB^ is double the 
angle AAjJB 2 . Hence the angle which the line B 2 Q makes with a horizontal 
axis drawn through iJg is equal, numerically, to 773 - 2y). Therefore the line 
B 2 Q, Fig. 72(a), which is inclined at an angle equal to - 7 2 + ~ “(7’2 - 27’)» 

with respect to the horizontal axis BzX", passes through the centre of the 
circle. 

In a similar manner it may be shown that when the power factor of the 
variable branch is leading, the line B 2 Q, Fig. 72{b), which is inclined at an 
angle equal to -f 9^2 + with respect to the horizontal axis B 2 X", passes 
through the centre of the circle. 

The diagram is completed by constructing the efficiency scale 
and drawing the datum lines for input, output, etc., in the manner 
already described. 

* If the no-load point lies above the short-circuit line, i.e. if 99, >9?ot as 
in Fig. 72 (c), the negative sign must be given to 2tff, 



CHAPTER VIII 

THE SINGLE-PHASE TRANSFORMER 


One of the greatest advantages of alternating currents over direct 
currents is the facility with which the voltage can be changed from 
a low to a high value, or vice versa^ to meet the requirements of, 
say, long distance transmission or distribution for industrial power 
and lighting supplies. In all large A.C. distribution systems the 



Fig. 73. Element aby Diagbams Showing Abbangements of 
Cobb and Windings in Cobe-typb (left) and Shell-type (bight) 
Tbansfobmebs 


voltage at a consumer’s premises may have a value quite different 
from that at the generator, and several changes of voltage may 
occur between the generator and the consumer. These changes of 
voltage are effected, with almost negligible loss of energy, by means 
of stationary transformers working on the principle of mutual 
induction. 

Principle of Transformer. A transformer consists essentially of 
two electric circuits, tightly coupled magnetically. One circuit 
(called the primary) is designed to receive energy from an A.C. 
supply system ; and the other circuit (called the secondary) is de- 
signed to deliver energy of the same form and frequency, but 
usually of a different voltage, to a load. In practice, the tight 
magnetic coupling between the circuits is obtained by arranging 
them in the form of either concentric or sandwiched coils, spaced 
as closely together as the conditions of construction and operation 
will permit, and providing a magnetic circuit of low reluctance. For 
low-frequency systems the magnetic circuit is built of alloyed steel 
laminations with interleaved joints, so as to reduce the reluctance. 
The sketches in Fig. 73 show two arrangements for the coils and 
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laminated core. Hence when the primary is connected to an A.C. 
supply system, an alternating flux is produced in the core, and this 
flux links with the turns of both primary and secondary windings, 
thereby inducing E.M.Fs. in these windings. The E.M.F. induced 
in the primary is in the nature of a back-E.M.F. and opposes the 
supply voltage ; that induced in the secondary is expended in pro- 
ducing current in the load. The transference of energy from the 
primary to the secondary, therefore, takes place electromagnetically 



Transformed 

in virtue of the magnetic coupling between the circuits. Thus the 
magnetic coupling plays an important part in the action of the 
transformer. 

Elementary Theory of Ideal Transformer. In an ideal transformer 
(i.e. one without losses or magnetic leakage) an alternating flux O, 
produced by the magnetizing effect of the primary, links with the 
whole of the turns of both primary and secondary windings as indi- 
cated in Fig. 74 (a). This diagram shows the primary (P) and 
secondary (6^) windings spaced apart for clearness in representation, 
but in actual transformers these windings would be in the form of 
concentric coils. 

If iYi, N 2 denote the number of turns in primary and secondary 
windings respectively, the E.M.Fs. induced are = - (Ni/lO^)d0/dt 
and €2 = - (N2/lO^)d0/d(. Hence ratio of 

the induced E.M.Fs. is equal to the ratio of the numbers of turns 
in the respective windings. This ratio is called the ‘Hum ratio*’ or 
the “ratio of transformation.” It is denoted by K, 

If the flux follows a sine law, i.e. O = sin cot, then = - cdN^ 
X X 10”® cos (ot = X 10”® sin(co^ - and eg = - 
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X 10"“® cos o)t = (oN 2 ^rn X 10“® sin(a>^ - i'lr). Whence the R.M.S. 
values of the induced E.M.Fs. are 

X 10-8)/V2 - (27TlV2)<^mNif X 10-8 

= 4-440 X 10-8 . (48) 

E 2 = (a)N2<^rn X 10-8)/V2 = (27r/V2)0,,i^J X lO"® 

= 4-440 X 10-8 . (49) 

where / is the frequency of the alternating flux. 

Now, in the ideal case, Ei must balance the voltage applied to 
the primary. Hence if the R.M.S. value of this voltage is constant, 
and the frequency is also constant, the maximum value, 0,,j, of the 
flux must be maintained constant. Therefore a definite number of 
ampere-turns must be supplied by the primary to maintain the 
flux, and these ampere-turns must remain constant, irrespective of 
the load current in the secondary. Obviously this result is only 
possible when the ampere-turns produced by the current in the 
secondary winding are neutralized by an equivalent number of 
ampere-turns in the primary winding. Thus the effect of loading, 
or taking current from, the secondary is to cause a corresponding 
increase and alteration in phase of the current in the primary, so 
that the resultant ampere-turns of the two windings is constant 
and equal to the ampere-turns necessary to produce the flux. 

Itivh are the primary and secondary currents for a given load, 
and Iq is the primary current when /g is zero, then we must have 
I^N^ + I 2 N 2 - 1^^, or I^N^ = - I 2 N 2 -f 

Vector diagrams representing this, and the no-load, condition are 
shown in the diagrams (6), (c) of Fig. 74. In these diagrams the 
vector OD represents the magnetizing ampere-turns required to 
maintain the flux ; OB, the ampere-turns produced by the current 
in the secondary; and OA, the ampere-turns actually produced by 
the primary. The induced E.M.Fs. are represented by OE^ and 
0 E 2 y and the supply voltage by OFj. 

Observe that in the special case when the magnetizing ampere- 
turns are very small in comparison with the secondary ampere- 
turns, the primary and secondary ampere-turns will be practically 
equal and in opposition. Hence under these conditions we have, 
to a very close approximation : JiN^ — - /gNg, or == NJN^, 
i.e. the ratio of the primary and secondary currents is constant. 
This important relationship is the basis of the current transformer 
— an instrument transformer used with a low-range ammeter for 
the measurement of currents in circuits where the direct connection 
of the ammeter would be impracticable (see Chapter XVII). 

In diagram (c), which represents loaded conditions, it will be 
xi-~(T.5a45) 
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observed that the phase difference, between the supply voltage 
and primary current is, with lagging secondary currents, always 
greater than that, between the secondary voltage and current. 
Moreover, if 9?2 is constant, cp^ will depend upon the magnitude of 
the load current, decreasing as the load current increases. 

Differences Between Ideal and Actual Transformer. In an actual 
transformer the primary and secondary windings each have resist- 
ance ; magnetic leakage takes place between these windings ; and 
hysteresis and eddy-current losses occur in the magnetic core. 

The general effect of the resistance of the windings and the losses 
in the core is to cause loss of energy and heating. The resistance of 
the windings also causes voltage drops in both primary and sec- 
ondary windings, and a diminution of the flux with increase of 
load current. The core losses also cause the exciting ampere-turns 
for the magnetic circuit to be slightly greater than the magnetizing 
ampere-turns and out of phase with the latter. 

Magnetic leakage affects not only the flux Hnked with the sec- 
ondary winding (which is now less than the corresponding flux 
linked with the primary winding), but also the phase differences 
between the induced E.M.Fs. and the currents. 

Transformer with Losses, but without Magnetic Leakage. This 
case represents an approximation to practical conditions. The 
primary and secondary windings have resistance, and the magnetic 
core has hysteresis and eddy current losses such as would occur in 
a normal transformer. 

Consider, first, the effect of the resistance of the windings on the 
operation of the transformer. The resistance of the primary wind- 
ing causes a voltage drop, and therefore the E.M.F. induced in this 
winding has now to balance the vector difference of the supply 
voltage and the voltage drop in the primary winding. Thus 
= - fiRi, where is the supply voltage, the current in, and 

R^ the resistance of, the primary winding. 

Hence the induced E.M.F. decreases as increases, and there- 
fore, with constant supply voltage and frequency, the flux decreases 
with an increase of primary current. 

The decrease in the flux causes a corresponding decrease in the 
E.M.F. (^2) induced in the secondary winding, but as we are 
assuming no magnetic leakage the ratio E^jE^ will be constant. 

The secondary terminal voltage, is equal to the vector differ- 
ence between the induced E.M.F., E^, and the voltage drop, I^R^i 
in the secondary winding. Thus Fg — ^2 ~ = EJK - 

= where K — EJE^t and is called the ratio 

of transformation or, shortly, the ratio. 
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Therefore the secondary terminal voltage will change with a 
change of load (magnitude as well as power factor). But as, in 
commercial transformers, the voltage drop in each winding due to 
resistance rarely exceeds 1 per cent of the corresponding terminal 
voltage even in transformers of small output, and may not exceed 
one-quarter of 1 per cent in a large transformer, the elBFect of 



Fig. 75 . Oscillograms of Exciting Current (/q). Primary 
Applied Voltage (Fj), and Secondary Induced Voltage (E^) of 
Transformers 

(«)» W, («*) refer to a traiifeformer sui)i)lied at three different voltages ; (d) refers to 
another transformer, supplied at 10 per cent above normal voltage 
Ji.M.S. Values of Voltages and Currents — (a) Fj = 120 V., = 2-16 A.; (6) Fj 

- 100 V. (normal), /» = 1 1 A.; (c) Fj -- 60 V., /„ = 0-25 A.; (d) Vi = 110 V., 

/, = 4-6 A., Et = 225 V. 

resistance will cause only a relatively small change in the secondary 
terminal voltage with change of load. 

The manner in which this change of secondary terminal voltage 
is influenced by the power factor of the load is shown in the vector 
diagrams of Fig. 76, one diagram (a) being drawn for a load of 
lagging power factor, and the other diagram (6) being drawn for a 
load of leading power factor. 

If the power factor of the secondary side is cos (p^ and that of 
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the primary (input) side is cos the secondary terminal voltage is 
given approximately by 

1^2 *“ [(^1 ^ 1^1 9 ^ 2 * 

The eiBFect of the core losses (i.e. hysteresis and eddy currents) 
and magnetic saturation is to cause the exciting current for the 
magnetic circuit to lead the flux and its wave -form to be distorted 
in the manner explained in Chapter XIV, and shown graphically 



Fig. 76 . Vector Diagrams for a Transformer having Iron 
AND Copper Losses, but no Magnetic Leakage 
( a) Srcoiid.iry ciimMit lagging, ( h ) Secondary current leading 


in the oscillograms of Fig. 75, which refer to a small transformer 
excited at various voltages. 

With a sine-wave supply voltage, the flux will be sinusoidal, but 
the exciting current will be distorted. Therefore, in drawing the 
vector diagram for these conditions, we have to show the equivalent 
(sine wave) exciting current (see p. 329). 

Vector Diagram for Transformer with Losses, but without Mag- 
netic Leakage. In Fig. 76 are given two vector diagrams for a 
transformer with losses, but without magnetic leakage. One dia- 
gram (a) is drawn for a load having a lagging power factor, and the 
other (h) is drawn for a load having a leading power factor. In both 
diagrams, representation is as follows: flux, OO; induced E.M.Fs., 
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OEif 0 ^ 2 J exciting (no-load) current, O/q*, primary 6urrent, 01^; 
secondary current, 01 ^ ; primary ampere-tums, OA ; secondary 
ampere-turns, OB ; exciting ampere-turns (resultant of OA and OB), 
0C \ magnetizing ampere-turns, 0D \ actual voltage drop in pri- 
mary, /i-Bi ; actual voltage drop in secondary, ; supply volt- 
age, OVi ; secondary terminal voltage, OF 2 . The vectors repre- 
senting the voltage drops have been drawn very much exaggerated 
in order to render them clear in the diagram. 

Magnetic Leakage. The arrangement of the primary and sec- 
ondary windings on separate limbs of the core, as shown in diagram 



Fig. 77 . Magnetic Leakage m Transformer 

(tt) Fhix distribution in core-type transformer having windings on bep:vrate limbs. 

( 0 ) Hyix)tlietical coinijonent fluxes 

(a), Fig. 74, results in considerable magnetic leakage, especially 
when the secondary is loaded, as the ampere-turns produced by 
the secondary winding, being practically m opposition to the pri- 
mary ampere-turns, tend to force the flux (which at no load links 
with the secondary winding) into the leakage paths as represented 
in diagram (a). Fig. 77. The leakage obviously increases with an 
increase of load current, because this results in increased amperi^ 
turns of both windings and the production of a high magneto-^ 
motive force across the leakage paths. Hence a transformer having 
the windings arranged as shown in Fig. 74 (a) would have a heavy 
drooping characteristic for the secondary voltage. 

The theory of the transformer with magnetic leakage may be 
developed by considering fictitious leakage fluxes to be super- 
imposed upon the ideal flux, O, which hnks both windings and 
remains constant. These conditions are represented in diagram (b), 
Fig. 77. 

The leakage fluxes take paths which comprise air and iron, the 
reluctance of the air portions of the paths being many times that 
of the iron portions. Hence the leakage fluxes will be directly pro- 
portional to, and in phase with, the ampere-turns expended across 
the leakage paths: i.e. the primary leakage flux, will be pro- 
portional to, and in phase with, the primary ampere-tums or 
the primary current; the secondary leakage flux, Oi^, will be 
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proportional to, and in phase with, the secondary ampere-tnms 
or the secondary current. 

The flux linking the primary winding will therefore be O + On, 
vectorially, and that linking the secondary winding will be O 
+ On, vectorially. 

The E.M.F. induced in the primary winding is then due to the 
flux (O + Oli), and that induced in the secondary winding is due 
to the flux (O + On)- 

The vector diagram representing these conditions is shown in 
Fig. 78, in which 00 represents the ideal flux ; 00, the no-load or 

exciting ampere-turns producing 
this flux; OA, OB, the primary 
and secondary ampere-turns re- 
spectively; OOli, the 

leakage fluxes ; OOj ( = O + On, 
vectorially), the flux linked with 
the primary winding; OO 2 (= 
O + On, vectorially), the flux 
linked with the secondary 
winding ; OE^, OE^', the induced 
E.M.Fs. due to OOi and OO 2 
respectively. 

Obviously each of the induced 
E.M.Fs., OEi, OE 2 , may be con- 
sidered to have a component due 
to the ideal flux, O, and a com- 
ponent due to the appropriate 
leakage flux. The component 
JC.M.Fs. are shown by OE^, OE^, 
OE^^, OEj,^, of which OE^, OE^ are 
the components due to the ideal flux, O, and 0Ei,2, are those 

due to the leakage fluxes O^, On respectively. 

Leakage Reactance. The component E.M.F.s OE^,^, OEjj^, due 
to the leakage fluxes are proportional to, and have a phase differ- 
ence of 90 degrees (lagging) from, the primary and secondary cur- 
rents respectively. Hence so far as phase difference from, and pro- 
portionahty to, the current are concerned, the E.M.Fs. are similar 
in nature to the internal E.M.F. in a reactance coil. We may there- 
fore conveniently consider that a transformer with magnetic leak- 
age is equivalent to an ideal transformer with reactance coils con- 
nected in both primary and secondary circuits, as shown in Fig. 79, 
such that the internal E.M.F. in each reactance coil is equal to that 
due to the corresponding leakage flux in the actual transformer. 



Fig. 78. Vectoii Diagrams for a 
Transfojimer having Magnetio 
Leakage and Iron Losses, but 
No Copper Losses 
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Hence if Xi, are the reactances of the coils in the primary and 
secondary circuits respectively, we have : X^ = ^li/A 5 ^2 = 

; where Ej^i^ Ej,2 are the component E.M.Fs. due to the leakage 
fluxes in the actual transformer, and h. h are the primary and 
secondary currents respectively. Since the reactances X^ are 
obtained by dividing the E.M.F. due to a leakage flux by the cur- 
rent producing it, they* are called leaJcdge reactances , X^ being called 
the primary leakage reactance and X^ the secondary leakage reojciaru^e. 


R. L, 




^ H 







Nfil 5 
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Fio. 79. Modification op Circuit Diagram of Ideal 
Transformer to IIepresent the Actual Case of a Transformer 
with Losses and Magnetic Leakage 


Similarly, the E.M.Fs. and are called the leakage-reactance 
E.M.Fs. of the primary and secondary windings respectively. 

Vector Diagram of Transformer with Losses and Magnetic Leakage. 
Fig. 80 shows the vector diagram for a practical transformer with 
losses and magnetic leakage. The vector 00 represents the ideal 
or no-load flux (O), which is considered to remain constant at all 
loads; 0 C\ the exciting, or no-load, ampere-turns; OD, the mag- 
netizing ampere-turns ; O^Jj, OE2, the E.M.Fs. induced in the pri- 
mary and secondary windings respectively by the flux O ; OA, OB, 
the primary and secondary ampere-turns due to the currents O/i 
and 0/2 respectively ; OE^^, OJE/^g, the internal E.M.Fs. due to the 
resistances of the primary and secondary windings; OEj;^, 0Ejj2, 
the leakage reactance (internal) E.M.Fs. of the primary and 
secondary windings respectively. 

The secondary terminal voltage is represented by OF2, and is 
equal to the resultant E.M.F. in the secondary, which is the vector 
sum of OE2, 0 Xr 2, and 0 ^l 2* These E.M.Fs. are shown in the vector 
polygon 0E2aV 2 f'be sides OE2, ^^2 taken in order. 

The primary terminal voltage (i.e. the supply voltage) is repre- 
sented by OFi and balances the resultant E.M.F. in the primary, 
which is equal to the vector sum of OE^, OE^^, OE^^y, and is shown 
by the vector OVy , The vector polygon for these E.M.Fs. is OEybVy, 
of which the sides OEy, Eyb, bVi represent the E.M.Fs. Ey, E^y, Ey^y 
taken in order. 

Observe that for both primary and secondary circuits the ter- 
minal voltage was determined from the internal E.M.Fs. on the 
same principles as were employed in Chapter III. 
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Alternatively, the terminal voltages could have been obtained by 
considering the actual voltage drops due to resistance and leakage 
reactance instead of the corresponding internal E.M.Fs. In this 
case the secondary terminal voltage would have been obtained 
from the induced E.M.F. (OE 2 ) minus the voltage drop due to 
secondary resistance, minus the voltage drop due to secondary 



Fjg. 80 . Vec’toh Diagram for a Transformer having Losses 
AND Magnetic Leakage 

leakage reactance. The primary terminal voltage (i.e. the supply 
voltage) would have been obtained from the reversed induced E.M.F., 
'plus the voltage drop due to primary resistance, plus the voltage 
drop due to primary leakage reactance. 

Simplified or Approximate Vector Diagram. A considerable sim- 
plification results if the vector diagram is drawn for a 1 : 1 ratio of 
transformation (i.e. the induced E.M.Fs. OE^, OE^, are equal) and 
for zero exciting ampere-turns. The primary and secondary ampere- 
turns and currents are then equal and in opposition; the vectors 
representing the internal E.M.Fs. due to resistance are in opposi- 
tion, and likewise also those representing the internal E.M.Fs. due 
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to leakage reactance. The resulting vector diagram is shown in 
Fig. 81. 

This diagram may be further simplified as shown in Fig. 82, in 
which the internal E.M.Fs. due to resistance and leakage react- 
ance are compounded to form a single impedance-E.M.F., which is 
represented by the vector FgFj'. Then if the secondary current, 




Simplified Vector Diagrams for a Transformer having a 
Ratio of Transformation of Unity 

secondary ienniiial voltage, and reversed primary terminal voltage 
are the quantities only considered, the diagram reduces to six 
vectors, of which three are inter-related in the form of a right- 
angled (impedance-voltage) triangle. 

Equivalent Resistance and Leakage Reactance. The diagram of 
Fig. 82 would be suitable for a transformer in which the ratio of 
transformation was X, instead of unity, if different scales were 
adopted for primary and secondary quantities. For example, the 
scale for secondary E.M.Fs. and voltages would be K times that 
for the primary E.M.Fs. and voltages; the scale for secondary 
current and ampere-turns would be l/K that for the corresponding 
primary quantities. 

The same result, however, would be obtained without changing 
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the scale of the diagram if all the actual secondary E.M.Fs. were 
multiplied by Z( = N-^jN^ before representation in the diagram, 
and the actual secondary current and ampere-turns were multiplied 
by IjK. Thus the actual secondary internal E.M.Fs. due to resist- 
ance and reactance would appear in the diagram as quantities 
K times their actual value. These quantities therefore represent 
E.M.Fs. in the primary which are equivalent to the secondary 
internal E.M.Fs. due to resistance and reactance. Hence, if we 
divide each quantity by the primary current, we obtain a resistance 
and a reactance respectively, which, when carrying the primary 
current, will produce in the primary, internal E.M.Fs. equivalent 
to the actual internal E.M.Fs. in the secondary. The value of re- 
sistance so obtained is called the equivalent secondary resistance 
referred to the primary, and is denoted by R^^ Similarly, the value 
of reactance so obtained is called the secondary leakage reactance 
referred to the primary, and is denoted by • 

Hence, on the assumption that I^jl^ — K, we have 
R^ = KI^R^Il^ = K^R^, 

= Kl^X^jl^ = K^X^. 

Thus the equivalent primary resistance (R^) referred to the sec- 
ondary “ (IiRJK)ll2 = RijK^. Similarly, the equivalent primary 
leakage reactance (Xi') referred to the secondary = {I-^X^IK)ll2 
= 

The comparison between equivalent quantities for primary and 
secondary circuits may be shown thus — 



Secondary 
Circuit : 
Actual 
Quantities 

Primary 
Circuit : 
Equivalent 
Quantities 

Primary 
Circuit : 
Actual 
Quantities 

vSecondary 
Circuit : 
Equivalent 
Quantities 

E.M.F 


KE^ 

E, 

EJK 

Current .... 

h 


Ii 

KIi 

Resistance 



E, 


Leakage reactance 



X, 



Conversely, primary quantities may be referred to the secondary. 

Approximate Relative Magnitudes of Primary and Secondary 
Resistances and Leakage Reactances. In a commercial transformer 
the UR losses at full load are divided approximately equally be- 
tween the primary and secondary windings. Thus, approximately, 
IiRi = Therefore RJR^ = - K\ or R^ - K^R^ = R^. 

Also since at full load the primary and secondary ampere-turns 
are approximately equal, and the leakage paths have approximately 
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equal reluctances, we have, approximately, X^jX^ = (NijN^'^ = Jf*, 
i.e. = K^X^ = X^. 

Detennination of Impedance and Leakage Reactance of Trans- 
former. These quantities are determined experimentally by an 
impedance or short-circuit test. One winding, usually the secondary, 
is short-circuited, and a low voltage (about 5 to 10 per cent of normal 
voltage) at normal frequency is applied to the 
other winding, so as to cause approximately 
full-load current to circulate. The input volt- 
age, current, and power are measured. 

Let these quantities be denoted by F, /, P 
respectively. Then V represents the impedance 
voltage of the complete transformer and P 
represents the total PR loss in the windings, 
because, owing to the low impressed voltage 
and the short-circuited secondary, the flux will 
have a very low value (only a few per cent of 
normal) and therefore the iron losses can be 
completely ignored in comparison with the PR 

The impedance of the transformer is then 

^ J.' IIjI'* XS/kX’MidUA.SilJSid 

given by F//, the resistance by PjP ^ and Triangles of 
the leakage reactance by -^/[(F//)^- (P//^)^.] Transformer 
Observe that PJP = + R^, so that if R^ is 

known, R^ can be calculated. The impedance triangle can then be 
divided into the appropriate equivalent triangles for primary and 
secondary, as shown in Fig. 83. Thus, if ABC is the equivalent 
impedance for the complete transformer, referred to the primary, 
AFD is the impedance triangle for the primary alone, and DEC 
is the equivalent impedance triangle for the secondary alone. 

In practice, the value of resistance calculated from PjP will 
usually be higher than that calculated from the measured resist- 
ances of the windings, the difiFerence being attributable to eddy 
current losses in the conductors and their supports. 

Example. The low-voltage winding of a 300-kVA., 11,000/2200-V., 50-cycle 
transformer has 190 turns and a resistance of 0*06 Q. The high-voltage wind- 
ing has 910 turns and a resistance of 1-6 fl. When the low-voltage winding is 
short-circuited, the full-load current is obtained with 550 volts applied to the 
high-voltage winding. Calculate (1) the equivalent resistance and leakage 
reactance referred to the high-voltage side, (2) the leakage reactance of each 
winding. 

Taking the full-load efficiency aa 98*5 per cent, the full-load primary cur- 
rent = 300,000/11,000 X 0-985 = 27-7 A. Hence, 

Equivalent impedance (Z) 

«= 650/27*7 = 19-8 0. 
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Equivalent resistance of secondary referred to primary 
= Ri' = 0*06(910/190)2 = 1*38 O. 

Equivalent resistance of transformer (referred to primary) 

= + R^' = 1*6 + 1*38 = 2*98 

Equivalent leakage reactance of transformer (referred to primary) 

= X - V[Z'^ - {R, + R^'n = 19*5 Q. 

On the assumption that the ratio (leakage roactance/resistance) is the same 
for each winding, we have 

Leakage reactance of primary 

= = 19*5 X 1-6/2-98 = 10*5 12. 

Equivalent leakage reactance of secondary referred to primary 
= Xa' = 19*5 X 1-38/2-98 =■ 9*0 Q. 

Leakage reactance of secondary 
•= 9(190/910)2 = 0*39 Q. 

Voltage Regulation and Its Predetermination. The voltage regu- 
lation (called also inherent regulation) of a transformer is defined as 



Fig. 84 Fio. S.'i 

Graphic Methods of Determining Voltage Kegulation of 
Transformer 


the difference between the no-load and full-load secondary terminal 
voltages, expressed as a percentage of the no-load voltage, for con- 
stant supply voltage and frequency. Thus, if denotes the ter- 
minal voltage of the secondary at no load, and denotes the 
voltage at full load, then the voltage regulation = 1(X) (FgQ- F 2 )/F 2 o. 

The voltage regulation for a given load and power factor can be 
readily determined by the aid of Fig. 82 when the impedance volt- 
age triangle is known. It is more convenient, however, to draw 
the diagram in the form shown in Fig. 84, in which the impedance 
triangle is in a fixed position for all power factors. 

Thus draw the vector 01^, representing the secondary current, 
horizontal and on it construct the impedance voltage triangle Oab 
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corresponding to this current. From 0 draw an arc AC of radius 
equal to the no-load secondary voltage, and from the apex, 6, of 
the impedance triangle draw 6j5, making the angle (p^ with the 
horizontal at 6, cos q)^ being the power factor of the load. Join OB, 

Then OhB is the voltage triangle for the transformer, and the 
secondary terminal voltage corresponding to a load current /g is 
given by bB. The angle BOl^ 
is the approximate phase 
difference between the primary 
voltage and primary current. 

If with centre B and radius 
Bh we draw the arc EbD, then 
the voltage regulation is given 
by 100 ODjOB. 

The diagram is readily 
adapted for other load con- 
ditions by constructing pro- 
portional impedance triangles, 
as indicated in Fig. 84, and 
drawing the vector for the secondary terminal voltage from the 
appropriate apex. 

If the voltage regulation is required for a constant load current 
at variable power factor, the construction shown in Fig. 85 (called 
the Kapp diagram) is more convenient. Thus with 0 as centre in 
a horizontal axis AOCj draw^ a semicircle ABC having a radius 
equal to 100 units of length (e.g. 100 mm.). Let this length repre- 
sent the no-load secondary voltage [ — primary (supply) voltage/A^]. 
Draw the perpendicular OB and let. this represent the vector of 
the secondary current. Construct the impedance voltage triangle 
Oab as shown, and with b as centre, draw the arc DEF, Mark on 
OB a scale of power factor with 0 at O and 10 at B. Then the 
percentage voltage regulation for any powder factor is obtained as 
follows : (1 ) project the appropriate point on the power-factor scale, 
e.g. G, to the circumference of the semicircle ABC, using the quad- 
rant AB for a lagging power factor and the quadrant BC for a 
leading powder factor ; (2) join the point of intersection, e.g. H io 0\ 
(3) measure the intercept, HJ, which gives to a close approximation 
the voltage regulation directly as a percentage. 

Calculation of Voltage Regulation. In cases where a graphical 
determination will not give accurate results, the voltage regulation 
may be calculated. Thus, if the vector diagram of Fig. 82 is re- 
drawn, as in Fig. 86, with the vector OFg in the horizontal axis OX, 
then, since in practice ~ cp^) is a very small angle, the projection, 



Fig. 86. Vectoh Diagram Illustra- 
ting Derivation of Approximate 
Formula for Voltage Regulation 
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Oc, of OVi on OX, may be considered equal to OVi, which repre- 
sents the no-load secondary voltage, F2o- Now Oc = OV2 + F26 
+ be, where b is the projection of the right-angled corner a of the 
impedance triangle on OX, But the side of this triangle 
— (i?2 + ^2^ = (^2 + Tv Similarly, the 

side ci’Fj (“^2 )'^2> that be (■^^2 ""1” -^i )'^2 Tv 

Hence, the percentage voltage regulation 

= 100( Oc - OFgl/Oc = 100(F26 + be)IOc 
= 100[(i?2 + ^l')^2 cos 9^2 -1 (^2 ^l)h sill 9^2]/i^20 • (^) 


Example. Calculate the voltage regulation at a power factor of 0*8 (lag) 
for the transformer, of which data are given in the example on p. 156. 

We have, from p. 156, 


4- = 0-06 + 1-6(190/910)2 = 0-12911. 

4- Xi' = 0-39 4- 10-5(190/910)2 = 0-897 Q. 
The full-load current /g = 300,000/2200 — 136 A. 


Whence, since cos 993 = C-8, 
and sin 993 = \/il- 0-8*) =:^ 0-6, 

100(0-129 X 136 X 0-8 4- 0-897 X 136 X 0-6) 
0/„ ro«ulat.on 11.000 X 190/910 


= 3-8 per cent 


Equivalent Circuit. When developing the theory of tlie trans- 
former with magnetic leakage and losses, it was shown (p. 150) 
that such a transformer is equivalent to an ideal transformer (i.e. 
one without magnetic leakage or losses, but with a magnetic circuit 
requiring a definite number of ampere -turns), together with ex- 
ternal (series) resistances and reactance coils in the primary and 
secondary circuits, and a resistance shunted across the primary to 
represent the iron losses. The circuit diagram for these conditions 
is shown in Fig. 79. 

To obtain the equivalent electric circuit, the magnetic coupling 
between the primary and secondary circuits in the ideal transformer 
must be replaced by an electric coupling. In order to effect this 
result, we make the ratio of transformation unity, adjusting the 
series resistances and reactances to suit, and connect across the 
primary circuit a reactance coil which will take a current equal to 
the magnetizing current. Thus, so far as voltages and currents are 
concerned, the series-parallel circuit shown in Fig. 87 will give con- 
ditions equivalent to those in the transformer. This electric circuit 
is therefore called the equivalent eireuit of the transformer. It may 
be reduced to a simpler, i.e. a parallel, circuit shown in Fig. 88, but 
this gives only a rough approximation to the actual conditions. 
The general vector diagram for such a parallel circuit has already 
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been deduced (p. 104), and therefore the approximate ^rformance 
of the transformer may be predetermined by the method described 
on pp. 120, 121. 

The general vector diagram corresponding to the more accurate 
equivalent circuit (Fig. 87) is deduced in Chapter XXII, together 
with the method of predetermining its performance. 

By ignoring the magnetizing current and iron losses, the equiva- 
lent circuit diagrams of Figs. 87 and 88 reduce to a series circuit 
similar to that shown in Fig. 64 (p. 122) and discussed on pp. 122-129. 

Losses and Efficiency. The losses occurring in a loaded trans- 
former are: (1) hysteresis and eddy-current losses in the iron core; 



Fig. 87 Fig. 88 

Equivalent Circuit Diagrams for Transformer 


and (2) losses in the windings due to resistance and also to eddy 
currents in the conductors. The losses occurring under item (1) are 
called iron losses ; those occurring under item (2) are called copjper 
losses. 

Since for all ordinary loads under normal conditions of operation 
the main flux remains almost constant at its no-load value, the iron 
losses may be considered as a constant loss. 

The copper losses may be considered as approximately propor- 
tional to the square of the current (primary or secondary). 

Now, efficiency = power output/power input = (power input - 
losses)/power input = 1 - (losses/power input). 

Hence, the maximum efficiency will occur at the load for which 
the ratio (losses/power input) is a minimum. At unity power factor 
this load corresponds to equality of copper and iron losses.* Thus 


* At unity power factor the power input = Vili and the total losses 
= -f Ii^R. The minimum value of the ratio (total losses/input) is obtained 
by equating the first derivative of this expression to zero and solving the 
equation. 


Thus, 


-1 / 4 . 

di, \v]i\ v^ij 


= 0 


(P./F.) /,-• + P/F. = 0 


Whence 


= P. 
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if P, denotes the iron losses, the primary current, and R the 
equivalent resistance of the transformer referred to the primary, 
then for maximum efiSciency, I^^R = P^-, or = \/(P,./P). 

If the iron and copper losses are plotted as a percentage of the 
input as shown in Fig. 89, the percentage efficiency curve is readily 
deduced, and it will be apparent that the point of intersection of the 
copper and iron loss curves corresponds to the maximum efficiency. 

By suitable design, therefore, it is possible to make the maximum 
efficiency occur at any desired load. For example, if the full-load 
copper loss is equal to the iron loss, the maximum efficiency will 



occur at full load; but if the full-load copper loss is three times 
the iron loss, the maximum efficiency will occur at 57*7 per cent 
[ = \/(V3)] of full load, assuming unity power factor. 

All-day Efficiency. Since transformers supplying lighting and 
general networks have usually to remain in circuit for long periods, 
the cost of the energy expended in the losses is an important item 
in the operation of the transformer, particularly when the trans- 
former is lightly loaded for long periods. The selection of a trans- 
former for a given service cannot therefore be made on the basis 
of a maximum efficiency at full-load, unless the transformer is to 
be fully loaded during the greater portion of the time it is in service. 
Instead, the basis should be a maximum all-day efficiency, a quantity 
which takes into account the energy .output and input. 

Thus, 

all-day efficiency 

energy output for a given period 

= ^ TTT ^ (^-g- 24 hours) 

energy mput during the same period 
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Example. A 300 kVA. transformer {A) hae an iron loss of 1*25 kW. and a 
full-load copper loss of 3*76 kW. Another 300 kVA. transformer {B) has an 
iron loss of 2*6 kW. and a full -load copper loss of 2*6 kW. If each transformer 
is connected separately to a load which varies over a period of 24 hours in the 
following manner — 


Periods — 

1 a.m. — 6 a.m. — 7 a.m. — 8 a.m. — 9 a.m. — 12 noon — 2 p.m. — ^6 p.m. — 8 p.m. — 10 p.m. — 1 a.xn. 
Load (kW.) — 

100 200 300 300 300 280 300 360 280 200 

calculate for each transformer — (1) the all-day efficiency, (2) the cost of the 
losses over the above period on the basis of energy at a flat rate of 0‘8d. per 
kWh. Calculate also the maximum efficiency of each transformer and the 
load at which this maximum efficiency occurs. 

The first step is to calculate the losses corresponding to the loadings given 
in the load curve. The iron losses are, of course, constant and the copper 
losses at any load, say P kW., are obtained by multiplying the full-load 
copper loss by (P/300)^. 

Next, the kWh. expended in supplying the losses is calculated, and then 
the kWh. input and output during the loading periods are determined. The 
results are shown in tabular form. 


Load (kW.) 

100 

200 

280 

300 

360 

Loading period (hours) 

5 

4 

4 

8 

3 


0-42 

0-28 

1-67 

1-1 

3-26 

2-18 

3-75 

2-5 

5-4 

3-6 

Totallosses (kW.) B i 

1- 67 

2- 78 

2- 95 

3- 6 

4-51 

4-68 

5-0 

5-0 

6-65 

6-1 

kWh. expended in ( Transformer A 
supplying losses < Transformer B 

8-35 

13-9 

11-8 

14-4 

18-1 

18-7 

40 

40 

19-95 

18-3 

kWh. output during loading period 

500 

800 

1120 

2400 

1080 


Total kWh. output during 24-hour period = 5900. 

Total kWh. expended in supplying losses during 24-hour period, 
transformer A = 98-3; transformer B = 105-3. 

Whence, 

All-day efficiency, transformer A = 5900/(5900 -f 98-3) == 0-984 
All-day efficiency, transformer B = 6900/(5900 + 105-3) = 0-975 
Cost of losses per diem, transformer A = 98-3 x 0-8 = 78-6 pence 
Cost of losses per diem, transformer B = 105-3 X 0*8 = 84-3 pence. 

The maximiim efficiency of transformer B obviously occurs at full load 
(since the iron and copper losses are then equal) and its value == 300/305 
== 0-984. 

In the case of transformer A, we proceed eis follows : Let x = load (kW.) 
at which maximum efficiency occurs. Then (a;/300)* X 3-76 = 1-25, whence 
X « 173-2 kW. 

At this load, the total losses ~ 2-5 kW. and the efficiency = 173-2/176-7 
» 0-986. 

xa-(T 5*45) 
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Heating and Temperature Rise. The iron and copper losses pro- 
duce heating of the core and windings, and result in an increase of 
temperature of these parts with respect to the surrounding air or 
cooling medium. The rise of temperature will continue until the 
rate at which heat is dissipated by the cooling system is equal to 
rate at which heat is produced by the losses. 

If the rate of production of heat (i.e. the losses) is assumed to be 
constant, the transformer is assumed to be a homogeneous body, 
and the heat is dissipated naturally by convection, radiation, etc., 
the temperature rise will be a logarithmic function of the loading 
time (i.e. the duration of the loading measured from the time of 
application of load to the transformer initially at air temperature). 
The temperature-time curve is of exponential form, and the tem- 
perature rise, 0, at any instant, t, measured from the start, is 
given by 


0 = (51) 

where 0^ is the maximum temperature rise, and T is the heating 
time-constant, or ideal heating time, of the transformer. 

The heating time-constant is defined as the time, measured from 
the start, which would be required to reach the maximum tem- 
perature rise (0^) if none of the heat were dissipated (i.e. if all the 
heat produced by the losses were stored in the transformer and the 
initial rate of temperature rise were maintained). 

The value of the heating time-constant may be obtained either 
by drawing a tangent to the initial portion of the temperature-time 
curve and determining the time corresponding to the intersection 
of this line and the temperature line as shown in Fig. 90, or by 
calculating the ratio — (thermal capacity of the transformer/specific 
cooling factor), the specific cooling factor being the heat dissipated 
per second per 1® C. temperature rise. 

If, in equation (51) we make the substitution t = T, we obtain 
0 = 0^(1 - e~^) = 0-6320^. Hence, instead of determining T by 
drawing a tangent to the temperature-time curve at the origin, we 
can determine from this curve the time required to attain a tem- 
perature rise of 63*2 per cent of the final temperature rise. 

The heating time-constant of actual transformers varies from 
about 1 hour to 5 hours, depending upon the kVA. rating, voltage, 
and the method of cooling. 

Although the theoretical equation, 0 = 0^(1 - indicates 

that the final temperature is attained when the time is infinite, in 
practice this temperature is attained after a few hours of loading 
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in the case of small transformers and after several hours in the case 
of large transformers. 

Moreover, in practice, the actual heating and cooling conditicms 
may contain variable factors, and also the actual transformer is 
not a homogeneous mass. These conditions will, of course, have 
some effect on the shape of the temperature-time curve. 

The permissible values of the final temperature rise of the wind- 
ings (as determined by resistance measurements) for constant 
loading at the rated load are : 56° C. for air-cooled transformers 
(75° C. is permissible when mica or asbestos insulation is employed) ; 
60° C. for oil-immersed transformers with natural circulation ; 66° C. 
to 70° C. for oil-immersed transformers with forced circulation ; the 
ambient air temperature not exceeding 30° C. and the inlet tem- 
perature of the cooling water (when employed) not exceeding 20° C. 

Methods of Cooting. The natural cooling surface of the core and 
windings is, except in the smallest sizes of transformers, insufiSicient 
to dissipate the heat produced by the losses (even when the efficiency 
at full load is of the order of 98 per cent), and therefore artificial 
cooling is necessary for transformers of medium and large sizes. 

Artificial cooling may take the form of either an air blast or oil 
immersion. In the latter case, the transformer is immersed in oil 
contained in a steel tank, the external surface of which, augmented 
if necessary by corrugations, fins or radiator tubes, provides the 
cooling surface for heat dissipation. A typical arrangement is 
shown in Fig. 178 (p. 264). The oil performs the double function 
of transferring the heat from the core and windings to the cooling 
surface, and of providing additional insulation for the windings. 
In cases where, with natural circulation of the oil and external air, 
the augmented cooling surface of the tank is insufficient for cooling 
purposes, the circulation is augmented either by an external air 
blast or an internal cooler with water circulation. If these devices 
are insufficient to produce the requisite cooling, the oil is circulated 
by means of a pump, and is cooled by an external cooler with either 
water or an air blast as the cooling medium. 

Auto-transformer. An auto-transformer is a transformer with a 
single winding. At no load a portion of this winding is common to 
both primary and secondary circuits. When the transformer is 
loaded, a portion of the load current is obtained direct from the 
supply, and the remaining portion is obtained by transformer action. 
Hence, for a given volt-amperes in the load, the volt-ampere output 
from the secondary winding will be smaller than that for the corre- 
sponding case when an ordinary, or double-winding, transformer is 
employed. 
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Circuit diagrams showing no-load and loaded conditions in auto* 
transformers are given in Fig. 91 . From the diagrams (a), ( 6 ), for 
a step-down transformer, we obtain, when the magnetizing current 
and losses are ignored — 

VJV, = {N, + N,)IN, = K 
I,N, = (I, - I,)N, or /,//, = {N, -h N,)IN, = K 
VA. ratings of windings = ~ h) "f‘ ( “ ^2)^1 

= V, + F2/2-2V1 


Comparison of VA. Ratings of Windings of Auto-transformer and 
Ordinary Transformer. Assuming the same load currents and volt- 
ages in each case, and ignoring magnetizing currents and losses. 



(a), (b), step-down; (c), (<f), step-up 


the volt-ampere ratings of the windings of an ordinary transformer 
are + F2/2 = corresponding ratings for an 

auto-transformer are VJi + F2/2 “ 2F2/i = - ^Fg/j. 

Whence, 

VA. ratings of windings of auto-transformer ^ F2 
VA. ratings of windings of ordinary transformer Fj 

-l-g . ( 62 ) 

It can be shown that this expression also represents the approx- 
imate ratio of copper in the windings of the two transformers. 

Hence, for low ratios of transformation the VA. rating of the 
windings of an auto-transformer (and also the amount of copper 
required for the windings) will be much lower than that of an 
ordinary transformer for the same load. For example, when the 
ratio of transformation is 2 , the windings of an auto-transformer 
will require actually slightly less than one-half the amount of 
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copper required by the windings of an ordinary transformer for 
supplying the same load. 

Applications and Uses of Auto-transformers. On account of the 
common connection between the primary and secondary circuits, 
the applications of auto-transformers in practice are limited to 
circuits where such interconnection is permissible. Examples of 
such cases are : Starting equipment (called auto-starters) for three- 
phase squirrel-cage induction motors ; control equipment of single- 
phase and three-phase electric locomotives; voltage control of 
power and lighting circuits. On high-voltage transmission and dis- 
tribution systems, however, it is usually desirable to have the low- 
voltage circuits entirely isolated electrically from the high-voltage 
circuits, and therefore auto-transformers cannot be employed. 

Parallel Operation 

In the distribution of power for industrial and general purposes 
from a substation or distribution centre, two or more transformers 
are usually provided in order that the varying demands may be 
supplied as economically as possible. For example, at light loads 
only one transformer would be employed, and as the load demand 
increased additional transformers would be connected in parallel 
as required. 

Conditions for Parallel Operation. When transformers are to be 
operated in parallel, the primary windings are connected to the 
supply bus-bars and the secondary windings are connected to the 
load bus-bars. In making the connections, it is essential that ter- 
minals having similar markings or of similar polarity are connected 
to the same bus-bar. If this condition is not observed, the E.M.Fs. 
in the secondary windings of the transformers which are paralleled 
with incorrect polarity will act together in the local secondary 
circuits and produce the equivalent of a short circuit. 

In order to avoid circulating currents, and to ensure that the 
transformers share the load in proportion to their kVA. ratings, 
the following conditions must be fulfilled — (1) the primary windings 
must be suitable for the supply system voltage and frequency ; (2) 
the voltage ratio must have the same value for each transformer; 
(3) the impedance voltage triangles corresponding to the kVA. 
ratings of the transformers must all have the same shape and size, 
i.e. at the full-load currents the impedance voltages must have the 
same value for all the transformers, and the ratio (resistance/react- 
ance) must also have the same value for all the transformers. 

If condition (2) is not exactly satisfied, i.e. the transformers have 
slighi differences in their ratios, parallel operation is possible, but 
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circulating currents will flow in the windings. Over-heating 
may, therefore, occur if the full kVA. output is taken from the 
transformers. 

If condition (3) is not exactly fulfilled, i.e. the impedance triangles 
at the rated kVA.s are not identical in size and shape, parallel 
operation will be possible, but the power factors at which the 
transformers operate will differ from the power factor of the load. 
Hence, in this case the transformers will not share the load in 
proportion to their kVA. ratings. 

Standard Terminal Markings. Transformers built to British Stan- 
dard Specification have the terminals marked in accordance with 



bars 


Fio. 92 Fia. 93 

B.S.T. Ti:hminal Markincis and Connections of Transformers 
FOR Parallel Operations 

the diagram in fig. 92, and therefore in connecting such trans- 
formers in parallel, similarly marked terminals are connected to 
the same bus-bar as indicated in Fig. 93. 

Test for Polarity. In the case of transformers with unmarked 
terminals, a preliminary test for polarity must be made before such 
transformers can be connected in parallel. For this test a volt- 
meter is required having a range double the normal secondary 
voltage. 

Thus suppose we have two transformers A and B with terminals 
of unknown polarity. Permanent connections are made between 
the primary terminals and the supply, or primary, bus-bars. On 
the secondary side, one of the terminals of A is connected tempo- 
rarily to a terminal of B, and the other terminals of A and B are 
connected through the voltmeter (i.e. the two secondary windings 
and the voltmeter form a closed series circuit). If, when the pri- 
mary windings are excited, the voltmeter reads zero, the terminals 
which are temporarily connected are of similar or like polarity ; but 
if the voltmeter reads twice the normal secondary voltage, these 
terminals are of unlike polarity. 
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Equivalent Circuits. The equivalent circuit for two transformers 
operating in parallel is shown in Fig. 94. By ignoring the no-load 
or exciting currents, this circuit reduces to the much simpler circuit 
shown in Fig. 95, which, for the majority of cases, gives results 



Fxa. 94. Equivalent Circuit fob Two Transformers 
Operating in Parallel 


which are sufficiently accurate for practical purposes when the 
ratios of transformation are equal. For the case when the ratios are 
not exactly equal, the more exact circuit of Fig. 94 should be used. 


jlransFormer A 

T Fia Xia I Rza ^2 a 

CS..', “ ’'IB '^IB j ^2B ^2B I ^ g 

^ 1 ^ Transformer B ^ 


T 




Kig. 95. Approximate Equivalent Circuit for Two Transformers 
Operating in Parallel 


in order that the appropriate values of impedance can be obtained 
for the purpose of calculating the circulating current. 

In the simple equivalent circuit of Fig. 95, we have only three 
principal voltages, viz. the supply voltage, Vi ; the equivalent im- 
pedance voltage, F, and the load voltage, Fg. Since these voltages 
are common to all the transformers, the vector diagram can easily 
be drawn. 
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Vector Diagrams for Parallel Operation. In all cases the primary 
windings are assumed to be suitable for the supply system as regards 
voltage and frequency. The diagrams (Figs. 96, 97, 98) are drawn 
for the parallel operation of two transformers. The vectors OVi, 



Fig. 96. Vector Diagram Repkesknting Ideal Conditions for 
Parallel Operation 



Fig. 97. Vector Diagram for Parallel Operation of 
Transformers having Dissimilar Impedance Triangles 

OV 2 represent the primary (reversed) and secondary terminal volt- 
ages respectively; OJ, the load current, and O/g the secondary 
currents. 

(1) Ideal Case. Fig. 96 shows the vector diagram. The imped- 
ance voltage triangles of the individual transformers are identical 
in size and shape, and arc therefore represented by a single triangle 
Fi'aFg with the “resistance-drop” side, parallel to the load 
current vector 01. The currents I^, /u, in the individual trans- 
formers are both in phase with the load current, 7, and are inversely 
proportional to the respective impedances. Hence, 7 = 7^ + 7^ ; 
IJh = ^b/^a ; h = IZy^KZj, + Zb) ; 7b = IZJ(Z^ + Zb). 

(2) Equal Ratios, Dissimilar Im'pedance Triangles. Fig. 97 shows 
the vector diagram. The impedance voltage triangles are now 
represented by two triangles FgaF^', F 26 F 1 ', having a common 
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hypotenuse FgFj'. The ‘‘resistance drop’’ sides Vjb, are parallel 
to the vectors, 01^, 01^, of the respective secondary currents, and 
the sum of these vectors represents the load current, 01, The 
magnitudes of the secondary currents are, of course, inversely 
proportional to Fga and Fgft. 

(3) Unequal Ratios, Similar Impedance Triangles, (Note. Only 
relatively small inequalities in the ratios are permissible in practice.) 
Both primary windings are assumed to be suitable for the supply 
system, so that when each transformer is excited independently 
and the secondaries are not paralleled, the flux and magnetizing 
current are normal. The no-load secondary voltages will then be 
slightly unequal. These conditions are represented in the vector 
diagram (a), Fig. 98. 

When the transformers are paralleled on the secondary side and 
there is no load on the secondary bus-bars, the difference between 
the two secondary induced E.M.Fs. causes a circulating current to 
flow in both secondary windings. This current will be almost watt- 
less in relation to the E.M.F. producing it, and will cause voltage 
drops in both primary and secondary windings of such magnitude 
that the two secondary terminal voltages are equal and are in phase 
with each other when considering each internal circuit. These con- 
ditions are represented in the vector diagrams (6), (c). Fig. 98; 
diagram (6) referring to the transformer (A) having the higher no- 
load secondary voltage when independently excited; and diagram 
(c) referring to the other transformer (B). In these diagrams, the 
vectors Ole represent the circulating current in the secondary 
windings; and the vectors OB^, OB^, the ampere-turns produced 
by this current. The exciting ampere-turns are represented by OC, 
and the corresponding primary ampere-turns and currents are re- 
presented by OAi^, OA]}, and Oli^, OI^q respectively. As the ampere- 
turns due to the circulating current are assumed to be greater than 
the exciting ampere-turns, the primary current in transformer B is 
shown in the third quadrant of the vector diagram, i.e. this trans- 
former is feeding back into the supply system. In consequence, the 
voltage drop in the primary winding of this transformer is negative, 
and the induced E.M.F. (.E/gu) ^ greater than the value shown in 
diagram (a). Actually, for the conditions shown in diagram (c), the 
internal E.M.F. in the primary is approximately equal to the supply 
voltage, OVi, 

The voltage drop in the primary winding of A results in an 
induced E.M.F., which is represented by the vector ViG, The 
corresponding induced E.M.F. in the secondary is represented by 
OE^, 
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The common secondary terminal voltage, OF 2 , is obtained by 
compounding OE^k with the appropriate secondary im- 

pedance-voltages, which are of equal magnitude. Observe that the 
impedance voltage is compounded subtractively in one case (A) 
and additively in the other case (B). 

The vector diagram (d), Fig. 98, refers to one condition when the 
secondary bus-bars are loaded. The load current is represented by 



Transformers having Unequal Ratios of Transformation 

0 / 2 ; the secondary currents by OIz^, Oigu; and the primary cur- 
rents by 0/iA, O/jB. The internal E.M.Fs. in the primary windings 
are represented by OH, OJ, and the corresponding induced E.M.Fs. 
in the secondary windings by O-EJgv* These E.M.Fs. when 

compounded with the appropriate impedance voltages give the 
common secondary terminal voltage OFg. 

Calculation of Loadings of Transformers for Given Load on Bus- 
bars. In practice the problem usually concerned with the parallel 
operation of transformers is the determination of the kVA. loading 
of the transformers when the kVA. and power factor of the load are 
known, together with the equivalent resistances and reactances of 
the transformers. 

The case which we will consider is that of two transformers 
having equal ratios, but dissimilar impedance triangles. The 
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exciting currents will be ignored. Hence, the vector diagram of 
Fig. 97 will apply, from which it follows that 

/a//b = Ma = (^B +m/(jfA 

/ = /a “I* /b > /a-^a = /b^B 

whence Ij, = 1/(1 + ZJZ^) = /?b/(^a + ^b) • • • (53) 

and /b = //(I + ^b/^a) = /^a/(?a + ^b) . . . (54) 

Therefore and /b are determined. 

If the load kVA. is given, this quantity is substituted for I, and 
the results will give directly the kVA. loadings (symbolically) of 
the transformers. 

In many problems the resistances and reactances will not be 
given directly in ohms, but in the form of percentage voltage drops 
corresponding to full-load current. Since, however, the above equa- 
tions show that only the ratio of the impedances is required, the 
(ialculations may be carried out directly with the percentage values 
when the transformers are of equal kVA. rating. 

In the case of transformers of unequal ratings, however, the ratio 
of the ratings must be introduced into the above equations. Thus, 
let 7^/, 7 b/ denote the full-load currents ; F 2 , the load voltage ; % 
Fza/, % VzBf. the percentage impedance voltages corresponding to 
the full-load currents. Then % Fz^/ ~ 100 X % ^zb/ 

= 100 X Z^I^f/V2- 

Whence ZJZj, = (% Fzb/) X (kVAB/kVAJ . . (55) 

^b/Za = (% Fzb//% Fza,) X (kVA^/kVAB) . . (56) 

Example 1. Two transformers are connected in parallel to supply a load 
requiring 500 A. at 0*8 power factor (lagging), 400 V. The transformers have 
equal ratios of transformation and their equivalent impedances, referred to 
the secondary windings, are 2 4- ohms and 2*6 4- ohms. Calculate the 
current and kVA. supplied by each transformer and the power factor at 
which it operates. 

Let —2 4* j3t — 2'5 4* jS* 

Then 4* = 4*5 4” 75. 

Whence, from equations (53), (54), 

. f?A 500 ( 0*5 - 70 * 5 ) ( 2*5 4- j5) ( 4*5 - 75 ) 

~ ?A + ?'a + 8* 

= 252 -7170 5 

== ^(252* 4- 170-6*) = 304 A. 
cos <pj^ — 252/304 = 0*829 

Zj, 500 ( 0*5 - 70 * 5 ) (2 + 75 ) ( 4*5 - 75 ) 

• ® 4-6* 4- 8* 

= 148-^jl29-4 

/b = V(148* 4* 129-4*) = 197 A. 
cos (Pq = 148/197 = 0-75. 
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EiXample 2. Two transformers, A and B, of equal ratio and rating, share 
a load of 200 kW. at 0*86 power factor (lagging). At full load the equivalent 
voltage drop in transformer A due to resistance is 1 per cent of the normal 
terminal voltage, and that due to reactance is 6 per cent. The corresponding 
values for transformer B are 2 per cent and 5 per cent. Determine the load 
on each transformer. 


Now, 


Whence 


h 


2 4- jS 

j = 0-865 -jO-189 


kVA = 200/0-85 = 235 

kYA = 235(0-85 -jO-527) = 200 -jl23 8 


kYA^ = 


kYA 

1 + 


200 - jl23-8 
21 + j0 241 
= 87-6 -j69 


kVA^ - -h 692) ^111 

coR(p^ = 87-6/111 = 0-79 


kYA 200-jl23 8 

“ 1 + "" 1-865 -jO-189 

= 112-4 ^j55 

kVAjj = V( 112-42 + 552) ^ 125 
cosy),, = 112-4/125 == 0-9 


Example 3. A 750-kVA. and a 600-kVA. transformer are connected in 
parallel to supply a load of 1000 kVA. at 0-8 power factor (lagging). At the 
rated kVA. the equivalent voltage drops in the transformers due to resist- 
ance and reactance are 3 per cent and 6 per cent respectively for the 750 kVA. 
transformer, and 2 per cent and 4 per cent respectively for the 500 kVA. 
transformer. Calculate the loading of each transformer. 

Denoting the 780 kVA. transformer by A and the 500 kVA. transformer 
by B, we have, from equations (55), (56), 


Whence 


1± 

~ V760/ V2 
ZJZ^ = 1-147 + jO-0883 


0 867 -jO 0667 


kVAA 


kYA 1000(0-2 -jO-6) 
1 + ZJZ^, ~ 1 867 -jO 0667 


= 440‘-j305 

kVA^ = V(4402 -f 3052) ^ 535 
cos = 440/535 == 0-822 

kYA _ 1000(0-2-^0-0) 
kYAb - j ^ ~ 2147 h >0-0222 


= 360 -j295 

kVA,, - V(3602 H- 2952) - 465 
cos y)p = 360/465 = 0-774 



CHAPTER IX 

POLYPHASE CURRENTS AND SYSTEMS 

Distinction between Single-phase and Polyphase Systems. Up to the 

present we have dealt exclusively with circuits supplied from 
systems having only two line wires between which an alternat- 
ing E.M.F. was maintained. Such systems are called siv^le-phaae 
systems, and in this country they are employed chiefly for light- 
ing and small-power industrial applications. But with large-power 
industrial applications, and when conversion to direct current is 
required, polyphase systems are employed because of the advan- 
tages which they possess for these purposes over single-phase 
systems. 

A polyphase system is so called because a number of E.M.Fs. of 
the same magnitude and frequency, but not of the same phase, are 
produced by the generator and are utilized by the loads. In gen- 
eral, an 7i-phase system has 7h E.M.Fs., with mutual phase differ- 
ences of 27Tln radians, and requires a minimum of n line wires. 

Summary of Advantages of Polyphase Systems. The principal 
advantages of polyphase systems compared with single-phase 
systems are — 

(1) A polyphase alternator is smaller and less costly than a 
single-phase alternator of the same output, voltage, and frequency, 
because in the former case the armature periphery may be utilized 
more effectively than is possible in the latter case. Moreover, in 
the polyphase alternator the armature reaction, with balanced 
loads, is constant, whereas in the single-phase alternator the 
armature reaction is pulsating, and this feature requires a more 
costly construction in the single-phase alternator than in the 
polyphase machine (see p. 243). 

(2) Polyphase transmission requires less weight of copper in the 
line conductors than single-phase transmission (see p. 227). 

(3) With polyphase currents rotating magnetic fields may be 
produced by means of stationary coils (see p. 181). 

(4) The power in a polyphase balanced system is constant and 
non-pulsating (see p. 180). 

(5) Polyphase motors and converting machinery have a higher 
efficiency and better performance than single-phase machines, 
these features being due to items (3) and (4). 

. The Simplest Form of Polyphase Alternator. In Chapter I, when 
considering the simple alternator, it was shown that if the conductors 

]73 
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forming the coiJ-sides of the rotating coil were distributed over the 
surface of the supporting cylinder, the E.M.Fs. generated in the 
several turns were not in phase with one another (see Figs. 6, 7). 
Hence, if a number of coils, displaced from one another, are arranged 
on the cylinder and each coil is provided with slip rings and brush 
gear, as shown in Figs. 99 (a) and 100 (a ) — which show the arrange- 
ment for two and three coils respectively — we shall have the simplest 
form of polyphase alternator. 

The mutual phase differences between the several E.M.Fs. are 
equal to the mutual angular displacements, in electrical degrees, 
between the respective coils. For example, with two coils fixed 
90 electrical degrees apart [Fig. 99 (a)] the phase differences 
between the E.M.Fs. will be 90 degrees, and with three coils fixed 
120 electrical degrees apart [Fig. 100 (a)] the phase differences will 
be 120 degrees. 

Assuming the coils to be rotating with constant angular velocity 
in a magnetic field of uniform density, the E.M.Fs. will vary as a 
sine function of the time, and may be represented by the equations 

Cl = -Elm ^2 = ^2m sin(co/ - Jtt), 

in the former case [Fig. 99 (a)] ; and 

h == sin ODt, = E^^ sin(co< - § 77 ), eg = E^rn sin(a>< - IJtt) 
in the latter case. 

Graphical representations of the E.M.F. equations are given, in 
rectangular co-ordinates, in Figs. 99 (6), 100 (6) ; and vector diagrams 
shoving the R.M.S. values of the several E.M.Fs. are given in 
Figs. 99 (c), 100 (c). 

Conventional methods of representing the alternators in circuit 
diagrams are shown in Figs. 99 (d), 100 (d). 

Two- and Three-phase Systems. If each coil of the alternators of 
Figs. 99, 100, is connected to a separate circuit as represented by 
the conventional diagrams in Figs. 101, 102, the currents, assuming 
these circuits to be similar, will have phase differences of 90 degrees 
in the former case and 120 degrees in the latter case. Each of these 
combinations constitutes a pol}q)hase system, the former. Fig. 101, 
being called a two-phase system^ and the latter, Fig. 102, a three- 
phase system. 

Phases of a Polyphase System. In the present case the term 
“phase” refers to the separate circuits — forming part of, or being 
supplied by, a single alternator (or other source of electric power) — 
in which a phase difference exists between the generated, or 
impressed E.M.Fs. associated with the respective circuits. Thus 
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the circuits of a polyphase system are called the “ phases ” of 
the system. 

Symmetrical Systems. A polyphase system is symmetrical when 



Fig. 99. Simplest Form of Two-phase Alternator 



Fig. 100. Simplest Form of Three-phase Alternator 



Fig. 101 Fig. 102 


Circuit Connections of Alternators of Figs. 99 and 100 

the several E.M.Fs., of the same frequency, have equal maximum 
values and are displaced from one another by equal time angles. 
Thus in a symmetrical n-phase system the n E M.Fs. are displaced 
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from one another by 1 /nth of a period. The E.M.Fs., if sinusoidal, 
are represented by the equations 

ei == sin cot, = E^ sin 63 = E^ sin - 2 

• • • sin 

The E.M.F. vectors, therefore, form a regular closed polygon, and 
their vector sum is zero. Moreover, the algebraic sum of the 
instantaneous E.M.Fs. is zero at every instant. For example, 
with a three-phase system (n = 3) we have 

Bi = E^ sin (ot, 62 = E^ sin(ft)< - §7r), 63 = E^ 8in(co< - ; 

whence 

^1 + ^2 + ^3 = ^7n[sin cot + sin(co^ - §77) -f sin(co^ - .\ 7 t)] 

= E^[sin (ot 2 sin(co< - tt) . cos Jtt] 

= 0 . 

The principal symmetrical systems in practical use are the 
three-phase and six-phase systems, of which the latter is used 
almost entirely in connection with converting machinery and 
apparatus, and is obtained from a three-phase system. 

Balanced System. A pol3q)hase system is balanced when the 
loads on the several circuits, or phases, are equal and have the 
same power factor. Under these conditions the instantaneous 
power in the system as a whole is constant, notwithstanding that 
the power in each phase is pulsating. This feature gives polyphase 
systems a great advantage over a single-phase system for the 
supply of power to motors and converting machinery. 

Interconnection of the Phases of a Polyphase System. If the 
phases of a polyphase system supply separate circuits, as in Figs. 
101, 102, then a pair of line wires is required for each circuit. But 
by suitably interconnecting the phases the number of line wires 
can be reduced without affecting the operation of the system 
Thus the three-phase six-wire system of Fig. 102 can be reduced, 
to one having only three line wires. Similarly, four and six-phase 
systems can be operated with four and six-line wires respectively, 
and, in general, any symmetrical n-phase system can be operated 
with n line wires. 

The interconnection must be carried out in such a manner that 
if closed circuits are formed the sum of the instantaneous E.M.Fs. 
in them must be zero in order that there shall be no circulating 
currents in these circuits. 


27r" 
n ^ 




POLYPHASE CURRENTS AND SYSTEMS 


177 


The principal methods of interconnection are (1) the star con- 
nection, (2) the mesh, or ring, connection. These are shown 
diagrammatically in Figs. 103, 104. 

Star Connection of Polyphase Systems. The star connection, 
Fig. 103, is formed by joining one end of each phase to a common 
point — ^which is called the “ neutral point ” — and connecting the 
other ends to the line wires. In making this connection for a 
generator, transformer, motor or apparatus in which the electric 
circuits are interlinked with magnetic circuits, the line wires must 
be connected to the terminals, or the ends of the phases, which have 



like polarity at successive instants, as if this condition is not fulfilled 
the interconnected system will be unsymmetrical. [Examples of 
dissymmetry due to incorrect connections are, for the three-phase 
system, given on p. 189.] 

Hence in these cases similar ends (i.e. either “ starting or 
“ finishing ” ends) of the ])hases — assuming the coils to be wound 
in the same direction and connected in the same manner — must 
be connected together to form the neutral point. For example, 
with the simple three-phase alternator, shown in Fig. 100, the neutral 
point may be formed either, as shown in Fig. 105, by connecting 
together the coil -ends which were originally connected to slip 
rings 2, 4, 6, in which case the line wires are connected to slip 
rings 1, 3, 5 ; or, as shown in the alternative method of Fig. 106, 
by connecting together the coil-ends which were originally con- 
nected to slip rings 1, 3, 5, in which case the line wires are connected 
to slip rings 2, 4, 6. 

In the case of load circuits containing resistance or reactance, 
the particular ends of the circuits which must be connected together 
to form the neutral point are immaterial, provided that, with 

13— (T.5a45) 
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inductively-reactive circuits the several magnetic circuits are not 
interlinked magnetically. If the magnetic circuits are interlinked, 
however, as in the case of the three-phase reactance, or choking 




Fia. 105 Fia. 106 

Methods of Interconnecting the Three-phase Aeternator 
OF Fig. 102, to Obtain Three Line Wires 


coil, shown in Fig. 107, then only similar ends of the coils may be 
connected together. 

Line E.M.F. and Current Relationship for Star Connection. The 

magnitude of the E.M.F. between any pair of line wires, or terminals, 
of a star-connccted polyphase alternator 
is given simply by the vector difference 
between the E.M.Fs. of the phases to 
which these lines are connected, since in 
making the star connection of the wind- 
ings the ends of like instantaneous polarity 
were connected together. In the case of 
an unloaded ri-phase symmetrical system 
with sinusoidal E.M.Fs. each of the line 
voltages is equal to 

2 sin( 7 r/n) x phase voltage, 

and leads the corresponding phase voltage by [Ktt -27r/n)] radians, 
or (90 - 180/n) degrees, i.e. the voltage between the lines connected 
to, say, phases 1 and 2 is (90 - ISO/n) degrees in advance of the 
voltage of phase 1. 

Proof. Taking the pnsilivcj direct ion of tlie K.M.F. g(?ncratod in each 
phase to be outwards, or away from the neutral jjoint, as indicated in Fig. 103, 
the R.M.S. values of the E.M.Fs. in two adjacimt phases are represented 

in the vector diagram of Fig. 108, by the vectors OA , OB. The E.M.F. between 
the terminals of these phases is given by the difference of the vectors OA , OB, 
i.e. by the vector 00. 

Now in a symmetrical system = E^ ~ E, say. Hence, in Fig. 108, 
OA = OB, and 00 = AB. 

If AB IS bisected at F and this point is joined to 0, the line OF is per- 
pendicular to AB and bisects the angle between OA and OB. Therefore, 
AB = 2AF - 20 A sin |(27r/w). Whence OO ^ E^-E^^ 2E sin( 7 r/w) = 2 
sin (ir/n) x phase E.M.F. The angle between the vectors OO and OA is 
fiTT ~ i((27r/R)] radians, or (90~180 /r)°- 



Fig. 107. Connections 
OF Three-phase, Star- 
connected Choking 
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The current in any line is equal to the current in the phase to 
which the line is connected. 

Mesh, or Ring-connected Polyphase System. The mesh, or ring, 
connection (Fig. 104) is formed by joining the several phases in 
series to form a closed circuit and connecting the line wires to the 
junctions of the phases. In making this connection for a generator, 
transformer, motor, or apparatus in which the electric circuits are 
interlinked with magnetic circuits dissimilar ends of adjacent 
phases must be connected together. Hence the resultant E.M.F. 
acting in the closed circuit is equal to the vector sum of the several 


A F B 



D D 


Fig. lOS Fig. 109 

Vector Diagrams for Star- and Mesh-connected Polyphase 

Systems 

phase E.M.Fs. In the case of symmetrical systems with sinusoidal 
E.M.Fs., the resultant E.M.F. is zero, and therefore no circulating 
currents will flow in the closed circuit. With non»sinusoidal 
E.M.Fs. the resultant E.M.F. may not be zero, and in this case 
circulating currents will flow in the closed circuit. 

Line E.M.F. and Current Relationship ior Mesh Connection. The 
E.M.F. between two adjacent line wires is equal to the E.M.F. in 
the phase to which these line wires are connected. 

The current in any line wire is equal to the vector difference of 
the currents in the phases connected to that line wire. In the case 
of a balanced w-phaso system in which the currents are sinusoidal 
the line current is equal to 

2 sin(7r/n) X phase current, 

and leads the currents in the phases connected to that line wire 
by angles of (Jtt + 'fr/n) and (in-Trjn) radians, as shown below. 

Proof, Let the positive direction of the currents in the phases and line 
wires that marked in the circuit diagram of Fig. 104. Then, assuming 
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balanced loads, the phase currents are represented, in the vector diagram 
of Fig. 109, by the vectors OA^ OB, for the two phases under consideration. 
The current in the line wire connected to these phases is equal to - /,, 
and is represented by the difference of the vectors OA and OB, i.e. by the 
vector 00 , 

Now for a symmetrical and balanced system say. Hence, in 

Fig. 109, OA = OB, and 00 = BA — 2 OA sin i(27r/?i). Whence the line 
current (-- 00 ) — - ^ 2 I sin(Tc/w) -= 2 sin(Tc//i) X phase current. 

The angle between 00 and OA — ^i.e. the phase difference between the 
current in line wire A, Fig. 109, and the current in phase / — is equal to 
i(7r - 27r/n) = (Jtt - Tu/n) radians, or (90 - 180/)n°. Similarly, the angle 
between 00 and OB is equal to (Jtt -f Tc/n) radians. 

Power in a Balanced Polyphase System. The power in a balanced 
polyphase system is, at any instant, equal to the sum of the instan- 
taneous power in the separate phases. Thus if in an n-phase 
system the several E.M.Fs. are given by the equations 

. . . = JS7^8in(€o^“27r(n*- l)/n), 

and the currents arc given by the equations 
h = ^fn sin(ft)^ ~ (p), 1*2 = sin(m^ - 99 - 27r/n), 

^3 = sin(cof - 99 - 2(27r/n) ), . . . 
the instantaneous power is given by 
V ~ + ^2^2 + ^zH + • • • + 

= EJ[^ [sin o)t . sin (co< - 9? ) + sin {(ot- 27 T/n) . sin {cot - 99 -277 /n ) 
+ sin(co^ - AttIti) . sin{(ot -cp - AttIti) + . , 

= E^I^^[cos(p-cos{ 2 (ot-(p) + CO& cp - co&{ 2 cot - q) - An jn) 

+ cos 93 - cos (2co^ -99 - 877/71) + . . .] 
p — E^I^ I {n cos cp - cos( 2 (w^ ~ 9 ^) “ | cos { 2 (ot - cp) , cos 477/n 
+ sin( 2 co< - cp) . sin Anjn | | cos( 2 ft>^ -q^) . cos Hn/n 

+ sin(2co^ -99) . sin 877/71^ - . . .] 

— I [71 cos 99- cos ( 2 co/ -99) 1 1 + cos 477/71 + COS877/71+.J 

sin( 2 cof - 99) I sin An/n + sin 877/?^ + . . . | ] 

= COS 99 

= nE I cos 99 . . . ‘ . . . . . (57 ) 

[Note. — 1 + cos Anln + cos 877/71 + cos 1277 /ti + . . . = 0, 

sin 477/71 + sin 877/71 + sin 1277 /ti + • • • =0, 

n being an integer.] 

Hence the instantaneous power is expressed in terms of the 
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oonsbant quantities E, 7, n, cos <p. Therefore the total power in 
any polyphase system with balanced loads is entirely free from 
pulsation. 

Production of Rotating Magnetic Fields by Polyphase Currents. 

In addition to the above advantage a symmetrical polyphase 
system possesses the further advantage that a uniformly rotating 
magnetic field, of constant magnitude, may be produced by means 
of stationary coils. 

The general conditions to be satisfied for the production of a 
bi-polar magnetic field from an w-phase system are (1) the number 



Fig. 110. Space and Vector Diagrams for Analytical Proof 
OF Theorem of Rotating Magnetic Field 

of magnetizing coils must equal the number of phases, (2) these 
coils must be similar and must be arranged symmetrically with 
respect to a central axis, and (3) the angle between their magnetic 
axes, taken in order, must equal the mutual phase difference between 
the currents supplied to the coils (i.e. 360/w degrees). 

The speed of rotation of the magnetic field is equal to the angular 
velocity of the supply currents, i.e. the speed in revolutions per 
second is equal to the frequency of the supply currents. 

When a multipolar magnetic field is required there must be n 
similar coils per pair of poles, and the angle, measured in degrees, 
between the magnetic axes of the successive coils must equal 
(360 1 ^np), where p is the number of poles. In this case the speed 
of the field, in revolutions per st'cond, is equal to flip, where / 
is the frequency of the supply currents. 

In all cases the magnitude of the rotating field is given by 

H = hnH„, 

where is the maximum magneto-motive-force due to one coil. 

Atialytical Proof. Consider throe coils arranged, as in Fig. 110, with their 
magnetic axes 120° apart. Let these coils be supplied from a symmetrical 
three-phase system, and let the instantaneous values of their M.M.Fs. be 
represented by the equations 

sin lot, sin(fot - Jtt), sin(a>t - Jtt). 
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These M.M.Fs. have directions in space along tlxo magnetic axes of the 
respoclivo coils and they are each alternating at the frequency of the supply 
currents. 

The value of the resultant in space, duo to the joint action of the 

coils may, at any particular instant, be obtained from a knowledge of their 
components, at this instant, along two arbitrary axes perpendicular to 
<‘ach other. 

Thus, taking one axis (Y) along the magnetic axis of coll A, and measuring 
space angles in the counter-clockwise direction from the positive or right-hand 
horizontal axis, we have for the sum of the components of M.M.Fs. along the 
vertical axis at the instant t 


/jy = sin 90® + sin 210® -\- //^ sin 330® 

= [sin <jDt - J(sinfco^ - Jtt) - J sin{mt - in)] 

= a)t - i(sin cot.cos Jtt - cos cet.sin Jtt) 

- |(siu cot.cos iiz - cos (ot.sin ^|7t) ] 

= IJ^^ l^sin - 1 sin ^ cos cot^ "I | ^ ^^01 

— sin cot. 

Similarly, the sum of th(‘ components of M.M.Fs. fdong the perpendicular 
axis (X) at the instant t are 

/iy = cos 90° + /ig cos 210° 4“ ft'o 3^0° 

“ -f 


2 


[ - («* 


sin cot . cos 


ro^, i,! 


“7T - cos cot . sin 4- ^sin cot . 

- cos cot . sin f J 


= 4- ^ 11^ cos cot 

Therefore the magnitude of the resultant M.M.F. at the instant t is given by 
h = = V {(] sin cot)^ 4- Q cos cot)^} 

i.e. the resultant M.M.F. is constant in magnitude and is equal to 3/2 
X maximum M.M.F. of one coil. 

Let 0 n'present the space angle which the resultant M.M.F. makes with 
the X axis at the time t. 


Then 


i.e. 


tan 0 ^ — 

d — cot. 


:j H^^coscot 


= tan cot. 


Therefore the magnetic field rotates in the counter-clockwise direction 
with an angular velocity of o), and the number of revolutions per second is 
equal to the frequency of the supply currents. 

Chraphical proof. The construction for the graphical proof of the theorem 
is extremely simjile for the case of two' coils supplied with current from a 
two -phase system, the coils being arranged about a common centre with 
their magnetic axes perpendicular to each other. We shall, however, give 
the construction for the three-phase case. 

First, a time diagram is required showing the instantaneous values of the 
M.M.Fs. of the coils at successive instants of the period. This diagram may 
be drawn either in rectangular co-ordinates, as shown in Fig. Ill (o), or in 
polar co-ordinates, as shown in Fig. Ill (6). 
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Second, a space vector diagram is required showing the direc^tions of these 
M.M.Fs., as well as their magnitudes, in space. 

The space vector diagram for the three-phase case under consideration is 
shown in Fig. Ill (c), and contains three axes of reference, OX, OF, OZ, having 
a mutual displacement of 120°. 

To obtain the direction and magnitude of the resultant M.M.F. at successive 
instants, the instantaneous values of the M.M.Fs. of the coils are obtained 


(a) 



ib) (c) 

Fio. 111. Time and Space Diagrams fob Graphical Proof 
OF Theorem of Rotating Magnetic Field 


from the time diagram and are transferred to the space vector diagram 
from which the resultant is obtained by constructing the vector parallelogram. 

For example, let the period bo divided into twelve equal parts and the time 
int/orvals be numbered 0 to 12, as in Fig. Ill (a). At zero time let the M.M.F. 
of coil A be zero and the M.M.Fs. of coils B and C bo represented by the 
ordinates 6^, c^, in Fig. Ill (o). Setting these quantities off as 06^, in 
the space vector diagram of Fig. Ill (c), we obtain, by constructing the vector 
parallelogram, the direction and magnitude of the resultant Since 

6^ - - 0-866 and 0-866 the resultant Or^ is equa to 

2 X 0-866 cos 30° = § 

When one-twelfth of a period has elapsed the M.M.Fs. of the coils are 
represented in the time diagram by the ordinates Oj, bj, Cj ; and when these 
quantities are set off in their correct positions in the space vector diagrcun 
we obtain the resultant Orj. Since Oj = bi =- - the 

resultant Or ^ is equal to 4- 2 X cos 60° = Moreover, the 

angle between Or^ and Or^ is 30°, which is equal to the time angle (i.e. 
iV X 360°) between the points 0 and 1 in the time diagram. Similar results 
will be obtained for other points of the period. 
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Honce tho magnitude of the resultant M.M.F. is constant and is equal 

The lOv’us of tho resultant JNI.M.F. vector is a circle, and tho radius -vectot 
makes one revolution during each jieriod of the* siipjily current. 


Application of Polyphase Systems. Of the various polyphase 
systems available the three-phase system is the one most extensively 
employed at the present day, firstly, b('(‘ause this system requires 
the minimum number (three) of line conductors of any polyphase 
system, and, secondly, because it is possible, by means of siutionary 
transformers, to obtain other polyphase systems— such as the 
two, six, nine, and twelve-phase systems — from a three-phase 
system. 

COMMERCIAL POLYPHASE SYSTEMS 


We will now consider the three-phase and six-phase systems 
more in detail. 


Three-phase System 


In a symmetrical system the phase E.M.Fs. arc represented by 
the equations 

Cl == sin cot, Cn = sin(a>< - Itt), Cm = sin(a>/ - Jtt) 
Star-connected System. The circuit diagram for a star-connected 
system is given in Fig. 112, in which the assumed positive directions 
for E.M.Fs. and currents are indicated by arrows. The instantaneous 
values of the terminal, or line, E.M.Fs. are therefore given by the 
equations 


- 2 = ~ 

= ^^[sin o)t - sin(co^ -Itt)] 
= 2E^ sin Jtt . cos(m^ - Jtt) 
= . E,,,Qo^(coi-l7r) 

== . E^mi{(x)t I Itt) 


2-3 — ^II ^JII 

- E^[{i\n(cot~l7T)-sm(cot-}^7T)] 

- 2E^^ sin Itt . cos (to/ - tt) 

- \/3 . E„^voH{cot -tt) 

r . E„^ sin(ru^ - Jtt) 


= E„^[sm(cjot -‘!s7t) - sin (ot ] 

= 2E^ sin Itt cos(ft)^ - iV) 

— . E^ cos(a)^ ~;‘;7r) 

=- . E^y^ Hin{a)t - In) 

Thus the line E.M.Fs. are equal to one another and have a mutual 
phase difference of 120 degrees, or In radians. Also, the line E.M.Fs. 
have a phase difference (leading) of 30 degrees, or Jtt radians, with 
respect to the phase E.M.Fs. For example, the E.M.F. between 
lines 1 and 2 is 30 degrees in advance of the E.M.F. of phase I ; 
that between lines 2 and 3 is 30 degrees in advance of the E.M.F. 
of phase II ; and that between lines 3 and 1 is 30 degrees in advance 
of the E.M.F. of phase III. 
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The R.M.S. values of the line E.M.Fs. are 

= F2.3 = V3.^; F3.i-V3.A\ 

The vector diagram for a star-connected symmetrical system 
with balanced loads is shown in Fig. 113, in which the vectors 
OE^, OE^^y OE^^j, represent the jjhase E.M.Fs., and the vectors 
OVi . 2» ^^2 - 3> ^^3 - V represent the line E.M.Fs. ; OFj . 2 l>eing 
the difference between the vectors OE^ and OE^^ ; 0 F2 - 3, the 
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(’iiiei IT AND Vrc'tok Dia(3Rams of Tiireb:-phase, Star-connected 
(Three-wire) System 


difference between the vectors OE^j and OE^^^ ; 0 Fo . j, the differ- 
ence between the vectors OE^^^ and OE^. These vector differences 
may also be represented by the sides of the triangle formed by 
joining the extn^mities of the vectors rejiresenting the phase E.M.Fs. 
For example, the side E^^E^, taken in the direction Ei^-E^, is 
equal and jiarallel to OV ^ . Similarly, the sides and E^ 

ar(' equal and paralk*! to the vectors OVn. 3 and OF3 . j resjieetively. 
Henc(j in a star-connected system the line E.M.Fs. may be repre- 
sented by the triangle (or polygon, when the number of phases 
exceeds three) formed by joining the extremities of the vectors 
representing the i)hase E.M.Fs. 

The line and phase currents are shown, in Fig. 113, by the vectors 
O/j, 0/2, 0/3, eacl) of which has a phase difference of 9? with respect 
to the phase E.M.Fs., 9? being the power factor of each of the 
balanced loads. Hence the phase difference between the current in 
any line and the voltage across adjacent pairs of line wires may be 
(30 + 9?)®, (1^^ + 9^)°> or (90 -93)®, according to the particular 
phase and line wires considered. For example, the phase difference 
between the current in line 1 and the voltage across lines 1 and 2 is 
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(30 + (p)° lagging ; that between the current in line 1 and the 
V'oltage across lines 3 and 1 is (150 + q))° lagging ; but that between 
the current in line 1 and the voltage across lines 2 and 3 is (90 - 9 ?)° 
leading, the appropriate line E.M.F. vector being considered as the 
vector of reference in each case. These phase differences are shown 
clearly in the vector diagram, which has been drawn for (p lagging. 
If is leading the phase differences become (30 - 9 ?)°, (160 - (p), 
(90+ (pr- 

Star-connected System with Neutral Wire. This system, which 
is shown diagrammatically in Fig. 114 and is called the three-phase 
four-mre system, is used in cases where unbalanced loads have to be 
supplied from a three-phase system. The principal application of 
the system in practice is for supplying single-phase lighting net- 
works from a three-phase system which also supplies a power load ; 

and its advantage over the ordinary 
three-phase star-connected system 
without neutral wire (which is usually 
called the three-phase three-wire system) 
is that the power load may be supplied 
Fig. 114 . Circuit Diagram of at a higher voltage than the lighting 

Three-phase, Four-wirb load, since the latter is supplied at 

the “ phase ’’ voltage, while the former 
may be supplied at the “ line voltage of the system. For 
example, if the lighting load is supplied at a pressure of 230 volts, 
the power load may be supplied at a pressure of 230 X \/3 = 
400 volts. 

The current in the neutral wire is equal to the reversed vector 
sum of the currents in the line wires. Thus when the single- 
phase loads are balanced there is no current in the neutral wire, 
since the vector sum of three equal quantities having a mutual 
phase difference 120° is zero. When, however, the single-phase 
loads are unbalanced the magnitude of the current in the neutral 
wire and its phase relations with respect to the line currents depend 
upon the manner in which the unbalanced loads are distributed 
on the system. Vector diagrams for a number of cases are shown 
in Fig. 115, and a worked example is given in Chapter XIX. This 
example shows also the manner in which the voltage drop in the 
neutral wire affects the symmetry and balance of the voltages 
across the loads. 

Delta-connected System. The circuit diagram for a delta-con- 
nected* three-phase system is shown in Fig. 116 (a), in which the 

♦ The mesh connection of throe-phewe circuits is usually called the “delta” 
connection, and is represented by the symbol A. 
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phases are drawn in the same relative positions as in the diagram 
(Fig. 112) for the star-connected sj^stem. A comparison of the dia- 
grams will show what changes in connections are necessary to 
convert one system to the other. 



Fio. 115. Vector Diagrams Showing Method of Determining 
Current (/<,) in Neutral Wire op Three-phase, Foitr-wire System 
01 0 should be reversed in direction 

The convential circuit diagram for the delta- connected system 
is shown in Fig. 116 (6), this form of the circuit diagram being used 
in practice in preference to that of Fig. 116 (a). In both diagrams 
the assumed positive directions for E.M.Fs. and currents are 
indicated by arrows. 



Fig. 116 Fig. 117 

Circuit and Vector Diagrams op Three-phase, Delta-connected 

System 


In the delta-connected three-phase system the line E.M.Fs. are 
equal to the phase E.M.Fs., and their instantaneous values are 
therefore represented by the equations 

- 2 == sin (A)ty 

«^2 - 3 = «II = sin(a>< - Itt), 

3-1 = *111 = sinM - :!’’•)• 


V, 
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Hence the R.M.S. values of the line E.M.Fs. are 

If the system is balanced the instantaneous values of the phase 
currents may be represented by the equations 

h = Im^in{o)t-(p), iji = /^sin(co^ - Itt -99), == /^sin(a>t -|7r -99) 

and the instantaneous values of the line currents will then be 
represented by the equations 

h = h - hn = sin(ft>/ - 99 ) - /^sin(a>f -t'n‘-(p) 

= sin(mf -\7r~(p) 

H = hi ~ h Jfn sin( 6 e« sin(coi - 99 ) 

= \/3./y^ sin (cot -("‘ tt-” 7 ^) 

^3 = hii - hi I m sin (cot - > - 99 ) - sin (cot - | 7 r - 99 ) 

= sin (cot - ~ 9?) 

Thus the line currents are equal to one another and have a 
mutual phase difference of 120°, or §77 radians. Also the current 
in any line has a phase difference, lagging, of 30°, or Jtt radians, 
with respect to the current in the lagging phase connected to that 
line. For example, the current in line 1 (which is connected to 
the junction of phases I and HI) has a phase difference of 30°, 
lagging, with respect to the current in phase 1. Similarly, the 
current in line 2 has a phase difference of 30°, lagging, with respect 
to the current in phase II, and the current in line 3 has a phase 
difference of 30°, lagging, with respect to the current in phase III. 
The R.M.S. values of the line currents are 

A = /V3 ; h - ; h = ^ V^. 

The vector diagram for a delta-connected system with balanced 
loads is shown in Fig. 117, in which the vectors OE^, O/i/m 
represent the phase E.M.Fs. — and also the E.M.Fs. between the 
line wires — 01 0 /j„ O/ju represent the phase currents, each 

lagging 99 with respect to the appropriate phase E.M.F., and 
01^, OI2, 0/3 represent the line currents. Observe that the phase 
difference between the current in any line wire, e.g. 1 , and the 
voltage across the adjacent line wires, e.g. 1 and 2, is (30 + 
and is lagging with respect to the line voltage. 

Therefore, the phase relations between line currents and line voltages 
are the same for star- and delta-connected systems; and in every 
symmetrical and bdUinced> system the Hne-voltage vectors are displaced 
from the line-current vectors by an angle of (30 Jb the 
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phase difference between the E.M,F. and current in each phase, the plus 
sign to be employed when cp is lagging and the minus sign when (p is 
leading. 

Conversion of a Balanced Star-connected Load into an Equivalent 
Mesh-connected Load and Vice Versa. In consequence of the above 
relationship between the line and phase currents and voltages, 
any symmetrical and balanced star-connected system may be 
replaced by an equivalent mesh-connected system, and vice 
versd. For example, a three-phase star-connected system in which 
the line voltage is V and the line current is / may be replaced 
by a delta-connected system in which the phase voltage is V and 
the phase current is 1 1 VS. 

Similarly a balanced star-connected load for which the impedance 
of each branch is equal to Zlq)° may be replaced by an equivalent 
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delta-connected load for which the impedance per phase is equal 
to SZj(p°. These equivalent conditions are shown in the circuit 
diagrams of Fig. 118. 

Proof. Lot V — Hue voltago, 1 - lino current, and Zy = impedance per 
phase for the siar-cunnocted system. Then the pliase voltage is equal to 
r/\/3, and the ])haso current is equal to /. Whence Zy 

Now in the equivalent delta -connected system the line voltage and cuiTent 
must have the same values as in the star-connected system, and therefore we 
must have 

phase voltages -- \\ phase current 

impedance per phase ~ Z^ - r/(//\/3) y^.Vjl == 3Zy, 
since V jl - -v/Il.Zy. 

Moreover, as the ])hase difference between the line voltage and line current 
must be the same in both systems, we must have, tluTofore, the sanies phase 
difference between the phase voltag(*s and currents. Hence Z^/ 3Zy / (p°. 

"rhe case.s of unbalancovl loads are considered in Chapter XIX. 

Incorrect Star Connections. Two cases of incorrect star connec- 
tions are shown in Fig. 119, and the vector diagrams are shown in 
Fig. 120. In one case. Fig. 119 (a), one phase has been incorrectly 
connected, and in the other case. Fig. 119 (6), two phases have been 
incorrectly connected. In both cases the vector diagrams show 
that the line voltages are unbalanced and are not 120^ apart. 
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Thus, with a symmetrical system the equality of the line voltages 
is an absolute check on the correctness of the connections. 

Incorrect Delta Connections. Two cases of incorrect delta con- 
nections are shown in Fig. 121, and the vector diagrams are shown 
in Fig. 122. In both cases the resultant E.M.F. acting in the closed 
circuit is equal to twice the phase E.M.F. For example, if phase 



Circuit and Vector ] Diagrams of Incorrect Star Connections 



Fig. 121 Fig. 122 

Circuit and Vector Diagrams of Incorrect Delta Connections 


III is connected incorrectly, i.e. reversed, the resultant E.M.F. is 
given by 

e = e, + 6^1 - e„i == Ef^lsin cot + sin(a>^ - fir) - sin(co^ - ,‘. 77 )] 

= E^[^m{a)t - Itt) - sin(co^ - ] 

~ E^n[^in(cot - Jtt) + sin(a>f - trr -j- tt)] 

= 2E^ sm{(ot - Jtt). 

If phases II and III are reversed the resultant E.M.F. is given by 
e = e, ~ = -fi7^[sin cot - sin(co^ - § 77 ) - sin(co/ - .:| 77 ) J 

= 2E^ sin cot. 

Thus the correctness of the connections may be checked by 
leaving one of the junctions of the phases open and connecting a 
voltmeter between these phase ends. If the reading on the volt- 
meter is zero the phase ends to which the instrument is connected 
may be permanently connected together, but if the reading is equal 
to twice the phase E.M.F. then the connections are incorrect. 



POLYPHASE CURRENTS AND SYSTEMS 


191 


With non-sinusoidal wave-forms, however, a reading will be obtained 
on the voltmeter, even if the connections are correct, but this 
reading will usually be less than twice the phase E.M.F. In such 
oases the non-sinusoidal E.M.F. results in circulating currents in 
the closed circuit, and the value of this current will depend upon 
the magnitudes and frequencies of the harmonic components of the 



Fkj. 123 Fig. 124 

('iBCUiT AND Vector Diagrams of Zigzag Connection of 
Three - vjfASE System 


E.M.F. wave, as well as the impedances of the closed circuit at these 
frequencies. A worked example is given on page 309. On account 
of this feature the A-connection is not usually emplo 3 ^ed in 
connection with alternators. 

Zigzag Star and Open-delta Connections of Three-phase Systems. These 

coniK'C'tions arc nioclitiratioiis of the stjir and della connections and are 
occasionally employed in connection wnth generators and transformers.* 

The zigzag-star connection (called also the “ inter-connected-star ” con- 
nection) is shown diagrammatically in Fig. 12.3, and requires each })hase of 
the generator, or transformer, to bo wound in two equal sections, which are 
connected in the manner shown in Fig. 123 (o) 

The vector diagram for this connection is shown in Fig. 124, from which 
it follows that if the E.M.F. of each half-section of a j)hase-winding is equal 
to \bj, the phase voltage of the sysU’iiu is equal to — 0*86GiSJ, and the 

line voltage is equal to Therefore, with this connection, 

the line E.M.F. is only 8G-G ])er cent of that which would l)e obtained from 
the same machine with the normal star connection. 

The vector diagram also shows that the vectors representing the phase 
voltage.s of the system have a })hase difference of 30°, lagging, with respect 
to the vectors representing the induced E.M.Fs. ; and that the vectors 
representing the line voltages are in phase with the latter. Hence if q) is 
the j)hase difference between the phase E.M.Fs. and currents, the phase 
difference between the line E.M.Fs. and currents will bo (30 -f (p°), as in an 
ordinary three-phase system. 

The zigzag-star connection therefore results in a reduction of the output of 
the alternator, or transformer, in which it is employed, and its use is restricted 
to cases whore the ordinary star connection is inaclmissible. For example, if 
the E.M.F. wave-form of an allomator is known to contain a component of 
triple frequency, this component may be eliminated from the phase E.M.F. 

* For other connections which are suitable for instrument transformers, see the Author’s 
Power Wiring Diagrams, Third edition (Pitman), p. 156. 
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by employing the zigzag-star connection, as the triple -frequency components 
of the E.M.Fs. in the sections of the phases which are connected in series 
neutralize each other, due to these sections being 120® apart and reversed 
relatively to each other. 

The Open-delta Connection (called also the “V ’’-connection) is occasionally 
employed in connection with transformers, but it is never employed with 
alternators. It is obtamrd from the delta connection by removing one 
phase, as shown in the circuit diagram of Fig. 125. Whtm equal E.M.Fs., 
having a phase difference of 120°, are induced in the remaining two phases. 



CmouiT AND Vectoh Diacikams of Open-delta or V-connection 
OP Three-phase System 

the E.M.Fs. bc^tween the lino wires are equal and have a phase difference of 
120®, as in a symmetrical tlirec-})hase system. 

The vector diagram for this connection is shown in Fig. 126. The E.M.Fs. 
induced in phases 1 and II are rojircsented by the vectors and OV ^ 

[Fig. 120 (a)], which also ropresont the E.M.Fs. between lines 1 and 2, and 
2 and 3, respectively. Tlio E.M.F. between lines 3 and 1 is equal to the 
revorscsd vector sum of the E.M.Fs. induced in ])hases I and II, and is repre- 
sented by the vector OFa.j. Thus, the line E.M.Fs. are equal and have a 
mutual phase difference of 120®. 

If a balanced load is connected to the line wires the line currents will be 
equal to on(5 another and will have a mutual phase difference of 120®, as in a 
symmetrical throc-pha.se system. The currents in the ])hase windings will 
be equal to the currents in the lino wires Thus, if I^, /g, /q, are the load 
currents (see Fig. 125), the current, ij, in line 1 is given by /j = 7^ -/c» 
that, 72, in lino 2 is given by - 7g - 7^ ; and that, in line 3 is given 
by h = h - 7jj. Tho.se currents are represented, in the vector diagram of 
Fig. 120(5), by the vectors 07i, OI^ ; and the currents in each phase of 
the load are n’pre.seiited by the vectors 07^, 07jj, 01^. 

The current in phase 1 of the transformer is equal to that in line 1 , and is 
repreisented by the vector 01 ^ ; but the current in phase II is equal to the 
vector sum of the currents in phase 1 and line 2, i.e. /n — Ji Jz /a- 

Hence the cum^rits in the phases of the transforint'r have a jjhaso difference 
of 60®, instead of 120° as in the normal delta connection. Moreover, the 
current in phase I has a phase difference of (30 -f- gp)®, lagging, with respect 
to the voltage between linos 1 and 2 ; but the current in phase II has a phase 
difference of (30 - 99)®, loading, with respect to the voltage between linos 
2 and 3. 

The total power supplied by the two phases is, therefore, equal to 
VI cos(30 + 99)® + F7 co8(30 - 9^)® — cos 99. Thus the power sup- 

plied by each phase is equal to J(^3.F7 cos 99) ; whereas, with the normal 
delta connection (i.e. with throe phase's) and the same phase currents, the 
power supplied by each phase is equal to F7 cos 99. Hence the output per 
phase with the oj on-delta connection is only l^/"3 = 0-866 of that obtainable 
•with the delta connection and same ])haso current. In consequence of this 
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reduced output the open-delta connection is employed only ip cases where 
the saving of the cost of the third transformer is important, as in transformer- 
starting apparatus for polyphase motors. (See Power Wiring Diagrams, 
p. 104.) This connection, however, is useful in practice for obtaining a 
temporary (three-phase) supply from a group of three delta-connected 
transformers in the event of one transformer becoming defective. 

Power in Three-phase Circuits. The power in a balanced poly- 
phase system has already (p. 180) been shown to be equal to 
nEI cos (p, where E, 7, are the phase E.M.Fs. and currents, and (p 
is the phase difference between them. Hence in a balanced three- 
phase system the power is given by P = 3P7 cos <p. 

In the case of a star-connected system the line voltage, F, is 

equal to and the power is given by P '\/Z .VI Qo&tp. 

Similarly, with a delta-connected system the line current (/') is 

equal to \/3 . and the power is given by P = SP' 

Therefore, in general, the power in a balanced three-phase system 
is given by 

\/3 X line voltage X line current X cosgp. 

In the case of an unbalanced system the total power must be 
obtained by taking the sum of the powers in the separate phases. 
Thus if the instantaneous values of the phase E.M.Fs. are given 
by the equations 

Cj =: sin 0)t, e„ = sin{to< - §7r), =jBni™ wa.(o>t- » ; 

and the instantaneous values of the phase currents are given by 
=J'im8in(tu<--99i), ia=/nm8in(ft)H’^-9’z)- »iii=AnmSin(a)t-^w-ys) ; 
the instantaneous power will be given by 

p = -f- €^iiiii -\- ^mhu 

= sin cot . 

sin (co^ - §77-) . sin(mf - Itt - 9?2) + ^mvJrnm 
sin(a)^ - :f7r) . sin(co^ - ^tt - tp^) 

== I ^lmAm[C 0 S - COS{ 2 CO^ - (^i) ] + 

[cos (^2 - cos(2m^ - in - 9^2) ]+ lEmrJrnm 
[cos 993 “ COS( 2 ft>^ - aTT “ 9^3) ] 

= P,7ji [cos (p^ - cos(2(u< - 9?i)]-l- E^Ji^ 

[cos 9921 1 - cos(2co^ - ^tt) I — sin 993 • sin(2ft>< - f^Tr)] 

+ EiiJiii [cos 9?3 1 1 - cos (2(ot - Stt) I — sin 993 . sin (2a)t - S’?") ] 

Hence the mean power is given by the mean value of the above 
expression taken over a period. Thus 

P = EJi cos 9?i + PijZn cos 993 + cos 993 . . (58) 

since all terms of double frequency become zero when averaged 
over a period. 

I4—(T.5*45) 
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Therefore the mean power in an unbalanced three-phase, or any 
polyphase, system is equal to the sum of the mean power in each 
phase. 

[Note. — ^The case for which the E.M.F. and current are non- 
sinusoidal is discussed in Chapter XIV.] 

Measurement of Power in Three-phase Circuits. With balanced 
circuits the total power may be measured by a single wattmeter in 
a number of ways.* For example, if the neutral point of the 
system is available the wattmeter may be connected as shown in 



(CL) (h) 

Fig. 127. Methods of Measuhino Power in Three-phase, 
Star-connected System and Balanced Loads 


Fig. 127, in which the current coil of the wattmeter is inserted in 
one of the line wires and the potential coil is connected between 
that line wire and the neutral point. The total power is equal to 
three times the power indicated by the wattmeter. When, however, 
this method is employed in practice it is customary to mark the 
scale of the instrument in terms of the total power instead of the 
actual power indicated by the instrument. 

If the neutral point of the system is not available, the total power 



Fig. 128 . Method of Measuring 
Power in Balanced Three-phase 
System, with Isolated Neutral 
Point 


may still be measured by means 
of a single wattmeter, but in this 
case it is necessary to impress on 
the potential coil of the wattmeter 
a voltage which is equivalent to 
the phase voltage of the system. 
With low- voltage circuits and the 
djmamometer type of wattmeter 
this equivalent phase voltage may 
be obtained by the use of a 
.star-connected potential circuit. 


as shown in Fig. 128, in which 
one branch consists of the potential coil of the wattmeter and the 
other branches consist of resistances equal in value to that of the 
potential coil. For extreme accuracy the inductance of each of 
these branches must equal that of the potential coil. Thus the 


* See Power Wiring Diagrams, Third Edition, p. 168. 
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wattmeter indicates the true power in one phase of the system, as 
in the previous case. 

With unbalanced circuits the total power may be determined by 
measuring the power in each phase, by separate wattmeters, and 
adding the results. Such a’method requires three wattmeters and 
is not used in practice because the same result may be obtained by 
means of two wattmeters, or a single wattmeter of the pol 3 q)hase 
type (p. 381), connected in the manner shown in Fig. 129. The 
total power is then given by the algebraic sum of the readings of 
the wattmeters, when two instruments are employed. When a 
polyphase wattmeter is employed, the total power is given by a 
single reading of the instrument, and this feature renders this type 
of instrument very serviceable for commercial circuits. It should 
be noted that in each case the results are true, whether the system 
is balanced or unbalanced. 

The theory of the tvx>-wattmeter method of power measurement 
is best developed by considering the case when two separate watt- 
meters are employed, as we are then able to show how the power 
factor of a balanced system may be obtained from the readings of 
the instruments. Moreover, since a polyphase wattmeter consists 
essentially of two single-phase instruments with a common moving 
system, the proof devel- 
oped for the case of two 
separate wattmeters may 
readily be interpreted for 
the case of the polyphase 
wattmeter. 

Theory of the Two-wattmeter 
Method of Measuring Power in 
Three-phase Circuits. Let the 

pobitive direction of K M.Fs. 
and currents in the circuit be 
that marked V)y the arrows in 
Fig. 129. Then if the mstan- 
taneous values of the currents 
in linos 1 and 2 (m which the 
current coils of the wattmeters wattmbtbe Method of Measuring Power 
TV j, are inserted) are Three-phase System 

denoted by tj, respect- 
ively, the instantaneous power measured by wattmeter Wi is equal to j, 
and that measured by wattmeter is equal to t2^2-3- Observe that the 
positive directions for the E.M.Fs. impressed on the potential coils of the 
wattmeters are : V1.3 for wattmeter TV,, and for wattmeter TFj. 

The sum of these quantities is 

i2^'2-8 + 

But if the phase E M Fs. of the system are Cj, Cu, Cju, we have Vj.* — Cq - Cnj, 
Vj.* = Cj - Cjjj, and therefore 

8 4’ ^1^1-8 ~ ^a(^n "" ^nr) ” %i) “ ^8% ■" ^ni (^1 



Fig. 129. Circuit Diagram for Two 
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Now in any three-phase three -wire system, whether the loads are balanced 
or unbalanced, the instantaneous sum of the currents must be zero, i e 

"h ^2 ^8 “ **2 ~ ~ ^8 

Therefore the sum of the instantaneous quantities measured by the 
wattmeters is given by 

f- *'2^n ^ *^3^ III 

aiid IS equal to the total power in the system 
With a balanced system 

h - <p), I2 Jm - <p - Itz) , 

Vi-3 — sin coi - sin(ft>^ - ^^tt) 

= ^^[2 cos i(2coi ^7r)sin(} X ^tt)] 

= -v/S <^in((ot - in) 

V2-3 -- bm{tot ~ In) - E^ sin(a>^ - ^^7u) 

E ^^[2 cos ^(2to< - «j7T) sm (i x §7 t)] 

= \/3 E^ bm{o)t - Jtu) 

Hence the mstantanoous power measured by wattmeter Ifj is given by 
Pi — E^J^^ bm{( 0 i - Jtt) sinM - (p) 

= J V3 - 99) - cos(2f/)/ - iir - 99)], 

and the reading on this mstrement is given hy 
El - iVSE^I^cosiln- f) 

=- V3 cos(30 - 

— VI cos(30 - 9?)®, where V is the line voltage of the system 
Similarly the instantaneous power measured by wattmeter W2 is given b> 
Jh = '2^’2 3 = E„Jj^^m((ot-\n)sin{a)t-^n-(p) 

= IV^ E^T^[(OH{in } (p) ~ cob{ 2 (jot '^t:_9p)] 
and the reading on this instiument is given by 
Pi W3 E^I^ oos(J7T 4 99) 

=- \/3 El cos(30 4 fp)° 

= VI tos(30 4- (p)"" 

INote If <p is leading instead of lagging, = VI cos (30 4- 97)®, and 
P2 - F/cos( 30-97®)] 

Now the ratio ot the readings of the wattmeters gives 

P2 VI cos(30 4- (p)° _ cos 30° cos 99 - sin 30° sin (p 
I\ VI I os(30 - 99)° cos 30° cos 994-sin 30° sin (p 

cos 99 - J sin 99 
ly/S cos 99 4- } s>in 9? 

Cross multiplying, wo have 


p2(\/3 cos 99 4" 99) Pi (\/9 cos 99 - sin 99). 

Whence 

{El \ E2) sm 99 \/^Pi - P2) cos 99 




and cosy 2^/^l -PJP,+[l\iri)^) ' 


(69) 
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Therefore the yiower factor of a balanced system may be obtained from 
the readings of the wattmeters without a knowledge of the volt amperes 
A curve, calculated from equation (69), connecting power factor and the 
ratio of the wattmeter readings is given in Fig 130 

Variation of Readings of Wattmeters with Variation of Power Facter. Another 

inteiesting toature of the two wattmeter method of power measurement, 
whtn applied to balanced systems and when two wattmeters are employed, 
IS the mannei in ^\hlch the leadings vary when the pover factor of the system 
IS varied, the volt amperes being constant Thus, since one wattmeter, PFj, 



Fig 130 Fig 131 

VARiAnoN OF Wattmeter Readings (in Two wattmeter Method) 
WITH Power Facior (Balanced Loads and Sinusoidal Current 
AND Pressure) 


nu astires the piodnct 1 1 f ()s(J0 - 97)°, and the othc r wattmeter, W 2» measures 
the pioduct F/ cos(30 + 9;)°, equal readmgs will onh be obtained on the 
mstiuments, with balanced loads, when cos(30 - 9?)° — cos(30 4- 1© 
when 99 - 0 * 

Under these conditions, 

Pj VI cos 30® 0 86()F/ , P, VI cos 30° = 0 866 Ff 

P = Pi + P, - 1 732 VJ 

For all other values of (f, except 90 — 00°, the readings of the instruments 
will be unequal 
For example, 

when (p = 30°, 1 e the power factor — cos 30° — 0 866, 


Pj _ Ficos(30° - 304 \I ) 
P^ ^ F/ ( os( 10° H 10°)-05F/r 


P, \1\ - \ 5F/(= 0 866 X 1 7a2F/) 


When 9? — 60°, 1 e the power factor — cos 60° = 0 5, 


Pi V] cos(30° - 60°) = 0 866 VI 
P2= F/cos(30° 4 (>0°) 0 


0 866F/( = 0 5 x 1 723 F7) 


When 99 = 90°, 1 0 the pow er factor = cos 90° = 0, 


1\ ^ VI cos(30° - W”) on VI ( p _ p , p ^ ft 
P, =- P'/pos(30M 90°) = -0 5 F/f 


* If 99 IS leading Instead of lagging, wattmeter Wi measures the product VI cos (30 + q>)* 
and wattmeter If a measures tlie product VI cos (30 - 99 )® In this case, assuming balanced 
loads, wattmeter If-, Fig 1-9, will show the larger reading (except in the suecial case when 
0 ) 
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A curve sliowing the manner in which the readings of the wattmeters vary 
as the power factor is varied is shown in Fig. 131. 

Hence at unity power factor equal readings, both positive, are obtained 
on the wattmeters ; at a power factor of 86*6 per cent the reading on one 
instrument is double that on the other ; at a power factor of 50 per cent one 
instrument reads zero ; and at zero power factor equal readings are obtained, 
but one is now positive and the other is negative. Moreover, at power 
factors above 50 per cent botli wattmeters are reading positively, and the 
total power is therefore obtained by adding the readings. Biit at power 
factors below 50 percent one wattmeter is reading in the negative direction, 
and the connections of its pressure coil, or, alternatively, the connections of 
its current coil, must be reversed in order to obtain the reading. Hence, 
under these conditions, the total power is obtained by subtracting the 
readings. 

Therefore, when using separate wattmeters for measuring power by the 
two-wattmeter method, it is very important to know whether the smaller 
rea>ding is positive or negative, ae otherwise the total power cannot be 
computed. In cases where the polarity of the current and potential ter- 
minals is marked on the instruments, or w^hore the manufa(‘turer’s diagram 
showing the correct connections of the instrument is available, or where the 
power factor of the load is known to bo above, or below, 50 per cent, there 
will be no difficulty in interjiroting the readings of the wattmeters. But in 
other cases a tost will have to bo made to ascertain the connections which 
give a positive reading on each wattmeter.* 

Measurement of Power in a Three-phase Four-wire System. The 

two-wattmeter method may also be adapted to measure the power 
in a three-phase four-wire system, but in this case it is necessary 
to supply the current coils of the wattmeters from current trans- 
formersf inserted in the principal line wires in order to obtain the 
correct magnitudes and phase differences of the currents in the 
current coils of the wattmeters, since in the three-phase four-wire 
system the instantaneous sum of the currents in the principal line 
wires, or “ outers,” is not necessarily equal to zero, as is the case 
for a three-wire system. In general, in the four- wire system, the 
sum of the instantaneous currents in the “ outers ” is equal to the 
instantaneous current in the neutral wire, and the reversed vector 
sum of the R.M.S. currents in the “ outers ” is equal to the R.M.S. 
current in the neutral wire. 

* For example, each instrument is coimocted to a single phase circuit. 
Alternatively, if it is permissible to open-circuit the lino wires (1 and 2, Fig. 
129) in which the current coils of the wattmeters are connected, single-phase 
power may be supplied to each instrument without disconnecting it from 
the circuit ; e.g. single-phase power may be supplied to wattmeter by 
open-circuiting line wire 2, and single-phase power may be supplied to 
wattmeter W^hy open-circuiting lino 1.' 

t A current transformer is a special type of transformer designed to give 
a constant ratio between the currents in the primary and secondary windings 
when operated with a closed secondary circuit. The primary winding is 
connected in series with the main circuit, and the secondary winding is 
connected to the current coil of a wattmeter, ammeter, or other current- 
measuring instrument, which is therefore supplied with current proportional 
to that in the primary circuit. Instrument (current and potentifiil) trans- 
formers are considered in detail in Chapter XVII. 
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The connections of the wattmeters and current tra/nsformers for 
measuring the power in a four-wire system by the two-wattmeter 
method is shown in Fig. 132. 

Assuming, for simplicity, the current transformers to have a ratio 
of transformation of unity, and neglecting the small phase dis- 
placement between the currents in primary and secondary windings, 
the currents in the secondary windings, which supply the current 
coils of the wattmeters, will be equal in magnitude to the currents 


Supply 

0 '6 2 i 



Fia. 132 . Circuit Diagram for Two-wattmeter Method of 
Measuring Power in Three-phase, Four-wire System 

in the line wires to which the primary windings are connected, and 
the mutual phase difference between the secondary currents will 
be equal to the mutual phase difference between the primary 
currents. It is necessary to observe, however, that the secondary 
currents are reversed in direction relatively to the primary currents. 

If the instantaneous values of the currents in the secondary 
windings of the current transformers are denoted by ij, tg* ^ 3 > fhe 
current in the current coil of wattmeter is equal to - ig, and 
that in the current coil of wattmeter W 2 is equal to tg - Hence 
if the phase voltages of the system are denoted by e,, c^, Cj,,, and the 
assumed positive directions are those shown by the arrows in Fig. 
132, the instantaneous power measured by wattmeter Wi is given by 
Pi ~ stnd that measured by wattmeter is given by 

P 2 == ^ii (^8 ^ 2 )- The sum of these quantities is therefore given by 

P = Pi +Pz = ei(h - * 2 ) + - H) 

= “ *2(^1 4 “ ^n) 

= + Cijig + 

since, in a symmetrical system, c, + Cm = - ej,. 
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But the exjiression {Cjii + represents the instan- 

taneous power in the system. Therefore two wattmeters, or a 
polyphase wattmeter, connected as shown in Fig. 132, will measure 
the total power in a three-phase four-wire system whether the 
loads are balanced or unbalanced. 

An extreme case of unbalanced loading occurs when a single-phase 
load is connected across two of the line wires. Thus, assume the 
load to be connected across lines 1 and 2, as in Fig. 133 (a), and 

0 3 2 1 0 3 2 1 



Fia. 133. Circuit Diagrams Showing Currents in Wattmeter 
Coils with Single-phase Loads 


let i denote the instantaneous value of the line current. Then the 
current in the current coil of wattmeter Wi is equal to 2^, and that 
in the current coil of wattmeter is equal to i. Hence the 
instantaneous power measured by wattmeter Wi is given by 
Pj = 2i>i, and that measured by wattmeter is given bypg 
Whence the sum of these quantities gives 

P = Pi + Pi = 2ie, + icia = t(2ei + e^,) 

= »(e, +(^1 + e,n) ) 

= *(ei-en) 

= tVi-2, 

where is the voltage between the line wires, 1 and 2, across 
which the load is connected. 

But the expression represents the instantaneous power 

supplied to the load. Therefore the sum of the readings of the 
wattmeters, or the reading on the, polyphase wattmeter, when such 
an instrument is used, gives the power supplied to the single-phase 
load. 

Similarly, if a single-phase load is connected across lines 1 and 3, 
as in Fig. 133 (6), and i denotes the instantaneous value of the 
line current, the current in the current coil of wattmeter Wi is 
equal to i, and that in the current coil of wattmeter W 2 is equal 
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to - i. Hence the instantaneous power measured by wattmeter Wi 
is given by = ^e^, and that measured by wattmeter Wz is given 
by P 2 == Whence the sum of these quantities gives 

P = Pi + P2=^ ~ ieju = 


where is the voltage between the lines, 1 and 3, across which 
the load is connected. Therefore, in this case also, the sum of 
the readings of the wattmeters gives the power supplied to the 
single-phase load. 

Again, if the load is connected between one of the principal line 
wires and the neutral wire (e.g. between lines 1 and 0), the current 
i circulates only in the current coil of wattmeter Wi- The power 
measured by this wattmeter is, therefore, given hy p = e^i, and 
that measured by the other wattmeter (W^) is zero. 

When the load is coimected between lines 2 and 0 the current i 
circulates (in the negative 
direction) in the coils of 1 3 2 

both wattmeters, and 
accordingly p^ — - «>i, Pa 

= “ i^z ; P 1 +P 2 = +C3) 

== 

Hence in general two 
wattmeters, or a poly- 
phase wattmeter connected 
according to Fig, 132, may 
be employed for measuring 
the power in any three- 
phase system, whether 



three- wire or four- wire, „ 

Fif» 

under any condition of 
loading. In the case of 


134 . Circuit Diagram of Polyphase 
Wattmeter with Instrument 
Transformers 


the three-phase three-wire 


system, however, the connections, wdien current transformers are 


necessary,* may be simplified to those shown in Fig. 134, for 
which only two current transformers are required. 

Reactive Power in Three-phase Circuits. In Chapter V (p. 71), 
the reactive power in a single-phase circuit was defined as : the 


* Current transformers are necessaiy with all high-voltage systems in 
order to avoid the direct connection of the instrument to the high-voltage 
circuit. In such cases the potential coils of the instruments are supplied 
from potential transformers. Current transformers are also necessary in 
cases where the line currents are larger tlian those for which the current 
coils of instruments can be conveniently wound. Further details of the uses 
of current transformers are given in Chapter XVII. 
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product of the impressed E.M.F. and the component of the current 
which is perpendicular to it, i.e. the product El sin tp. This 
definition may be extended to include polyphase circuits under 
conditions of balanced loads. Thus the reactive power in a poly- 
phase circuit of n phases is given by the product nEI sin <p, where 
E, I, denote the E.M.Fs. and currents of each phase. Hence for 
a balanced three-phase system the reactive power is given by 
Pjc = SEI sin 99 = \/S,VI sin 9 ). 

As in the case of single-phase circuits, the reactive power in a 
polyphase circuit represents the rate at which energy must be 
supplied to the circuit to maintain the magnetic and electrostatic 
fields, i.e. the rate at which energy is stored in the circuit ; but in 
the polyphase circuit with balanced loads the stored energy is con- 
stant and does not surge between the generator and the circuit. 

Measurement of Reactive Power. In a balanced three-phase 
circuit the reactive power may be measured directly on a single 
^ wattmeter by so connecting the 

rSTHT j current and potential coils that at 

^ unity power factor the currents in 

^ i ^ them have a phase difference of 

^ 90®. For example, if the current 

Pig. 135. Connections of ^ foil of the wattmeter is connected 

Wattmeter to Measure the in one line wire, No. 1, and the 

Reactive Power in a Three- potential coil is connected across 
PHASE System ^ j 

the other line wires, Nos. 2 and 

3, as shown in Fig. 135, the reading on the wattmeter will represent 
the product pjeos( 90 - 9 >r = F/sin 9 ,, 

and therefore the reactive power in the system will be given by 
\/3 times the reading on the wattmeter. 

When, however, the two-wattmeter method of power measure- 
ment is employed, and separate wattmeters are used, the reactive 
power may be obtained from the readings on the wattmeters. 
Thus, if Pj, P 2 , are the readings on the wattmeters, then 


P^ == F/ cos (30-9?)®, 
Whence, 


VI cos (30 -f (p)° 


Pi - P 2 == VI [cos(30 - 9 ?)® - cos(30 + 9 ?)®] 

= VI [cos 30®. cos <p + sin 30®. sin 9 ? - cos 30®. cos 9 ? 

-f sin 30®, sin 9 >] 

= VI sin 9 ? 

Therefore the reactive power in the system is given by \/3 times 
the difference of the readings on the wattmeters. 
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Six-phase System 

In a symmetrical system the phase E.M.Fs. are represented by 
the equations 

e, = E^ sin ad, = E^ sin(m^ - Jtt), em = E^ sin(co^ - §7r), 
= E^^m{oyt-TT), ey= E^miicji-i'ir), eyi=JS7^sin(coi- tt) 

Star-connected System. With a star-connected system the line 
E.M.Fs. are equal to the phase E.M.Fs. (since the E.M.F. between 
any two adjacent line wires is equal to the vector difference of the 
E.M.Fs. in tlie phases to which these lines are connected), and the 
line E.M.F. vectors are displaced 60® (leading) with respect to the 



( ( ircuiiyiiaiirum) ( Vecior diagram) 

Fig. 136. Cikouit and Vector Diagrams fob Six -phase 
Star-connected System 

[Note. The vectors OEi, OEn, . . . represent the phase E.M.Fs.', and the vectors OFj-g* 
OFj-at . . . (which are coincident with OEyi, OEj, . . .) represent the lino E.M.Fs. Observe 
that the line E.M.Fs. may be drawn In the form of a regular hexagon.] 

phase E.M.F. vectors, as shown by the vector diagram of Fig. 136, 
and also by the equations 

^ 1-2 = - ®n = sin o)< - sin(c(>< - Jtt) 

= 2 jS?„[cos(cot - Jtt) . sin Jw] = sin(a)/+h’’) 

*'2-8 = - «ni = E„sm.{(ot - in) - E„ sin(ct)< - fir) 

= 2J5„[cos((w< - f7r).sin fir] = E^ sin cot, 

« 8-4 = Sm - «.v =^m sin(a>l - fir) - am{(ot - n) 

= 2E^[coB{(ot - gir). sin fir]=£m sin(o>t - fir). 


etc., etc. 
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The R.M.S. values of the line E.M.Fs. are equal to those of the 
phase E.M.Fs. Thus 

= E, F2.3 = E, F3.4 = E, F4.5 == E, Fg.e == E, 

where E is the R.M.S. value of each of the phase E.M.Fs. 

The line currents are equal to the phase currents, and the phase 
difference between the line-E.M.F. vectors and the line-current 
vectors is equal to (60 + 9 ?)°, lagging, where cp is the phase 
difference between phase E.M.Fs. and currents. 

Mesh, or Ring-connected System. With balanced loads the line 
currents are equal to the phase currents, and the line-current 



( Circuit diaqram ) ( I ^ector (haqrani ) 

Fi(3. 137 . Circuit and Vector Diagrams for Six-fiiase 
Mesh-connected System 


vectors are displaced 60 degrees, lagging, with respect to the phase- 
current vectors, since the current in any line is equal to the vector 
difference of the currents in the phases connected to that line, as 
shown in the vector diagram of Fig. 137. Thus the phase difference 
between the line E.M.Fs. and the line currents is equal to (60 + (p) 
degrees, lagging, where q) is the phase difference between the phase 
E.M.Fs. and currents. 

Applications of Six-phase System. The six-phase system is not 
used for general power distribution, as it possesses no advantages 
over the three-phase system for power supply to motors, and has 
the great disadvantage of requiring double the number of line wires 
of a three-phase system. 

For supplying rotary converters, however, the increased number of 
phases of the six-phase system is an advantage, as a larger output 


POLYPHASE CURRENTS AND SYSTEMS 


205 


can be obtained from a given size of armature than when the supply 
is three-phase, due to the lower resultant PR losses in the former 
case, other conditions being equal. 

The six-phase system is also advantageous for the power supply 
to mercury-arc power rectifiers, as the larger number of phases and 
anodes compared with a three-phase, three-anode rectifier result in 
a smoother output voltage and a larger output from a given size of 
bulb or tank. 

In the majority of cases where the six-phase system is used in 
practice the six-phase current is obtained from a three-phase 
system by means of static transformers as shown below. But in 



Fi(3. 138 . Circuit amd Vector Diagrams for the Star Method 
OF SUPPLYIN(3 A SlX-PHASE J..OAD FROM A ThJIKE-PHASE TRANSFORMER 

(tt) I’raiisformer Connections; {b) Circuit Diagram sliowing Directions of Currents in 
Secondary Windings and J^oad; (c) Vector Diagram of B.M.Fs. ; {d) Vector Diagram 

of Currents 

special cases (e.g. when a large amount of power in the direct- 
current form is to be generated, using steam turbines as prime 
movers) the generators are wound to supply six-phase current 
directly to the rotary converters, which arc located close to the 
generators, thus minimizing the disadvantages of a six-wire 
distribution. 

Methods of Obtaining a Symmetrical Six-phase System from a 
Three-phase System. A symmetrical six-phase system may be 
obtained from a symmetrical three-phase system by means of a 
three-phase transformer, or, alternatively, three single-phase 
transformers, provided with double secondary windings. Both the 
star and mesh methods of interconnecting the secondary windings 
may be employed, the interconnections for the star connection 
being shown in Fig. 138, and those for the mesh connection being 
shown in Fig. 139. With both methods the line voltage is equal 
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to the phase voltage (i.e. the voltage at the terminals of each of 
the half -sections of the secondary windings), and the line current 
is equal to the phase current. Moreover, with balanced loads, the 
line-current vectors are displaced (60 -f 9 ?)°, lagging, with respect 
to the lino- voltage vectors. 

With the star connection the E.M.F. between any pair of line 
wires is equal to the vector sum of the E.M.Fs., or the reversed 
E.M.Fs., as the case may be, in the two half -sections of the secondary 
windings to which these lines are connected. For example, if the 
E.M.Fs. in the double secondary windings are represented by 
the equations 

e, == E^ sin oyt, = E^ sin( 60 ^ - § 77 ), c,i, = E^ sin(a>t - Jtt), 
the line E.M.Fs. are given by the equations 

^ 1-2 = = E^ sin(ft>^ + Jtt), ?V 3 ■= “ ~ ^ni = cot, 

^ 3-4 ^ sin(a>< - Jtt), 

^4-5 = - - Ciii =E^ sin(ft)^ - Itt), Vg.g = e,i-f ei„= E^ 8 in(a)t -tt), 

«^6-i = “ sin(co^ - \7t). 

The vector diagram is shown in Fig. 138 (c), in which the vectors 
OEj, OE^^, ^^iTi represent the E.M.Fs. in the half-sections of the 
secondary windings, and the vectors OF 1.21 OF 2 - 3 . . . . repre- 
sent the E.M.Fs. between the line wires. 

If the six-phase load is balanced, the currents in the secondary 
windings will be balanced, and may be represented by the vectors 
0/j, 0/jj, 0/jjj [Fig. 138 ((^)] and the equations 

== I^8in{cot-(p); 

hi = J'mSin(co? - §77 -* (p ) ; == I^sin{o)t - ^ 77 - 99) 

The currents in the line wires 1, 2, 3 . , . are equal to ij, - tm, 
hv ~"*ir shown in the circuit diagram (6). 

The currents in the branches of the load are given by 

Ia = ij + = IJiSinicot - 9) + sin(m< ~ - 9?)] 

= /^sin(a)< + §77 ~ 9?) 

~ ^ni “ hi = “ ;i77 - 9?) + sin(m^ - §77 - 9?)] 

= I^8m(cot - (p) 

and so on. They are represented in the vector diagram, Fig. 138 (d), 
by the vectors 01^, 01^^ . . . 

With the mesh connection the line E.M.Fs. are equal to the 
E.M.Fs. in the half- sections of the secondary windings, and by 
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interconnecting these sections in the manner shown in Fig. 139 
a phase difference of 60® is obtained between the E.M.Fs. of 
adjacent series-connected sections, as shown in the vector diagram 
of Fig. 139 (c). 

For example, 

- 2 = = E^sin cot 

^2 - 8 = - = ■“ - fjTT) = E^ sin{cot - Jtt) 

^8 * 4 = = Em sin(a)« ~ §7r) 

and so on. These E.M.Fs. are represented in the vector diagram 
[Fig. 139(c)] by the vectors OFj . 2 , ^^ 2 - 3 , ^^ 3 . 4 , . the 



(a) Transformer Connections; {h) Circuit Diaf?ram showing Directions of Currents in 
Secondary Windings and Load ; (c) Vector Diagram of E.M.Fs. ; {d) Vector Diagram 

of Currents 


E.M.Fs. in the secondary windings being represented by OE^, 

OE,„ 0E„,. 

With a balanced system, i.e. with equal currents in each of the 
sections of the secondary winding, the current in any line wire is 
equal to the vector sum of the currents, or the reversed currents, 
as the case may be, in the sections to which that line is connected. 
For example, if the currents in the secondary windings are 

h = Ifn sin 0 )t, iji = Im sin(ft>f - § 77 ), sm{a)t - *7t), 

the line currents are given by the equations 

h = h + hi = sin(co« - ^tt), ^2 = “ h ~ sin(co«-|7r) 

^8 = hi + hii= Ifn sin(cDf -tt), 

H = “ h “ hi = ^tn sin(co« - 15=13+ sm(a>t - .§7r), 

^6 =-hi“hii=-^mSina)e; 
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and the load currents are 

- ?2 = ~ J^) ■“ sin(ft)/ “ §7 t)1 == Im sin cot 

H = H "■ h = -- 1 '”*) - sin(a)< - 77)] = sin(co^ - Jtt) 

and so on. 

Fig. 139 (d) is a vector diagram of currents. The vectors 0/p 
0 /jj, 0 /jjj represent the currents in the secondary windings, and 
are shown lagging 99 ° with respect to the corresponding E.M.F. 
vectors in the diagram (a) ; the vectors 0 /^, O/g, ... represent 
the line currents ; and the vectors 0 /^, O/g, . . . represent the 
load currents. 

Alternative Connections. When the transformer windings supply 
a balanced mesh-connected load, as for example the armature of a 



Transformer Connections for the Diametrical, and Double - 
DELTA Methods of Supplying a Six-phase Load from a Three- 
phase Transformer 

[Note. With the double-delta method (Fig. 141) the line wires are connected to the top 
terminals of the upper and lower sections of the secondary windings in the order (left to right) 
1, 3, 5 for the upper windings and 0, 2, 4 for the lower windings.] 

rotary converter, the connections of Figs. 138, 139, may be replaced 
by those shown in Figs. 140, 141 respectively, which possess the 
advantage, over those of the former figures, of a higher line voltage 
and a smaller cross-section of line wire for a given power in the 
two cases. 

The connection of Fig. 140 is called the “ diametrical ” connection 
and does not require double secondary windings on the transformers. 
With the load open circuited, the secondary windings are not inter- 
connected and their E.M.Fs. are equivalent to three equal single- 
phase E.M.Fs. having a mutual phase difference of 120°. But 
when the windings are connected to the load the currents in the 
phases of the latter have a mutual phase difference of 60°, and a 
60° phase difference exists between the E.M.Fs. across successive 
pairs of line wires, so that a six-phase system is produced. These 
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conditions are represented in the circuit and vector diagrams of 
Fig. 142. 

If the E.M.Fs. in the secondary windings are 

e, = 2E^ sin cot, = 2E^ sin(ft>< - §77), c^, = 2^^ sin(o)i - ^tt) 
the voltage across phase A of the (balanced) load is 
^1 . 2 = Wi + ^iii) = ^»n[sin cot + sin(ct>« V )1 
= E^ sin (ft)/ + Jtt) 
that across phase B of the load is 

^2 - 3 = - i(e„ + ^iii) - E^[Bm((ot - §77) + sin(ft)/ - V)] 

= E^ sin ft)/ 
and so on. 



Fio. 142 . OiRfuir and Vector Diaorams for “Diametrical” 
Method of Sdpplyinc. a Six-phase System 


In Fig. 142 (6) the E.M.Fs. in the secondary windings are repre- 
sented by the vectors OE^, voltages across the 

load are represented by the vectors OFj . 2 > ^ 1 ^ 2-3 • • • 

If the currents in the secondary windings are represented by 
the equations 

sin ft)/, 7*11 = sin(ft)/ - §77), = 1 ,^ sin(ft)/ - .^77), 

the current in phase A of the load is given by 

== h + hii = + sin(ft)/- ^77)] = sin(ft)/ + §77). 

Similarly, the current in phase B is given by 

7b = - hi - hii = - /m[sin co/ - § 77 ) + sin(ft)/ - ^ 77 ) ] = sin cot, 
the current in phase C by 

»o = h + hi = + sin(ft)/ - §77) = sin(ft)/ - J77), 

and so on. 


15- (T.5245) 
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In Fig. 142 (c) the vectors 0 /,, 0 /„, 07 , „ represent the currents 
in the secondary windings (which are shown lagging 99 ® with 
respect to the corresponding E.M.F. vectors in the diagram (a) ), 
and the vectors 07 a, 07 ^, . . . represent the load currents. 

The connection of Fig. 141 is called the “ double delta '' connection : 
it requires double secondary windings on the transformers as in the 
six-phase connections of Figs. 138, 139. This connection, so far 
as the secondary windings of the transformer are concerned, is 
equivalent to two three-phase delta connections displaced 180° in 
relation to each other, as represented in the conventional diagram 
of Fig. 143. 

If the currents in secondary windings are represented by the 
equations 

h = Im sin (ot, ia = sin(w< - § 77 ), sin (cu< - .jrrr), 

the currents in the line wires are given by 

h — h “■ hn = cot - sm{a>t - .Jtt) ] = \/^.7^ sin(fo^ - Jtt), 

h ==hi*~hii =7^[sin(co<- |7r)-sin(co<-- ;l7r)] = \/3.7^sin(a)<-j7r), 
^3 = hi “ h = ^w[sin(a>^ ~ Itt)- sin cot ] .7^ Hin((jot - 

h = hn “ h = 7^[sin(cef - in) - sin cot] = sin(w^ - ;.7 t), 

and so on. 

The currents in the phases of the mesh-eonneeted load are given by 
K = - ^2 = '\/3.I^[sm{(jot-^)-Bm((jot - ^ tt )] 

= ^in(cot + i^r), 

h = H ~ ^*3 = A/3.7^Jsin(co« - \n) - sin (cot - ;» ] 

= ^3-7^ sm((ot - in), 

= hi - h = \/3-^w[sin(co« - ;» - sin(ct>^ - ;.n)] 

— \/3.7^ sin(cot - In), 

and so on. 

The vector diagrams are shown in Fig. 143. In the vector 
diagram of currents, the vectors 01^, 01^^, 01^^^ represent the 
currents in the secondary windings — these vectors being shown 
lagging 95 ® with respect to the corresponding E.M.F. vectors OE^, 
OEj^, — ^the vectors 01^, OI 2 , . . . represent the line cur- 

rents, and the vectors 07 a, 07b, . . . represent the load currents. 

The determination of the voltage across each phase of the load 
is not so simple as the determination of the load currents, and is 
best effected by replacing the two delta-connected circuits by 
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equivalent star-connected circuits. Thus considering the delta 
circuit lai Ilaf ^^6 E.M.Fs. of the secondary windings are 

represented by the vectors OE^^ vector 

triangle shown in full lines. The phase E.M.Fs. of the equivalent 
star-connected circuit are represented by the vectors OE^, OE^^ 
OE^, which have a phase difference of 30°, lagging, with respect to 
the vectors OE^, OE^^, Observe that in the upper diagram 

OE^, OEj,, OEc are drawn from the centre, O, of the triangle 
formed by the vectors jE7,j, 

For the delta circuit Ilf,, Illff, the E.M.Fs. of the secondary 
windings are represented by the vectors OE^, OE^^, OE^^^ and by 
the vector triangle (shown dotted) formed by the vectors E^\ 



Fig. 143. Circuit and Vector Diagrams for “Double -delta” 
Method of Supplying a Six-phase System 

The phase E.M.Fs. of the equivalent star-connected 
circuit are represented by the vectors OE^, OEf,, OE^ in the lower 
diagram and by the dotted vectors drawn from the comers to the 
centre, O, of the triangle E^\ E^^\ • 

Hence if the neutral points of the equivalent star circuits are 
connected together, the conditions are equivalent to Fig. 138. 
Thus the voltages across the phases of the load are equal in 
magnitude to the phase voltages of the star system, and are repre- 
sented by the vectors OFj . 2 ) OV 2 . 3 , ... in Fig. 143. Observe 
that Fi . 2 + Fz 8 = Fa - 4 + F4 - 6 = Niv 

♦ This triangle is reversed relatively to the triangle Ef, E^, as the 
interconnections of the two sets of secondary windings are reversed relatively 
to each other. 
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To obtain analytical expressions for the load voltages, let the 
E.M.Fs. in the secondary windings be given by 

Cj = E^ sin cot, Cj, = E^ Qm{cot - §77), e,„ = E^ sin(a>< - ^tt) 
Then if the E.M.Fs. of the equivalent star circuit are denoted by 
we have 

Hence, since c, + e,j + = 0, the solution of these equations gives 

~ ““ ^ 3(^11 ” ^i)> ^ ^ii) 

The voltage across phase A of the load is then given by 
^ 1 - 2 -= h e, - ^n) = i^w[sin cot - sin^ - §77)] 

= sinM + 

that across phase B is given by 

^2 - 3 = “ ~ iK ~ - sin(a)< - .- 1 77)] 

= ^^ ^,„sin(co«- J77) 

and so on. N d 

The voltage, E^, at the terminals of any half-section of the 
transformer winding for the double-delta connection is equal to 
the vector sum of the voltages across the two phases of the load 
to which that section is connected. Since the latter have a phase 
difference of 60®, therefore, E^ = ^3.Ei, where Ei is the voltage 
across each phase of the load, the voltage drop in the line wires 
being neglected. 

With the diametrical connection, however, the voltage across 
each phase of the secondary winding of the transformer is equal to 
the vector sum of the voltages across three phases of the load, and 
since these have a mutual phase difference of 60®, the secondary 
voltage is equal to 2Ei, where Ei is the voltage across each phase 
of the load and the voltage drop in the line wires is neglected. 

But whereas the VA. -output from each delta- connected group of 
windings in the double-delta connection is one-half of the total VA. 
supplied to the load, the VA.-output from each winding in the 
diametrical connection is one-third of the total VA. supplied to the 
load. Hence the line currents will be the same for both connections. 

Measurement of Power in Six-phase Systems. Although very 
few cases occur in practice where the measurement of power in 
six-phase circuits is required, since this measurement is usually 
effected on the three-phase system from which the six-phase power 
is obtained, we shall consider briefly some methods by which 
the power in six-phase systems may be measured. 
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If the system is balanced the total power may be Pleasured by a 
single wattmeter, as in a balanced three-phase system, by inserting 
the current coil in one line wire and supplying the potential coil 
with a voltage equivalent to the phase voltage of the system. For 
example, if the neutral 
point of the system is 
available the potential 
coil is connected be- 
tween the neutral 
point and the line 
wire in which the cur- 
rent coil of the watt- 
meter is inserted 

If the neutral point 
is not available, a 
number of alternative 
connections are pos- 
sible. For example, if 
the current coil is in- 
serted in line No. 1, 
the potential coil may 
be connected across line wires 2 and 3, since the voltage between 
tliese lines is equal to, and is in phase with, the phase voltage of 
phase I (see vector diagram Fig, 136). 

- Alternatively, a star-connected potential circuit for the watt- 
meter, similar to that shown in Fig. 128, may be employed. In the 
present case the potential branch containing the potential coil 
must be connected to the line wire in which the current coil of the 
wattmeter is inserted, and the other branches must be connected 
to line wires which have a phase difference of 120® from that con- 
taining the current coil. Thus, if the current coil is connected in 
line 1, the end of the potential coil must be connected to this line 
and the other ends of the star-connected potential resistances must 
be connected to lines 3 and 5. 

In all the above cases the wattmeter measures the power in one 
phase of the system, and the total power is therefore given by six 
times the reading of the wattmeter. 

If the system is unbalanced the double two- wattmeter method, 
using two polyphase wattmeters connected as shown in Fig. 144, 
may be employed. The total power in the system is then given 
by the sum of the readings of the wattmeters. Thus, denoting 
instantaneous values of the phase voltages by 

^I1I> ^V» ^VI> 



3 5 2 4 



Fkj. 144. Doublk Two-wattmeter Method op 
Measitrino Power in a Six-phase System 
(Polyphase Wattmeters) 
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line voltages by 

^l-2> ^2'3> ^3-4> ^4‘6> ^6-6> ^6-l> 

and line currents by 

^'2> ^*3> ^4 > ^*6> ^6j 

the instantaneous power measured by wattmeter PWi is given by 

Pi = ^>1-6 + 

and that measured by wattmeter PW^ is given by 
P2 ~ ^4^4-2 + H‘^ 6 ' 2 ' 

Now ^^1-6 = — Cy, V3.5 == Cjjj — Cy, 1^4-2 ~ 6jy “■ Cjj , “ye- 2 “ ^VI 

Hence, 

Pi + 2h “ ^1^1-6 + ^3'*^3-6 + ^4^4-2 + ^6'*^6-2 

= ^3(^111 “^v) H(^iv "" ^ii) ~ ^ii) 

= ijCjL + ^3^11+ * 4 ^v + “ ^(h + ^3)” ®ii (^4 4 * ^e) 

But, since have a mutual phase difference of 120® 

H 4 ^3 ~ H 

and, since 1*2, ^’4, also have a mutual phase dilference of 120® 
H + ^6 ~ ^2 

Therefore, 

Pi 4 Vi == Vi + ^ 2^11 + ^3%i + Viv 4 

which is equal to the total power in the six-phase system. 
Two-phase System 

Independent Two-phase System. The independent, or four-wire, 
two-phase system has already been considered in connection with 
the simple polyphase alternator (p. 175). This system, however, 
may be obtained from a four-phase, star-connected system by 
disconnecting the neutral point and connecting alternate phases 
in series, as shown in Fig. 145. In this manner two equal E.M.Fs., 
having a phase difference of 90®, are obtained. 

Interconnected Two-phase System. The two-phase system may 
be interconnected, so that only three line wires are necessary, 
by joining one end of each phase to a common line wire as shown 
in Fig. 146, this interconnected system being called the two-phase 
three-wire system. The common line wire is called the neutral 
wire and the other line wires are called the “ outers.’’ 

The vector diagram for this system is shown in Fig. 147, from 
which we observe that in a balanced system the E.M.F. across the 
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“ outers ** is equal to the vector difference of the phase E.M.Fs., 
and is numerically equal to \/2 (= 1*414) times the phase E.M.F. 
Moreover, the E.M.F. across the “ outers ” has a phase difference 
of 45°, leading, with respect to the E.M.F. of phase I. 

The current in the neutral wire is equal to the reversed vector 
sum of the currents in the “ outers,” and with balanced loads the 



(a) (b) 

Fig. 14 . 5 . Method of Converting a Four-phase, Star-connected 

AliTERNATOR INTO A TwO -PHASE ALTERNATOR 


former is equal to \/2 times the current in each “ outer.” Moreover, 
the current in the neutral has a phase difference of 135° with respect 
to the current in the “ outers,” being leading with respect to the 



Fig. 14 (> Fig. 147 

(JiHCUiT AND Vector Diagrams for Two -phase, Three- wire 
System 


current in one “ outer,” and lagging with respect to the current in 
the other “ outer,” as shown in Fig. 147. 

Due to these large phase differences between the currents in the 
neutral and “ outers ” of a two-phase three-wire system the voltage 
drop in the neutral wire will have large phase differences with respect 
to the voltage drops in the “ outers,” and therefore when these 
voltage drops are compounded with the phase E.M.Fs. to obtain 
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the voltages at the load, the latter will, in general, be unequal and 
will not have a phase difference of 90°. Thus, the two-phase three- 
wire system becomes unsymmetrical when loaded, and for this 
reason the system does not possess much practical value for power 
transmission. 

Comparison of Two-phase and Three-phase Systems. The two- 

phase system is not so advantageous as the three-phase system 
for power supply, as four line wires are necessary to maintain a 
symmetrical two-phase system, whereas only three wires are 
necessary in the ease of a three-phase system. The two-phase four- 
wire system, however, is used to some extent in this country and 
abroad for mixed lighting and power loads, the lighting load being 
single phase and the power load being two phase. 

The majority of these installations were originally single-phase 
systems supplying lighting loads, and were converted into two- 
phase systems for the purpose of enabling a power load to be 
supplied in addition to the lighting load. For modern installations, 
however, the three- j)hase four-wire (star-connected) system is 
employed for mixed loads, as with this system the lighting portion 
of the load is supplied at the phase voltage of the system, and the 
power portion of the load is supplied at the “ line ’’ voltage of the 
system, which is times the phase voltage. Moreover, a two- 
phase supply may be obtained from such a system by means of 
transformers connected in the manner described in Chapter XIII. 



CHAPTEB X 

TRANSMISSION GIRCXnTS AND THEIR CONSTANTS 


In this chapter we shall determine the constants (resistance, induct- 
ance, capacitance) for simple transmission circuits and discuss some 
factors (such as comparison of systems of transmission, equivalent 
circuits, voltage drop, etc.) concerned with such circuits. 

Resistance. For the usual sizes of conductors employed in power- 
transmission circuits, the resistance under working conditions may 
be calculated from the usual formula — R = /p/a, where B is the 
resistance in ohms ; /, a, the length and cross-section respectively, 
and p, the resistivity, all of w^hich must be expressed in the same 
system of units. But with large solid conductors (above 1 in. in 
diameter) the resistance under working conditions will be higher 
than that calculated from this formula owing to the skin effect, 
whicii has already been explained (p. 48). 

The increase in resistance due to the shin effect can be calculated 
by the method explained in Chapter XV, but for ordinary power 
frequencies the general equation may be replaced by a simple 
approximate expression. Thus the resistance, R^, under working 
(i.e. alternating-current) conditions is given by 



where R is the resistance calculated from the formula (R = /p/a), 
CO == 27r X frequency, and the factors a, p, denote the cross-section 
and resistivity respectively in centimetre units. For round copper 
conductors of diameter d cm., and resistivity =1*7 x Q. per 
cm. cube, C(|uation (60) reduces to 

R^ = R\} + 0-7(/c/71000)2 - 0-4(/(/2/1000) ( . . . (60a) 

Inductance of Single-phase Transmission Line. The inductance 
of two parallel conductors forming a simple single-phase trans- 
mission line is given by 

L = (0*92 logioD/r + 0*1) x 10~® henries 
per cm. of the line, or by 

L = 12 X 5280 X 2-54(0-92 logj^D/r + 01) X lO-® H. 

= l*61(0-92 logioD/r + 0*1) mH (61) 

per mile of line, where r is the radius of each conductor and D is 
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the spacing of the conductors, which is assumed to be large in 
comparison with r. 

Proof. To calculate the inductance of two parallel conductors, we must 
first determine the flux linked with unit length of the conductors when the 
current in the circuit is 1 A. We assume that (1) the current is distributed 
uniformly over the cross-section of each conductor; (2) the conductors are 
non-magnetic and surrounded by air. 

Thus, considering the magnetic effect due to a current of i amperes in one 
conductor, the magnetic force (or density of magnetic field in lines per cm.*) 
at a point P, Fig. 148, external to the conductor, distant x cm. from its axis is 

„ _ 

® 2nx X 
or, when i - 1, 

- 0-2 /r. 

The magnetic force at a })oiiit inside the conductor, distant y cm. from its 
axis, is 




H, = 0-2(j//r«) 

where r = radius of the conductor. 


The variation of the magnetic force in the })lane perpendicular to that 
containing the axes of the conductors is shown in Fig. 148, curve I. 



Fin. 148. Pakallel Cylindiucalc Conuuctoiis and their Associated 
Magnetic FiEiiDS 


The effect of the current in the other conductor is rejiresented by the 
curve If, Fig. 148. Hence when both conductors are carrying current the 
resultant magnetic force in the space between them is represented by the 
sum of curves I and II, and is shown by curve III. The area between this 
curve and the abscissa axis is therefore proportional to the flux linked with 
each cm. length of the circuit when both conductors are carrying current. 
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The external flux in the space between the conductors is, per cm. length of 
circuit and per ampere, 

; D-f rD-r 0*2 r 

X \)dx = 2 / ^ dx ^ 2x0-2 I logs x\ 

= 0-41oge [(D-r)/r] 

== 0*4 X 2*3 \ogiQ Djr 
when D is largo in comparison with r. 

The internal flux per cm. length of each conductor, due to unit current in 
it, is, for an element dy distant y from the axis, 

dO,- = Hy(dy X 1) = 0*2(y/r*)d2/ 

This flux is linked with the portion Try* of the cross section of the conductor. 
Whence the linkage is 

dO,- X 7C2/*/iTr* = 0*2(y*/r*)di/ 

Hence the total linkage for each conductor due to the internal flux is 
J ()*2(y*/r*)dy ^ ^ J y^ dy — 0*2/4 — 0*05 

Therefore the inductance per era. of circuit is 

L = ((0*4 X 2*3 logioD/r) + 2 x 0*05} x 10-« 

= {0*92 logiQ^/r + 0*1} X 10"® henry. 

Inductance of Three-phase Lines. The conductors of a three- 
phase line may be arranged either symmetrically, e.g. at the comers 
of an equilateral triangle, or parallel to one another in the same 
plane. With the symmetrical arrangement of conductors, the in- 
ductance per Hne, or per phase, has the same value for each line, 
and is one-half of that for a corresponding two- wire line. Thus 

L = 1*61(0*46 log^oD/r + 0*05) mH. . . . (62) 

per conductor per mile of line, where D is the spacing of the con- 
ductors and r is the radius of each conductor. 

Proof. Let the actual three-conductor system be replaced by an equivalent 
six -conductor system, in which the three return conductors are arranged 
along the neutral axis of the original three-conductor system, as indicated 
in Fig. 149. Thus the current in conductor A' is equal and opposite to that 
in conductor A, and so on. The sum of the currents in A', B\ C' is zero at 
every instant, and if these conductors are assumed to have zero resistance 
and to be coincident with the neutral axis of .4, B, C, their presence will not 
affect the constants of the original circuit. 

In calculating the inductance of a phase-loop (e.g. AA') of this system, 
the effect of mutual inductance from the other phase-loops, e.g. BB' and CC\ 
must be taken into accoimt. Thus, let L' denote the inductance of each 
phase -loop when isolated and M the mutual inductance between a pair of 
phase-loops. Then considering a symmetrical system and denoting the cur- 
rents in A, B, O by = /„, sin cot, I „ sin(G>^ - f tt), sin{(ot ~ Jtt), 

the total linkages in the loop A A' due to these currents is equal to 

L'ii - Jkfta - M% = L'l^ sin (ot - MI ^ sin(a)« - f tt) - MI ^ sm{cot - f,7r) 

= {L' -f M)/„»sina>« = (L' -f- M)ii. 
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Hence the inductance of each phase-loop when forming part of the three- 
phase system (i.e. the inductance per phase) is L = L' + M, 

Now L can be expressed in terms of the inductance of a loop formed by 
any pair of the original line conductors, e.g. AB, Thus, if the phase-loops 
A A' and BB' are connected in series and are supplied with single -phase cur- 
rent — the currents in A' and B' flowing in opposite directions — ^then the 
inductance of this double loop, when isolated, is equal to L' -f- 2M L' 
= 2(L' -f M) ~ 2L. But since the magnetic effect of the currents in A' and 



Fig. 149 Kio. 150 

Arrangement of Conductors for Calcitlations of Inductance 

(Fig. 149) and Capacitance (Fig. 150) of Three-phase Transmission 

Lines 

B' now cancel, the inductance of the double loop AA'B'B will be the same 
as that of the loop AB when isolated and carrying single-phase current. 

Hence the inductance jier phase, or per line, of a three -conductor three- 
phase system, with symmetrically spaced conductors, is one-half of that of 
an isolated pair of the line conductors. 

With the semi-aymmetrical, or co-planar, arrangement of con- 
ductors and a symmetrically-loaded system, the inductance of the 
middle line has the same value as that of one of the lines of a two- 
wire line — viz. L = 1 •61(0*46 logigDIr -f 0*05) mH. per mile — but 
that of each of the outer lines has a higher value, viz. 

L - 1-61 (0-46 logio2Z>/r 0-05) 

= 1*61 {0-46 logioDfr + 0*19) mH. per mile. 

In practice, with the semi-symmetrical arrangement of con- 
ductors and transposed lines, it is sufficient to calculate the induct- 
ance on the assumption that the lines are symmetrically spaced 
with an equivalent spacing equal to the geometric mean of the 
actual spacings. Thus the inductance per line, or per phase of the 
system, per mile of conductor, is given by 

L = 1-61(0*46 log^o[(^D,^RM/r] + 0-05) mH. . (63) 

where D^g, jDgg, denote the actual spacings of the conductors 
taken in the order 1-2, 2-3, 3-1. 

Inductance of (Joncentric Cables. Although a concentric cable 
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produces no external magnetic field, the internal magnetic field, 
due both to the separation of the conductors as well and their 
dimensions, causes inductive effects which may require to be taken 
into account in long cable lines. The linkages due to the magnetic 
field internal to the inner conductor, and also the linkages in di- 
electric separating the conductors, can be calculated by the same 
principles as were applied to parallel cylinders if the current is 
assumed to be uniformly distributed over the cross-section of the 
conductors. The calculation of the partial linkages due to the in- 
ternal field in the outer conductor is a little more difficult, although 
the same fundamental principles are involved. 

The inductance per mile of cable at ordinary power frequencies 
on the assumption of uniform distribution of the current is given by 

L = l*61[0-46 logio(/-i/r) + 0*05 + mH. . . (64) 

where r is the radius of the inner conductor ; r^, t, the internal radius 
and thickness respectively of the outer conductor, and t is small in 
comparison with r. 

Inductance of Two-core and Three-core Cables. For unarmoured 
cables, the inductance of a two-core cable is obtained by the 
application of equation (61), and the inductance of a three-core 
cable is obtained from equation (62). The effect of armouring is to 
increase the inductance, but as the calculation of the inductance 
is now somewhat involved, and as the values so obtained may not 
be very accurate, it is better to rely upon manufacturer’s data. 

Capacitance of Single-phase Transmission Lines. The capacitance 
of parallel cylindrical isolated conductors has already been deduced 
on p. 57. The results can be applied directly to single-phase trans- 
mission lines as normally erected, as the height of the conductors 
above earth is such that the proximity effect of the earth may be 
ignored. Hence the capacitance per mile of the two- conductor line 
is given approximately by 

C - 0-0195/logio(f>/r) /^F (65) 

where r is the radius of each conductor, and D is the spacing of 
the conductors (i.e. the distance between their centres), which is 
considered to be large in comparison with r. 

Capacitance of Three-phase Lines. With symmetrical spacing 
(i.e. triangular arrangement) of the conductors, the capacitance of 
each conductor with respect to the neutral axis, 0 (Fig. 150), i.e. 
the capacitance per phase (called also the star capacitance), is given 
approximately by 

C = 0*039/logio(D//*) 


(66) 
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per mile of line, where D is the distance between the centres of the 
conductors and is considered to be large in comparison with the 
radius r. 

Proof. Consider a symmetrical system. Let e = sin denote the phase 
voltage of conductor A at the instant ty — Q,„sina)^ the charge on this 
conductor, and gjj = sin(a)« - Jtt), ~ sin(a)^ - \tt) the charges on the 
other conductors B and C at this instant. Then the work done on unit positive 
charge when it is moved from the neutral axis to conductor A is 

2^„[8inw< loge(Di/r) -f sin(o>« - f tt) log«(Di/D) 

4- - \ir) loge(2)i/D)] 

= 2,Q^%\nmt log£(Z>/r), 

where is the distance between the neutral axis and the axis of each con- 
ductor. 

Whence the capacitance per cm. length of conductor 

= Q « sin 0 Jtl 2 Q ^ sin cot loge(D/r) == 1/ [2 loge(Z)/r) ] electrostatic units. 

Capacitance of Cables. (1) Concentric Cable. The capacitance of 
a concentric cable has already been deduced on p. 56, and is 
given by 

C -- 0-039/<:/logij)(ri/r) fjiF. per mile . . . (67) 

where k is the dielectric constant of the dielectric, r the radius of 
the inner core, and the internal radius of the outer core (Fig. 151), 



Fig. 151. Cross-sections of Cables Showing Dimensions 
Required for Calculation op Capacitance 

If the cable is lead sheathed, and the sheath is earthed, the 
capacitance between the outer conductor and the sheath is 

C — 0-039/c/logio(r3/r2) /^F. per mile . . . (68) 

where is the external radius of the outer core and is the inner 
radius of the sheath (Fig. 151). 

(2) Single-core Cable. Assuming a homogeneous dielectric and a 
lead sheath, the capacitance per mile is given by 

C = 0-039K:/logio{r3/r) /^F (69) 

(3) Multi-core Cables, Conductors of Circular Cross-section. The 
capacitance of multi-core cables should preferably be obtained 
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from manufacturers’ data (which is based upon measurements of 
the capacitance of completed cables), as the calculation of the 
capacitance from fundamental principles is complicated by the 
close proximity of the sheath to the conductors and by the close 
spacing of the conductors themselves. 

The following empirical formula is used by cable-makers for 
calculating the approximate star capacitance of three-core paper- 
insulated cables with conductors of circular cross-section — 

C = 0-133/logio(^3/^) /aF. per mile . . . (70) 

where r is the radius of each conductor and is the inner radius of 
the sheath. 

Equivalent Star and Delta Capacitances of a Three-core Cable 
Transmission System. The equivalent circuit of the capacitances of 



Fig. 152 . Equivalknt Capacitive Circuit ob’ Three-phase Cable 
(«), AND THE Equivalent Delta (6) and Star (c) Capacitances 


a three-core cable is shown in Fig. 152 (a), which consists of a delta- 
star arrangement of condensers, the delta- connected condensers, 
Cq, representing the capacitances between the cores themselves, 
and the star- connected condensers, (7„, representing the capacitances 
between each core and the sheath. The circuit of Fig. 152 (a) may 
be replaced either by a group of delta-connected condensers, 
(Fig. 152 (b ) ), or by a group of star-connected condensers, Ty 
(Fig. 152 (c ) ). Thus,’ 

I- C,. 

The capacitances of the equivalent condensers C^, C*,, are obtained 
from two capacitance tests on the cable. Thus (1) measure the 
capacitance between two cores, with the third core and sheath free ; 
(2) connect two cores to the earthed sheath, and measure the 
capacitance between these cores and the other core. The capac- 
itance obtained from the first test is Gi — C^, + = i(3C'c 

+ Cg), and that obtained from the second test is = 2C^ + C^, 
Whence C, = 20^ - G ^ ; C, = - 4cG^. 
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Charging Current of Three-core Cable Transmission System. The 

charging current (/g) is easily obtained when the equivalent star 
capacitance, Cy, is known. Thus 

/g = cuCyF/\/3 = o)(S(Jc + Cg)V/\/3 — (o(2Ci)V I \/3, 

where V is the line voltage of the system. 

Observe that the equivalent capacitance (Cy) for this calculation 
may be obtained from a single measurement of the capacitance of 
the cable, viz. test (1) above. 

Equivalent Transmission Circuits. With short overhead trans- 
mission lines capacitance effects can be ignored. Hence the equiva- 
lent circuit for such a line is a simple series circuit containing resist- 
ance and inductance. The general vector and load diagram for 


L, R, L, R, L, R, L R, iL iR L H 



(a) (6) (c) 

Fio. 158. Equivalent Circuits of Long Transmission Line 

(a) Eqiiualent Ciicuit; (b) Aiipioxiinatc Kfiunalont Cimiil (T), (c) Vpproxiinato 
Ktiuiv.ilonl CiK'Uit (II) 

this type of circuit is given in ( Chapter V^T, and a worked example 
is given on pp. 129-131. 

With long overhead lines and all cable systems, however, capaci- 
tance effects must be considered. In the actual line or cable, the 
lesistance, inductance, and {•apacitance are uniformly distributed 
over the whole length of the line, and the closest approximation to 
the actual conditions is given by an equivalent circuit of the com- 
plex series-jiarallel type shovm in Fig. 153 (a), which, so far as the 
currents and voltages at the extreme ends of the line are concerned, 
can be simplified to the equivalent circuits shown in diagrams (5) 
and (c), Fig. 153. The latter are (tailed the equivalent T and 11 
circuits, and the values of the equivalent impedances are deduced 
on p. 230. 

For approximate calculations, the values of the equivalent 
impedances are calculated from the lumped values of the resistance, 
inductance, and capacitance, and the equivalent circuits in which 
these quantities are used are called the nominal H and nominal T 
circuits. Thus in the nominal II circuit, one-half of the total 
capacitance is concentrated at each end of the line, and in the 


//»^// g/f/V 
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nominal T circuit the whole of the capacitance is concentrated at 
the mid point of the line. 

Voltage Drop. The voltage drop can be easily calculated for the 
simpler equivalent circuits when the vector diagrams are drawn. 

Thus for a short overhead line, in which the effects of capacitance 
can be ignored, the vector diagram is shown in Fig. 154, in which 
01 represents the current; OV^, the voltage at the load end of the 
line; the impedance voltage triangle for the line; and OF^, 


Fio. 154 . Vkctor Diagram for Short Transmission Line 

the voltage at the generating end of the line. The voltage drop — 
i.e. the arithmetic difference between the voltages at the generating 
end and the load, or receiver, end — is given by 

- F 2 = \/[(^2 + 9)^ 

+ (IX cos (p- IR sin - F 2 . . (71) 

If y’ is leading instead of lagging, 

Fi - F 2 -= + IR cos (p-IX sin (pf 

+ (IX cos (p IR sin 9 ?)^] - Fg . (72) 

where Fj, Fg are the voltages at the generator and load ends of 
the line respectively, I the current, and (p the phase difference 
between the load voltage and the current. 

For cable transmission^ in cases where the inductance can be 
ignored, the voltage drop is given by equation (72) when the load 
})ower fac'tor is lagging, and by equation (71) when the load power 
factor is leading. 

For a long overhead line, or any line in w'hich the effects of capaci- 
tance must be considered, the vector diagrams for the nominal H 
and T equivalent circuits are showm in Figs. 155, 156, from w'hich 
the voltage drop can be readily calculated. 

In drawing the vector diagram (Fig. 155) for a nominal 11 line, 
the charging current, 01 at the load end of the line is combined 
vectorially with the load current, 01, to obtain the line current, 
Oil,, The impedance voltage triangle, V^V^, is then drawn with 
reference to this current (OIi), and the voltage (OF^) at the gen- 
erating end of the line is determined. The current, OIq, at this end 

16— (T 5245) 
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of the line is the veci^or sum of the line current and the charging 
current, O/cd generating end of the line. 

In drawing the vector diagram (Fig. 156) for a nominal T line, 
the impedance voltage triangle, for the load-end half of the 

line is compounded with the load voltage, OF 2 , to obtain the volt- 
age, OFm, at the mid point of the line. The charging current, OIq, 
is then calculated and is compounded with the load current to 
obtain the line current, 0 /q, in the generating-end half of the line. 
The impedance voltage triangle, Vyp Fj, for this portion of the line 



Vector Diagrams for TI and T Eqci valent Circuits of Long 
Transmission Lines 

is then compounded with the mid -point voltage to obtain the 
voltage, OFi, at the generating end. 

Example. A three -phas^ line, 60 miles long, has a resistance oi 22 fl. per 
lino, an mrluctance of 95 mH. per lino, and a star capacitance of 0*75 /iF. 
Calculate the voltage at the generating end to snpjily a load of 10,000 kVA. 
at 132,000 V., 0*9 power factor (lagging), 50 cyclo-3. 

Approximate Solution for a Nominal T Equivalent Circuit — 

Line current at load 

10,000/(V3 X 132) - 43-7 A. 

Actual voltage drop duo to resistance of load-end half of line 
= 43-7 X ^ X 22 r= 480 V. 

Actual voltage crop duo to inductance of load-end half of lino 
-- 43-7 X ^ X 0 095 X 314 = 652 V. 

Voltage at mid-point of line 

- \/3v/{[(132,000/V3) + 480 x 0-9 + 652 x 0-435]‘ 

-f (652 X 0-9 - 480 X 0-435)^) 

= V3\/[(76,100 -f 432 -f 284)^ -1 (587-209)2] = 133,245 V. 

(This calculation shows that the angle between the vectors O and 0 
Fig. 156, is so small that it need not be taken further into account.) 

Hence, charging current 

314 X 0-75 X 133,245/(V3 X J0«) =- 181 A. 

Line current at generator end of line 

= V[(0*436 X 43-7 - 18-1)2 + (0-9 x 43-7)2] = 39-3 A. 

Phase difference between OFjj and OIq is approximately zero. 

/. Voltage at generator 

133,245 + v/S X 480 x 39-3/43-7 = 133,995 V. 
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Weight of Line Conductors for Single-phase and Polyphase Trans- 
mission Systems. In comparing the weight of copper required for 
the line conductors of single-phase and polyphase systems, it is 
essential to base the comparison upon similar conditions in each 
case. Thus the total power, the power factor, and the distance 
over which the power is transmitted must obviously be the same 
for the several cases under consideration. Other conditions which 
must be co-related are : the efficiency of the transmission, the 
percentage drop in voltage, the current density in the line wires, 



(^) (6) (c) 


Fig. 157 . Circuit Diagrams of Polyphase ANi> Single-phase 
Transmission Systems with Earthed Neutral Point 

the voltage between the line wires, and the voltage between each 
line wire and earth. Some of these conditions are independent of 
one another, while others are inter-dependent. For example, in 
systems in which the neutral point is earthed the voltage between 
line wires depends upon the number of phases and the phase 
voltage. Hence, if the voltage between any line wire and earth 
(i.e. the phase voltage of the system) is fixed, the voltage between 
the line wires of a given system mil depend upon the number of 
phases in that system. 

Again, if the reactance of the line is neglected the percentage 
drop in voltage in the transmission system is equal to the PR loss 
in the line wires expressed as a percentage of the total power 
transmitted, and since the efficiency of transmission is given by 
[1 - (power expended in line wires /total power transmitted)], the 
percentage drop in voltage and the efficiency of transmission are 
inter-dependent. 

Case /. Star-connected Systems vnth Earthed Neutral Point 
(Kg. 157). 

Let n = number of phases, P — total power supplied to the 
transmission lines, E = phase voltage, cos (p = power factor. Then, 
assuming sinusoidal E.M.Fs., the voltage between adjacent line 
wires, taken in order, is equal to 2J?sin7r/n. Also with balanced 
loads the power transmitted by each phase is equal to P/n, and 
the current in each wire is equal to PI(nE cos q>). Hence the PR 
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loss in each line is giv('n by Rj,(PlnE cos 9 ?)^, where Rj, is the resis- 
tance of each line. If the efficiency is to be the same for each case 
the loss in the line wires must bear a fixed ratio to the power 
transmitted, and therefore 
Rj,(PlnE cos (p)^ 

P/n 

where rj is the efficiency of transmission. 

Now = pljOy where p is the specific resistance of the material 


= 1 - a constant, 


of the conductors and Z, a, 
respectively, of each. Hence 


are the length and cross section. 


. _ pPl 1 

^ E^ cos^ q) * 7ia 

i.e. the product na is a constant. But na is proportional to the 
total weight of the line conductors. 

Thus the amount of copper required for the line wires for the 
transmission of a given power under similar conditions is the same 
for all star-connected polyphase systems with earthed neutral 
point. Since, however, the three-phase system gives the lowest 
overall cost when insulators, poles, towers, labour, etc., are con- 
sidered, this system is always employed in practice in preference 
to other polyphase systems. 

CoMPAKisoN WITH Stngle-phase System. To obtain a com- 
parison with the single-phase system under similar conditions, we 
shall consider the case in which one terminal of the generator is 
earthed (Fig. 157 (b) ). The line current — PjE cos 9 ?, and the PR 
loss in line wires — 2R^(P/E cos 9 .)^, where Rg is the resistance of 
each line. 

Hence for the same efficiency of transmission as in the polyphase 
systems we must have 


2Rg(P IE cos 9?)2 Rj^{P I nE cos 9 ?)’^ 

~p = 

Whence 2Rg = R^jn, 

i.e. Qg -= 2 wap, 

where a^, are the cross-sections of the line conductors for the 
single and polyphase systems respectively. 

Hence 


Weight of line conductors for single-phase system 
Weight of line conductors for polyphase system 
_ 2i^ ^ 2 X 2nOj, ^ ^ 
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i.e. the weight of the line conductors for a single-phase system with 
one terminal earthed is four times that for a star-connected poly- 
phase system with earthed neutral point. 

The current density in the conductors of the single-phase system, 
however, is only one-half of that in the conductors of the polyphase 
system. 

For the special, and unusual, case in which the mid-point of the 
generator winding is earthed (Fig. 157 (c) ), the weight of the line 
conductors is the same as that for a polyphase system. 

Case IL Non-earthed Systems (Fig. 158). The comparison will 



(ou) 



(b) 


Fi«. 158 . Ciiu’iJiT Diagrams of Polyphase and Single-phase 
Transmission Systems with Insulated Neutral Point 


be based upon equal line voltages in all cases, the other governing 
conditions being the same as before. 

Considering star-connected systems for convenience, let V = line 
voltage. Then the phase voltage, Ey of an n-phase system is equal 
to V /2 sin 7r/n, and the line current is equal to 

PjnE cos cp = (2P sin 7r/n)/(7iF cos (p). 

If Rjy* is th(j resistance of one line, the PR loss in each line is given 
Rp[(2P^m7rln)j{nV cos 95)]^. Hence for the same efficiency of 
transmission as before we must have 


Rj,' L (2P sin 77 /n ) / (n F cos 9? ) f 


f, a constant, 


i.e. 


or 

whence 




^sin2 Tr/n 


n ■ F-cos*^) 


4sin'*7r/M Ppl 


na„ 


V^cos^ip 




na^ =4sin-77/n X a constant. 


where — cross-section of each line conductor. 

Now na'p is proportional to the total weight of the line conductors. 
Hence in this case the weight of the line conductors varies with the 
number of phases, becoming smaller as the number of phases 
is increased. 
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The d(‘CTease in weight of the line conductors due to the increase 
in the number of phases results in an increase in the current density. 

Comparison with Single-phase System. In the single-phase 
system, the line current is given by P/V cos q), and if the resistance 
of each line is the total line PR loss is 2Rg" (P/V cos y)*. 



Fig. 159 
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Fig. 160 


Circuit Diagrams for Nominal T and Nominal II Transmission 

Lines 


Hence for the same efficiency of transmission as in the polyphase 
systems, we must have 

2R\(PjVcot^ (pf ^ sin^7T/n P 

P ^ n ' V^Qo^“cp 

Whence (212,,' sin^ Tr/r^)/?^ 

and 2a s" = iia^! Trjn 

Weight of line conductors for singlo-ph ^se system 1 

Weight of line conductors lor polyphase system sin^7r/n 

Therefore for non-earthed systems and equal voltages of trans- 
mission the weight of the line conductors for the single-phase 
system is 1*33 times that of the line conductors for the three-phase 
system. 

The Constants of a Long Transmission Line Having Distributed Resistance, 
Inductance, and Capacitance. Consider a single-phase, or two-wire, line, and 
let JR, Lf C denote the resistance, induotanee, and capacitance per mile of 
lino. Then for a^i element, dx, of the line, the iiieremental values of the series 
and shunt impedances will be (I? ja)L)dx and -~jo)Cdx respectively. 

Hence, if distances are taken in the direction from the generator to the 
load, and if the current in the element is I, the voltage drop or decrease of 
voltage across the clement will be given by dy == I {R -j- jcoL)dx. Similarly, 
if Y is the voltage at the generator end of the element, the decrease of line 
current will be givf^n by dl — - Y{jcoC)dx. In both cases the assumption is 
made that / and P are constant over the infinitesimal length dx. 

Whence dYjdx — - I{R + jcoL) 

dljdx « - P{ja>C7) 
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By differentiation and substitution, we obtain 
d^Yldx^ - Y 30 }G(R -f 3(oL) 
d^fldx* = Ija)C(R -f jcoL), 
the solutions of which are 

Y = Ai cosh px 4- sinh Px (73) 

/ =s ~ (AJZq) cosh px - 4 iI?9 sinh px ... (74) 

where Ai^ A2 are constants of integration, the values of which depend upon 
the terminal conditions of the Ime, P( — \/[jq)C{R -f J(oL)]) is called the pro- 
pagation constant of the line, and = i/[(^ + jo)L)lja)G^) is called the 
characteristic impedance (or surge impedance) of the Ime [Note. When R 
can be neglected Z^ = ^{LIG) ] 

At the generator end of the Ime we have a; = 0, 7 = Fi» / = whence 
Ax =» Fi 

Substituting these values in equations (73), (74), we have 

Yff = Fi cosh px - I^Zq smh Px (76) 

Ig. = cosh px - VJZq smh px (76) 

where Yx o-iid Ik the voltage and current respectively at a distance x 
miles from the generatmg end of the Ime 

Hence the voltage and current at the load end of a line, of length I miles, are 
Yi == Fi cosh pi - I^Zq smh pi (77) 

I2 == Ix cosh pi ~ ( ViIZq) sinli pi (78) 

If the load voltage ( Fa) and current (/g) are known and distances, x , are 
measured from the load end of the line, then 

7 ^ = Fa cosh px' -f I^Zq smh Px' (79) 

Ig = 1 2 cosh px' -f Yil^o smh p^ (80) 

Constants of Equivalent T and 11 Lines, from the circuit diagram of 
Fig 159, we have 

Fi == W + (A - h)Z2', V 2 = (A - A)^*' - 

from which we obtain 

A- A(l + ^x7^a')-Fi/Za 

For this expression to be identical with (78), we must ha\e 

(1 + Z1IZ2') = cosh pi and (1/Za') = (IjZ,) smh pi 
Whence = Zq smh ^pi and Z2' = ZJsmh pi (81) 

From the circuit diagram of the equivalent 11 circuit (Fig 160), we have 

Yx = (A - I)Z, , Fa - - A )^2 » IZx" = (Ix - I)Z2' - (/ - A)^ 2 " 

Whence A = A(1 + Zx' /Za ) - F,(Z/' + 2Za )/Za' ^ 

For this expression to be identical vith (78), we must have 

Zx" = Zq smh pi, Z2" — Zo(l + cosh /?/)/sinh pi — Zq coth J pi . (82) 



CHAPTEK XI 

ALTERNATORS— SINGLE-PHASE AND POLYPHASE 

Practical Forms of Alternators. The eloruentary method of gener- 
ating alternating E.M.Es. by rotating a conductor, or a system of 
conductors, in a stationary magnetic field is, in practice, only 
employed for alternators of very small output, because of the 
difficulties involved in the design and construction of the windings, 
and the collection of current by sliding contacts, in large machines. 
These difficulties are avoided when the alternative method — ^with 
stationary conductors and a rotating magnetic field — is employed. 
All alternators for outputs above about 10 kW. are now, therefore, 
built with stationary armature conductors and rotating field magnets. 

The stationary armature conductors are located in slots in the 
inner periphery of a ring of alloyed-steel laminations built into a 
frame of either cast iron or welded steel plate, the whole arrange- 
ment being called the stator. 

The revolving field magnets, known as the rotor, may be built 
either in the form of salient poles, each with its exciting coil, fitted 
to a central hub on a shaft, or in the form of a cylinder of forged 
steel, with slots in the outer periphery for the excitation winding. 
The lattei form of construction is employed in machines of large 
output, which are direct-coupled to steam turbines. With both 
forms, the exciting current is supplied to the winding by means of 
slip-rings and brushes, but as only relatively small (‘urrents at low 
voltage are required, these sliding contacts present no difficulties. 

Number of Poles, Speed, and Frequency. In an alternator with 
two poles, one cycle of E.M.F. is produced at each revolution, and 
therefore the frequency is equal to the number of revolutions per 
second. If the number of poles is doubled, the frequency will be 
equal to twice the number of revolutions per second. Hence, in 
general, if p — number of poles, / frequency, n = revolutions 
per second, then / — \j)n, ov n — flip. 

For the standard frequency of 50 cycles per second, the operat- 
ing speeds, in revolutions per minute, corresponding to different 
numbers of poles are as follows — 


Number of poles . 

2 4 0 8 

10 

12 14 

16 

18 

20 

22 

24 

Speed, r.p.m. 

3000 1500 1000 7.>0 

000 

500 428 

375 

333 

300 

272 7 

260 


232 
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Conductor E.M.F. The E.M.F. generated in a single conductor 
when cut by a magnetic field is, at any instant, given by e = Blv 
X 10“® volts, where B is the flux density in which the conductor 
is situated at the instant under consideration; Z, the active length 
of the conductor, and v, the speed of the magnetic field relative 
to the conductor. 

Now, in an alternator working under normal conditions, I and v 
are constant, so that e cc B. Hence the instantaneous value of the 
E.M.F. is directly proportional to the actual value of the flux 
density sweeping past the conductor at that instant. Since one 
cycle of E.M.F. corresponds to the movement of two magnetic 
poles (i.e. two-pole pitches) past the conductor, the wave-form of 
the E.M.F. will be similar to that of the space distribution of 
the flux. 

For example, a flat- topped flux distribution curve due to a uni- 
form air gap will result in a flat-topped conductor-E.M.F., and a 
sine- wave flux distribution over the pole pitch will result in a 
sine- wave E.M.F. 

With salient poles, therefore, the pole shoes should be shaped or 
chamfered so as to give an air gap which is a minimum at the 
centre of the pole face. With a cylindrical rotor, an approximation 
to a sine-wave flux distribution is obtained with a \iniform air gap 
by distributing the turns of the exciting winding over the pole 
j)itch which is slotted for this purpose. 

Coil E.M.F. Since alternator windings are always of the drum 
type, the two eoil-sides of a fulUpitch coil will always be situated 
in flux densities of the same magnitude, but of opposite sign, because 
of the symmetrical construction of the field magnets. The instan- 
taneous E.M.Fs. in the coil-sides will, therefore, be equal in mag- 
nitude ; and since these E.M.Fs. act in the same direction round 
the coil, the coil-E.M.F. will be equal to twice the eonductor-E.M.F., 
and the wave-form of the coil-E.M.F. will be the same as that of 
the conductor-E.M.F. 

R.M.S. Value of Cloil-E.M.F. for FuU-pitch Coil. Let the coil 
consist of one turn of full pitch, and let ^ denote the flux per pole ; 
p, the number of poles ; n, the revolutions per second ; /, the fre- 
quen(*y. Then during one revolution, each conductor will be cut 
by a flux pO. Hence the mean value of the E.M.F. in the coil will 
be given by 

-- 2pOa X 10~® 

- 40/ X 10-« 
sin ' pn — 2/. 
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If E denotes the R.M.S. value of this E.M.F., and Kf denotes 
the form factor (i.e. Kf = E/E^ — R.M.S. value/mean value), then 

E = 4^Kf^f X 10-8 (83) 

For a sine wave Kf = (l/y'2)/(2/7r) = 7tI2'\/2 = 1*11, so that when 
the flux distribution is sinusoidal, 

E = 4*440/ X 10-8 

Effect of Coil Pitch. With a fractional-pitch coil, for which the 
pitch = 0 electrical degrees, the E.M.Fs. in the two coil-sides, or 
conductors, will have the same wave-form, but will not have equal 



Fia. 161 . Wave-forms of Conductor-E.M.Fs. {Ay B) and Coil-E.M.F. 

{€) FOR Fractional-pitch Coil of Alternator 

numerical values at the same instant. These E.M.Fs. may, there- 
fore, be represented by two similar wave-forms displaced from each 
other by the angle (tt- 0). The coil-E.M.F. will, therefore, be given 
by the sum of these wave-forms, as shown in Fig. 161. 

If the conductor-E.M.Fs. are sine waves, the coil-E.M.F. wilLbe 
of sine wave-form, but its maximum value will be less than twice 
that of each of the conductor-E.M.Fs. If, how^ever, the conductor- 
E.M.Fs. arc not sine waves, the wave-form of the coil-E.M.F. will 
differ from that of the former, and will approximate closer to a 
sine wave when the difference between the pole pitch and the coil 
pitch is small. 

In the special case when the conductor-E.M.F. consists of a 
fundamental and a harmonic of the nth order, the coil-E.M.F. will 
be a sine wave if the coil pitch n- rrln = 7r(n - l)/n, i.e. the coil 
pitch is TTjn less than the full pitch. For example, if the third 
harmonic is present in the conductor-E.M.F., the coil-E.M.F. will 
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be sinusoidal when the coil pitch is §7r or 120°. Siniilarly, if the 
fifth harmonic is present in the conductor-E.M.F., the coil-E.M.F. 
will be sinusoidal when the coil pitch is in or 144°. A little investi- 
gation into these cases will show that the harmonic components of 
the E.M.Fs. in the two coil-sides have a phase difference of 180° 
and, therefore, cancel out in the coil-E.M.F. 

EiEfect of Spread of Coil Side. Consider two full-pitch coils, each 
of one turn, with the coil-sides spaced a° apart. If these coils are 
connected in series, the E.M.F. in the double coil wiU be repre- 
sented by the sum of the wave-forms of the E.M.Fs. in the indi- 
vidual turns, i.e. by the sum of two similar wave-forms displaced 




Fig. 162. Oscillograms of No-load E.M.F. or Three-phase 
Alternator, Showing Effect on Wave -form of Winding 
Distribution and Inter-connection (Star) of Phases 

The maclilne has four poles, and the stator winding is of the half-coiled type, with 
three coils per pair of poles i)er phase 

For the purpose of obtaining the oscillograms of the coil-E.M.Fs., the ends of the 
individual coils of a coil-group of one phase were brought out to separate terminals, 
so that wave-forms could be obtained of the E.M.F. of (a) one coil, (b) two coils in 
series, (c) three coils in series 

Tlie oscillogram of the pliasc voltage w'as obtained from another phase of the 
winding with the full number of coils in circuit 


a° from each other. The conditions are, therefore, similar to those 
obtaining in a fractional -pitch coil having a pitch (77 - a). 

Similarly, if three one-turn coils, with the coil sides displaced 
uniformly from one another, are connected in series, the E.M.F. in 
the triple coil will be represented by the sum of three similar wave- 
forms displaced uniformly from one another. 

If the angle of displacement is small and the conductor-E.M.F. 
is non-sinusoidal, the resulting wave-form will more nearly approx- 
imate to a sine wave than that of the E.M.F. in the individual 
turns. This is illustrated in Fig. 162 by the reproductions from 
actual oscillograms of the coil-E.M.Fs. of an alternator. 

Winding Distribution Factor. If, in the preceding case, the 
E.M.Fs. in the individual turns are sinusoidal, the E.M.F. of the 
coil-group can easily be calculated, since the R.M.S. values of the 
former may be added vectorially. Thus, for the case of a two-coil 
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group, the vector diagram for which is shown in Fig. 163, if the 
E.M.F. in each turn or coil is denoted by and that in the coil- 
group by E^ then E — 2E^ cos \a. 

Now 2Eq is the arithmetic sum of the coil E.M.Fs. Hence the 
ratio EI2Ec (i.e. vector sum of E.M.Fs./arithmetic sum of E.M.Fs.) 



Fm. 163. Space Diagiiam { a ) for Two Futa.-pitcji Coils, and 
Vector Diagram ( h ) of F.M.Fs. 


= cos \a, which is called the winding distribution factor or breadth 
coefficient, and is denoted by 

For a three-coil group, Kf, ^ ^(1 +2 cos a), and for a four-coil 
group, iL 5 = |(cos + cos Ja), where a is the angle between 



(a) {b) 

Fig. 164. Space Diagram (a) of Distributed Winding, and 
Vector Diagram (6) of E.M.Fs. 


adjacent turns or coil-sides of the individual coils. These values 
ean readily be checked by drawing the vector diagrams. 

If a vector polygon and its circumscribing arc are drawn, as in 
Fig. 164, for a group of q coils {q = number of slots per pole per 
phase), each side of the polygon can be expressed in terms of the 
radius, r, of this arc. Thus Eq = 2r sin Ja. The chord, which re- 
presents the coil-group E.M.F. , E, is given by E ~ 2r sin ^qa. 
Whence, 

Kj, = E/qEc -= sin Iqa/q sin ia . . . . (84) 
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In the special case when the conductors of a coil-gi^oup side are 
packed closely together so as to be uniformly distributed over an 
angle /3 (which is called the jphase spread, or, shortly, the spread, of 
the winding), the vector polygon for the individual E.M.Fs. can be 
considered to be a sector of a circle subtending an angle Hence, 
for this case, 

= chord/arc = sin .... (86) 

Analytical Deduction ol Winding Distribution Factor. Since the E.M.Fs. in 

the individual coils are equal in magnitude but have a mutual phase differ- 
ence of a, they can bo expressed in terms of the E.M.F. in coil No. 1, which 
may be considered as a reference quantity. Thus ; 

Eca == -Keiiia ; . . . 

Hence the coil -group E.M.F.^s 

-S' — ^el ■+■ Et,2 + Ech + ... — E^{1 -f 4 . ej 2 a 4 - . . . ) 

= Ecieka - l)/(eja - i) 

— Ec[(cos qa- 1) + j sin ga]/[(co 8 a - 1 ) -f y sin a]. 

Whence E = Ef,\/{[{coii qa - 1)^ -f sin®ga]/[(cos a - 1)^ + sin®a]} 

= E^isin lqa)lsm ia 

and Ki, = EjqEc ~ sin ^qajq sin Ja . . . 

In the special case of a uniformly-distributed winding with a spread of fi, 
a approaches zero, and the value of cannot bo evaluated from this expres- 
sion. Since, in this case, /? = qa, the denominator (q sin Ja) can bo written 
in the form ^ sin Ja/a ; and if both numerator and denominator are differ- 
entiated with respect to a, wo can determine the values in the limit when 
a = 0 . 

Thus d{p sin \a)lda = cos Ja, and da/da = 1. 

Hence in the limit when a — 0, sin Ja/a = ip. 

Therefore, for a uniformlj^-distributed winding, 

K, = sin iPlip 

Coil Pitch Factor and Winding Distribution Factor for Non-sinusoidal E.M.Fs. 

In Chapter XIV it is shown that a non-sinusoidal E.M.F. can be represented 
by a series of sine-wave E.M.Fs. having frequencies 1, 3, 6, 7, . . . times the 
frequency of the non-sinusoidal E.M.F. (which is called the fundamental 
frequency). The triple-frequency component is called the third harmonic; 
the quintuple -frequency component is called the fifth harmonic ; and so on. 

With the usual (symmetrical) construction of the field magnets, only odd 
harmonics can occur in the wave-form of the flux distribution when this is 
not a sine wave, and, therefore, in this case the wave-form of the conductor- 
E.M.F. may be represented by e — E^^ sin cot 4 - .E/g^^^sin Scot 4- 
4 - . . . Hence a time-angle, cot, taken with reference to the fundamental 
becomes ncoi when taken with reference to the nth harmonic. Therefore a 
coil having a pitch of two-thirds of the pole pitch, or 120 °, is, so far as the 
third harmonic of the flux wave-form is concerned, equivalent to a coil having 
a pitch of 3 x 120 — 300° ; and so far as the fifth harmonic of the flux wave- 
form is concerned, this coil is equivalent to one having a pitch of 6 x 120 
= 600°. 

Thus the coil pitch factor for any particular harmonic — e.g. the nth — is 
given by 

Kj,n~ sin nid 

where 6 is the pitch of the coil. 

Similarly, the winding distribuiion factor for the nth harmonic is given by 
= sin inqalq sin Jna 
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Winding Distribution Factors for Three-phase and Single-phase 
machines. In a uniformly distributed winding for a three-phase 
alternator, the maximum value of jS is 60°, and for a single-phase 
alternator the maximum value of jS is 180°. The corresponding 
values of Kf, are 0*955 ( = sin 30°/^7r = S/tt) and 0*637 ( = 2 / 77 ) 
respectively. These values show that if the whole of the stator 
periphery is utilized in the two cases, the utilization factor will be 
much lower for the single-phase alternator than for the three-phase 
machine. 

Values of the winding distribution factor for three-phase and 
single-phase machines for sinusoidal E.M.Fs. and different numbers 
of slots per pole are as follows — 


Number of slots per polo . 

1 

2 

3 

4 

6 

9 

12 

15 

18 

OC 

, % 

No. ot slots per pole 
per phase (g) 



1 


2 

3 

4 

5 

6 

oc 

III 

Spacing of slots, elec- 
trical degrees (a) 

_ 

_ 


_ 

30 

20 

15 

12 

10 



Winding distribution 
factor (Kb ) . 


— 

1-0 

— 

0-966 

0-96 

0-958 

0-957 

0-956 

0-955 

1 Sd 

No. of slots per polo 
per phase (?) 

1 

2 

3 

4 

6 

9 



oc 

OC 

CU V 

Spacing of slots, elec- 
trical degrees (a) 



20 

20 

20 

20 

20 





♦ 

— t 


Winding distribution 
factor (Kb ) . 

JO 

0-985 

0-96 

0-925 

0-832 

0-64 



0-637 

0-827 


* ISO"* spread. i 120® spread. 

Relative Outputs of Uniformly-distributed Three-phase and Single- 
phase Windings. Consider a given stator wound (1) as a single- 
phase alternator, (2) as a three-phase alternator, the flux per pole, 
the frequency, and the total number of conductors, 2 , being the 
same in each case. Then the E.M.F. of the single-phase machine 
will be proportional to or to X 0*637, and the phase 

E.M.F. of the three-phase machine will be proportional to \(\z)K^^y 
or to J X J 2 X 0*955. If the permissible current per conductor is 
1 in each case, the VA. output in the single-phase case will be pro- 
portional to \zJ X 0*637, and that in the three-phase case will be 
proportional to 3 X J X \zl x 0*955. Whence the outputs are in 
the ratio of 0*637 to 0*955 or 1*0 to 1*5, i.e. the output as a three- 
phase machine is 1*5 times that as a single-phase machine. In 
practice, owing to armature reaction and other effects, the ratio of 
outputs will be greater than this value. 

General E.M.F. Equation. Let O denote the flux per pole ; /, the 
frequency ; N, the number of turns in series per phase ( = \ 
X number of conductors in series per phase) ; Kfy the form factor ; 
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the coil-pitch factor ( — sin where 6 is the coil pitch) ; 
the winding distribution factor ( = sin iqa/q sin Ja). 

Then the R.M.S. value of the E.M.F. per phase is given by 

E = 4KfK^K^^Nf X 10-8 (86) 

Example. The stator of a three-phase, 60-cycle, 16-polo alternator has 96 
slots, and each slot contains 12 conductors, connected in series. If the flux 
per polo is 5 megalines and is sinusoidally distributed, calculate the no-load 
E.M.F. if the phases are star-connected and the coils are of full pitch. 

The total number of conductors = 96 x 12 = 11,52, 
and the number of turns per phase = ^Xixll52 = 192. 

The number of slots per pole = 96/16 — 6. 

Hence each coil-group consists of two 12-turn coils, and the angle between 
adjacent coil-sides is J rr or 30°. Whence 
Kt, = cos J X 30° = 0*966. 

Therefore the E.M.F. per phase 

= 4 X M X 1 0 X 0*966 X 6 X 10« X 192 X 50 X 10-» 

= 2060 V. . 

and the terminal voltage = y'3 X 2060 = 3570 V. 

Effect of the Stator Slots and Teeth on the Wave-form of the 

E.M.F. In a salient-pole alternator with the poles shaped so as to 
give a sine-wave flux distribution with a smooth (i.e. unslotted) 
stator core, the E.M.F. generated in the conductors will be a sine 
wave. But if the conductors are located in slots, the E.M.F. wave- 
form will now show ripples and may be somewhat similar to that 
shown in Fig. 201 (p. 298). 

The cause of these ripples is easily explained by considering the 
physical conditions under which the E.M.Fs. are produced. Thus 
with a slotted core the flux tends to concentrate in the teeth, and 
when the pole moves relatively to a slot, the lines carried by one 
tooth swing across the slot to the adjacent tooth, and cut the con- 
ductors in the slot at relatively high speed compared with the 
movement of the pole and flux as a whole. This “flux swinging,’’ 
therefore, will produce E.M.Fs. in the conductors, but these E.M.Fs. 
will be of relatively low amplitude and high frequency compared 
with the E.M.F. produced by the main flux. Hence the former will 
be superimposed upon the latter in the form of ripples in the wave- 
form. 

With machines having nearly closed slots and a relatively large 
number of slots per pole, the ripples will usually be small and may 
not be objectionable in practice. But in machines having open 
slots or relatively wide slot-openings, the ripples may be practically 
suppressed by skewing either the slots or the pole faces by an 
amount equal to the slot pitch. Alternatively, the stator may be 
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built with an odd number of slots per phase. With such an arrange- 
ment of slots and a suitable winding, the equivalent of a uniformly- 
distributed winding is obtained in so far as E.M.F. harmonics are 
concerned, and the ripple effects practically cancel out. 

Stator Windings. Although closed-circuit lap and wave windings, 
such as are employed in direct-current machines, are apphcable 
also to A.C. machines, they are not, however, employed for the 




Fkj. 165 . Diagrams Showing Gbohpincj of Coils in Half-coiled 
(JuEft) and Whole-coiled (Right) Windings fok Focjr-pole, 

Sin (iLE -PHASE Alternator 

stator windings of alternators, which are invariably of the open- 
circuit type. 

The conductors are located in slots, and although, for single- 
phase machines, windings with one or two slots per pole are pos- 
sible — and, in fact, were employed in earl}^ single -phase alternators 
— such windings would not be permissible in modem machines, 
because of the large ripples which would occur in the wave-form of 
the E.M.F. due to flux swinging and pulsation. In modem three- 
phase alternators, the number of slots per pole varies from 6 to 36 
according to the design, the smaller number being employed in 
medium-size machines having a relatively large number of poles, 
and the larger number for large turbo- alternators having two poles. 

The coils formed by the conductors occupying a group of slots 
corresponding to one phase and one pair of poles may be arranged 
either in a single group or in two groups, as indicated diagram- 
matically in Fig. 166, which refers to single-phase windings. The 
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former arrangement is called half-coiled, or hemitropic, and the 
latter arrangement is called whole-coiled. 

A whole-coiled winding possesses the advantages, over the corre- 
sponding half-coiled windings, of shorter end-connections and a 
lower leakage reactance; but three tiers or ranges are necessary 
for the end connections of a single-layer, three-phase winding with 
concentric or hairpin coils, whereas only two tiers are necessary 
for a half-coiled winding. This disadvantage, however, does not 
exist in double-layer windings. 

In practice, whole- coiled three-phase windings (single-layer and 
double-layer types) are used principally for large turbo-alternators, 
as such windings are more suitable for these machines than half- 
coiled windings on account of the large number of slots per pole. 
For the ordinary type of salient-pole three-phase alternator, how- 
ever, the winding is usually of the half-coiled type, a single-layer 
winding being employed for hand-wound and hairpin coils in semi- 
c*losed slots, and a double-layer or barrel winding for former-wound 
bar- conductor coils with diamond-shaped end connections. 

Method of Connecting-up. In connecting-up the coil-groups of 
half-coiled and whole-coiled windings, it is important to remember 
that the connections must be suc‘h that a current passing from 
terminal to terminal of a given x^hase circulates in the same direc- 
tion around every coil of a half -coiled winding (i.e. the coils would 
produce consequent poles if excited with direct current), and in 
alternate directions around the coils of a whole-coiled winding. 

The method of connecting-up three-phase windings, half-coiled 
and whole-coiled, is shown in the development diagrams of Fig. 166. 
No difficulty will be experienced in working out the connections for 
a three-phase winding if it is remembered that the terminal con- 
nections must be taken from coil ends of the same polarity or sense 
which are two-thirds of a pole-pitch (i.e. 120°) apart relative to 
one another. 

Voltage Drop in Stator Winding. When an alternator is loaded, 
the voltage drop in the stator winding is due to the effects of — 

(1) resistance of the stator winding, 

(2) inductance or leakage reactance of the stator winding, 

(3) armature reaction. 

The internal E.M.Fs. due to the effects of resistance and induct- 
ance (or leakage reactance) of the stator winding can be calculated 
when these quantities are known or have been determined.* 

* For the method of calculating the inductance and leakage reactance of 
stator windings, consult Papers on the Design of Alternating Current Machinery 
by Hawkins, Smith, and Neville. (Pitman.) 

17 — (T.5245) 
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If no armature reaction were present, the terminal E.M.F. could 
easily be determined from the vector diagram of internal E.M.Fs. 
(Fig. 167), which is similar to that for a transformer. In this dia- 
gram, OE represents the E.M.F. generated in the winding by the 



Fig. 166. Development Diagrams op Four-pole, Three-phase 
Windings (Star Connected) 

(a) Half-coilcd winding with end-connections in three ranges (suitable for split- 
frame machine); (h) Half -coiled winding with end-connections in two ranges; 
(r) Whole-coiled winding 


main flux; 07, the current; 07?/, the internal E.M.F. due to re- 
sistance ; OX I, the internal E.M.F. due to leakage reactance, and 
OF, the terminal voltage. 

Armature Reaction. The current in the stator winding produces 
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Fig. 167 . Vector Diagram for Deter- 
mining Internal E.M.F. 


a magneto-motive force which, in a symmetrically-loaded polyphase 
machine, rotates synchronously with the field magnets, and is there- 
fore stationary relative to the field poles. 

In a single-phase alternator, however, the armature M.M.F. is 
stationary in space and alternates at the frequency of the current. 
But this alternating M.M.F. can be considered as the resultant of 
two equivalent rotating M.M.Fs., one (called the forward M.M.F.) 
rotating synchronously with yj 

the field magnets, and the ^ 

other (called the backward Xv y 
M.M.F.) rotating at synchro- 
nous speed in the opposite 

direction to the field Rl Yj v 

magnets. 

The forward M.M.F. is J 

analogous to armature- 

reaction M.M.F. in a poly- mining Internal E.M.F. 

phase alternator, i.e. this 

M.M.F. is stationary relative to the field magnets and, therefore, 
it reacts with the M.M.F. of the latter. 

The backward M.M.F., however, is rotating, relative to the field 
magnets, at twice the normal speed of the machine; and, as this 
M.M.F. is unopposed, it induces in the pole shoes and adjacent 
parts (including also the field coils) E.M.Fs. having a frequency 
double the normal frequency of the machine. The resulting double- 
frequency eddy currents, if unrestricted, would cause losses and 
heating which would be detrimental to the performance of the 
machine. Hence, in practice, the pole shoes are fitted with damper 
(i.e. short-circuited) windings to provide a definite path for these 
currents. 

Armature Reaction in Polyphase Machines. Since in a symmet- 
rically-loaded polyphase alternator the M.M.F. due to the armature 
currents is stationary relative to the field magnets, the armature 
and field M.M.Fs. will react with each other in a manner somewhat 
similar to the armature reaction in a direct-current generator. 
Thus when the current is in phase with the generated E.M.F., the 
axes of the armature M.M.F. coincide with the neutral axes of the 
field magnets, and the armature M.M,F. has a crods-mcLguetizing 
effect on the field poles, corresponding to the cross-magnetizing 
effect in a direct-current machine when the brushes are in the 
neutral position. 

Again, when the phase difference between the current and 
generated E.M.F. is 90®, the maximum value of current in a given 
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phase will occur when the axes of the field poles coincide with the 
magnetic axes of the coils of that phase. Hence, in these cases the 
magnetic axes of the armature M.M.F. will coincide with the poles, 
and the armature M.M.F. will have a direct-magnetizing effect, 
magnetizing the poles when the current is leading, and demagnet- 
izing the poles when the current is lagging. 

For a phase difference ip, the armature will produce both direct- 
and cross-magnetizing effects, the direct-magnetizing effect being 
proportional to sin y) and the cross-magnetizing effect being pro- 

^ portional to cos yj. Observe that 
the angle \p is the phase difference 
/ between the generated E.M.F. 

current, and is therefore 
Q / <^al]ed the internal phase difference 

or the internal angle of lag or 

\ ^ lead. It is determined from the 

vector diagram of Fig. 167. 

^ Determination of Field Excita- 

Ftg. 168 . Vector Diagram for tion. The resultant excitation on 
Determining Excitation ^ i j . i.* r • 

Ampere-turns magnets which is neces- 

sary to obtain a given generated 
E.M.F. may be determined by compounding the M.M.F. due to 
armature reaction with the M.M.F. required to produce the requisite 
flux in the magnetic circuit. The vector diagram is shown in Fig. 
168, in which the vector OE represents the generated E.M.F. corre- 
sponding to a terminal voltage OF, and a current 01 \ OF repre- 
sents the M.M.F. necessary to produce the flux 00 ; 00, the field 
M.M.F. equivalent to the armature M.M.F., and OH, the resultant 
M.M.F. to be produced by the field winding. 

The vector 00 is drawn with a phase difference of 90° lagging 
from the vector of the current, in order that the component vectors 
OJ, OK, representing the direct- and cross-magnetizing effects 
respectively of the armature M.M.F., may have their correct posi- 
tions in relation to OF. For example, the component representing 
the direct-magnetizing M.M.F. must be proportional to sin y), and 
must act in direct opposition to the field M.M.F. vector OF when 
y) is lagging. Similarly, the component representing the cross- 
magnetizing M.M.F. must be proportional to cos y) and must be 
perpendicular to the field M.M.F. vector OF. 


The magnitude of OG represents the field M.M.F. equivalent to 
the armature M.M.F., both being expressed in ampere-tums per 
pole. This quantity may be conveniently determined from the 
short-circuit characteristic of the machine. 
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Short-circuit Characteristic. This characteristic shows the rela- 
tionship between the excitation and the armature or stator current 
when the stator terminals are short-circuited and the machine is 
run at normal speed. The characteristic is a straight line for stator 
currents up to about twice full-load current, and in some machines 
this proportionality may extend to higher currents, but usually for 
these currents the characteristic bends over slightly towards the 
excitation axis. 

The excitation necessary to pass full-load current through the 
short-circuited stator windings may be from about one-third to 
one-half of the excitation required to give normal voltage at full 
load at the rated power factor of the machine (usually 0*8, lagging). 

Under the conditions of proportionality between the excitation 
and the short-circuit current, the field ampere-tums are expended 
almost entirely in neutralizing the armature ampere-tums, since 
under these (i.e. short-circuit) conditions the E.M.F. generated in 
the stator winding* simply balances the impedance voltage, and 
therefore the flux in the machine has a very low value. Moreover, 
the phase difference between the generated E.M.F. and the current 
is almost 90"^ lagging, and therefore maximum current occurs when 
the axes of the poles coincide with the magnetic axes of the stator 
winding. Hence, with low-reactance machines the excitation (i.e. 
the field ampere-tums per pole) required to obtain full-load current 
will be a close approximation to the equivalent armature-reaction 
ampere-tums per pole (i.e. the maximum value of the armature- 
reaction ampere-turns per pole). But with high-reactance machines, 
the approximation will not be so close owing to the excitation 
required to produce the higher flux under these conditions. 

Leakage ^actance and Inductance of Armature. This quantity 
cannot be determined by a direct method, such as by passing a 
current of normal frequency through the stator winding and 
measuring the applied voltage, as the results obtained from such a 
test will not represent the leakage reactance under normal working 
conditions, owing to the different flux densities and the different 
flux distribution in the two cases. 

An approximation to the actual value of the leakage reactance 
may be obtained from the open-circuit characteristic and the load 
characteristic for zero power factor (which is a curve showing the 
relationship between voltage and excitation for full wattless load 
— ^i.e. full-load current — in the armature and a power factor of zero). 

Alternatively, if the winding is star- connected and the neutral 
point is available, the leakage reactance may be determined by 
taking two short-circuit tests, one with only one phase of the 
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armature winding short-circuited, and the other with all (three) 
phases of the armature winding short-circuited. From the results 
of these tests the armature reaction and the leakage reactance may 
be calculated,* but the value of the leakage reactance so obtained 
is only an approximation to the true value on account of the 
magnetic saturation in the teeth not being normal. 

Voltage Regulation. The voltage regulation (expressed as a per- 
centage) of an alternator is defined as the percentage rise in voltage 



Fig. 169. Graphic Method of Determining Voltage Regulation 


above normal when full load is thrown off, the excitation remaining 
constant at the full -load value and the speed remaining constant 
at its normal value. Thus if F is the normal voltage at full load 
and Vq is the no-load voltage when full load is thrown off under 
the above conditions, the voltage regulation is given by 

100(Fo~F)/F 

Calculation of Voltage Regulation. To determine the voltage 
regulation without actually loading the machine, it is necessary to 
have a knowledge of (1) the open-circuit characteristic; (2) the re- 
sistance and the leakage reactance of the stator windings ; (3) the 
equivalent field ampere-turns corresponding to the maximum 
armature-reaction ampere-turns. 

♦ “ Experimental Analysis of Armature Reaction.” Paper by Dr. Gisbert 
Kapp. Joum. Vol. 42, p. 703. 
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The procedure is as follows: (1) Calculate the voltage drops due 
to resistance and leakage reactance ; (2) compound these voltages 
with the terminal voltage to obtain the internal or generated 
OE, Fig. 169 ; (3) determine from the open-circuit characteristic the 
corresponding excitation, 0(7; (4) determine from the vector dia- 
gram the internal phase angle tp (i.e. the phase difference between 
the generated E.M.F. and the current) ; (6) set off from C the 
equivalent armature reaction ampere-turns at the angle y> from a 
perpendicular erected at C (these ampere-tums are represented by 
CD), and add these ampere-turns to the excitation ampere-tums 
OC, thus obtaining the full-load excitation, OF ; (6) determine the 
open-circuit voltage Vq corresponding to this excitation. Whence 
the voltage regulation = 100(Fo- F)/F. 

When the calculation is made for a three-phase machine, the 
open-circuit characteristic is plotted in terms of the phase E.M.F., 
and all calculations of voltage drops, E.M.Fs., and voltages are 
made on the basis of phase quantities. 

In cases where the armature-reaction ampere-turns are not given, 
it is necessary to have available the short-circuit characteristic. 
The equivalent maximum armature-reaction ampere-turns, AB 
(Fig. 169), are then obtained by subtracting from the excitation 
ampere-turns, OB, required to circulate full-load current the 
ampere-turns, OA, necessary to produce the flux to generate the 
requisite E.M.F. (i.e. the impedance voltage). 

Ssmchronous Impedance. This quantity is defined as the ratio: 
(open-circuit E.M.F./short-circuit current), both corresponding to 
the same excitation. It is, however, a fictitious impedance, as 
armature reaction is considered as having an effect similar to that 
of inductance or reactance. Moreover, in modern alternators the 
synchronous impedancje is not a constant quantity because the 
open-circuit characteristic is not a straight line. Thus, although 
formerly the quantity was used in calculations of voltage regulation 
and parallel working, nowadays such calculations are usually 
made by the abov(^ method, in which the effects of reactance and 
armature reaction are considered separately. 



CHAPTER XII 

THE POLYPHASE INDUCTION MOTOR 

The polyphase induction motor is a machine in which the torque 
is produced by the interaction of a rotating magnetic field — pro- 
duced by a stationary member, called the 'primary or stator — and 
polyphase currents induced, by this field, in a rotatable member, 
called the secondary or rotor. The rotating magnetic field is an 



Fic. 170. Longitudinal Views (Pakt Elevation and Part 
Section) of Three-phase Slip-ring Induction Motor 
(MetropoJUari'V ickers Jilectricaf Co.) 


essential feature of all induction motors, and it enables energy to 
be transferred from the primary to the secondary by electromagnetic 
induction — whence the name ‘‘induction” motor — so that no 
electrical inter- connections between primary and secondary are 
necessary. 

In virtue of the rotating magnetic field and the polyphase cur- 
rents induced in the secondary, the torque is steady and free from 
pulsation. Moreover, a large torque at starting can be obtained, 
if desired. 

The Stator. The primary member, or stator, consists of a lam- 
inated core — built of annular or segmental silicon-steel laminations 
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— the inner periphery of which is slotted and wound with a poly- 
phase winding suitable for the supply system. In motors for indus- 
trial purposes, the core laminations are fitted and clamped into a 
frame which is fitted with end shields and bearings for the shaft 
carrying the rotor. Fig. 170 shows longitudinal views of a typical 
industrial motor. 

The slots are usually semi- closed, and the winding is usually of 
the half-coiled type, the number of poles depending upon the speed 





Flu. 171. Wound Stator of Three-phase Induction Motor 
Showinu Bar Winding and Axial Ventilating Holes 
{Metrupolitan'VickerB Electrical <'o.) 


required and the frequency of the supply system. A typical stator 
is illustrated in Fig. 171. 

The Rotor. The secondary member, or rotor, consists of a cylin- 
drical laminated core mounted on a shaft. The outer periphery of 
the core is slotted for the rotor winding, which may consist either 
of a permanently short-circuited winding or a polyphase star-con- 
nected winding with the ends brought out and connected to three 
slip-rings mounted on the shaft. 

A rotor having a permanently short-circuited winding is called a 
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8quirreUcage rotor, and one having a polyphase winding connected 
to slip-rings is called a sUp^rhig rotor. The object of the slip-rings 
is to enable resistances to be inserted temporarily in the rotor circuits 
for the purpose of controlling the torque and current at starting. 

Rotor Windings. The permanently short-circuited form of rotor 
winding consists of solid conductors (one per slot) with the ends 
short-circuited by solid end-rings. Except for the smallest sizes, 
the conductors and end-rings are of copper, and the ends of the 
conductors are welded to the end-rings to obtain a joint of low 



Kig. 172 . Squirrel-cage (a) anU Slip-ring (6) Rotors for 
Induction Motors 

(Metropolitari -Vickers Electrical Co and British Thomson -Houston Co.) 


electrical resistance. A typical rotor is illustrated in Fig. 172 (a). 
In the smallest sizes, however, which are manufactured m large 
quantities, the conductors and end-rings are of aluminium, which 
is cast by a special process in the completely-assembled core. 

The polyphase star-connected rotor winding — ^usually a three- 
phase winding — ^has the same number of poles as the stator winding, 
but usually fewer turns per phase. The number of turns per phase 
is arranged to give a maximum voltage between slip-rings (which 
occurs when the sHp-rings are open-circuited with the rotor sta- 
tionary and the stator excited) of about 100 V. or less for small 
motors, increasing, with the size of the motor, to values of about 
1000 V. or more. The choice of rotor voltage is at the discretion of 
the designer, and usually involves a compromise between a robust 
winding on the one hand, and, on the other hand, rotor (*urrents 
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which will not involve too costly slip-ring brush-geair and starting 
rheostats. A typical rotor is illustrated in Fig. 172 (6). 

Action — ^Rotor Circuits Open. Consider a slip-ring motor with 
the rotor stationary, the slip-rings open-circuited, and the stator 
wiiuling excited from the supply system. The magneto-motive 
force due to the magnetizing currents in the stator winding pro- 
duces a rotating field which cuts the turns of both stator and rotor 
windings. Hence, E.M.Fs. of supply frequency are induced in the 
rotor winding, and the action is similar to that of a transformer, 
except that in the present case the field is rotating instead of 
alternating. 

But due to the air-gap between the stator and rotor (which causes 
magnetic leakage), the fiux cutting the rotor conductors will be 
slightly less than that cutting the stator conductors, and in con- 
sequence the ratio of the induced E.M.Fs. per phase will not be 
exactly equal to that of the turns per phase. Moreover, on account 
of the relatively high reluctance of the air-gap, the magnetizing 
current will be relatively large compared with that for a corre- 
sponding transformer. 

If a voltmeter is connected across a pair of slip-rings and the 
rotor is slowly turned by hand, the reading of the voltmeter will be 
practically constant for all relative positions of rotor and stator, 
the slight deviations from the constant value being due to varia- 
tions of the leakage and reluctance of the magnetic circuit. But if 
the phase difference of this voltage relative to the supply voltage 
is measured, the value obtained will vary with the position of the 
rotor and will imdergo a total variation of pir radians for one 
revolution of the rotor. 

Hence, under these conditions the motor acts as a polyphase 
phase-shifting transformer and has practical applications for this 
purpose (e.g. in the testing of supply meters), and also as a booster 
transformer for regulating the voltage in three-phase circuits. 
When used in this form the apparatus is called an induction regulator. 

Action — ^Rotor Circuits Closed. For this case we may consider a 
motor with either a squirrel-cage rotor or a slip-ring rotor, with the 
slip-rings short-circuited or alternatively connected to external 
resistances. 

Currents, When the stator is excited, the E.M.Fs. induced in the 
rotor winding will now produce currents in each of the phases,* the 

* The number of phases in a squirrel-cage rotor winding is equal to the 
number of conductors per pair of poles. Such a winding is equivalent to a 
mtdtiple-circuit polyphase half-turn wmding, the number of parallel circuits 
being equal to the number of pairs of poles. Each phase consists of one 
conductor and the portions of the end-rmgs corresponding to two pole-pitches. 
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magnitude of the current being determined by the phase E.M.F. 
and impedance. The phase difiFerence between the current and 
E.M.F. in each phase is determined by the ratio (reactance/ 
resistance). 

If the rotor is held stationary, the conditions, so far as rotor and 
stator currents and M.M.Fs. are concerned, are similar to those in 
a transformer with short-circuited secondary, but with the impor- 
tant differences that (1) the stator, or primary, current is relatively 
smaU in comparison with the short-circuit current (at normal volt- 
age) of a corresponding transformer ; (2) the ratio of stator and rotor 
currents is not equal to the ratio of the turns per phase in the stator 
and rotor windings. These differences are, of course, due to the 
larger magnetic leakage and leakage reactance of the induction 
motor. 

Torque — ^Rotor Stationary. Since the rotor currents are produced 
by a rotating field, the direction of the currents in relation to the 
field will be such as to produce a torque, the magnitude of which 
will be proportional to rotor current x flux x cosine of the phase 
difference between current and flux, i.e. 

torque oc O/g cos 9^2 , 

where denotes the rotor current, <I> the flux, and the j)hase 
difference between current and flux. 

Thus for a given flux and current the torque is proportional to 
cos i.c. the power factor of the rotor circuit. A highly inductive 
low-resistance rotor circuit is therefore very undesirable for the 
production of torque and is, in consequence, always avoided in 
practice. 

Torque — ^Rotor Running. If the rotor is freti to rotate and the 
torque produced exceeds the load torque, the rotor will run up to 
speed in the same direction as the rotating field. During this 
running-up period the relative speed at which the flux cuts the 
rotor conductors progressively decreases, which results in a corre- 
sponding decrease in both the rotor E.M.F. and the rotor frequency. 
The speed will become steady when the torque produced is equal 
to the retarding torque, and at this speed the E.M.F. induced in 
the rotor winding must be just sufficient to produce the current to 
give this torque. 

At no-load the speed of the rotor will be nearly equal to that of 
the rotating field (which is called the synchronous speed) and, in 
revolutions per second, is equal to 

supply frequency/number of pairs of poles. 



THE POLYPHASE INDUCTION MOTOR 


253 


If load is applied gradually, the speed will drop progressively, 
the change in speed being proportional to the change in torque. 
But with industrial motors, the percentage drop in speed from no 
load to full load is very small, being about 2 per cent in large motors 
and from 4 to 6 per cent in small motors. Thus an induction motor 
is practically a constant-speed machine, and its speed-torque char- 
acteristic resembles that of a shunt- wound direct- current motor. 

If the load is increased beyond about twice full-load torque, the 
speed will drop rapidly and at about times full-load torque the 
motor will break down, i.e. the torque exerted will be incapable of 
driving the load and the rotor will come to rest. # 

Rotor E.M.F., Slip, and Frequency. The E.M.F. (E^) induced in 
each phase of the rotor winding at standstill is calculated, by means 
of equation (86), p. 239, in the same manner as the E.M.F. of an 
alternator. Thus, 

X 10-«, 

where O is the flux per pole, which is Hnked with the rotor con- 
ductors ; N 2 , the number of turns per phase ; /, the supply frequency 
Kf, the form factor, and Kp, the pitch factor and winding 
distribution factor respectively for the rotor winding. 

At standstill the flux cuts the rotor conductors at a speed of 
revolutions per second [Ug where p = number of poles]. 

Hence, when the rotor is running at a speed of n r.p.s., the flux 
cuts the rotor conductors at a speed of - n r.p.s. Whence the 
E.M.F. induced in the rotor at this speed (n) is given by 

== ( 86 ) 

where s = {Ug- n)/n^, and is called the fractional slip, or, shortly, 
the slip. 

The frequency of the induced E.M.F. (E^ri) at the speed n is 

h = \P K - «) = hpn, =fs . . . (87) 

Hence, if, at full load, the slip is 5 per cent, the frequency of the 
E.M.Fs. and currents in the rotor will be 0*05 X supply frequency ; 
or, if the motor is running on a 50- cycle supply system, 2^ cycles 
per second. 

Rotor Current and Power Factor. The impedance per phase of 
the rotor circuits at standstill = y/(R^ + where denotes 
the resistance per phase and Xg the standstill reactance per phase. 
Observe that corresponds to the supply frequency, /, since 
8 = 10 . 



254 


ALTERNATING CURRENTS 


Hence the rotor current (per phase) at standstill is 

h - NJVW + ^ 2 ") 

When the rotor is running with a slip .9, the reactance becomes 
8X2, and the impedance becomes V(^2^ + Hence the current 

is now 

hn = E^J Vi^2^ + ^^^ 2 ^) = sE2/V(E2^ + 


The power factor of the rotor circuits at standstill is cos 
= R^I's/iRz + X^), which, when the slip is s, becomes cos 
= R^IViRi + s^X^^). 

Since at the normal running speed of the motor, the slip, s, is 
very small, the power factor of the rotor circuits at this speed will 
be almost unity. 

Starting Torque. At standstill the torque is proportional to 
O/g cos 9?2* Substituting for /g and cos q)^ and introducing a con- 
stant of proportionality, K, we have 


iiO/g cos cp2 


mE^R^ 


(i^g/Xg) 

- z, (l + i?,w) 


where Ki<^ = 


mE^f \ 

X, [l + Bl^/X,^) 


(88) 


Observe that: ( 1 ) when the ratio R^jX^ is fixed, the starting 
torque is inversely proportional to the reactance of the rotor circuit ; 
( 2 ) for a given value of Xg in a given machine, the starting torque 
will increase as R^ increases until i?g = Xg,* when further increase 
of i?2 will give a decreased torque ; ( 3 ) for fixed values of R^ and 
Xg, the starting torque is proportional to the square of the flux. 

Now, the flux is approximately proportional to the voltage 
impressed on the stator winding. Hence, if this voltage is reduced 
for the purpose of reducing the starting current, the starting torque 
will be reduced in proportion to the square of the reduction in volt- 
age (e.g. if the voltage is reduced to one-half of normal, the starting 
torque will only be one-quarter of that corresponding to normal 
voltage). 


♦ This relationship is obtained by differentiating (88) with respect to 
equating to zero and solving for R^. Equating the differential coefficient to 
zero, we have 


Jl_ 




Whence RJX^ = 1-0. i.e. i?* = X*. 
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Herein, then, is one of the advantages of a slip-ring rotor over a 
squirrel-cage rotor, as, at starting, external resistances may be con- 
nected to the slip-rings to reduce the starting current. Thus the 
motor may be started with normal flux and, if the resistance per 



Fio. 173. Torque-slip (a) and Speed-torque {b) Curves for 
Slip-uinq Induction Motor 


phase is made equal in value to the standstill reactance of the rotor, 
maximum torque will be obtained. 

Running Torque. When the rotor is running with a slip s corre- 
sponding to a rotor current / 2 „, the torque, assuming the flux to be 
unchanged, will be 


T L-zf. r K^sEJi^ 

0 „ AQi2n Jl^ 2 2 


mEJ sRJX^ \ 


(89) 


The torque now varies with the slip and, if R 2 is variable, the maxi- 
mum torque may be obtained at any desired slip. Thus the slip 
correspon^ng to maximum torque is given by 5 = i.e. maxi- 

mum torque occurs at the slip for which the rotor reactance is equal 
to the rotor resistance. For example, if == O-lZg, the slip corre- 
sponding to maximum torque is 0-1 or 10 per cent ; if Ag = 0*5Xai 
the slip required for maximum torque is 0*5, or 60 per cent ; if R^ 
== Xg, maximum torque occurs at standstill {s — 1*0). 

The curves of Fig. 173 (a) show the manner in which the torque 
varies with the slip for a given machine when the resistance of the 
rotor circuit is adjusted to give definite values for the ratio iJg/Xg. 

Speed Control. If the torque-slip characteristics of h"ig. 173 (a) 
are converted into torque-speed characteristics (Fig. 173 (6) ), we 
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observe that it is possible to control the speed of a slip-ring induction 
motor at a given torque by inserting resistances in the rotor circuits. 

But this feature of controllable speed by means of adjustable 
external resistances connected in the rotor circuit has its disad- 
vantages. Thus (1) the slope of the speed-torque characteristic is 
increased, so that the method is suitable only for drives requiring 
approximately constant torque at all speeds; (2) the efficiency is 
reduced almost in proportion to the reduction in speed ; (3) a large 
amount of heat may have to be dissipated in the external resistances. 

In practice, therefore, speed control, by means of resistances 
connected in the rotor circuits, is employed only when a temporary 
reduction in speed is desired, i.e. the motor is to run at the reduced 
speed for short periods only. 

When speed control at high efficiency and with “shunt” charac- 
teristics is desired, it must be obtained either by pole-changing (i.e. 
by so arranging the stator winding that two or more numbers of 
poles may be obtained by changing certain external connections) 
or by means of a commutator machine connected to the rotor cir- 
cuits of the induction motor. In the former case, speed control at 
high efficiency is limited to definite speeds only (e.g. 2, 3, or 4, 
according to the possible numbers of poles) ; but, in the latter case, 
continuous adjustment of speed, at high efficiency, is possible over 
the whole speed range (which may be 1 : 3 or more). The function 
of the commutator machine (which may form part of the induction 
motor itself) is to convert into mechanical energy the energy which 
would be dissipated as heat in the rheostatic method of speed control. 

Power Developed by Rotor — ^Mechanical Output. If ^ is the torque 
developed by the rotor and n is the speed (r.p.s.), the gross mechan- 
ical power developed is Now for a three-phase motor, ^ 
= K(p(S>) (373^^2) cos (p2, and since O — we have ^ 

~ 7r2( 371/2/2^^® 9^2!'^ s)f where A'g - 
Whence ^njK^ — Pm — *SE2l2 <^os (p2nsU - s)/'ng 

— 375'2/2(1 - 5) cos 9?2 • • • 

Therefore 37/2/2(1 - s) cos q)^ may be considered as representing the 
mechanical power developed by the rotor. 

Rotor Loss. When the rotor is running at a slip 5, the current 
in the rotor winding (per phase) is equal to 8E2ly/{R2 + 
and the total PR loss in the rotor circuits (assuming a three-phase 
winding) is 

- 3A2[67y 

- Z( 8 E 2 ) [57/2/ V(^ 2 " + ^"^2^)] V(^ 2 - + 

3^7/373 cos ^2* •••••* (Dl) 
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Whence 

PJP„ = «/(l-s) 

i.e. Pr = P„/(1/5-1) (92) 

Electrical Efficiency of Rotor. The electrical input power (P^ to 
to the rotor is 

= Pjg^ -f- JPr = SE 2 I 2 cos (p2 • • • • (^3) 

Hence, rotor efficiency = PyilP 2 ~ I - s . . , . (94) 

Also Ai/A = ^ 

i.e. Pr = SP 2 ...... (95) 

Relationship Between Starting Torque and Full-load Torque. 

Let S’/, Sf denote the torque and slip respectively, at full load, 
and S's the torque at standstill. Then, from equation (89), 
= A^O/ 2 / cos 9^2/ • Multiplying and dividing the right-hand 
side by Sf/E 2 , substituting JR 2 /V(^^ 2 ^ + for cos 9 ? 2 /> 

replacing (§/^ 2 /\/(^ 2 ^‘+ ^ 2 /» we obtain 

S’/ — E^l2f^R2l^f^2 
— ^1^2/^-^2AV> 

where Ki — AO/.E'g* 

and l 2 fi cos (p 2 f, denote the full-load rotor current and power factor 
respectively. 

Similarly, S's = A"i/ 2 s^jK 2 , where 1 2 s is the rotor current at stand- 
still. 

Whence ^T./S* / -= 

or ~ ^ f(^ 2 sl ..... (96) 

Now if the magnetizing current is ignored, the ratio of the rotor 
currents is the same as that of the stator currents, so that, approx- 
imately, 

S', -= (96«) 

Methods of Staktinu Squirrel-cage Motors 
Four methods are available: (1) Switching the motor direct on 
to the supply ; (2) inserting resistances in the stator windings ; (3) 
regrouping the stator windings (Y for starting, A for running) ; (4) 
^PPiyiog reduced voltage to the stator windings by means of a 
transformer. The methods are called: (1) direct starting; (2) pri- 
mary resistance starting; (3) star-delta starting; (4) transformer 
starting. 

Direct Starting. This method involves starting currents of the 
order of six to eight times full-load current, and is, therefore, 
usually restricted to small motors of about 2 to 3 h.p. With these 

18 — (T.5245) 
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motors, the starting torque is about twice full-load torque. Hence 
the starting period is of only a few seconds’ duration, and the 
starting current is not harmful to the motor. 

Resistance Starting. In this method the starting current is re- 
duced by inserting resistances in the stator circuits. But, as equa- 
tion (96) shows, the starting torque is reduced in proportion to the 
square of the reduction in starting current. For example, if with 
direct starting the starting current is six times full-load current and 
the starting torque is twice full-load torque, then if the current is 
reduced to twice full-load current by inserting resistances in the 
stator circuits, the starting torque will be (2/6)^ X 2 full-load torque 
= 0*22 X full-load torque. The method is, therefore, only suitable 
for small motors which can be started light. 

Star-delta Starting. This method requires the stator winding to 
be delta- connected for normal running and to be provided with 
six terminals (i.e. the phases must not be interconnected). At start- 
ing, the windings are connected in star, and when the motor has 
run up to speed, the connections are changed to delta, the change- 
over being made rapidly by means of a suitable switch. 

The starting current will be one-third of that (i.e. the line current) 
for direct starting, and the starting torque will also be one-third of 
that obtained with direct starting. For example, if these (direct 
starting) values are equal to six times full-load current and twice 
full-load torque respectively, then with star-delta starting the 
starting current will be J x 6 = 2 X full-load current, and the 
starting torque will be J x 2 = 0-66 X full-load torque. 

Proof. Let/, denote the (line) starting current with direct starting (i.e. 
delta connections). Then the direct starting current per phase — /,/ y/S. 
Hence when the windings are star-connected, the starting current for the 
same line voltage will be (Ig/ \/3)/-\/3 = J/,. 

If // denotes the full-load line current (delta connections), the current per 
phase = ///\/ 3, and the ratio - [starting current per phase (Y)/full-load 
current per phase (A)] - {ils)l{l,l V^) = (1/V3) (/,///)• 

Hence applying equation (96a), wo have 

starting torque = Full-load torque X / parting current per phase y 

\full-load current per phase / 

— i {IJIfY X full-load torque. 

= J X starting torque with direct starting. 

Transformer Starting. The limitations of star-delta starting are — 

(1) A six terminal motor is ' necessary, the stator windings of 
which are designed for delta connections. 

(2) The starting torque has a fixed value relative to that with 
direct switching, being about f x full-load torque for small motors 
to about J X full-load torque for medium size motors. These limita- 
tions do not occur with the transformer method of starting. 
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Since low ratios of transformation are required, ^.n auto-trans- 
former is employed. In some cases a three-phase auto-transformer 
is used, and in other cases two single-phase V-connected trans- 
formers are used. In all cases, however, three or four tappings are 
provided per phase, in order that a suitable starting voltage may 
be selected for the particular starting conditions. When three 
tappings are provided, the starting voltages which can be obtained 
are approximately 55, 65, 75 per cent of the line voltage. 

If K is the ratio of transformation of the auto-transformer, the 
starting current taken from the supply system is approximately 
mf X direct starting current, and the starting torque is approx- 
imately {IjKY X direct starting torque. 

Proof. Let J, denote the (line) starting current with direct starting, and 1 , 
the full-load current. Then, with the transformer, if V denotes the line 
voltage, the voltage applied to the motor = VjK, and the current taken by 
the motor = I,{VIK)IV — IglK. Hence, ignoring magnetizing current and 
losses in the transformer, the line current = (l/K) (I, IK) = ItlK^* 

Hence applying equation ( 96 a), we have 

ox X- X 11 1 1 X /motor-starting currentX* 

Starting torque = h ull-load torque X ( t-tt-i ? — — :: ) 

^ \ full-load current / 

= Full-load torque X 

= X Starting torque with direct starting. 

Equivalent Circuit and Circle Diagram 

Equivalent Circuit. The equivalent circuit of the polyphase in- 
duction motor is obtained in a similar manner to that for a corre- 
sponding transformer, phase quantities only being considered. At 
standstill the conditions are the direct equivalent to those of a 
transformer, but when the rotor is rumiing, the frequency in the 
rotor circuit differs from that in the stator circuit. To obtain the 
equivalent conditions in this case, we must bring the rotor to rest 
and insert resistances in the rotor circuits to obtain the same rotor 
current and power factor as when running. Thus the rotor current 
at slip s is /gn = sE 2 l'\/(R^ + s^X^), Hence for this current to be 
the same at standstill (when the voltage is and the reactance is 
-Xg), we must have sEJ^/iB^^ + s^X^^) = E 2 /V [(^2 + + ^ 2 ^ 1 * 

Whence i? = iZgCl ~ s)/s. 

The equivalent circuit is therefore represented by a series-parallel 
circuit of the type shown in Fig. 174, which for approximate pur- 
poses can be reduced to the simpler type of circuit shown in Fig. 175. 
Due, however, to the relatively large magnetizing current of the 
motor compared with that of a transformer, the circuit of Fig. 175 
cannot be reduced to a simpler form as was done for the transformer. 
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Circle Diagram. The deduction of the no-load and short-circuit 
and the load diagrams for the circuit shown in Fig. 174 is given in 
Chapter XXTI. For the present we shall concern ourselves only 
with the method of constructing the diagram from no-load and 
short-circuit tests, and the use of the diagram for predetermining 
the performance of the motor. 

The no-load test is taken with the motor running light at normal 
voltage and frequency, the slip-rings, if any, being short-circuited. 

The short-circuit test is taken with the slip-rings short-circuited, 
but with a low voltage (at normal frequency) applied to the stator 



Equivalent Circuit Diagrams for Induction Motor 


to give approximately full-load current. In both tests the current, 
voltage, and power are measured. 

The stator resistance is measiu'ed and, if the machine has slip- 
rings, the rotor resistance is also measured. The values obtained 
directly from the readings of the instruments will give the resist- 
ances between terminals or slip-rings, as the case may be. These 
values must be converted to “per phase’’ values. Since slip-ring 
rotor windings are always star-connected,* the rotor resistance per 
phase will be one-half of the value obtained from the instrument 
readings. The stator windings, however, may be connected either 
in star or delta, and if the method of connection is not known, the 
stator PR loss per phase can be calculated as \PR\ where 7 is the 
line current and R is the resistance as measured between any pair 
of terminals.f 

Construction for Determining Centre of Circle. In Fig. 176, the 

* In some small rt)tors a two-phase L-connected winding is employed. 
This fact is readily ascertained by jnoasuring the resistances between suc- 
cessive slip-rings. 

t If E — resistance per phase, and R' — resistance between any pair of 
terminals, tlien R' ~ 2R for the star connection and fi? for the delta connec- 
tion. Hence if / — line current and == phase current, 

DR loss per phase for star connection ~ \DR'y and 

DR loss per phase for delta connection = Ij,n^(iR') ~ iDR', 
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reference vector OE represents the terminal voltage, OIo the no- 
load current, and 01 g the short-circuit current at normal voltage.* 
Join Ifflgy bisect, and draw a perpendicular PQ. From draw a 
parallel to OE, intercepting 01 g at A. Bisect I^A, and draw BQ at 
right angles to cut PQ at Q, which is the centre of the circle the 



Fig. 176. Circle Diagram for Induction Motor 


circumference of which passes through the no-load point, /^, and 
the short-circuit point, Ig. 

Datum Lines, The horizontal axis, OX, is the datum line for the 
power input. 

The hne, 7^, Ig. joining the no-load and short-circuit points is 
the datum line for power output. 

The datum line for the torque is obtained as follows — 

(1) Draw the vector 01 representing the current input at 
synchronous speed. [This is obtained by separating out the core 
loss from the no-load losses, the ordinate at 7^^ representing the 
core loss.] The point I^q, therefore, corresponds to zero torque, and 
the torque datum line passes through this point. 

(2) Draw the ordinate IgO at the short-circuit point. Divide this 
at H, such that IgH : HG : : rotor DR loss at short-circuit : stator 
DR loss at short-circuit. Join H to O and produce to cut the 

* The short-circuit current (J,) at normal voltage is obtained from the 
measured values of current (7/) and voltage (K') on the short-circuit test. 
Thus 7, — Ja'iVIV'), where V =- normal voltage. 
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circumference at K (which is a point corresponding to a slip of 
infinity and zero torque). Join looK, which is, therefore, the torque 
datum line. 

Scales. The current scale (e.g. 1 cm. = p amp.) is fixed when the 
diagram is drawn and the vectors drawn from 0 to the circum- 
ference represent line currents. The equivalent rotor current is 
represented by vectors drawn jfrom to the circumference. A 
vector such as represents the equivalent rotor current per phase 
corresponding to the line current 01. 

The power scale is 1 cm. = y/ZpE watts, where E is the line 
voltage. 

The torque scale is obtained by determining the torque ordinate 
corresponding to full-load output and using this as a unit. 

The slip scale is obtained by (1) drawing from a parallel, 
to the torque datum line ; (2) drawing a tangent from the point loo 
to cut this line at M ; (3) dividing the portion MI^ into 100 parts 
with the zero at M. The per cent slip corresponding to the current 
01 is given by the scale reading at which the rotor- current vector 
cuts the slip scale. 

Performance Summary. Current input, 01 \ power input, 1C\ 
power output, 1D \ torque, IL \ slip, total losses, DC[PR losses 
(total), DN ; friction and windage loss, NF; core loss, JC]; effici- 
ency, IDjlG ; power factor, cos /_EOI ; starting torque, rotor short- 
circuited, IJI. 

Operation of Polyphase Induction Motor as Generator. An in- 
duction motor connected to a supply system and driven mechan- 
ically at speeds above synchronism (i.e. the slip is negative) operates 
as a generator, the power (within the limit of the maximum output) 
increasing as the slip increases. The frequency is determined by 
the supply system to which the induction machine is connected and 
which supplies the magnetizing current. The performance as gen- 
erator may be predetermined from the circle diagram constructed 
from the no-load and short-circuit currents of the machine operating 
as a motor. The portion of the circumference below the point loo 
(synchronous speed) and the horizontal axis OX is the locus of the 
stator current vector ; the horizontal axis is the output datum line ; 
the line IqqK is the torque datum line ; and the line 7^/, is the input 
datum line. The slip scale is extended to the left of the zero point, 
and the slip is given by the scale reading at which the line, produced, 
joining Iqo and the extremity of the current vector 01 g cuts the 
slip scale. 



CHAPTER XIII 

THREE-PHASE TRANSFORMERS 

When a transformer is required for a three-phase system, either 
three single-phase transformers, suitably interconnected, or a single 
three-phase transformer, may be emploj’^ed. The latter arrangement 
is more economical than the former, and is, therefore, always adopted 
in practice, unless special conditions require the use of three single- 
phase transformers. 

Arrangement of Core and Windings. Three-phase transformers are 
of the “core’' type. The primary and secondary windings of each 
phase are arranged as concentric coils on separate cores which are 
united magnetically by yokes. The drawings in Kgs. 177, 178 show 
the general arrangement of the core and windings for the smaller 
"sizes (50 to 500 kVA.) of transformers for distribution circuits. 
The drawings show also the mounting of the transformer in the 
tank, the cooling tubes, and the terminals. 

The cores of very large transformers, however, are usually built 
with five limbs. The primary and secondary windings are arranged 
on the three inner limbs, and the two outer limbs are without wind- 
ings. This construction is employed in order to obtain a lower 
overall height for the yokes, together with a better balance between 
the reluctances of the several magnetic paths, than is possible with 
a three-limb core. The diagrams in Fig. 179 show the fiux distribu- 
tion in the magnetic circuits of three-limb and five-limb trans- 
formers at the instant corresponding to maximum flux in one core. 
In the transformer with three limbs, the maximum flux has to be 
carried by portions of the yokes as well as the core, but in the 
transformer with five limbs the yokes carry only one-half of the 
maximum core flux. Hence, for equal fluxes and flux densities in 
the two cases, the yokes of the five-limb transformer will only be 
one-half of the height of those of the three-limb transformer. 

Windings. The core type of magnetic circuit lends itself naturally 
to the use of circular coils for the windings. This (circular) type of 
coil is not only cheaper to wind and insulate than the rectangular 
type, but is mechanically stronger than the latter, and its shape 
will not distort under the large electro-mechanical forces which 
may occur with short circuits. 

The loW'Voltage winding is wound, in one or more layers, directly 
on a cylinder of insulating material, which is arranged adjacent to 
the core when the transformer is assembled (see Fig. 178). 
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The high-volidge winding is subdivided into a number of coils of 
relatively small height (see Fig. 178). When practicable, the indi- 
vidual coils are wound directly on a cyhnder of insulating material, 
and radial spacers of insulating material are placed between the 
coils to provide ducts for the coohng oil. 

The windings on each core occupy symmetrical positions rela- 
tively to each other, so that the ampere-turns of each are distributed 
over the same length of the core. When tappings are required, 
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Fio. 179. Alternative Arrangements of Magnetic Circuits of 
Three-phase Transformers (Core-type) 

'riio ariows and numbera in the cores and yokes represent the directions and 
inaffnitudes of the fluxes at a particular instant 

they are arranged on the coils occupying central positions on the 
core (see Fig. 177). 

Interconnection of Windings. Transformers for supplying three- 
phase loads may have the secondary windings interconnected either 
in star or delta, but when the loads are supplied on the four-wire 
system only the star connection is permissible. Alternatively, the 
interconnected -star or zigzag coimection may be used in cases 
where the ordinary star connection is undesirable (e.g. transformers 
for supplying three-phase mercury-arc rectifiers and three-phase 
rotary converters having a three- wire direct-current load). 

The primary windings may also be interconnected either in star 
or delta, but in transformers for extra-high -voltage (66 kV. to 
220 kV.) circuits the star connection is always employed, because 
the windings of each limb have then to be designed for only 57*7 
( -= 100/\/3) per cent of the terminal or line voltage. Inconsequence, 
fewer turns and less insulation are required than if the windings 
were designed for the full-line voltage. Moreover, if the neutral 
point of the winding is earthed, the insulation on the high-voltage 
windings can be graded and still further economies obtained in con- 
struction. The graded insulation, however, cannot be applied to 
the individual turns, as the voltage per turn is constant throughout 
the winding.* 

* The insulation on the turns adjacent to Iho high-voltage lino terminals 
has to be specially reinforced to withstand surges due to switching and line 
disturbances. 
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Another advantage of a star-connected high-voltage winding, 
with earthed neutral point, is that the transmission system may be 
better protected against earth faults than is possible with an un- 
earthed system. Also the voltage to earth at all parts of the system 
is limited to the phase voltage. 

Rules for Connecting-up. In making the star or delta connection, 
the rules given on pp. 177, 179 must be rigorously followed. The 
matter, however, is not so simple as that of connecting up the 



Fig. 180 . Connection Diagrams Showing Alternative Methods of 
Making Star and Delta Connections in Three-phase Transformers 


The terminal markings and the lettering of the A^indings are in accordance with 
British Standard Specilications 

In the diagrams marked “Connections,” the primary and secondary windings arc 
shown in the reiative positions which they occupy on tlie cores. In the “ScliernatK* 
Connections,” these windings are shown separated in order that the interconnections 
may be more easily traced 

windings of a three-phase alternator as, with three-phase trans- 
formers, four combinations are possible for the primary and sec- 
ondary windings (considering only the ordinary star and delta con- 
nections), and two further combinations (involving phase sequence) 
are possible for the connections to the supply system. 

Connecting-up Combinations for Star and Delta Connections. Of 
the four combinations of connections for the windings, two refer to 
the methods of making the star connection and two to the delta 
connection. These methods are shown diagrammatically in Fig. 180, 
and in the diagrams all the coils are assumed to be similar in so 
far as direction of winding and assembly on the core are concerned. 
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In the diagrams (a), (6), which refer to the star connection, the 
neutral-point connection in one case (a) is made by connecting 
together all the lower ends (e.g. the starting or inner ends of the 
coils), and in the other case (6) this connection is made by con- 
necting together all the upper ends (e.g. the finishing or outer ends 
of the coils). 

In the diagrams (c), (d), which refer to the delta connection, in 
one case, (c), the delta is obtained by connecting the lower end of A 
to the upper end of B, and so on ; and, in the other case, (d), the 
delta is obtained by connecting the upper end of A to the lower 
end of B, and so on. To provide a ready means of distinguishing 
and identifying these alternative methods of connection, it is 
convenient to use the letters Z and N, as the slope of the inclined 
portion of the letter then indicates the slope of the intermediate 
comiections in the conventional diagram. 

Combinations of Connections for a Star-star* Transformer. The 
neutral-point connections of each winding may be made according 
to either of the methods (a) or (6), Fig. 180. Although four com- 
binations are theoretically possible, two of these give * polarities 
which are identical with those of the other two combinations, so 
that we need only consider the combinations which give opposite 
polarities. Thus one combination is obtained by making the neutral- 
point connections at the same ends of the coils of both primary and 
secondary windings, and the other combination is obtained by 
making the neutral -point connections for the secondary winding at 
the opposite coil-ends to those used in making this connection 
for the primary winding. These combinations may be represented 
conventionally by A A and AY. 

The connection and vector diagrams are shown in Fig. 181. 
Observe that in the connection diagrams a given coil or terminal 
of the primary windings is connected to the same line wire. Hence 
the phase sequence for the secondary voltages is the same for the 
two combinations, as will be seen from the vector diagrams. 

If the connections between two of the primary terminals and the 
line wires are reversed, the phase sequence of the secondar}’^ voltages 
will be reversed, as is shown by the vector diagram (/), Fig. 181. 

Combinations of Connections for a Delta-delta Transformer. In 
this case, as in the star-star case, the combmaiions of connections 
reduce to two, viz. (1) similar interconnections (N or Z) for both 

♦ The designation star-star denotes that both primary and secondary 
windings are star-connected. The first word of the designation refers to 
the interconnection of the primary windings and the second refers to the 
interconnection of the secondary windings. 
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windings ; (2) dissimilar interconnections, e.g. N or Z for the pri- 
mary, Z or N for the secondary. These combinations may be repre- 
sented conventionally by A A and A V . The connection and vector 
diagrams arc shown in Fig. 182. 

The vector diagrams should be comjDared with those for a star- 
star transformer. This comparison will show that the diagrams for 



181 . CoNNErTJOTsrs and Vectoii Diagrams for Three-phase 
Transformer 
Star/ Star Connections 


the AA and A A combinations are similar, and those for the AY and 
AV combinations are also similar, but the latter differ from the 
former, as there is a phase difference of 180° between the vector 
groups of the secondary voltages. Hence parallel operation is 
impossible between A A and AY, or A A and AV transformers. 

Combinations of Connections for a Star-delta Transformer. Four 
combinations are possible for the windings, viz. (1) A A, (2) aV, (3) 
Y A, (4) Y V . With the same connections between primary terminals 
and line wires in all cases, however, the vector diagrams are of two 
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forms, similar diagrams being obtained for the xA Q»nd YV com- 
binations, and similar diagrams for the xV and YA combinations, 
as shown in Fig. 183. 

The two groups of vectors representing the secondary voltages, 
however, have a phase difference of 180° relative to each other, 
and phase differences of 30° (leading in one case and lagging in the 



Fig 182 Connection and Vector Diagrams for Three-phase 
Transformer 
Delta/Delta Connections 


other) relative to the vector group (Fig. 181) for a normal star-star 
connection The 30°-pha&e displacement beti;^een the star-delta 
and star-star (or delta -delta) vector diagram is a characteristic 
feature of the star-delta connection, and it applies also to the 
delta-star connection. 

Combinations of Connections for a Delta-star Transformer. Four 
combinations are possible for the windings, viz. (1) AA» (2) AY> (3) 
V (4) V Y- But, as in the star-delta case, with the same connec- 
tions between primary terminals and line wires, the vector dia- 
grams are of two forms, as shown in Fig. 184. If, hovever, the two 
sets of vector diagrams are compared, it will be found that the 
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form of vector diagram for the A A combination of the star-delta 
transformer agrees with that for the AY combination of the delta- 
star transformer. Similarly, the form of vector diagram for the Y A 
combination of the star-delta transformer agrees with that for the 
Ay combination of the delta-star transformer. 



Fig. 183. Connection and Vectob Diagrams for Three-phase 
Transformer 
Star/Delta Connections 


Thus, as will be shown later, parallel operation of star-delta and 
delta-star transformers is possible.* 

Interconnected-star or Zigzag Connection. This connection, which 
has already been considered in detail on p. 191, is used for the 
secondary winding of a three-phase transformer in conjunction with 
either a star or a delta connection for the primary winding. But 

* In order to obtain parallel operation when the primary connections are 
arranged as shown in Figs. 183, 184, the secondary terminals in Fig. 183 
should be marked in the order 6, 4, 5, instead of 4, 5, 6. 
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on account of the reduced kVA. rating of such a winding compared 
with a normal star-connected winding, the use of the zigzag 
connection is restricted to special cases where the ordinary star 
connection cannot be employed. 

Thus (1) in a three-phase mercury-arc rectifier installation the 
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to the neutral point of the transformer, in order that the out-of” 
balance current may return, via the secondary windings and 
slip-rings, to the armature winding. The zigzag connection is, 
therefore, required in this case. 

(3) In A.C. multi- operator welding equipments, the individual 



Fig. 185 . Connection and Vectok Diagrams for Three-phase 
Transformer 

Delta/Zigzag (Tiiterconnocted-star) and Star/Zigzag ( Interconnected - 
star) Connections 

(single-phase) weldors are supplied from a three-phase transformer 
on the four- wire system. The delta-zigzag connection results in less 
unbalance in the three-phase system than the alternative delta-star 
connection. 

(4) When a third harmonic is present in the flux wave-form, the 
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corresponding E.M.F. may be eliminated from the phase voltage of 
the secondary by the zigzag connection. 

Ck)mbination of Interconnections for Zigzag-connected Trans- 
formers. The zigzag connection requires each phase of the sec- 
ondary winding to be wound in two equal sections. An important 
feature in arranging the interconnections is that a section belonging 
to one phase, e.g. A, is connected, with reversed polarity, in series 
with a section belonging to an adjacent phase, e.g. B or C, Although 
a number of combinations are possible, those which can be employed 
in practice must be chosen so that the resulting vector diagrams 
for the primary and secondary terminal voltages agree with those 
for one of the ordinary methods of interconnection (e.g. star-star, 
delta-star, etc.). When this limitation is imposed and the inter- 
connection of the primary winding is taken into account, the number 
of combinations reduce to four. 

These combinations are shown in the connection diagrams of 
Fig. 185. The combinations (a) and (6) are used with a normal 
delta- connected primary winding (Fig. 180 (c) ), and give vector 
diagrams for the terminal voltages agreeing with those for the A A 
and AV combinations respectively (Fig. 182.) 

The combinations (c) and (d) are used with a normal star- con- 
nected primary winding, and give vector diagrams for the terminal 
voltages agreeing with those for the delta-star combinations (Fig. 
184). It will be observed that in these diagrams the secondary volt- 
ages have phase differences of 30® (leading in one case and lagging 
in the other) relative to those of a normal star-star transformer. 

Marking of Terminals. It is apparent from the variety of methods 
of interconnecting the windings that a definite scheme of arranging 
the internal connections and marking the terminals must be em- 
y)Ioyed by all manufacturers if confusion is to be avoided vhen 
transformers are installed and connected to the supply system and 
the load. Such a scheme lias been standardized by the British 
Standards Institution (see British Standard Specification No. 171) 
and is shown in all the diagrams of Figs. 180-185. To facihtate the 
installation and connecting-up of transformers for parallel working, 
a vector diagram of the primary and secondary voltages is given on 
the name-plate of each transformer. 

Parallel Operation. The conditions for the parallel operation of 
single-phase transformers (p. 165) apply also to three-phase trans- 
formers, but with the following additions — 

(1) The voltage ratios must refer to the terminal voltages (hence 
such ratios may not be equal to the ratio of the numbers of turns 
per phase). 

*9— (T.5a45) 
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(2) The phase displacement, if any, between the vector diagrams 
representing the primary and secondary voltages must be the same 
for all transformers which are to be connected in parallel. 

(3) The phase sequence, or phase rotation, of the secondary 
voltages, when the primaries are excited from the same bus-bars, 
must be the same for all transformers. 

Condition (2), which requires that there shall be phase displace- 
ment between the vector diagrams representing primary and 
secondary voltages, limits parallel operation to certain combinations 
of connections. These may be placed into four groups, as indicated 
in Table VI, and parallel operation is possible between any trans- 
formers belonging to the same group, provided that the other 
conditions are satisfied. 

TABLE VI 

Group Classification of Three-Phase Transformers with Windings 
Connected According to B.S.S. No. 171 




Interconnection 



Interconnection 

(Jroup 

No. 

Phase 

Displa<*e- 

of Windings 

Group 

No. 

Phase 

Displace- 

of Windings 

moiit 

Pri- 1 

Sec- 

ment 

Pri- 

Sec- 





rnary 

ondary 



mary 

ondary 

1 


A 

A 


- 30“ 

A 

-< 

1 

O'' 

A 

A 

3 

- 30 

A 


2 

180 

* A 

Y 

4 

H- 30“ 

A 

>- 

2 

180^^ 

A 

V 

4 

+ 30“ 

A 

r. 


Note. The interconnected -star or zigzag combinations are not included, but 
may be obtained from B.S.S. No. 171. 


Tests for Polarity, Phase Displacement, and Phase Sequence. 

Although transformers with terminals marked according to British 
Standard Specification may safely be connected in parallel without 
checking the polarity, cases may arise in practice where such a 
test, together with tests for phase displacement and phase sequence, 
are desirable. 

The test for polarity is made by exciting both primary windings 
from the same bus-bars, connecting together temporarily two corre- 
sponding secondary terminals, say, %, 04 ', and connecting a volt- 
meter successively to the other pairs of corresponding secondary 
terminals. If the voltmeter reads zero, the polarities are correct for 
parallel operation. If the voltmeter reads double the normal sec- 
ondary voltage, the polarities are incorrect, and parallel operation 
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will be possible by a reversal of polarity (assuming this to be pos- 
sible) of one transformer. Voltmeter readings of other magnitudes 
will indicate either incorrect phase sequence on one transformer or 
a phase displacement between the vector diagrams representing 
the secondary voltages. 

The test for phase sequence is made by one of the methods 
described in Chapter XVIII (p. 431). 

Calculation of Loadings of Trankormers Operating in Parallel. 
When the load connected to the secondary bus-bars is balanced, 
the current supplied by each transformer can be calculated by 
applying the same principles as were employed in the case of single- 
phase transformers operating in parallel. The calculations are, of 
course, made for one phase only, and the value of equivalent im- 
pedance to be used in the calculations is the equivalent impedances 
per phase referred to the secondary winding. When the separate 
impedances of the windings are given, the impedance of the pri- 
mary winding must be converted into an equivalent impedance 
referred to the secondary winding. In calculating this quantity for 
star-delta and delta-star transformers, it must be remembered that 
the voltage ratios for these transformers refer to the terminal volt- 
ages and are not equal to the “turn ratios.'* For example, if V„ v„ 
denote the primary and secondary terminal voltages, the “turn 
ratio" for a star-delta transformer is (Fi/\/3)/F2 == and 

the “turn ratio" for a delta-star transformer is Fi/(FJ\/3) 
= V3Fi/F,.^ 

If the equivalent impedance per phase is reduced to its appro- 
priate value for a star- connected secondary winding, the equivalent 
circuit per phase for each transformer then becomes a simple R- L 
series circuit ; and the vector diagram, drawn for phase quantities, 
is similar to that (Fig. 95) for the parallel operation of single-phase 
transformers. 

Example 1. Two three-phase transformers, A and B, of equal kVA. ratings, 
are connected in parallel to share a load of 600 kVA. at 0*8 power factor 
lagging. The equivalent delta impedances referred to the secondary terminals 
are 2 -f jS ohms for A, and 2 -f j4 ohms for B. Calculate the loading of each 
transformer. 

The equations (63), (60), deduced for single-phase transformers, are applic- 
able to this case, and since only the ratio of the equivalent impedances is 
required for the calculation, the given (delta) values may be used directly 
without converting them into “star” values. 

Thus, kYA^ == kVA/(l + 

kVAjj = kYA/(H- 

Now, ZJZ^ = (2 + jS)l{2 + j4) = 1-2 + jOl 

Zt^IZ^== 0-827 -jO 069 

Hence kVA^ = 600(08 -j0-6)l(2-2 + jO-1) 

- 17S -jl44 
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kYAjj = ^iOOiO-8 -jO-6)l{V827 -jO-069) 

- 225 -jlS6 

kVA^ = V(1752 + 1442) = 226-8 
cos (pj, = 175/226-8 = 0-772 

kVAjj = ^(2252 -f 1562) = 273-2 
cos ■= 225/273-2 = 0-823. 

Example 2. Two delta-star, 1 1,000/400 V. transformers, A and j5, of equal 
kVA. ratings, are connected in parallel to supply a load of 1000 kVA. at 0-8 
power factor lagging. The impedances per phase are : A — primary 7 + j21 
ohms, secondary 0 003 -f- jO‘0075 ohm ; B — primary 8 + jl9 ohms, secondary 
0’0035 + j0‘007 ohm. Calculate the loading of each transformer. 

The voltage ratio 11,000/400 refers to the terminal voltages. The secondary 
phase voltage = 400/^3 — 230 V., and therefore the ratio of turns is 
approximately 11,000/230. 

The equivalent impedances per phase referred to the secondary are — 

= 0 003 -f j0 0075 + (230/11,000)2 (7 + j21) 

= 0 00606 + jO 01668 

Zg = 0 0035 -f iO-007 -f (230/11,000)2 (8 + yi9) 

= 0 007 + j0 0153 

Hence Z^^/Zjj — 105 + j0085 
= 0 947 -jO 0764 

kVA^ = 1000(0-S -j0^6)l(2’05 -f j0 085) 

= 377 -j290 

kYAjj = 1000{0’8 ~j0‘6)l{l-947 -j0‘0764) 

423 -j310 

Whence kVA^ = V(3772 ^ 290*2) = 476 
cos (p^ = = 0-792 

kVAjj = V(4232 + 3102) _ 524 
cos (pj^ = 423/524 = 0-808 


and 

Whence 


Parallel Operation of Delta- and V- (Open-delta) connected Trans- 
formers. The open-delta or V connection, which has already been 
considered on p. 192, is obtained from the delta connection of three 
single-phase transformers by removing one transformer. It is useful 
as an emergency connection, and is not employed for normal opera- 
tion because the output from the V-group is only l/V^ (“ 0*577) 
of that from the original A -group. 

When a group of (two) vee-connected transformers is connected 
in parallel with a group of (three) delta-connected transformers— 
all of identical ratings — ^the total kVA. available for the load is 
approximately only 80 per cent of the total kVA. rating of the 
groups if none of the transformers is be overloaded. Thus five 
100 kVA. transformers (identical in all respects) would be required 
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for a load of 400 kVA. One transformer would be fully loaded, and 
each of the other four would be operating at about three-quarters 
of full load. The method of calculating the loadings is deduced in 
the following section. 

Calculation of Loadings of V- and A -connected Transformers Operating in 
Parallel. The secondary circuits of the transformers (of which A, B, C form 
the delta group and D, E the V-group) and the load are shown in Fig. 186. 



Fig. 186. Circuit Diagram (Secondary Circuits only) fob 
Parallel Operation of A- and V-connected Transformers 


Let Zi denote the impedance of each phase of the balanced load ; /i, I 2 * 1^* 
the load currents; the current in transformer A; the sum of the 
currents in transformers B and D; the sum of the currents in trans- 
formers C and E ; Z, the equivalent impedance of each transformer referred 
to the secondary 

Then, from Fig. 186, wo have 


Eg, E(j, the no-load voltages. 


/i + A + — /i “/si 

Hence I gg --- J - h h '^ Ics = h 

Ignoring exciting currents, we have 
- hZi l.Z , 




-2/1- 


Fb - hZi + muD = hh + miA-h + h) 

Fc “ CE ~ ^/^i ^ "i ~ ~ /a) 


Hence Eg Eq ~ 1 j^Z 


■UZ, + IZ) = -E^, since E^ + Eg -f 
Subtracting this equation from (97), we have 

2E^ = /i(2Zi + IZ), or = 2EJ{2Zi H- .jZ). 

Substituting this value in (97) and solving for /^, we obtain 

I A - {Fa " + m] 

Similarly, by expressing Eg and E^y in symbolic form, we obtain 
, „ - (OZ, + 3Z) + yV3(4Zt + 3?) 


I CE ^ A 


(4Z, + 3Z) (2Z, + Z) 

- (6Z, + 3Z) -jy/3{4.Z, + 3Z ) 
(4Z, + 3Z) (2Z, -f Z) 


(97) 
(97a) 
(976) 
, = 0. 


(98) 

(99) 

( 100 ) 


If, as an approximation, Z is ignored in comparison with Z|, the expressions 
for the currents in the transformers reduce to 

!a === Ibd =-!(-» 4-i2\/3) (EJZ,)^ 

fcB = i( “ 3 -rW3){EJZ,) 

Whence/^ == iEjZ,; Jgg - lV21(i^7^i); Ice W^HEIZ,), 
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Therefore the currents in the individual transformers C are in the 

ratio of 3 : i\/2l : i\/21 or 1 : 0-763 : 0-763. Likewise, the currents in 
transformers D and E are only 0-763 of the current in A, 

Phase Transformation 

One of the advantages of the three-phase system is that other pol 3 rphase 
systems can be obtained by means of a transformer with suitable windings. 
Six-, nine-, and twelve-phase systems can be easily obtained from the ordinary 
type of three-phase transformer by providing suitable secondary windings. 



Fig. 187. Connection and Vector Diagrams for Three-phase/ 
Six-phase Transformer 
Delta/Triplo-star Connections 


Two -phase and four-phase systems can be obtained by means of either two 
single-phase transformers or a three-phase transformer. 

Three-phase to Six-phase Transformation. We have already shown in 
Chapter IX how a six -phase system may be obtained from a three-phase 
system. Thus referring to p. 205, we can obtain a six -phase supply by pro- 
viding two secondary windings (each having the same number of turns) per 
phase, connecting those to form two three-phase star-connected systems 
using the combinations YA» then connecting the two neutral points 
together. 

In cases where this simple six-phase star connection is undesirable (such as 
when the third harmonic, which is known to be present in the secondary, 
E.M.Fs. is to be eliminated from the phase voltage of the six-phase system), 
the triple-star connection is employed. This connection requires three equal 
secondary windings (each having the same number of turns) per phase, and 
the method of interconnecting the sections is somewhat similar to that em- 
ployed for the zigzag connection (p. 191). Fig. 187 shows the connection 
and vector diagrams for the present case. The remarks, on p. 191, concerning 
ratings, apply also to the present case. 

The six -phase star connection (sometimes called the double -star connection) 
and the triple -star connection are used chiefly in transformers supplying 
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mercury-arc, and other forms of six-phase, rectifiers requiring a star-con- 
nected transformer for the anode supply system, the neutral point forming 
the negative pole of the output (direct-current) circuit. 

For supplying rotary converters, or other mesh-connected loads, alternative 
connections such as the diametrical and the double-delta (p. 208) are 
employed. These are discussed fully in Chapter IX. 

Three-phase to Twelve-phase Transformation. The connections of a trans- 
former for supplying a twelve-phase system can be readily devised by an 
extension of the principles employed in three-phase/six-phase transformation. 


Vector Diagrams 



1 


Fjg. 188. Connection and Vectob Diagrams for Three-phase/ 
Twelve -PHASE Transformer 
Delta/Star (interconnected) Connections 

The (lotted lines in the vector diaKram indicate which phase K.M.Fs. are compounded 
to obtain the voltaRcs between each of the line terminals and tlie neutral point (0). 


A relatively large number of combinations (requiring from two to six sections 
of secondary winding per limb) are possible for a mesh -connected load (o.g. 
a rotary converter), but for a twelve-anode mercury-arc rectifier only the 
combinations which have a common neutral point can be employed. 

One example for the latter purjxise is shown in Fig. 188. Six sections are 
required on each limb: four sections nro each wound to give a voltage of 
81-6 per cent of the phase voltage of the twelve -phase system, and the remain- 
ing two sections are each wound to give a voltage of 29*9 per cent of the 
phase voltage of the twelve -phase system. These numerical values are readily 
obtained from the vector diagram. 

Four combinations suitable for a mesh-connected load are shown in Fig. 189. 

Method A requires triple secondary windings, two sets of which are similar 
and are interconnected according to the double -delta method. The remaining 
set of windings may be provided with mid-point tappings, which, when inter- 
connected, form a neutral point to the mesh-connnected load. 

Method B requires quadruple secondary windings : two sots are connected 
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in double delta, and the remaining two sets are connected in mesh. The 
windings forming the double-delta group are similar, and the windings form- 
ing the mesh-connected group are also similar, but the voltages of the two 
groups are unequal. 

Methods C and D require only double secondary windings, the sections of 
which are not inter-connected except through the load. 

The relative voltages to be supplied by each section of the secondary 



Fjo. 189. Four Methods of Supplyfng a Twelve-phase Load 
VROM A Three-phase Transformer 


windings for the several methods of connection can bo easily determined from 
the geometry of the vector diagrams (a, 6, c, d) of F.M.Fs. 

Three-phase to Two-phase Transformation. The method employing two 
single-phase transformers is shown in Fig. 190.* 

Both transformers have similar magnetic circuits and may liavo similar 
secondary windings, in which case tlie ]jrimary winding of one transformer, B, 
must have only 0*866 ( = i\/3) of the turns of tlio other transformer, Aj and 
the latter must have its primary winding tapped at the mid-point. One end 
of the 86*6 per cent winding is connected to the mid-point of the primary 
winding of transformer, d, and the other end (»f the y)rimary winding of B, as 
well as both ends of the ))rimary winding of A , .are c.onn(‘ctod to the three-phase 
lino wires. The ends of the secondary windings are connected to the two- 
phase line wires. 

Assuming the iwo-phaso side to be unloaded, and the magnetizing currents, 
which are supplied from the three-phase side, to be balanc*ed and sinusoidal, 
the resultant ampere-turns in transformer A are equal to the vector difference 
of the ampere -turns due to the currents in the lialf -sections of its primary 
* This connection is due to Prof. C. F. Scott, and is usually called the “ Scott connection. 
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winding. Hence, since these currents have a x)hase difference of 120®, the 
resultant ampere-turns are given by X i = 0-866/^Ni, where 

is the magnetizing current and the number of turns in the primary 
winding. 

Similarly, the ampere-turns in transformer B are given by F-^ — 0-866/^.^ri, 
since the primary winding of this transformer has only 86*6 of the number of 
turns in the primary winding of transformer A. Moreover, the ampere - 
turns, have a phase difference of 90® with respect to F^, 

Hence the fluxes in the two transformers are equal and have a phase 
difference of 90®. Therefore the E.M.Fs., induced in the secondary 

windings are equal and have a phase difference of 90®. 

Consider now the E.M.Fs. induced in the primary windings by these fluxes. 
Since the fluxes are equal, the E.M.Fs. will be proportional to the number 
of turns in each winding, and therefore the E.M.F., Eg, induced in B, will 
only bo 86*6 per cent of that induced in the two half-sections of A. 
Moreover, these E.M.Fs. have a })hase difference of 90®. 

Taking the positive directions of these internal or induced E.M.Fs. as 
those marked by the arrows in Fig. 190, and neglecting the resistance and 
reactance of the primary winding, the resultant internal E.M.Fs. between the 
terminals 1, 2, 3, of the three-phase side are 

Fi-2, — Fb ~ Fz-z — Fji* ~ ~ ■“ Fb 

Expressing those qhantities symbolically, and taking Eg as the quantity 
of reference, we have 

Eg -- E^(l-\-j0)-EJ,0^86e-^j0); E^-E^{0-jt 
Ej 2 Fb ~~ ~ E^{0'866 jO’5) 

^2 3 - 

Fz-I == - IF A.- Fb ^ (- 

Whence the magnitudes of those E.M.Fs. are given by 

E^ 2 - E^y/{0-b'^ ( 0-8662) 

= AV 

+ 0-866*) A’i 

and their ])haso differences with rc’ispect to tir(‘ given by 

y>i .2 - tair'(-0-5/ 0-866) - 30®, 

<?’2-3 — tan'i - 1 /O = - 90®, 

1 -- tan ’(-0-5/ 0-866) = 150°. 

Therefore the internal E.M.Fs. between the terminals 1, 2, 3, of the three- 
phase side are equal to one another and have a mutual phase difference ot 
120°. Thus the symmetry and balance of the three-phase supply system 
are not affected. 

A vector diagram showing the induced E.M.Fs. and fluxes is given in 
Fig. 190 (r), in which the vectors OFi . g, OFg - s- ^^ 3-1 represent the line 
voltages of the three-phase system ; 0 /o 2 » ^^o 3 » magnetizing cur- 

rents (which are lagging 90® with respect to the corresponding phase volt- 
ages of the three-phase system); OEg, the ampere -turns supplied by 

the magnetizing currents ; OOg, the fluxes due to the magnetizing 

ampere-turns ; OE^^, OEj^^y and OEg^, OEgg, thci E.M.Fs. induced in the 
primary and secondary windings of the two transformers. 

If the fluxes are to remain constant wdien the two -phase side is loaded — 
which will be the case if the throe-phe^se supply voltage is constant and the 
resistance and reactance voltage drops in the primary windings are negligible — 
the magnetizing ampere-tnms must remain constant, and therefore the 
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ampere -turns due to the load currents in the secondary windings must be 
balanced by an equivalent number 3 f ampere -turns in the primary windings, 
the vector smn of the ampere-turns in primary and secondary windings being, 
in all cases, equal to the magnetizing ampere-turns. 

The conditions for balanced loads are represented in the vector diagram (d) 
Fig. 190, in which the magnetizing ampere-turns are represented by the 
vectors OF^y OF^ ; the load currents by 07j, 01^^ ; the secondary ampere- 
turns by 0 F^ 2 f ^“^B 2 primary ampere-turns by OF^i, OF^^y which 



Fig. 190. Circuit and Vector Diagrams for Scott’s Method of 
Supplying a Two -phase Load from a Three-phase System 

(a) Transformer Connections; (b) Conventional Circuit Diagram; (c) Vcelor Diagram 
for No-load; (d) Vector Diagram for Balanced Loads. 

The effects of losses and magnetic leakage are ignored in the vector diagrams. 


have a phase difference of 90°. The primary eiuTent of traiisformin* B is, 
therefore, represented by the vector O/j. 

The primary ampere-turns of transformer A arc* due to the curr(*nts in 
the half-sections of this winding, and these currents are supplied from linos 
2 and 3 of the three-phase system. Hence if OF^^ is resolved into vectors 
Oe, Odf 60° apart and each equal to iOF^^ then Od will represent the 
ampere-turns due to the current in line 2, and Oe reversed, i.o Of will repre 
sent those due to the current in line 3. Since the angh- between OF^^ and 
OFgi is 90°, the vectors Oe, Of will have a mutual phase difference of 120° 
with respect to the vector OF^^, Hence if these ampere-turn vectors are 
converted into the current vectors O/g, O/ 3 , then oacli of these vectors will 
be found to be equal in magnitude to the vector 07 j. 

Therefore, with balanced loads on the two-phaso side the currents on t)io 
three-phase side will also be balanced. 

In order to maintain these balanced conditions in transformers of tlio 
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** core ” type, the coils forming the two half -sections of the primary winding 
of transformer A must be interlaced, or sandwiched, in order that each part 
of the magnetic circuit may be acted upon equally by the joint M.M.Fs. due 
to the two phases of the three-phase system which supplies this transformer. 

Moreover, if the magnetizing ampere-turns are neglected, and if 
B&y — ^i.e. the voltage across each phase of the two-phase side is equal to the 
voltage between the line wires of the three-phase side, the effects of resistance 
and reactance of the windings being neglected — and Ii is the current in the 
primary windings, we have 

= 0-866/iiV 

whence. 7i = /,/0*866 = y*(2/V3) == 1-157,. 

This, then, is the numerical relationship between the currents in the 
primary and secondary windings when the loads are balanced and the 
magnetizing current is ignored. 

Wave-form Distortion in Three-phase Transformers* 

In Chapter XV it is shown that when iron is magnetized by alternating 
current, and the flux density is ccuried beyond the straight portion of the 
magnetization curve, the wave-form of the magnetizing current differs from 
that of the flux. In general, to obtain a sine wave of flux, the magnetizing 
current must contain third, flfth, and higher harmonics, the third being the 
most prominent. 

Star-star Connected Single-phase Transformers. If three single-phase trans- 
formers are star-connected on both primary and secondary sides, and are 
excited from a three-wire three-phase system giving a sine wave voltage, no 
third harmonic can be present in the magnetizing current because of the star 
connection. The flux wave-form, therefore, cannot be a sine wave but must 
be flat-topped. Similarly, the wave-form of the induced E.M.Fs., due to the 
flat-topped flux wave-form, will be peaked, indicating the presence of third 
and other harmonics. Hence, third harmonics will be present in the phase 
E.M.Fs. of both primary and secondary windings, but will not appear in the 
wave -forms of the terminal voltages. Therefore voltages of triple frequency 
exist between the neutral point of each winding and the natural neutral point 
of each system (e.g. the neutral point of the (star-connected) generator or a 
group of balanced star-connected resistances connected to the line wires as 
shown on p. 306). 

If, then, such a star-star transformer is used as a step-up transformer to 
supply a high-voltage transmission system and the neutral point of the 
secondary (i.e. high-voltage) winding is earthed, the capacitance of the system 
will cause triple-frequency currents (and also currents of higher frequency if 
any multiples of the third harmonic, e.g. ninth, fifteenth, etc., are present in 
the phase E.M.Fs.) to circulate between the lino wires and the earthed neutral 
point. Such currents are liable to cause trouble with telephone and similar 
circuits. 

Star-star Connected Single-phase Transformers with Tertiary Windings. If 

each of the above transformers is provided with an additional secondary 
winding of low impedance (called a tertiary winding) and these windings are 
delta-connected, the triple frequency E.M.Fs. will produce a circulating cur- 
rent of triple frequency which will, therefore, supply the third harmonic com- 
ponent for the magnetizing current. In consequence, the flux will be approx- 
imately sinusoidal, and no triple-frequency E.M.Fs. will appear in the phase 
E.M.Fs. of the star-connected windings. 

Oscillograms. Practical confirmation of the above phenomena may be 
obtained by means of an oscillograph, and examples of oscillograms are 
shown in Figs. 191, 192. 

* Chapters XIV and XV should be studied before reading this sectiou. 



Fia. 191. OsciLLOQiiAMs OF No-load Voltages and Cubhents in 
Three Single -phase Transfobmers 


Connected Star/Star, supplied at Constant Voltage, irom a Three-phase 

System 

(a) bupply voltage (I^) and secondary line \oltage (F*), (b) biiiiplv voltage (F,) 
and exciting current (h), (c) Supply voltage (l’’i) and piiinary phase voltage (Ei), 
(d) Supply voltage and secondary phase voltage (Et). (Note llie line and phabc 
voltages are shown to different scales ) 



Fig. 192. Oscillograms of Voltages and Currents in Thrfe 
Single phase, Thri< e-winding Transformers 
Supplied, at Constant Voltage, from a Thiee-phase System 
Piimary and Secondary Windings Star (oiinected 
Tertiary Winding arranged for Delta Connection 

(a) Supply voltage (I ,) and voltage (i5,) in oiiened dilta of tertiarv winding, (h) 
Supply voltage (I ,) and current (/,) in closed (delta-eonnccted) tertiarv winding, 
(c) Supply voltage (F,) and no-load secondary phase voltage (A’,) tertiary windings 
dosed; (d) Supply voltage (F,) and excRing current (/«), tertiary windings closed 
[ATofe Fig. lOl (ft) shows the exciting current with opened tc'rtiary windings], (e), 
{/) Supply voltage and voltage (P’'o) between ncutial ])oint of secondary winding 
and neutral imuit of a balancecl star-( onneeted load supplied bv secondary, with 
tertiary windings oiieii (e) and closed (/) 
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The oscillograms of Fig. 191 refer to three ordinary star-^tar connected 
transformers, and show the wave-forms of (a) the line voltages, (6) the excit- 
ing current, (c) the primary phase voltage, {d) the secondary phase voltage. 
The triple-frequency component in the phase voltages is quite apparent. 

The oscillograms of Fig. 1 92 were obtained on the same transformers, with 
the addition of a tertiary winding on each, these windings being arranged for 



Fig. 193. Oscillograms of Voltages and No-load Cgrrents in 
CouE-TYrE Three-phase Transformer Supplied at Constant 
Voltage 

a) Supply voltaRc (K,) and e\citinff curront (h), star/siar connections; (h) Supply 
voltage (Ti) and exciting current (/q), star/delta connections; (c) Sui)ply voltage 
(Ti) and secondary line voltage (T,), star/star connections; (d) Supply voltage (T’,) 
and primary phase voltage (Ei), star/star connections, no load; (e) Supply voltage 
(Pi) and no-load secondary phase voltage (Eg), star/star connections; (/) Supply 
voltage (P,) and voltage (Poi) between neutral iwints of primary winding and 
balanced star connected load connected to supply system, star/star connections, 
balanced load connected to secondary; (g) Supjdy voltage (1\) and voltage (Po2) 
between neutral TX)ints of secondary winding and balanced star-connected load 
supplied by secondary • star/star connections; (/i) Supjdy voltage (P,) and resultant 
voltage (Ej -f Ejj f in oj>en delta-connected secondary winding, star- 

connected primary. 

delta connection. They show the wave-forms of (n) the resultant E.M.F. in 
the open -delta tertiary winding; (b) the current in the closed tertiary wind- 
ings ; (c) the secondary phase voltage ; (d) the exciting current ; (e) the volt- 
age between the neutral point of the secondary windings and the neutral 
point of a balanced star-connected load on the secondary, the tertiary wind- 
ings being open ; (/) the voltage between these neutral points for the same 
load currents, but with the tertiary windings closed. 
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Delta^delta Connected Single-phase Transtormers. In this case the delta- 

connected windings provide a closed circuit for the circulation of triple-fre- 
quency currents. Therefore a sine wave of Hux is obtained with sinusoidal 
applied voltage. 

Delta-star and Star-delta Connected Single-phase Tra^formers. These con- 
nections are particularly suitable for transmission circuits ; the delta-star con- 
nection being used at the generator end of the pne for stepping up the voltage, 
and the star-delta connection being used at the load end of the line for stepping 
down the voltage. In both cases the third harmonic component of the 
magnetizing current can circulate in the delta windings, and therefore no 
E.M.Fs, of triple frequency will appear in the phase voltages. If, however, 
fifth, seventh, etc., harmonics are present in the primary voltage of a star- 
delta transformer, the wave -form of the secondary voltage will differ from 
that of the primary voltage, e.g. if these harmonics cause the primary voltage 
to be dimpled the secondary voltage will be peaked, and vice versa. 

Star-star Three-phase ^ansformer. In a three-phase transformer the 
M.M.Fs. of the individual phases act upon interlinked magnetic circuits 
instead of isolated magnetic circuits, when a bank of single-phase transformers 
is employed. Hence, with the usual three-limbed core, the fiuxes in the cores 
will be practically free from third harmonic components, because of the high 
reluctances of their magnetic paths. Thus, since any third harmonic com- 
ponents of the core fiuxes will be in phase with one another, their return 
paths must be through the air space between the yokes. Therefore the wave- 
form of the phase-voltage voltages will be practically free from third harmonic 
components. 

Fig. 193 shows oscillograms taken on such a transformer. 



CHAPTER XIV 

COMMERCIAL AND NON-SINUSOIDAL WAVE-FORMS 


In the preceding chapters sinusoidal currents and voltages have 
been considered almost exclusively to enable the fundamental 
principles of alternating-current circuits to be deduced in a simple 
manner and to allow graphical methods to be applied to the solution 
of problems. Although the sine wave is the ideal wave -form and 
is closely approached in modern alternators operating at no-load, 
the load conditions in generators and commercial circuits frequently 
cause considerable deviations from the sine wave. It is necessary, 
therefore, to consider some of the causes of wave distortion and 
the manner in which the relationship between current and E.M.F. 
is affected by this distortion. 

Equation to a Complex Wave. By the application of Fourier’s 
theorem, any single-valued* periodic function can be completely 
expressed by a series of simple harmonic functions (i.e. sine curves) 
having frequencies which are multiples of that of the complex 
function. These simple harmonic functions are called the harmonica 
of the complex function ; the function which has the same frequency 
as the complex function is called the first harmonic, or the funda^ 
mental ; that of double frequency, the second harmonic ; that of 
triple frequency, the third harmonic, and so on. For example, in 
the case of a complex wave the fundamental (Ci) may be represented 
by 

sin({o/ -t- Oi) ; 
the second harmonic by 

^2 = sin(2(n^ + 03); 
the third harmonic by 

sm{3a)t + Ug) ; etc., 

and the complex wave may be represented by the equation 
e = sm(cot + aj + E^^ sin(2a>/ + Og) -|- E^,^ sin(3ft>^-f 03 )+ .. 

where E^^, E^mi ^ 3 m> • • • denote the maximum values, or ampli- 
tudes, of the first, second, and third harmonics respectively, and 
« 2 , 03 . . . denote the phase differences with respect to the 

* A single-valued function is one in which the dependent variable has only 
one value for each value of the independent variable. 
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complex wave (i.e. the angles between the zero value of the complex 
wave and the corresponding zero values of the harmonic waves). 

The number of terms in the series depends on the shape of the 
complex wave. Under certain conditions the number of terms may 
be indefinite, but under other conditions only a few terms may be 
involved. Again, the series may contain both oven and odd 
harmonics, or only, alternatively, odd or even harmonics. 

Shape of Complex Wave Containing only Even Harmonics. A 
complex wave containing only even harmonics is unsymmetrical, 



Fig. 11)4. Wavk-forms Containing a Fondamental and a 
Second Harmonic 

(o) Seroml harmonic in phase with fundamental; amiditude 20 per cent of that of 
fundamental, (b) Second harmonic leading fundamental by 90® ; amplitude 10 per cent 
of that of fundamental. 

i.e. the shape of the curve when rising positively from a zero value 
differs from that when rising negatively from another zero value 
For example, in Fig 194, which shows complex wave-forms con- 
taining a fundamental and a second harmonic, if the negative half- 
cycle be reversed in sign and plotted, as shown dotted, above the 
horizontal axis, the dissimilarity in the shape of the two half- 
waves is emphasized. Observe- that the two half-waves may have 
dissimilar shapes, as shown in the wave-form (6). 

Th(^ analytical proof of the asymmetry of a complex wave 
containing only even harmonics is as follows — 

Ijet the ordinate at any abscissa, cot, in the positive half-wave 
be given by 

h = + ai)+ E^„8m{2cot + 0 ,)+ £?4„sin(4ft)<+a4)+. . 
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The corresponding ordinate in the negative half-wave is obtained 
by substituting {cot + tt) for wt in the preceding equation, and is 
therefore given by 

= ^Im sin(€0f + 7r + a^) + sin[2(cot + tt) + a^] 

+ E^^ sin[4(co^ + ^) + 04 ] + • • • 

~ sin(co< + Oi) + sin( 2 co^ + a^) 

+ E^^ sm( 4 wl + 04 ) 4 ... 

= “ [J^im sin(co< + Ui) - E^m sin( 2 co^ -f a^) 

-^4^sin(4co< + 04 )-. . .] 

Hence the ordinate at abscissa (cof + 77 ) is not equal to the ordinate 
at abscissa cot. 

Shape of Complex Wave Contaming only Odd Harmonics. A 

complex wave containing only odd harmonics is always symmetrical, 
the negative half-wave being an exact reproduction (with the 
reversed sign) of the positive half-wave. Examples are shown in 
Figs. 1, 3, . . . 

The majority of the waves met with in alternating-current 
engineering are of this type, because of the symmetrical construction 
of the field magnets and the armature coils of alternating-current 
generators. Even harmonics, however, may also occur (in addition 
to the odd harmonics) under certain conditions of loading, and may 
also be produced when certain classes of apparatus (e.g. arc lamps, 
and electromagnetic apparatus working with an unsymmetrical 
magnetization curve or loop) are connected to the circuit. 

The analytical proof of the symmetry of a complex wave 
containing only odd harmonics is as follows — 

Let the ordinate at abscissa cot in the positive half-A\ave be 
given by 

-I Oi) + A'am sin(3m^ 4- Og) 

-h ^5mSin(5co/ + 05 ) + ... 

Then the corresponding ordinate in the negative half-wave is 
given by 

^2 = ^im ^in (cot -f 77 + aj) + E^,,, sin[3(m^ + 77 ) + Og] 

+ sin[o(a)^ + tt) -f ag] -j- . . . 

= - E^„, sin (cot + aj) ~ Es„, sin (Scot + Og) 

sin (Scot -f ag) - . . . 

== - 8in(cot + ttj) + E^^ sin(3cot -f Ug) 

4 ®i^^ (5(ot 4 Ug ) 4~ • • • ] 

20— (T.5245) 
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Fig. 195 . Wave-forms Containing a Fundamental and a Third 
Harmonic 


A. Amplitude of third harmonic 10 per ''ent of tliat of fundamental. 

Ji. Aini)litude of third harmonic 20 per cent of that of fundamental. 

Phase difference betwe/cn fundamental and harmonic i'^ indicated in diagrams. 

The additional dotted (iurves in the first diagram show the fundamental and third Ivarmonics 
separately. 



Fig. 196 . Wave -forms Containing a Fundamental and a Fifth 
Harmonic 


Amplitude of fifth harmonic is 10 per cent of that of fundamental for upper set of wave- 
forms and 20 per cent for lower set of wave-forms. Phase difference between fundamental 
and harmonic is indicated in the diagrams. 
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Effect of Phase Positions of Given Harmonic on Shape of Complex 
Wave. The deviation of a complete wave from a sine wave depends 
not only on the relative magnitude and order of the several 
harmonics, but also on their phase with respect to the complex 
wave. Fig. 195 illustrates the effect of superimposing a third 
harmonic of given amplitude, but of varying phase, on a given 
fundamental sine wave. Fig. 196 illustrates the effect produced 



Fig. 197. Wave-forms Containing Fundamental and Pronounced 
Third Harmonics 


Amplitude of third liarmonic is 75 i»er cent of fundaraentai for upper set of wave-forms 
and 000 per cent for lower set of wave-forms. Thase diflerenet* between fundamental and 
liarmouie is indicated m tlie diagrams. 

under similar conditions by a fifth, and Fig. 197 illustrates the 
effect produced when the amplitude of the fundamental is small in 
comparison with the amplitudes of the harmonics.* 

These illustrations show clearly that the combination of a funda- 
mental with only one or two harmonics may produce a very great 
variety of wave-forms. In many cases the order of the harmonic 

* Comple7, curves similar to Fig. 197 occur in alternators under sustained 
short circuit. 
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can be ascertained by inspection, but in general a systematic 
analysis, as discussed later (p. 310), is required to determine the 
character of the several harmonics. For the present it will be 
desirable to investigate the manner in which the harmonics affect 
the relationship between current and E.M.F. in the simpler types 
of circuits. 

CtJKRENT WaVE-FOBMS IN SiNGLE-PHASE CiRCTJITS 
Supplied with Non-sinusoidal E.M.F. 

General. The current wave-form in a circuit, for which the 
constants (i.o. resistance, inductance, capacity) are invariable, is, 
in general, of different shape to that of the impressed E.M.F., and 
only in spe(‘ial cases are the two wave -forms similar. We have 
shown in Chapters III and IV that for circuits containing constant 
resistance, inductance, or capacity, the current due to a sinusoidal 
impressed E.M.F. is of the same frequency as the latter. Hence if 
a number of sinusoidal E.M.Fs. of different frequencies be impressed 
upon the circuit each E.M.F. will produce a current component of 
its own frequency, quite independently of the others. The instan- 
taneous value of the current in the circuit is therefore the algebraic 
sum of the instantaneous currents due to the several E.M.Fs. This 
principle of superposition enables us to determine readily the 
current in such circuits when the equation to the impressed E.M.F. 
is known. 

Relation Between Impressed E.BI.F. and Current for Circuits 
Containing Resistance. Let the impressed E.M.F. be represented by 

e == sin{(ot + cti) + ^ 3 m sinM + « 3 ) + ^ 5 m sin(co^ + as)- 

Then, if R is the resistance of the circuit, the current (ii) due to 
the fundamental (e^) is given by 

h = ^ sin(m/ + Ui) ; 

that (tg) due to the third harmonic (Cg) is given by 

^3 ^3m • , • X 

tg = ^ = sin(3oj^ + Ug) ; 

that and (^ 5 ) due to the fifth harmonic {e^) is given by 

»5 = ^ = ~ sin(5a)< + a,). 
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Hence the current (i) in the circuit is given by 

i r= + ^2 -f- 1*3 

E E 

= sin (col + Uj) H sin (3ft)/ + a^) 

Ji K 


+ ^ sin(rj(ot + ar^) . . ( 101 ) 

Thus the wave-form of the current is similar to that of the impressed 



== 4 sin 314f -f- sin 942i -}- 0-4 sin I570i 

The current curve is shown in Fig. 198. The impressed E.M.F. curve is 
also shown and a comparison of the two will show that the wave -forms are 
of similar shape. 

Relation Between Impressed E.M.F. and Current for Circnits 
Containing Inductance. Consider a purely inductive circuit of 
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inductance L and negligible resistance. Let the impressed E.M.F. 
be represented by the equation 

e = sin(w< + aj) + sin( 3 a>< + 03) + E^^aniSoA +05). 

Then the current (i^) due to the first harmonic (e^) is 

6 liJ 

h = ^ ^ 5 

that (^3) due to the third harmonic (^3) is 
i^ = Y = sin {3cot + 03 - In ) ; 
and that (ig) due to the fifth harmonic (eg) is 

^6 • / . I 1 \ 

*<> = jr3 = 5 ^;;z 

where Xi(= (oL), X^(= ScoL), and bcoL) are the reactances 

due to the first, third, and fifth harmonics respectively. 

Hence the current (i) in the circuit is given by 

I = 4- ?3 -j- ig 

E E 

= sin(ai/ + Ui - In) + sin ( 3 a)/ + 03- 

E. 

+ ~ sm(5cot + ttg - Jtt) . . (102) 


Thus c'ach component of tlie current lias a phase diflerence of 
90 ° (lagging) with respect to E.M.F. harmonic to which it is due, 
and, therefore, the wave -form of the current differs from that of the 
impressed E.M.F. It will be observed, however, that the reactance 
due to a given harmonic is directly proportional to the order of that 
harmonic , hence the current components due to the higher har- 
monics will be very much smaller than those in the case of a circuit 
containing only resistance. Accordingly, in an inductive circuit 
supplied with a non-sinusoidal E.M.F. the current wave-form shows 
less distortion than the E.M.F. wave-form, and the current in such a 
circuit more nearly approaches a sine curve than does the current in 
a circuit containing resistance. 

Example. Let an inductive coil, of inductance 0*08 henry and negligible 
resistance, be connected to a circuit of which the E.M.F. follows the law — 

e ~ 100 sin 314f + 26 sin 942t -f 10 sin 1570^. 
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Then the current (i) in the circuit is given by 

* “ 314 X 0-08 942 x 0-^ ““ 

= 4 sm(314/ - Jtu) + 0*33 sin (942 ^- Jtt) + 0*08 sin (ISTO^-Jn) 

The current curve is shown in Fig. 199. On comparing tliis with the current 
curve in Fig. 198 a marked difference in wave -shape will be noted, the curve 
of Fig. 199 showing considerably less distortion than the current curve in 
Fig. 198. 

Relation Between Impressed E.M.F. and Current for Series Circuits 
Containing Resistance and Inductance. Let the impressed E.M.F. 
bo represented by the equation 

e = £^i„sin(co/ + a^) + jS?3«sin(3<t)< + Og) + E^nam{5(ot + 0 ,) 
Then the current (i) in the circuit is given by 

E 

sin {Zwt ua -993) (^H- 05 - 9^5) • ( 103 ) 

where (pi(= ian'^coL /E), 993(= tan'^ ScoLjE), tan*^ 5(oLjE) 

are the phase differences between the E.M.Fs. and currents due to 
the respective harmonics. 

Observe that these phase differences have different magnitudes. 

Relation Between Impressed E.M.F. and Current for Circuits 
Containing Capacitance. If an E.M.F. represented by the equation 

e = sin (cot + a^) + E^„^ sin(3m/ + a^) + sin a^) 

be applied to a condenser of capacitance C farads, the charging 
current will be given by the equation 

i = a)rA\,„ sin(co^ -|- + Jtt) + 3mOA^3,,,sin(3a)^ -f «3 + oTt) 

+ Tkd ( 77 ^/ 3 ,^ sin (5co< + «5 + Itt) . . . . (104) 

Therefore, in tliis case, the amplitudes of the currents due to the 
higher harmonics arc increased and the current v ave will show more 
distortion than the E.M.F. w'ave. Thus the effect of capacitance 
on wave distortion is exactly the reverse to that of inductance. 

Example. Let a condenser having a capacitance of ]27*5 microfarads be 
connected to a circuit of which the E.M.F. follows the law — 
e = 100 sin 314< 25 sin 942f -j- 10 sin 1570^. 

The charging current (f) in the condenser is given by 

i =- 314 X 127-6 X 10‘« X 100 sin (31 4^ -f Jtc) + 942 x 127-5 
X 10 ® X 25 sin(942« + i^r) + 1570 X 127-5 x 10 « 

X 10sin(1670/ -h ^tt) 

= 4 sin(314< + itr) 4- 3 sin(942^ -f Itt) + 2 sin(1570/ -h iir) 
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The current curve is shown in Fig. 200. This curve should be compared 
with the current curve in Fig. 199, as the capacitive reactance and the 
inductive reactance for these examples have been chosen so as to give the 
same maximum value of the fundamental in each case. 

Relation Between Impressed E.M.F. and Current for Series Circuits 
Containing Resistance, Inductance, and Capacitance. In the general 
case of a series-connected circuit containing resistance, inductance, 
and capacitance, the current resulting from an impressed E.M.F. 
of complex wave -form (which is represented by the equation 
e — sin(co^ + «i) + • • • ) is given by 

E 




■*" y/[R^ (3&)L- 1 /3a>C)2] + "s Vi) 


E. 


h (5(oL- l/5fo6’)2] 


where 


, /col 1 \ 

: 903 = taii'^ 

f^L 

1 


R hcoCR 



/Txjofj 

1 ' 


(p^ = tair^ 

V M ^ojCR 


are the phase differ(‘iu*('& between the E.M.Fs. and currents for the 
respective harmonies. 

The amplitude (Inm) of any harmonic, say the ??th, is equal to 


+ (no}L- 1 ltiojCy^\ 


and its phase difference {(pn), with respect to the E.M.F. producing 
it, is 


9^n 


-= tan ^ 


hicuL 

\~r 


nwCE 


) 


Resonance Due to Harmonics. When the angle (q)^) is zero 
(i.e. when ncoL = 1 jncoC) resonance occurs with respect to this 
particular harmonic. Und(*r resonance conditions considerable 
voltages may be produced at the terminals of the condenser and 
the inductive resistance, although the amplitude of the E.M.F. 
due to this harmonic may be relatively small. For example, if 
the E.M.F. wave of a 50-cycle alternator contains a 13th harmonic 
which has an amplitude equal to 1 per cent of the fundamental, 
and this alternator is connected to a series circuit containing an 
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inductive resistance (jK = 5 O., L = 0*12H.) and a condenser 
(O = 0*5// F.), resonance occurs with the 13th harmonic (since 
no)L = 13 X 277 X 50 X 0-12 = 490, and 1 /nceC = 10®/(13 X 2tt 
X 50 X 0-5) = 490). The maximum value of the current 

due to this harmonic is given by 


I 


13m ~ 


^13m 

li 


lOOR 100 X 5 


0 - 002 ^,^, 


and the voltage across the terminals of the condenser due to this 
current is equal to 

0-002iS;i,„ X 1012/(13 X 277 X 50 X 0*5)2 =, o*98^i„,. 

{Similarly the voltage at the terminals of the inductive resistance 
is equal to 

+ (13 X 277 X 50 X 0*12)2] ^ 


The actual voltages may be much higher and will depend on the 
relative amplitudes of the fundamental and other harmonics. 

Pressure -rises due to these causes may occur in practice under 
certain conditions. For instance, when an alternator is connected 
to unloaded cables, the capacitance of the latter is in series with the 
inductance of the former, and the conditions may be favourable 
for obtaining resonance with a particular harmonic. 

Experimental Method of Ascertaining Presence of Any Particular 
Harmonic in E.M.F. Wave. The property of resonance may be 
utilized to ascertain the order of the harmonics in a complex E.M F. 
wave. For this purx)ose an oscillograph, a variable inductance, 
and a condenser of variable capacitance are required. The induc- 
tance, condenser, a variable non-inductive resistance, and a fixed 
non-inductive resistance, or shunt, for the oscillograph are con- 
nected in series, and the combination is connected to the source 
of E.M.F. to be tested ; the oscillograph being connected to show 
the wave -form of the voltage across the fixed non-inductive resis- 
tance. The inductance and capacitance are adjusted successively to 
values which will give resonance conditions for the 1st, 3rd, 5th, 
7th, etc., harmonics, and a record of the wave-form is obtained by 
the oscillograph. From the shape of the latter the presence, or 
absence, of a given harmonic can be detected by inspection. 

For example, if a particular harmonic is present, the wave-form 
will show this harmonic with a relatively large amplitude, as under 
resonance conditions any other harmonics will have only a very 
small amplitude. Thus if the 5th harmonic is present, the current 
wave-form under resonance conditions will show a wave of quintuple 
frequency superimposed upon a wave of fundamental frequency. 
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Fig. 201 shows a typical set of wave-forms obtained by this method. 
An examination of these shows that the E.M.F. wave -form contains 
6th, 7th, 11th, 13th, 15th, and 17th harmonics. 


V 






e 




Fig. 201 . Oscillograms of Current and Voltage 

Oscjllograms bhowiiig (a) tlip E.M.F. wave-form of a given alternator, and the wave- 
forms of current (b) to Am a special resonant circuit supiilied by this alternator, tiie 
constants of the circuits being adjusted to give, successively, resonance conditions 
for the 3rd (wave-form b), 5th (c), 7th (d), 11th (g), 13th (/), 15th (g), and 17th (A) 

harmonics. 

Note. The following data give the values of inductance {L) and capacitance (C) in the 
resonant circuit for the several current wave-forms ; also the values of the non-inductive 
shunt (li) to which the oscillograph vibrator was connected. 


Wave-form 

h 

c 

d 

e 

J 

y 

h 

L (henry) 

0-059 

0*069 

0-059 

0-059 

0-059 

0-059 

0-059 

C’(/yF.). 

18-9 

0*9 

3-5z 

1-4 

1-0 

0-7C 

0*59 

ii(ohms) . 

0-5 

0*833 

2-32 

5 

16 

20 

35 
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A’2 


R J[.S. Value of a Complex Wave. Let the wave be, represented by 

e = sin(tt)< + aj + E^^ sm(3tt>< + Oj) + E^^ sin(co< + 05)+ 

Then if the R.M.S. value of this wave be denoted by E, we have 

= ^ \Eim sin(co< + ai) + E^^ sin(3co< + a^) 

+ 8in(6£0< + 05) + . . .\^dwt 

= " y" + «i) + sin 2 ( 3 to< + 03) 

+ E^J^ sin®(5ft)< + ag) + . . . 

+ 2 sin(co< + Oi) sin(3a)< + 03) 

+ 2 Ei^E^n sin(tof + a^) sjn(5clJ^ + Og) + • • • jdw/. 

, sin*(wfo< + a„)dcot = ; 

J' sin(co< + Oi) sin(na)< + an)^(»t — 0 ; 

lu'ovided that n is an integer greater than unity. 

Hence when the above integral is evaluated, all terms involving 
the product of quantities having different frequencies become zero, 
so that 

(^In? X + (^3m* X In) 4 - (.fc’gm“ X {n) 4 - . . . j 


Now 


and 


= i(E^J + E^J + + . . .) 


and E= 0-707 4- + • • •) 


(105) 


Examples. Tlie R.M.S. values of the E.M.F. and current waves of 
Figs. 198-200 can now be obtained. 

(1) E.M.F, wavej Fig. 198. 

e = 100 sin 314< -f 25 sin 942i + 10 sin 1570/ 
which may be written — 

e ~ 100 sin (oi + 25 sin 3co/ -f 10 sin 5co/, 
where to =314. 

Hence, 

= 100 . ^,^- 25 , ^ 5^=10 

Therefore, 

E = 0*707 V( 100* + 25* -f- 10») = 73*2. 

R.M.S. value of fundamental (Ey) — 70*7. 

(2) Current wave^ Fig. 198. 

i = 4 sin 3140)/ + sin 925/ + 0*4 sin 1570/ 

Therefore, 

/ = 0*707^(4* + 1* + 0*4*) = 2*93. 

R.M.S. value of fundamental = 0*707 = 2*83. 
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(3) Current wave. Fig. 199. 

i = 4 sm(314^ - Jtu) + 0*33 sin(942i - ^tt) + 0*08 sin(l570/ - Jk) 

1 = 0-707 -v/(4* + 0-332 + 0-082) ^ 2-84 
R.M.S. value of fundamental = 0-707 \/42 = 2-83. 

(4) Current wave. Fig. 200. 

i = 4sin(3l4e + Jtt) + 3 sin(942« + Jtt) + 2 8in(1570i + Jtt) 

I = 0-707 V(4* + 32 + 22) = 3-8 
R.M.S. value of fundamental = 0-707 \/42 = 2-83, 

(5) An electromotive force, 

c = 2000 sin cot + 400 sin 3a)^ -j- 100 sin Scot, 
is connected to a circuit consisting of a resistance of 10 ohms, a variable 
inductance, and a condenser of 30// F. capacitance, arranged in series with a 
hot-wire ammeter. Find the value of the inductance which will give 
resonance with the triple frequency component of the pressure, and estimate 
the readings on the ammeter and on a hot-wire voltmeter connected across 
the supply when resonance exists, co -- 300. (L. C7. ) 

For resonance to occur at triple frequency we must have 

3coZ/ = 1 l^coC. 

Substituting numerical values for co and C, we obtain 
L = 10«/(9 X 3002 X 30) = 0-0411 H. 


The R.M.S. value of the current is given by 

= O'TO’ V[( V [«’ + (a>L- 1 /toC')*]) ( 


VUi‘ +{3a>L-l/3coO)»]/ 




+ (5toi- 1/5 £oC)*] 


)•] 


where E^^, denote the maximum values of the fundamental, triple, 

and quintuple frequency components of the pressure. Substituting numerical 
values for these and the other quantities, and noting that, for the given 
conditions, ScoL- IjScoC — 0, we obtain 


I 


0-707 


V[( 


2000 Y /400Y 

VLIO* + (300 X 0-0411 - 10V{300 x 30))*J/ \ 10 / 

( ^22 V] 

W[10* + (5 X 300 X 0-0411 - 10»/(5 X 300 X 30) )»]/ J 


= 0-707 VCZO-IS* + 40* + 2-45*) 

= 31-76 A. 

'I'he R.M S. value of the supply pressure is given by 

E = 0-707 = 0-707V(2000*-f 400*-f 100*) 

= 1445 V. 


Effect of Wave Distortion on Measurements of Inductance and 
Capacitance. Since alternating-current ammeters and voltmeters are 
calibrated to read R.M.S. values of current and pressure, respectively, 
the expression (105) deduced on p. 299 for the R.M.S. value of a 
complex wave enables the readings of the instruments connected in 
a circuit to be calculated when the “ constants ’’ of the circuit and 
the wave-forms of current and pressure are known. Conversely, 
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the constants ’’ of the circuit may be calculated from the instru 
inent readings, but corrections have, in general, to be applied to 
take into account the shapes of the current and pressure waves. 
In the special case of circuits containing pure resistance, however, 
the wave -forms of current and impressed E.M.F. are similar, and 
therefore the ratio of the R.M.S. values of these quantities will be 
constant whether they have a sinusoidal or non -sinusoidal wave- 
form. Hence the resistance of a non-inductive alternating-current 
circuit may be dctc^rrnined by means of the ammeter and voltmeter 
method without a knowledge of the wave -form.* In all other cases 
a knowledge of the E.M.F. wave-form is necessary to obtain correct 
results. Thus, consider a purely inductive circuit having an 
inductance of L hemries, and let E and / denote, respectively, the 
K.M.S. values of impressed E.M.F. and current as read on 
instruments connected in the circuit. Then 
E = 0-707 + • • •) 






0-707 


= . . .) 


Whence 
L = 


0-707 




This expression involves a knowledge of the absolute values of 
the amplitudes of the several harmonics in the E.M.F. w^ave. In 
practice it is more convenient to deal with the relative values of 
these amplitudes, and accordingly the expression for L is modified 
as follows — 

Multiply and divide the right-hand side by E, wTiting the 
denominator in the form [ 0 - 707 +•••)]» 
thus 

^ V (^\rr? I + j "I • • 

(o-707V(i-\™^ + EzJ + +•••)) 

^ ^ + I 

w/VV + E,^^+ . . . ) 

* The value of the resistance obtained by this method may differ slightly 
from that obtained by a tost using direct current, owing to possible eddy- 
ciirrents in the conductors and the non-umfonn distribution of current over 
their ^ross-section when the testing current is alternating. 
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l/ l + i {E,JE,J^ + + . . A 

wl\l\ l + (E,^IE^J^+{E,^IE,J^+,..) 


Now E 1 0)1 is the apparent value of the inductance obtained from 
the uncorrected values of the instrument readings. Hence the 
quantity under the radical is the correction factor by which the 
apparent inductance must be multiplied to contain the true 
inductance. 

Similarly, in the case of a circuit containing pure capacitance 
(== C farads), let E and I denote the RMS. values of impressed 
E.M.F. and current as read on instruments connected in the circuit. 

Then 


E = 0-707 + • • •) 

I = 0-707 V[{coCE^J^ + {ScoCE^J^ + {5coCE,J’‘ +. . . 
= 0-707wCV(}S^J‘ + + 25E,„^ + . . .) 

Whence 


0-707taV(^im* + 9^3™* 4 25E,J‘ + . . .) 


{o-707coEV(E,J + 0E,J + 25E,J + . . .) 

(0-707 + E,J + . . .) 


I K E^J + + .. \ 

CoEaJ + 9^3m^ + 25E,„^ 4 . . 

/ // 1 ^ {E,„IE,J^ + (E,^IE,^? + 

ciA’ V \1 f iHEs^lE.m)- -I- 25(E,JE,^r + 



(107) 


Observe that the expression for the correction factor differs from 
that for the preceding case. 

For example, if the E M F. wave contains 3rd and 5th harmonics, 
having amplitude's of 15 per cent and 10 per cent, respectively, of 
the fundamental, the correction factor for measurements of induc- 
tance is equal to 


y(- 


+ (EimlEim)^ + T, (Eim!E\m)^'^ 


(1 + (E,^IE,J^ + 


-yci 

= 0*985 


(tVo)^+(tVo)^ > 


Hence the apparent value of the inductance, as obtained from 
the uncorrected readings of the instruments, is about IJ per cent 
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higher than the true value. Thus the error introduced by not 
taking into account the wave-form is relatively small. 

Similarly, the correction factor for measurements of capacitance 
with this E.M.P. wave-form is equal to 



1 + 0 {E,„IE,^V + 25{E,^IE^„v) 



1 + (lVo)^+ \ 

1 + 9(,Vo)^ + 25(Vt/UV 


= 0-844 


Hence the apparent value of the capacitance, as obtained from the 
uncorrected values of the instrument readings, is 15*6 per cent 
higher than the true value of the capacitance. In this case the error 
introduced by not taking into account wave distortion is very large. 

Example. A current of 60 frequency containing first, third, and fifth 
iiarmonics of crest values 100, 16, 12 amperes, respectively, is sent through 
an ammeter and an inductive coil of negligibly small losses. A voltmeter 
connected to the terminals shows 75 volts. What will be the current indicated 
on the ammeter, and what is the exact value of the inductance of the coil in 
henries ? (C. and G.) 

The R.M.S. current (/) is given by 

/ = 0-707 Vihrn^ + 

= 0-707 V(100* + 15* + 12*) 

= 0-707 X 101-9 = 72 A. 

Let L — inductance of coil in henries and let E^^, represent the 
crest values of the first, third, and fifth harmonics of the E.M.F. wave. Then 
the R.M.S. value (75 volts) indicated by the voltmeter is given by 
£? = 75 = 0-707 

E-iJmL-, = EtJZcoL ; = E^j5o>L. 

Hence E = 0-707 4- + {51, ^mL)^] 

= 0-707coi 9^.™^ + 25/.„») 

= 0-707a)L7.„ V[1 + + 26 

Substituting the numerical values given above, we have 

75 = 0-707 X 27T X 50 X L x 100 VLl X 9(0-15)* -f 25(0-12)*] 

L = 0-0027 H. 

[Note. Apparent value of inductance = 75/(314 X 72) = 0-00331 H. ] 


Power in Single-phase Circuits in which E.M.F. 

AND Current are Non-sinusoidal 

Let the E.M.F. and current waves be represented by the 
equations 

c = Ei^ sin(<u< + aj + E^^ sin(3ct)< -f 03 ) 

+ Ei„sin(5(ot -f ag) + . . . 

» = Am sin(wi + Oj - sin(3o)l ■+• Og - <ps) 

+ Am 8m(6a)i -f - 9)3) -f . • 
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Then the instantaneous power (p) is given by 

p ei = sin(co/ + Oi) sin((w< + ai-cpi) 

+ sin( 3 a)< -f a^) sin( 3 co^ + + . . . 

+ sin(oj< + «i) sin( 3 ft;^ + ag - 9:^3) -+ . . . 

H ^2mhm sin( 3 co^ + Qg) sin(co« + Uj - . . . 

and the mean power (P) is given by 
1 rn: 1 ^TT 

P = — / ei do)t == — / sin(a>^ + ai)sin(co<+ai ~ 

J 0 7r Jo 

-I ^3m^3m ^in(Sa)t + Qq) sin ( 3 a)/ + a^-ps) + • . . 

+ ^imhm sin(a>/ -(- a^) sin ( 3 a)/ + ag - 9)3) + . . . 

+ ^3mhm sin ( 3 a)/ + a^) sin(a)/ + «! - 9?i) + • • • \d(ot 

Now the integral, taken between 0 and tt, of all products of 
different frequencies is zero, and the integral of terms such as 

sin(a)/ + a) sin(a)/ + a - 9?) = ^E^I^ cos p* 
Hence the expression for the mean power reduces to 

P = - cos py H- cos 993 

7T 

+ 5 m cos 955 + • • ■) 

== K^lmhm COS T’l + COS 9)3 + COS 9-5 + . . .) 

— Eili cos (Pi + EJ 3 cos 953 -I- ^5/3 cos 9)5 + . . . . ( 108 ) 


Thus the mean power due to distorted current and E.M.F. waves 
is equal to the sum of the mean powers due to the several harmonic 
components. 

Power Factor of Circuits in which Current and E.M.F. are Non- 
sinusoidal. In Chapter IV power factor was defined in two ways : 
(1) the ratio of the mean power to the apparent power, or volt- 
amperes ; (2) the cosine of the angle of phase difference between 
impressed E.M.F. and current. The power factor determined 
according to the first definition is a definite quantity for any 
particular circuit, whether the supply E.M.F. is sinusoidal or 
non-sinusoidal. The second definition of power factor, however, 
requires further consideration "when the E.M.F. and current waves 
are non-sinusoidal. Thus, with .sinusoidal current and E.M.F. 


♦ Thus, J sinfeo^ -f a) Bin{a)t -fa - p)dwt ~ j ^ [sm(a)f -f a) sin(a)« 
-f a) cos 97 - cos(o)i -f a) sui*(a)f -f a) cos (p dot - j 


(sin (cot -|- a) cos(a)/ -f a) sin p)d(Oi == Jtt cos p 


•tc 

0 
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the phase difference, when the “ constants ” of the circuit are 
invariable, is constant at every instant, but with distorted waves 
the phase difference between the maximum values of E.M.F. and 
current is not necessarily the same as that between the zero values 
of these quantities, since the current and E.M.F. waves may be 
of different shapes. In these circumstances ambiguity may be 
avoided by employing the term “ phase difference ” (or angle of 
lag, or lead) only in connection with the equivalent sine waves of 
current and E.M.F. (i.e. the sine waves having the same frequency 
and R.M.S. values as the distorted waves*). Hence, if 9 ?^ is the 
phase difference between these (equivalent sine) waves, then cos <p^ 
will represent the equivalent power factor of the circuit ; i.e. 

cos q}g = P jEI, 

where P is the mean power (as measured by a wattmeter or 
calculated from equation (108) and E, I are the R.M.S. values of 
E.M.F. and current, respectively. 

Distorted E.M.F. and Current Waves in Polyphase 
Circuits 

The method of treatment is in general similar to that given 
above for single phase circuits, viz., each harmonic is treated 
separately, and the current or voltage harmonics for the several 
“ phases ’’ of the circuit are compounded geometrically in the same 
manner as these quantities were compounded in the case of simple 
sine waves. 

Expressions for ** Phase ’’ E.M.Fs. Considering the symmetrical 
three-phase system, let the “ phase ’’ E.M.Fs. be represented by 
the equations 


e. 

— ^im 

sin(co^ 

4" tti) 

' + ^am 

sin(3co^ 4- 03 ) 









+ -® 6 n» 

sin (5ct>^ 4 " ots) + • 

• • 






sin (cot 

4- oi 

- I’’’) + 

■^3m 

sin(3co< 4 - 03 " 

-3 

X 






+ 

^5fn 

sin(5ft>< + Ug - 

-5 

X 


■) + 

e,„ 


sin(co/ 

+ «i 

- in) + 


sin(3cof + Ug - 

-3 

X 

i”) 





+ 


sin(5co/ + 05 - 

-5 

X 


r) + 


These, upon simplification, become 

= ^im si« (ft>< + Oi) + E^^ sin(3a)< + Ug) 

4" sin(5co^ + a^) 4 . . . . (109) 

* See p. 16 for method of determining the equivalent sine wave, 
ai— ( 7 . 5245 ) 
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«II — 8in(tt)/ + Oi - fw) + Es^ 8m(3ft)« + a*) 

+ E^,^ain{5(at + 05 + 1^)+ . (110) 
e,„ = ^?imsin(ft)< + Cl - » + sin(3tu< + 03) 

+ -®6mSin(5ct>< + a5+|7r)+ .. (Ill) 
= Em ain((ul + ai+|w) + E^ sm(3ft>< + 03) 

+ ^5„sm(6(o< + aj-f 7r)+ .(111a) 

Thus all harmonics of triple frequency as well as their multiples 
(i.e. the 9th, 15th, 21st, etc.) are equal in all the phases of the 
circuit. Further, at any instant these E.M.Fs. have the same 
direction (i.e. in a star-connected system they are all directed 
either away from, or towards, the neutral point, and in a A- 
connected system they all act in the same direction around the 
circuit). Moreover, all harmonics which are not a multiple of 
three are displaced 120° from one another, and can be dealt with 
in the usual manner. It is to be observed, however, that these 
harmonics do not have all the same phase rotation as the funda- 
menlal ; the phase rotation for the 5th, 11th, 17th, 23rd, 29th, 
etc., harmonics being opposite to that of the fundamental, and 
that for the 7th, 13th, 19th, 25th, Slst, etc., harmonics being the 
same as that of the fundamental. 

Expressions for the Line E.M.Fs. in a Star-connected Three- 
phase System. Having obtained the equations to the “phase” 
E.M.Fs. the equations to the “ line ” E.M.Fs. readily follow, thus 

”i II — ei - <’ii Em I bm(co< + a^) - sin (u>t + a, - §7r) | 

I Em I sin(3co< + as) - sin(3«)< + 03)^ 

+ -®RmNin(5(o< + a6)-sm(5co< + aB- j7r)^+ ■ • ■ 

= 2Em\^os + Oj) - fw] sin(| X |7r)| 

+ 2Em{ooa \[2(5a)t -|- aj) - Jtt] sin(J X ^7 t)| + ... 

= ^Em I i\/3f08(w< f Oi - in) | 

+ ^Em I ^\/3cos(5co< + 05 — fw) | + . . . 

= V^^Em ain((o( + a, - Itt + Jtt) 

+ Em am{5cot + a^-ln + {n) ^r ■ • • | 

=• y/2\Em sin(ft>< + a, 4 in) 4 E^ sin(5(w« 

4-a3-i7r) + . . .\ . . (112) 

*’ 11-111 = 8ii~8iii = 'V'^\Em sin (toi 4* a, — in) 

+ Em sm(5<w/ + Oj -f Jtt) + . . . { . (113) 
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^ui I = ^in - — V^\^im sin(ct>^ + cti + ^^tt) 

+ ^ 5 m sin(5£0f + ag - ^tt) + . . . | (114) 

Thus in a star-connected symmetrical three-phase system no 
E.M.F. of triple frequency, or a multiple thereof, appears in the 
line pressures, notwithstanding that these E.M.Fs. may be present 
in the phase pressures. 

If, in the above equations of line E.M.Fs. we replace (cot + Jtt) 
by a)t\ which moans that time is now reckoned from an instant 30 ® 
in advance of the previous zero, we have 

«I II = -v/S I sin (a>l' - a,) - sin (Sco/' - Oj) + • • • | (1 12a) 

*^11 III — \/3 1 E^^ sin (ft)< — — Itt ) 

sin(5ft)<'-a5 . (113a) 

«’iii I I A’lm sin((u<' - ai - \tt) 

-i;j„sin(5o)<'-a5-f7r) + . . .| . {114a) 

These equations are now similar to those for the pliase E.M.Fs. 
except that (1) there are no third harmonic terms ; (2) the signs 
of the fifth harmonics are changed* ; and (3) the factor y'S is 
introduced. 

B.M.S. Values of Phase ” and ** Line ” E.M.Fs. in a Three-phase 
System. In a symmetrical three-phase system the amplitude of 
any particular harmonic component of the “ phase ” E.M.F. is 
the same for each phase of the circuit, so that when considering 
R.M.S. values we may denote the R.M.S. value of the fundamental 
of the phase E.M.F. for each circuit by jE/j, and the R.M.S. values 
of the several harmonics by E^, E^, E^, etc. 

Similarly, the R.M.S. value of the fundamental of the line E.M.F. 
may be denoted by Fj, and the R.M.S. values of the several 
harmonics by Fg, F7, etc. 

Then, from equations (112), (113), (114), 

V, - E„ V, = V3 V, = V3 Fii = ^3 ^n, 

F23 = \/3 ^13 

The R.M.S. value of the line voltage (F) of the system is therefore 
given by 

V = + F72 + . . .) 

Similarly the R.M.S. value of the “ phase '' E.M.F. is given by 

E = + E,^ + . . .) 

* The seventh harmonics also have the minus sign. 
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Hence 

V l(V^+ + . . \ 

E V Ui" + ^3“ + +••’•/ 

/q // + ^ 3 =^ + E,^ + . . . \ 

“ ^ V + E,^ + . . .) 

_ /, I i + iJ^jE,r + iE,iE,r+ . . . \ 

- \1 + + (A’6/*\)“ + + ■■■) ^ ’ 

Thus in the case of distorted E.M.F. wave forms the value of the 
ratio of the “ line ” and “ phase ” E.M.Fs. is not the same as that 
(V3) when the E.M.Fs. are sinusoidal. An exception occurs, how- 
ever, when the third harmonic and its multiples are not present in 
the phase E.M.Fs. 

Example. If the phase E.M.F. of a star-connected, three-phase alternator 
contains first, third, fifth, seventh, and ninth harmonics of amplitudes 100, 
13, 6, 1*5, 1, respectively, the ratio (line E.M.F. /phase E.M.F.) is 

W3 /{ 1+ ( 5/100)V+ (1.5/100)^ + ... y 

^ V\1 + (13/100)8 -f (6/100)2 4. (1.5/100)2 + (1/100)2; ^ X ^ 

= 1-717. 

If, however, the third and fifth harmonics are 30 per cent and 10 per cent, 
respectively, of the fundamental, the ratio (line E.M.F. /phase E.M.F. ) is 


V //Fi^+F,* + 

e V Ui" + ^3“ + 




1*732 X 0*9915 


vs/r 


1 + (10/100)2 + (1*6/100)2 -f . . . \ 

-f (30/100)2 + (10/100)2 + (1*5/100)2 + (1/100)2; 

= 1*732 X 0*9683 


= 1*66. 

In the former case, which is taken from actual practice, the ratio of the 
“ line ” and “ phase ” E.M.Fs. is 0-87 per cent less than the value for sinu- 
soidal waves, while in the latter case, which represents excessive wave 
distortion, the ratio is 4-15 per cent less than the value for sinusoidal waves. 

Circulating Current in Delta-connected Alternator in which E.M.F. 
Wave is Non-sinusoidal. Consider the case of an alternator in 
which the phase E.M.Fs. are symmetrical and represented by the 
equations 

sinM + Oi) + Earn sin (Scot + Oj) 

+ E5„8in(5a)< + a^) + ... 

fin = Elm 8 in(w< + «! - Itt) + E^^ sm(3cot + a^) 

+ Earn 8in(5ci>t + a, + t^r) + ... 
fiiii = sin(ft)« + Oi - ^Tr) + E^^ sin(3mt + 03 ) 

"I" E^m sin( 6 a)t + 015 + ]| 7 r) + . . . 

Then the resultant E.M.F. acting in the delta-connected armature 
winding is 

fii + fin + fiiii = SEgm sin 4 - aj) -f 3E,„ sin(9<wt -f- a,) 

-I- 3Eis„ sin(15(u< -f a,,) -f . . . 
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Hence, if £ is the resistance per phase and L the inductance per 
phase of the armature winding, the circulating current (t^) due to 
the resultant E.M.F. is 

. _ SEjm sin (Scot + Os) 3Eg„, 8in(9co/ + a,) 

~ Sv/(fi 2 + 9co*L2) 81co*L2) 

3 Ei 6„, 8in(15c o < + Uy^) 

3v'(-R^ + 225(o^IJ‘) ■*■••• 

sin(3co< + Cj) ^g„sin(9cot + Cg) 

"V(^* + ^ + Slco-L*) 

^15mSiP(15c0( + Oig) 

•v/(-R“ + 225to*L*) ■*■••• 

and its R.M.S. value is 

I, = 0-707 V [E^JKR^ + 9co*L2) + E^JI{W + 81co*L*) 

+ E,,JI(R^ + 225co^L^) + . . .] 

Example. A throe-phase 50-cycle alternator has a dc'lta-connected arma- 
ture winding for which the resistance and inductance per phase are 0*025 Q. 
and 0*4 mH. respectively. The no-load E.M.F. wave-form contains third, 
ninth, and fifteenth harmonics (together with others) which have amplitudes 
of 4 per cent, 2 per cent, and 1*5 per cent of that of the fimdamental. Calcu- 
lale the circulating current at no-load when the excitation is sucli that the 
amplitude of the fundamental of the E.M.F. is 850 volts. 

The reactance per phase (oL) at 50 frequency 

= 314 X 0*4 X 10-8 0*126 0. 

Hence, for the 3rd, 9th, and 15th harmonics we have 

9a)yj - 0*142 O. ; Slco^L^ = 1*28 O. ; 225a)^L^ = 3*55 O., 
whence the values of the corresponding (impedance per phase )8 are 
-f 9a)2L2 = 0*1426 Q. ; + Slco^L* = 1-2806 O. ; 

+ 225aj8L2 = 3*55 O. 

The maximum values, or amplitudes, of the E.M.Fs. due to the 3rd, 9th, 
and 15th harmonics are 

^*04 X 850 - 34 V. ; -- 0*02 X 850 = 17 V. ; 

-= ^*^15 X 850 = 12*7 V. 

lienee/^ 0*707^/ [(342/0*1426) + (178/1-28) -f (12-78/3*55)] - 64*8 A. 

Power in Three-phase Circuits in which the E.M.Fs. and Currents 
are Non-sinusoidal. The total power in a polyphase system in 
which the E.M.Fs. and currents are non-sinusoidal is equal to the 
algebraic sum of the power supplied by the several harmonic 
components of the current and E.M.F. Hence in the case of a 
three-phase, three-wire system with balanced loads we have 

P = \/3. Fj/j cos (pi + v'S. F 5/5 cos 

-f- y' 3 .F 7/7 cos 9?7 + 


(156) 
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where F,, Fg, F^, . . . /j, / 7 , . . . denote the line voltages and 

currents, respectively, due to the several harmonics. 

In the case of a four-wire system, the neutral wire provides a 
path for the circulation of currents of triple frequency and multiples 
thereof. The power is therefore given by 

P ^ 1/3.F1/1 cos cos 9^3 + V 3 . Fg/s cos (p^ 

-j- \/3. F 7/7 cos 9^7 ... . (157) 

which is greater than that in the corresponding three-wire system 
by the amount of the power due to the third harmonic and its 
multiples. 


Harmonic Analysis 

General. The process of determining the magnitude, order, and 
phase of the several harmonics in a complex periodic curve is called 
harmonic arvalysis. The analysis may be effected by analytical, 
graphical, or mechanical methods, the mechanical method involving 
the use of a special instrument called a “ harmonic analyser.^’ 

All methods of analysis arc based upon Fourier's theorem, which 
states that any single-valued complex periodic function can be 
resolved into a series of simple harmonic curves, the first of which 
has a frequency equal to that of the complex function. Thus, if 
denotes the magnitude of any ordinate at abscissa 6 of the 
complex curve, then, generally, 

Vd = sin (0 + Ui) + sin (26 + a^) 

+ &in(36 + Ug) + . . . 

where Fq, Fj, Fg, F 3 , , . . are constants, and Uj, Ug, 03 . . . are 
the phase differences of the harmonic components with respect to 
the com])lex wave. The constant Fq is required only in cases 
wher(‘ the mean value of the ordinates for a cycle of the complex 
wave is not zero. Hence if the leference axis is so drawn that the 
mean value of the ordinates for a cycle is zero, the equation to the 
curve is given by 

Vb ~ “1 H- E 2 sin(26 + Ug) 

-1 F3sin(3e + ( 13 ) + (158) 

and, when only odd harmonics ate present, we have 
tju = i\ sin (6 + ui) -f F3sin(30 -f a^) 

+ F6sin(56 + og) + . . . . (158a) 

This equation is representative of the complex E.M.F. and current 
waves which are met with in alternating-current work. 
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The number of terms which may be necessary to express the 
function with absolute exactness depends upon the extent to which 
the complex curve deviates from a sine curve 

The number of terms to be included in the analysis depends on 
the degree of accuracy desired. For commercial purposes analysis 
as far as the fifth harmonic is generally sufficient, as the principal 
harmonics which occur in alternating-current systems are the third 
and the fifth. In special cases it may be desirable to carry out the 
analysis so as to include harmonics of the 17th, or higher, orders. 
These higher harmonics occur principally in generators and are 
due to magnetic pulsations ; their amplitude is usually very small 
in comparison with that of the fundamental. 

Ana^cal Methods of Analysis. With these methods the con- 
stants F^y F3, . . . , and the phase angles Oi, Ug, . . . , are obtained 
indirectly. Thus, since sin(0 + a) = sin 0 cos a + cos 6 sin a, each 
term of the series 

ye = -^1 sin{0 4- Oi) + F3i,m(3d + a^) 

+ i?’5Hin(50 + Oj) . . . 

can be expressed as the sum of a sine and cosine term. 

Effecting this transformation, we have — 
yQ = Fi sin 6 cos Uj + Fq sin 36 cos ^3 

+ Fg sin 56 cos a^ + . . . 

+ F^ cos 6 sin -f F^ cos 36 sin 

+ Fg cos 56 sin Og + . . . . , (1586) 

Substituting for F^ cos a^, for Fg cos ag, etc. ; for F^ sin Oi, 
/fg for Fg sin Og, etc., we have 

y = sin 6 + Jg sin 36 -f ^5 sin 56 -f • • 

"1“ B^ cos 6 B^ cos 36 ~|~ B^ cos 06 -j • • • • • (1^^) 

Hence A^^ -f B^^ == F^^ cos^ + F^^ siii^ — F^^, 

Whence F^ = + ^i) 

Similarly Fg = \ ^5 = VW + ^6^) J 

Also Aj^ jB^ = Fj cos Ui jF-^ sin Oj = cot 
Whence = tan*^ 

Similarly Ug == tan’^ B^jA^ ', 

Ug — tan'^ B^jA^ 'y etc. 

The coefficients A^y A^y A^y . . . , B^y jBg, . . . , are best 
evaluated by a summation, or integration, process, and the labour 
may be shortened considerably by suitably selecting the ordinates 
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and grouping the terms as shown later. The summation process 
is based upon the following theorems of the integral calculus — 


i sin^ dO = \tt 

. 

. (160) 

a 

riz 

( 0 when n ) 


1 sin mO sin nO dO ~ 
J 0 

1 0 when w = 0, w — 0 ) * 

. (161) 

J COS2 0 dd = \7T 


• (162) 

J" COS md cos nO dO = 

( 0 when m^n ) 

1 7T when 7n = 0, 71 = 0) 

. (163) 

1 sin md cos nS dd = 
J 0 

0 . . . . 

• (164) 


where m and n are any positive integers. 

For instance, to evaluate A^ multiply equation (159) throughout 
by sin 0 and integrate between the limits 0 and tt,* thus 

J* (yQsiuO)dO= J \Aisin^ 0 A^sin *66 sin 6 

+ sin 50 sin 6 + . . . 

+ cos 0 sin 0 + -^3 cos 30 sin 0 
-h Bf^ cos 50 sin 0 + . . . |cf0 

= iTT 

Hence 

1 

Aj^ ~ 2 X — I {ya sin 0) dO 

J 0 

= 2 X mean value of y^ sin 0 for the half period. 

Similarly, 

^3 == 2 X mean value of t/^^sin 30 for the half period. 

X mean value of yo cos 0 for the half period. 

£3 = 2 X mean value of y^cos 30 for the half period. 

Method of Summation with Ungrouped Terms. The mean value 
of y^ sin 0 may be obtained simply by dividing the half period into 
a number of equal parts (the number of parts depending upon the 
accuracy desired), by means of ordinates erected at equidistant 
intervals, the first ordinate being erected at abscissa zero ; 

♦ With wave -forms in which the two half-waves are symmetrical, only one 
half of the wave need be considered in analysis. 
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multiplying each ordinate by the sine of the angle corresponding 
to the abscissa ; adding the products and finally dividing the sum 
by the number of intervals. 

The mean value of the other products — y sin 30, y sin 50, etc. — 
is obtained in a similar manner, except that the ordinates are 
multiplied by sin 30, sin 50, etc., instead of sin 0. 

For example, if the half period is divided into six equal parts 
by ordinates erected at abscissae 0®, 30°, 60°, 90°, 120°, 150°, 180°, 
and the values of these ordinates are denoted by y^, yj^, y^, y^, 
yi 20 . yuo. ^ 180 . respectively, then 

sin 30° + 2/60 sin 60° + y^ sin 90° + yiaosin 120° 
+ 2/160 sin 150° + y^^^ sin 180°) ^ 

Similarly 

^3 = 2|J(y3o8in 90° + y^sm 180° + 2/»osin270° 

+ sill 360° + 2 /i 60 sin 450° 

+ 2/180 sin 540°) I 

^1 = 2 1 J ( 2/30 cos 30 ° + yeo cos 60 ° + cos 90 ° + 2 / 120 cosl20 ° 

4 2/160 cos 160° 4- 2/180 cos 180°) I 

= 2 1 i( 2 / 3 o cos 90° 4- 2/eo cos 180 °42/9o cos 270 + 2/120 cos 360° 
+ 2 /i6oCos450° 4- 2/180 cos 180°) j 

On the assumption that all harmonics present in the wave -form 
have been included in the analysis, a check upon the accuracy of 
the calculations may be obtained by the application of the following 
rules* — 

(1) Ordinate at 90° - + . . . 

(2) Ordinate at 0° = Vq = + ^3 + ^5 + -S? + • • • 

Example. Analysis of E.M.F. wave (Fig. 202) for odd harmonics up to, 
and including, the fifth. 

The half -period is divided into twelve equal parts by ordinates erected afc 
abscissae 0®, 15®, 30®, etc., the values of the ordmates being as follows — 

Abscissa 0® 15® 30° 45® 60® 75° 90® 105® 120® 135® 150® 165® 180® 
Ordinate 0 24-5 61 84-2 126 171 191°6 180 152-3119 82 41 0 

The calculations are best carried out in tabular form and are 
given in Table VII. 

* sin 90* + Ag sm(3 X 90)® + 8in(5 x 90)® . . . 

+ cos 90° -f ^8 COs( 3 X 90)® -f .BgCos(5 x 90)®-|- . . . 

= Ai — A^ + Af^ — . . . 

f/o = Aj sin 0® + Ag sin 0® + A g sin 0® -f . . . 

Bi cos 0® 4- J5, cos 0° -f Bj cos 0° -j- , . . 

- B, -f Bg + Bg + . . . 



ANAiiYsis OF E.M.F. Curve Up to Fifth Harmonic 
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Equation to curve— e = 167 sin (0-4-8®) + 2O-9sin(30 + 158-7®) + 6-2 sin (50 + 42-4®) 

* These discrepancies indicate that other harmonics are present in the wave-form, and that the present analysis only gives an approximation to the equation 
of the wave. 
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Summation Methods Employing Grouped Terms. With these 
methods the -4 and jB coefficients are obtained by so choosing the 
number of ordinates that certain terms may be grouped together 
to enable the multiplication operations to be effected upon an 
assemblage of terms instead of upon individual terms. By these 
means the labour involved in the summation is shortened con- 
siderably, but in certain cases — chiefly those in which the analysis 
includes only harmonics of low orders, and the number of ordinates 
is relatively small — the accuracy is not equal to that of the longer 
methods in w’hich a relatively large number of ordinates are 
employed. The accuracy of 


the shorter methods, how- 
ever, is usually sufficient for 
commercial purposes. 

In the method due to 
Runge and Thompson the 
number of intermcdiat(^ ordin- 
ates in the half -period of the 
wave to be analysed is chosen 
equal to the order of the 
highest harmonic required, 
and these ordinates are treated 
in supplemental pairs, the 
sum and difference of each 
pair being determined. The 
sums contain only 4, or sine, 
coefficients and the differences 
contaui only B, or cosine 

coefficients.* The terms are then grouped so as to avoid repetition 
of the multiplication operations, spc'cial groupings being possible 



Fig. 202. Wave-form of E.M.F. 
Analysed is Tables VII and X 


♦ Thus, 

y -f 3/(7r-^) == [Aj sin 0 -f sin 30 sin 50 -(- . . . 

-f cos 0 -f Bg cos 30 -f Bg cos 50 -f . . . ] 

+ [Ai sin {tv -6) 

-f A^ sin Z{tv - 0) -f Ag sin 6(7r - 0) + . . 

-f Bj cos(iT - 0) -f Bj, cos 3(7 u -0) 

-f Bg cos 5{7 c - 0) -|- . . . ] 

= 2Aj sin 0 -f 2A, sin 30 2A^ sin 50 -f . . . 

ye ■“ y{rr-e) ■= [-^I sin 0 -i- Ag sin 30 -f . . . -t- B^ cos 0 -f B, cos 30-|" . 1 
- [Ai sin(7r - 0) -f- Ag sin 3(7t - 0) -f- . . . 

+ Bj cos(7r - 0) 4- Bg cos 3(71 - 0) + . . .1 
= 2B, cos 0 -f 2B3 COB 30 4- . . . 
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for the third harmonic and its multiples. The manner in which the 
grouping is effected is best shown by considering a few typical cases. 

/. Aimlysis of a 'periodic curve for odd harmonics up to, and 
including, the fifth. Ordinates are erected at abscissae 30 60 90 

120®, 150®. The sums and differences of the ordinates of supple- 
mental angles are determined, the sums being denoted by a^, a^, 
Ug, . . . and the differences by d^, d^, d^, . . . . This portion of the 
analysis is best carried out by arranging the quantities in horizontal 
rows, thus 


Ordinates 


2/30 

2/i50 


2/60 

2/120 


2/90 


Sums ( 2 / 30 +yuo)=«i 

Differences (^ 3 , - ^ 150 ) = 


“1“ 2 ^ 120 ) — 
(2^60 ~ 2/120) ~ ^2 


2/90 — 


The method of obtaining the grouping of the terms for the 
multiplication processes is best shown by carrying out the sum- 
mation according to the previous method. Thus, from p. 313, 
we have 

I = 2 1 J (s /30 sin 30 ‘ + sin 60 ° + s /90 sin 90 ° + sin 120° 

f 2/160 sin 160°) I 

~ i I ( 2/30 + 2/i5o) sin 30° + (^,3 + y^^) sin 120° 

+ 2/90 sin 90° I 

= sin 30® + Ug sin 60® + rig sin 90°) 

-•is = 21^^30 sin(3 X 30)° + s/6osin(3 X 60)°-f s/oo(3 X 90)° 
4 S/i2osin(3 X 120)° + y,3oSin(3 X 150)°]( 

== i I (2/30 + 2/i6o) sin 90°+ (s/oo + ^iso) sin 1S0° 
f 2/90 sin 270° I 

sin 90° + Gfg sin 180° -|- sin 270°) 

— J(«i ~ U 3 ) sin 90° 

-= ici. 

where c^= - Ug. 

^6 = 2|i[2/3osin(5 X 30)° + s/6osin(5 X 60)° 

•+- 2/90 sin (5 X 90)° -( s /120 sin (5 X 120)° 

+ S/i 6 oSin (6 X 150)°] I 

== H ( 2/30 + 2 / 160 ) sin 150° + (s/«o + 2 / 120 ) sin 300° 

+ S /90 sin 450° I 
= J(ai sin 30° ~ flg + ^3 sin 90°) 
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Bi — 2|i(y3o cos 30° 4- cos 60° + cos 90° 

+ ^120 COS 120° + yi50 cos 150°) { 

= J } (yso - yi6o) cos 30 ° + (yeo - yjjo) cos 60 ° 
y*© cos 90° I 

= J ( 6^1 cos 30 ° 

Bi = 2 |i(y 3 ocos (3 x 30)°+ yeocos(3 x 60)°+ ygncos(3x90)° 
+ yi2ocos(3 X 120)° + yisocos(3 X 150) °{ 

^ i I ( 2/30 - 2 /i 5 o) cos 90 ° + (ygo - yu©) cos 180 ° | 

= J 6^2 CO® 

^5 == 2| ^(7/30 cos(5 X 30°) + ^60 008(5 X 60°) f y9ocos(5 x 90°) 
+ 2/120 cos(5 X 120°) + ^150 cos(5 x 150°) \ 

~ 8 I iy. 10 — 2 / 150 ) cos 150 -|- (7/gQ — 7/i2o) COS 300° { 

= J (- C?! cos 30 ° + cos 60 °) 

Observe that the same products arc involved in the coefficients 
of both the first and fiftli harmonics. Hence, if the products are 
arranged alternately in tvo vertical columns (see Table VIII), one- 
third of the sum of the totals of the columns gives the coefficient 
for the first harmonic, or fundamental, and one-third of the difference 
of the totals of the columns gives the coefficient for the fifth harmonic. 
Observe also that terms may be grouped together and treated 

as a smgle term (c^) in obtaining the products for the third 
harmonics. 

IL Analysis of a periodic curve for odd harmonics up to, and 
including, the eleventh. In this case wo can obtain special groupings 
for both third and ninth harmonics. 

Thus, denoting the eleven equidistant intermediate ordinates 
(erected at abscissae 15°, 30°, 45°, etc.) by 7 / 15 , 2 / 30 ®, and 
taking the sums and differences of ordinates at supplemental 
angles, as above, we have 



2/16* 

2 / 30 * 

2/46* 

^60* 

2 / 75 * 


2/165* 

2/i60* 

2 / 135 * 

2 / 120 * 

2 / 105 * 

Sum 

ai 

^2 


«4 

a~ 

Difference 

d. 

^2 

c /3 

d. 

d. 



SCHEDIT-E FOR ANALYSIS OF PERIODIC CeRVE UP TO FiFTH HaRMONIC 



Equation to curve — y — F, siii(0 + Oi) + Fj sin (30 + 03 ) + Fg sin (60 + a^. 



WAVE-FOBMS 


319 


Now the coefficients for the third harmonics are given by 

Aq = i(a^i sin 45° + ag sin 90° + sin 135° + sin 180° 

+ ag sin 225° + sin 270°) 

= i(ai sin 45° + Wg sin 90° + sin 45° + 0 ~ ag sin 45° 

- ag sin 90°) 

= («i + ®3 - ®6) sin 45“ + (®2 - fle) s™ 90° i 

= J(Ci sin 45° Cg sin 90°) 

where 0 ^= (a^ + «3 ~ ^* 5 ), and Cg = {a^ - a^) 

^3 = cos 45° + c ?2 cos 90° + cos 135° + cos 180° 

+ dg cos 225° + dg cos 270°) 

= cos 45° + 0 - dg cos 45° - ^4 - dg cos 45° + 0) 

= iyi-da-ds) cos45“-rf4^ 

= J(s'i cos 45° -<^ 4 ) 
where 31 = d^) 

The coefficients for the ninth harmonic reduce to 

= UK + ® 3 -® 5 ) sin46°- (aj-cfg) sin 90° | 

= sin 45 ° - Cg sin 90°) 

■6# = U ( ~ (■ cos 45° - ^4 1 

= J(-yiCos45°-rf4) 

Hence the coefficients for the third and ninth harmonics can be 
evaluated together. 

Similarly, the coefficients for the first and eleventh harmonics 
can be evaluated together, as well as those for the fifth and seventh 
harmonics. Thus 

A\ = sin 15° -t ^2 ^i^^ 30° + O 3 sin 45° + ^4 sin 60° 
ttg sin 75° f- ttg sin 90°) 

^11 = 4(^1 sii^ 15° - ttg ^i^ + 03 sin 45° ~ sin 60° 

f Ug sin 75 ° - Ug sin 90 °) 

^1 = 4 {di cos 15 ° + dg cos 30 ° “f d^ cos 45 ° + dg cos 60 ° 

+ dg cos 75°) 

-^11 = 4 (“ cos 15° + dg cos 30° - dg cos 45° + dg cos 60° 

- dg cos 75°) 
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= i((ii sin 75° + sin 30° ~ ag sin 45° - a4 sin 60° 

+ ^6 sin 15° + sin 90°) 

Ay ~ sin 75° ~ ag sin 30° - sin 45° + sin 60° 

[- ttg sin 15° - Og sin 90°) 

i?5 = i(c?i cos cos 30° - c^3 cos 45° + 6^4 cos 60° 

- rfg cos 15°) 

By = J(- cos 75° -d 2 cos 30° + c/g cos 45° + cos 60° 
+ cos 15°) 

The schedule is therefore arranged according to Table IX. 


Example. Analysis of the E.M.F. curve given in Fig. 202 for odd 
harmonics up to, and including, the eleventh. 


The values of the ordinates at abscissa? 15®, 30®, • 
Abscissa 15® 30® 45® 60® 75® 90® 105® 

Ordinate 24-5 51 84-2 126 171 191-5 180 


. . are as follow — 
120® 135® 150® 165® 
152-3 119 82 41 


Ordinates i 


Taking sums and differences of ordinates of supplemental angles, we have 
24-5 51 84-2 126 171 191-5 

41 82 119 152-3 180 

Sums 65-5(=-ai) 133 ( = o,) 203-2(=a3) 278-3(=a4) 351( = a 5 ) 191-5( = ae) 
Differences -16-5( = di) -31 (-dJ-34-8(=:d3)~26-3( = d4)-9( = d6) 

Grouping for third harmonic — 

Cl = Ui + 03 - ttg = 65-5 + 203-2 - 351 == - 82-3 
C2 - 02 - og == 133 - 191-5 = - 58-5 

= c/^ ~ rfs - dj = - 16-5 + 34-8 + 9=17-3 


The remaining calculations are given in Table X. 

IIL Analysis of a 'periodic curve for odd Jturmonics up to, and 
including, the seventeenth. In this case special groupings are 
obtained for the third, ninth, and fifk^enth harmonics. 

Seventeen equidistant intermediate ordinates are erected at 
abscissae 10°, 20°, etc. 

The sums and differences of ordinates at supplemental angles are 
obtained and tabulated thus — 


2/io" 2/20° 2/30“ 2/40“ 2/50° 2/60“ 2/70° 2/80“ 2/ 00“ 

2/1 70“ 2 /i 6 o“ 2 /i 6 o“ 2 /i 4 o“ 2 /i 3 o“ 2/120“ 2/110“ 2/100“ 2/90 
Sums ®4 ^6 ^6 ®7 <^8 ^9 

Differences dy d^ d^ dy d^ 



Schedule for Analysis of Periodic Curve up to Eleventh Harmonic 



Equation to curve — y = Fy sin(0 + fiy) + F^ sin(30 + a#) 4* F^ sin(60 + a^) 4- ^ 7 4- a?) 4- F^ 8in(90 4” <*#) 

+ Fyy sin(110 + a,,). 





TABLE X 

Analysis of E M.F. Cobve -of to Eleventh Hakmonio 



ai = taiii-13-82/166-5 =-4 8°. a, = tan * 8-4/ - 19-45 =161-8". oj = tan > 7-13/4-6 =57.2*. 

a, = tan*- 2 65/- 1-05 = 247 6". a, = tan * 2-36/0 05 = 88-8°. au= tan* 0-48/0-1 = 78-2». 

Equation to curve — e = 167 sin(9 — 4 8°) + 20-5 8in(39 + 161-8°) + 8-9 sin(69 + 57-2°) — 2-76 sin(79 + 6/-6 ) 

+ 2-35sm(99 + 88-8°) + 0-49 3m(lie + 78-2°). 
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The coefficients for the third, ninth, and fifteenth harmonics 
reduce to the following expressions — 

^ I («! + ^6 ~ «?) sin 30° + (ttg + ^4 - 

+ (a3“«9)sin90°| 

==- J (Cj sin 30° + Cg sin 60° + Cg sin 90°) 
where Ci= (a^ + a^), rg = (^2 + «4 ~ ^s) = (^a ~ ^ 9 ) 

+ Ug) sin 90° | = ^ C 4 sin 90° 
where C 4 — (a^ - ag + "■ «? + ^ 9 ) 

jg = J I (tti + Og ~ a,) sin 30° - (a^ (- a 4 ~ ag) sin 60° 

+ (^3“«9) sin 90° I 

— sin 30° - Cg sin 60° 1 CgsinOO®) 

Eg - i I (cZj - dg “ ^ 7 ) 30° 4 (dg “ d 4 - dg) cos 60° - dg | 

== \ {9i ^*os 30 ° ^ <72 60 ° ~ dg) 

where (d^ and == (dg -d^-dg) 

Eg — (- dg 4 d 4 - dg 4 dg) = ^ 

jBjg = * I (~ dj 4 ^6 “h d^) cos 30 ° 4 (^2 “ d 4 ~ dg) cos 60° ” dg | 
= J (^2 cos 60° - dg - cos 30°) 

Hence the groupings for these harmonics are 

For Sine terms. For Cosine terms. 

Third and fifteenth ^ ^ ^ ^ f^i - d^ - d^ = 

harmonics + ^4 — ^2 dg-d^-dg = grg 

[®3 ~ ®9 ~ ^3 

Ninth harmonic - ag 4 - d 24 d 4 - dg 4 dg 

The schedule is arranged according to Table XI. 

IV, Analyses for harmonics higher than the seventeenth. If an 
analysis is to include the 23rd harmonic, special groupings can be 
obtained for the 3rd, 9th, 15th, and 21st harmonics ; while, if the 
29th harmonic is to be included, special groupings can be obtained 
for the 3rd, 5th, 9th, 15th, 21st, 25th, and 27th harmonics. 

In general, as the analysis is extended to include still higher 
harmonics, the number of harmonics for which special groupings 
of the terms may be obtained, increases. 

The determination of the “ grouping coefficients ” (c, g) and the 
preparation of schedules for these cases are effected by methods 
similar to those already given. 



CHAPTER XV 

MAGNETIZATION OF IRON BY ALTERNATING CURRENTS 

Effects Due to Alternating Magnetization. The magnetization of 
iron by alternating current produces phenomena which are absent 
when the iron is magnetized by direct current. In the latter ease, 
assuming a closed magnetic circuit, a given steady current in the 
magnetizing coil results in a definite flux in the iron, and hysteresis 
manifests itself only when changes occur in the magnetizing current, 
the resulting flux due to a given current being then dependent 
upon whethc'r this current is gn^ater or less than the previous 
current. 

With a steady magnetizing current (i), the impressed E.M.F. 
(i;) at the terminals of the magnetizing coil is given by v = iR^ f 
where R is the resistance of the coil. But, with a varying current, 
the impressed E.M.F. contains a component which balances the 
E.M.F. induced in the coil by the variations of the flux. Moreover, 
the changes in the flux also induce E.M.Fs. in the iron core and set 
up eddy currents therein. The eddy currents cause a loss of energy — 
which is expended in heating the core — and produce a magnetic 
reaction tending to damp out the variations of the flux. An 
additional loss of energy, due to hysterc sis, occurs in the iron core 
during each cycle of magnetization, and is expended in heating the 
con*. Further, both hysteresis and eddy currents cause a phase 
displacement between the magnetizing current and the flux. Hence 
with alternating magnetization the current (maximum value) 
required to produce a given flux (maximum value) is larger than 
that required when the flux is non-altonating. 

Therefore when iron is magnetized by alternating current, both 
the current in the coil and the potential difference at its terminals 
will have higher maximum values, for a given maximum value of 
the flux, than those when the magnetization is produced by steady 
current. Also, due to the varying permeability of the iron, and 
hysteresis, the wave-form of the current is distorted and is no 
longer of similar shape to that of the impressed E.M.F. 

[Note. The distortion becomes greater as the magnetic saturation 
increases ; it is affected similarly by the hysteresis loss.] 

The wave-form of the current may be easily obtained when the 
hysteresis loop of the iron is available and the wave-form of the 
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flux is known ; the method is a graphical one and is described 
later (p. 326). 

Flux Wave-form. The wave-form of the flux can be obtained 
when that of the impressed E.M.F. is known, provided that the 
voltage drop due to the resistance of the magnetizing coil is 
negligible. Thus, if v denotes the impressed i the current, 

R the resistance of the magnetizing coil, and e the E.M F. induced 
in the latter due to the variations of the flux, we have 

V = -(e + iR) 

and, when iR is negligible, v = - e, 

Now e — - (N X 10 ^)d^jdt, where N denotes the number of 
turns in tlie magnetizing coil, and <5 denotes the value of the flux 
at the instant i. Hence 

10® r 10® r 

0 = --^Je.dt=^-^Jv.dt . . . . (165) 


Thus the curve obtained by the integration of the wave-form 
of the impressed E.M.F. represents the wave-form of the flux. 

If the impressed E.M.F. is sinusoidal, i.e. v = sin co^, 


4 ) = 


Vm X 10« 
N 


/„ 


sin cot .dt = - 


X 1 0» 
Nco 


■ cos col 


= Sin {cot - Jtt) (166) 

Thus the flux is sinusoidal and lags 90° with respect to the 
impressed E.M.F. 

The maximum value (4>^) of the flux is given by 

== VmX 10^ /Nco = . F X 10^ l27TfN 

= y X 10®/444/i\r .... (167) 

where V denotes the K.M.S. value of the impressed E.M.F., and / 
the frciquency. 

If the impressed E.M.F. is non-sinusoidal, and only odd harmonics 
are ])resent, let Vav denote the mean value of the E.M.F. during 
the half -period {-= iT seconds) between two successive zero 
values. Then 

F = r"— 

Jo \T 

V.dl^^TVao 



and 
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/ iT 

V . dt represents, under the conditions stated, the 

r 

maximum value of the indefinite integral j v . dty and therefore 


if the value HTV^^) of the definite integral is substituted in 
equation (165), the resulting expression \ V I N ] represents 
the maximum change (A<t>),„ in the flux during a half-period, 
i.e. (AO)^ = (JTFa^)lO®/iV. Since the E.M.F. wave-form is 
assumed to contain only odd harmonics, then only odd harmonics 
are present in the flux wave-form, and the positive and negative 
half-waves are identical in shape. Hence, if denotes the 
maximum value, or amplitude, of the flux wave, then the maximum 
change in the flux during a half-period is equal to twice the 
amplitude and is given by (AO)^ = 2®^. 


Substituting the above value for (AO)„i, w(* have 




Whence TV^^ X 10«/4iV 


= 10SKaJ4/iV .... (107a) 

since T = l/f. 

Hence for a given frequency (/) and number of turns {N), the 
maximum value of the flux depends only upon the mean value of 
the impressed E.M.F. Conversely, the mean E.M.F. induced in a 
coil by an alternating flux depends only upon the maximum value 
of the flux — ^the frequency and number of turns being constant — 
and is unaffected by the shape of the wave-form of the flux. 

Denoting the form factor — i e. the ratio (R.M.S. value /mean 
value) — of the E.M.F. wave by kf, we have 

F.. = Vlk, 

where F is the R.M S. value of the impressed E.M.F 

Hence = F X 10«/4t/iV . . . (1676) 

If the E.M.F. in sinusoidal, kf = 1 11, and the expression (1676) 
reduces to (167), i.e. 

<D^ = F X 108/4 44/A7 

Wave-form of the Magnetizing Current. The wave-form of the 
magnetizing current is deduced as follows— 

Assuming the hysteresis loop and the wave-form of the flux, or 
flux density, to have been plotted in rectangular co-ordinates, 
select a convenient number of points, say twelve, on the flux 
curve and determine the magnetizing current for each point from 
the corresponding points on the hysteresis loop (Fig. 203). Plot 
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the currents so obtained to the same abscissas as the flux curvc^ 
and draw a curve through the points. Thus, in Fig. 203, the 
flux-density curve, 5, has been plotted to the same ordinate scale 
as the hysteresis loop (which has been plotted in terms of flux 
density, J5, and magnetizing current, I). By arranging these 
curves side by side, the selected points, 1-12, on the flux curve are 
projected across to the hysteresis loop, and the corresponding 
values of currents are marked off as points l'-12' on the respective 
ordinates of the flux curve. 

A similar method can be used to determine the wave-form of 



Fig. 203. Method of Determining Wave -form of Magnetizing 
Current 


the flux corresponding to a given wave-form of current. Fig. 204 
gives the wave-form of the flux when the magnetizing current 
follows a sine law and the hysteresis loop is the same as that given 
in Fig. 203. 

Wave-form of Induced E.M.F. When the shape of the flux 

curve is known, the wave-form of the induced E.M.F. may be 
readily obtained since each point on the E.M.F. wave is proportional 
to the differential coefficient of the corresponding point on the 
flux wave. 

[Note, The differential coefficient of any point on the flux 
wave may be determined either graphically, by drawing the tan- 
gent at that point and calculating its value, or analytically, by 
calculating the quantity AO/A^.] 

Referring to Fig. 203 we observe that when the flux is sinusoidal 


amperes. 
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the magnetizing current wave-form is distorted. Moreover, although 
the maximum ordinate of the current wave coincides with the 
maximum value of the flux, the zero values of current occur earlier 
than those of the flux. This non-coincidence of the zero values of 
current and flux is due to hysteresis.* 

We also observe that the half-waves of current are similar and 
symmetrical. Therefore only odd hai’inonics are iii i^he 

current wave. 

Analysis of Current Wave-form. If the current wave is analysed 



Fig. 204 . Method of Determining Wave-form of Flux 

into its harmonics the results will show the presence of a funda- 
mental, and third, fifth, and higher harmonics ; the harmonics 
higher than the fifth being small in comparison with the third and 
fifth harmonics and the fundamental. For example, the analysis 
of the current wave in Fig. 203 gives the following result — 

i = 2-707 sin(0 -f 9-3°) - Ml sin(30 -f 10-3°) + 0-255 sin 
(50 ~ 48-2) - 0-1 sin(70 - 59-3°) + 0-085 sin(90 - 83-2°) 

-0-054 sin (110 -f 82-6)° 

In Fig. 205 the fundamental of the current wave of Fig. 203 is 
denoted by ii and the higher harmonics are grouped together in the 
curve marked ig* 

Equivalent Exciting Current. The power necessary to carry the 
iron through a cycle of magnetization is given by the product of 
the impressed E.M.F. and the fundamental of the current curve 
(since, with sinusoidal E.M.F. and non-sinusoidal current, only the 
fundamental of the current wave has a frequency equal to that of 
the E.M.F.), and this power is equal to the hysteresis loss. The 

♦ If hysteresis were absent, or negligible, the current wave-form would 
be phase with the flux wave -form, but the former would still show dis- 
tortion due to the variation of permeability of the iron with variation of 
magnetizing current. 
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tundaraental of the current wave may therefore be resolved into 
power and wattless components with respect to the impressed 
E.M.F. wave. These components are shown in Fig. 205 by the 
curves and 

The wattless component, of the fundamental of the current 
wave, when compounded with the curve, ig, representing the third, 
fifth, and higher harmonics (which are wattless with respect to a 
sinusoidal E.M.F.) gives the curve marked which represents the 
total wattless component of the current wave and is the true 



Fig. 205 . Components of Magnetizing and Exciting Currents 


Explanation and data of curves — 
i, nou'sinusoidal magnetizing current, Fig. 187 
ij, fundamental of (i ) — equation =® 2-7 sin (6 + 9*3®) 

12 , higher harmonics grouped togetlier 

HPt power component of — equation ijp = 0*437 cos 0 

i^w, wattless component of — equation iiW = 2*672 sin 6 

iiv, total wattless component of current wave 

iw/, equivalent sine curve for iw — equation iiv' = 2*9 sin 0 

7, equivalent exciting current — equation = 2*935 sin (0 -f 9*3®) 

luagnetizing current. This curve, may be replaced by an 
equivalent sine wave, ijy having an R.M.S. value equal to I^. 
Compounding the sine curve with the power component of 
the fundamental of the current wave, we obtain the sine curve /, 
which represents the equivalent sinusoidal current necessary to 
carry the iron through a magnetic cycle. This current, since it is 
compounded from the true magnetizing current and the power 
component of the current supplying the hysteresis loss, is called 
the exciting current, and the angle by which it leads the fl^ux is 
called the Jiysteretic angle of advance, a. 

The vector diagram representing these conditions is given in 
Fig. 206, in which the vector 0<S>^ represents the flux, 01^ the 
exciting current, 01^^ the magnetizing current, and 01 j, the power 
component of the exciting current supplying the losses. Hence 

h = V(V + V). 
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Now the R.M.S. value of the exciting current may be obtained 
from the reading of an ammeter connected in the circuit of the 
magnetizing winding, and if the hysteresis loss is denoted by P* 
watts, the R.M.S. value of the power component of the fundamental 
of the current wave is equal to P^^/P, where E denotes the R.M.S. 
value of the E.M.F. induced in the magnetizing winding 

Whence 

Thus the R.M.S. value of the magnetizing current may be 
obtained when the exciting current, the hysteresis loss, and the 
E.M.F. induced in the magnetizing winding arc known. If the 

pressure drop in the winding is small 
in comparison with the impressed 
E M.F , then the induced E.M.F. 
may be taken as equal to the 
impressed E.M.F 

Effect of Hysteresis and Magnetic 
Saturation on the Constants ” of an 
Iron-cored Choking Coil. The general 
effect of hysteresis and magnetic 
saturation is to cause the power-factor 
of any iron-cored coil to be higher 
than that calculated from the resist- 
Fig. 206. Veotob Diagbam inductance of the magnetizing 

Hystebesis winding Thus, with sinusoidal im- 

pressed E.M.F. and non-sinusoidal 
exciting current, the power component of the fundamental of 
the exciting current supplies the losses, which, in the present 
case, include the PR loss in the magnetizing winding and the 
hysteresis loss (with which should be included the eddy-current 
loss, if any) in the iron core. If P^ denotes the iron losses, the 
total loss, P, is given by 

P = P* -f PR, 

where I is the exciting current and R the resistance of the mag- 
netizing winding. Dividing throughout by P, we have 

PjP = PJ/2 + B 

The quantity PjP represents the effective resistance R^ff of the 
choking coil, and includes the true resistance (R) of the winding 
and the apparent resistance (PJP) due to the losses in the iron 
core. The effective resistance also includes the apparent resistance 
due to any eddy currents in the conductors. 
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If E denotes the impressed E.M.F., the effective impedance 
(Ztff) of the choking coil is given by 

= Ell 

Hence the effective reactance is given by 

Now the non-sinusoidal exciting current (/) is larger than the 
sinusoidal magnetizing current which would be required to produce 
the same flux, and therefore both the effective reactance and the 
effective impedance of the choking coil are smaller than the 
calculated values obtained from the resists n^*e and inductance of 
the magnetizing winding. 



Fig. 207. Piiodlction oi* 
Eddy Currents in Solid 
Core 



Fig. 208. Lamination of Cores 
Subjected to Alternating 
Flux 


Hence, since the power factor is given by (effective resistance/ 
effective impedance), it follows that, due to iron losses and magnetic 
saturation the actual power-factor of the choking coil will be higher 
than that calculated from the resistance and inductance of the 
magnetizing winding. 

Eddy Currents. When a solid iron or metal core is placed 
longitudinally in an alternating magnetic field, the lines of force 
cut the core radially, the motion of the flux being towards the 
centre of the core when the magnetizing force is decreasing, and 
vice versd when the magnetizing force is increasing. Hence, 
E.M.Fs. are induced in the core, and these E.M.Fs. give rise to 
currents which circulate in the core in a direction parallel and 
opposite to that of the current in the magnetizing solenoid {see 
Kg. 207). These circulating currents are called eddy currents, and 
cause heating of the core. 

The energy, which is dissipated in the form of heat, is obtained 
by electromagnetic induction from the circuit supplying current to 
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the magnetizing solenoid. Moreover, the circulating currents 
produce a magneto-motive force which acts in opposition to that 
producing magnetization, and therefore the flux due to a given 
current in the solenoid is smaller than that which would be obtained 
if the core were removed or repla(;ed by ou(‘ of non-magnetic 
material. 

Hence when large niass(‘s of iron — such as the (‘ores of trans- 
formers and alternating-current machim^s, or heavy conductors — 
are subjected to alt(‘rnating magn(‘tic fields, means must bo adcjpted 



Fig. 209 Fkj. 210 

Pertaining to the Calculation of Eddy Currents in Wires 
AND Plates 


to reduce the eddy currents to such values that the resulting heating 
and loss of energy is not detrimental to the efficiency and operation. 

The most effective means of reducing the (‘ddy current loss is to 
laminate the material subjected to the alternating flux, the lamina- 
tions being parallel to the direction of the magnetic lin(*s of force. 
For example, the core of Fig. 207 would be constructed either of 
iron wires of small diameter, or of thin iron sheets, as indicated at 
A and J5, Fig. 208, respectively. In each case the individual wires 
or laminations must be lightly insulated from one another by a 
thin coating of insulating varnish, as, if the laminations are in 
electrical contact, the eddy current loss will be practically the 
same as with a solid core. 

Calculation of Eddy-current Loss. The loss due to eddy-currents 
in wires and laminations may be calculated easily when the flux is 
uniformly distributed over the cross section of the material. 

/. Eddy-current loss in round wires. Consider an elementary 
coaxial annulus of radius a; cm. and width da: cm., in the cross 
section of the wire (Fig. 209). Then if d cm. denotes the external 
diameter of the wire, the maximum value of the flux density 
(assumed to be uniform throughout the cross section of the wire), 
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the flux linked with the annulus is and the R.M.S. value 

(Eg.) of the induced E.M.F. is given by 

Eg. = 4:kffB^7TX^ X 10 ® volts, 

where kf is the form-factor or the flux wave and/ is the frequency. 

The direction of the induced E.M.F. is along the mean perimetei’ 
of the annulus, and for unit length (1 cm.) of wire the resistance 
in the path of current is 

r = 27TXp jdXy 

where p denotes the specific resistance of the material in ohm-cm. 
units. 

Hence the loss, in watts, in this elementary ring due to the 
current circulating in it is 

== EJIr ^ EJ^ dxl^TTXp 
~ (A:kffB.^7TX^ X 10 dx 12 ttx p 

- (%7rkf^j^BJx^ X \0-^^)dxjp 


Whence the loss in watts per cm. length of wire is 


x^ dx 


'V 

TTkr^pnjd* 
p X 8 X lO'** 

Therefore the loss in watts jK'r eubie em of the wire is 
P P.i/(M^) 

- X 10 

1 / f h.li \2 


_ 1 
— 2 


(a ^ 

V 100 1000/ 


■ p X 10'’ 
and the loss 2)er kilogram of core is 
P., = P/aX 10’ 


_ 1 (_J \ (. J_ MmV 

^ \ap X lOV V 100 1000/ 


(168) 


(169) 


where a is the density of th<' wire in grammes per cubic cm. 

II. Eddy-current loss in thin plates. In this case, the thickness, 
d, of the plate is assumed to be very small in comparison with the 
width, i.e. the dimension parallel to the direction in which the 
eddy currents circulate. The eddy currents ma}^ therefore be 
considered to flow parallel to the surfaces of the plate and will 
have opposite directions on either side of the centre line as 
indicated in Fig. 210. 
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Consider two parallel elementary layers, AB, CD, in a plate at 
distances x cm. on cither side of the centre line 00, Fig. 210. Let 
the thickness of each element be dx cm. and its length perpendicular 
to the paper be 1 cm. Then the flux enclosed per cm. length of the 
central portion of the plate (shown shaded in Pig. 210) bounded by 
the elements is 

x\) = 2x.B^ 

Hence the E.M.F. (E^) induced in the ciicuit formed by the 
elements (which is equivalent to an electric circuit of one turn) is 

Eg^ — 4:kffB,n . 2.r x 10 ® volts^ 

Now if the thickness of the plate is very small in comparison with 
the width, the length of the elementary circuit ABCD may be 
considered as equal to twice the distance between the transverse 
boundary planes, and the resistance of this circuit per cm. length 
and depth of the plate is 

r = 2pl(dx X 1) ohms. 

Hence the loss, in watts, due to the circulating current in this 
circuit is 

P, = E^^jr = E^Hxl2p 

= (4fc,/5^ . 2x X W^)Hxl2p 

and the total loss, in watts, per cm. length and depth of plate (i.e. 
for a volume <5 cubic cm.) is 

Pn = ~ X 10 « 

Therefore the eddy current loss, in watts, per cubic cm. of the 
plate is 

P=^ = Yp ^ • • • ( 170 ) 

and the loss per kilogram is 

Example. Calculate the eddy-current loss in watts per kg. of alloyed 
iron plate for which the thickness is 0*5 mm., the specific resistance is 
50 X 10'* ohms per cm. cube, the density is 7-5 gm. per cubic cm., and the 
maximum value of the sinusoidal flux density is 13,000 lines per square cm. 
at a frequency of 50 cycles per second. 

From the data we have 

or = 7-5 = 50 

p = 50 X lO * kf = Ml 

d = 006 13,000 
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Hence, substituting in equation (171), 

„ _ 4x10* 50 1 11 X 13000V 

3 X 7-6 X 50 X 10» V ^ 100 ^ 1000 / 

= 0-462 W. 

Note. In practice the eddy-current loss is always m excess of that calcu- 
lated by the above method, the discrepancy being due to a number of causes, 
such as imperfect insulation between the plates, non-uniform distribution of 
the flux throughout the cross section of the core due to differences in the 
length of the magnetic path for different portions of the core, non-uniform 
distribution of the flux throughout the cross section of individual plates due 
to the effect of eddy currents (see p. 339). 

Effect of Eddy Currents on Flux Distribution in Iron Cores. The 

E.M.F. {E^) induced in an element of the cores of Figs. 209, 210, 
by the alternations of the (sinusoidal) 
flux may be represented by a vector, 

OE^^ Fig. 211, lagging 90° with respect 
to the vector, 01^, which represents 
the equivalent (sinusoidal) magnetizing 
current. The circulating, or eddy, cur- 
rent due to the E.M.F. , E^y may be 
represented by a vector, 01 ^y lagging 
with respect to OE^ owing to the 
inductance of the path of the eddy 
current. 

Now when the core is concentric 
with the magnetizing winding, the path 
of this eddy current is concentric with 
that of the current in the magnetizing 
winding. Therefore the resultant mag- 
neto-motive force, to which the flux in the core is due, is equal to 
the vector sum of the M.M.Fs. due to the current in the magnetizing 
winding and the eddy current in the core. The component M.M.Fs. 
are represented by OA, OB in Fig. 211, the resultant M.M.F. is 
represented by OCy and the flux in the core (which is in phase with 
the resultant M.M.F.) is represented by 00^. In general, the 
resultant M.M.F. will be smaller than that due to the magnetizing 
current, and therefore the resultant flux will not be in phase with 
the magnetizing current, and will be smaller than the flux which 
would be obtained if there were no eddy currents, other conditions 
remaining unaltered. 

When the effects of all the eddy currents in the core are con- 
sidered — ^which requires analytical treatment and is given later — 
the results show that, except in the cases of very thin wires and 
plates, the flux distribution over the cross section of the core is not 





Fig. 211. Vector Diagram 
Showing Effect of Eddy 
Currents 
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uniform ; the flux tending to concentrate towards the surface, 
or outer layers, of the plates, or wires, forming the core. The 
eddy currents, therefore, produce a magnetic screening effect on 
the central portions of the plate. Hence, with cores constructed 
of thick plates, a large percentage of the cross-section would be 
rendered magnetically ineffecitive by eddy currents, and ^lierefore 
tlie average value of the flux density in the core may be very 



% D^stsnee froi*> centre pl4ite 

Fig. 212. Distiubution of Flttx Density 


different from the com- 
puted value on the 
assumption of uniform 
flux distribution. 

The curves of Fig. 212 
show, for a particular 
brand of iron, that to 
obtain approximate uni- 
form distribution of flux 
throughout the cross sec- 
tion of the plate, the 
thickness should not 
exceed about 0*5 mm. 
(0*014 in.) when the fre- 
quency is 50 cycles per 
second, and about 0*35 


OVER Cross-section op Iron Plates op mm. (0*01 in.) when the 

Various ThicknEvSses p * too 

Dotted eurvesj show idiase disi)lacenient of flux irequency IS lUU cycies 

density in space. SCCOnd. 


Calculation of Flux Distribution in Iron Core-plates in which Eddy Currents 
Circulate. The calculation, though involving the solution of a differential 
equation, is effected by the application of elementary principles. Thus, the 
change in flux density over the cross-section of a core-plate is related to the 
change, with respect to the cross-section, of M.M.F. duo to eddy currents, 
and the latter is proportional to the change in the E.M.F. induced in the plate. 
In the calculations wo shall assume that the flux in the core varies sinusoidally 
with respect to time ; that the individual core-plates are insulated from one 
another, and that the thickness of each plate is small in comparison with 
the width of the plate. 

Then, considering a single plate of thicloiess 6 cm., let two elementary 
parallel layers, each of thickness dx, be chosen in the cross-section at distances 
a; cm. from the centre line, as represented in Fig. 210, p. 332. Let 
denote the maximum value of the flux density (assumed to be uniform*) 
over these layers, and the maximum value of the flux enclosed in unit 
width of plate by the inner surfaces, AB, CD, of the layers. Hence the 
maximum value of the PIM.F. induced in unit width of plate at a distance x 
from the centre line (i.e. along the inner surfaces) is given by 

^mx = X 10'* = X lO *. 


* This assumption is justifiable if the thickness dx is very small in comparison with orn 
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Similarly, the induced E.M.F. at a distance (x dx) from the centre line 
(i.e. along the outer surfaces) is given by 

+ <te) = 27t/(3>„* + X 10-». 

Whence 


^mix + (lx) ^ X 10 ®. 


If p denotes the specific resistivity of the plate, the resistance of the circuit 
formed by the elementary layers, per unit width and depth of plate, is equal 
to 2pldx. Hence the eddy current circulating m this circuit is given by 
Imx = ^m*/(2/a/<to) = E„^xl2p. 


The magneto -motive force (maximum value) due to this current is equal 
to 0*47r/^a., and this represents the increment in magneto-motive force due 
to eddy currents for the elementary layers under consideration. Therefore 
the increment in flux density for the elementary layers is given by 

<^^mx = = (0-271 

where p is the permeability. 

Expressing dB^^ and dE^^ in symbolic notation, and taking the flux 
density as the quantity of reference, we have 


dB, 


dx 

dE^ 


0‘2TZfJL 

p 


E^ 


dx 


= -i X 10 ' 


(a) 

{B) 


Whence ^ 

dx* p dx 

Substituting for dE^^jdx from equation (j5), we have 

= -} 2cSB„j, (y) 

where c® — 0*47T®/^/10®p, 

” ' 

The solution of the differential equation (y) is 
?mx = + 0,6 - 

where C i and C ^ are complex constants. In the present case those constants 
have equal values, since the flux density has the same value, but is of opposite 
sign, at points on opposite sides of, and equidistant from, the centre line of 
the plate. Whence 

=C(e^‘-^-i2 ^ ^-xcV-32) 

Denoting the flux density at the surface layers of the plate (for which x 
has the value id) by we have 

?mS = C (C ^ g-|(5rv'-ri) 


Whence 


^ ga;cv/-i2 ^ ^-xcV--j2 


or 


. fn 


g®cv'-i2 _|_ £ -XCV-J 
gldcV" ^ e-kScy/ jH 


23--(T.5a45) 
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which ultimately reduces to* 


B 


mx 


= B 


4 - £ cos cx -j sin cx 

(eW« 4. e-*^') cos i(5c (e*^ -e-i^) sin jdc 
cosh cx cos cx -j sinh cx sin cx 
cosh idc cos idc -j sinh Jdc sin Jdc 


. (173) 
. (173a) 


The denominator of this expression represents a complex number having a 
constant value for given conditions. The numerator is equal to imity when 
X = Of and becomes equal to the denominator when x = J($. For values of 
X intermediate between 0 and the numerator represents a complex number 
having a value intermediate between unity and the value of the denominator. 
Hence the equation (173) to the flux density at any point in the cross-section 
of the plate is of the form 


?mx=?,nH±a±jb) 

where i Q ib represents the value of the quotient in equation (173). 

Therefore at any instant the flux densities at different portions of the cross 
section of the plate not only differ in magnitude but also have a sjiacc? dis- 
placement with respect to one another, i.e. these flux densities have different 
directions (in space) with respect to the direction of the flux density at the 
surface layers (which coincides with that of the magnetizing ampere -turns). 
A reversal in direction (i.e. a space displacement of 180®) occurs when 


For example, Up— 10 p — 1000,/ = 50, 


CX = TT, or when x — — ^ 

then X — 0*2235 cm. Hence, for these conditions, the flux density at the 
centre of a plate 4*47 mm. thick bets a direction opposite to that of the flux 
density at the surface layers. Tlie manner in which the magnitude and 
space displacement of the flux density varies over the cross-seotiou of a 
similar plate 6 ram. tliick is shown in the worked example which follows. 

Example. Calculation of flux distribution in an iron plate 5 mm. thick 
when subjected to an alternating magnetization of 50 frequency. Specific 
resistance = 10'^ ohm per ern. culx) ; permeability — 1000 (assumed to be 
constant ). 

From equation (172) the space displacement between the flux densities at 
centre and surface layers is 

0 = 4 X 0*0 X Y 10 ~ ^ radians ~ 201* 


Hence it will be convenient to calculate the flux densities at space intervals 
corresponding to displacements of 4^ radians, or 30®, i.e. values of cx in 
equation (173a) will be taken at intervals of radains. 

The evaluation of equation (173a) is effected with the aid of tables of 
hyperbolic functions and presents no difficulties. The values of cosli eXf 
sinh cx, cos cx, sin cx required for the calculations are given in Table XII. 

Since cosh 3*51 = 16*82 ; cos 201® = -0*933 

sinh 3*51 = 16*78 ; sin 201® = - 0*359 


the denominator of equation (173a) reduces to 

16 82 X {-0 933) +jl6 78 x 0 359 - - 15 7 + j6 02 


• The reduction depends upon the theorems — 

(a) . . . « e®(cos a: - j sin a?) 

(jS) . . « e~ = e"* (cos a; + jaina-) 

The steps in the reduction of the exponent xy/ - 3 % are — 

=» V(0-i2a;*) =» V(2®» 

« {X 

= a;v'2(co8 in-j sin 
« a;(l-jD 
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Th© values of the numerators and quotients are calculated in the usual 
manner and the results are ipven in tabular form in Table XII, and are 
plotted in Fig. 213a, from which it will be observed that the central portion 
of the plate for a distance of about 1*5 mm. on each side of the centre line, 
is almost entirely ineffective. 

It is of interest to calculate the flux which is transmitted per cm. width of 
plate when the flux density at the surface (i.e. is 13,000 lines per square 
cm., and thence deduce the thickness of plate required to transmit this flux 
at a uniform flux density of 13,000 lines per square cm. (i.e. on the assumption 
of no eddy currents ). 

The calculation may be effected quite easily by dividing the cross-section of 
the plate into narrow strips and determining for each strip the component 




Fio. 213. Distribution of Flux Density over Cross-section 
OF Iron Plate 5 mm. Thick 


of the moan flux density in the direction parallel to the axis of magnetization. 
Probably the simplest method is to plot the ratio and 6 in polar 

co-ordinates, as in Fig. 2136, divide this into twenty parts by radii -vect ores 
spaced 10° apart, draw the mid-point radii -vectores, and measure their 
projections on the axis of reference (which is vertical in Fig. 2136). Thus the 
first mid-point radius-vector is drawn at an angle of 5° from the vertical 
(corresponding to a point in the cross-section of the plate distant [2-5(5 /201 ) = ] 
0*0622 mm. from the surface), and the remaining radii-vectores are drawn at 
angles of 10° from one another (corresponding to successive points 0*1244 mm. 
apart in the cross section of the plate along the direction perpendicular to the 
surface of the plate). The values of the projections, taken in order and 
expressed as a percentage of are 92, 74, 52-6, 43-5, 32, 22-1, 13-7, 7-2, 2, 
-1*5, - 3-6, - 5, - 6-8, - 6-2, - 6-4, - 6-6, - 6-6, - 6-4, - 6-2, - 5-6 ; and their 
algebraic sum is 279*2. 

Whence ♦he average flux density over the cross-section of the plate is 
(13,000 X 279*2/2000 = ) 1815 lines per square cm., and the flux transmitted 
per cm. of width is (1816 x 0*6 x 1 ~ ) 907 lines. 

Hence the thickness of plate required to transmit this flux at a uniform 
flux density of 13,000 lines per square cm. (i.e. on the assumption of no 
eddy -currents) is (907/13000 —) 0*0698 cm., or about two-thirds of a milli- 
metre, which is only 14 per cent of th© thickness of the 5 mm. plate. 
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In consequence of the non-uniform distribution of the flux in thick lamina* 
tions, the maximum value of the flux density may be considerably higher 
than the value calculated on the assumption of uniform flux distribution. 
Therefore the eddy-current loss in such plates will be higher than that 
calculated from equation (171). 

Effect of Frequency and Wave-form on Hysteresis and Eddy- 
current Losses in Iron Cores. Effect of Frequency on Hysteresis Loss, 
Experimental results of hysteresis tests, by the “ballistic” method, 
on magnetic materials show that the hysteresis loss in a given 
material is proportional to nearly the l-6th power of the flux density. 
Thus the energy expended per cubic cm. of material per magnetic 
cycle is expressed by 

W, = 

where is a coefiicient the value of which depends upon the quality 
of the iron and the units in which Wj, and are expressed. For 
iron laminations such as are used in electrical machinery, the value 
of Y] varies from 0 001 to 0*003 when W and B^ are expressed in 
C.G.S. units. 

Assuming the hystoesis loop to be the same with alternating 
magnetization as when determined ballistically, the hysteresis loss, 
with alternating magnetization, will be proportional to the first 
power of the frequency and to the l*6th power of the flux density. 
The proportionality of hysteresis loss and frequency at constant 
flux density holds only for low frequencies, as, for frequencies of 
the order of 100 cycles per second and above, the width of the 
hysteresis loop, corresponding to a given maximum flux dcuisity, 
increases with increasing frequency, and, therefore, the hysteresis 
loss per magnetic cycle becomes larger as the frequency increases. 

Effect of wave-form of impressed E,M.F. on hysteresis loss. Fol- 
low frequencies the hysteresis loss 2 )er cubic em. is given by 
P, = 

Now the flux densit}^ B^ is given by whe^re A is the mag- 
netic cross-section of the core. Also = E X W l(4:kff N), 

where E is the R.M.S. value of the E.M.F. induced in the mag- 
netizing winding, kf the forrn-factor of this E.M.F.,/ the frequency, 
and N the number of turns in the magnetizing winding. Whence 

-- rif[E X 10«/(4A:/AA)]i.« 



Hence, if the resistance of the magnetizing winding is negligible, 
and the impressed E.M.F. and frequency are constant, the hysteresis 
loss is inversely proportional to the l-6th power of the form-factor 
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of the impressed E.M.F. Therefore the hysteresis lods with peaked 
E.M.F. waves will be lower than that with flat-topped E.M.F. 
waves of the same R.M.S. value. 

The following values indicate the extent to which the form- 
factor of the impressed E.M.F. affects the hysteresis loss — 


Form-factor. 

1*0 

Ml 

1-2 

1-3 

1-4 

Relative hysteresis loss 
(constant E.M.F. (R.M.S. 
val uo ) and frequency ) 

M8 

10 

0-88 

0-78 

0-69 


The eddy-current loss in a given plate or wire has been shown to 
bo proportional to the squares of the flux density, frequency, and 
form factor. Thus 

Substituting for in terms of the induced E.M.F., frequency, etc., 
we have 

P,= ^[kr.f.Ex 10^ l(4k,fNA)f 

= i[E X }0^/(4NA)f . . . . ( 175 ) 

Hence, in a given magnetic core magnetized by alternating 
current the eddy-current loss is proportional to the square of the 
impressed E.M.F. (R.M.S. value) and is independent of the frequency 
and wave-form of the latter. This statement, however, holds only 
for cases where the flux density is uniformly distributed over the 
cross-section of the core (e.g. when the laminations are very thin 
and the frequency is low). 

The total loss in a magnetic core magnetized by alternating current 
is, therefore, dependent upon the form factor of the impressed 
E.M.F., when the frequency and R.M.S. value of impressed E.M.F. 
are constant. 

When the impressed E.M.F. is constant and the frequency is 
varied, the total loss decreases as the frequency increases, since the 
eddy-current loss is constant and the h^^steresis loss decreases with 
increasing frequency. But when the flux, or flux density, is 
constant and the frequency is varied, the total iron loss increases 
as the frequency increases, since the hysteresis loss varies directly 
as the frequency and the eddy-current loss varies as the square of the 
frequency, the form-factor of the impressed E.M.F. being assumed 
to be constant. 

In practice the total iron loss is usually expressed in the form of 
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curves which show the loss (in watts per lb., or kg.) at various 
flux densities and constant frequency. Typical curves are given 
in Fig. 214. 

Separation of Iron Loss into Hysteresis and Eddy-current Components. If 

tho specific iron loss follows the equation 

whore tho first term represents tho hysteresis loss and the second term the 
eddy-current loss, those components may be separated by determining 



Fig. 214 SPEcmc Ikon Loss fou 0 018 in. (0'4r) mm ) Alloyed 
Iron Laminations 


^\(kg) different fiequencies at a given flu\ density. The exponents 

X, y, may be evaluated by determining lor two different flux densities 

at a given frequency. 

Thus, if observations are made at frequencies /j, /g, and flux density B , 
we have 


h 




- a + fc/, 

/2 

where a, 6, denote tho hysteresis and eddy-current losses, respectively, per 
kg. per cycle at the flux density 

Whence o = t^Jcgf2lf2)Ji - (-Pt(A.yn//i)/ 2 

fl ”/2 

r Bi{jgg)lff I — Pf{^g)2lf Z 

fl-f2 

If fl == 2/2 the computation is greatly simplified, for then 

/, ]_ ^P^{jgg)z\ 

J2\ fl J 2 ) 
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Calculation of Magnetizing and Exciting Currentcf lor an Iron-cored 
Magnetic Circuit with Alternating Flux. Case /, in which the distort- 
hysteresis and magnetic saturation on the wave-form of the 
magnetizing current is ignored. If both flux and magnetizing current 
are sinusoidal, the calculation of the ampere turns, or magnetizing 
current, required to produce a given flux is very simple. The 
procedure is the same as that when the magnetization is produced 
by direct current except that, with alternating magnetization, the 
maximum value of the flux, or flux density, is usually given (or is 
obtained by calculation), and the R.M.S. value of the magnetizing 
current to produce this flux has to be determined. 

For (‘xamplc, if the magnetization, or B-Il, curve determined by 
the ballistic method for a magnetic material, shows that ampere 
turns per cm. of magnetic length are necessary to obtain a flux 
density equal to then, with alternating (sinusoidal) magnetiza- 
tion and the sanie flux density {maximum value in this case), the 
maximum value of the ampere-turns will be equal to Fcmf 
R.M.S. value of the ampere-turns will be equal to FcmlV^' 

Hence, if I is the length (in cm.) of a magnetic circuit formed of 
this material, then, if the flux density is the same at all parts of 
the circuit, the magnetizing current will be given by 


I,n==lFcJ{V2-N.) 

If the magnetic circuit consists of a number of parts having 
different cross-sections and magnetization curves, the problem is 
treated by determining the ampere-turns required for each part of 
the circuit and adding these to obtain the total ampere turns. 
Thus, if Zj, Zg, Z3, . . . denote the several magnetic lengths, Ficmf 
F^cmy F^cmy • • • ampere turns per cm. required to obtain the 
requisite flux densities, corresponding to a given flux, in the several 
parts of the circuit, then the magnetizing current is given by 


' N^2 


i^lFicm “1“ 2cm ^ ^3-^ 3cr/i “f" 


The exciting current may be determined when the losses in the 
iron core and magnetizing winding are known. Thus, if P denotes 
the total losses and E the impressed E.M.F., the power component 
of the exciting current is given by == PjE, and, therefore, the 
exciting current is given by 


lo = V'(^/ + V)- 

Example. A closed magnetic ciremt is built up of 0*35 mm. laminations 
and consists of two cores which are magnetically connected by yokes. The 
magnetic cross-section of each core is 100 square cm., and that of each yoke 
is 108 square cm. The magnetic length of each core is 20 cm., and that of 
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each yoke is 11 cm. Eeich core is wound with a magnetizing coil having 75 
turns and a resistance oi 0’18 Cl. The two coils are connected in series and 
excited irom a 50 cycle circuit to give a maximum flux of 1*2 X 10® magnetic 
lines in the cores and yokes. Calculate the exciting current. 

Bata of the magnetic properties of the laminations are — 


Maximum flux density (R^^J (lines per square cm.) 

11,100 

12,000 

Magnetizing ampere turns per cm. of length 

(PeJ .... 

3-9 

6 

Core loss at 50 frequency (watts per lb. ) . 

0*76 

0*88 


The flux density (maximum value) in each core is (1*2 X 10®/100 = ) 12,000 
lines per square cm., and that in each yoke is (1*2 X 10®/108= ) 11,100 
lines per square cm. 

Hence the magnetizing ampere turns (maximum value) required are 
equal to 

2 X 11 X 3*9 + 2 X 20 X G 326, 
and the R.M.S. value of the magnetizing current is 
326/(150 X \/2) =■ 1*535 A. 

The weight of laminations in the two cores as 

2 X 20 X 100 X 0-28/2-543 = 68-3 lb., 
and that in the two yokes is 

2 X 11 X 108 X 0*28/2*543 -= 40*5 lb. 

Whence the total iron loss is 

0*88 X 68*3 + 0*76 X 40*5 ^ 90-8 watts. 

The E.M.F. induced in the magnetizing coils is 

4-44 X 1*2 X 10« X 50 X 2 X 75 - 400 V. 

Hence a first approximation to the exciting current is given by 
V [1-5353 + (90-8/400)3] = V(1'5353 + 0-2273) ^ 1.552 A , 

and the angle by wliich this current leads the flux is equal to tan ^ 0-227 /I 535 
or 8°. 

Since the pressure drop in the magnetizing coils duo to the exciting current 
is 1-552 X 2 X 0-18 — 0*56 V., and has a phase difference of 81° with respect 
to the induced E.M.F. in these coils, the impress(»d E.M.F. is practically equal 
to the induced E.M.F. and the first approximation to the exciting current 
is sufficiently accurate for practical purposes. 

Case II, in which the distortion of the wave-form of the magnetizing 
current is considered. If the magnetic circuit is a simple one 
(i.e. the magnetic cross-section and material is the same throughout 
the circuit) the magnetizing current corresponding to a given maxi- 
mum sinusoidal flux may be determined without difliculty when 
the hysteresis loop for the given magnetic conditions is available. 
The procedure is similar to that given on p. 326 for the determination 
of the wave-form of magnetizing current. 
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Having determined the wave-form of the current necessary to 
carry the magnetization through a cycle, the R.M.S. value of this 
current is deduced, together with the R.M.S. values of the mag- 
netizing and power components. To the power component is 
added the component of the supply current which supplies the 
eddy-current loss. The exciting current is then obtained from the 
resultant power component and the magnetizing component. 

This method of procedure becomes too involved when complex 
magnetic circuits have to be calculated, as an equivalent hysteresis 
loop for the complete magnetic circuit would have to be deduced 
before the wave-form of the current could be determined. Moreover, 
even for simple magnetic circuits, the above method is too tedious 
for practical purposes. A shorter method, however, is available 
which, although not possessing the same accuracy as the preceding 
method, nevertheless possesses sufficient accuracy for practical 
purposes and, moreover, takes into account wave-form distortion 
due to magnetic saturation. 

For this method, magnetization curves corresponding to alter- 
nating magnetization are required, and when such curves are 
available the method of procedure in calculating the magnetizing 
current is similar to that for a magnetic circuit excited with direct 
current. 

The magnetization curves are obtained experimentally on a 
sample of the material by measuring the exciting current and the 
power supplied to the magnetizing winding at various impressed 
voltages and constant frequency. The flux and flux density in the 
specimen are calculated from the induced E.M.F., the number of 
turns in the magnetizing winding, and the magnetic cross-section 
of the specimen. The power supplied, when corrected for the 
PR loss in the magnetizing winding, represents the hysteresis and 
eddy-current losses in the specimen. If the exciting current is 
split up into power and wattless components, the latter represents 
the equivalent magnetizing current and takes into account the 
effects of hysteresis and eddy currents. 

The magnetizing ampere turns per cm. of magnetic length 
(Fv) • cm) calculated from the wattless component (/^) of the 
exciting current, the number of turns (N) in the magnetizing 
winding and the mean length of magnetic path (1). Thus 

-Pw . cm = 

If the exciting current is denoted by /„, the hysteresis and eddy- 
current losses by P^, and the impressed E.M.F. by P, then the power 
component of the exciting current which supplies the hysteresis 
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and eddy-current losses is given by /,, = Pil^y and the wattless 
component is given by 

Whence the magnetizing ampere turns per cm. of magnetic 
length are 

p. . C. = NIJl = ^J[(NW-^[NI,im 

= V(PcJ-F,-c.n^) 

where denotes the exciting ampere turns per cm. of magnetic 
path, and Fj , . cm flie ampere turns per cm. of magnetic length for 
supplying the hysteresis and eddy-currents ; these ampere turns 
having a phase difference of 90° with respect to the magnetizing 
ampere turns. 

If curves are plotted, showing the relationship between the 
maximum flux density, and F ^ . cm Fp , cm^ available 

a simple means for obtaining the two components of the exciting 
ampere turns. 



CHAPTER XVI 

COMMERCIAL MEASUBINO INSTRUMENTS 

Classification and Principles of Operation. Commercial measuring 
instruments are classified according to both the quantity measured 
by the instrument and the principle of operation. Four general 
principles of operation are available : (1) electromagnetic, which 
utilizes the magnetic effects of electric currents ; (2) electro-thermic, 
which utilizes the heating effect ; (3) electrostatic, which utilizes 
the forces between electrically-charged conductors ; (4) rectification. 

Electromagnetic instruments may be subdivided according to 
the nature of the movable system and the method by which the 
deflecting, or operating, torque is produced. The sub-classes are : 

(а) moving-iron instruments, (6) electro-d 5 mamic, or dynamometer, 
instruments, (c) induction instruments. 

In moving-iron instruments the movable system consists of one 
or more pieces of specially-shaped soft iron, which are so pivoted as 
to be acted upon by the magnetic field produced by the current, or 
currents, in one or more fixed coils. 

In electro-dynamic instruments the operating torque is due to the 
interaction of the magnetic fields produced by currents in a system 
of fixed and movable coils. The movable system of these instru- 
ments consists of one or more coils, which are so pivoted as to 
move in the magnetic field produced by the fixed coils. The currents 
in both fixed and movable coils are obtained from a common 
source. 

In induction instruments the movable system consists of a pivoted 
non-magnetic conducting disc or drum, a portion of which moves 
in the magnetic field produced by an electromagnet, or a system 
of electromagnets, excited with alternating current. The magnetic 
field induces currents in the movable disc, or drum, and the magnetic 
reaction of the induced currents and the alternating magnetic field 
produces the operating torque. 

Electro-thermic instruments may be subdivided into two distinct 
types : (a) the “ expansion ” type (commonly called “ hot-wire,*’ 
or “ hot-strip ” instruments) in which the operation depends upon 
the linear expansion of a wire, or strip, heated by a current ; 

(б) the “thermo-couple” type (commonly called “thermo” 
instruments), in which one or more thermo-couples are heated, 
either directly or indirectly, by the current to be measured, and the 
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thermo-E.M.F. is caused to operate a direct-current instrument 
of the permanent-magnet moving-coil type. 

Rectifier instruments consist of a sensitive direct-current milli- 
ammeter of the permanent-magnet moving- coil type connected to 
a full- wave metal rectifier. A small fraction of the alternating volt- 
age or current to be measured is applied to the rectifier, and the 
rectified current is measured by the milli-ammeter. 

Application of Operating Principles: Relative Advantages and 
Disadvantages. The electromagnetic principle of operation has an 
extensive application to all kinds of commercial instruments, and 
is the only operating principle which can be employed for energy 
meters, power-factor meters, frequency meters, and synchroscopes. 

The electro-dynamic form of construction is applicable to all classes 
of measuring instruments, as well as to synchroscopes, galvano- 
meters, and oscillographs. Well-designed electro-dynamic measur- 
ing instruments possess the advantage that the instrument readings 
are practically independent of the wave-form and frequency* of 
the current passing through the instrument. The instruments can 
therefore be used on either alternating- or direct-current circuits 
without re-calibration. 

The moving-iron form of construction is applicable to ammeters, 
voltmeters, power-factor meters, frequency meters, synchroscopes, 
and galvanometers. With measuring instruments, however, the 
effects of hysteresis and eddy-currents in the iron elements will 
cause the instrument readings to be affected by the wave-form and 
frequency of the operating current, but by suitable design the errors 
due to these causes may be made almost negligible for commercial 
frequencies and wave-forms. Moving-iron instruments are, in 
general, inferior to electro-dynamic instruments with respect to 
accuracy and power consumption, but their first cost is lower 
than that of either electro-dynamic or induction instruments of 
similar range and size. 

It is important to note that, unless the electromagnetic portion 
of the mechanism of electro-dynamic and moving-iron instruments 
is magnetically shielded, the indications are liable to be seriously 
affected by external magnetic fields, due, for example, to heavy 
currents in neighbouring conductors. 

The induction form of construction is applicable to ammeters, 
voltmeters, wattmetc'rs, energy meters, and frequency meters. 
Induction measuring instruments are more susceptible to errors 
due to frequency and wave-form than other forms of measuring 

♦ This statement applies only to frequencies within the range adopted in 
electric lighting and power supply systems. 
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instruments, and, in consequence, their applicatioti is limited to 
circuits of constant frequency. These instruments are used prin- 
cipally on switchboards, and are almost immune from the effects 
of external magnetic fields. 

Induction watt-hour meters have entirely superseded the electro- 
dynamic form for the measurement of energy on commercial 
electric lighting and power circuits. 

The electro-thermic principle is applicable to current-measuring 
instruments ; it has been applied to oscillographs of the hot-wire 
type and to galvanometers of the thermo-electric type. Electro- 
thermic ammeters and voltmeters possess the advantage that the 
instrument readings are independent of the wave-form and frequency 
of the current passing through the instrument ; they can, therefore, 
be used on either alternating- or direct-current circuits. The 
instruments, however, possess the disadvantages of sluggishness, 
relatively high power consumption (particularly in the “ expansion 
type of instrument), and liability to damage with small overloads. 

The electrostatic principle is usually confined to instruments for 
measuring potential difference, although the principle has recently 
been applied to oscillographs. Electrostatic voltmeters possess 
two important advantages over other types of alternating-current 
voltmeters, viz. (1) the power-consumption is negligible; (2) 
the instruments can be constructed for direct connection to 
high-voltage circuits. Electrostatic voltmeters also possess the 
advantage that the instrument readings are independent of 
frequency and wave-form. 

Ammeters and Voltmeters 

General Requirements. The indications of alternating-current 
ammeters and voltmeters must represent the R.M.S. values of the 
current, or potential difference, rc^spectively, apjdied to the instru- 
ments. The scale divisions, therefore, must be proportional to the 
mean squared values of the corresponding currents or potential 
differences. Hence, in the case of an ammeter or a voltmeter, the 
mean deflecting torque corresponding to a given deflection of the 
pointer must be proportional to the mean squared value of the 
current or potential difference applied to the instrument. 

Moreover, if the readings are to be correct when the instruments 
are used on both direct- and alternating-current circuits, the torque 
must be uninfluenced by both the frequency and the wave-form of 
the applied current or potential difference. 

Hot-wire Ammeters and Voltmeters. In these instruments the 
deflection of the pointer is produced by the linear expansion of a 
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wire, or strip, heated by the current (or a definite fraction thereof) 
to be measured. Under ideal conditions the expansion is pro- 
portional to the square of the current, and if the angular deflections 
of the pointer are proportional to the expansion, the scale divisions 
will follow a parabolic, or square, law. Moreover, in such a case the 
instrument will read correctly with direct and alternating currents. 
But in practice a number of variable factors enter into the relation- 
ship between expansion and current, and the scale divisions have to 
be determined by calibration. If, however, an instrument is 
calibrated with direct current it will read correctly with alternat- 
ing current provided that during a period, or half-period, the 
temperature of the wire remains sensibly constant. 

Construction of Hot-wire Instrument (Expansion Type). The 
mechanism* of a typical hot-wire ammeter or voltmeter of the 
expansion type', in which the double sag principle is utilized as a 
multiplying device, is shown diagrammatically in Fig. 216(a). The 
hot-wire. A, is usually of platinum-iridium (formerly platinum- 
silver was emijloy('d) and is stretched between supports which are 
fixed to a metallic base-plate, J5, of bimetal. 

The magnifying device consists of (1) a fine phosphor-bronze 
wire, (7, stretched between the hot-wire, A^ and an insulated 
pillar fixed to the base-plate ; (2) a silk fibre, D, which is attached 
to C near its mid-point, lapped round a small grooved pulley, E, 
fixed to the spindle carrying the pointer, and is maintained in 
tension by a spring, F. The silk fibre is clamped to the pulley to 
prevent slipping. Hence any change in length of the hot-wire 
relatively to the base-plate causes an angular movement of the 
spindle and a deflection of the pointer. 

The spindk' also carries a light aluminium damping disc, 
which moves in the narrow air gap of a horse-shoe magnet, H, fixed 
to the base of the* instrument. 

Ammeter ranges up to 5 A. are obtained either by varying the 
diameter of the hot-wire or by dividing the wire into a number ot 
sections connected in parallel. For example, for a range of 0*5 A 
the wire has a diameter of 0-005 in., and the whole current traverses 
the wire ; but for a range of 5 A. the wire has a diameter of 0-01 in. 
and it is divided electrically into four sections, which are connected 
in parallel as shown at (6) in Fig. 216. 

For currents exceeding 5 A. the wire has a diameter of about 

* The term mechanism applied to instruments refers to the arrangement 
for producing and controlling the motion of the pointer. It includes all the 
essential parts necessary to produce this result, but does not include the 
base, cover, scale, or any other accessories, such as series resistances or shunts, 
the function of which is to make the readings agree with the scale markings. 
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0*01 in. and is connected in parallel with a non-inductive shunt 
contained in the case of the instrument. At radio frequencies, 
however, the shunt would introduce errors, and for these frequencies 
a special form of hot-strip instrument is employed. In this instru- 
ment the current to be measured passes through a number of narrow 
and thin strips of a material having a high specific resistance. 
The strips are arranged symmetrically with respect to one another 



Fig. 215. Hot-wire and Hot-strip Instruments 


and the terminals (see Fig. 215c), and are adjusted to have equal 
effective inductances and resistances. The distribution of current 
in the strips will, tlienfforc, be independent of Irequency, and the 
linear expansion of one strip will be a measure of the current in the 
circuit. This expansion is indicated by a pointer and scale in a 
manner similar to that adopted in the hot-wire instrument. 

Voltmeter ranges up to about 400 V. are obtained by the use of 
a fine wire (having a diameter of about 0*0015 in.) and a non- 
inductive series resistance, the current required for full-scale 
deflection being about 0*25 A. 

Thermo-couple Ammeters and Galvanometers. In these instruments the 
heating effect of the current is utilized indirectly to deflect the pointer. 
The mechanism of the ammeter consists essentially of : ( 1 ) a moving coil 
of fine copper wire which carries a pointer and is pivoted in the magnetic 
field of a permanent magnet, the ends of the coil being connected to a 
thermo-couple; (2) a heater, of the resistance type, which is located close 
to the thermo-couple and through which passes the current to be measured, 
or a definite fraction thereof. In the case of the galvanometer (which is 
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of the reflecting type) the coil consists of a single turn and is suspended 
by a quartz fibre. The ])rinciplc of the construction is shown in Fig, 216. 

In the pivoted instrument the pivots are arranged inside the moving coil 
to allow the thermo-couple and heater to be mounted at the end of the coil 
remote from the pointer. The control consists of a flat spiral spring and the 
damping is electromagnetic, as in the ordinary type of 
direct current moving-coil instrument. 

The heater consists either of a short filament of wire or 
a grid (having an area of about O’ 2 sq. cm.) of platinized 
mica, according to the range of the instrument. 

Ammtier ranges from 10mA. to 100 mA. are obtained 
by heaters of different resistances, but higher ranges are 
obtained by shunting the heater with non-inductive shunts. 
In the galvanometer the sensitivity, with a given heater, 
may bo varied by altering the distance between the thermo- 
couple and the heater. 

The power taken at full-scale deflection by an unshunted 
instrument is very small (about 0*015 watt), and the 
instrument will withstand safely an overload of about three 
times the normal current. 

Due to the small dimensions of the heaters, the im- 
shuntod instrument and the galvanometer possess 
extremely small self -inductance and capacity. They are, 
therefore, parti mlarly suitable for high-frequency rnoasure- 
inonts. Moreover, the deflections are practically pro- 
portional to the mean squared value of the current passing 
through the heater, and are independent of wave-form and 
fr('quenc3^ 

Tlie instruments are standardized and calibrated on 
a direct-current circuit with the aid of standard direct- 
cu» 'orit instruments. 

Form, of Scale. In an ideal instrument the whole of the 
heat produced by the current passing tlirough the heater 
is radiated to the thermo- junction, and the temperature of 
the latter is proportional to the square of this current. Now 
the E.M.F. of a thermo -junction is proportional to its 
temperature, and therefore the current in the moving coil 
of the indicator will be proportional to the square of the 
current in the heater. Hence, since for a permanent 
magnet inoving-coil instrument the deflection is propor- 
tional to the current in the moving coil, the deflection 
in the case of the thermo-ammetor will bo proportional 
to the square of the current in tlie heater. (Conversely, 
the current (7) in the heater is proportional to the square -root of the 
deflection {Q) of the indicator, i.e. I = k^/0. whore is a constant. Thus 
the scale must be divided according to a square law. For cxamjilo, if 
the full-scale deflection is 70® and corresponds to a current of 120 mA., the 
intermediate scale divisions and the corresponding deflections are as follow — 

Current (mA.) 120 100 80 00 40 20 0 

(9®(r- 70 X current2/120M 70 48-0 3M 17-5 7-78 1-945 0 
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TJiertno-elcctric Ainmeters and Qalvanotneters with Independent Thermo 
Junctions. Instead of the special construction, described above, in which 
the thermo-couple and heater form an integral part of the instrument, these 
parts may be constructed as a separate unit and may then be used in con- 
junction with an ordinary direct -current moving-coil galvanometer, milli- 
voltmeter, or micro-ammeter. In this case a greater thermo-electric E.M.F 
has usually to be provided by the tliormo-j unction, and either a number of 
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thermo-couples are connected in series and lieated by a common heater, 
or a single thermo-couple is employed and the temperature of the heater 
raised to about 200® C., both heater and thermo-couple being enclosed in a 
highly-exhausted glaes bulb. With these independent thermo- junctions 
currents exceeding 1 A. may be measured without the use of shunts. 



Fi(3. 217 Fig. 218 

Attraction -vni» Kkimilsion Forms of Moving Iron Ammeters 
A NO Voltmeters 

Construction of Moving-iron Ammeters and Voltmeters. Figs. 217, 
218 show the principles of two forms of construction. 

In the instrument operating on the attraction principle (Fig. 217), 
the moving-iron clement consists of a few discs, B, of soft iron, 
which are fixed to a spindle, D, pivoted in jewelled bearings. The 
spindle also carries a pointer, P, a balance weight, IF^, a controlling 
weight, W 2 » and a damping piston, E, which moves in a curved 
fixed cylinder, F. The special shape of the moving-iron discs is 
for the purpose of obtaining a scale of suitable form. 

34— (7.5243) 
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In the repulsion form of instrument (Fig. 218) the coil -4, is cylin- 
drical and is fixed with its magnetic axis perpendicular to the base 
of the instrument. The moving-iron element, i?, is a small bar or 
rod of soft iron fixed parallel to, and at a small distance from, the 
spindle, which also carries the pointer, P, and damping vane, P, 
and is pivoted in jewelled bearings. The fixed iron element, (7, is 
supported by a non-magnetic framework which carries the damping 
chamber and bearings and forms a clamp for the coil. 

Considerable variations in the shape and arrangement of the 
moving and fixed iron elements are possible and are to be found 
in commercial instruments. For example, the fixed iron element 
may be a tongue-shaped piece of thin soft sheet iron bent into 
cylindrical form and mounted concentric with the spindle. The 
moving iron may consist of a small piece of similar sheet iron bent 
to form a cylindric segment and fixed to the S 2 )indle so as to move 
concentrically with resjx^ct to the fixed iron tongue. The fixed 
and moving irons are so arranged that when the pointer is on zero 
the moving iron is parallel to the broadest ])art of the surrounding 
iron tongue, and that as the moveiiKmt is deflected it moves towards 
the narrowest part of th(' tongue. The form of seah' depends upon 
the shape of the fixed iron tongue, and by varying the latter a 
variety of scale forms are possible. 

The instruments may be effectively shielded from the influence 
of external magnetic fields by enclosing the working parts, except 
the pointer, in a laminated iron cylinder with laminated iron end 
covers. More generally, however, the comiilete instrument is 
enclosed in a east-iron case which usually gives sufficient shielding 
for practical purposes. 

An interesting form of construction is shown in Fig. 219, a unique 
feature being that the operating forces are produced by the current 
in a conductor external to tlie instrument. The instrument, there- 
fore, has no internal electrical parts or connections, and no terminals. 

The essential parts of tlie instrument comprise : (1 ) a laminated- 
iron magnetic circuit A, B, which is provided with an air gap, />, 
shaped to accommodate the moving-iron elements, E 2 ^ (2) a 

pivoted moving system consisting of two specially shaped elements, 
Ni, E 2 , of soft iron, a pointer P, control spring, and damping 
vane. 

The magnetization of the magnetic circuit is produced by cur- 
rent in a single conductor located in the space (7, and the outer 
portion, P, of the magnetic circuit is removable in order that this 
conductor may be conveniently placed in position. The magnetic 
circuit is so proportioned that a minimum range of 50 amp. can 
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be obtained with a single conductor in the space (7. ' Higher ranges 
are obtained by changing the control spring. 

The action of the instrument is very simple. Thus when the 
magnetic circuit, A, B, is excited, the iron elements, E^y E^y tend 
to move to positions bridging the air gaps, 2>, and so diminishing 



Fio. 2 ID. Crompton’.s Form of Movinq-iron Ammeter, in which 
The Operating Torque is Produced by Current in an External 

Conductor 


the reluctance of the magnetic circuit. The form of scale depends 
upon the shape of these elements relative to the air gaps D, 
Ranges of Ammeters and Voltmeters. For a given moving-iron 
instrument the ampere-turns necessary to produce full-scale deflec- 
tion are constant. Hence the ranges of ammeters are altered by 
clianging the number of turns and size of conductor in the mag- 
netizing coil. Obviously the maximum range is reached when the 
coil is wound with one turn. This range is of the order of 300 A. 

With voltmeters the range may be altered by changing the number 
of turns, but with a given instrument the range may be increased 
by connecting a resistance in series with it. Hence the same coil- 
winding specification may be employed for a number of ranges. 

Data of Moving-iron Instruments. ( 1 ) A commercial moving-iron voltmeter 
of the type shown in Fig. 217 lias a range of 120 volts. The operating coil is 
wound with 3000 turns of No. 35 S.W.G. copper wire (diameter = 0*0084 in.), 
the resistance being 140 ohms at 20® C., and the series resistance — of Eureka 
(constantan) wire — ^has a resistance of 1060 ohms, giving a total resistance 
for the instrument of 1200 ohms at 20® C. 
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The inductance of the operating coil is 0*141 H. with the moving system 
in its zero position, and 0*1533 H. when the moving system is deflected to 
the full scale position. The inductances corresponding to intermediate 
positions of the moving system are given in the following table, together 
with data from which the form of scale can be determined. 


Scale reading (volts ) 

0 

40 

60 

80 

100 

120 

Deflection (degrees) 

0 

11*7 

29 

47*1 

61 

75 

Inductance (henries) 

0*141 

0*142 

0*1455 

0*1495 

0*1517 

0*1533 


The followmg calculated data refer to the operation of the instrument 
when used on a 50-cycle, 100-volt, circuit of sinusoidal wave-form. 

Power loss in instrument = 100^/1200 == 8*33 W. 

Reactance of instrument = 314 X 0*1517 = 47*6 Q. 


Ratio : reactance /resistance = 47*6/1200 = 0*0397 

Impedance of instrument at 20® C. = \/(1200* + 47*6*) == 1200*911. 

Power factor = 1200/1200*9 = 0*99885 

Operating current at 20® C. = 100/1200*9 = 0*083237 A. 


Ratio : 


operating current at 100 V., 50 frequency 
operating current at 100 V., zero frequency 


0*99885 


Power expended in operating coil at 20® C. = 140 X 0*083* — 0*97 W. 


Resistance of instrument at 50® C - 1060 + 140 [1 + (50 -- 20) X 0*0031) J 

= 1216*5 0. 


Thus the frequency and temperature errors are negligible for practical purposes. 


(2) A commercial moving-iron ammeter y for a range of 10 amp. and of the 
type shown in Fig. 217, lias the operating coil wound with 29 turns of No. 14 
S.W.G. copper wire (diameter = 0*08 in. ), the resistance of which at a 
temperature of 20° C is 0*015 O. 

The inductances of the instrument with the moving system in a number 
of positions are given in the following table, together with tlio corresponding 
scale markings and angular deflections — 

Scale reading (amp. ) 0 2 4 6 8 10 

Deflection (degrees) 0 6 16 36 56 73 

Inductance (/^H. ) . 16*4 — 16*6 17*1 18*1 19*7 


The following calculated data refer to the operation of the instrument, at 
full-scale reading (10 A.), on an alternating-current circuit of 50 frequency 
and sinusoidal wave-form — 


Power loss — 1*5 W. Power factor - 0*93 

Reactance 0*006 Q. Pressure drop — 0*161 V. 

impedance — 0*0161 H. Volt-arnperos — 1*61 

Compensation for Frequency Error in Moving-iron Voltmeters. The effect of 
changes in frequency upon the readings of moving-iron voltmeters — as 
ordinarily arranged with a non-inductive resistanco in series with the fixed 
coil — results in an error which increases as the frequency increases, the error 
being due to the change of impoc^nce of the instrument with change of 
frequency. 

If, however, an instrument is required to give accurate readings on an A.C. 
circuit of a particular frequency as well as on a D.C. circuit, the frequency 
error may be compensated by connecting a condenser in parallel with the 
series resistance of the instrument as shown in Fig. 220. In this case the 
condition to be satisfied is that the numerical value of the impedance at the 
particular frequency shall be equal to the total resistance of the instrument. 
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Thus, if L denotes the inductanee of the operating coil corresponding to the 
scale reading at which compensation is desired ; R, the resistance of this coil ; 
Ri, the non-inductive series resistance and C the capacitance of the condenser, 
then for compensation at a frequency a)l2n we must have 


R + 




+ 




1 + 




CRj^ 


1 + 


?)■] 


Difficulties arise in the solution of this equation for C, as the fourth power 
of this quantity is involved. 

If, however, the resistance (ii) of the operating coil is small in comparison 
with that of the series resistance (i2i), a close approximation to complete 
compensation is obtained when 


V[ (i -t 0 




1 -f (o^Cm 


:■)■] 


the solution of which gives 


C = 


L(V[2- 1) 


_ ^22,2 


o-W'-W- 

L R 


R, 

mmmn-o 

c 


Example. A moving -iron voltmeter 
with a maximum scale reading of 
120 V. has a total resistance of 2000£I 
of which 20011 is in the operating coil. 

The inductance of the latter when the 
scale reading is 100 is 0*45 H. Calculate 
the capacitance of the condenser with 
which the series resistances must be 
shunted in order that the 100-V. scale 
reading shall be correct on both D.C. 
and 60-cyclo A.C. circuits. 

To fulfil the specified conditions the impedance of the instrument at 50 
frequency must equal 2000 ohms. Substituting appropriate values for co, 2/, 
in the above equation wo obtain 


Fig. 220. Connections for Method 
OF Compensating Frequency 
Error in Moving-iron 
Voltmeter 


<7 =- 10« X 


0-45(v'[2- (314 X 0-45/1800)2]- 1) 
1SU02- (314 X 0-45)2 


=- 0-0576/iF 


It will bo of interest to calculate symbolically the impedances of the com- 
pensated and uncompensated instrument for a frequency of 50 cycles per 
second. 

The impedance of the comiiensatcd instrument is 


Z - n-^r 


4- 


L 


CRi^ 


1 4 ioHr> 


1 

Whence Z = 1998* 1 4- j82*8 

and Z - 2000 Q. 

The impedance of the uncompensated instrument is 
Z - R + R^ 4- ja)L 

2000 \ jl4V5 

Whoiico Z - 2005 LI. 




Electro-dynamic Ammeters and Voltmeters. All electro-dynamic 
instruments depend for their action upon the dynamic force between 
adjacent conductors, or coils, carrying electric currents. The 
application of this principle to measuring instruments is due to 
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Kelvin and Siemens, and their instruments — ^the current- balance 
and the electro-dynamometer — are of the non-deflectional type. 

Construction, In dcflectional electro-dynamic ammeters and volt- 
meters the moving coil is wound with fine wire and is mounted on 
a spindle which carries the ])oititer, control springs, and damping 



f A , fixed colls ; B, mo \ ing coil ; i>, damping chamber and vanes ; P, pointer ; 
S, control springs.] 

Note. Tlie mechaniMn of an actual instrument is shown in Fig. 234. 


vane or jiistoii. Tliis coil is usually pivoted within a i)air oi coaxial 
fixed coils (Fig. 221), which, in an ammeter, are wound with thick 
wire, and are conncctt'd in parallel with the moving coil. In a 
voltmeter the fixed coils are wound with thin wire and are conm^cted 
in series with the moving coil and a non-inductive resistance. 

In general, no iron is employed in the magnetic circuits of the 
coils, but instruments have been constructed in which a laminated- 
iron magnetic circuit for the operating coils forms an essential part 
of the instrument. 

The controlling force is supjilied by a pair of flat spiral springs, 
which also act as the leading-in connections for the moving coil. 
The damping is pneumatic. 

Shielding, Electro-dynamic instruments in which iron does not 
form an essential part of the operating mechanism may be effectively 
shielded from the effects of external magnetic fields by enclosing 
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the mechanism (except the tip of the pointer) in a laminated iron 
hollow cylinder with closed ends. When using such instruments 
on direct-current circuits, the current through the instrument 
should be reversed and the mean of the two readings taken. In 
this manner the effect of the magnetic condition of the shield on 
the instrument readings is eliminated. 

Ranges of Ammeters and Voltmeters. A given size of instruments 
requires a definite number of ampere-turns to be supplied by the 
fixed and moving coils to obtain a full-scale deflection. Hence, with 
milli-ammeterSy in which the fixed and moving coils are connected 
in series, the ranges are altered by changing the number of turns and 
size of conductor in the fixed and moving coils. 

With ammeters in which only a fraction of the rated current is 
carried by the moving coil, the range is altered by changing the 
fixed coils, and in instruments in 

TermirtsU 
\iOa 


Links 


which two fixed coils are em- 
ployed (Fig. 221); a double- 
range instrument may be 
obtained by connecting these 
coils either in series or in paral- 
lel, the internal connections 
(which are so arranges! that 
the changes may be effected 
by either plugs or links) being 

show'll in Fig. 222. The maxi- Fm. 222^ Connections of D o u b le- 
mum range for which amme- 
ters are usually constructed is 
200 A. 



HANGB Electro -DYNAMIC Ammeter 

[For liiKhtT rsuiKP, connect A-B, C-1) by links; 
for lower range, connect B-V by links.] 


With voltmeters the range is altm’t'd by changing the number of 
turns in the coils and the value of the scries resistance, but the 
range of a given instrument may Ik* increased by connecting 
additional resistance in series with it. For example, the range of 
a given voltmeter may be doubled by connecting in series with it 
a non-inductive resistance equal in value to the original resistance 
of the instrument. The loss in the instrument and s(*ries resistance 
is thereby doubled for a given scale reading. 


Theory o! Electro-d^amic Ammeters and Voltmeters. With instruments in 
which the moving coil is circular and is pivoted centrally in a short fixed 
solenoid or coil, as in Fig. 221, the torque acting upon the moving coil 
can be easily calculated if the flux density is assumed to be constant through- 
out the space occupied by the moving coil. Denoting this flux density by 
fi, the cuiTent in the moving coil by /g, the force acting upon an element, of 
length rthi, subtending an angle da with respect to the centre of the coil. 
Fig 223, is given by dF ~ k^BI^ rda sin a, where is a constant involving 
the system of units, and a denotes the angular position of the element with 
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respect to the pivotal axis of the coil. Hence, the torque due to the element 
is given by 

~ dF r&ln a sm{fi + 0) — r* da sin® a sin(j3 + 0), 

where 6 is the angular deflection of the coil from its zero position, and /? is 
the angle between the plane containing the zero position of the moving coil 

and the plane which contains tlie 
pivotal axis and is perpendicular to 
the flux. Therefore the torque for the 
whole coil of Wg turns is 



cV 


^ = 4:n^ki r® sin(j? + 0) X 


m 


r 

o 


sin-® a . da = jrr® BI^, sin + 0 ) 
‘iTT 


r 

^ o 


sin® ada = n /4. 


I^Tg. 223. Pertaining to Theory 
OF Electro -DYNAMIC 
Instrument 


Now 7Tr®jB is equal to the flux (O) 
linked with the moving coil when its 
magnetic axis coincides with that of 
the fixed coil (i.e. when (j0 -f 0) = 0 
and (j0 + 0) -= tt) and if denotes 
the mutual inductance under these 
conditions, O == ^ 10® /rig. 

Therefore the torque is given by 

0) 

== k,M^P Binip + 6) . . (176) 

where kz — A'l X 10“®, and / — = 

i.e. the coils are connected in series. 

Now, the mutual inductance of the 
coils corresponding to a deflection 0 is 


f 0) "" 4* 0)» 

since, when ^ + 0 -- 0, the mutual inductance - - Whence the rate 

of changt) of mutual inductance with respect to llie deflection is 


‘^^(|8l0)_ dcoH{p+0) 

d{fi-\e) “ d(p + 0) 


M^sinip + O) 


Therefore equation (176) may lie written in the form 






dip + O) 


(l76o) 


Form of Scal6. If the control is duo to flat spiral springs, the controlling 
torque is proportional to the angle of deflection, 0, and for equilibrium, 

or kM^ 7®sin (/9 -f 0) - k^O. 


0 0 

Whence P =~ k ; — 77 , - =- k , , , 

sm (p + 0) dM^p ^ + 0) 

'■®’ I - k ^ .j. Oj • 

Typical scales calculated from this equation are shown in Fig. 224. 
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Conditions for Instrument Readings to he Unaffected by Frequency and Wave- 
form. The principal conditions are : (1) the currents in the fixed and moving 
coils must cither be equal or have a constant common ratio ; (2) eddy currents 
in the coil supports and conductors must be reduced to a minimum ; (3) the 
reactance of the instrument, when used as a voltmeter, must be very small 
relatively to its resistance, and the latter must be constant at all temperatures. 

With voltmeters these conditions are satisfied by (i ) connecting the fixed and 
moving coils in series ; (ii) designing these coils for a pressure drop which is 
only a small fraction of the range of the instrument ; and (iii) connecting in 



Fig. 224. Theoeetical Scale-forms fob Electro -dynamic 
Ammeter 

series with them a non-inductive resistance having a zero temperature- 
resistivity coefficient. 

With ammeters for ranges above about 250 mA. the moving coil cannot be 
connected in series with the fixed coil (on account of the control springs being 
unsuitable for currents above about 250 mA.). Therefore the moving coil 



Fig. 225. Alternative Methods of Connecting Fixed and 
Moving Coils in Electro -dynamic Ammeter 

must be conuocted either in parallel with the fixed coils. Fig. 225(a), or across 
a sliunt which is connected in series with tlio fixed coils. Fig. 225(6). 

In the instrument with a shunted moving coil. Fig. 225(6), the shunt is 
designed for a relatively largo pressure drop (about 0*5 V. in a 5 A. instru- 
ment) and only a fraction of this pressure is utilized for operating the moving 
coil, a non-inductive resistance being connected in series with the latter. 
Both shunt and non-inductive series resistance are constructed of materials 
having zero temperature -resistivity coefficients. For extreme accuracy the 
shunt should be adjusted to have the same ratio of resistance to inductance 
as the moving-coil circuit. 

With the instrument in whicli the moving coil is connected in parallel with 
the fixed coils, Fig. 225(a), the conditions which must be fulfilled are : (1 ) the 
ratio (resistance /reactance ) must have the same value for each branch 
(2) the percentage change of resistance with temperature must be the same 
for the two branches. 




362 ALTERNATING CURRENTS 

To satisfy ih^ first condition we must have 

COlvj/JJl = COlj^JR2f ~ RilR^* 

where are the effective inductances of the fixed- and moving-coil 

circuits, respectively, and i 22 t the resistances of these circuits. 

Now 

Li = ± M, L^± M, 

where denote the true self -inductances of the fixed* and moving -coil 

circuits, and M denotes their mutual inductance. 

Hence for the ratio LJL^ to be constant when Lf zfi L^, M must be either 
zero or constant. Alternatively, if M is variable, Lf and must be equal. 

With all deflectional instruments, however, the mutual inductance varies 
with the relative positions of the moving and fixed coils. When the axes of 
these coils are perpendicular to each other the mutual inductance is zero ; 
for other positions, to the right or left of this position, the mutual inductance 
increases as the angular displacement between the coils increases, and may 
have either positive or negative values. 

In order that the ratio of currents in the fixed and moving coils shall be 
unaffected by temperature variations, the percentage change of resistance 
with temperature must be the same for both circuits. This result is best 
obtained by connecting in series with the coils (which are woimd with copper 
conductors), resistances having zero resistivity -temperature coefficients. 

Thus, both forms of electro-d 5 mamic ammeters must have relatively large 
losses (5 to 7 W. at full scale) if the readings are to bo unaffected by variations 
of frequency and temperature. 

Data of Electro-dynamic Instruments, A voltmeter has a range of 120 volts 
and a resistance of 1550 ohms at 20° C., of which 77 oluns is due to the 
resistances of the fixed and moving coils (which are wound with copper wire) 
and the remainder — 1473 olims — is a non-inductive resistance of Eureka. 

The inductances of the instrument (measured at 50 frequency) for a 
number of positions of the moving system are given in the following table, 
together with the corresponding scale markings and angular deflections. 


Scale reading (volts) 

0 

40 

60 

80 

100 

120 

Angular deflection (degrees ) 

0 

7 

13*8 

24 

37*1 

64 

Inductance (mH. ) 

70*1 

72*6 

74*8 

78-3 

82*8 

88*6 


The inductance of the fixed coil is 74*5 mH., and that of the moving coil 
is 2-2 mH. 

The mutual inductance of the fixed and moving coil circuits may be 
calculated from the above data. Thus, if the mutual inductance is denoted 
by M, the self -inductances of the fixed and moving coils by respectively, 

and the self -inductance of the instrument by Ly we have 
L= Lf+ L„±2M 
Wlience M = i[L - {L, + L„)] 

The calculated values of M for different positions of the moving system are 

Scale reading (volts) 0 40 60 80 100 120 

Mutual inductance (mH ) -3-3 -2*1 -0-95 -f 0*8 4-3 05 4-5-95 

These values, when plotted against angular deflection, give a straight 
line (i.e. dMjdQ is constant), and theoretically the instrument should have 
a “ square-law ** scale. The actual scale closely follows the square law. 

The following calculated data refer to the operation of the instrument when 
used on a 100-volt D.C, circuit and a 60-cycle, 100-voIt A.C. circuit. 

Power loss in instrument == 100*/1550 = 6-45 W. 

Reactance of instrument = 314 X 0*0828 = 26 Q. 
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Impedance of instrument at 20® C. = \/(l550* -f 26*),= 1550*22 0. 
Operating current at 20® C., 50 frequency = 0*064491 A. 

Operating current at 20® C., zero frequency = 0*0646 A. 

operating current at 100 V., 50 frequency n.nnnofl 

itiatio * ■ <• — u*«7yyoD 

operatmg current at 100 V., zero frequency 

Hence when the instrument is used on the alternating-current circuit the 
error is only -* 0*014 per cent. 

A 5 A. precision ammeter of the type illustrated in Fig. 221, with the 
internal connections arranged as m Fig. 226 (b), has a resistance between 
terminals of 0*188 O. at 20® C., of which 0*073 Q. is due to the fixed coils, 
and the remainder is the joint resistance of the parallel circuit formed by 
the moving coil and the manganin shunt. The moving coil itself has a 
resistance of 0*7 fl., and the manganin resistance connected in series with 
it has a resistance of 4*1 Q. The resistance of the shunt is 0*118 Q. 

The self -inductance of the fixed coils is 0*16 mH., and that of the moving 
coil is about 1 /iH. The mutual inductance of the fixed and moving coils 
is of the order of 1 juH. Data from which the form of scale may be 
determined are as follow — 

Scale reading (amp. ) 0 1 2 3 3*5 4 4*5 5 

Deflection (degrees) . 0 2*5 12*7 32*8 46*5 59 5 74 86 

The followmg calculated data refer to the operation of the instrument at 
full-scale reading (5A. ) on an alternating-current circmit of 50 frequency 
and sinusoidal wave -form — 

Powerless ....... 4*7 W. 

Reactance (assuming L 0*10 niH.) . . 0*05 0. 

Impedance ( ,» ) . . 0*1945 0. 

Pressure drop . . . . . . 0*94 V. 

Induction Ammeters and Voltmeters. In these instruments the 
deflecting torque is due to eddy currents induced in a pivoted disc, 
or drum, by a shifting or travelling magnetic field produced by an 
alternating-cur rent electromagnet. With both forms of instrument, 
spring control and electromagnetic (eddy-current) damping are 
employed, the magnetic field for damping purposes being sui)plied 
by a permanent magnet. 

Construction of Disc Instrument* The arrangement of the essential 
parts of a disc instrument is shown in Fig. 226. The aluminium 
disc, C, is fixed to the spindle which carries the pointer, and is 
pivoted in jewelled bearings. The operating electromagnets, 

B, are mounted adjacent to each other with their pole faces parallel 
to, and on either side of, the disc. The magnets have series windings 
for an ammeter and shunt windings for a voltmeter. Both windings 
are connected in series, but one winding is shunted viith a non- 
inductive resistance so as to produce a phase difiFerence of about 

* This instrument (due to Ockenden and made by Messrs. Everett-Edg. 
cumbe) is of modem design, with special compensatioa for frequency and 
temperature. 
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60° between the fluxes of the magnets. A travelhng field is, there- 
fore, produced in the air gaps, and this field cuts the disc. The 
resulting eddy currents react with the field and produce torque, 
thereby causing the disc to move against the restraining force of 
the control spring, the movement being damped by the permanent 
magnet D. The disc is shaped so as to make the torque almost 
proportional to the defiection over a large portion of the 300° scale 



Ftg. 226 . Arkangement of Electric Magnetic Circuits (a) 
AND Vector Diagram (b) of Diso-t\pe Induction Ammeter 
(Everett, Edgcumtte d Cu) 


This result is obtained by arranging that as the flux in the magnets 
increases (due to an increase in current), the surface of the disc 
between the pole faces decreases a])})roximately in proportion to 
the increase in the flux. 

The vector diagram is shown in Fig. 220 {b). 01 represents the 
current in the unshunted winding ; OQ>i, the corresponding flux , 
0 / 2 , the current in the shunted winding ; ^^e corresponding 

flux ; and 0/„ the current in the non-inductive shunt. 

Errors due to variation of frequency and temperature are com- 
pensated by the design of the shunted magnet, which is so arranged 
that — (1) an increase in frequency produces a corresponding decrease 
in the flux cutting the disc, without affecting appreciably the phase 
difference, thereby neutralizing the tendency for the E.M.F. induced 
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in the disc to increase due to the increased frequency ; (2) an increase 
in temperature causes the same percentage variation of resistance 
in both disc and shunt, this result being obtained by making the 
shunt of the same material as the disc. 

Construction of Drum Instrument. In the Lipman form of in- 
strument, Fig. 227, a thin cyhnder or drum, A, of aluminium, is 
pivoted in the air-gap between the poles of external and internal 
electromagnets, B and C, respectively. A permanent magnet, D, 
provides damping. 

The external electromagnet is wound with both primary and 
secondary windings, E, F, respectively. The primary winding, E, 
is designed for series connection in an ammeter and for shunt con- 
nection (together with a suitable 
series resistance) in a voltmeter. 

The secondary winding, F, is of 
low resistance and is connected 
directly to the magnetizing winding, 

Q, on the inner electromagnet. 

The flux produced by the external 
magnet, B, is proportional to, and is 
practically in phase with, the current 
in the primary winding. This flux 
takes the path (shown by the chain- 
dotted line) through the unwound 
j)oles of the inner magnet. 

The flux produced by the inner 
magnet is proportional to, and in 
phase with, the current in the mag- 
netizing winding G Since this cur- 
rent is obtained by transformer 
action, it will have a phase difference of nearly 90'' from the cur- 
rent in the primary winding. Hence a travelling field is produced in 
the air-gap between the poles of the internal and external magnets, 
and a torque is produced on the drum. 

Ranges of Ammeters and Voltmeters. Since the deflecting torque 
is due to an electromagnet, a definite number of ampere-turns are 
required, with a given instrument, to obtain a full-scale deflection. 
Hence, with ammeters, the number of turns and size of conductor 
in the exciting coils must be chosen with reference to the range 
required. The maximum range for a direct-connected instrument 
of the above types is about 25 A., above which low range (5 ampere) 
’ instruments must be employed in conjunction with current trans- 
formers. 



Fig. 227 . Akkangement of 
F iLECTRIC AND MAGNETIC 
Circuits of Drum type 
Induction Voltmeter 
alder Jiros it Thompson) 
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With voltmeters, the exciting coil is wound for a lower voltage 
than that corresponding to the maximum scale reading, and a 
non-inductive resistance is connected in series with the winding 
for the purpose of reducing errors due to variations of frequency 
and temperature. 

Data of Induction Instruments, (l) The following data refer to a 60'Cycle 
ammeter, range 0-5 A., of the type shown in Fig. 226. 

Scale reading (amp.) 0 1 2 3 4 6 

Deflection (degrees) 0 20 80 168 227 294 

At full-scale reading — 

Voltage at instrument terminals = 1*6 V. Power loss » 5*5 W. 

Impedance = 0*3 D. Volt-amperes = 7*5. 

(2) The following data refer to a 60-cycle voltmeter, range 0-120 V., of the 
type shown in Fig. 227. 

Scale reading (volts) 0 40 60 80 100 110 120 

Deflection (degrees) 0 32 78 138 219 256 280 

Resistance of primary winding (20° C.) = 79Q; total resistance of 

instrument = 1150 fl. 

At full-scale reading — 

Operating current = 100 in A. Powerless « 11*5W. 

Impedance — 1200 Q. Volt-amperes = 12. 

Theory of Disc Type Induction Ammeters and Voltmeters. The theory of 
these instruments may be developed fairly simply by assuming the fluxes to 
vary sinusoidally ; by neglecting the effects of magnetic saturation, hysteresis, 
and core loss in the operating electromagnet ; and by assuming that the paths 
of the current in the disc are unrestricted by its dimensions. 

Torque^ To obtain an expression for the torque, it is first necessary to 
determine the resultant force acting upon the disc. This force is the difference 
between the forces due to the interaction of (1) the flux in the shunted pole, 
and the induced current duo to the flux in the unshunted pole; and (2) the 
flux in the unshunted pole and the induced current due to the flux in the 
shunted pole. Obviously, only the currents in the portion of the disc under 
the pole faces need be considered. 

The E.M.F. induced in the disc by the flux of the unshunted pole is 
= - 10 ** d<^Jdt — ^ * sin(co^ - ^tt), 

and that due to the flux in the shunted pole is 

fg = - 10'® X d^^jdt -- co<l>2„j ^ 10'® sin(ca^ - y - Jt:). 

Each of these IhM.Fs. may be considered to act independently in producing 
currents in the disc. Assuming each current to circulate in a circular path 
concentric with the pole faee at which the inducing flux is produced, and 
neglecting the inductance of these paths, the current in an element of the 
disc (see Fig. 228) under the shunted pole is 
dtj -= (2nxp!d dx)y 

wliere dx is the width of the element, x its radius, d the thickness of the disc 
(assumed to be uniform), and p the specific resistance. Hence the current 
in the portion of disc under the shunted i)ole is given by 





where a is the distance between the centres of the poles and b is the breadth 


of each polo -face. 
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Similarly, the current in the portion of the disc under the mishunted pole is 
€96 . a 4 - 

Substituting for and in terms of and we have 
Qiri{cot - in), 

iz = sin(co^ - y ■“ Jtc), 

whore f is the frequency ( “ oj/2tu) and k — X 10 *. 

The instantaneous values of the forces due to tlie interaction of these 
currents and the fluxes are 

■^1 “ A *2 ^il^d 

for the portion of the disc under tlie unshimtod pole, and 
1\ - A h ^2lbd 

for tho portion of the disc under the shunted pole, d being the transverse 
width of each pole face. 

[sin (cof-y) sin(e)t-i7r) -sin ct>f sin 
h if Ip ) ^*i 7 n ^2m ~ y ) cos + sin cot cos {cot -y)] 

^ 2 if I p)^im y “ y) 

4- sin cot (cos cot cos y 4 sin cot sin y ) ] 

= *2(//p)®lm ®!mSi»y 
Therefore the torque acting upon the disc is 

®'" y (17®) 

where the constant k' involves and the ratlius of the resultant force with 
respect to the pivotal axis of tlie disc. 

Observe that the time angle cot doe.s not apjiear in this expression, and 
therefore the resultant force does not alternate or pulsate but has a constant 
value for given conditions. 

In an uncompensated instrument, <E>i and O .2 are independent of / and p. 



^ -v 

I I 


Fig. 228. Pertaining to Calculation of Currents in Disc of 
Ind u CTioN Instrument 


BO that the readings of such an instrument would be affected by variations 
of frequency and temperature. 

The effect upon the torque of the inductance of the current paths in the 
disc may bo allowed for in the following manner : Let L denote the inductance 
corresponding to the mean current path in each of the zones already con- 
sidered. Then the impedance of each current path is equal to 

ViH^ + co^L^) = i?y(l + (o^L^jR^) = RVil + coV), 
where t = LjR and i?, is the resistance of each current path ( = e^jii = e,/!*). 
Hence, if q) is the phase difference between the currents and the E.M.Fs., the 
torque is now given by 


^7 


/>(! + tnV) 


®«TO S'" y 


(178a) 
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The value of r, however, is usually such as io make the term small 

in comparison with unity for the range of commercial supply frequencies, and 
under these conditions the inductance of the current paths in the disc has 
little effect upon the torque. 

Form of Scale. Considering the case of constant frequency and temperature, 
the deflecting torque, as given by equation (178), may be written 

S'd = sin y 

Since the controlling torque is duo to a spring, we have S'g = 0, where 

B is the angle of deflection. Hence, for equilibrium, or 

sin y == kfi. 

Now when the effects of magnetic saturation, hysteresis, and eddy currents 
in the operating magnet are ignored, we may write 0 i,„ 02 ,„siny = kl^, 
where I is the current. Whence, from the preceding equation, 

Q -= kl^ 

or i = k^O. 

Thus the scale must be divided according to a parabolic law, and, in 
consequence, the divisions at the upper limit of the scale aro considerably 
more extended than those at the lower limit. In order to obtain a more 
uniform scale, the disc is cam-shaped, so that the surface of the portion 
acted upon by the operating magnet decreases as the deflection increases. 

Electrostatic Voltmeters. In these instruments the deflecting 
torque is due to the electric force (attraction or repulsion) between 
two charged conductors. The instruments, therefore, are free 
from errors duo to magnetic and heating effects, frequency, and 
wave-form. Moreover, by suitable design, electrostatic instruments 
may be employed for the direct measurement of high voltages 
with a high degriM' of accuracy and with an almost negligible 
expenditures of energy. Electrostatic instruments, particularly 
those for low-voltage c*irc*uits, are characterize ‘d by the smallness 
of the operating torque in comparison with that of electromagnetic 
instruments, and, in consequence, special features are necessary to 
avoid errors due to pivot friction ; for example, the moving system 
may be sujoported by a uriifilar or bifilar suspension instead of being 
pivoted, or, alternatively, knife-edge suj^ports may be employed 
instead of pivots. 

Construction. The majority of electrostatic voltmeters are vir- 
tually modified forms of the Kelvin electrometers (quadrant and 
attracted -disc, or absolute, types). The simplest form of Kelvin 
instrument (Fig. 229), which Js suitable for pressures from about 
800 to 10,000 volts, is a modified form of quadrant electrometer. 
It consists essentially of a single flat paddle-shaped aluminium 
“needle,” A, which is connected to one terminal and is supported 
on knife edges, so as to swing between two vertical quadrant plates, 
B, which are both connected to the otheT terminal of the instru- 
ment. A pointer, P, is attached to the upper extremity of the 
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needle, and the lower extremity is extended into a curved arm, C, 
to which the lever, D, carrying the control and balance weights is 
attached. Carefully adjusted weights (supplied with the instru- 
ment) may also be hung from the extremity of the arm so as to 
increase the controlling force and thereby extend the range of the 
instrument (which is designed for test-room work). 

The damping device is operated by the observer and consists 
of a stiff horizontal wire, H, which can be brought lightly against 





(a) (6) 

Fig. 229 Kelvin Electrostatic Voltmeter 
( a) Vitw of instrumpnt showing tmfoil screen, (b) Diagram showing essential parts 
(Kelvin, Bottondey d Baird) 

thi' back of the pointer and then'by damp the movements by 
mechanical friction. This wire is suspended so as to hang normally 
clear of the pointer and is operated from the outside of the case 
by an insulated lever. 

Low-voltage instruments, in which flat needles are employed, are 
of the multi-cellular type with a suspended moving system. 
Twelve or more needles, and a corresponding number of pairs of 
fixed quadrants, may be necessary, according to the range The 
suspension usually consists of a fine phosphor-bronze wire or strip 
which supplies the control Liquid damping is employed. 

a5~’(T.5245) 
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An alternative construction (due to Ayrton and Mather) employs 
a cylindrical “ needle ” and fixed cylindrical segments concentric 
with the needle. The needle is mounted vertically in pivots which 


enable a very small clearance to 



Fig. 230 . Extra High-voltagk 
Electrostatic Voltmeter 
(Kelvin^ Bottomley & Baird) 

Gravity control is employed, and 


be adopted between the moving 
and fixed parts. Spring control 
and pneumatic damping are 
employed. 

Extra-high voltage instrumenU 
(for measuring voltages above 
20,000 V.) are usually modifica- 
tions of the absolute, or attracted 
disc, electrometer. Special pre- 
cautions must be taken in the 
design to shield the working parts 
from the infiucnce of neighbour- 
ing conductors, to avoid the for- 
mation of brush discharges, and 
to secure adequate insulation. 

The essential parts of one form 
of instrument are shown dia- 
grammatically in Fig. 230. The 
fixed disc, .4, is of aluminium, 
the edges being turned-up and 
rounded. It is mounted hori- 
zontally upon an insulating pillar 
fixed to a substantial slate base 
The moving disc, B, is dished 
to a spherical shape and is sus- 
pended from a lever fixed to a 
horizontal spindle which carries 
the pointer, P, and an aluminium 
sector, Cy which moves between 
the poles of a permanent magnet, 
Dy and provides the damping, 
the whole of the working parts 


are enclosed in a metal case, which is provided with a small window 


for observing the scale. 


Theory of Electrostatic Voltmeters. Consider an instrument of the quadrant 
type having a single needle and a pair of double quadrants arranged sym- 
metrically with respect to the needle. The instrument is then equivalent to 
a condenser, the capacitance of which varies with the deflection of the needle. 
Let C be the capacitance when the deflection is 0 and the voltage between 
needle and qua^ants is E. Then the energy of the system is given by W 
— \CE^. Let the deflection be now increased by dd due to an increase of 
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voltage dEj cmd let dC be the change in capacitance. Then t^e increment in 
energy is 

dW = idG{E 4 - 8E)K 

Htnce if S'jj is the torque corresponding to the deflection 6 and the 
increment in torque, the work done in increasing the deflection of the 
system is 

= (5^ I 61 ^) 86 , 

Whence (S^ + 85^)60 = ida{E + dE)\ 

or + (5J^ = 4(iE? 4- SE)^ 60/ 66, 

and, in the limit, 

= \EHCId6 

Multipliers for Electrostatic Voltmeters, The range of a low- 
voltage instrument may be extended by means of a resistance 



Fio. 231 . Alternative Forms op Condenser-multiplier for 
Electrostatic Voltmeter 

multiplier (or potential divider), in which the voltmeter is connected 
across a definite fraction of a high non-inductive resistance (of 
from 10,000 to 100,000 fi.), which is connected across the supply 
circuit. 

For liigh -voltage circuits condenser -‘multipliers are employed. 
Two methods of connection are possible ; in one case, Fig. 231 (a), 
a condenser of suitable capacitance is connected in series with the 
voltmeU^r ; in the other case, Fig. 231(6), two or more condensers 
are connected in series across the supply circuit and the voltmeter 
is connected across one of them. 

With the first method, the additional capacitance required is 
extremely small and may only be a fraction of the capacitance of 
the voltmeter itself. In consequence, the multiplying factor will 
vary with the deflection of the voltmeter owing to the variation of 
the capacitance of the latter. 

The capacitance of the condenser-multiplier is easily determined. 
Thus, if the reading, v, of a voltmeter is to represent the voltage, F, 
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and the capacitance of the voltmeter at this reading is C^, the 
capacitance, C, of the condenser-multiplier is given by 


(oC^v = CO 
V 


{i 10 + lie,, 

0 


V 


V c + c, 

whence C = C^/(V /v-l) 

For example, if the “ 100 ” reading of a 120 V. voltmeter is to 
represent 10,000 volts, and the capacitance of the voltmeter at this 
reading is 70/^/^F., the capacitance required for the condenser- 
multipher is equal to [70/(100 - 1) =] 0*707 
With the alternative method shown in Fig. 231 (6), the eiBfect of 
the variation of the capacitance of the voltmeter may be made 
extremely small by arranging that the capacitance of the condenser 
across which the voltmeter is connected is large in comparison with 
that of the voltmeter itself. Under these conditions. 


C,==CJ(V/v-l), 

For example, if Cg = 7 ^F. (i.e. 100 times the capacitance of the 
voltmeter in the preceding case), and V fv = 100, 

= 7/(100-1) = 0*707 c/F 

With all condenser-rauitipiiers it is highly important that the 
condensers have low dielectric losses and high insulation resistance. 

Rectifier Voltmeters. Electromagnetic voltmeters, on account of 
their relatively large operating currents are entirely unsuitable for 
voltage measurements in high -impedance circuits on account of the 
disturbing effect of the instrument on the circuit. Although electro- 
static instruments are free from this objection, they cannot be 
employed for measuring low voltages. Moreover, the form of scale 
is such that accurate readings cannot be obtained when the voltage 
to be measured is less than about one-third of that corresponding 
to full scale. 

These difficulties are surmounted in the rectifier-type of volt- 
meter. This instrument consists of a sensitive direct-current milli- 
ammeter or micro-ammeter, of the permanent-magnet moving-coil 
type, combined with a full- wave metal rectifier, of the copper-oxide 
type, and suitable series resistances. The connections are shown in 
Fig. 232. 

The rectifier is a specially small size of the ordinary copper-oxide 
rectifier, and must be suitable for the maximum operating current 
of the milli-ammeter. This current should not exceed 10 mA., and 
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smaller values (e.g. J mA. or lower) are desirable. Tbe resistance 
of the milli-ammeter should be as low as is consistent with the 
permissible errors due to temperature variation. 

The R.M.S. value of the alternating voltage at the terminals of 
the rectifier to obtain full-scale deflection on a 1 mA., 100-ohm 
milli-ammeter is about 1 volt. Such 
an instrument is made commer- 
cially for a minimum voltage range 
of 10 V. If a lower voltage range 
is required, this instrument should 
be used in conjunction with a 
suitably designed potential trans- 
former, rather than with a lower 
value of series resistance, as in the 
latter case the “forward ” resistance 
of the rectifier will become an 
appreciable fraction of the whole resistance of the circuit between the 
instrument terminals, and errors will arise due to the non-linear 



Fig. 233. Chatiactp:rtstic Curves for Typicae Rectifier Instruments 

( \Ve8tin{/fK)Use Jirake and Signal Co.) 

eliaraoteristic of the rectifier, a typical example being shown in 
Fig. 233. 

Rectifier Ammeters. The rectifier prineiple may be applied to the 
measurement of small currents (e.g. below about 2 A.) by supplying 
the rectifier from a suitable current transformer. For such purposes 
a rectifier instrument possesses the great advantage that the power 
consumption is only about io\)yth of that required by an electro- 
magnetic A.C. ammeter of the same range. Owing to the small 
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output (about 1 mVA.) required from the secondary of the current 
transformer, this can be built with a mu-metal core of small size, 
thereby giving a very compact and portable combination. 

Errors of Rectifier Instruments. The principal sources of error 
are due to wave-form and temperature. 

Errors D 2 Le to Wave-form. Due to the fact that the D.O. milli- 
ammeter measures the mean value of the rectified current, the scale 
readings will only be absolutely correct when the wave-form of the 
voltage or current supplied to the rectifier is the same as that of 
the voltage employed for calibration. The errors resulting from the 
use of an instrument (which has been calibrated with a sine-wave 
voltage) on a circuit having distorted wave-forms containing second 
and third harmonics are shown in the accompanying table — 


Order of harmonic . 

2nd 

2nd 

3rd 

3rd 

3rd 

3rd 

Amplitude of harmonic (per cent 
of amplitude of fundamental) . 

10 

20 

10 

20 

30 

20 

Phase difference of harmonic with 
respect to fundamental . 


0^^ 

0° 

0" 

0" 

180° 

' 

Percentage error of instrument . 

-0-5 

-2-0 

-i- 2‘7 

-f 4*4 

+ 5-0 

-.9*2 


Temperature Errors, The temperature error due to self-heating 
is negligible owing to the very small amount of power dissipated in 
the rectifier and instrument. Errors, however, will occur if the 
ambient temperature has a value different from that at which the 
instrument was calibrated. The general effect of a rise in tem- 
perature is to lower the voltage drop across the A.C. terminals of 
the rectifier and to increase the leakage or “reverse” current. 
These two effects, however, are inter-related because the leakage 
(Hirrent is related to the voltage drop in the manner shown in Fig. 
233. Hence the total error due to ambient temperature is less than 
the separate errors due to the temperature coefficients of the “for- 
ward” resistance of the rectifier and the resistance of its leakage 
paths. 

In the case of an instrument calibrated at an ambient temperature 
of 20° C., the errors are well within those allowable for a sub- 
standard instrument. 


Wattmeters 

Electro-dynamic Single-phase Wattmeters. The mechanism of a 
commercial electro-dyimmic wattmeter closely resembles that of an 
electro-dynamic ammeter, but the moving coil of the wattmeter 
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has a high non-inductive resistance connected in series with it and 
is provided with separate terminals. The fixed coil is connected 
either directly in series with the circuit, or in the secondary circuit 
of a “ series ’’ or “ current ’’ transformer, the primary of which is 
connected in series with the main circuit. The moving coil, together 



Fig. 2 , 34 . Mkc'hanism of Elkctro-dynamic Wattmeters 
{Nalder Bros, and Thompson) 

(a) Assembled mechauism of single-phase wattmeter : {b) Moving system, showing 
damping vanes and control springs ; (c) Mechanism of polyphase wattmeter (p. 381) 
with one of lower current coils and cover of one of damping chambers removed, 
these being shown separately at (d) and (e) respectively 

With a noii-iiiductiv(‘ series resistance, is connected across the main 
circuit in order that the current in this coil shall be jiroportional 
to the voltagi' of the circuit. 

The mechanism of a t 3 rpical instrument is shown in Fig. 234. 

Ranges, The maximum current range of commercial electro- 
dynamic vxittmeters is from 100 to 200 A. For higher currents the 
fixed coils are usually wound for a maximum current of 5 A. and 
are supplied from the secondary winding of a current transformer 
of suitable ratio. 

The moving coil is usually wound to carry a current of from 
0*02 A. to 0*03 A., and therefore the resistance of the moving-coil 
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circuit must be of the order of from 30 to 50 ohms per volt of 
pressure range. 

For pressures up to 600 V. a series resistance is employed, but 
for higher pressures an instrument having a 110 V. pressure circuit 

IS employed in conjunction with a 
potential, or shunt, transformer. 

Theory of the Electro-dynamic Watt- 
meter. Let the current and pressure in 
the circuit to which tlie wattmeter is 
connected be given by i sm(co<~9?) 

and c =- sin cti^, lespectively. Then 
if the inductance of the movmg coil 
ciicuit IS Ignored and the resistance of 
this circuit IS denoted by Z?, the curient 
in the nioving-coil will be given by — 
(E^jR) sin cot. 

If this current is small in comparison 
with the current m the mam circuit, the 
current m the fixed coil will be equal 
to and m phase with, the latter. 
Hence, with an air path magnetic circuit and no eddy cm rents m the coils 
or their supports, the flux duo to the current in the fixed coil will be pro- 
portional to, and in phase with, the current m the circuit Moreover, m the 
case of a deflecttonal in^^trument, if the flux density is assumed to bo uniform 
throughout the space occupied by the moving coil, the torque at any instant 
will bo given by 



Fig. 235 Theoretical Scale- 
forms FOR Electro -DYNAMIC 
Wattmeter 


= sin(/5 -f 0) Z^ E^/R) Bin cot sin(co^ - cp) 

-- (A* 2 ilZji s\i\(p -f 0)IE I R) [cos cp - co8(2a)t -(p)] 


where is a constant, tho maximmn mutual inductance of the fixed and 
movmg coils, and (^4-0) the deflection of the moving ( oil from the position 
corresponding to the coincidence of the magnetic ax( s of the ( oils 
Therefore tlie mean torque during a period is 





'r 0) j 

R 


E cos (p 


Bm(p + 0) p 

Ji 


where P (— El cos cp) is the jiowci in the circuit 

^rm of Scale. Since spring contiol is employed, the controlling torque 
IS =- A;i0, where 0 the^ ch* fleet ion from the z( lo position Hence, foi 
equilibrium, we liave or, for a cliflictionaJ lUHtiument, 

i 0) 

Whence P — A;0/sin(/? -f- 0) . . . . (179) 

where k k^RJk^M^ 


Typical scales calculated from this equation are shown in Fig. 235. 
Correction for Power Expended in Wattmeter. If the current {i^) m the 
movmg-coil circuit is not small m comparison with the current in the circuit, 
and the wattmeter is connected m the manner shown in Fig. 236a, then if t 
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denotes the current in the ** load,” the current ii in the fixed c^il is i + i,. 
Hence the torque is now given by 

^dUmt) ^ (» + H) ij 8m(/3 + 0) 

= fcjA/n siii(^ + 0) sin (at ain{wt - (p) +^^^sin*{o<| 

and the moan torque by 

^ ■ dt = 8in(jS + 0) (/fi cos (p+^) 

Whence, equating deflecting and controlling torques, we have 
ainifi + 0) = *,0' 

and P=-P^-E^IR, .... (180) 

where Pi( — B'kyHjk^My^) is the reading (watts) of the instrument. 

Therefore, to obtain the power supplied to the load, the power expended 
in the pressure-coil circuit must be subtracted from the power (P^) indicated 



Fig. 236. Alternative Connections for Wattmeter 


by the wattmeter. If the wattmeter is connected as shown in Fig. 2366, the 
power expended in the current coils must be subtracted from the power 
indicated by the instrument. 

In practice, this correction need only be applied to cases where small 
powers are to be measured. For example, if a wattmeter, the pressure 
circuit of which has a resistance of 3333 ohms, is connected as in Fig. 236a. 
and indicates a power of 15 watts, the power actually supplied to the load, 
assuming the ])ressure to bo 100 volts, is 

P 15 - 1002/3333 - 12 watts. 

Correction for Inductance of Moving-coil Circuit. The error due to induct- 
ance in the moving-coil circuit is most easily calculated in instruments of the 
non-deflectional, or torsion -head, tjqie, as the moving coil always occupies a 
standard position relative to the fixed coil, and, therefore, the mutual induc- 
tance, if any, is constant. If L, Ii denote the inductance and resistance, 
rcispectively, of the moving-coil circuit, the current in this circuit, when the 
impressed E.M.F. is c — sin cot, is now 

? - - f E^^ I f- ^0*2 102 ) ] gin [iot ~ a ), 

when^ tana loLjR - or. Thus, the current in the moving eoil is not in 
j)hase with the impressed E.M.F. ; moreover, its value and phas«» difference 
are both affected by frequency. 

The deflecting torque at any instant t is 

^diinst) “ ^2 H' ^ 

— sin foi shi(a>t -w)- ^ coa<at sin((ut - <f) 

1 + a>2T2 ^ 1 -I- 

where A;' ~ l/\/(l 4- to^T^) ~ cos a, and curl's/ {I + (o^r^) = sin a. 
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Whence the mean deflecting torque during a period is 


k'lEcor 

-f 


^ , 1 c- . . * 

Tj <'»»*> = 1 + (o»T‘ ®“® + r 

- r j IE c08(p+(^ sin ,p - IE cos <p^ | 


Since the term is usually very small indeed in comparison with unity, 
we have, to a very close approximation, 

— k'(IE cos g) -h (or IE sin gt) 

— k'(P + (OT IE fcin gi) 

If k^6^ is the controlling torque, we have, for equilibrium, 
k'{P 4- COT IE sin gi) = k^O" 

Whence P — kQ" ^ oir IE sm g) . . . . . (181) 

where k = k^jk' = kjtjk^l-^ 

Thus the effect of inductance in the movmg-coil circuit is to cause the 
wattmeter to read high (on lagging power factor) by the amount cot IE sin g), 
and therefore this quantity must be subtracted from the wattmeter reading 
to obtain the true power. For leading power factors the wattmeter will 
read low, and the quantity cor IE sin gi must then be added to the wattim‘ter 
reading to obtain the true power. 

It should be noted that the correction factor is zero at unity power factor 
(on tlie assumption that co^r* is negligible in comparison with unity), and 
approaches its maximum value (cor IE) as the power factor approaches zero, 
so that when the wattmeter is used on circuits of very low power factor, the 
correction factor may require careful consideration. Tlie perc'cmtage erroi 

IE Bing) 

j_ iQQ — 2 - _ XOO COT tan 

IE cos g) ' 

which, for a power factor of 1 jier cent {g) — 89*4°), becomes equal to 
9550 COT, and, for a power factor of 0*175 per cent (g) 89*9®), becomes 

57300 COT. For example, if the inductance of the moving-coil circuit is 
6 milli-henries and the resistance is 3000 ohms, t ~ LjH — 2 X 10®, and, 
for 60 frequency, cot = 314 X 2 X 10 ® -= 6*28 X 10 Hence, if this 
instrument is used on circuits having a power factor of 1 jier cent, the error 
in the wattmeter reading is (9550 X 0*28 X 10 * ) (> jier cent, and, if 
used on circuits having a power factor of 0*175 per cent, the error is 
(57300 X 6*28 X 10‘* = ) 36 per cent 


Induction Wattmeters. The induction principle may be applied 
to indicating wattmeters, but such instruments are only suitable' 
for circuits in which the frequency and voltage arc' constant. 

The travelling magnetic field is produced by the joint action of 
two electromagnets, one being series wound and the other shunt 
wound (Fig. 237). The exciting current of the series magnet is 
proportional to the current in the circuit in which the instrument 
is connected, and that of the shunt magnet is ]iroportional to tht* 
voltage of this circuit. 

In the hypothetical case when the resistance of the shunt magnet 
is zero and both magnetic circuits are free from saturation and 
hysteresis, the fluxes will have a phase difference of (90 q?) degrees 

(q> being the phase difference between voltage and current of the 
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main circuit), and will be proportional to the current and voltage, 
respectively, of the main circuit. Hence, if these magnets act upon 
a spring-controlled pivoted disc or drum (assumed to have no in- 
ductance), the deflecting torque (p. 367) will be proportional to the 
product of the fluxes and the sine of their phase displacement, i.e to 

El sin (90 ^ q}) = El cos q), 



and the angular deflections will be proportional to El cos 90 , or to 
the power in the circuit. 

If, however, the shunt winding possesses appreciable resistance, 
the flux of this magnet will not lag 90° with respect to the applied 
voltage, and, in consequence, the 
phase difference between the fluxes 
will be smaller than (90 =F 99 ) degrees, 
as in the hypothetical case. Some 
means of increasing the natural lag 
of the flux of the shunt magnet is 
therefore necessary in a commercial 
instrument. 

Construction of Drum-type Induc- 
tion Wattmeter, The Lipman form 
of operating magnet for a drum-type 
induction instrument is readily 
adaptable to wattmeters. Thus the 
only changes required are in the 
windings. The winding, G, on the 
inner electromagnet, ( 7 , (Fig. 237) is 
arranged for direct series excitation, 
and the winding, E, on the external electromagnet, B, is arranged 
for shunt excitation (with suitable series resistance to “swamp” 
the effects of resistance changes due to temperature). 

The large air path in the magnetic circuit of the wound pole of 
the inner magnet, causes the flux produced by the series winding, 
Gy to be proportional to, and in phase with, the current in the 
circuit. 

On the other hand, the comparatively low-reluctance magnetic 
path of the flux of the outer magnet, together with the low resist- 
ance of the excitation winding, Ey cause the flux to have a phase 
difference of nearly 90° from the voltage at the terminals of this 
winding (which is proportional to the voltage of the circuit). 

To obtain the exact value of 90° for this phase difference, auxiliary 
coils, Fy are wound on the limbs of the outer magnet and are con- 
nected in a closed circuit with an adjusting resistance, 22 , in series. 


Fig. 237 . Arrangement of 
Electric and Magnetic 
Circuits of Drum-induction 
Wattmeter 
(NaUer Bros, and Thompsoti) 
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The transformer action between the windings E and F causes a 
modification of the resultant ampere-turns acting on the outer 
magnet, and the resistance, R, enables the phase of these ampere- 
turns to be adjusted, so that the flux lags exactly 90° from the sup- 
ply voltage. The vector diagram (Fig. 76) of the transformer is 
directly applicable. 


Theory of Induction Wattmeter. The theory of the uncompensated watt- 
meter is developed in a manner similar to that (p. 366) of the induction 
ammeter. Thus, if magnetic saturation and hysteresis are absent, the flux 
due to the series winding is directly proportional to, and in phase with, the 
current in the main circuit, i.e. sin(co< - qj), where <p is the phase 

difference between voltage and current in the main circuit. Similarly, the 
flux due to the shunt winding is 

<l>j= [fcj-Bm/ V( -^ 4 *+ sin( 0 )< - ( - fi)) 

= - (o‘W)] co8(co< + p) 

where i? 2 » denote the resistance and inductance, respectively, of the shunt 
winding and is the phase difference between the impressed K.M.P. 

and the flux in the shunt magnet ; ^ being equal to tan"^ R^jcoL^. 

The E.M.F. induced in the disc by the flux is 

Cl — - 10'®d<Di/d^ — - coB{(ot - (p), 

and that induced by the flux ^>2 is 

C 2 = - 10 8 d(l\ldl = - [k^oB^lx/(R^^ -I- a)2V)] gin(a>< -f- P) 
The currents in the disc are dediicod in the manner given on j)p. 366 to 367, 
from which follow the expressions for the instantaneous forces duo to the 
interaction of these currents and the flux(‘s. Tims 


— Aj %2 


■( 


— (oE^ 




p{l + VW 1- 




8m(o)/ + P)^ sin((y« - f)) 


■ k.iE„ 


Kp{l 4 I CO^V) 

Whence the torque acting upon the disc is 


COS((/)< -j- 


^)) 


-f- sin(a>^ + 0) Bm(o)t - fr)] 

T 

COB{(p I 0) 


p{l -f V(^2" f 


El cos{(p { fj) 


pL2(l 4- \/(^ + 

where Ta = L^fRz- 

Therefore, if the torque is to be proportional to the power in the main 
circuit, 0 must be zero. Under these conditions we have 

"" pL,(} + «>*T3») Vll + 1/«>*T2») ’’ • 

This equation shows that the indications of the induction wattmeter are 
less affected by variations of frequency than those of the induction ammeter. 


(182) 



COMMERCIAL MEASURING INSTRUMENTS 381 

Polyphase, or Double, Wattmeters. These instrui^ents are in- 
tended for measuring power in polyphase circuits by the two-watt- 
meter method (p. 195), and consist of two single-phase wattmeter 
mechanisms combined into one case and having a single pointer 
and scale. The instruments may be of either the electro-dynamic 
or the induction type. 

In the electrO‘dynamic instrument the two moving coils are fixed 
to a common spindle which carries the pointer, control springs, and 
damping vanes. The two systems are shielded from each other by 
means of a flat shield of laminated iron fixed between the upper 
and lower systems perpendicularly to the spindle (Fig. 234). 

The induction type of polyphase wattmeter consists usually of 
two single-phase instruments, the two discs being fix('d to a common 
spindle which carries the pointer and control sprmg. Each disc 
is provided with its operating and braking magnets, as in a single- 
phase instrument. 

Watt-hour or Energy Meters 

General Requirements. In all cases of electric supply for power 
and lighting the charge to the consumer must be based upon the 
energy (in kilowatt hours) supplied. The measurement of this 
energy is effected by an integrating wattmeter operating on the 
induction principle, which principle is particularly suitable for 
house service meters on account of the lightness and robustness of 
the rotating element and the absence of rotating or moving contacts. 
Moreover, on account of the smallness of the variations of voltage 
and frequency in commercial supply systems the accuracy of the 
induction mettu- is unaffected by such variations. The accuracy, 
however, is affected if the wave-form ot the supply is badly 
distorted. 

Theory. The induction energy meter may be derived from the 
induction wattmeter by substituting for the spring control and 
pointer an eddy current brake and a counting train, respectively. 
For the meter to read correctly, the speed of the disc must be 
]:)roportional to the power in the circuit in which the meter is 
connected, and to fulfil this condition : (1) The torque due to the 
current generated in the disc by its rotation in the magnetic field 
of the operating magnets must be negligible in comparison with the 
operating torque ; (2) the friction must be compensated at all 
speeds ; and (3) the braking torque must be directly proportional 
to the speed of the disc. 

Condition (1) is satisfied if the angular speed of the disc is very 
low in comparison with the angular speed of the travelling magnetic 
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field, and in commercial meters the speed of the disc is of the oraei 
of 30 revolutions per minute at full load. 

On account of the low speed of rotation of the moving system, 
the friction after starting remains constant, and may be com- 
pensated by a constant torque acting in the same direction as the 
main driving torque. This compensating torque is obtained by 
producing a slight dissymmetry of the shunt flux, by means of an 
unsymmetrically placed shielding plate or magnetic shunt. 

With the friction compensated, and with correctly adjusted 
operating magnets, the resultant torque acting upon the disc will 
be proportional to the power in the circuit, and if the speed of the 
disc is to bo proportional to this quantity, a braking torque varying 
directly as the speed, must be applied to the disc. The braking 
torque is produced by eddy-currents induced in the disc by its 
rotation in a magnetic field of constant intensity, the magnetic 
field being provided by one or two permanent magnets, so placed 
as to be unaffected by the alternating-current operating magnets. 

For a given disc and brake magnet, the braking torque varies 
with the distance of the polios from the centre of the disc, the 
maximum torque occurxing when the distance of the centre of the 
pole faces from the cemtre of the disc is equal to 83 per cent of the 
radius of the disc.* This feature is utilized when testing the meter 
to obtain a final adjustment of the speed to a definite value, 
corresponding to a given power. 

Construction. Numerous forms of construction for house-sc^rvice 
induction meters have been devised, the principal differences in 
construction being confined chiefly to the arrangement of the 
magnetic circuits of the operating magnets, the method of obtaining 
the correct phase difftuencc' between the fluxes of the series and 
shunt magnets, and the incdhod of compensating for friction. 

In all cases the rotating disc, of aluminium, is fixed to a vertical 
spindle, the lower end of which is supported by a jewelled footstep 
bearing and the upper end is supported by a guide bearing. To this 
end is fitted either a pinion or a worm, from which the counting 
train is driven. When a pinion is fitted to the spindle, the worm is 
fitted to an intermediate spindle, this arrangement possessing the 
advantage of reduced friction compared with a direct worm drive. 
The worm drive to the counting train is necessary, because the 
spindles of the latter are horizontal. 

Two forms of magnets, in which alternative methods of com- 
pensation are employed, are shown in Fig. 238. 

* Electrical Measuring Instruments^ Drysdalo and Jolle^'- ^art I, P. 106 
The theory of the oddy-curroni brake is given on p. 10? volurne. 
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The friction compensating torque, in one case, Fig. 238 (a), is 
produced by an uns 3 nnmetrical magnetic shunt, C, at the pole-face 
of the shunt magnet, A ; and, in the other case. Fig. 238 ( 6 ), by an 
unaymmetrically-placed loop of brass or copper, (?, which surrounds 
the pole-face of the shunt magnet at the air-gap, and is adjustable 



Fig. 238. Typical Arrangements of Operating Magnets, Disc, 
Brake Magnets, and Compensating Devices in Watt-hoitr 
Meters 

{Aron Electricity Meter, and Metropolitan-Vickers Electrical Co.) 

in a direction parallel to the pole-face. These devices are called 
‘ * light load ad j ustments . ’ ' 

The correct phase difference (viz. 90 - 9 ?°) between the shimt and 
series fluxes is obtained in one case, Fig. 238 (a), by a loop of brass 
or copper, D, symmetrically placed over the shunt pole and adjust- 
able in a direction perpendicular to the pole-face ; and, in the other 
case, Fig. 238 ( 6 ), by shunting the series windings, or, alternatively, 
by providing a secondary winding, of a few turns on the series 
magnet and closing this through a loop of resistance wire, R, having 
an adjustable slider. 

These devices are called “inductive load adjustments.” 
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Theory of Shielded-pole Shunt Magnet. Consider the simple case of the 
magnet shown in Fig. 239, in which the shielding coil B surrounds the pole 
face of the core which is magnetized by the shunt-excited coil. Then 
if O is the flux at the pole face, and the vector, OO, of this quantity is taken 
as the reference vector in the vector diagram, Fig. 240, the saturation ampere- 
turns for the magnetic circuit are represented by OA^ which is slightly in 
advance of the flux owing to hysteresis and eddy currents in the core. 

The E.M.Fs. induced in the exciting and shielding coils are represented 
by OICi and respectively, both lagging 90® with respect to the flux. 



Fig. 239 Fig. 240 

Circuit and Vector Diagrams for Shielded-pole Shunt-excited 
Electromagnet 


The current in the shielding coil is represimteil by 01 2 , which also represents 
the ampere-turns due to this coil. Hence the ampere- turns to be provided 
by the exciting coil are rt*presented by 0(7, which is equal to th(^ vt*ctor sum 
of the saturation ampere-turns, OA, and the aTn})ore- turns, O/?, balancing 
the ampere-turns diuj to the .sliielding coil. The exciting current is therefore 
represented by OI. 

The voltage to bo applied to tlw^ exciting coil is obtained by determining 
the internal E.M.Fs. in this coil. These E.M.Fs. comprise the K.M.F., OBi, 
induced by the alternations of the flux ; the E.M.F., Oa, due to the 
resistances of the coil ; and the E.M.F., Oh, due to leakage reactance. The 
resultant internal E.M.F. is tlierefore repremuitcd by 0-F, and tlie applied 
E.M.F. — wliich balances the resultant internal E.M.F. — is represented by 0 F. 

Now, in the induction energy meter, O V must lead the flux vector by 90"', 
and an inspection of the vector diagram will show that this result can be 
obtained by suitably adjusting the ampere -turns of the shielding coil, this 
adjustment being effected either by alteration of the resistance of the 
shielding coil, or by altering its axial position. 

Adjustment of Meter. The adjustments are effected when the 
meter is first tested, the method being as follows ; Assuming correct 
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voltage and frequency to be maintained, the meter i» run at its full 
load current alternatively on loads of unity power factor and a low 
lagging power factor, and the speed is adjusted to the correct value 
by varying the positions of the brake magnet and the shielding loop. 
For example, if the meter runs fast on inductive load and correctly 
on non-inductive load, the shielding loop must be moved towards 
the disc. Again, if the meter runs slow on non-inductive load, 
the brake magnet is moved towards the centre of the disc. 

The meter is next run on a light load (i.e. about of full load) 
and the friction compensating device is adjusted to give the correct 
speed. In making this adjustment, care must be exercised to see 
that friction is not over-compensated, otherwise the meter will run 
when only tlie shunt magnet is excited*. The adjustment should 
bt‘ such that : { 1 ) Th(' m(4er will start with a non-inductive load 
of 0*5 p('r cent of full-load ; and (2) with a non-inductive load of 
.\>th of full-load the speed is within 2 per cent of the correct speed 
at this load. 

Accuracy. In commercial meters manufactured to the specifica- 
tions of the British Standards Institution, the permissible error is 
± 2 per cent for all loads between th of full load and 25 per cent 
overload, and at any power factor between unity and 0*5, lagging 
and leading. 

Effects of Temperature Variations. Energy meters are inherently 
almost free from errors due to temperature variations, as changes 
in the resistance of the disc affect both the driving and braking 
torques in the same manner. Moreover, the error which would 
be caused by the diminution of the flux of the shunt magnet due 
to the increase in resistance of the shunt coil with increase of 
temperature is, to some extent, balanced by the decrease in the 
flux of the brake magnet. The resultant error at full -load, unity 
power factor, may be of the order + 0 05 per cent per 1® C. rise 
in temperature. 

Polsrphase Watt-hour Meters for Unbalanced Loads.f For the 

measurement of energy in polyphase circuits with unbalanced 
loads, a double-element watt-hour meter is usually employed. 
This meter consists essentially of two single-element meters with 
a common spindle and a single counting train. The series and 

* With some meters this is prevented by a small iron tongue, or vane, 
fitted to the disc in such a position that when the tongue is adjacent to the 
brake magnet the attractive force between tongue and magnet is just sufficient 
to prevent rotation of the disc with full shunt excitation and no current in 
the series coil. In other cases two holes are pierced in the disc. 

t For the measurement of energy in three-phase circuits with balanced 
loads, a single-phase meter may be employed. See Power Wiring Diagrams, 
Third Edition, pp. 116 , 118 . 

26— (T.3245) 
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shunt magnets of each element arc* connectc*d according to the 
two-wattmetor method of measuring power in polyphase circuits, 
and each set of magnets acts upon a separate disc to avoid mutual 
interference. Each element is provided with the same adjustments 
as in a single-phase meter, and, in addition, one element is provided 
with an adjustment (usually a magnetic shunt fitted to the shunt 
magnet) for obtaining equality between the torques of the elements 

when the meter is operating with 
a balanced three-phase load of unity 
power-factor. 

Marking of Terminals of Poly- 
phase Watt-hour Meters. The 

following scheme is employed for 
marking the terminals of meters 
and the phases of the supply 
system, in order that no ambiguity 
shall exist about the manner in 
which the meter is to be connected 
in service. Moreover, the scheme 
also removes any ambiguity con- 
cerning the connections of a meter 
when it is calibrated at the manu- 
facturer’s testing department. 

The standard direction of phase 
rotation shall be counter-clockwise. 
The phase, or line wire, of reference 
of the supply sysUnn shall be num- 
bered 1 and coloured white ; the 
phase which lags 120° shall be 
and the other phase (wliicli lags 





Blue 

Fig. 241. Connections for Poly- 
phase Watt-hour Meter when 
Used with Current and 
Potential Transformers 


numbered 2 and coloured blue, 

240°) shall be numbered 3 and coloured red. 

In connection with power and energy measurements by the 
two-wattmeter method, the current coils of the instruments 
shall be connected in the “ blue ” and “ red ” phases, and the 
common terminal of the potential circuits shall be connected to 
the “ white ” phase. The “ blue ” phase is then the “ leading ” 
phase and the “ red ” phase is the “ lagging ” phase.* 

The terminals of the element (of the meter) which is to be 


* This designation of the “ leading ” and lagging ” phases follows from 
a consideration of the phase differences between the line currents and the 

voltages impressed upon the potential circuits of the instruments. For 
example, for the standard conditions and unity power factor, these pheuse 
differences are 30®, leading, for the element connected in the “ blue ” phase, 
and 30®, lagging, for the element connected in the ** red ’* phase. 
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connected in the “ leading phase shall be numbered 2 and 
coloured blue ; those of the element which is to be connected 
to the “ lagging ” phase shall be numbered 3 and coloured red- 
When a meter has been calibrated with current and potential 
transformers, the terminals of these transformers are marked 
in a manner similar to those of the meter, to ensure that when 
the meter is put into service the connections between trans- 
formers and elements may be the same as when the meter 
was calibrated. A diagram of connections for a typical case is 
given in Fig. 239(6). 


POWER-FAOTOB MbTERS 

General. The term power-factor meter (or phase meter) refers 
to an instrument for indicating directly, by a single reading, the 
power factor of the (circuit to which it is connected. Instruments 
are available ff)r indicating the power factor of either single-phase 
or polyphase circuits, under balanced and unbalanced loads. 

Principles of Operation. Power-factor meters operate on the 
electromagnetic principle, and are of either the moving-coil (electro- 
dynamic) or the moving-iron types. In general, both types have 
two electromagnetic systems ; one system being supplied with 
current equal, or proportional, to the current in the circuit of which 
the power factor is to be measured, and the other being supplied 
with current proportional to the voltage of the circuit. The coils 
of one system are arranged to produce either a rotating magnetic 
field, or a number of alternating magnetic fields having a time- 
phase difference with respect to one another, the axes of the fields 
being displaced in space by angles equal to the time-phase angles. 
The coil, or coils, of the other system usually produce an alternating 
magnetic field, the axis of which is fixed in space. 

The direction of the resultant magnetic field in space depends 
upon the relative positions of the axes of the rotating and the 
(single) alternating fields at the instant when the latter (i.e. the 
alternating field) attains its maximum value. Hence, since these 
fields are excited by currents proportional to the current and 
pressure of the circuit, the position of the resultant field in space 
will depend upon, and vary with, the phase difference between 
these quantities, i.e. with the power factor of the circuit. 

The position of the resultant field is indicated by a pointer 
and scale, the pointer being fixed to a spindle, which, in the 
moving-iron instrument, carries a set of moving-iron vanes, and 
in the electro-dynamic instrument carries the coils which produce 
the rotating magnetic field. 
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With both types of instrument the moving system is perfectly 
balanced and is free from controlling forces. Hence, when an 
instrument is disconnected from a circuit the pointer remains in 
the position which it occupied at the instant of disconnection. 
With these general remarks we will consider the theory of the 
moving-coil and moving-iron instruments. 

Electro-dynamic Power-factor Meters. In instruments for single- 
phase and balanced three-phase circuits, the alternating magnetic 



Fig. 242. Principlis of Electro -dynamic Power-factor Meters 
(a) Single-phase instrument; (6) Threc-plia.se instrument. 


field is produced by a pair of coaxial coils supplied with current 
proportional to the current in the circuit. 

The rotating magni'tic field is produced by a pair of intersecting 
coils, which are fixed to a common spindle. The coils are supplied 
with equal currents, proportional to the voltage of the circuit, the 
phase difference between these currents being approximately 90° in 
the single-phase instrument and 120° in the three-phase instrument. 

The two moving coils should be exactly similar, and the angular 
displacement of their axes should be equal to the (time) phase 
difference between their currents. 

In a single-phase instrument the requisite equality in, and phase 
difference between, the currents is obtained by connecting a non- 
inductive resistance in one circuit and a reactance, of the same 
ohmic value, in the other circuit, as shown in Fig. 242 (a). 

In a three-phase instrument. Fig, 242 (6), the angular spacing, 
2j8, of the coils may be chosen according to the type of scale required. 
For example, with a spacing of 120° a normal cosine-law scale is 
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obtained, as with a single-phase instrument; but if the angular 
spacing is increased, certain parts of the scale are opened out (i.e. 
the range in power factor for a given angular deflection of the 
pointer is diminished). 

The cjurrent is led into and out of the moving coils by fine silver 
ligaments, which are so arranged as to exert no controlling force 
on the moving system. 

Theory of Electro-dynamic Power-factor Meter for Balanced Three-phase 
Circuits. Let 2/1 denote the angular spacing between the two moving coils 
and d the angle of displacement of the pointer (which is symmetrically placed 
with respect to the moving coils ) from the central plane perpendicular to the 
axis of the iixed coil (Fig. 2426) when the moving system is in equilibrium. 
Then, if the supply system is symmetrical, and the line voltages are given by 

V^sm((ot f- Jtt), ^2.3 -= F^sin(m^-iiT), W3.1 -- F,^sin(ft)^ - ? 7 t) 
the voltages impressed uiion tiu* moving-coil circuits will be given by 
i y-m sin(e)< - Jtt) ; Vm sin(a)« - iJtt). 

If R is the resistance of eacdi of the moving-coil circuits, and self and mutual 
induetanees are negligible, the currents in the coils will bo 

‘a "= Bmifol - Itz) : 8in{to< - ^7C). 

The current in the fixed coil is given by i = flin(twf - Jtt - 9 ?), where 
cos (p is the power factor of the three-phase circuit. 

Hence the instantaneous torques acting on the moving coils are 

= * » *A 

= k VfnIR) sin(/5 -{- 6) sin(ft>f - - 9 ?) sin((of - In) 

hdmt) = - 

~ - kl^^ {V^jR) sin{p - 6) ain(<ot -in-- (p) sin(ft)f - jjTr) 
and the mean torques are 

^ k 1 {V jR) siniP -f d) cos(j 7 C + (p) 

- k I {V JR) sin{P - 0) cos(j 7 r ~ 9 ?) 

Since t he condition for equilibrium of the moving system is that = 0, 

we have 

sin{P d- 0) cos(}7r + (p) sm{p - 0) cos(Jtc - 9 ?) 
i.e. tiinip d- 0) [^11 cos 9 ? ~ Jsin 97] — sin(j9 - 6) cos 97 d- i sin 97] 

or V'S cos 97 [sin(/I -f 0 ) - sin(j3 - d) 1 = sin 9 ? [sin(^ - 6 ) -f 8 in()S d- 0 ) ] 

\/3 cos 97 cos P sin 0 - sin 9 ? sin p cos 6 

Whence tan 0 -- (1 /\/3) tan tan 97 ..... (183) 

If the angular displacement of the coils is 120°, p - 60° and tan jS = y'S. 
Hence 

tan 0 — tan 97 
and 0 — 97 

Thus the angular deflection of the pointer from the plane of reference is 
('qual to the phase difference lietween tlie phase E.M.F. and current in the 
circuit to which the instrument is connected. 

Observe that the indications of the instrument are unaffected by variations 
of frequency : they are also unaffected by wave-form distortion. 

Comparison of Theoretical and Practical Scale Shapes. The form 

of sc'ale deduced theoretically in the preceding section refers to 
an ideal instruincuit in which : (1) The magnetic field produced by 
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the fixed coil is (a) in phase with the (nirreiit (i.e. there are no 
eddy currents in the conductors or coil supports), (b) uniform over 
the space traversed by the moving coils when the latter are deflected 
over the full scale ; (2) the moving coils are identical in dimensions 
and number of turns, and their self and mutual inductances are 
negligible in comparison with the resistances of the circuits ; 
(3) the friction is zero ; (4) the reactance employed in the single- 
phase instrument has no losses and produces no distortion of the 
wave-form of the current. 

The agreement between the form of scale of a commercial instru- 
ment with the theoretical form of scale will depend upon the 
closeness with which the actual instrument approaches the ideal 
For example, in a typical high-class instrument fsuch as that 
manufactured by the Weston El(‘ctrical Instrument Co.), the 
several layers of the moving coils are interlaced at the diametrical 
crossing points, so that each coil has the same mean diameter. 
The coils are extremely short and of light weight, and the moving 
system is pivoted in jewelled bearings. Moreover, in the polyphase 
instruments the values of the series resistances in the moving-coil 
circuits are such that the self and mutual inductances of these 
circuits are negligible. Again, the supports for the fixed coils are 
constructed of a material having a high specific resistance, and the 
amount of metal located in the magnetic field is reduced to a 
minimum, so that the eddy-current losses are very small. 

In consequence of these features, the seale is almost identical 
with that for an ideal instrument, as is shown by the following data — 

Deflection 0® .0 5 10 15 20 25 30 35 40 43 

Actual scale mark- 
ing (cos (p) . 1 0 0-985 0-942 0-88 0-808 0-735 0-665 0-599 0-537 0-5 

Theoretical scale 

marking* (cos 9 ?') 1-0 0-987 0-9505 0-895 0-8275 0-77 0-682 0-605 0-54 0-5 

Calibration. Since the indications of the polyphase electro - 
dynamic power-factor meter are unaffected by frequency variations, 
the instrument may be calibrated on a direct-current circuit. The 
normal current is passed through the fixed coil, and such voltages 
are applied to the moving-coil circuits that the torques corre- 
sponding to a given position of the moving system are the same 
as the mean torques under normal operating conditions. The mean 
torques under normal operating conditions are given by the 
equations on p. 389, thus 

= kI(VIR) sin(/? + 0) cos(j7r + (p) 

== - kl (V I R) - 6) cos{^7T - q)) 

♦ Calculated from tan q>' = y'S tan 0 /tan 43®. 
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and the torques with direct current passing through the coils are 

fcl'h' sin(^ + 6) = kriVJ/R) sin(^ + 0) 

~ krij sin(^ - 0) = kr(V^'IE) sin(/3- 0) 

where 1' is the eurn^nt in the fixed coil and //, I^\ the currents in 
the moving coils, and the voltag(\s applied to these circuits. 

The constant k has the same value for both direct- and alternating- 
current operation. 

Hence, with normal current in the fixed coil, we have 

(Vj,'IR) sin(/3 + ^) = (y/R) «in(/3 + 0) ooniln f q>) 
or F/ — V<‘<>s(j7r \- (p) . . . (184) 

and similarly lu' — Fcos(j7r-9>) . . . (186) 

where F is the normal (atternatinf;) operating voltage. 



Fig. 243. Connections for Calibrating Electro -dynamic 
Three-phase Power-factor Meter 


Thus, if the normal operating voltage is 100, th(' values of V 
and Kj,' to be applied to the moving-coil circuits to obtain the 
defli'ction ciorresponding to a given power factor (lagging) are 

cos fp , 1 0 0-95 0-9 0*8 0-7 0*6 0-5 0-4 0-3 0-2 0*1 

F/ . 8C-6 8M6 56 13 39*33 24-61 11-9 0 -1 M3-21-74-31-63 -41 

. 86-6 9M7 99-74 99*29 96-35 91-93 86*6 80-4 73*65 66*34 58*43 

To obtain the di'flections corresponding to leading power factors, 
the moving-coil circuits must be interchanged with respect to 
^B^* The connections are arranged as shown in Fig. 243 ; 
the moving-coil circuits are supplied — via a change-over switch and 
suitable rheostats — from a source having a voltage equal to twice 
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the normal operating voltage of the itistruinoiit, and the fixed coil 
is supplied with curn‘nt from a low-v^oltagc' ])attery.* 

Moving-iron Power-factor Meters. These instruments may be 
divided into two sub-classes, according to wh(^ther the operation 
depends upon a rotating magnetic field or a number of alternating 
fi(‘lds. Since, iii both forms of instruments, all coils are stationary, 
the moving system may be given eomijlete freedom of movement, 
and a scak^ (extending over the full 360° of arc may, thtu’efore, be 
employed as shown in Fig. 244. 

The essential features of a rotating field instrument for balanced 
polyphase loads are shown in Fig. 245. The electrical portion of 
the instruiiKMit consists of (1) a set of coils, A, capable of producing 
a uniformly rotating magnetic field vlien supplied with suitable 
polyphase currents ; and (2) a singk^ coil, B, which is fixed coaxially 
inside A and is excitc'd from one of the j)hases of the (polyphase) 
systiun. The outer coils. A, an^ sur- 
rounded by a laminated iron ring and 
are usually supplied, by means of 
current transformers, with currents pro- 
portional to the line currents in the 
[)olyphase systcmi. The inner coil, B, 
togethtT with a series resistance, is 
connected across two line wires of the 
system. 

The moving system consists of a 
]iair of light iron vanes, C, C, fixed 
to tlic ends of an iron core and pro- 
jecting ])er])endicular]y from the latter in 
opposite directions, as shown in Fig. 245. 
The core and spindle arecoaxial with the coils A , B and the vanes 
project over the ends of coil B. The iron core is fixed to a 
spindle which is pivoted in jewelled bearings and carri(\s the pointer 
P and the light mica damping vanes D 

The moving system is perfectly balanced and is free from con- 
trolling forces. Hence, when the coils A, B^ are excited, the iron 
vanes C, (7, set themselvi's along th(' direction of the resultant 
M.M.F. due to these coils. 

The theory of the instrumemt may be developed in a similar 
manner to that of the electro-dynamic instrument by considering 

* If calibration at power factors below 0*5 is not required the right-hand 
rheostat, Rh, Fig. 243 (which is necessary for obtaining Ihe reversal of 
the voltage F^'), may be dispensed with, in which case the voltage of the 
direct-current supply should be equal to the normal operating voltage of the 
instrument. 



Fig. 244. Moving-iron 
Form of Powkr-factor 
Meter with Scale 
Extending Over 360° 
(Nalder Bros ami Thompson) 
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the moving core and vanes to be magnetized, by the inner coil J5, 
with current which is proportional to, and in phase with, the line 
voltage of the system. Th(m, if the effects of hysteresis and eddy 
currents are ignored, the core, vanes, and inner (‘oil are equivalent 
electroinagn(‘tieally to a n'ctangular moving coil pivoted within 





Diagrotm of Connections 

Ftg. 245 . Moving-iuon Fokm of Power-factor Meter in which 
A Rotating Magnetic Field is Employed 


the outer coils, A , the centre line of the moving coil being coincident 
with the axis of the iron vanes. 

Expressions for the torque acting upon such a coil are readily 
obtained, and it is easy to show that the angular deflection of the 
coil from a given position is equal to the phase difference between 
the voltage and current in the polyphase system. 

In the actual instrument, however, the effects of hysteresis and 
eddy currents in the moving core and iron vanes, and the inductance 
of the inner magnetizing coil, i?, cause the indications to be affected 
by variations of frequency and wave-form. Hence the instruments 
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must be calibrated at the particular frequency at which they will 
be used. 

The essential features of alternating-field instruments (due to 
Lipman, and manufactured by Messrs. Nalder Bros, and Thompson) 
for three-phase balanced and unbalanced loads are shown in Figs. 
246, 247.* 

In the instrument for bala'ticed loads (Fig. 246) the moving 
system comprises three pairs of iron vanes and cores, Cj, 
which are fixed to a common spindle pivoted in jewelled bearings, 
the spindle also carrying the pointer, P, and mica damping vanes, D, 
The vanes are sector-shaped — ^the arc subtending an angle of 120° — 
and the vanes forming each pair (which arc' magnetically connected 
together by the core) are fixed 180° apart (as in the rotating-field 
instrument, Fig. 246). The cores are separated on the spindle by 
distance pieces, S, of non-magnctic material, and the axes of 
symmetry of the three pairs of vanes are displaced 120° A^itli 
respect to one another. 

The cores and vanes are magnetized by the fixed coaxial 
pressure coils P3, which are mounted coaxially with the 

spindle and are excited with currents proportional to the phase 
voltages of the three-phase system. 

The current coil, A, is wound in two equal sections, which are 
mounted parallel to each other on opposite sides of the spindle, 
with their magnetic axes lying in a plane passing through the 
pivotal axis of the moving system. The tw^o sections are connected 
in series or parallel, according to the current range of the instrument, 
and are supplied with current proportional to the current in one 
of the line wires of the three-phase system. 

In the position of equilibrium of the moving systtun the resultant 
mean torque is zero, i.e. the mean torque acting on one pair of 
vanes is balanced by the mean torques due to the other pair of 
vanes. Under these conditions, and if the effects of hysteresis, 
eddy-currents, and inductance of the pressure-coil circuits are 
ignored, it can be shown that, for the i)air of vanes which are 
magnetized from the same phase as the fixed coil, the angle of 
displacement of the axis of symmetry of these vanes is equal to 
the phase difference between the phase voltage and current of the 
three-phase system. 

The instrument for unbalanced loads operates on the same 
principle as, but the construction differs in a number of features 
from, the instrument for balanced loads, since the moving system 

* See also “ Power-Faotor Meters,” by F. E. J. Ockenden, Electrical 
Review, vol. 93, p. 164. 
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must be acted upon by the currents in all line wires. The essential 
features are shown in Fig. 247. 



{h) ( 6 ) 

Fia. 246 Fig. 247 

(a) Pbinciple of Moving-iron, Alternating Field, Three-phase 

POWBB-FAOTOR MbTBRS FOR BALANCED AND UNBALANCED LOADS 

(6) Diagrams of External Connections 

The moving system consists of two sets of vanes, Cg, each set 
comprising three 120® sectors fixed with their axes of symmetry 
120® apart and magnetically connected together by iron cores ; 


396 


ALTERNATim CURRENTS 


the two sets of cores being separated on the spindle by a distance 
piece of non-magnetic material, 8. The cores and vanes are 
magnetized by the two coaxial pressure coils which, together 

with suitable non-inductive series resistances, are connected across 
the line wires of the three-phase system. 

Six current coils, A^-A^ are employed, three coils being provided 
for each set of vanes. Each group of (three) coils is star-connected, 
and the two groups arc connected in parallel and supplied, by 
means of current transformers, with currents proportional to the 
currents in the line wires of the three-phase system. Alternatively, 
for low- voltage circuits and currents not exceeding 30 A., the star 
connections may be omitted, in which case the corresponding coils 
of each group are connected in parallel with each other and inserted 
directly in the line wires of the three-phase system. 

The current coils are of the flat type ; they are mounted parallel 
to one another and adjacent to the vanes, the magnetic axes of 
the coils being perpendicular to the spindle and coplanar with the 
vanes. 

The mean resultant torque acting on one set of vanes is due to 
the combined effects of the currents in all line wires and the voltage 
across one pair of line wires, while the mean resultant torque acting 
on the other set of vanes is due to the combined effect of the currents 
in all line wires and the voltage across the other pair of line wires. 
These torques balance each other in the position of equilibrium 
of the moving system, and this position, therefore, corresponds 
to the average phase difference between the phase voltages and 
currents for the three-phase systenn. 

In the single-'phase instrument the moving system consists of two 
sets of vanes arranged as shown in Fig. 249. The two magnetizing 
coils are supplied, from the single-phase system, with currents 
having a phase difference of 90®, a reactance being connected in 
series with one coil and a non-inductive resistance in the other coil. 
The current coil is similar to that of the three-phase balanced-load 
instrument (Fig. 246). 


SVNCHBOSCOPES 

A synchroscope, or synchronism indicator, is a spc'cial form of 
phase meter for indicating the phase coincidence of the E.M.Fs. of 
two alternators, or two alternating-current supply systems, which 
are to be operated in parallel. 

Requirements. When an alternator is to be operated in parallel 
with other alternators already in service, the switch connecting the 
incoming machine to the bus-bars must be closed at the instant 
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when the E.M.F. of this machine is equal to, and is in phase-opposi- 
tion with, the E.M.F. at the bus-bars, and the frequency of the 
two E.M.Fs. has the same value. With a polyphase machine the 
direction of phase rotation must agree with that of the bus-bars. 

The equality in the magnitudes of the E.M.Fs. is indicated either 
by two voltmeters or a dilferential voltmeU^r (called a ‘‘ parallel- 
ing ” voltmeter). The latter consists of two moving systems fitted 
to a common spindle and acted upon differentially by operating 
coils excited from the bus-bars and the incoming machine 
respectively. 

The coincidence of phase* may be indicatc'd in a number of ways, 
such as by incandescent lam])s suitably connect(»d ; by a com- 
bination of vibrating reeds ; and by a special form of phase meter. 
1\vo im})ortant requirements — especially in large* g(*nerating stations 
when* the consequences resulting from incorrect closing of the 
switch arc very serious — are that the coincidence of phase shall be 
indicated accurately, and that accurate indications shall be given 
of small phase diffiTcnces in the E.M.Fs. of the incoming machine 
and bus-bars These requirements are satisfied only with, the 
})hasc-meter type of indu'ator, in which precautions have been 
taken to secure s('nsitiveness and low inertia of the moving system. 
Moreover, this type of indicator also indicates v hether the frequency 
of the incoming machine is lower than, equal to, or higher than, 
the frequency at the bus-bars. 

With polyphase alternators and systems, the phase coincidence 
is indicated by a singk‘-]jhase instrument connected across corre- 
sponding line wires of the bu.s-bars and incoming machim*. The 
direction of phas(* rotation of the incoming machine must agree 
with that of the bus-bars, and this must be tested before any 
attempt is made to parallel the machim*. Methods of testing the 
phase rotation are givc*n in Chapter XVIII. 

Principles of Operation. The electromagnetic principle of opera- 
tion is employed in the phase-meter type of synchroscope. Both 
the moving-iron and the electro-dynamic forms of construction are 
employed in practice, but the moving-iron form of instrument is 
in more general use, as the moving system can be given complete 
freedom of movement, and the pointer can travel over the full 360° 
of arc, as shown in Fig. 248. To obtain accurate indications from 
a moving-iron instrument, however, the effects of hysteresis and 

* Although the E.M.Fs. are actually in phase -opposition relative to each 
other, it is convenient to consider that they are in phase but that one is re- 
versed relatively to the other. The term “ phase coincidence,” as employed 
in connection with synchroscopes, is to be interpreted in this manner. 
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eddy currents in the moving-iron elements must be reduced to a 
minimum, and the inertia and friction of the moving system must 
be as small as practicable. 

The moving-iron instrument may operate 
with either a rotating magmdic field or 
an alternating magnetic field. When a 
rotating field is employed, the moving- 
iron vanes arc liable to bo acted ui)on 
by the rotating field, as in an induction 
instrument, and precautions must bt* 
taken to reduce to a negligible amount 
the torque due to this effect. Instruments 
which operate with an alt('rnating field 248 . Kxternal 

are free from this defect. Synchroscope 

Construction. A diagram showing the {Nalder Bros. & Thompson) 
connections and essemtial ])arts of the 

moving-iron synchroscope is given 
in Fig. 249.* This instrument is 
of the Lipman alternating-field 
type. The moving system is 
identical with that of a single- 
phase power factor meter, and the 

magnetizing coils and the 

method of obtaining the required 
])has(‘ difference in their exciting 
currents are also identic al in the 
two cases. The magnetizing coils 
are excited from the incoming 
machine. 

The field coil, A, however, is 
wound with fine wire and, together 
with a non-inductive series resist- 
ance, is connected to the bus-bars. 

Theory of Action of Moving-iron 
Instrument. When the frequency of the 
no MM machine is equal to that at the 

^2 > ^2 bus-bars, the action of the moving-iron 

Fig. 249. Principle op Moving- synchroscope is identical with that of 
IRON Alternating -FIELD the corresponding form of power-f actor 

Synchroscope meter, the angular displacement of 

the pointer from the central position 
being proportional to the phase difference between the two E.M.Fs. When, 
however, the E.M.Fs. have different frequencies, the moving system rotates 
in one direction or the other, according to whether the freque-ncy of ills, 

♦ For other examples, including lamp synchroscopes, see Power Wiring 
Diagrams t Third Edition, pp. 124-128 
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incoming machine is higher or lower than that at the bus-bars. The speed 
of rotation, in revolutions per second, is equal to the difference between the 
two frequencies. 

Hence if E 2 denote the E.M.Fs. applied to the fixed and moving-coil 
circuits, / the frequency at the bus-bars, / ± frequency of the incoming 

machine, the instantaneous torques are 

cos(0 - 90°) Bin[27r{/ + f)t ± a] sin 2n/t 
— cos(0 - 90®) [cos(i 2tz f't ± a) -coa{2Tz{2f+f)t±a)] 

^^B(inst) CO® ^ sin[27r(/ ± f)t - Jtt ± a] sin 2nft 

= - kiEiE^coad[co8(^2Tzf't + a- ^n)-c o3{2n {2 ±a-^7r) ] 
where a is the phase difference between the two E.M.Fs. 

If /' — 0, i.e. the frequency of the incoming machine is equal to that at 
the bus- bars, the above expressions reduce to 

^Aiinst) ■“ kJS^E^ sin 0 [cos ± a - cos(47t/« i a) 1 
and ~ “ ^ Ji a - 8in(47r/f d- a) ] 

Hence the mean torques are 

~ k^E^E^ sin 0 cos d_ a 
and S'g - ^ 1^1 ^2 ^ rl: a 

The condition for equilibrium is that ~ 0, 

i.e. sin 6 cos d: a — cos 0 sin i a . . . . . (186) 

or 0 =- d~ a 

Thus the pointer is stationary, and its deflection from tlie “ zero ” position 
(which is vertically upwards) represents the phase difference between the 
E.M.Fs. 

If the frequency of the incoming machine differs slightly from that at the 
bus-bars, the torques tending to deflect the moving system will be given by 
k^E^Ei sin 0 cos(i 2Tz}'t i a) 
and - k^EJCj, cos 0 sin( i- 2nf't 4: a) 

since tlio component torques having a frequency of 2/ -f /' will have no 
effect u])on the moving system. 

Hence, for equilibrium -f STg ~ 0, or 

sin 0 cos(-}- 2nf't ^ a) = cos 0 sin(4: 27i/'t 4- a) . . (187) 

i.e. 0 -- ± 2Tzft 4_ a 

Thus the moving system rotates with an angular velocity equal to that 
corresponding to the difference in the t'wo frequencies (i.e. one revolution 
corresponds to a difference of one cycle in these frequencies), and the direction 
of rotation depends upon whether the frequency of the incoming machine 
is higher {/' positive) or lower {f' negative) than the frequency at the bus-bars. 


Frequency Meters 

Principles of Operation. A number of principles may be employed, 
such as (1) mt'chanical resonance, (2) electrical resonance, (3) varia- 
tion of electrical characteristics with frequency of two parallel 
circuits containing resistance and inductance. Instruments operat- 
ing on electrical principles form interesting examples of the 
application of the elementary principles discussed in the earlier 
chapters. 

Mechanical Resonance or Vihrating-reed Frequency Meters. In 

these instruments a number of steel reeds, which are so tuned that 
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the natural frequencdes of successive reeds differ slightly from one 
another, (are acted upon by an electromagnet excited from the 
supply system. Only those reeds having a natural frequency 
approximately equal to that of the exciting current will show 
visible vibration, and, if this frequency coincides with the natural 
frequency of any ])articular nn^d, that rec^d will have a large ampli- 
tude' of vibration. If the frcquenc'y of the exciting current lies 
betwc'cn the natural frequencies of two adjacemt reeds, these reeds 
will vibrate with approximately equal amplitudes, which, however, 
will be less than the maximum. Thus the accuracy with which the 
frequency can be measured depends upon the interval between the 
natural fri'quencies to which the successive reeds are tuned. This 
disadvantage has led to the disuse of this form of frequency meter, 
the deflectional type being nov^^ always employed. 

Electrical Resonance frequency Meters. The operation of these 
instruments depcuids upon the principle that both the power and 
facjtor of, and the current in, a series resonant circuit supplied at 
constant voltage change wdth the frequency. At resonance fre- 
quency the ])ower factor is unity and the current is a maximum ; 
when the frcquenc'y is decreased or increased, the power factor 
becomes lagging or leading, respectivc'ly, and the current diminishes 
rapidly (see Fig. 46, p. 87). 

Construction. The instruments are similar in construction to 
the moving-coil and moving-iron forms of single-phase power-factor 
meters. The operation of the moving-coil form of instrument may 
be made to depend ui:)on (‘ither the variation of power factor, with 
frequency, of a single resonant circuit, or the variation of current, 
with frequency, in two resonant circuits which have different 
resonance frequenchis and are connected in parallel. With moving- 
iron instruments the operation depends upon the variation of 
power factor, with frequency, of a single resonant circuit. 

Moving-iron, Resonant Ckcuit, Frequency Meter. The circuits of 
an instrument of the Lipman type are shown in Fig. 250. The 
moving system is practically identical with that of the synchroscope 
(Fig. 249), and the two magnetizing and field coils are also 
identical in the two cases. 

The resonant circuit consists of the field coil, A, and a condenser 
of suitable capacity connected in series, the field coil itself providing 
the required inductance. This circuit is adjusted so that its reso- 
nance frequency corresponds to the mid-point of the frequency 
range of the instrument. 

The deflection of the moving system from the central, or mid- 
scale, position is proportional to the phase difference between the 
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voltage impressed upon, and the current in, the resonant circuit, 
and the action of the instrument is similar to that of a single-phase 
power-factor meter. 

An inductance, L 2 , is connc'cted in series with the instrument for 
the purpose of rendering its indications practically independent of 
the wave-form of the supply circuit. 

Frequency Meters with Parallel Circuits Having Dissimilar Elec- 
trical Characteristics. Frequency meters depending for their opera- 
tion upon the variation of current, with change of frequency, in 



Fig. 250. Principle of Moving -iron, 
Alternating-fieed, Kesonant- 
CrRClTTT FREQirp]NOY MeTER 


50 



Fig. 251. Principle op 
Moving -IRON Parallel- 
circuit Frequency 
Meter 

{tU'erett-Edgeumfte d' Co.) 


parallel-connected circuits containing resistance and inductance, 
or resistance, inductance and capacitance, are constructed in both 
the induction and moving-iron forms. 

In induction instruments two travelling magnetic fields act upon 
a pivoted aluminium disc or drum which is free from controlling 
forces. The torques due to these fields oppose each other, and 
follow different laws with respect to the frequency. Stability be- 
tween the torques for a definite frequency is obtained by shaping 
the disc or drum, so that one field acts upon a diminishing surface, 
and the other field acts upon an increasing surface. 

The principle of a moving-iron instrument (due to Coleman) is 
shown in Fig. 251. Two assemblies of soft-iron discs, 

27- (T.S245) 
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are mounted eccentrically on the spindle of the instrument, and 
are spaced sufficiently far apart to avoid mutual interference. The 
magnetizing coils, A^y A^, are connected in the branches of a parallel 
circuit, the constants of which are chosen according to the frequency 
range desired. 

Thus for a wide range of frequency, e.g. 40 to 60 cycles per sec., 
one circuit is principally resistive and the other is inductively 
reactive. For example, a resistance is connected in series with the 
magnetizing coil A^, and an inductive reactance is connected in 


S 


(a) 

Fig. 252 . Abrangement op Electric and Magnetic Circuits 
(a) OF Induction Frequency Meter (Drum-type) 

The development of the eylindrieul surface of the drum is shown at (/>), and un end 
view of the drum is shown at (e) 

{N alder Bros. & Thompson) 

series with the magnetizing coil A^. The current in the former 
circuit is therefore independent of the frequency, while the current 
in the latter circuit is inversely proportional to the frequency. In 
order to reduce errors due to distorted wave-form, a choking coil is 
connected in series with the parallel circuits. 

For a medium range of frequency, e.g. 45 to 55 cycles per sec., 
one circuit contains a condenser and a choking coil, which are 
adjusted to give a current which increases with the frequency over 
the range of the instrument. The other circuit is inductively 
reactive, as in the previous* case. 

For a narrow range of frequency, e.g. 48 to 52 cycles per sec., 
both circuits contain condensers and choking coils, as shown in 
Fig. 251. One circuit, is adjusted to give a current which 

rises rapidly with the frequency (over the range of the instrument), 
and the other circuit, X 2 G 2 , is adjusted to give a current which 
falls rapidly with the frequency. 
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Construction of Drum-type Induction Frequency Meter. The 

arrangement of a Lipman type of instrument is shown in Kg. 262. 
The operating magnets resemble those of other Lipman induction 
instruments, but in the present case the poles of the outer magnet 
are cut away so as to reduce the pole arc. 

The outer magnet is wound with primary and secondary windings, 
E, F, respectively, as for a voltmeter, except that the secondary 
winding is designed for a higher voltage. A reactance coil, X, is 
connected in series with the primary winding to reduce errors due 
to harmonics if present in the wave-form of the supply voltage. 

The inner magnet has two independent exciting windings, 0 and 
H, Both are supplied from the secondary winding F, but a react- 
ance, L, is connected m the circuit of G, and a resistance, i?, is con- 
nected in the circuit of H, Another resistance, B, common to both 
circuits, is provided for adjusting purposes during the calibration 
of the instrument. 

The exciting windings on the inner magnet produce, in combina- 
tion with the winding on the external magnet, travelling fields in 
the air-gap, which move in opposite directions relative to the drum. 
These fields are of equal strength at the frequency corresponding 
to the central scale position of the pointer. 

A change of frequency alters the relative values of these fluxes 
(e.g. an increase in frequency will cause the current in coil 0 to 
decrease and that in coil H to increase), and the drum will, there- 
fore. take up a new position of equilibrium. 



CHAPTER XVII 

INSTRUMENT TRANSFORMERS 

Use of Instrument Transformers in Practice. The range of alter- 
nating current switchboard instruments is usually extended by 
means of transformers — ^in preference to scries resistances and 
shunts — as, in addition to extending the range, the transformers 
also insulate the instruments from the main circuit, and therefore 
enable low-voltage instruments (supplied through transformers) to 
be used with safety on high-voltage circuits. In such cases the 
current circuits of the instruments are designed for a maximum 
current of 5 A., and the pressure circuits are designed for a maxi- 
mum pressure of about 100 V. Again, with transformers, the range 
of an instrument may be extended almost indefinitely with only a 
small increase in the power ctinsumption, as the losses in the 
transformer are extremely small. 

The use of transformers with instruments, however, introduces 
slight errors into the instrument readings, and these errors must 
be taken into consideration when accurate results are required. 
Usually the errors are only important in connection with w^att meter 
readings at low power factors, and the method of applying tlie 
corrections is discussed later 

(Construction. Current Transf or triers. The primary winding of a 
current, or series, transformer is connected in series with tlie main 
circuit, and the secondary winding is connected to the current coil 
of the measuring instrument, the function of the transformer being 
to supply the instrument with current proportional to that in the 
main circuit and in phase opposition thereto.* The current range 
of the instrument connected to the secondary winding is usually 
5 A. 

The number of turns in the primar^^ winding vary with the type 
of magnetic circuit and the* magnitude* of the current in the main 
circuit, and when this current is la.rge tlie primary winding consists 
of a single conductor. 

The insulation of the primary winding is of extreme importance 
in transformers for high-voltage circuits. Aftcjr being wound and 
insulated, the windings are impregnated, in vacuo, with insulating 

* The phase relationship of the currents is important only in connection 
with power measurements. 
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compound, and the entire transformer may be either immersed in 
oil or fitted into a case and filled with insulating compound applied 
in vacuo. 

The magnetic circuit is constructed of high quality laminations 
and may take the form of a ring, a rectangle, or a double rectangle, 
as shown in Fig. 253. For the highest accuracy the laminations 
must bo of good quality alloyed iron, and the magnetic circuit must 
be without joints, thereby necessitating hand-wound coils. In 
commercial transformers, considerations of cost require the use of 



Fig. 253 . Forms of Cork Covstruotion for Curre.vt 
Transformers 


maehiiK* wound e(>il>, and therefon^ a jointless magnetic circuit 
cannot be emidoyed. But the laminations at the joints must be 
interleaved so as to reduce the nductance. 

Polvutial Ih'cmsformers. In thesi* transformers the primary winding 
is conneeU'd across the sujiply system and the secondary winding 
IS connecU*d to the ])r(\ssure circuit of the measuring instrument, 
the function of the transformer being to supply the latter with a 
potential difTiavnee proportional to the voltage of the supply 
system and in phase o])])osition thereto.* 

The primary winding must therefore consist of a large number 
of turns and must be adequately insulated. Moreover, the U'rminals 
must be s(‘j)arat(Hl from one another and must be adequately 
insulated from the fraim* b}^ ]K)rc(‘lain or other bushings. Fuses 
are n(‘f‘(‘ssary as a ])roteetion against breakdown of the insulation, 
internal short -circuiits, etc , and these are usually mounted on 
bushings adjacent to tlie terminal bushings. 

The magnetic cii’cuit is eonstrucUMl of high-quality laminations 

* Ttio phase relationship of the voltages is important only in connection 
with power measiiremonts. 
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and takes the form of a single rectangle (Fig. 254a) for single-phase 
transformers, and a double rectangle (Fig. 2546) for three-phase 
transformers. As former wound coils are only permissible in the 
present case, the laminations forming the cores and yokes must be 
assembled after the coils are in position and the joints must be 
interleaved. 

The coils forming the secondary and primary windings are located 

symmetrically one over 
the other on each core 
of the magnetic circuit, 
the primary coils being 
outside the secondary 
coils. For high-voltage 
circuits the primary coils 
are wound in sections, 
the several sections being 
separately insulated and 
connected in series. The windings are impn'gnated in vacuo in 
the same manner as those of current transformers. 

Connections of Transformers and Instruments. The diagrams of 
Fig. 255 show the connections of an ammeter, a voltmeter, and a 
single-phase wattmeter, or power-factor meter, when used with 
instrument transformers. 

If the ammeter, voltmeter, and wattmeter are scaled as straight- 
througli (i.e. low voltage) instruments, the current in the main 



(o) (6) 

Fio. 254. Forms of Core Construction 
FOR Potential Transformers 



Fio. 255. Connection Diagrams for Instruments Used with 
Instrument Transformers 


circuit will be given by : Ratio of current transformiT X ammeter 
reading ; the voltage by : Ratio of potential transformer X volt- 
meter reading ; and the power by : Wattmeter reading X ratio of 
current transformer X ratio of potential transformer. 

When extreme accuracy is required in connection with power 
measurements, the correction factors of the transformers must be 
known. 

In the connections for the wattmeter and power-factor meter, a 
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knowledge of the relative polarities of the secondary terminals of 
the transformers with respect to the primary terminals is important, 
otherwise the instruments may be so connected as to read 
improperly. 

The relative polarities of the terminals of the primary and 
secondary windings should be marked by the manufacturer, either 
by conventional signs or letters. In the event of a transformer 
having no markings the relative polarities of the terminals may be 
determined ver}^ simply by passing a small direct current through 
one winding and connecting a low reading permanent-magnet 
moving-coil voltmeter across the other winding. Then, if the 
voltmeter deflects vp the scale on closing the direct-current circuit, 
the terminal of the transformer which is connected to the positive 
terminal of the voltmeter will have the same polarity as that which 
is connected to the positive terminal of the direct-current supply. 
Precautions should be taken to avoid leaving the magnetic circuit 
of the transformer in a highly magnetized condition, otherwise its 
accuracy will be impaired. 

Precautions to be Observed with Current Transformers. When 

using current transformers it is important that the secondary circuit 
be alvxiys closed when current is passing through the primary 
winding, otherwise the magnetic circuit may become highly 
saturated. The iron losses and the heating of the core will then 
become excessive, and a relatively high voltage will be induced in 
the secondary winding which may cause a breakdown of the 
insulation between adjacent turns and a burning-out of the trans- 
former. Even if the transformer is capable of successfully with- 
standing these abnormal conditions, it is highly probable that, when 
the primary current is switched off, or the secondary circuit is 
again closed, the magnetic circuit will be left in a highly-magnetized 
condition, which will impair the accuracy for future work. To 
restore the core to its normal magnetic state, it must be demag- 
netized by pas.sing an alttu’iiating current through the primary 
winding (with the secondary winding opcm circuited) and gradually 
decreasing this current to zero. 

When current transformers are used with portable instruments, 
precautions are necessary to avoid errors due to (1) the relatively 
large stray magnetic field which may exist with open-type trans- 
formers for high-voltage circuits owing to the separation of the 
primary and secondary coils ; (2) the inadvertent substitution of 
instruments having a range (e.g. 1, 2, or 3 A.) lower than the 
standard range (5 A.), as the former have a much higher impedance 
than the latter and may involve operating conditions in the 



408 ALTERNATING CURRENTS 

transformer which may bo quite different from the normal 
conditions. 

Theory of Current Transformer. In an ideal transformer the magnetizing 
ampere-turns and fcho losses are zero, and therefore, (1 ) the ratio of primary 
and secondary currents is constant for all loads ; and (2 ) the phase difference 
between these currents is 180®. 

The vector diagram representing these conditions is shown in Fig. 256a, 
in which OO represents the flux ; OE^y the E.M.Fs. induced in the 

primary and secondary windings (which are directly proportional to the 
numbers of turns in these windings) ; OFi(= - OE^)^ the potential difference 
at the terminals of the primary winding ; 01 the current in the secondary 
circuit lagging 99 ® with respect to OE ^ ; 02?, the ampere-turns due to the 
secondary winding; 0.4(=-~0B), the ampere-turns due to the primary 
winding ; and O/j, the current in the primary circuit. Observe that, since 
the resultant ampere -turns are zero, the ratio of currents is equal to the 
inverse ratio of turns, i.e. where /g, denote the primary 

and secondary currents, respectively, and JVg, the number of turns in the 
primary and secondary windings, respectively. 

In a practical transformer a definite number of ampere -turns are required 
for the magnetic circuit, there are losses in the core and windings, and 
magnetic leakage occurs between the windings. The vector diagram repre- 
senting these conditions is shown in Fig. 2566, some of the vectors being 
exaggerated to obtain legibility. The diagram is drawn with the secondary 
current as the vector of reference, since when this current, together with data 
of the transformer, are known, the induced E.M.Fs., the flux, and the primary 
current may be readily determined. 

The F.M.F. induced in the secondary winding is represented by and 
balances the vector sum (Od) of the internal E.M.Fs. due to the resistance and 
reactance of the secondary circuit, of which Oa, be — in phase opposition with 
respect to the secondary current — represent the E.M.Fs. due to the resistances 
of the secondary winding and load (i.e. ammeter or other instrument), 
respectively, ancl a6, vd — lagging 90® with re.s{> 0 (*t to the current — represent 
the E.M.Es. du(j to the reactance (inductive) of the load and the leakage 
reactance of the secondary winding, respectively. 

The E.M.F. induced in the primary winding is represented by OEi^ the 
ratio OE 2 IOE 1 being equal to the ratio of the numbers of secondary and 
primary turns. 

The flux is repre.sented by 0<I>, which leads the induced E.M.Fs. by 90®. 
The magnetizing arnpere-turns are repre.sented by OD, and the exciting 
ampere-turns by OC, the latter leading the Ilux by tiie angle a. Tlie exciting 
ampero-turns are tlio resultant of the ainpero-turns duo to the primary and 
secondary windings. Hence, if the ampere-turns of the secondary winding 
are represented by OB, then the vc*ctor sum {OA) of OB reversed and OC 
will represent the primar 3 ^ amp(‘re-turns. Tlio primary current is, therefore, 
represented by 01. 

The voltage at the terminals of the primary winding is represented by 
OVx, and is equal to the vector sum of tlio induced E.M.F. [OE^) and the 
E.M.Fs. due to tlio resistance and leakage reactance of the primary winding, 
these E.M.Fs. being represented by Oc and OJ, rijspectivoly. 

If this vector diagram, Fig. 2566, is compared with that. Fig. 256a, for an 
ideal transformer, we ohiserve that, in the commercial transformer-- 

1. The ratio of primary and secondary currents is not strictly pro- 
portional to the ratio of the numbers of turns. 

2. The phase difference between these currents is less than 180°. 

3. The ratio and phase difference are not constant, but vary with the 
magnitudes of the currents and the impedances of the secondary circuit. 

To approach ideal conditions in a commercial transformer, the exciting 
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ampere-turns must be small in comparison with the primary, or secondary, 
ampere-tums, and the resistance and reactance of the secondary circuit 
must be kept as low as practicable. 

Expressions for Ratio and Phase Angle of Current Transformer. The ratio o! 
the primary and secondary currents (called in practice the “ ratio ** of the 
transformer) may be calculated from the vector diagram, the vectors concerned 
being drawn separately in Fig. 256c, in which the secondary ampere -turn 



Fkj. 250, Vector Diagrams for Current Transformers 


vector is reversed from its normal position. From this diagram we obtain 
the relation 

OA =- OB cos p OC sin (a + 9^2 + /^} 
where p is the angle l)etwoen the primary ampere-turns vector and the 
reversed secondary ampere-turn vector. Tliis angle {P) is call(‘d the “ phase 
angle ” of the transformer, and is u.sually very small (from about 0*5® to 3 0®). 

Substituting ampere-turns in this expression, wo have 
/jiVi r- I.,Ni cos p -f J^Ni .sin(a -f 9^2 4- jS) 
where is the fictitious exciting current (i.e. ~ exciting ampere -turns /A’^i). 

Whence ~ ~ W ^ ^in(a -| -f ^). . . . (188) 

or, since ^ is a small angle, we have, to a very close approximation, 

T= + + ( 188 <») 

1 2 ig 

Hence, on account of magnetizing current, losses, and reactance in the 
secondary circuit, the ratio of turns (i.e. N 2 IN 1 ) must be smaller tlian the 
ratio required for the currents. For example, a transformer designed for a 
ratio of 10 ; 1 would have N 2 IN 1 equal to between 9-8 to 9*9. 

Observe that both tlie exciting current (f^) and a depend upon the flux 
density and the magnetic qualities of the core. With a given transformer, 
the flux density is almost directly proportional to the E.M.F. induced in the 
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secondary winding, and with a given secondary current, this S.M.F. is 
proportional to the impedance of the secondary circuit. 

An alternative expression for the ratio may be obtained by resolvmg 
the exciting ampere-turns into in-phase and quadrature components wity 
respect to the primary voltage Vj. Thus, if these components are denoted b 
N^Iqp and respectively, and are represented by the vectors O/, Og 

respectively, in Fig. 256 (d), then, since is a small angle, we have to a very 
close approximation 

= JVa/a + cos <p^ -f sin (p^. 

Whence 


Zi = ^ /g -I hp cos q)^ -f sin 9?, 

and + . 

-*2 -*2 ■'2 

The phase angle, fi, is readily determined from the diagram, 
Thus 


tan p = 


OG cos ( a + P i -h p) ^ IqNi co8(a + q >2 + p) 
OB cos p f 2^2 cos p 


(189) 
Fig. 256r. 

. (190) 


Since is a small angle, we have, to a close approximation. 


P radians 



cos {a + (pz) 


. (1 90a) 


Observe that the vector 01 2 of the secondary current is leading with respect 
to the reversed vector of the primary current. 

Data of Current Transformer. A commercial current transformer, intended 
for a primary current of 50 A., a secondary current of 5 A., and a secondary 
load of 40 V.A., has a ring core wound with 30 primary turns and 294 
secondary turns. The resistances (at 20® C.) of the windings are 0*018 ohm 
(primary) and 0*65 ohm (secondary). The mean diameter of the core is 
10 cm. and the magnetic cross-section is 5 cm.* 

Theory of Potential Transformer. In an ideal potential transformer without 
losses, the voltages at the terminals of the primai*y and secondary windings 
are equal to the E.M.Fs. induced in these windings, and their ratio is constant 
and equal to the ratio of the numbers of turns in the windings. Tlius, 
^ 1/^2 = ^il^z — Moreover, with constant frequency the flux in 

the core is proportional to the voltage applied to the primary winding. 

The vector diagram is shown in Fig. 257a, in which 0^^ represents tlie 
flux in the core ; OEi, OEg, the E.M.Fs. induced in the primary and secondary 
windings, respectively; OVi{— -OE^)^ the impressed E.M.F. ; O/g, the 
current in the secondary circuit ; OB, the secondary ampere-turns ; 
OA{— - OB), the primary ampere-turns ; and 01^, the primary current. 

In the diagram for the practical transformer, Fig. 2575, the secondary 
terminal voltage is taken as the vector of reference, OF 2 . The current in 
the secondary circuit is represented by OI 2 , which, in practice, lags by a 
small angle with respect to OJ^- The E.M.F. induced in the secondary 
winding is represented by OE 2 , and is obtained by compounding with O F* the 
pressure drops due to the resistance and leaking reactance of the secondary 
winding, these pressure drops being represented by F 2 O and respectively. 

The flux leads OE 2 by 90®, and is represented bj^ o4>. The exciting ampere - 
turns are represented by 00, and from this vector and the vector OB, repre- 
senting the secondary ampere -turns, the vector OA, representing the primary 
ampere-turns, is obtained. The primary current is therefore represented 
by Oil. 

The E.M.F. induced in the primary winding is represented by OEj, the 
ratio OE 1 IOE 2 being equal to the ratio of the numbers of turns in the windings. 
The external voltage at the terminals of the primary winding is represented 
by OVi, and balances the induced E.M.F., OEi, together with the internal 
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EJkl.Fs. due to the resistance and reactance of the primary winding, these 
E.M.Fs. being represented by Oc and Od, respectively. 

Ezpressiolui for Ratio and Phase Angle of Potential Transformer. The ratio 
of the primary and secondary voltages (called in practice the ** ratio ” of the 
transformer) is eaaily calculated from the vector diagram if the diagram is 
re-drawn with all secondary voltage vectors increased in the ratio 
and the secondary current vector diminished in the ratio N^INi ; i.e. the 
scale for secondary voltages is NiJN^ times that for the primary voltages, 
and the scale for secondary currents is N 2 IN 1 times that for primary currents. 
Thus the vector representing the E.M.F. induced in the secondary is now of 



Fig. 257. Vector Diagrams for Potential Transformer 


equal length to that representing the E.M.F. induced in the primary winding. 
The new vector diagram for the quantities concerned is shown in Fig. 257c. 

If the various voltage vectors arc projected upon OV.^ produced, we have 

N N 

Vi cos y = ^ 2 ^ “f ^ cos 4- ^ 2^2 shi ^> 2 ) + co® ^ sm 0 ) 

where y is the angle between 0 F, and O Fj reversed ; 0 is the angle between 
OVf reversed and ; i?,. Xj are the resistance and leakage reactance, re- 
spectively, of the secondary winding ; Ry Xj, the resistance and leakage 
reactance, respectively, of the primary winding. 

Now y is usually much less than 1 °, so that, to a very close approximation, 

cos y = 1 * 0 ; 

1 1 cos 0 ~ (I 2 N 2 IN 1 ) cos q ?2 4 ^0 ® > 

Ji sin 0 — (ZjNj/Ni) sin 93 , 4 cos a 

Hence, substituting in the preceding expression, we have 

r, -= + X.sin^p,) + TJj ^/,^cos 9;, + 

4 -*^1 (^1^* Vt + 
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+ I^{Ri sin a + Xj cos a) 
cos 95, + Xj^siny.J 

+ sin a cos a) 


Now I2N2IN1 is the component of the primary current which balances tlie 
secondary current /g, and is called the equivalent secondary current referred 
to the primary circuit. Similarly, i?2(^i/^2)* fl-*’© called the 

equivalent resistance and reactance, respectively, of the secondary winding 
referred to the primary circuit. These equivalent quantities will be denoted 
by /g', i?2^ ■^2^* Hence the preceding expression becomes 

V, = V2NJN2 + T\[{R, + R2') cos (p2 -f (^i + X\)Bm 
-f- TgiRi sin a + Xi cos a) 
and the ratio ( / Fg ) is given by 

Fg ■■ N2 

I -f- ^2') coa <Pz + (-^1 + XaO sin J^jR^ sin a X^ cos g) 


or, since 993 and a are usually small angles, we have, approximately, 
Fx Nx 7g'(7?x + R 2 ') 4- 

Fg" Fg .... 


( 191 a) 


Observe that, on account of losses, magnetic leakage between the primary 
and secondary windings (to which the leakage reactances Xx, Xg, are due), 
and magnetizing current, the ratio of turns (NifN^) must be slightly smaller 
than the ratio required for the terminal voltages. Also, since /'g is usually 
small in comparison witli 7 ^, and Xj is greater than (/^x -f- R2')^ term 
7^X1 in equation ( 191 a) is more important than the term J^'iRi + Rz')’ 
Thus the ratio is given very approximately by 


Fx_^ . 

Fg Xg Fg 


( 191 f>) 


The phase angle, y, of the transformer is readily calculated from tlie vector 
diagram. Thus 


sin y = { 1 2X2 cos 9^2 - I^Rz sin r^g) 4 (Xj cos 0 ~ /^isin f^) J 

or, since y is a very small angle, sin y - y (in radians), 

y radians -- ^ [ 7 g'{(Xx 4 * Xg') cos (/’g - (/ 7 j 4 R./) sin 9P2 ) 

- 1 - 7 ^(Xx sin a - 7 ?i cos a) 1 . . . . . ( 192 ) 


Application of Correction Factors for Ratio and Phase Angle. The correction 
factors for ratio and phase angle of instrument transformers vary with the 
magnitude and nature of the load conncctt)d to the secondary winding. 
The correction factors for a given transformer, are therefore expressed in the 
form of curves, typical examples being given in Figs. 258 , 259 . 

With measurements of current and voltage using instrument transformers, 
the instrument readings are multiplied by the ratio correction factors, the 
application of which in this case is quite straightforward. 
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With power measurements in single-phase circuits by the wattmeter method, 
correction factors for both ratio and phase angle must be applied to the 
instrument readings, together with the correction factors for the wattmeter 
itself. 

In applying the correction factors for phase angle, we observe, from 
Fig. 2566, that, for the current transformer, the secondary current leads the 
reversed primary current, but that, for the potential transformer and the 



Fig. 258. Correction Factor and Phase Angle Ciirves fob 
High-class Current Transformer with Ammeter and Wattmeter 
Connected in Secondary 
(S ilicon-stool core) 

conditions represented m Fig. 2576, th(* si'oondary terminal voltage is lagging 
with respect to the reversed primary terminal voltage. With potential 
transformers, however, the secondary terminal voltage may bo in phase 
with, or lagging, or leading the reversed primary voltage, according to the 
design of the transformt^r and the nature of the load. 

Hence, if cp is the phase difference btdween line voltage and hue current, 
tJu'i ])hase difference betw<‘(*n the secondary terminal voltage of the potential 



0 20 40 60 - 60 100 120 HO 


Secondary Volts 

Fig. 259. Correction Factor Cub\T5S for Potential 
Transformer 
(S ilieon-stecl core) 

transformer and the current in the secondary circuit of the current transformer 
is (p- {p ±y) when (p is lagging, and (p -h p ± y when tp is loading, the plus 
sign being used in connection with y when the secondary terminal voltage is 
lagging, and the minus sign when this voltage is leading, with respect to the 
reversed primary terminal voltage. 

If <5 is tlie phase difference (lagging) between the voltage applied to the 
potential circuit of the wattmeter and the current in tliis circuit, the phase 
difference between the currents in the fixed and moving coils is (p - [p ±y 6) 
when 9 ? is lagging, and (p P ± y d when q> is leading. 

Hence, if cos (p^ is the apparent power factor determined from the ratio of 
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the uncorrected wattmeter reading and the readings of the ammeter and 
voltmeter, the power factor cos 9? of the primary circuit is given by 
cos [97^ ±(i5 ± y + ^)]» the pltis si^ to be taken for lagging power fetctors 
and the minus sign for leading power factors. 

Therefore the power in the primary circuit is given by 

P = [cos (plooa{(p^ ± (|8 ± y + ^)} ] 

X wattmeter reading x corrected ratio of current transformer x corrected 
ratio of potential transformer, when the power loss in the instruments is 
ignored. 

Example. The following readings (corrected for calibration of instruments) 
were taken on a voltmeter, an ammeter, and a wattmeter connected (as in 
Fig. 255c) to instrument transformers on a high-voltage circuit, the load 
having a lagging power factor. 

Volts 100-2 ; Amperes 3-4 ; Watts 280. 

Data of the instrument transformers are as follow — 


Current transformer — 

Nominal ratio . . . . . . 15:1 

Ratio correction factor for a secondary load of 3-4 A. 0-992 
Phase angle at this load (ft) . . . . 0-75® 


Potential transformer — 

Nominal ratio . . . . . 20 : 1 

Ratio correction factor ..... 1-001 

Pliase angle (y) . . . . • . -0*25® 

Hence, 

Current in main circuit = 3-4 X 15 x 0-992 50-G A. 

Voltage of main circuit — 100-2 X 20 X 1-001 — 2000 V. 


Apparent jjower factor (from instrument readings) 

280 

= = 100^^4 

Phase difference {(p^) between voltage and current in 
instrument circuits = cos'^ 0-822 == 34-7® 

Actual phase difference (97) between voltage and current 
in main circuit = 99^ - (/5 - y) -• 34-7 - 0-75 -f 0-25 
= 34-2® 

Power factor of main circuit 

— cos 99 = 0*827 
0-827 

Power in main circuit = X 280 x 15 X 0-992 

X 20 x" 1*001 = 83,900 W. 


With power measurements in three-phase circuits by the two-wattmeter 

method the effect of the phase angles of the instrument transformers is to 
reduce the phase differences of the currents in the fixed and moving coils of 
the wattmeters by the angle /I d: y + Hence, with balanced loads, the 
phase difference between the currents in the coils of wattmeter No. 1 is 
[30® 4- {97-(/5 d:yd-< 5 )}] = (30® + 99^), and that between the currents in 
the coils of wattmeter No. 2 is [30®- {(p ~ (P y + ^)}]~ (30® -99^), 
assuming that similar transformers are used in each phase. 

If Fg* -^2 denote the voltage and current for the secondary circuits of the 
transformers, the readings of the wattmeters represent the quantities 
F2/2 (30® 4- 9>^), and F2 T 2 cos (30® - 99^). Whence the algebraic sum 

of the readings represents the quantity -v/S . F2i2 cos 99^. 

Therefore the power in the primary circuit is given oy 

P = [cos 99 /cos {99 ± db y + <5} ] 

X algebraic sum of wattmeter readings x corrected ratio of current trans- 
former X corrected ratio of potential transformer. 



CHAPTER XVm 

ALTERNATING-CURRENT MEASUREMENTS 

In this chapter we shall discuss a few of the methods available for 
determining the principal constants of electric circuits and apparatus 
as well as methods of measuring current, potential difference, and 
power. The methods of determining the direction of the phase 
rotation of a polyphase system will also be considered. 

Simple Measurement of Inductance and Capacitance by the 
« Impedance ” Method. This method possesses the advantage of 
simplicity. It is very convenient for the test-room and laboratory 
when a high degree of accuracy is not required, and when the value 
of the impedance under U^st is within the range of the instruments 
available. 

The general procedure is to measure the impedanee of the 
apparatus (using the ammeter and voltmeter method) at a known 
frequency, employing preferably a source of sinusoidal E.M.F., 
and, if possible, an electrostatic voltmeter. 

Then, for the inductive circuit, if I is the current, V the applied 
voltage, / the frequency, and R the resistanee, the inductanee is 
given by 

L = RH^)l2TTfI henries, 

or, if R1 is negligible in comparison with F, 

Tj r= F/27r// henries. 

For the capacitive circuit 

C =- //277/F farads. 

The mutual inductance of two circuits may be determined by 
measuring the induced E.M.F. in the secondary circuit when a 
known current, at a known frequency, is passing in the primary 
circuit Then, if is the value of the induced E.M.F. , /j the 
primary current, and / the frequency, we have — 27rfMIi, 
whence 

31 - EJ27TfIj, 

It is to be observed that in all these measurements the accuracy 
of the results will be affected by any distortion of the w^ave-form 
from the sine wave, the greatest errors occurring in the measurement 
of capacitance. Examples, showing the magnitude of these errors 
for a particular case, are given in Chapter XIV. 
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The error due to non-sinusoidal wave-form may be calculated 
and allowed for when the equation to the E.M.F. wave is known. 
The method of doing so is explained in Chapter XIV. 

Again, if an electromagnetic voltmeter is employed instead of an 
electrostatic voltmeter, the instrument should be so connected that 
its operating current passes through the ammeter, and the reading 
of the ammeter should be corrected to allow for this current. 

Measurement of Power and Power Factor in Single-phase Circuits. 

We shall only consider the case in which tbe power to be measured 

is small and the measure- 
ments are to bo made by 
means of a wattmeter, 
ammeter, and voltmeter. 
The connections should be 
made according to Fig. 260. 
The wattmeter reading then 
includes the losses in the 
pressure circuit of this in- 
strument and the voltmeter ; 
the ammeter reading in- 
circuit of the wattmeter and 



Fig. 260. Connections of Instruments 
FOR Measuring a Small Amount of 
Power 


pressure 


eludes the currents in the 
the voltmeter. 

If P, /, denote the true power and current, respectively, in the 
load ; P', the readings of the wattmeter and ammeter, respec- 
tively ; V the voltage at the load ; R^ the resistance of the volt- 
meter ; and the resistance of the x)ressure circuit of the w'att meter 
then 


P=:P'-F2/P.-FVP^ 

and I =r-^VjR^-VIR^ 

The power factor is given by 
cos (p - PjVI 

[Note. The corrections for the inductance of the pressure 
circuits are assumed to be negligible.] 

Example. The following readings were taken on instruments connected 
as in Fig. 260 — 

Volts 100 ; .Amperes 0*4 ; Watts 30. 

The resistance of the voltmeter was 1200 ohms, and that of the pressure 
circuit of the wattmeter 4,000 ohms. Calculate the power supplied to the 
load and also the power factor. 

Employing the expressions previously obtained, we have 

P 30 - 1002/1200 - 1002/4000 = 30 - 8-33 - 2-6 == 1917 W. 

1 -= 0-4- 100/1200- 100/4000 = 0-4 - 0 0833 - 0 026 
= 0-2917 A. 


cos 9 ? =- 19-17/100 X 0-2917 = 0-6,57 
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Note that if the power faotor is calculated from the uncorreoted readings of 
the instruments, we obtain 

cos tp' = 30/100 X 0-4 = 0-76 

Measurement of Power in Single-phase» High-voltage Circuit, Using 
a Wattmeter without Instrument Transformers. When the power in 
a high-voltage circuit is to be measured by a “ straight-through ’’ 
wattmeter, a scries resistance, of suitable value, must be connected 
in series with the moving coil of the instrument. If the moving- 
coil circuit is designed for a normal voltage F and the resistance 




Fig. 261. Corrkct (a) and Incorrect (6) Connections of 
Wattmeter on High-voltage Circuit 

of this circuit is 7?, the additional resistance, to be connected 
in this circuit when the instrument is used on a circuit of voltage F^ 
is R-^ 7?(Fi/F - 1). The readings of the Avattmeter must then 

be multiplied by the quantity (I + RjjR) to obtain the power in 
the main eiri*uit, and, if necessary, correction factors must be 
applied (as explained in Chapter XVI) for the power expended in 
the instrument, and for the inductance (and distributed capacitance, 
if any) of this circuit. 

Precautions must be lakcm vlicn connecting the instrument to 
the circuit to (1) sup])ort the instrument upon an insulating stand 
(or, if one side of the systiun is earthed, to connect the instrument 
to this side of the circuit) ; (2) make a common connection between 
the fixed and moving coils as shown in Fig. 261a, to ensure that a 
high voltage cannot exist betwe(‘n these coils. 

It is of the* utmost importance that the connections shown in 
Fig. 2616 be not inadverttmtly made, as in this case the full line 
voltage would (‘xist between the coils, thereby causing a breakdown 
of the insulation and a burning-out of the instrument. 

Measurement of Power in Single-phase Circuits without Using a 
Wattmeter. The wattmeter method of measuring power is described 
28— (T.5245) 
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in Chapter V, and the corrections which have to be applied to the 
v/attmeter readings under certain circumstances are discussed in 
Chapter XVI. In cases where a wattmeter is not available, and the 
conditions are favourable, the power (and power-factor) may be 
measured by alternative methods, known as the “ three-voltmeter ’’ 
and “ three-ammeter ” methods. 

Three-voltmeter Method of Measuring Power and Power Factor. 
A non-inductive resistance is connected in series with the apparatus 
under test, and the voltages across the apparatus, non-inductive 
resistance, and supply are measured, preferably by electrostatic 
instruments. The diagram of connections is shown in Fig. 262, 




Fio. 262 Fig. 263 

Circuit and Vector Diagrams for the “Three -voltmeter” 
Method of Measuring Power 

and the vector diagram for the circuit is given in Fig. 263. From 
the vector diagram we have 

F 2 =.- Fi 2 + Fg^ + 2 F 1 F 2 cos (f 

where F is the line voltage, F^ the voltage across the non-inductive 
series resistance, and Fg the voltage across the apparatus under 
test. 

The power supplied to the apparatus is 

P = V 2 I cos 99 = (V 2 V 1 IR) cos (p, 
where R is the value of the non-inductive resistance. 

Hence, substituting in the preceding (expression and re-ari anging, 
we obtain 

P=: J(F2-Fi2~F22)/7^ .... (193) 

Also cos ^ (V^ - Vi^ - ¥ 2 ^) I 2 V 1 V 2 . . . (194) 

These expressions are vahd when the wave-form of the supply 
voltage is sinusoidal, and (in cases of non-sinusoidal wave-form) 
when the wave-form of the current is identical with that of the 
impressed E.M.F. 

Note. Equation (194) may also be employed to calculate the 
phase difference between two E.M.Fs. which are acting in series. 
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Thus if Fi, F 2 are the R.M.S. values of the separate E.M.Fs., 
and F their resultant, or vector sum, then if 9 ? is the phase difference 
between Fi and F 2 we have 

9P=cos'i [(F2 -Fi2-F2)/2F,F2]. 

Three-ammeter Method of Measuring Power and Power Factor. 
In this method a non-inductive resistance is connected in parallel 
with the apparatus under test, and the currents in this resistance, 
the apparatus, and the line are measured. The diagram of con- 
nections is shown in Fig. 264, and the vector diagram for the 
circuit is given in Fig. 266. From the vector diagram we have 
/2 12 2/1/2 ^ 

where I is the line current, /^ the current in the non-inductive 
resistance, and the current in the apparatus under test. 



Fig. 264 Fig. 265 

Circuit and Vector Diagram for the “ Three -AM^ nsTER’* 
Method of Meastjrinc4 Power 


The ]iower supplied to the apparatus is 

P = F/2 cos (p = I yR . I2 cos 97, 

where R is the value of the non-inductive resistance. Hence 
substituting in the preceding expression and re-arranging, we 
obtain 

P .... (195) 

Also con (p= {P - - 12^)121^12 .... (196) 

The validity of each of these expressions is governed by 
same conditions as apply to the three -voltmeter method. 

Electrostatic Method of Measuring Power. In this method a 
quadrant electrometer is employed in conjunction with a standard 
non-inductive resistance and a potential divider. The method is 
particularly suitable for research and standardizing laboratories, 
and has been perfected by the National Physical Laboratory for 
measurements of high accuracy.* It is the standard method of 

* The use of the electrostatic method for the measurement of power.” 
Journal 0 / the Inatitniion of Electrical Engineers^ vol. 61, p. 294. 
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measuring power in the testing of watt-hour meters and the calibra- 
tion of wattmeters at this laborator}^. The method also possesses 
advantages over other methods for the measurements of small 
amounts of power at high voltages and low power factors, such as 
losses in dielectrics. 

To measure power by the quadrant electrometer, a potential 
difference proportional to, and in phase with, the current in the 
circuit is applied to the quadrants, and the voltage of the circuit, 
or a definite fraction thereof, is applied between the needle and 
quadrants. The deflection is then proportional to the power 
expended between the point to which the needle is connected and 



(^) 

Fig. 266 . Connections for Measurement of Power by 
Quadrant Electrometer 


the point whicli has a poUmtial midway between the potentials of 
the quadrants, as proved later. 

Thus if the connections are arranged as shown in Fig. 266a — 
which refers to the case where the load is connected directly to the 
supply system— the deflection of the electrometer is proportional 
to the power expended in the load pins one-half of the power 
expended in the non-inductive series resistance, or shunt, to which 
the quadrants are conn(‘cted. 

The correction for the power expended in one-half of the series 
resistance, R, may be eliminated either by connecting the needle 
to’ the mid-point of a non-inductive resistance (or a poUmtial 
divider) connected across the supply system as shown in Fig. 2666, 
or, if this is impracticable, by inserting a second non-inductive 
resistance, r, in the main circuit, as shown in Fig. 266c, and making 
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the value of this resistance equal to iR{n - 2), where R is the value 
of the resistance across which the quadrants are connected and n 
is the ratio: (supply voltage/voltage between needle and “ line 
quadrants). 

If, however, the mid -point of the resistance R can bo utilized, 
the wattmeter reading is directly proportional to power expended 
in the load. This is the case w'hen a fictitious load is employed as 
shown in Fig. 266d, which refers to the test circuit for the calibration 
of a wattmeter or a watt-hour meter. The current coils of the 
meter are supplied through a transformer from an alternator, and 
the pressure coils are supplied from another alternator. The latter 
is direct coupled to the first machine, and is so arranged that its 
frame may be given angular displacements with reference to this 
machine, in order to obtain any desired phase difference between 
the current and voltage supplied to the meter. 

In cases where no correction is necessary for the power expended 
in the series resistance, E, the power is given by 

P=--k7id>2R (197) 

wher(‘ 0 is the defl(‘ction, k the “ constant ” of the instrument 
(which is deterinined in the manner described later), and R refer 
to the quantities mentiom^d previously. 


Theory of Electrostatic Method of Measuring Power. Let e denote the 
instantarieoiis value of the potential difterenco Ix'tween the needle and one 
pair of quadrants, and v the instantaneous value of the potential dfference 
between the quadiaiits. Then, from the law of the quadrant electrometer, 
the deflection, 0, is given by 

1 rT 

k'O - — J {'2tv 1 

Now, With the connections arranged as m Fig. 2r)G«, where i is the 

instantaneous value of the current m the cirinnt. Hence 

AO - (2Rti 1 i-ir-)dl 

1 fT 

But — I ti (it represents the power (P) supplied to the circuit, and 



Ri^ dt represents tlie power {P^) expended in the series resistance, R. 


Therefore kS -- 2/?(JP 4 J^r) 

whence P — kdl2R - 

With the connections arranged as in Fig. 2666, the potential difference 
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between the needle and the pair of quadrants connected to the load is 
[l(e + v) - Hence 

M ^ J^{2v[i{e + «) - V] + = i //e"*** 

1 fT 

= i? , — / ei dt ^ RP 

VVlience P = kOjl 

With the connections arranged as in Fig. 266c, the potential difference 
between the needle and the pair of quadrants connected to the load is 
+ ir -}- iB)ln -iR, whore n is tlie ratio of the voltage across the tapped 







(I’) 


Fig. 267. Connections for Calibrating Quadrant Electro- 
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portion of the potential divider to the supply voltage, i.e. n = voltage across 
points a c /voltage across points a h. Hence 


kO 


= j, JJ + ir + iR)ln + iJiU v»)dt 

2H 1 1 fTiUi 


The first integral represents the power (P) supplied to the load. The 
second integral becomes zero when 2r = R{7i-2), or when r = J/?(?i-2). 
tinder these conditions, we have 


P - 7ikOI2H 


When the instrument is used with a fictitious load, as in Fig. 266d, the 
potential difference between the needle and the pair of quadrants connected 
to the load is (e/n - iv). Hence 


kO 


-- [2v[eln-{v) + 

1 fT . . 2Jt „ 


‘2R 


whence P = nkdl2R 


Method of Determining the “ Constant ” of the Electrometer. The method 
employed by the National Physical Laboratory requires the use of standard 
non-inductive resistances and an electrostatic voltmeter, the calibration of 
which is accurately known. The connections are shown in Fig. 267. 

The alternating supply voltage is adjusted to give the normal voltage 
(100 V.) between the needle and the neutral point of the quadrants (i.e. 
100 V. ^tween points A and J3, Fig. 267), and the potential difference between 
the quadrants is adjusted to any desired value by means of selector switches 
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connected to standard non-inductive resistances. The resistance in circuit 
between the points A and B is maintained constant at 200 ohms, and, since, 
a constant potential difference of 100 V. is maintained between these points 
the current in the circuit is 0*5 A. Hence when the 2-ohm coils, Cj, are 
short-circuited the potential difference between the quadrants can be varied 
from 0*1 V. to 2 V. in 0*1 V. steps. 

[Noth. The positions of the selector switches must always be such that 
equal resistances are included between each quadrant and the neutral point A. ] 

This potential difference can be extended up to 4 V., in 0*1 V. steps by 
unplugging the 2 -ohm coils, Cj, Cg, but when Cj is inserted an equal resistance 
(Cs) must be cut out between the points A, B, in. order to maintain the total 
resistance between these points constant at 200 ohms. 


1 


2 3 13 2 




Connections of Wattmeteu and Instkument Transformers for 
Measuring Power in Balanced and Unbalanced Loads 


If 6 1 is the deflection troui the “electrical zero,'* E the R.M.S. voltage 
between the points A, B ; 1 the current in the circuit ; B the resistance 
connected across the quadrants ; and k the constant of the instrument 
corresponding to tlie deflection 0^, then, from the law of the electrometer, 

kO, 2TR{E-IIB) I -= 2E7R 

whence k 2EIRl0i 

Thc> “ electrical zero ’’ is obtained by coiiuectiiig both quadrants to the 
point A (as shown in the diagram 6, Fig. 267), with normal voltage 
between the points A, B. 

Measurement of Power in Three-phase Circuits. The principles 
of the methods of measuring power in three-phase circuits have 
been discussed in Chapter IX, and diagrams of connections for 
low-voltage circuits are given on pp. 194, 195, 199. 

With high-voltage circuits it is customary to use instrument 
transformers with the wattmeters, and connection diagrams for 
balanced and unbalanced loads are given in Figs. 268, 269. 
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In cases where it is desired to use straight-through wattmeters 
the connections must be made in accordance with Fig. 270, and 
two separate wattmeters {not a polyphase wattmeter) must be 

employed, both of which must be 
supported upon insulating stands 
The precautions already men- 
tioned in connection with the 
measurement of power in single- 
phase, high-voltage circuits apply 
with equal force in the present 
case. 

Alternating-current Potentio- 
meter Methods of Measuring 

Fig. 270. Conjneotions oe Watt- E.M.F. The potentiometer 
METERS FOR MEASURING PowKR TN principle of Comparing E.M.Fs. 
High-voltage C 1110 HIT * ^ ® i , 

enables measurements of high 

accuracy to be performed, as the 
balance is obtained by a null iiKqhod In the direct-current pottm- 
tiometer the balance is obtained between the magnitudes of the 
“ unknown ” E M F. and the potential difference between certain 
points in th(‘ polentiomcler wire, but in the alternating current 
potentiom(‘t(*i' tlie balance must be obtain(‘d between the i)hascs of 
these quantities as well as between their magnitudes. 

The theory of the alternating-current y)otenti()meter is quite 
simple. Thus, if the “ unknown ” E.M.F is represented by 

^ ± ®i 

and the i)otetitjal (lifTerenc(‘ against which it is balanced is 
represent'd b}' 

y =- I V, d jv^, 

then the condition of halance is 

V - A’. 

Hence V - E, and 97 , =- 9 ),. 

Or, alternatively, ± t»i ± =- d: ± 

which requires d; t>i = ± *1 

and ' ±M-=±:i €2 

Hence, two adjustments, which must be carried out in succession, 
arc necessary in obtaining the balance wdth an alternating-current 
potentiometer. 
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Two methods of effecting the double adjustment have been 
devised : In one method (due to Drysdale) a phase-shifting trans- 
former is employed ; in the other method (due to Gall) the in-phase 
and quadrature components of the two quantities are balanced 
separately. In the Larsen A.C. potentiometer a standard variable 
mutual inductance is employed instead of a phase -shifting 
transformer. 

Gall-Tinsley Co-ordinate Potentiometer. This instrument (Fig. 271) consists 
of two potentiometers (which are called the “ in-phase ” and “ quadrature *’ 
potentiometers) fitted into a common case. The potentiometers are supplied 



Fig. 271. Co-ordinate Potentiometer 
(J/. Tinsley d' ( o) 

with equal currents (.50niA.) having a mutual jihase difference of 90°, the 
currents being obtained from a single-phase supply system through a step- 
down isolating t ransforint'r, the latter being for the double purpose of isolating 
the potentiometer circuit s from t lie supply system and for obtaining a suitable 
voltage (6 V.) for those circuits. 

The correct value of the current in the in-i)haso ” potentiometer is 
indicatt^d (to about 1 part in 10,000) by a sensitive reflc'cting electro-dynamic 
instrument which is connected in this circuit. The eloctro-djmamic instru- 
ment is not permanently calibrated (as is the case with the instrument used 
with the Drysdale potentiometer), but the current in the potentiometer wire 
is adjusted to its standard value (50 mA.) by means of direct current and a 
standard cell, in the same manner as if the potentiometer were being used on 
a direct-current circuit. The control (torsion head) of the electro-d 3 mamic 
instrument is then so adjusted to bring the “ spot ” to a definite position on 
the scale, and this position therefore indicates the standard value of current 
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in the potentiometer wire when the supply current is either direct or 
alternating. 

The adjustment of the current in the “ quadrature ” potentiometer to its 
correct value and phase difference is effected by connecting in this circuit the 
primary winding of a standard mutual inductance and balancing the E.M.F. 
induced in the secondary winding against a definite potential difference of 
the “ in-phase ” potentiometer. If the mutual inductance is so constructed 
as to be free from eddy currents, the E.M.F. induced in its secondary will 
have a phase difference of 90® with respect to the current in the primary. 
Therefore, when this E.M.F. is balanced against the potential difference of 
the “ in-phase ’* potentiometer, the current in the “ quadrature ” potentio- 
meter has a phase difference of 90® with respect to that in the in-phase 
potentiometer. 

By suitably choosing tlie value of the mutual inductance in relation to the 
frequency of the supply circuit, a simple relationship may be obtained between 
induced E.M.F. and frequency. For example, if the mutual inductance is 
0’03183 (=r 0*l/7r)H., the E.M.F. {E^) induced in the secondary winding 
when the standard current (50 mA. ) is passing in the primary winding is 
given by — 

E^ = 27r/M/i = 2nf X (O-I/tu) X 50 X lO*® = //lOO. 

Thus E^ — 0‘5 V. for 50 frequency. 

Therefore, if the supply frequency is 50, the potential slides of the “in- 
phase potentiometer are set to 0*5 V. and the magnitude and phase of the 
current in the “ quadrature ” potentiometer are adjusted in succession until 
no deflection is obtained on the vibration galvanometer, the (alternating) 
current in the “ in-phase ” potentiometer being maintained at the standard 
value. 

The “ imknown ” E.M.F. to be determined is ap]>lied, via a vibration 
galvanometer, to both sets of potential slides (whicli are now connected in 
series with each other) and a balance is obtained by adjusting the potential 
slides, and, if necessary, changing the positions of the reversing switches, 
which are connected in series with them (see Fig. 272). The “in-phase” 
component of the E.M.F. is then given, in magnitude and sign, by the settings 
of the potential slides and reversing switch, respectively, of the “ in-phase ” 
potentiometer. Similarly, the “ quadrature ” component of the E.M.F. is 
given in magnitude and sign by the settings of the potential slides and 
reversing switch of the “ quadrature ” potentiometer. By means of shunts 
incorporated in the instrument, the “ constants ” of either set of potential 
slides may be changed to one-tenth normal, thereby enabling small mag- 
nitudes of either of the E.M.F. components to be accurately determined. 

The magnitude of the “ unknown ” E.M.F. is, of course, given by 

'y/[ (in-phase E.M.F. -f (quadrature E.M.F. )^j, 

and its phase difference with respect to the current in the in-phaso potentio- 
meter wire (which is the quantity of reference for all E.M.F. measurements) 

is (p — tan 1 (quadrature E.M.F.) /(in -phase E.M.F. ). 

Potentiometer Method of Measuring Impedance. TIk^ inqiedance 
to be measured has a standard non-inductive resistance connected 
in series with it, and is supplied with current from the same source 
as the potentiometer. The potential differences at the terminals 
of the standard resistances and the impedance are then determined. 
Let these quantities, as determined by the Drysdale potentiometer, 
be Vi/gji and V 2 [(p 2 y respectively, where Fg? settings of 

the potential sUdes and (p 2 the settings of the phase -shifting 
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transformer. Then, if Bg is the value of the standard' resistance, 
the impedance of the apparatus under test is given by 

-Z = /i<Pi - <Pi) 

Whence Z = RJJV,. 

Observe that, although the phase angles q >2 are not involved 
in the determination of the numerical value of the impedance, a 


Four sets oF 
Potential Terminals 



Fiq. 272 . Connections of Co-ordinate Potentiometer 

(Note — The lower jlbttion of the diagram (inside the dotted rectangle) refers to tlie 
isolating transformers A , B, and the phase-splitting transformer, C) 


knowledge of these angles enables the resistance and reactance to 
be calculated. 

If the measurements are made on the Gall co-ordinate potentio- 
meter and are denoted by ± ± j^ 2 > ± c'l dz where 

± ± c'l represent the settings of the potential slides of the 

“ in-phase ” potentiometer, and di ® 2 » d: the settings of the 

“ quadrature potentiometer when determining the voltages across 
the standard resistance and impedance, respectively, then 

Z = + eV)/(e,* + «,*)] 




Fia. 273 . Connections for Testing Polyphase Watt -hour 
Meters on Fictitious I^oad 


SO constructed that its iriagiu'tic axis can be displac(‘d relatively 
to that of the other alternator, and by thesi^ means any desired 
phase difference may be obtainc^d betw(‘en th(» E.M.Fs. of the 
alternators. Thus, conditions equivalent to any d(‘sired power 
factor may be obtained in the meter circuits. The connections 
in the case of a single-phase have already giv(*n in 

Fig. 266fL 

2. Supplying the ])otential coils from the s(‘condary winding of a 
phase-shifting transformer, the primary of whicli is excited from 
the system supplying the curient coils. 

A diagram of connections for this method is given in Fig. 273, 
from w^hich it will be observed that the current coils of the meters 
are supplied through step-down transformers (and, if necessary, 
current transformers), and the potential circuits are supplied, 
through auto-transformers, from the secondary windings of the 
phase-shifting transformer. Regulation of current in the “ current ” 
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circuit of tbe meters is effected by means of a regulating choking 
coil connected in the primary circuit of the step-down transformer, 
and regulation of voltage for the potential circuits is effected by 
means of tappings on the auto -transformers. 

The equivalent power in the meter circuits is determined by 
means of a standard electro-dynamic wattmeter, and the equivalent 
power factor is obtained either from the dial of the phase -shifting 
transformer or the volt-amperes in the meter circuits. 

The equalizing connections between the current and potential 
circuits are for the purpose of ensuring that the fixed and moving 
coils of the wattmeter are at the same potential. 

[Note. In both the above cases the meters are tested on a 
fictitious load, and the tests are effected with the expenditure of 
only a small amount of energy, viz. that necessary to supply the 
losses in the instruments and apparatus.] 

Another method — which is applicable only to single-phase meters, 
and does not require the special apparatus which is necessary with 
the preceding methods — is based upon the phase relationship 
between the currents and voltages in a three-phase system. The 
connections are shown in Fig. 274a, and Fig. 2746, and vector 
diagrams are shown in Fig. 274c. The load should be non-inductive 
and may consist of banks of incandescent lamps. 

The current coil of the meter under test, 71/, and that of the 
standard w^attmeter, IF, are connected in series with the line wire, 
No. 3, which is common to the two loads. When a power factor 
between unity and 0*5 is required, the potential circuits of the 
instruments are connected between this line (No. 3) and one of the 
other lines (Fig, 274a), according to whether a lagging or leading 
power factor is required. But W'hen a power factor between 0*5 
and zero is required, the potential circuits are connected across 
lines 1 and 2, as shown in Fig. 2746. 

The vector diagram for these conditions is shown in Figs. 274c. 
The current, I, is the current coils of the instruments in the vector 
sum of the currents in the loads. The latter are represented by 
the vectors 01^, 01 ^ — which are in phase with the line voltage 
vectors OF1.3, respectively — and the current in the instru- 

ment is represented by 01. Hence, if the loads are equal, 01 bisects 
the angle between the vectors OF2-3, and is perpendicular to 

both OVi ^2 OV 2 ..X* These conditions represent power factors 
(in the meter circuit) of 0*866 (lagging), 0*866 (loading), zero 
(lagging), zero (leading). 

With unequal loads, the vector 01 will occupy a position inter- 
mediate between the vectors OFj.j, OF2-3. 
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In the extreme Ccase, when one load (B) in zero, 01 is in phase 
with 0 Fi_ 3 , and leads 60° with respect to OF 2 -;,. Hence these 
conditions represent power factors of unity and 0-5 (leading), 
according to whether the potential circuits are connected across 
lines 3 and 1, or across lines 3 and 2. In the other extreme case, 
when the load A is zero, the conditions are equival(mt to power 



Fig. 274 . (Connections for Testing Single-phase Watt-hoi k 
Meters at Various Power Factors 


factors of unity and 0-5 (lagging), according to wheth(‘r the potential 
circuits are connected across lines 3 and 2, or 3 and 1. 

In all these cases it is assumed that the symmetry of the three- 
])hase system is unaffected by the unbalanced loading. 

If the direction of the ])hase rotation of the three-phase system is 
unknown, the phase of the current (i.e. whether lagging or leading) 
may be ascertained by a simple test, which consists of connecting 
an inductance temporarily in the pressure-coil circuit of the standard 
wattmeter, and noting the readings, with and without the induc- 
tance, for the same load conditions. If the reading with the 
inductance in circuit is larger than that without the inductance, 
the current is lagging ; if the reading is smaller, the current is 
leading. 
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Detennination of the Phase Sequence or Direction of Phase Rota- 
tion in a Three-phase System. A number of methods are available, 
some of which utilize the principles discussed in Chapter XX in 
connection with unbalanced star-connccted circuits, while others — 
such as those employed in phase-rotation relays, and similar switch- 
board instruments — utilize the principle of the induction wattmeter. 



Fig. 275. CiiicuiT and Vector Diagrams for the Lamp -resistance 
Method of Determining Direction of Phase Rotation 


A simple phase-rotation indicator, in which an unbalanced star- 
connected circuit is employed, requires only two similar incan- 
descent lamps (which form a visual indicator) and either an 
inductance (pieferably iron-cored) or a condenser. These are 
connected in star as shown in Figs. 275a, 2756. When either of 
these circuits is connected to a three-phase system, the lamps will 
have unequal voltages impressed upon them, and this feature is 
utilized to determine the direction of the phase rotation, as with 
the inductive circuit (Fig. 275a), the phase, or line wire, connected 
to the bright lamp is lagging with respect to that connected to the 
dim lamp, and with the capacitive circuit (Fig. 2756) the phase 
connected to the bright lamp is leading with respect to that connected 
to the dim lamp. 

The vector diagrams are shown in Figs. 275c, 275d.* The 
line voltages are represented by the vector triangle ABGy the line 
currents (which are obtained from the phase currents of the 
* See p. 456 for the method of drawing these diagrams. 
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equivalent delta -connected circuit) are represented by the vectors 

0/j, 01 2, 01^. 

Since the voltages across the lamps are in phase with the currents 
O/i, O/g, the potential of the neutral point 0^ is determined by 
drawing from the corners A and B of the triangle ABC, parallels 
AO^, BO^, to the vectors BI^, Cl 2 , respectively, to meet at the 
point 0^. 

[Note. The vectors BI^, BI2 reprcisont the currents in the 
lamps A and B respectively.] 

Then AOj^ represents the voltage across lamp A, BO^ the voltage 
across lamp B, and CO^ the voltage across the remaining branch 
(inductance or condenser) of the circuit. 

Observe that with the inductive circuit (Figs. 275a, 275c), BOi 
is greatt'r than AO ^ ; but that, with the capacitive circuit (Figs. 
2756, 215d), AO^ is greater than BO^. Hence, since the vector 
diagrams have been drawn for counter-clockwise phase sequence, 
the bright lamp is connected in the ^'lagging phase ’’ when an induct- 
ance is employed (Fig. 275a), and in the ''leading phase” when a 
condenser is employed (Fig. 2756); the terms ‘Tagging phase” and 
“leac^iig phase” referring to the })hases in which the lamps are 
connected, 

in a jH'actical form of this indicator for 200/230 V., 50-cycle 
circuits, ordinary 25 W. or 40 W., 230 V., lamps are employed, and 
the condenser has a capacitance of from 1 to 2 ^F. The voltage 
impressed upon one lamp is about 80 jier cent of the line voltage, 
and that impressed upon the other lamp is about 25 per cent of the 
supply voltage. 

Elxample. Two equal non-inductive resistances and a condenser are 
connected in star, as in Fig, 275, and the combination is connected to a three- 
phase supply system. The capacitance of the condenser is so chosen that the 
reactance of tlio condenser branch is equal to the resistance of one of the 
non-inductance branches. Determine the voltages across the lamps and 
condenser. 

Let R denote the resistance in each of the non-inductive branches. Then 
-jR denotes the reactance of the condens(‘r branch. 

The line currents may bo determined either by the indirect method, whieli 
involves the conversion of the star-connected circuit into the equivalent 
delta-connected circuit, or by the direct application of KirchhofE’s laws to the 
star-connected circuit. As the former method introduces some features of 
interest for the circuit under consideration, it will be adopted in present 
case. 

Thus, denoting the equivalent impedances between the line wires 1-2, 2-3 
3-1 (Fig. 2756), as Z^, Z^, taken in order, we have, from p. 460 

- R -f- R -f R . RK-jR) - R{2 -f jl) 

Z^^ R -jR - R . jRIR R{1 ^j2) 

Z^ - - jR + R -JR . RIR R{1 -’j2) 
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Hence, for counter-clockwise phetse rotation, the cuiTents in the equivalent 
delta-connected circuit are 


/ 


a 


V {1+ jO) 

a {2 + ii) 






R 


1 . - 


V (- 0 5 + j0 866) 

(J -j2) 


-(- 0 446-^j0 027) 


The currents in the star-connected circuit are then 1 ^ = 1 ^ "" /c» 
It — I h” fa* fs~fe’~fb* voltages across the branches of this 

circuit are Fi.q = i?/i, V 2-0 = ^fz* Fs-o == -j^fi- 

Whence Fj ^ = F {0-846 -jO- 173) 

Fj 0 = F V(0*846* 4- 0-173*) = 0-866 F. 

Fro= V {- 0-154 -jO 173) 

F2.0 =- V v'(0*154» + 0-173*) == 0-232 F. 

Fa-o =- F {0-346 + j0 692) 

F3.0 - F V(0-346* -f 0-692*) = 0-776 F. 

Wattmeter Method of Determining the Direction of Phase Rotation 
in a Three-phase System. When the power in the system is being 
measured by the two-wattmoter method (using separate watt- 
meters) the phase rotation may be determined at the same time by 
taking two extra readings with a reactance (e.g. either a condenser 
or an inductance) inserted at the junction of the two pressure-coil 
circuits, as shown in Fig. 276. The star-connected circuit thus 
formed is similar to the circuit in Fig. 276, and, therefore, the 
changes in the magnitudes and phases of the voltages impressed 
upon the pressure coil circuits of the wattmeters, due to the insertion 
of the reactance, will depend upon the direction of the phase 
rotation of the three-phase system. 

Vector diagrams representing the conditions when a condenser 
is connected in the pressure-coil circuits are shovTi in Fig. 
276. A study of these diagrams will show that H A, B, de- 
note the readings of the wattmeters when the connections are 
normal {A being the larger reading*), and A\ B\ denote the 
readings when the condenser is connected in the pressure-coil 
circuits, then if 

A' :::A,B' <B ; or if A' < A. B' > B, 


♦ The special case when the two readings are equal is considered in the 
example which follows. 

29— (T.5245) 
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wattmeter B is connected in the “ lagging phase when the power 
factor is “ lagging and is in the “ leading ” phase when the 
factor is “ leading.” 

To ascertain whether the power factor — or, more correctly, the 



Fig. 276. Vector aisid Circuit Diagrams tor Two-wattmetbr 
Method of Determining Direction of Phase Rotation 


current in the main circuit — is lagging or leading, the following 
simple test is applied* — 

Open the common connection between current and pressure coils 
of the wattmeter which gives the larger reading when the connections 

* This test depends upon the phase relationship between the line voltages 
and currents of a symmetrical three-phase system. Thus, with normal 
connections the phase difference between the currents in the coils of the 
wattmeter giving the larger reading is (30® — 9?), and when the common end 
of the pressure coil is transferred to the other line the phase difference becomes 
90® - q>) when the power factor is lagging and (90® -f- 9?) when the power 
factor is leading. 
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are normal. Connect this end of the pressure coil to the Ime wire 
in which the second wattmeter is connected. If the new reading 
is positive, the current is lagging ; if negative, the current is 
leading. 

Experimental Verification. The following readings were obtained on two 
wattmeters connected, in accordance with the diagram in Fig. 276, to a three - 
pliase circuit, the power factor of which could be varied as desired. The 
power factor was indicated by a power factor meter, and the direction of 
phase rotation was determined by an independent tost — 


Reading of Wattmeter 
Connected in Line No. 1. ! 

Reading of Wattmeter 
Connected in Line No. 2. 

Power 

Factor. 

Phase 

Rotation. 

2t) 

47 

lagging 

2-1-3 

2* 

35* 

lagging 

2-1-3 

4K 

21 

1 leading 

2-1-3 

17* 

44* 

leading 

2-1-3 

24 

48 

1 leading 

1-2-3 

4(i* 

17* 

leading 

1 1-2-3 

49 

20 

lagging 

1-2-3 

37* 

3* 

lagging 

1-2-3 


♦ These readings were taken with a condenser inserted in tlie potential circuit of 
wattmeters. 


Example. Two similar wattmeters are connected in the usual manner 
for measuring the power in a three-phase circuit and provision is made for 
inserting a condenser in the pressure -coil circuits in the manner shown in 
Fig. 276. The reactance of the condenser is equal to the resistance of one 
of the pressure -coil circuits of the wattmeters.* Determine, for power factors 
of 1*0, 0*707, 0*6, 0*2, and both directions of phase rotation, the relationship 
between the readings of the wattmeters (i) when the connections are normal ; 
(ii) when the condenser is connected in the pressure-coil circuits. The line 
voltage, current, and frequency are constant. 

The voltages impressed upon the potential coils of the wattmeters when the 
oond('nser is in circuit are calculated as in the above examjde, and are given by 

Fi-o y {0-846 -jO-173). F2-0 ^ ^ - 0-154 -j-0t73), for counter- 
clockwise phase rotation, and by 

== V {0-154 -f jO-173), - F( - 0846 + j-0173) for 

clockwise phase rotation, the voltage between lines 1 and 2 being the 
quantity of reference. 

For counter-clockwise phase rotation and with the condenser in the pressure- 
coil circuits the reading (TF'i) on the wattmeter connected in line 1 is equal to 
-^ 1 ^ 1-0 cos (18*4® -f (p), and that {W\) of the wattmeter connected in line 2 is 
/jFg-o cos (18*4® -f (f), the plus sign being taken for lagging power factors. 
Similarly, for counter-clockwise phase rotation, the readings are : V' 1-0 

cos (18*4® -f ip), W\^ cos (18*4® + ip). 

* If it is the resistance of the pressure-ooil drouit, the capacitance required is given 
by C M 10*/a>it /iF. If the frequency is 60 and R 8,180 Q., C 1 jUF. 
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The results are best expressed in tabular form— 


Power 

Factor. 

Phase 

Rotation. 

Wi (without 
Condenser). 

ITS (with 
Condenser). 1 

1^2 (without 
Condenser). 

^ W'i(witb 
Condenser). 

1-0 


CC 

0-866 


0-712 


0-866 


0-22 

Vh 

1*0 


C 

0-866 

Vl\ 

0-22 

r/i 

0-866 


0-712 

VI 2 

0-707 

(lag) 

CC 

0-966 


0-398 

vh 

0-259 

vi; 

0-104 

yjz 

0-707 

(lead) 

CC 

0-259 

Vl\ 

0-774 


0-966 

ri; 

0-207 

VI, 

0-707 

(lag) 

C 

0-259 


0 104 

vil 

0-966 


0-398 

vil 

0-707 

(lead) 

c 

0-966 

vi\ 

0-207 

vil 

0-259 

vil 

0-774 

yil 

0-5 

(lag) 

CC 

0-866 


0 174 

VIi 

0 


0-0466 

\ F7* 

0-5 

(lead) 

CC 

0 


0-65 

vil 

0-866 

yh 

0-174 

F7* 

0-5 

(lag) 

C 

0 


0-0466 

F/J 

0-866 

VI 2 

0-174 

F7* 

0-5 

(lead) 

c 

0-860 

Vh 

0-174 

F/J 

0 


0-65 

F72 

0-2 

(lag) 

CC 

0-664 

Vh 

- 0-102 


-0-315 

F/3 

- 0-0274 

: F7a 

0-2 

(lead) 

CC 

-0-315 

Vh 

0-433 

F/J 

0-664 

vi; 

0-116 

Viz 

0-2 

(Ug) 

c 

-0-315 


- 0-0274 


0-664 

vil 

-0-102 

yiz 

0-2 

(lead) 

c 

0-604 

vt\ 

0-116 

vil 

- 0 315 

F/ 

0-433 

VI2 


Watt-hour Meter Method of Determining Direction of Phase 
Rotation in a Three-phase System. For this method, an induction- 

type polyphase watt -hour meter with the terminals marked accord- 
ing to the B.S.I. specification is required. The tests applied 



Fig. 277. CiaouiT and Vectok Diagrams for the Comparison 
OF Phase Rotation by Lamps 


depend upon the power factor of the load connected to the meter, 
and are as follows — 

1. When the load is non-inductive. Disconnect the “ red ** 
element of the meter from the circuit and connect a non-inductive 
resistance* in series with the potential or shunt circuit of the 
“ blue element. Take a reading. Next disconnect the “ blue ” 
element from the circuit and connect the non-inductive resistance 
in series with the shunt circuit of the “ red ’’ element and take a 
reading with the same load as before. Then the element which 
gives the higher reading is connected in the “ leading phase of the 
supply system. 

* The value of the resistance should be of the order of 600 ohms per 100 
volts of the normal operating voltage. 
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2. When the current is lagging. The test is similar to that for 
case (1), but the non-inductive resistance is not required. 

Comparison of Phase Rotation of Two Three-phase Systems. A 

simple method of comparing the phase rotation of two three-phase 
systems — e g. two alternators which are to be operated in parallel — 
is to connect three similar lamps to the systems according to the 
scheme shoA^m in Fig. 277a. Then, assuming the frequencies to be 
equal, if the systems hav(^ the same phase rotation, the lamps A 
and B — which are cross-connected in relation to the supply systems 
— will glow brightly, and lamp G will be either very dim or completely 
dark. On the other hand, if the phase rotations are not in the 
same direction, all the lamps will either glow with equal brightness 
or be completely dark. 

Vector diagrams for these cases are shown in Figs. 2776, 277c, 
respectively. The vectors OE^, OE 2 , represent Ihe equivalent 
phase voltages of one system and OE\^ 0E\, OE\, represent the 
equivalent phase voltages of the other system. Then, if the two 
systems have the same phase rotation and equal phase voltages 
(E)y and 0 is the phase difference between the sy stems, the voltages, 
F^, Fb, Fc, impressed upon the lamps are 

F^ =- 2E sin \0, = 2E sin J(120° ± 0), 

F, = 2A^sini(120"T6). 

In the special case, when 0 = 0. 

F^ = 0, \\ = 2E sin 60*^ = F, V, = 2E sin 60° = F, 

where F(= \/3 . E) is the line voltage of each system. 

If the phase rotations are not the same, then 

F^ = 2E sin \0, F^ = 2E sin ^0, F, = 2E sin \0 

If the phase rotations are the same, but the frequencies differ 
slightly, then 0 varies with respect to time and passes through a 
cycle of 360° during the time that one system is gaining or losing 
a cycle with respect to the other system. Hence, during the 
interval, the lamps -4, B, G will each complete in succession the 
cycle dark-bright-dark-bright-dark. 

The order in which the lamps B and C light up depends upon 
which system has the higher frequency. This feature may be 
utilized in connection with the synchronizing of small alternators, 
and was formerly applied b}'^ Siemens to synchroscopes. 

Detennination of Ratio and Phase Angle of Instrument Trans- 
formers. These q\iantities may be determined directly by means of 
the Gall co-ordinate potentiometer (Fig. 271). In the case of a cur- 
rent transformer, the secondary winding is connected to the normal 
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instrument load, in which is included a standard non-inductive 
low resistance. A similar resistance is connected in the primary 
circuit. The potential differences across these resistances due to 
the primary and secondary currents are measured by the potentio- 
meter, and from these measurements and a knowledge of the 
values of the standard resistances both the ratio and phase angle 
can be calculated. 

In the case of a potential transformer, the secondary winding is 
connected to an instrument load and also to a potential divider 

from which a suitable voltage is 

obtained for the potentiometer. A 
^ CT /f similar pottmtial divider is connected 

^ A AA/f across the primar}^ winding. The 

f/ voltages are measured by the potentio- 

J^ii I meter, and the ratio and phase angle 

/ :4 calculated from these measure- 

^ (j/(^ ments and a knowledge of the ratios 

potential dividers. 

r When a co-ordinate potentiometer 

— WAAH is not available, the methods now to 

Fio. 278. Method of Deter- described may bo adopted, the 
MINING Ratio and Phase principles of which are based upon the 
Angle of Cubrent potentiometer method of comprising 
RANSFORMEB E,M Fs A Standard variable mutual 

inductance, standard non inductive resistances, and a vibration 
galvanometer are required for the tests. 

Ratio and Phase Angle of Current Transformer. The connections 
are shown in Fig. 278, in w4iich represent standard non- 

inductive low resistances, M a standard variable mutual inductance, 
and VG a vibration galvanometer R 2 and ilf are adjusted succes- 
sively until there is no deflection of the galvanometer. Then, if 
the standard resistances are tmtirely non-inductive, the ratio is 
given by 


= ;rV(I 

! 




and the phase angle ^ is given by 

/? =- tan-^mif/i^g (199) 

Proofs. In the proofs we shall consider that the standard resistances 
Bit have slight inductances Lj, Lf respectively. Then, when the current 
in the vibration galvanometer is zero, we have 

ft [(^2 + >J^2) + jo)Li) 


Ri ^coLi 


RjjBj-j- M.) 
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J 

= /r i + «)» 
iiiV L 1 + J 

which, when ij — 0, i, = 0, reduces to 

^ - Jvd I o’MW) 

Similarly, the phase angle, is given by 
o ,toi,iJj-cu2ei(X,j-Af) 

which, when = 0, = 0, reduces to 

P — tan'^ wM IR 2 


Whence 


5 :=y[ 


(198a) 


(199a) 


Ratio and Phase Angle of Potential Transfomer. The connections 
are shown in Fig. 279 (a). A non-inductive high resistance i?,. 



Fig. 279. Method of Determining Ratio and Phase Angle op 
Potential Transformer 


(a) Connection diapram; (6), (c), Vector and circuit diagrams for lagging phase- 
angle; (d), (e), Vector and circuit diagrams for leading phase-angle. 

(Note. In the vector diagrams the angle fi is shown much exaggerated. In practice, 
this angle may be only a small fraction of 1®.) 


together with two smaller non-inductive resistances, are con- 
nected across the primary winding and the supply. A condenser, 
C, of variable capacitance, and a two-way switch, S, are connected 
to the resistances jRg, in such a manner that the condenser may 
be shunted across either iZg or The secondary winding, to which 
the instrument load is connected, is reversed and connected through 
a vibration galvanometer across the resistance JBj. Zero deflection 
on the galvanometer is obtained by successive adjustment of 
and C, after a preliminary trial has been made to ascertain whether 
switch S should be in position 1 or 2. Then the ratio is given to a 
close approximation by 


Fi -4- i?2 + 



( 200 ) 
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The phase angle, is given by 

= tan-i£oCi?3(i?i H- ■K2 )/(-Bi + ■«2 + -Rs) • • (201) 

when lagging (i.e. when the reversed secondary voltage lags with 
reference to the supply voltage), and hy 

= tan-itoC52*/[^2 + (ft, + -Kg) (1 IwCfta)*! . (201a) 

when leading. 

Proofs. The resistances 7?2, are assumed to be without reactance 
and the condenser without losses. Then for the case when the reversed 
secondary voltage lags the supply voltage (diagrams (6), (c), Fig. 279 ), we 
have from the circuit and vector diagrams 

F,= F2 + /(Bi + «d: F2 =/iW». 

Hence ~ /2)(^i + P2) _ + ( ^1 4 P^) (1 + I2II1) 

¥2 /A ^2 

~ (-^1 "f" -^2 "1“ j(^^^(Pl '}■ ^2)' 

Whence to a close approximation, 

V^i/^2 - F R2 f ^ 3 )/^ 3 . 

The phase angle is given accurately by 

fi = tan-^coC(jRi + R2)l[(I^i + i?2 + i?3)/^8] 

= tan'“^a)( 7 i? 3 (i 2 i -f“ P 2 )li^i 4 " -^^2 4 * 

For the case when the reversed secondary voltage leads the supply voltage 
(diagrams (d), (c), Fig. 279 ), we have from the circuit diagram 

Fi = F2 4 - I1P2 4 - IPi ; F2 - 

The ratio (F1/F2) is best determined trigonometrically. Thus from the 
vector diagram, 

Vi = 4 - Pz) 4 - /ii?2Cos O2Y -h (/ii?2sin O^)^} 

F1/F3 = V{[Ri + i ?3 4 - Pzihllf? + {PJJ,IP)^}IP, 

Now, 

IJl - 1/(1 4 - (oGP^) ; IJJP =-- (oCPJ{\ + ci)CP^¥; 

and since ct)CR2 may be ignored in comparison with unity, we have to a close 
approximation 

ViiVt = (Ri + B2 + 

The phase angle is given accurately by 

/fit = tan-i{/,«j sin + i?,) + cos Ojll 

- tan->a)OH,»/ri?! + (^i + d + c dff ) |. 



CHAPTER XIX 

CALCULATION OF THREE-PHASE CIRCUITS 

In this chapter, some of the simpler methods of calculating the 
currents and voltages in three-phase circuits with balanced and 
unbalanced loads will be discussed. Consideration will be given, 
first, to circuits in which the loads are supplied at constant voltage, 
and then to circuits in which the voltage at the load is affected by 
the voltage drop in the generator and line wires. In all cases it is 
to be understood that the currents and E.M.Fs. vary sinusoidally 
with respect to time, so that vector diagrams and complex algebra 
are applicable to the solutions. 

The simpler examples are calculated by graphic, trigonometric, 
and complex algebraic methods, so as to bring out the salient 
features of each. But with the more complicated eases of unbal- 
anced star-connected three-wire circuits, only complex algebraic 
methods of solution are given. In such cases, and also in the 
calculation of unbalanced delta-connected loads, the phase sequence 
of the generator has to be taken into account. It will, therefore, 
be appropriate now to consider this quantity and the mamier in 
which the symbolic expressions of E.M.Fs. are affected by the 
phase sequence. 

Phase Sequence. A knowledge of the phase sequence, or phase 
rotation, of a polyphase system is necessary before a vector dia- 
gram can be drawn or the symbolic equations written down. The 
vector diagrams previously given have all been drawn for counter- 
clockwise phase sequence, which is the standard direction, and the 
diagrams of the simple two-phase and three-phase alternators, 
shown on p. 175, have been drawn to give tliis sequence. A refer- 
ence to Fig. 100 (p. 175) will show that the E.M.Fs. of the three- 
phase alternator reach their positive maximum values in the order 
Ely Ell, Eia. Thus in the vector diagram (a). Fig. 100, if the vector 
OEi is the vector of reference, the vector OEn lags 120 degrees and 
the vector OEm lags 240 degrees. 

Observe that if the direction of rotation of the armature is re- 
versed, the E.M.Fs. will now reach their positive maximum values 
in the order I, III, II. Hence the vector diagram will now have to 
be drawn with OEn lagging 240 degrees and OEia. lagging 120 
degrees; or, alternatively, OEn leading 120 degrees and OEm 
leading 240 degrees. 
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Standard Phase Sequence and Generator Terminal Harkings. The 

standard phase sequence is counter-clockwise, as explained above. 
Hence, if the terminals of the generator are marked A, B, C, it is 
understood that — (1) the E.M.F. between terminal B and the 
neutral point lags 120 degrees with respect to the E.M.F. between 
terminal A and the neutral point; and (2) the E.M.F. between 
terminal G and the neutral point leads 120 degrees with respect to 
the E.M.F. between terminal A and the neutral point. 

When a colour scheme of terminal or cable markings is employed, 
the standard colours are red, blue, and white (or yellow). The 
colour white (or yellow) is assigned to terminal A and all cables 
connected to it ; blue is assigned to terminal B and all cables con- 
nected to it ; red is assigned to terminal G and all cables connected to 
it. Hence, with this scheme the “ blue ” phase lags 120 degrees, and 
the “red” phase leads 120 degrees, with respect to the “white” phase. 

Symbolic Representation of Phase and Line E.M.Fs. in a Three- 
phase, Star-connected System. With a symmetrical system the 
phase E.M.Fs. may be represented by either of the symbolic expres- 
sions (202), (202a), according to the phase sequence, 

Phase E,M.Fs. for Counter-clocJcwise Phase Sequence — 

El = E(1 + jO) 

Eu = E(cos - 120® + j sin - 120°) = ^( - 0-5 866) (202) 

Em = ^(cos - 240® + j sin - 240®) = J?( - 0-5-\-j0 866) 

Phase E.M.Fs, for Clockwise Phase Sequence — 

El =E(l+j0) 

Ell — ^(cos 120® +^’sin 120®) = E{-0*5 jO'866) « (202a) 

Em = ^(cos 240® sin 240®) = E(^0 5-j0 866) 

Hence the line E.M.Fs. are given by the expressions, 

Counter-clockwise Phase Sequence — 

Fi-2 ^ E(1 + 0 5 + j0 866 = E(1S + j0 866) 

F 2-3 ^11 — -^in ECHO'S ^ j0*866 |- 0*5 — j0*866) == 

V 31 — f'm “ -^1 = H" jO-866 - 1 - jO) 

== E(- 15 +j0 866) 

Clockwise Phase Sequence — 

Fi-2 == = E{1 + 0 5-^j0 866) = E{l*5-‘j0*866) 

F 2-3 ~ ^11 -^m ^ ~ 0*5 -j- j0*866 -f- 0*5 -j- j0»866) 

F 3 . J = Em -Ej = E(- 0-5 - j0*866 - 1 -jO) 
E(^l*5^j0*866) 
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These expressions and the vector diagrams of Mg. 280 show that 
the phase sequence of a polyphase system affects the relative posi- 
tions of the E.M.F. and current vectors of the system, but has no 
effect upon the magnitudes of the E.M.Fs. or currents when the 
system is symmetrical and balanced. The phase sequence, how- 
ever, may have a considerable effect upon these currents when the 
system is unbalanced, as is shown in the examples which follow. 

Calculation of Line and Load Currents for Star- 
AND Delta-connected Loads 

Calculation of Load and Line Currents for Delta-connected Balanced 
Load. This represents the simplest case of a three-phase circuit, and 



Fig. 280 . Vectok Diagrams of Three-phase Systems 
( a) Count er-cloclvwis<' (standard) phase seciuence; {b) Clockwise phase aequeiu (‘. 


the solution follows readily from the vector diagram of Fig. 117 
(p. 187). Thus the phase current is calculated first, and the line 
current is obtained from the relationship 

line current = y'S X phase current. 

For example, if F is the line voltage and Z is the impedance of 
each phase of the load, then the phase current is = F/Z, and 
the line current is / = 

Calculation of Load Currents for Star-connected Balanced Load. 

The solution is simple in this case, because, as the load is balanced, 
the phase voltages are symmetrical. The appropriate vector dia- 
gram is shown in Mg. 113 (p. 186), jfrom which 

phase voltage = line voltage/ \/3. 
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Hence, if F is the line voltage and Z is the impedance of each 
phase of the load, the load (and line) current (7) is given by 7 = 
F/(V3Z). 

Calculation of Load and Line Currents for Star-connected Unbal- 
anced Load Supplied from a Symmetrical Four-wire System (Voltage 
Drops in Lines and Neutral Ignored). The assumption that no volt- 
age drops occur in any of the lines or the neutral enables a simple 
solution to be obtained, as the phase voltages at the load are sym- 
metrical and are equal to 

line voltage/\/3. 

Hence, if F is the line voltage and Z^, Zg, Zg are the impedances 
of the several branches or phases of the load, the load currents are 

A = F/V3^i; I 2 = F/V3^2; Is =- V/V^^s^ 

The currents in the line wires are equal to the respective load cur- 
rents, and the current in the neutral is equal to the vector sum of 
the load currents. 

The current in the neutral may, therefore, be determined either 
graphically — by drawing to scale a vector diagram — or, analyt- 
ically, using either the symbolic method or the component method. 
In the component method the load currents are resolved into com- 
ponents along two axes perpendicular to one another, and the re- 
sultant is calculated. This method usually involves simpler work- 
ing than the symbolic method, especially if a suitable choice of 
axes is made. The worked example given below illustrates how the 
methods are applied to the solution of a particular problem. 

EiZample. An unbalanced star-connected load — the branches of which 
have the following impedances — = 2-5/ 10°, Z^ — 3-0/ 15°, Z^ ~ 3-5/5° 
ohms — is supplied from a three-phase, four- wire symmetrical system, the line 
voltage being 400 V., and the phase sequence counter-clockwise. Determine 
the currents in each line wire, ignoring the voltage drop in all line wires. 

The phase voltage of the system = 400/ V 3 — 231 V. Hence, if the 
line currents are denoted by /j, 1 2 , /a, we have 
= 231/2-5 == 92-4 A. 

I 2 = 231/3 = 77 A. 

J, =: 231/3-5 = 66 A. 

These currents are lagging with resiiect to the yihase voltages by the angles 
10°, 15°, and 5°, respectively. 

The graphical solution for the current in the neutral wire is shown in 
Fig. 28i, the vector diagram being drawn to a scale of 1 cm. = 10 A. By 
measurement, the vector O/q* representing the sum of the vectors 01 ^ 01 2 , 
Ol^f is 1*38 cm., and therefore the current in the neutral wire is 1*38 X 10 = 
13*8 A. The angle between OIq and O/j is 41°. 

The analytical solution for the current in the neutral wire using the com- 
ponent meiiiod is as follows — 

One of the axes AOAi (Fig. 281) is taken along the direction of the current 
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vector Oil, ^ order that this vector shall have no component along the 
perpendicular axis BOBi. 

The components along the axis AOAi are therefore 

7i, /j cos(120 + 15 - 10)® and 7, cos(240 + 5 - 10)® 
their sum is given by 

= 92-4 - 77 X 0*5736 - 66 X 0*5736 == 10*4 
The components along the perpendicular axis BOBi are 

72 sin(120 + 5 - 10)® and 7, sin(240 + 5 - 10)® ; 
their sum is given by 

7y = - 77 X 0*819 H- 66 X 0*819 - 9*1 



Fio. 281. Graphic Solution for Current in Neutral Wire of 
Three-phase Four- wire System 
01 0 should be reversed in direction. 

Whence the current in the neutral wire is given by 

h = V(V + V) = V'(10-4* + 9*P) = 13*8 A. 
and the phase difference of this current with respect to 7^ is given by 
(p^ == tan-» = tan-i - 9*1/10*4 = - 41*2® 

Analytical solution for the current in the neutral using the symbolic method — 
The vector of reference is the phase voltage E^. 

Hence the expressions for the load currents are 
h = 92*4(cos - 10® -f j sin - 10°) = 91 -jl6 
h == 77 [cos - (120 + 15)® -h j sin - (120 -f 15°)] = - 54*4 - j54A 
h = 66 [cos ~ (240 + 5®) -f j sin - (240 + 5°)] = - 27*5 + jS9'8 

AVhence/o = > (A + A + h) = -«-7 + jl0 6. 

Hence, /o = + 10*62) = 13*8 A, 

and its phase difference with respect to Ei is 

(pQ = tan“^ -- 10*6/8*7 = 50*6° (lagging). 
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Calculation of line and Load Cunents for Thiee-phase, Delta* 
connected. Unbalanced Load Supplied at Constant Voltasw. The 

simplest solution is a graphic one and is shown in Fig. 282. The line 
voltages are represented by the vectors OFjj, OFj 3 , OFjj. The 



Fid. 282. Graphical Solution for (Htrrbnt in Delta-cojtneotrd 

Load 

currents in the branches of the load are calculated from the respective 
line voltages and impedances, and are represented by the vectors 
O/j, Olijy Olnii which have phase difPer- 
ences of 9 ?^, 9 ^ 2 , 9 ^ 3 , respectively, with respect 
to the line voltages. The line currents are 
represented by the vectors 01^, O/ 2 , O /3 ; 01^ 
being the vector difference of 01 j and Of my 
^ 01 2 the vector difference of 01^ and 07„ 

and so on. 

The problem, however, may be easily 
solved by the symbolic method, the polar 
form described on p. 27 being preferable 
Fig. 283. Circuit to the rectangular form. Thus, if the phase 
^^coNNECTBD LoAD^ rotatiou is counter-clockwisey the line E.M.Fs. 
are given by the expressions 

y ^.2 = F2-3 = FJ-120/9T) _ yj 240/90 _ yjl20/90 

and if the load impedances are arranged in the order Zj, ^n> ^iiii 
as shown in Fig. 283, the load currents will be given by 

h = Fi 2/1^1 
/n = F2-8 /^ii = 

Im = Fs-i/Zm = 
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Hence the line currents are given by 

h = ft- Jm = - W*'*® 

= /j,J-(i2o+9’j°)/9» + 7,J-(ie.'<+9),o)/9o 
/s = - III = - 7„J-(i*»+9’*'')/‘"‘ 

= ■ ’’’°’'*® 

or 7^ = "v/r/i* "I" Iia~ "b 27 i7jij cos (60 + 9*3 ~'pi )] 

h = VKn“ + /i* + 2 /,/„ cos[(180+9)i“) - (120 + 90 /)]! 

= A/[^n* + A® + 2/1/11 cos (60 + 9?!® - 9?2°)] . . ( 204 ) 

/, = Vl/.i." + /n* + 2/i,/inCos[(120-953°)-(60-9’9°)J| 

= '\/[Im“ + /ii^ + 2/11 /m cos(60 + (p^° -<Pa°)] 

The angles Og, by which these currents lag with respect to 
the voltage ( Fi„2) between lines 1 and 2 are given by 

_ -1 A^tn - + /in sin -(60 + y?3°) 

tan 2jCos - + /,n cos -(60 + 

_ -1 yin -(120 + 9^2^) + A - 0^0 + 91 ") 

— an -(120 + 9^2) + A -(180 + ^>\) ’ 

/nisin -(240 + (p^) + /„ sin -(300 + cp.^) 

n tan*'^ 

® /iiiCos —(240 "I" 9^3®) “f" I\i cos “(300 -f" 9^2^) 

If, however, the phase rotation is clockwise, the line voltages for 
the circuit diagram of Fig. 283 will now be represented by 
FV2 = FJ«, F'3.3 = F/is"/*®, F'3., -=• F./2«"/9«, 
and the load currents will be given by 
li = Y'i-2lZi = h 7-P«®'9® 

In' = K 3/2,1 =/i,/'i2«-iP.®)'»» 

/'in=r3-i/2ni = /m*^<=‘*®-^>‘’>'*® 

Hence the hne currents will be given by 

fi = I'l - I’m = /i + /n,J<*»-»’»®'/»® . 

li = /'n - I'l = /n Ji^»°-V*°)loo + 7, J(i80-9>,o)/9o . . (203o) 

/s' = /'m - /'u = /np/<‘“®-’’»°>'®® + /n . J 

or 

Ii — VC/i* + /in* + 2/1 7in co8(60 - <pa° + 9 ^ 1 °)] 

/s' = V[/n* + /.* + 2/„ /, cos(60 - 9>i® + 993®)] (204a) 

Ii ~ V'[/in*4' /n* "b 2/ni7n co8(60 — 994® + 9’8°)] 
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Comparing these equations with those for counter-clockwise 
phase sequence, we find that the two sets of equations are similar 
except for the signs of the phase-angles (p^, Hence in the 
special case where the branches of the unbalanced load have the 
same power-factor (i.e. ~ ^2 = ^3), the magnitudes of the line 

currents will be unaffected by a change of phase sequence. 

Example. An unbalanced delta-connected load, the branch-circuit 
impedances of which are Zj - l()/l5°, Zjj — 5/30®, “ 20/0®, is supplied 

from a symmetrical three-phase system in which tlio line jiressure is 100 volts. 
Calculate the line currents. 

Assuming the phase rotation to be coimter-clockwise and the load im- 
pedances to be connected in the orticr Zj, Zjj, Zjjj, the impedance Z| being 
connected between lino wires 1 and 2 ; and denoting the load currents by 
/j, /»!» ^in» currents by /j, /g, we have. 


/l = 

KW j . 
10 

V*® - l(),7-J''*/90 



h ~ 

lOA 




hx 

a 

,1 

204 - 30) 90 __ 20,7 1 

>0/90 


hx - 

2()A 




f III " 

J55 ,7 240/90 7 , J 210/90 



fux - 

.-.A. 




h - 

v/[102 

f .52 f 2 X 10 

.5cos(60 + 0- 15)®] “ 

14A. 

i. - 


i 102 + 2 20 

> 10 co8(60 + 15-30)®] 

= 28A. 

h - 

vrr.» 1 

202 2 / ,5 ' 

20cos(60 + 30-0)°l - 

20-6A. 


A vector diagram drawn to scale is shown in Fig. 282. 

If the phase rotation i.s reversed the load and line currents are now 

j (io)/9o — 10 ,7 

10 A, 

— J(120 3(»)/90 20./*® *® 

5 * 

20 A. 

159 7 (240 0)/»0 _ 5 724C/8O 
20 ' 

5A. 

V[102 ^ r,2 4-2x10x5 cos(60 - 0 -f 15)®] = 12*3 
VL208 j, 102 f 2 ' 20 X 10 cos(G0 - 16 + 30)®] = 24*6 
f 202 + 2x5 X 20 cos(r)0 - 30 + 0)®] - 24-4 

Methods of Determining Load Currents for Unbalanced Star- 
connected Load. Two general methods are available. One method 
involves the conversion of the unbalanced star- connected load into 
an equivalent delta-connected load and determining the line cur- 
rents in the manner described above. The other method involves 
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the determination of the phase v^oltages at the load, from which 
the load currents are readily calculated. 

The first method is more general in its application, as it requires 
no restrictions to be made concerning the symmetry of the system. 
For this reason we shall consider it before dealing with the appar- 
ently simpler method — ^involving the determination of the phase 
voltages at the load — ^which, however, loses its simplicity when the 
system is unsymmetrical. 

Conversion of an Unbalanced Star-connected Load into an Equiva- 
lent Delta-connected Load. In order that the delta-connected load 
may be the equivalent of the 
star-connected load, the joint 
impedances and admittances 
between corresponding ter- 
minals must be the same 
in both cases. Thus, if 

?'3 denote the imped- 
ances of the branches of the 
star-connected load, and 
Z 5 , Zc denote the corre- 
sponding impedances of the* 
branches of the equivalent 
delta-connected load (see Fig 
284), then we have 

Joint impedance between terminals A and B of star-connected load 

Joint impedance between terminals B and C of star-connected load 

Joint impedance between terminals C and A of star-connected load 
~ ^3 4" 



Fio. 284 . Circitit Diagrams fob Equi- 
valent Star and Delta Circuits 


Joint impedance between terminals A and B of delta-connected load 

^ Z,(Z^ -f Z,) 

4“ f ?>€ 

Joint impedance between terminals B and C of delta-connected load 

_ 4 - ?>c) 

4“ ^6 4~ 

Joint impedance between terminals C and A of delta-connected load 

4” 4“ Zf 


30— (T 5*45) 
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Hence for the delta-connected load to be the equivalent of the 
star- connected load, we must have 


7 JL 7 + ^c) _ 

+ Z, + Z, “ 1 + ZJZ, + ZJZ, 

rr , ^bi^a + ^c) + ?'c 

z, + z, + z, 1 + ZJZ, + ZJZ, 
Z,(Z, + Z,) Zg+Z^ 

+ + 1 + ZJZ, + m 

Whence 

~ -?! “{" -^2 
Zb = -^2 + 

?'c — -^a 4 " Z^ -\~(Z^ZJZ^) 


( 206 ) 


The method of obtaining the latter group of equations from the preceding 
group is as follows — 

Dividing each equation by the numerator of its right-hand side, we have 

"H ^2 _ ^2 -f" _ ^2 -j' _ ][ 

+ ?'c) ?b^?'a + ?'c) ?‘c^?'a + ^&) -^a -?& + 

from which we obtain 


{?'! 4 “ Z2) - (^a 4 - ^z) (‘^a H- ^1) _ _ 1 

^a(^b + + ^c) + + ^b + ^o 

{^1 ^2) ~i~ {^2 "i' *^3) ~ (^a ~i~ ^1) 2^ 2 _ 1 

+ Z,) + ■“ Z„ + -f 

4 - ^2) l- (<^2 + ^3) + (<^3 + ^1) __ 2Z3 _ 1 


-^ai?b + ^c) + ?bi?a + ^c) + “?&) 2Zj,Zp Z^-fZ^-j-Zj, 


Z, 




HenfP Zk — 11c ^ 

nence ~ — ~ rr 


^1’ 




Substituting in the original equations we have 


Z\ “h ?>% ' 


whence 


1 + + ^zl^iz ?‘ 1 ?>Z + ^Z?'^ + -?l ?3 


— "^3 “ 1 “ ?‘l i^l^zf^z) 

Similarly 

?b ~ ^2 ^3 i^z^zl^i) 

?a— -?! + ?z ~\~(^i?zl? 3 ) 


Denoting the GwfwtVfaTice^ of the star-connected load by Yi, Y^y 1^3. 
and the corresponding admittances of the delta-connected load by 
Yay Yj,y Ycy then for the two loads to be equivalent we must have 

TiYz y , Y,y, y,y,+ y,y,+ yj, 

ri + 7* “ • + 
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Y»Y, 

Y , 

YbYe^ YeYa 

Yt+Y»~ 

Yc+Ya~ 

yc + ya 

YsYt 

y , _ 

7.7» + Y,yc + ycy> 

Y»+Yi~ 

• « 7^ + 7^ ““ 

r, + n 


Whence 

y 

• “ - 7 , + + 7 . ' 

y 

Y,+ Tt+Yt ' 

y 

•‘-y, + 7,+ r, • 

Qraiducal Cronstmction for Obtaining the Values of the Eanivalent 
Impedances. As equation (206) shows the equivalent impedances 




(o) (6) (c) 

Fig. 286 . Gbaphioal Constkuction for Equivalent Imfedanobs 


Zfl, Zft. Zci to be complex quantities, their calculation involves the 
application of the symbolic method. If desired, however, the 
quantities may be readily obtained by a simple graphical con- 
struction, which involves the simple geometric processes of addition 
and proportion. 
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Thus, let the complex quantities Z 2 Z 3 /Z 1 , Z^Z^jZ^^ be 

denoted by Z^, Z/, respectivel 5 \ Then we have 

Hence to determine, say, Z^, vectors OZ^, OZg, OZ 3 , representing 
the star-connected impedances Z^, Zg, Z 3 , are drawn from a common 
point, 0 (Fig. 285a), and a triangle OZgZ^, similar to triangle 
OZ^Z^, is constructed upon OZg. Then OZ^ represents the quantity 
?>d = -?i^ 2 /^ 3 » since OZJOZ 2 — OZ^fOZ^. 

Therefore Z^^ is given the geometric sum of OZj^, OZg, OZ^, 
i.e. by OZ^ (Fig. 285a). 

The quantities Z^, Z^, are determined in a similar manner, as 
shown in Fig. 2856, c. 


Example. Determine the line currents in an unbalanced star-connected 
load when .supplied from a syimnotrical three-pha.se system at a line pressure 
of 100 V., the impedances of the branches of the load being Zj - s/SO®, 
Zg = 12/45°, and Z3 = 8/00° ohms. 

The graphic solution for the equivalent impedances of the delta-connected 
load IS given in Fig. 285. The analytical solution is as follows^ — 

The compound terms, Z^jZ^, etc., in the equations (206) for the equivalent 
impedances Z^, Z^, Z^, are first evaluated, using the polar form of symbolic 
notation, and the vector addition is then carried out, using the rectangular 
form of notation. Thus 


^^2 

>3 


5 y 12 

J(304-4o- 60)/90 ^ 7.5 

8 

1 2 V S 

y. - J(45-f-60 - 30)/90 _ 19-2 


■ ‘5)/»o = 3-33 


Hence 

Zg — (5 cos 30°-}- jo sin 30°) (12 cos 45° -f ^ 12 sm 4r)°) 

+ (7-5 cos 15° -1- ;7-5 sin 15°) 
- (4-33 -f 8-48 + 7*24) -f ^(2-5 -f 8-48 + 1-94) 

~ 20 05 + jl2 92 


Zi, — (12 cos 45° 4- 7 1 2 sin 45°) |- (8 cos 60° -}- jS sin 60°) 

-f (19-2 cos 75° + ; 19-2 sin 75°) 
= (8-48 -f 4 f 4-97) -j- ^(8-48 f 6-93 -f 18*55) 

17 45 +j33 96 

Zg = (8 cos 60° 4* jS sin 60°) -f (5 cos 30° -f jo sin 30°) 

4- (3*33 cos 45° 4- j3*33 sin 45°) 
-=(4 4- 4*33 4- 2-36) 4- ^(6*93 + 2*5 4- 2*36) 

== 10 69 4- jll 79 
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Whence 

■Zo = v'(20-05» + 12-92») -- 23-83 Q 
7)4 = tan-* 12-92/20-05 -= 32-8° 

= \/{17-45« + 33-96*) - 38-1 n 
= tan-i 33-96/17-46 = 62-8° 

= -v/(10-69* + 11-79*) = 15-9 a 
7)5 = tan-* 11-79/10-69 = 47-8° 

Assuming the phase rotation to be clockwise, and denoting the currents in 
the branches of the equivalent delta-connected load by J and the 

corresponding line currents by /j, ij, we have 

r _ Fi-2 _ 100 




F2:_3 


23-83 

100 

38-1 

100 


J-32.BI9Q ^ 4.2 J-32.8/90 


J-(120 -f 02.8)/90 _ 2*62 J 1*2.8/90 


l.l-O 


J-(240 + 47.8)/90 _ 0-29 J 287.8/90 


Therefore, 

+ 1 27„Z,cos(60 + 

= V'[*1'22 + 0-292 + 2 X 4-2 X 6-29 cos (60 + 47-8-32-8)®] - 8-42A. 
h = VUb^ + + 2 / j ,/^ co 8(60 + (Pa-9^b)°] 

-= v'[ 2*622 -j- 4 22 -I 2 X 2-62 x 4-2 cos(60 + 32-8-62-8)®] -= 6-6A. 
•= Vl^c^ f ^6* + cos (60 + - 9oJ®J 

= V[0-292 f 2-622 + 2 X 6-29 x 2-C2cos(60 4- 62-8-47-8)®1-7-42A. 


Detennination of the Currents in an Unbalanced Star-connected 
Non-inductive Load Supplied from a Symmetrical System. Direct 
Geometrical Method. In a sym- 
metrical system the line voltage 
vectors may be drawn in the form 
of an equilateral triangle, e.g. 

ABC (Fig. 286). If the point O 
in this triangle represents the 
potential of the neutral point of 
an unbalanced load connected to 
this system, then vectors drawn 
from 0 to the corners of the tri- 
angle will represent the voltages 
across the branches of the load. 

These voltages can be expressed 
in rectangular co-ordinates with 
respect to rectangular axes drawn through 0 when the line-voltage 
triangle ABC is drawn with the side BC horizontal. 

Thus let a?, y be the co-ordinates of -4 ; F denote the numerical 
value of the line voltage ; and Ei, En, Em denote the phase volt- 
ages (represented by OA, OBy OC). Then the co-ordinates of B are 
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Xg = X + JF, — - ('v/3F/2 - y ) ; and the co-ordinates of C are 
- *). = - (V^V/2 - y). 

Hence E^ = x + jy ; E^ = {x + ^V) - j(-v/3F/2 - y); 
^in=-(i F-x)-j(V3F/2-y). 

Let jRi, Rz denote the resistances of the branches of the load ; 
Fgj ^s> admittances of these branches, and /j, Jg, /g, the 
currents in them. 

Then since /i + /g + /a = 0, 

/i = “ (/a "1“ /a) = RiYi Y ^(a; + jy). 

Also /g = EnYzi and /g = EmYz- 

Hence 

/a + /a = Yl(x + iF) ~ j(iFV3 - y)] + TgC - (JF - a;) -i(JF V3 -y)] 
Adding this to the preceding equation for - (Jg + /g), we have 
0 = [x(Y, + Fg + Fg) + iFg(Fg- Fg)] +i[y(Fi + Fg + Fg) 

- {Yz+ Fg)JFV3] 

Therefore a;(Fi + Fg + Fg) -f ^FCFg- Fg) = 0, 
and y(Fi + Fg + Y,) ~ (Fg + Fg)JFV3 = 0. 

Whence a: = - iF(Fg- Fg)/(Fi + Fg + Fg) 

y - (iFV3) (Fg + Fg)/(Fi +Y,+ Fg). 

Example. Three non-inductive resistances of 6, 10, and 15 ohms are con- 
nected in star and supplied from a 230-V. symmetrical three-phase system. 
Calculate the line currents. 

Denoting the voltage across the 5Q. resistance by and the voltages 
across the lOfl. and 15fl. resistances by and Eui respectively, the co- 
ordinates of £'j with respect to the neutral point, O (Fig. 286), are given by 

a? - - i X 230(A - A)/(^ -f i’, + ,\) 

= - 90-5 

^ - i X 230V3 (£\; + A)/(i + 1^0 + A) 

= 90-5 

Therefore, E^ = - 10'45 + j90’5 

Ej^ = ( - 10 45 -f 115) -j{199 - 90 5) 

= 104 55^jl085 
= - {115 + 10 45) -j{199 - 90 5) 

= -^125 55’- jl08 5 

Whence /i = EJ5 = - -f jl8-l 

/2 = iii/10 =10 5-jl0 85 
>8 = iin/15 == - 8-37 - j7-23 
Check — /i + /a + /s = 0-03 -j0’02 

[Note. The calculations are made to slide-rule accuracy only.] 

Hence, /i = V( 2-1* + IS-l® ) = 18*2 A. 

j, = V(10-5* -f 10-862) = 16*1 A. 

It = V(8*37* + 7-23*) = 11-06 A. 
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Dibeot Dbtbbmination of Potential of Nbutbal 
Point of Load 

Determination of the Potential of the Neutral Point and the Phase 
Voltages for a Balanced Star-connected Load Supplied from a Three- 
phase System. In this case the potential of the neutral point and 
the voltage across each branch of the load is easily determined 
graphically by drawing the line-voltage vectors in the form of a 
triangle and determining the centre of gravity of this triangular 
area. The point so obtained represents the potential of the neutral 
point, and vectors drawn from it to the corners of the triangle 




Fio. 287. Method of Determining Potential of Neutral Point 
OF A Balanced Star-connected Non-inductive Load 


represent the voltages across the branches of the load. The con- 
struction is shown in Fig. 287, in which the triangle ABC is drawn, 
having its sides AB^ BC, CA, equal and parallel to the line- voltage 
vectors . 2 > ^1^2 - a* ^^3 - 1 287c) respectively. The mid- 

points, G, H, J, of these sides arc joined to the opposite comers. 
The common point, Oj, of intersection of these lines is the centre of 
gravity of the triangular area ABC, and represents the potential 
of the neutral point of the load. The voltages across the branches 
of the load are represented by the vectors OiA, O^B, O^fi (Fig. 287d). 

Proof. Consider for simplicity a non-inductive, star-connected, balanced 
load (Fig. 287a). Let this replaced by an equivalent delta-connected load 
(Fig. 2876). Then the currents in the branches of the latter will be pro- 
portional to, and in phase with, the line voltages : they may, therefore, be 
represented by the vectors OFi.*, ^ (Fig. 287c), and by the triangle 

ABC (Fig. 287<i). The current sccile and the magnitudes of the currents 
may be easily calculated. Thus, if R is the resistimce of each branch of the 
star-connected load, the resistance of each branch of the equivalent delta- 
connected load is equal to 3/?, and the currents in the branches of this load 
are given by 

1 1 = y i-JSR, Jii = V t.J^Rt Jill == y 
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Hence the current scale of the vector diagram is equal to 1/3H times the 
voltage scale. 

Now the line currents are equal to the vector differences of the currents 
in adjacent branches of the delta-connected load : they are, therefore, 
represented in the vector diagram by the diagonals AD^ BE, CF, of the 
parallelograms, ABDC, BCE A, CAFB, respectively, described on the sides 
of the triangle ABC. 

But the voltages across the branches of the star-connected load are pro- 
portional to, and in phase with, the line currents, and are, therefore, given by 



= B 

jsid'.-.-r.jj 

il 

1 

CO 

E, 

li 

^1- 

1 

to 

11 

^9 

CO 

1 


= R 


— i- (7 _ 7 

^ V 3 - 1 .*^2-3 


Hence AD, BE, CF, represent the voltages across the brandies of the 
star-connected load to a scale three times the original voltage scale of the 
diagram. 

Since the diagonals AD, BE, CP, bisect the sides BC, CA, AB, of the 
triangle ABC, the former intersect one another at a common point, Oj, and 



Fig. 288. Method of Determining Potential of Neutral Poini 
OF A Balanced Star-connected Inductive Load 

(a, b) Equivalent circuit diagrams; (c) Vector diagram for (6); {d) Construction for 
obtaining potential of neutral point. 

the distances 0^0, OjH, Oj*/, are equal to one-third of the distances QC, HA, 
JB, respectively. Therefore, OxA, OxB, OxC\ represent the voltages across 
the branches of the star -connected load to the original voltage scale, and the 
point Ox represents the potential of the neutral point of the load. 

The construction for the proof in the case of a balanced inductive load 
differs slightly from that for the case when the load is non-inductive, as the 
currents in tlie branches of the load are not in pliase with the voltages across 
these branches. Thus, in Fig. 288d, the triangle ABC represents the vector 
triangle for the line voltages. From the corners of this triangle are drawn 
the vectors BO, CL, AQ, representing the currents in the branches of the 
equivalent delta-connected load. If these vectors are made equal to the 
vectors AB, BC, CA, respectiveljs the current scale will be equal to 1/3Z 
times the voltage scale of the diagram, where Z denotes the impedance of 
each branch of the star-connected lo6ui. 

The line-current vectors, BJ, CN, AS, are then determined by constructing 
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the parallelograms BGJH, CLNM, AQST ; and each parallelogram is rotated 
so as to bring the current vectors BO, CL, AQ, in line with the corresponding 
voltage vectors, AB, BC, CA. Then the new positions of the line-current 
vectors will represent the voltages across the branches of the star-connected 
load to a scale three times the original voltage scale of the diagram. Hence, 
if from the points ABC the lines AE, BF, CD, are drawn parallel to BJ^, 
CNi, ASi, respectively, the former will intersect at a common point, Oj, 
which represents the potential of the neutral point of the load. Moreover, 
since the points D, E, P, are the mid-points of the sides AB, BC, CA, 
respectively, the point is the centre of gravity of the triangular area ABC. 

Hence, in all cases of balanced star-connected loads, the potential of the 
neutral point of the load may be obtained by determining the centre of 
gravity of the triangular area formed by the vector triangle of the line 
voltages. 


Potential Difference Between Neutral Points of Generator and 
Balanced Star-connected Load. When the supply system is sym- 
metrical the neutral point of 
a balanced star-connected 
load is at the same potential 
as that of the generator, 
since the line-voltage vectors 
then form either an equi- 
lateral triangle (when the 
number of phases is equal to 
three) or a regular polygon 
(when the number of phases 
is greater than three), and 



Fig. 289. Showing Diffekencb of 


the potential of the neutral Potential Between Neutral Points of 

• 1 r xU • A.N UnSYMMETRICAL SySTEM AND OF A 

point of the system is repre- balanced Star-connected Load 
sented by the centre of 

gravity of this triangle or polygon, which also represents the 
potential of the neutral point of the load. Hence the voltages across 
each branch of the load are equal to, and in phase with, the voltage 
across the corresponding phase of the generator, assuming the voltage 
drop in the connectifig wires to be negligible. 

But when the system is unsymmetrical, the potential of the 
neutral point of the system is not generally represented by the 
centre of gravity of the line-voltage vector triangle or polygon. 
In this case the voltages across the branches of the load are neither 
equal to, nor in phase with, the corresponding phase voltages of the 
generator. For example, consider an unsymmetrical three-phase 
system in which the phase voltages are represented by the vectors 
OEi, OEii, OEiii, Fig. 289. The line voltages are then represented 
by the sides of the triangle, Ei, E^, E^^, formed by joining the 
extremities of these vectors, and the potential of the neutral point 
is represented by 0. The centre of gravity of this triangle is at 0^, 
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which therefore represents the potential of the neutral point of 
a balanced star-connected load supplied from the system. The 
voltages across the branches of the load are represented by vectors 
drawn from 0^ to the points Ei, E^, Ej„. 

The potential difference between the two neutral points is 
represented, to the voltage scale of the diagram, by the distance 
OOi. 

Hence, when a non-inductive star-connected balanced potential 
circuit is employed in connection with the three- and four-wattmeter 
methods of measuring power in three- and four-phase unbalanced 
systems (p. 195), the voltages across the branches of the potential 
circuit are not necessarily equal to, nor in phase with, the phase 
voltages of the system. Under these conditions, the readings of 
the separate wattmeters do not represent the power in the phases 
of the system, although the sum of the readings is equal to the 
total power. 

For example, in a three-phase unsymmetrical system the voltages 
across the branches of the potential circuits may be represented 
by Oj^Ei, OiEji, Fig. 289, and the phase voltages of the 

system by OEi, OE^y OE^i, Now is equal to the vector 

difference of OEi and 00 ^ ; OiE^^ is equal to the vector difference 
of Oj&ii and 00^ ; is equal to the vector difference of OEm 

and 00^. Taking instantaneous values, and denoting the potential 
difference, 00^, between the neutral points by the line currents 
by I'l, tg, t’a, and the phase voltages of the system by Cj, the 

power measured by the separate wattmeters is given by 

Pi = = i^Ci - iiV^ 

p2 — ~ ^o) = ^2% “ 


Whence pi -f 2h + Pa = + Vii + H^m “ + H + * 3 ) 

= tiCi + tg^n + ia^in 

since ii + ig + I3 = 0. 

Variation of the Neutral Point Potential of a Star-connected, Non- 
inductive Circuit when the Resistance of One Branch is Varied. 

Consider a star-connected, non-inductive circuit, of which one 
branch is variable, as in Fig. 290, to be supplied from a symmetrical 
three-phase system at constant voltage. The variation of the 
resistance of one branch wdll then cause a variation in magnitude 
and phase of the currents in all the branches, as well as a variation 
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of the potential of the neutral point. If the neutral point of the 
system is assumed to be at zero potential, the potential of the 
neutral point of the load may, according to the relative values of 
the resistances of the variable and fixed branches, have values 
between zero and the phase voltage of the system. For example, 
when the resistance of the variable branch is equal to that of each 
of the fixed branches, the potential of the neutral point is zero, 
and when the resistance of the variable branch is zero, the potential 



Fig. 290. Cmcmr and Vector Diagrams for Star-connected 
Non-indttotivb Load with One Branch Variable 


of the neutral point is equal to the phase voltage of the system. 
Again, when the resistance of the variable branch is infinite, the 
potential of the neutral point is now reversed and is equal to 
one-half of the phase voltage of the system. 

The variation of the potential of the neutral point and the phase 
difference between the currents in the branches of fixed resistance 
for various ratios of variable resistance/fixed resistance is shown 
in the curves of Fig. 291. 

Since the supply system is symmetrical, the currents in the 
branches of fixed resistance, and the voltages across these branches, 
must be always equal to each other, and the vector difference of 
these voltages must be equal to the (constant) voltage between the 
line wires to which the fixed branches are connected. Hence, if 
the line- voltage vectors are drawn in the form of an equilateral 
triangle, ABC (Fig. 2906), and the side BC represents the voltage 
between the line wires to which the fixed branches are connected, 
the potential of the neutral point of the load is represented by a 
point in the line AD, where D is the mid-i>oint of the side BC. 

When the resistance of the variable branch is equal to that of 
each of the fixed branches, the potential of the neutral point of 
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the load is represented by the point 0 (the distance OD being one- 
third of AD), and is zero, assuming the neutral point of the system 
to be at zero potential. When the resistance of the variable 
branch is decreased, the potential of the neutral point of the load 
increases, and is represented by a point, such as Oi in OA, In the 
extreme case, when the resistance of this branch is zero, the potential 
of the neutral point of the load is represented by A, and the difference 
of potential between the two neutral points is equal to the phase 



Fio. 291. Curves Relating to Fig. 290 


voltage of the system, OA. In the other extreme case, when the 
resistance of the variable branch is infinite, the ])otential of the 
load neutral point is represented by D, and since OD is equal to 
\0A, the potential difference between the two neutral points is 
now equal to one half of the phase voltage of the system, and is 
reversed in direction. 

The currents in the branches of fixed resistance, and the voltages 
across these branches, are represented, to different scales, by OyC 
and O^B, and the phase difference between the currents, or voltages, 
is represented by the angle BO^C. 

The current in the branch of variable resistance is given by the 
reversed vector sum of the currents in the branches of fixed resis- 
tance, and is represented by 0/^ (Fig. 290c). This current is in 
phase with the voltage across the variable branch, which is repre- 
sented by O^A (Fig. 2906). Thus, from the vector diagram, or the 
curves of Fig. 291, the value of the resistance of the varialile branch, 
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expressed in terms of the resistance of the fixed branches, necessary 
to obtain a given phase difference between the currents in the 
fixed branches may readily be obtained. 

For example, suppose the currents in the fixed branches are to 
have a phase difference of 90°, the point 0^ (Fig. 2906) is determined 
such that the angle BO^C is 90°. The value of the resistance of 
the variable branch may then be obtained either by calculation or 
from measurements on the vector diagram. Thus, if V denotes 
the line voltage, the* voltages across the branches of the load are, 
from the geometry of Fig. 2906, equal to F\/2/2; F\/2/2; 
F(\/3~l)/2. Hence if R denotes the resistance of each of the 
fixed branches, the current, /, in these branches is equal to 
F \/2/2i2, and the current, /^, in the variable branch is numerically 
equal to the vector sum of the currents in the fixed branches, i.e. 

== . / = F/i?. Hence the resistance of the variable branch 

is given by ^ [F(V3 ~ l)/2]/(F/i?) == R^Z - l)/2 = 0-366iJ. 

To obtain the value of Ex from measurements on the vector 
diagram, produce CO^ (Fig. 2906) to cut the side AB at E, and 
measure AE and BE. Then AEjBE == RJR. 

Conversely, if the side AB be divided at E such that AEjEB^RJR 
and the point E is joined to the opposite corner (7, then the point, 
Oi, of intersection of CE and AD gives the potential of the neutral 
point of the load. 

Proof. From B and G (Fig. 2906) draw BF and CF parallel to Ofi and 
O^B respectively, and produce to the point of intersection, F, of BF 
and CF. Then triangles AO^E, AFB, are similar, and therefore 
AOJAF -= AEjAB. 

Whence AO^IOxF AE/EB. 


Now OA^ represents, to the voltage scale of the diagram, the voltage across 
the variable branch of the load, and O^F represents, to the current scale, the 
current in this branch, since, by construction, is the vector sum of OiB 
and OjC, and the latter represent the currents in the fixed branches of the 
load. Hence, if the diagram is drawn for a voltage scale of 1 cm. = q volts, 
the current scale will lx? 1 cm. — qjB amp. 


Whence 
Now, when 


Therefore 


i.e. 


^1 


q-AOi . z? =- 7? 
(qlli)O^F OjF EB 


LBOfi - 90°,dOi - dF(V3- l)/2, 

OjF = O^B . v^2 = y/2{y/2 . dF/2) - AB. 


AOx di5[(V3- 1)/21 V3~l 
Oj/’ ” AB ~~ 2 


Bx ~ 0-3C6 F, 


and generally AEjEB. 


This graphical method of determining the potential of the neutral 
point may be extended to unsymmetrical systems, and to the more 
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general cases, when all branches of the load are variable and the 
loads are inductive, provided that the power factor of each branch of 
the load has the same value. 

In the general case, where the branches of the load have the 
impedances Zi, Zg, and the line voltages of the system are 
represented by the vector triangle ABC (Fig. 2926) — in which the 



Fig. 292. CmcuiT and Vectob Diagrams for Star-connected 
Variable Load of Constant Power Factor 

side AB represents the voltage between the lines to which the 
impedances Zj, Zg, are connected ; the side BC represents the 
voltage between the lines to which the impedances Zg, Zg, are 
connected, and so on — the side AB is divided at E such that 
AEjEB = Zi/Zg ; BC is divided at D such that BDjDC = Zg/Zg, 
CA is divided at F such that CFjFA = ^JZ^. Then the lines 
joining the points A, D ; B, F ; C, E will intersect at a common 
point, Oi, which represents the potential of the neutral point of 
the load. 

Floating ” Neutral Point. When the neutral point of the load 
is isolated from the neutral point of the generator, the potential of 
the former is subject to variations according to the unbalance of 
the load, and under certain conditions of loading a considerable 
difference of potential may exist between the two neutral points. 
Such an isolated neutral point is called a “ floating ’’ neutral point. 

All star-connected loads supplied from polyphase systems without 
neutral wires have floating neutral points, and any unbalancing 
of the load causes variations not only of the potential of the neutral 
point but also of the voltages across the several branches of the 
load. Hence, when single-phase electric lighting loads are to be 
supplied from three-phase three-wire systems, the former must be 
delta-connected in order that the voltages across the branches of 
the load may not be appreciably affected by a slight unbalancing 
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of the loads. If a star connection of the load is desired, then the 
four-wire system must be employed, and the neutral points of load 
and generator must be connected together. 

Determination ol the Potential ol the Neutral Point and the Phase 
Voltages for an Unbalanced, Star-connected, Inductive Load Supplied 
from a Three-phase System. The solution will be obtained for the 


general case where the 
power-factors of the 
branches of the load may 
all be unequal. The line 
voltages of the system 
supplying the load are 
assumed to be known, as 
will generally be the case 
in practice. The simplest 
solution is a graphical 
one, the construction 
being shown in Fig. 293. 
Before the construction 
is commenced, however, 
the impedances 

of the equi- 
valent delta-connected 
load must be determined, 
either by calculation or 
graphically. Having 
obtained these quantities, 
the vector triangle ABC 
(Fig. 293) is drawn to 



represent the line voltages 
of the supply system. 
From the corners J5, C, 


Fig. 293 . GBAPHiCAii Solution for Deter- 
mining Potential of Neutral Point of 
Unbalanced Star-connected Load 
(Any Power Factor) 


A of this triangle the 


vectors BD, CG, AK, are drawn to represent the currents in the 
branches of the equivalent delta-connected load ; BD representing 
the current in the branch supplied at the voltage represented by 
AB; CG representing the current in the branch supplied at the 
voltage represented by BC ; and so on. The line currents 


are then determined by constructing the parallelograms BDEF, 
CGHJ, AKLM, and are represented by the vectors BF, 
CJ, AM, If each of these vectors is multiplied by the 
impedance of the branch of the star-connected load through 
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which the current (which is represented by the vector under con- 
sideration) passes, the resulting vectors will represent the voltages 
across the branches of the original star-connected load. This 
multiplication is carried out by rotating the vectors through the 
appropriate phase angles, 9 ? 2 > branches of the star- 

connected load, and at the same time changing the scale. The 
calculation of the new scale for the voltage may be avoided by 
employing the direct construction shown in Fig. 293, by means 
of which the load-voltage vectors are determined to the same 
scale as the line-voltage vectors. Thus the line-current vectors 
are rotated through the appropriate' angles, cp^, to the posi- 
tions CJi, AMj, and parallels AO^y CO^, are drawn 

from the corners Ay By C of the line-voltage vector triangle. 
These lines meet at a common point, which represents the 
potential of the neutral point of the load. Hence the vectors, 
AO^y BOiy CO^y represent the voltages across the branches of the 
load to the same scale as the vectors AB, BC, CA, represent the 
line voltages. 


Proof. Let the impedances of the star-connected load be denoted by 
Zj (fly Zj (p^y Z^lq)^y and those of the equivalent delta -connected load by 
Zj(p^y Zjq) 2 ,y Zjq)f. Then if the line voltages are denoted by . 2 » F* . g, 
Fg . the currents in the branches of the delta-connected load are given by 

la - Fi - /b = F2 - 3/^6, /c = Fa - i/Zc 

Hence the line currents are given by 

h-h^- la^ /a - h~h 

Therefore the voltages across the branches of the load are given by 

Fi-o hZi - ^i(Fi. 2 /-?^a-F 3 -i/-?^c) 

F2-0-/2^2 ~ ?^2{V2.JZ,-y,.JZj 

V.-o =• h?. - -?3(Fa-i/^c“F2-3/-?6) 


Whence 


■V 


V -V -V + ?'i'\ V 

ri-0 K 2-0 - ri - 2 ^ 

^ / ’z^z, + z^z, \ ( \ 

• ‘ ZyZ^ + z^zj • ^ » V + z^zj 

( ^2^2 \ 

• “-> \z,z,-^ z.,z, + z^zj 


\ “H “h 

= V ( ^8^1 4- Z^Z^ \ / p + F 1 

\ZrZ, 


y i ^8^1 + p ( 

" • ^ ' * VZ,Z2 -f Z2Z3 + Z3Z J ^\Z^Z., + Z^Z , -f z 

= Fi-b 


2 + ?2^3 + ?! 
?1?2 


Z,^i) 


Similarly, F^ . q -F., . q = F , . 3 , 
and Fs - 0 - Fi - 0 ^ Fs - 1- 
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Thus the voltages across the branches o£ an unbalanced star-connected 
load supplied from a three-phase system may be represented by vectors 
drawn from a particular point, inside the vector triangle for the line voltages, 
to the comers of this triangle, and both quantities are represented to the 
same scale. Hence, in the construction of Fig. 293, since the lines 
BOit COi, were drawn parallel to the vectors representing the quantities 
fiZi, / 2 -? 2 » their common point of intersection represents the potential 

of the neutral point of the load, and their lengths represent the magnitudes 
of the voltages across the branches of the load. 

Calculation of Generatob and Load Voltages 

Determination of the Generator Line Voltage for Three-phase, 
Three-wire, Systems, the Voltage at the Load Being Known. In many 
cases of the supply of electrical energy for power purposes the 
position of the “ load,” or place where the energy is utilized, is at 
a considerable distance from the generator, and therefore the 
impedance of the line wires will affect the voltages at the generator 
and load. As the load must usually be supplied at a definite 
voltage we must show how the voltage at the generator may be 
determined We shall assume the load to be concentrated at a 
single point and to be supplied from the generator through a single- 
circuit transmission line, as these conditions are representative of 
the practical case of a sub-station, or a distributing station, being 
supplied from a central generating station. 

Case Z. Star-connected Load The line currents and the potential 
of the neutral point of the load are first determined. The pressure 
drop in each line wire is then calculated and is added vectorially 
to the voltage across the corresponding branch of the load. The 
quantities so obtained represent the voltages between each terminal 
of the generator and the neutral point of the load. The voltages 
between the terminals of the generator are therefore determined. 

The vector diagram is shown in Fig. 294, in which ABC represents 
the vector triangle for the known line voltages at the load ; 0^ 
represents the potential of the neutral point of the load ; and 
0iJ5, OjC, represent the voltages across the branches of the load. 
The line currents are represented by the vectors O^Zi, O 1 I 2 , O^I^* 
The pressure drops in the line wires are represented by the vectors 
AD, BE, CF, these vectors being drawn in the positions shown 
for convenience of carrying out the vector addition. [Note, AD 
represents the pressure drop in line 1, CF the pressure drop in line 2, 
and BE the pressure drop in line 3.] By adding, vectorially, the 
pressure drop in any line wire to the voltage across the corre- 
sponding branch of the load we obtain the voltage between the 
neutral point of the load and the terminal of the generator. These 
voltages are represented by the vectors O^D, O^E, O^F, Therefore 

31— (T 5245) 
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the triangle DEF is the vector triangle for the line voltages at the 
terminals of the generator. 

Observe that when the loads are balanced and the line wires have 
equal impedances, the vector triangle for the generator voltages is 
of similar shape to that for the load voltages (Fig. 294a), but that 
when the loads are unbalanced, one of the voltage triangles is 
distorted relatively to the other (Pig. 2946). 

Case IL Delta-connected Load, The vector diagram for this case 
is shown in Fig. 295. The known (line) voltages across the branches 



Fig. 294. GiiAPHiOAii Method of DBTEBMiNiNa Generator 
Voltage for Star-connected System 
(o) Balanced load; (6) Unbalanced load. 


of the load are represented by the sides AB, BC, GA, of the vector 
triangle ABC, and the currents in the line wires are represented 
by the vectors AD, BE, OF, these vectors being obtained from the 
vectors AI^, BI^^, representing the currents in the branches 
of the load. Observe that the vectors AD, BE, CF are so drawn 
in relation to the vectors for the load voltages that if BA represents 
the voltage between lines 1 and 2, AD will represent the current 
in line 1 ; ii AC represents the voltage between lines 3 and 1, 
CF will represent the current in line 3 ; and so on. 

The vectors BO, AH, CJ, representing the pressure drop in each 
of the line wires, are now added at the appropriate corners of the 
voltage triangle ABC {BO representing the pressure drop in line 2, 
CJ the pressure drop in line 3, and AH the pressure drop in line 1), 
and by joining the free ends, 0, H, J, we obtain the vector triangle, 
OHJ, for the generator voltages. 

The above observations regarding the nature of the load and the 
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shapes of the vector triangles for the generator and load voltages 
apply equally well to the present case. 

Detemination of Load Coirents and Voltages for Three-phase, 
Three-wire, Systems, the Generator E.M.F. being Known. In the 

preceding section we determined the voltage necessary at the 
terminals of the generator in order to give a definite voltage at the 
load. When the load voltages are symmetrical and the load is 
balanced, the voltages at the generator will also be symmetrical. 
But if the load voltages are to be symmetrical and equal when the 



FlO. 295. GBAPHICAXi MbTHOD of DSTEBMINlNa Generatob 
Voltage for Delta-connected Load 

load is unbalanced, the voltages between the terminals of the 
generator must be unsymmetrical and unequal, due to the pressure 
drop in the line wires. Under these conditions there may be 
difl&culty in obtaining the required voltages. It will, therefore, be 
of interest to consider the converse of the above case, viz. the 
determination of the voltages at the load when the internal E.M.Fs. 
of the generator are known. 

When a three-phase generator is unsymmetrically loaded, the 
voltages at its terminals will, in general, be unsymmetrical, although 
the E.M.Fs. generated in the phases may be symmetrical. Since 
the generated E.M.F. may be considered as equivalent to the 
no-load E.M.P., we may determine the terminal voltages when the 
generator is loaded by compounding the no-load E.M.Fs. of the 
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several phases with the pressure drop in these phases due to 
impedance and armature reaction. The currents in the load may 
therefore be determined from the no-load generator E.M.Fs. and 
the impedances of the load, line wires and generator. 

Case /. Generator and Load Star •connected. The currents may be 
determined by two methods, one involving the calculation of the 
equivalent delta-connected circuit, and the other involving the 
determination of the difference of potential between the neutral 
points of the generator and the load. In the first method the total 



Kig. 296 . Graphical Method of Determining Load Voltage 
FOR Star-connected System 


impedance of each phase of the star-connected circuit (i.e. the sum 
of the impedances of each phase of the generator, load, and con- 
necting wire) is calculated, and the impedance of the equivalent 
delta-connected circuit is determined. This delta-circuit is then 
assumed to be supplied at the no-load generator line voltage, and 
the branch circuit and line currents are calculated. The line currents 
will be the same as those in the original star-connected circuit. 

If the potential difference between the neutral points of the 
generator and load is known, the line currents may be obtained 
by dividing the total impedance of each phase into the difference 
between the no-load E.M.F. of the appropriate phase of the generator 
and the potential difference between the two neutral points. Thus 
if the no-load phase E.M.Fs. of the generator are represented in 
Fig. 296 by the vectors OEj, OEjj, OE^j, and Oj represents the 
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potential of the neutral point of the load, the current in phase I 
of the system is given by O^E^K^ma of impedances of phase I of 
generator, load, and connecting line wire). The currents in phases 
II and III of the system are obtained by dividing the E.M Fs. 
represented by O^En^ by the appropriate impedances. The 

currents are represented by the vectors 01^, 01^, 01^. 

The voltages across the branches of the load are obtained by 
multiplying the line currents by the appropriate load impedances. 
These voltages are represented in the vector diagram of Fig. 296 
by the vectors OFj, OV^, OF 3 . 

The voltages at the terminals of the generator may be obtained 
by compounding the voltages across the branches of the load with 
the pressure drops in the line wires. The latter are represented by 
the vectors V-^V^g, V^V^g, Thus the phase voltages of the 

generator when loaded are represented by the vectors OV^gy OV^gy 
OV^gy and the pressure drops in the phases of the generator are 
represented by the vectors EnV ^g, 

Case II. Generator and Load Delta-connected. In this case we 
replace the delta connections of the generator and load by equivalent 
star-connected circuits. The solution is then obtained in the same 
manner as for the preceding case. 

Determination of Load Currents and Voltages for Three-phase, 
Four-wire Systems, i.e. Three-phase Systems with Star-connected 
Loads and Neutral Wire. General Case — Voltage Drop in all Parts 
of Circuit Considered. The direct analytical solution to this 
case involves the application of Kirchhoff’s laws and is given 
on p. 491. 

An alternative analytical solution may be obtained very simply 
by employing the principle of super-position of electric currents. 
Thus, since the resultant E.M.F. in each phase, taken from the 
neutral point of the generator to the neutral point of the load, is 
equal to the vector difference of the no-load phase E.M.F. of the 
generator and the potential difference between the two neutral 
points, the actual current in each circuit may be obtained by 
super-imposing the fictitious currents due to ( 1 ) the no-load genera- 
tor E.M.F. acting alone, (2) the potential difference between the 
neutral points acting alone. 

Let the no-load phase E.M.Fs. of the generator be denoted by E^y 
JS/jjj ; the impedances of each phase of the system (including 
the impedances of the generator, connecting line wire and load, but 
not the impedance of the neutral wire) by Z^ty Z ^^ ; the 
impedance of the neutral wire by Zqi ; the actual currents in the 
neutral wire and the branches of the load by Z^, Zg, Z 3 , respectively. 
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and the potential difference between the two neutral points by Vq. 
Then 



” (/l + /g + Is)* Fo ~ 



. ( 208 ) 
. ( 209 ) 
. ( 210 ) 


where IiJ^* ^s* denote the phase currents which would be obtained 
if the two neutral points were at the same potential, and /j'", 1 2 ", Is"', 
denote the phase currents which would be obtained if the generator 
E.M.Fs. were zero and the potential Vq existed between the neutral 
points. 

Hence /o = ~ [(W - /i") + {J 2 ~ h'l + (Iz - h")] 

- - (A' + A' + h') + (A" + A" + h") 

== “ Ao + ifi" + fz" + Jz") 
or Jo' --/o + A" + A' + A" 

= Yol^oi + Fo/^u + Yol^zt + Yo/^zt 
= Fo(Foi + Tit Tzt + Yzt) 


where Iq denotes the current which would be obtained in the 
neutral vrire if the impedance of this wire were zero, and Yoi, Yu. 
r«. denote the admittances of the neutral wire and the several 
phases, respectively. 

Whence Fo = foliToi + Yu + Y2t + Yzt) • • (211) 


The load currents /j, /g, m^y be determined either directly 
from the E.M.Fs. and impedances or, indirectly, by the super- 
position of the fictitious currents A'» h ' * h** ^2 "* h** ^z- 1^ 
the latter case we have 

/o' = Fo(ro. + Y^i + Fo. + Fo.) 

h" = FoF,. : h" = FoFo. ; h" = FoF*. 
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Whence // : U :: : (7 oi+ Yu + 7u + Yu) 

I,'':I,'::Yu-{Yci+Yu+Yu+Yu) 

Iz" • Iz •• Yzt • (Yol + + Yzt Yzt) 

The geometrical construction for determining the currents 
Zi", /g", /s", is as follows — 

A vector polygon is constructed to represent the admittances 



Fig. 297. Graphicai. Method of Determining the Fictitious 
Currents 1 2 ", for a Three-phase Four- wire System 


Yiu 5^20 Yqi, {Yqi + + Y^t + Y^t ) ; the currents //, Zg', 

Z 3 ', are calculated ; their vector sum (Iq) is determined graphically, 
and upon the vector representing this quantity is constructed a 
polygon similar to the admittance vector polygon, the vector 1q 
corresponding to the side of the latter which represents the quantity 
{Yqi+ Y 2 t+ Y^i). The currents /j", 

admittances Fg^, Fj^, are then represented by the sides of the 
current polygon which are similar to the sides representing the 
latter quantities in the admittance polygon. 

The geometrical construction in Fig. 297 refers to the worked 
example which follows. 
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Example. An unbalanced star>connected load of unity power factor — 
the branches of which have resistances of 1*0, 1*3, 1'86 ohms — is supplied 
from a S3rmmetrical tliree-phase star-connected generator through a four-core 
cable 1000 yd. long. The cross sections of the cores are 0*25, 0’26, 0'26, 
0*125 sq. in., and the core of smallest cross section forms the neutral con- 
ductor. The impedance of each phase of the generator is 0*13/76® ohm. 
The no-load E.M.F. of the generator per phase is 240 V. and the phase 
rotation is counter-clockwise. Determine the currents and voltages at the 
load. 

The resistance of the cable connecting the load and generator is 0*1 Q. 
for the principal conductors and 0*2 for the neutral, the inductance being 
negligible in each case. 

The impedance per phase of the generator is 
Zg = 0*13 cos 76® + j 0*13 sin 76® 

= 0 0314 + j01262 

The total impedances per phase are therefore 

= 00314 + j01262 + 0*1 + 10 = 11314 + j01262 

Z^t = 0 0314 + j01262 + 01 + 13 = 14314 + j01262 

Z^^ = 0*0314 + j0’1262 + 0*1 + 185 = 1*0314 + j01262 

and the impedance of the neutral wire is 
Zoi = 0-2 + jO 

Whence the admittances per phase are 

1*1314 01262 

• 1*13142 + 0*1262® ^ i'l3142 + 0*1262® “ 10 0973 

14314 01262 

"" 1*4314® + 0*1262® 1*4314® + 0*1262® "" 0 693^j0 0611 

^ 1*0314 01262 .«««« 

• ” 1*9814* -h 0*1262® 1*9814® + 0*1262® “ 0-502 ^j0 032 


hi -5*o + yo 

1 


7 067 -jO 1904 
7-067 


Yu + Y^, + Yu + F. 


+ 1 


01904 


7*067® + 0*1904® ^ •' 7*067® + 0*1904® 

= 01412 + jO-0038 

Since the no-load phase E.M.Fs. are given by the expressions 

= 240(1 + yO), = 240(- 0 5 ^jO-866) - - 120 -j208, 

= 240(- 0 5 + iO S66) ^^120 + 208, 
the fictitious currents /a', are 

= EJu = 240(0-872 -jO-0973) = 209 3 -^j23 4 
// = EjJu = (- -j208) (0-693 -jO-061) - - 05*0 -jl36-9 

/a' = (^^^2 -jO-032) - - 53 5 +;103*3 

Whence Ig' = // -f + /a' = 50*0 ^j52 
The fictitious currents Ig", are now obtained thus 

// = UYuKYu + Yu + Y»t + Yoi) 

= (S6-9-JS2) (01412 + j0 0038) (0-872 -j0 0973) 

= 8887 -j7 0S3 

= lo'Yu'iYu + Yu + Yu + ^.j) 

= (59-9 -jS2) (0-1412 + j0 0038) (0-893 -jO-081) 

= 5-S8S-jS4S8 

I," = h’YuHYu + Yu + Yu + ?"«i) 

» (S9-9-}62) (0-1412 + }0 0038) (0-B02 -j0 032) 
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Henoe h « /i' ~ = ^09-^ -j23A {6-87 --j7^06) 202-4 ^jiO-BS 

= V(202-4* + 16-35*) = 203 A. 

/, == - /j' = - 96-9 --jl36-9 - {5-56 --j5-46) = - 101-5 -jl31-4 

/, = ^(101-5* + 131-4*) == 166 A. 

/a = /a' “/a" = + ilOS-3 - (4-11 -i3-«5) = -57-6 -fill2-l 

/g == \/(67-6* + 112-1*) 126 A. 

lo = “(/i + A + /a) - - [(262-4 -yi6-35) + {- 101-5 ^jl31-4) 

+ (-57-6 +/il2-l)] = -43-5 +i35-6 
= VC^S-S^ + 35-6*) = 56-2 A. 

Phase difference between and Ej = tan”^ - 16-35/202-4 = - 5® 

„ „ „ /j „ Jg7i = tan"*- 131-4/- 101-5 ==-(180-52-3)® 

= -127-7® 

„ „ „ /g „ JS7, = tan * 112-1/- 57-6 = -(180 + 62-8)® 

= - 242-8® 

„ „ „ 7o „ El = tan-* 35-6/- 43-5 = - (180 + 39-3)° 

= -219-3® 

The pressures across the branches of the load are in phase with the 
respective currents, and their magnitudes are 

Fi=l-0 x/i = 203V. 

Fg = 1-3 X A = 215-8 V. 

Fg = 1-85 X A = 233 V. 

The pressure drop in the neutral wire is 
Fo = 0-2 xA==ll*2V. 

As a check on the above calculations we may calculate the potential 
difference between the neutral points by means of equation (211), thus 

Fo = h'KYu + F« + Fse + Foi) = {59-9 -j52) {0 1412 + jO 0038) 

= 8-58-j7-06 

Fo = V(8*68* + 7-06*) = 11-12 V. 

Phase difference between E^ and F© = tan"* - = - 39-5® 

These values are sufficiently close to the previous values for all practical 
purposes. 

It will be of interest to calculate the pressure drop in the principal line 
wires and the terminal pressure at the generator. 

Pressure drop in the “ outer ** line wires 

Fii =0-1 X A = 20-3V. 

F,J = 0-1 X A = 16-6 V. 

Fai = 0-1 X A = 12-6 V. 

The pressures between the terminals of the generator and the neutral point 
of the load are 

Fi^.^ = 203 + 20-3 = 223-3 V. 

F,^-o = 215-8 + 16-6 = 232-4 V. 

F,^-o == 233 -f 12-6 = 245-6 V. 
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The generator terminal preasures per phase (i.e. the pressure between the 
terminus of the generator and the neutral point of the generator) are 

V « Jpii - JiZ- = {240 + iO) - (202-4 -;10-35) (0-0314 -j- j012S2) 

’ ^2310-j2S4 

Fj = V(231-6* + 25-4») = 232-9 V. 

Fii = iff, I -/jZ. = {^120-j20B)- 101S-jl314)(00314+j0 1262) 

= -^133 4--jl91 

Fji = V( 123 - 4 » + 191 *) == 233 V. 

Ym^9m-I^g = (-lZ0+y203)-(-570+;112-l)(0-0314+y0-1202 
= -104-|-;211-7 

Fni = ^( 104 * + 211 - 7 ») - 236-9 V. 

The line voltages at the terminals of the generator are 

Fal l = Fi “ Fii = 251 0 -i25-4 - (- 133*4 -jl91 ) - 305 + ;105 0 
ygi-2 = V(366* + 166-6*) = 401 V. 

Fai-I = Fi, “Fi„ - ~ 133-4 -yioi)- (-104 +y211-7) - 29-4 -j402 7 

Vgi^z^ V(29-4* + 402-7*) = 403-6 V. 

Fai-i = Fi„ - Fx = - 104 + J211-7- (231-0 -i25*4 - = - 335*0 + i237 
Vi *=' V(336-6* + 257*) = 411 V. 
and the line voltages at the load are 

Fi-I = Fi - F* = 202-4 -yiO-4 - (- 132 -yi70-3) - 334-4 + ;154-4 
^ 1-2 = V ( 334 - 4 * + 164 - 4 *) = 368-6 V. 

Fi-i = Fi -Fa = - 132 -il70-0-(- 100-5 +y207-3) = -25-5-;370 
F,-3 = V(25*5* -f 378*) = 379 V. 

Ff-I = Fa - Fi = - i06S +y207-3 - (202-4 ^10-4) = -300-0+ ;223-7 
F,.i = V(308*9* + 223-7*) = 38i-6 V. 

[Note. In this example the resistances of the line wires have been chosen 
much higher than the values which would be adopted in practice. ] 
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APPLIOATION OF KIRCHHOFFS LAWS TO THREE- 
PHASE CIRGXJITS 

Kibohhoff’s laws enable analytical solutions to be obtained for 
any electric network, whether it is supplied from a direct-current 
system or an alternating-current (single-phase or polyphase) system. 
The laws may be stated thus — 

1 . At every junction of two or more branches of an electric 
circuit the algebraic sum of all currents is zero, i.e. the sum of the 
currents flowing towards the junction must equal the sum of the 
currents flowing away from the junction. 

For example, if at a- junction of five conductors in a direct-current 
network, the currents /i, /j* ^ three of the conductors flow 

towards the junction and the currents 74 , /g, in the other two 
conductors flow away from the junction, then 

A "f" -^2 “i" — *^4 — -^5 = 

or /i + /j + -^S = -^4 + ^ 6 ' 

2. In every closed electric circuit carrying a current the algebraic 
sum of all E.M.Fs. taken in order round the circuit is zero, i.e. the 
E.M.Fs. due to the current — viz. the induced E.M.Fs. due to self, 
or mutual, inductance and the potential drop due to resistance, 
etc. — must balance the impressed E.M.F. (or the E.M.F. generated, 
or induced, in the circuit by external means). 

For example, in a direct-current circuit of resistance, jR, 

S(F— 77 — 7i2) = 0,or F = S(77 + 7i^), 
where F denotes the impressed E.M.F. ; 77, the internal generated or 
induced E.M.F. ; and 7, the current. 

These laws may be called the generalized laws of electric circuits, 
as by their application the currents and voltages in any network can 
be determined. But with complicated networks the equations con- 
necting the cmrents and voltages may become so numerous that 
much tedious algebraic work is involved in their solution. 

Conditions to be Observed in the Application of KirchhofPs Laws 
to A.C. Circuits. In applying these laws to A.C. circuits we may 
consider either the instantaneous values of the E.M.Fs. and currents 
or the R.M.S. values of these quantities. When dealing with instan- 
taneous values only the magnitudes and directions of the E.M.Fs. 
and currents need be considered. The calculations, therefore, 
are carried out by ordinary algebraic methods. 

476 
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But when R.M.S. values are employed the relative phase differ- 
ences of the currents and E.M.Fs. must be considered as well as 
their magnitudes. Hence, in this case, the calculations must be 
carried out by the symbolic method, as we are dealing with complex 
quantities. 

The method of calculation in the case of complex circuits or 
networks is as follows — 

The complex circuit is reduced to a number of closed circuits, 
or meshes, in each of which a current is assumed to circulate in a 
definite direction independently of the currents in the adjacent 
meshes. The E.M.Fs. in each mesh are then calculated and are 
equated to zero in accordance with Kirchhoff’s second law, the 
number of equations so obtained being equal to the number 
of meshes. The values of the fictitious circulating currents are then 
obtained by solving these equations, and when these currents are 
known, the currents in, and the potential difference across, all parts 
of the network may easily be obtained. 

The process of obtaining the general equations for the meshes 
is quite simple, but the reduction of these equations to obtain the 
equations for the several currents is usually complicated when the 
number of separate currents exceeds three. 

In order to illustrate the method of procedure, we shall consider 
a number of cases. 

Calculation of Currents in a Three-phase, Three-wire System with 
Star-connected Generator and Load. Let the nodoad phase E.M.Fs. 



Fig. 298 . Circuit Diagram for Star/Star Three-phase System 

of the generator be denoted by Eji, ; the line currents by 
the total imi)edances per phase (i.e. the sum of the 
impedances per phase of the generator, load, and connecting line 
wire) by Then the system is equivalent to three 

meshes (Fig. 298), in which the externally-produced E.M.Fs. are 
- jBjj, - Ej ; and the fictitious circulating currents 

are /«., 7^, 



KIRCHHOFFS LAW 8 


4ni 


Hence the general E.M.F. equations for the meshes are — 

- (lx “• “• {lx - ly)?i2t =0 

^II “ (/v “ lx)?2t “ {ly~‘ I z)?'Zt “ ^ 

^111 " {Iz ■“ “ (/« =0 

Since 1^-1^ = /j, ly-I^ — /g, -ly = /g, the preceding 
equations may be written in the form 

““ /2^2« ~ “ ?u • • • (®) 

/ 2 ^ 2 < “ /a^si "= ~ ^iii * • • iP) 

^ /i-^K + Iz^zt — ^’iii “ • • • iy) 

Applying Kirchhoff’s first law to the neutral point of the generator 
we have 

/i + /2 “f" /a ~ ^ • • • • • * (^) 

The expressions for the line currents may be readily obtained 
from these four equations. For example, to obtain /j, eliminate 
Zj and Zg from equations (a), (y), (^), thus 

li?it I 2 = ?n) l?2t • • • (oO 

li?ul^st “/a "= {?t~ • • • iy') 

li + ^2 + /a ^ ^ * • • • 


Adding, we have 




/ ^it ^it\ FI, — E,, E. — 1 

, „ / 1 1 1 \ E,-E„ E ,-1 

(1^ + z;, + “ ~z;r 


Whence 

T __ Y \tT2t{?r' fii) I Y If YztiY^i ^ ^m) 

• ^ “■ + Y 2 t + Yu ^ Yu + Yu + ^3. 

_ ^1 ~ -^11 , ^1 ~ 

^St + ■?!< + 


■ (212) 
. (212a) 


Similarly, 

T Y2tTst(.^ii~?iu^ I uiY'n ~ fi) 

• * ~ Y,, + + Yzt + r*( + ^3* 

_ ?n - fill I ^11 ~ ^1 

^S< + ^3< "I" ?2t?3t/Yu ^3<+ ?lt?2fl?3t 


• (213) 
. (213a) 


and 
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YstYiti^iu^ 9i) I TztYitiY^iu-Y'n) 
Yu+Y.t+Yzt'^ Yu+Y2t+Yzt 


. ( 214 ) 




+ 




+ ?lt + ?3t?lt /?2t ?2t + + ?'2t^3t /?lt 


(214a) 


These are the general equations for the line currents. 

With symmetrical systems, however, the equations can be 
expressed in simpler form. Thus, if the phase rotation is counter- 
clockwise and the magnitude of the no-load E.M.F. of each phase is 
denoted by E, then 

E^ = EJ^, E,, = JE/J“120/90^ ^ i;j-240/90 

== ^(J0_ J-120/90) ^ _ J-120/90) 

- |7,„ = E{J^ - J'240'90) ^(1 _ J-240/90) 

|7„ - = J^;(J-120/90 ^ J-240/90) 


When these expressions are substituted in equation (212) we 
have, upon re-arrangement, 

h = V xfio-y - + 73,(1 - J 

/ 1< "T 4 2t \ 4 zt 

= Y 4- y * y V**®'*”) 

/ 1< "T / 2« “T 4 Zt 

Introducing the quantity YifJ^ right-hand side, and noting 

that .7® = 1, we have 

A = y - r &- - v y- E(Yu + 7,t + 7s,- (7i,J“ 

■ *' ■ *' + 73,Ji*»/»'')+7„J-mo/*®) 




7»J0+ 73,J-i^«>/»o + 73,J-=»«■>/■>« ^ 

fi. + + 7s, j • • 


Similarly when substitutions are made in equation (213) for 
E^, E^^y and E^^^, we have, upon re-arrangement, 

= V r"' r JS 1 7s,{J-«''/''« 
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Introducing the quantity 

f2 = T - y ■ -gj r3,(J-»®/®®- J-^«»'»®) 

/ 1< "t- ■# 2< ~r / ae 

£jlJi2®/®»{7i,+ F,,+ 7,,) 

- (7»J® + 7s(J-‘*o/»» + 73tJ-*«®/»®){ 

7i,j» + r„7-*‘®/»®)\ 


7i, + + r*, 




(u- 


120/90 . 


+ ?^2J + ?^ 3< 

Similarly, equation (89) finally reduces to 

7i<J0 + fj,/-!*®/®® + 7,^«»'»» 


/ 


/a 


Ta«( 


i/Yq, lJ-240/90_ 


)■ 


Yu + Yu +Yu / ■ 

These equations may be readily evaluated when Yu> Yu, Yu are 
known, since for countter-clockwise phase rotation = 1 + jO = 1 ; 
jr-120/90 =, cos - 120° - j sin - 120° = - 0 5 ~ jO 866 ; 

= cos “ 240° - j sin 240° = - 0*5 + J 0*866. 

Whence 

r,. + r., f r., ) 

. (212c) 

^-0-5 -y 0«66 

7,, + 73 , (-0-5-j0-866) +r 3 , (-0-5 +iO-Se 6 )\ 

fie + 73, 73, J 

iTa* (-0-5 + jO-S66 

Yu + Yu (- 0 5 -j0 866) + 7„(- 0 5 + jO- 866 ) j 


h = EY. 


h 


. (213c) 


. (214c) 


Yu + Yu + Yb, 

The difference of potential (Fq) between the neutral points of 
generator and load is given by 

Vo = ~ ~ ~~ f2?2t = ?in ^ }z?‘ot 

Hence, 


V, ^EJO-E (l 7® - 

\ • 1^ I • a • • 3^ / 

(YuJ° + r3,j-w®'»®+ 73 ,j-m®/»0\ 

~ \ Yu+ Yu + Yst )' 

^ E 0 5-30 866) + 7,, (-0-5 +3O 866) 


Yu + Yu + Y-. 


. (216) 
j (216 a ) 
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With symmetrical systems and clockwise phase rotation, we 
have 


Ej =EJ^, Ejj = E„j = EJ^*^i^« 

E, - E„ = E(J^ - Jiao/so) = ^^(1 - Jiao/*#) 

E^ - 1/„, = ^’(JO- ja««/»o) = E(\ - ja4»/»0) 

I’ll - I’m = E(J^^^I»^ - J2‘0'»«) 

When these expressions are substituted in equations (212), (213), 
(214), we have, upon final re-arrangement and reduction. 


h = EY,,\ 

Y,,J0 -f r,,Ji*0/90 

. (212J) 

V 

^IJiao'So, 

Yu + Yu + Yu J ' 

Y^^J^ + 

h=-I^Yu 

1 . (213J) 

Yu + Yu + Yu J 

h--=EY,, 

^lJ240/90 

Y^,J0 + 7j,Jl*0 *0 + r3,J*10/90>, 

\ . (214d) 

Yu + Yu + Yu / 

In the pr{\ 

sent case, 

J120/90 cos 120° j sin 120° 

= - 05 


+ j0 866 ; J2^“/*o = cos 240° + j sin 240° = - 0 5 - j0 866. 


Whence 

, /, Y,, + Y,,{-0-5\-j0-866)^nA-0-5-j0-866)\ 

^ !^7+"«r+7;, ) 

. (212p) 


h = EY. 


Yzt (- 0-5 +j0 866 

Yu '(■ Yit(~^'^ jO-866) -\-Y2t{—0-S—j0-866) 

Yu + Yu F Yzi 

= El\t ^-05-j0866 

Yu + Yu(-0-5 +j0-866)+Y^,{-0-5-j0-866)\ 


) 


. (213e) 


j . (214c) 


Yu f Y 2 , + ?3« 

and the potciitial difference between the neutral points of generator* 
and load is given by 

+ j0>866)+Y,,{-0-5-j0‘866) 


y^^,^Yu±Y^^ 


Yu + + Y^ 


(2166) 


Calculation of Currents in a Star-connected Load Supplied from a 
Large Three-phase System. The system to which the load is con- 
nected is assumed to be so large that the line voltages are unaffected 
by any unbalancing of the loads. 
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The equations (212), (213), (214) deduced for the preceding case 
are therefore applicable to the present case if the line voltages are 
substituted for the differences between the phase E.M.Fs. 

Thus 

II— V _I_ V _i V (?^2Fi-2~?^sF3-i)- • • (216) 


7^ + r,+ Y, 






9 


(FiFs-i F 2 F 2 3 ) . 


. (217) 


(218) 


Y^ + F*+ Fs 

If we wish to calculate with impedances instead of admittances. 


then 


Fi-2 

F 3-1 

+ ^2 + ?l?2l?3 

■?3 + "f l?2 

F 2 3 

Fi-2 

■?2 ■^s “1“ 

4" ^2 “1“ ^ 1 ^ 2 /^3 

F 3-1 

eo 

1 

'i~ ?9?ll?2 

^2 ^3 ? 2^ 9 1^1 


. (216a) 
. (217a) 
. (218a) 


With a symmetrical system and counter-clockwise phase rotation 

Fi.j = ; F2-S = ; Fs 1 = 

Under these conditions, we have 

A = ^ I - f 7 +T 7+ T 3 ^ 

= y ^ ® ® I ) 

. (216c) 

y j t' 4 : .|. Y, riJ")) • -(2176) 

= *' (tt+TT+T. * r.ii +i0)\) 

. (217c) 

/, = F I - f^-'*»/»®)| . (2i86) 

^ \ ri(-0S+j0-866)-Y,{-0-5 

-j0866)\^ . . (218c) 


3a-(T.5a45) 
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or, alternatively, 

/ l+jO - 0-5 + j0866 \ 

^ \z, + z^ + z^z^ /Zs Zs + Zi + Z,Zi izj • 

K==v( „ ~ ■ (21W) 


- 05 + j0866 





Zs + Zi + Z,ZJZ^, 

' -0 5 -jO-866 

i+jo 

"f •^s Z^Z^jZi 

Zi + Z^ + ZxZijZ^, 

' -0-5+ jO 866 

-0 5 -jO-866 


( 218 <f) 


Example. The diagram (Fig. 299a) represents a star-connected unbalanced 
load which is connected to a three-phase system havmg smusoidal E.M.Fs. 




Fig 299 Vector Diagrams for Worked Example 

the phase relations between the E M.Fs. bemg indicated in the diagram. 
Determme the current m the condenser branch OA. (L. U.) 

[Note. The reactance of the condenser branch OA is 5/~ 90° ohms, 
and the impedances of the other branches, OB, OG, are 22/^® ohms, and 
17 /30® ohms respectively. ] 

Denotmg the termmals C, A, B, of the load by the numerals 1, 2, 3, 
respectively, we have, for the impedances of the branches, 

= 17/30® = 17(cos 30® -f ^ sin 30®) = 14 74 + 5 

Zj = 5 /->90® = 5(cos - 90® + ; sm - 90®) = 0 -^5 
Z, = 22/60® = 22(cos 60® + ; sm 60®) = 11 + jl9 06 
Whence = (17 X 6/22)J(»®*»»-«o)/»o ^ 3.86J-wo/»o 

= 3 * 86 (- 0 * 5 - 0 866 ) 

= -193-^33-35 
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?!?•/?! - (8 X 22/17)J(-” + ••-»•>/» « 6-47J-*»/»» 

= 1 6-47 [o-s-joaes) 

= 3235 -jSe 

?i + ?t + ?»?./?. = t2-8i + jOlS 
+ ^5,-f = i*-a3 + j8 46 

Hence, from equation (2nd), we have 

J _ „ } -0-8-j0-8Se t+jO \ 

• * ?!+-?*+ 

^ /( - 0-5 ^jO-866) {14 23 - 12-51 -yO-15 \ 

\ 14-23* + 8-46* “* 12-81* + 0-16*/ 

^^2B78-^jS3 

Whence Ja = V(28*78* + 6-3*) = 29-46 A. 

Phase difference between and potential difference (^ 1 - 2 ) between lines 
1 and 2 = tan - 1 - 6-3/ -28*78 = -(180- 12-4)® = « 167-6®. 

As an extension of the problem, it will be of interest to calculate 
the currents in the other branches and the potential difference 
across each branch, and to draw a vector diagram for the circuit. 
First, the quantity + + Z^Z^ jZ^ is evaluated, thus 

= (17 X 22/5) + «« + = 74-8 

= 74*8(-l+i0) 

Z 3 + Zi + Z 3 Z 1 /Z 3 = - 49 + j97-55 
From equation (216(i) we have, for the current in the inductive 
branch 0(7, 

/ t+jO ^o s+joaee \ 

\Z^ + Z^ + Z^Z^ IZ^ Z^ + Zi + Z^i izj 

/ 12 81 -3015 (- 0 5 + j0 866) (- 49 + j27-S5) \ 

^ V12 81* + 016* 49* + 27-66* ) 

= 13 85 + jl-794 

Whence 

= ^(13-86* + 1-794*) = 13-96 A. 

Phase difference between Zj and Fj., is tan'^ 1-794 /13-85 = 7-4° 
Also from equation (218d) the current in the inductive branch 
OB is given by 

j/f -0 5+j0 866 - 05-j0866 \ 

• » “ ^ Us + -Zi + ^s^i/^s Z, + Z, + Z^JZJ 

_ ooA / (- O S + 30 866) (- 49 -j27-S5) 

~ V 49* + 27-55* 

(- 0 5 -j0 866) (14 23 -j8-46 ) \ 

14-23* + 8-46* ) 




}0-866 \ 

Z^J 


_220(t±f 


0866 \ 

z^jzj 


= 14 94 +j4-S 
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Whence 

/g = y'(14-94* + 4-6*) = 15-6 A. 

Phase difference between J3 and ^1-2 is tan'^ 4-5 /14'94 = IB'S". 
The potential difference across the branch OA is given by 
F2-0 = hZi = (- 28 78 -36-3) (0 -jS) =^315+ jI44 
Whence 

Fg-o = ^(31 -5* + 144) = 147-6 V. 

Phase difference between Fj-g and Fg.g is 

tan-i 144/- 31-6 = (180-77-6)° = 102-4° 

The potential difference across the branch OC is given by 
F1.0 = I^Zi = {13 85 + jl 794) (14 74 + 38-5) = 188 8+ jl44 
Whence 

Fj-o = ■v/(188-8* + 1442) == 237 V. 

Phase difference between F^-g and F^^, is tan’^ 144 /188-8 = 37-4°. 
The potential difference across the branch OB is given by 

= {14-94 +j4-5) {11 +jl9 06) = 78-7 +j334-5 

Whence 

Fj-o = V(78-72 + 334-52) = 344 V. 

Phase difference between Fi-gand Fg.g is tan'^ 334-6 /78-7 = 76-8°. 
Chock calculations for these potential differences are as follow — 
Fg-o = /gZg = 29-46 X 5 = 147-3 V. 

F 1.0 = -^1^1 = 13-96 X 17 = 237 V. 

Fg-g = I 3 Z 3 = 15-6 X 22 = 344 V. 

Fi-« - F*-«(= F1-2) = (788 8 +jl44) - (- 315 +3I44) 

= 220-3 + 3O 

F2-0 - F3-o(= F2-3) = (- 315 + 3144) - {78-7 + 3334-5) 

= - 110 2 -jl90 5 

F3 0 - Fi-o(= F3-1) = (78-7 + 334 5) - (188 8 + j 144) 

= - ItO l + jl90 5 

The vector diagram for the load circuit is given in Fig. 2996, in 
which the line voltages are represented by the vectors OFi-g, 
01^2-3> 01^3-i> voltages across the branches of the load by OFi-g, 
OFg-g, OF3.0, 111® currents by OIi, 07g, 0/j. 

If the line-voltage vectors are drawn in the form of a triangle 
as in Fig. 299c, and the vectors representing the voltages across 
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the branches of the load are so drawn from the corners of this 
triangle as to meet in a common point, Oj, then this point represents 
the potential of the neutral point of the load. Moreover, since the 
point, 0 (which is the centre of gravity of the line-voltage vector 
triangle) represents the potential of the neutral point of the supply 
system (which, according to the circuit diagram (Kg. 299a), is 
symmetrical), the potential difference between the two neutral 
points is given by 

Fo == .^ 1 - 0 - .^'i-o = S + jl44) - (0-866 -jO•5)220!^/S 

= 78-7 + j207-5 

where F^i o[~ (0-866 -jO-5 )220 /\/3] denotes the potential differ- 
ence between line 1 and the neutral point of the supply system. 

Whence 

Fo == ^/(lS-7^ + 207-52) = 221-5 V. 

Calculation of Currents in Three-phase^ Three-wire System with 
Delta-connected Generator and Star-connected Load. Let the no- 



Fig. 300. Circuit Diagram for Delta/Star Three-phase 
System 

load phase E.M.Fs. of the generator be denoted by E^, E^^, E^^^ ; the 
phase currents by /j, ; the corresponding line currents by 

h i the impedances of the load, connecting line wires 
and generator, by Z^gy etc. The delta-star system is then 

equivalent to four meshes (Fig. 300), of which one mesh is formed 
by the delta-connected generator, and three meshes by the inter- 
connected phases of the load, the line wires, and the phases of the 
generator. Let the fictitious circulating currents in these meshes 
be denoted by /^, I^y 7^, 7^. 

Then the E.M.F. equations for the meshes are 

E +E,, + • (7, + ~ (/«, + Iv)Z2a - (L + 

= 0 . . (a) 
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E, - (h + h)?u - ih - Iz) (^1 + Zu) - (/* - fv) (?2 + Z^i) 

- 0 . ... (fi) 

^ + Iv)Z 2 , - (Iv ’ /.) (^2 + -?2l) “ (/v ” Jz) i?3 + -^3*) 

= 0 . ... (y) 

^III (/w lz)^Za “ (/« ~ /v) (^3 + -^Sl) “(/*““ /*) (^1 + -?ll) 

= 0 . . . . (tS) 

Now I^-\- /jp==/jJ /y = /jj , /y, -f* /j; ljU ^ 

/o: ~ ~ /l ~ /i "" /|II » /» ■" /a ~ A ~ /ii *” /i > 

~ /v ~ /s ~ /ill “ /r 

Substituting these values in the above equations, we obtain a 
set of equations containing the phase currents, /j,p as the 

unknown quantities. Thus 

Ni + |7„ + |7,„ - - Iu?20 “ /iii^3c^ = 0 • • («') 

Nj - + Zi + Zjj + Zg + ^2i) 

+ /„(Zg + Zg,) =0 . (^') 

?u "f" /l(^2 ”1^ ?2l) “ /n (^20 + -?2 + ^21 

+ ^3 + I'Sl) + /iii(^3 + Z^i) = 0. . (/) 

^nf+ /l(-?l + ^ll) + /ii(^3 + ^Zl) 

~ /ni(^8. + Zs + z,, + Z, + Z,^) = 0 . (<5') 

The solution to these equations is easily obtained by means of 
determinants. 

Note to the Solution of Simultaneous E^.jiations by Determinants. If we 

have three simultaneous equations, each of which contains three unknown 
quantities, a*, y, z, and if the equations are expressed in the form 

a^x -f byy + CjZ + = 0 

+ b^y -f CgZ + 

-f b^y -( Cgs -|- d, -- 0 
the solution is given by 

{DJD ] ; y = DJD ; z = - {DJD), 
where D2, D3, D denote the following determinants of the third order — 



di^jCi 

j 

d^OiCi 

c,= 

d^) 2,(^2 


d2a2C2 


djibgPi 


dgUgCg 


1 djOjbj^ 



i),- 

di€l ^2 

=- 

®2^2^2 


^ 3 ® 8^8 


^8^303 


Now Di ~ ^lib.^f'z ^3^2) "f" ^l(^2^3 “* ^8^2) “b ^3^2) 

D 2 == di(a2e3— 0303 ) 4* ®i(r2d3 — C3d2) -f C2(d3a3 - d3a2) 
D3 = di(flf2^8~®8^2) “b ^3^2) + bi{d2Cl2 — d^Oi) 

D — ^^(baCa-baCg) + biCcga,- CjU*) + ajb^) 
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Alternatively, a solution may be obtained by ordinary algebra 
by substituting for, say, in terms of and in two of the 
equations and solving these, as ordinary simultaneous equations, 
for and is then obtained by substituting for and 

in one of the original equations. This process, however, usually 
involves more labour than the solution by determinants. 

Substituting Z^t, for the quantities (Z^ + Zu), (Z2+^2i)» 
(Z3 + respectively, in the equations (^'), (y'), (S') for the 
delta-star circuit, and assuming the generator impedances to have 
equal values, we obtain’*' 

~ + ^1/ + ? 2 t) + Jii? 2 t + Illicit 

+ =0 . . . (n 

+ ■” filing + -?2/+^8/)+ 

+ . . . (y") 

/r-?i/ + lu^zt + Jiu(Zo+?2t+^it) 

+ = 0 .... (d") 

The determinants to these equations are — 

+ -^ 2 / + Z\t 

^1 ^ + ^2/ + ?Zt)+ 

+ ^3/ “ + ^3/ + ^u) 

== L(^g + ^ 2 / + ^ 3 /) (^g + ^3t + “ ^3t^] 

+ Z,/[Z,/E,,, + E,,(Z, + V + Z,/)] 

+ ?‘lt[¥u^3t + ^lui^g + ^2t + ?3t)] 

= 4“ f'u + *^ 111 ) (?l/?2t 4" ?2t?3t 4“ ?3t?lt) 

I" ?g[^i(?g 4 - 2Z3/) + Zi/(-&, + + Z 2 /(?j + 

“ {?g 4- Zi/ + Zg/) 4- Zi/ 

D 2 ~~ Ejj 4“ Z 2 / 4- Z^t 

4~ ?u “■ {?g 4" Z^/ 4" Zi/) 

== E, [- Z2/(Z, + Z3/ + Zi/) - Z1/Z3/ ] 

- iZ, + z,/ 4- Z2/) fZ3/|;„, + (Z, + Z3/ 4- z,/)E,,] 

4 “ Zi/ [Ej^Zif - ^jjjZg/] 

= - 1 (I'l + I'll 4“ |7i„) {ZuZ2/ 4- ^2/^3< 4- Z 2 /Z 1 /) 

4“ Zg[E^^{Zg + 2Zi/) +Z2/(^„ 4“ ^i) + Z^tA^ii 4- ^m) 4']| 

• Since equation (a')» p» 486, represents the sum of equations 05' )» (y')» (^')» 
its further consideration is unnecessary for the solution by determinants 
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¥i ~ (■?» + ?'it ■?*« ) 

D3 = + Z^t - (Zg + Z^t + Z^t) 

Eru + -Zi/ + ^3/ 

= Ej[Z^/Z^f + Zit(Zg + Z^t + ^3/)] 

- {Zg + Z^t' + Z^') {-{Zg + Z^t' + Z^t'Wu, - Zn'E„] 

= (£, + Ejj + ?iu) ■)" ■?2< ^st Zat ?u ) 

+ Zg[E,,,{Zg + 2 Z,/) + Z^t'(E,„ + £„) + + E,)] 

- (Zg + Zn' + Zj/) + Z^f + Z-n 

D — + Z2/ - (Zg + Z^t ^3i 

-\- Z^^' + Z3/ - (Zj+Zj^+Zj/) 

= -(Zg+ Zi/+ ^ 3 /)[( 2 , + Z2/ + Z 3 /) (Z,+Z3,' + Zi,')- Z3/3] 

+ Z,nZ2i'Zu' + (Zg 4- Z^t 4- Z^t') Z^n 

+ Z^tiZ^t'Zu' + Z^iiZg + Z^i' + z^t'n 

= - |Z,[Z „3 f 2 Z,(Z,/ + Z3/ H Z3/)] 

+ ^(Zj/Zj/ + Z^t'Z^t + )i 

Hence I, = -'D,ID) I,,= (D,/D), 1 „,^-(DJD). 

In the case of a symmetrical system the expressions for the deter- 
minants may be considerablj simplifieu, since E, + -f- = 0 ; 

E, + ^„ = - E ,,, ; -f = -E,-, E„, + E, = - Thus 

D, = Zg [E, (Zg + 2Z3/) - 1?„ Zj/ - E,„Z,n 
D, = ~Zg [S„ (Zg + 2Z,/) - E„,Z^,' - E, Z3/ J 
A = [E,,,(Zg ^ 2Z3/) - E^ Z3,' - Zi/] 

Whence 

J (^g “b ~ -^11 ~ ^U\^2t 

•' - ZJZ„-|-2(Zi/+Z3/+V)]i 3 (Zi/Z3/+VV+23/-?u') 

. (219) 

, -^n (^Q + ~ ~ Zat 

• " Zg [Z,-f 2 (Z,/ f Z3/ f Z3/)] 1 - 3{Z»'Z3/+Z3/Z3/-f Z3/Z1/) 

. (220) 

T ^m(^9 + ‘^^at) ~ -^i ^at ~ -^n ■?'»' 

• "> Z,[Z,+2(Z3/+Z3/-(-Z3/)]+ 3 (Z,/Z 3 /+Z 3 /Z 3 /-(-Z„'Zi 7 ) 

. (221) 
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The line currents Ij, Ig, Ig are readily obtained from the phase 
currents, since /i = /, - Ig ~ /„ - 

In the special case when the system is symmetrical and the 
impedances of the branches of the load and the connecting line 
wires have the same value, Z/, equations (219 to 221) reduce to 
, E,{Z, + 3Zt') 

~ Z,{Z, -f QZt') + 9Zt'^ 

_ + 

• «' “ Z,{Z, + 6Z/) + 

^ 

+ 6Z/) + 9Z/* ' ^ 

Again, if the impedance of the generator is ignored and the 

no-load phase E.M.Fs. are replaced by the potential differences 

^i- 2 » ^ 2 - 3 * ^ 3-1 between the terminals of the generator, we have 


■' ~ 9Zt'^ 

Fi-* 

3Z,' • 

. (2196) 

j ^Yg.gZ,’ 

• “ “ 9Z/2 

3Zt' ■ 

. (2206) 

. 3 F 3 . 1 Z,' 

9Z/2 

II 

. (2216) 


Numerically, if the terminal pressure of the generator is F, the 
current (per phase) in the generator is given by 
F/3Z/, 

and the line (or load) current is given by 


/ = W3=(F/V3)/Z/. 

Calculation of Currents in Three-phase^ Three-wire System in 
which Both Generator and Load are Delta-connected. This system 


may be considered as a network 
containing five meshes (Fig. 301), 
and accordingly five E.M.F. equa- 
tions may be formed. Instead of 
assuming fictitious currents in 
each of the meshes, as hitherto, 
it will be more convenient in the 
present case to consider, as far as 
possible, the actual currents in the 
conductors forming the meshes, 
and obtain the E.M.F. equations 



Fio. 301. CiBCuxT Diaqbam fob 
Dblta/Dblta Thbee -phase System 

for these conditions. By these 


means the number of unknown quantities in the equations are 
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alternating currents 


reduced and expressions are obtained directly for the actual 
currents. 

For example, if the generator currents are denoted by 
the currents in the line wires will be given by 
hn ~ hv and the currents in the branches of the load by (/, -/„,+/,) 
+ /J, + /«). where /, is the assumed fictitious 

current circulating in the load mesh. 

The five E.M.F. equations for the network are 


“ /i ^it ~ (/i ~ - (/i “ /ill + /i))^i 

+ (/ii ~ = 0 . (a) 

- 7„ Z^, - (/„ - - (/„ - /. + 7 JZ, 

+ (7„,-7„)Z„ = 0 . (^) 

■^III ~ / III'^S* ~ i/lll ■■ ~ (/iTI ~ /ii + iv )?‘3 

+ (7,-7.„)Zi, = 0 . (y) 

^'i + /^’ii + /^’iii ~ / " / O'?!® ~ fu\?'3a = ® • • (^) 

(/l~/lll + /*)•?! + (/ii~/i + /t>)^2 + (/lll“/ii 

-f 7JZ3 = 0 . (C) 


which, when re-arranged, give 



~ /l('?l» + ^l/+ ?2l) + /lI^2J 




+ /in-Zi/ 

-hZ, 

= 0 

(o') 

/-’I. 

+ /i^s/ 


+ ^2t + ?3l 

) 


+ / III^SI 

“ /t;^2 

= 0 

(^') 


^iii + /i^ii 

+ 




~ Jm{?3e 

+ ?3t+?ll) - Iv?3 

=- 0 

(y') 

^I + ■®I. 

+ ^IIt “ /l^ltr 





~ /lll^3» 


= 0 

(<5') 


/il'?! + + /ii(^2 + ■^s) 

H /in{'?3 + ^ 1 ) +/v(^l + ^2+^3)=0 (fi ) 


From equation (g') we obtain 7„ in terms of 7„ 7„, 7,„, Zj, Zj, Z 3 , 
thus* 


7. = 


/,(Z,-Z3) -f 7„(Z3-Z3) -t- /,„(Zs-Zj 

■?! + ■?2 + ■^S 


(C") 


• Observe that = 0 when Z, Z, = 
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and if this value be substituted in equations (o'), (fi'), (y'), we 
have then only three unknown quantities Thus 


-I 


I 



+ Zlt + ■?*! + 


?3/ 


+ ft “ " ■ 


+ /ill ( ^31 + 


0 


^2(^8 ~ -^i) 


V‘ ^ + z, + ^, 

+ (ft' + zf+^z, I’k) 




(a*) 


(/?') 


/ 2ji>iZn ~ i^i ) \ 

“/ill + -?^ 3 < + + ^2 + ^0 + Z3/ ~ ^ 

These equations may be solved in a similar manner to those of 
the preceding section, but in view of the number of terms in each 
of the coefficients it is desirable to evaluate these before the general 
solution is attempted. For this reason no general expressions are 
given here for the generator phase currents Jj, /j,, 

When the generator phase currents have been determined, the 
fictitious current, circulating in the load is calculated by means 
of equation {e''), and the actual load currents are then readily 
determined, since 

/i ~ /i /ill /« » /2 ~ /ii /i “I" /i» > /a ~ /ill “■ /ii “f"/* 

Calculation of Cuirents in Three-phase, Four-wire System (i.e« 
Three-phase, Star-connected System with Neutral Wire). This 
system may be considered as a network containing three meshes 
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(Fig. 302), and accordingly three E.M.F. equations may be formed. 
Adopting the same symbols as in the previous cases, and denoting 
the line currents by /g, /a, /©» impedance of the neutral 

wire by Zqi, we have 

^11 + “ if I + A + Iz)?oi = ^ • (a) 

” 12(^20 + ^21 + ^ 2 ) - ill + I 2 + ls)^oi = ^ • iP) 

^iu^fzi^zo + ^31 + ?z) ~ ill + I 2 + = 0 (y) 

Applying Kirchhoff’a first law to the neutral point of the generator, 
we have 

/i + A + /a + /o = 0 

whence /o = " (/i + I 2 + Iz) 

Re-arranging terms and replacing the quantities ^ + -?i)» 

. I 



Fig. 302. Cii oinr Diagbam fob Thbee-phask Fotjb-wibe 
System 


i?‘2g + ?‘2i + ^2). i?^zg + + ?‘z) the quantiti(\s 

respectively, we have 

^ lli?it ?0l) 12^01 ~ fz^oi ^ • i^') 

fi?o ~ /2(^2r + ‘?or)“ /.a-^oi + • if^') 

"■ /i^oi *" -^2^01 ^fzi?'zt~^?'oi)~^^ut~^ • iy ) 

The solution to these equations is easily obtained by determinants. 
The expressions for the line currents are 

7 - | 7 TTr)^or^ 2 . + jE, - En)ZoiZ^t 

^lt?'2t?^Zt + ?'0li^lt?2t + ?2t?Zt + ?Zt^lt) 

7 _ ^i i^zt^it + (j^fi ~ E^)ZQiZ^i + (fiy - Ej^^)ZQiZ j^t 
^lt?2i?zt + ?0li^lt?^2t + ?2t^zt + ?Zl?lt) 

7 ^ + (E,,,-E,)Z,,Z,, 

^lt^2t?Zt 4 * ?0li?U?2i + ?2t?Zt + ?Zt^u) 

/o ~ ~ (/i + A + /a) • 


(222) 

(223) 

(224) 

(225) 
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Example. Calculate the line currents in a three-phase, four-wire system 
in which the branches of the load have resistances of 1*0, 1*3, and 1*85 ohms, 
the power-factor of all branches being unity. The load is supplied from a 
symmetrical three-phase star-connect^ generator through a four-core cable, 
the resistances of the principal conductors being 0*1 Q., and the resistance of 
the neutral conductor being 0*2 Cl. The no-load E.M.F. of the generator 
per phase is 240 V. ; the plutse rotation is counter-clockwise, and the imped- 
ance per phase is 0*13/76° ohm. 

[Note. A full solution to this problem, by a method which does not 
involve the application of KirchhofE’s laws, has been given on pp. 472-474. 
The present solution will be obtained by the application of the equations 
deduced above.] 

From the data of the example on p. 270 we have 

== 1*1314 + j0‘1262, = 1*4314 + j01262, 

Z^ = 1*3314 + j01262, Z^i = 0*3 + jO 

Ej = 240 + jO, = - 120 -j208, = - 120 + j208 

Hence, Ej — = 330—^203^ E^ “ 360 j 208 

= - 360 ^j208, E^^ - = 0 -j416 

- 4?, =-360+ j208. = 0 + j416 

= {i i314 + j01262) (14314 + j01262) = 1606 + j0324 
= (i-4314 + j01262) (19814 +j01282) = 2 824 + j04313 
?H?it = (19814 + jO 1262) (11314 +j01262) = 2-226 + jO-3934 
4" = 6'656 -f- jl’1487 

= 0 2(11314 + j01262) = 0 2263 -f jO 02524 
^ 0 2(1-4314 + j0 1262) = 0 2863 + jO-02524 
= 0-2(1-9814 -f j0 1262) = 0 3963 + jO 02524 

~ 0-2(6-656 -f- jl-1149) 

= 1*331 -f j0 2297 

= (11314 -^jO 1262) (2-824 -f j0 4313) = 3* 1453+; 0 3435 

240(2 824 + jO 4313) + (330-;203) (0*2333 + jO 02524) 

+ (330 + ;203) (0*3333 + jO-02524) 

3-1456 + j0 8496 + 1*331 + jO-2297 

= 202-8 --j 16 55 

/, = V(202*8* + 16*55*) = 203*3 A. 

‘ * + ^0l{?lt?2t + ?2t^2t It) 

(^ 120 -j208) (2 226 + jO-3934) + (- 330 -;203) (0*3333 
+ jO 02524) ^j416(0-2263 + jO-0252) 

“ 3*1453 + jO-8495 + 1*331 + jO-2297 

101-6 -jl31-5 
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/, m.^(m-6*+ 131-5*) » 166 A. 

j ^ (■^m~ 

(- 120 + j208) {1-606 + jO-324) + j416[0-2263 + jO-02624) 
+ (- 360 + j208) (0-2863 + jO-02524) 

3-1466 + jO-8495 + 1-331 + jO-2297 
=:^67-8-i-jll2 
/, = ^(67-8* + 112*) = 126 A. 

These values agree with those obtained on p. 473. 


CHAPTER XXI 


SYMMETRICAL COMPOIIENTS AND THEIR APPLICATION 
TO THREE-PHASE CIRCUITS 

The direct method of calculating three-phase circuits by the 
application of Kirchhoff ’s laws, discussed in the preceding chapter, 
while satisfactory for straightforward unbalanced circuits, becomes 
rather involved when complex circuits, networks with line-to-line 
and earth faults, and machines operating under unbalanced con- 
ditions have to be dealt with. Such cases, however, may be calcu- 
lated without difficulty by an indirect method in which the un- 
balanced or uns 3 mimetrical system is replaced by equivalent com- 
ponent systems, each of which is symmetrical and balanced. The 
calculation of the currents and voltages in these symmetrical 
systems is a simple process, and the superposition or vector addi- 
tion of these currents is easily carried out to obtain the actual 
currents in the original unsymmetrical system. 

As the procedure in the case of a four- wire system, or its equiva- 
lent (e.g. a three-wire system with earthed neutral point and earth 
faults), differs from that for a three- wire system, we shall discuss 
each system separately, and shall deal first with the simpler case 
of the three- wire system. 

I. Symmetric All Components Applied to Three- wire 
Systems 

Principle ot Symmetrical Components. In the general case of an 
unsymmetrical three-wire system, the three line voltages, or cur- 
rents, have unequal magnitudes. Moreover, the mutual phase 
differences between these voltages, or currents, will, in general, be 
unequal. But the vector sum of the three line voltages, or currents, 
is, in every case, zero. 

Let the currents in such a system be represented by the vectors 
O/i, 0 / 2 , 0/3 (Fig. 303). Then each vector may be resolved into 
two components, and by this process the original three vectors may 
be replaced by six component vectors. If the resolution is carried 
out m a particular manner, the six component vectors will form 
two S 3 nnmetrical three-phase groups, which are called the sym- 
metrical components of the original vectors. 

Fig. 304 shows the two groups of symmetrical components for 
the vector diagram of Fig. 303. One group of components (a) is 
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denoted by OIzp, 01 ; and the other group (6) by Olm, 0 l 2 ni 
Ol^n- Observe that the phase sequence of one group (a) is the same 
as that of the original vectors, while the phase sequence of the other 
group (6) is opposite to that of the original vectors. In the diagram 
shown at (c), the two groups of components are compounded, and 
the vectors of Fig. 303 are obtained. 

The group of component vectors having counter-clockwise, or 
positive, phase sequence is called the 'positive-sequence component, 



Vector Diagrams for an Unbalanced, Three-wire, Three- 
phase System (Fig. 303) and Its Symmetrical Components [Fig. 304 

(a), m 

Diagram (c) shows that the original vector system (Fig. 303) is obtained when the 
symmetrical components are comiKiunded 


and the group having clockwise phase sequence is called the negative- 
sequence component. 

These components may be obtained from the original vectors 
either by a graphical construction or by calculation. But as the 
direct graphical method is based upon the analytical relationships 
between the components and the original vectors, it will be desir- 
able at this stage to consider the theory of symmetrical components 
and to deduce their analytical relationship. 

Theory of Symmetrical Components for the Three-phase, Three- 
wire System. The basis of the theory of B 3 mimetrical components 
is the vector relationship shown in Fig. 304 and the symbolic 
representation of these quantities. 

Symbolic expressions in the rectangular form for symmetrical 
three-phase systems have already been developed (p. 442). In the 
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present case, however, the polar form is more convenient at this 
stage. Thus, for a symmetrical system of positive phase sequence, 
if I denotes the numerical value of the current in each line con- 
ductor, we have, if the current in line No. 1 is the reference quantity, 
' A = 1(1 +j0) = 

/g =. I( ^0 5 -^j0 866) = le * ^^^3 
/3 = /( -0*5 + j0 866) = /e^2ir/3 

Now since = 1, and g ^ ^ 2 (j 2 njz)^ ^^0 expres- 
sions for the currents may be written in the form — 
fi = le^^, 

/a = /£i0e2(i27r/3) ^ 

/g j£i0^32rr/Z ^ /^e^2^/3, 

the interpretation of which is that the vector /g is equivalent to 
the rotation of the reference vector /j^ through an angle f tt radians 
in the positive (counter-clockwise) direction, and that the vector 
/g is equivalent to the rotation of the reference vector through an 
angle radians in the same dir(5Ction. 

If, then, we regard e^‘2ir/3 ^ 120-degree turning operator 

(positive direction) and denote it by A, the vectors /j, A^/i, A/i, 
taken in order, represent a symmetrical three-phase system of 
positive phase-sequence. 

Similarly, the vectors h, A/i, A^/i, taken in order, represent a 
symmetrical three-phase system of negative phase-sequence. 

With this nomenclature, the vectors in Fig. 304 may be repre- 
sented by — 

/l — liv “h /in • • • • • • 1 

h - + Uin \ (226) 

Jq= A/ip -j • • • • • 'j 

Properties of the Operator A. By successive applications of the 
operator A to a unit reference vector, we obtain the following 
relati onships — 

A = e^2ff/3 . ^2 ^ e2(i2ff/3) . p _ £3(i2ff/3) ^ gi&r — J . 

^ ^4(/2W3) ^ ;^ 2 . and so on. 

Hence A® = 1, or A = '\/l, i.e. A is numerically equivalent to the 
cube root of unity. 

Now algebraically, 

g(i2w/3) ^ 2 .) = cos I TT + j sin f 77 = - 0*5 + jO-866, and 

^04iry3) ( ^ ^2) _ 003 j _ _Q,g ^j0*866, 

33— (T.5a45) 
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Hence A + ~ 1, or 1 + A + = 0 . Since A® = 1, we may 

write A + A^ + A^ = 0 . 

Calculation of the Components. With a knowledge of the pro- 
perties of A, we are now able to obtain the relationship between 
each symmetrical component and the original vectors. 

For example, from the equations (226) we obtain an equation for 
/i. by first multiplying the equations for and /s by A and A* 
respectively, and then adding the three equations. Thus, 

/i ~ /lj» "i" Jin 

^2 — Jlv + ^^Jln 

^ V 3 ~ /ip + ^Jln 

Whence + A /2 -1 AV 3 = ^Jip + /in(l + A^ + A) 
or h, - i(Ji + ^/2 + • . (227) 

since 1 + A^ + A = 0 . 

Hence the positive sequence components are — 

Jij> Wi + ^/2 + ] 

J 2 P = = W 2 + A/s + AVi) . V (228) 

Jap — A/ij) == ^(/s + A/i + A^/ 2 ) .J 

The negative sequence component (Jm) may be obtained in a 
similar manner. Thus, 

Jl ~ Jlv Jin 

A V 2 ^ A/j J, Jin 

A/s = KJlp + Jin 

Whence /^ + A^/s 1- Uz ^ /ip(l + A + A^) + 3/i„ 

or /in = \{Ji + AV 2 + A/ 3 ) . . (229) 

Hence tlie negative sequence components are — 

Jin ~ k{Ji + AV 2 + A/s) • o 

/ 2 n = A/in = J (/2 + AVa + A/i) . \ (230) 

/3n = A2/ln=i(/s + AVl + A/2) J 

Example. The currents in a three-phase, three -wire system are I ^^100 + jO ; 

-f j80. Calculate the symmetrical components. 

Applying equations (228), the positive components are — 
hp == i[i00 + yo + ( - 0 5 + j0 866) ( - 40 -j80) -f ( - 0-5 ^jO-666) 
(-60^j80)] 

= 9&2 + j5'8 

Ap = ( - 0 5 -^j0 866) (96 2 -f j5-8) 

= -431-j862 

/ap = ( - 0 5 + j0 866) (96-2 J- j5*8) 

= -531 + j80 4 
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Applying equations (230), the negative components are — 

/i, « iilOO + ;(> 4- ( - 0-5 866) ( - 40 ^jSO) + ( - 0-5 + ^0 866) 

{-60-^j80)] 

= 38-358 

hn--=(- 0-5 + 3O 866) (3-8 -j5 8) 

= 3 1+ 2 

/an = ( ~ 0 5 -3O 866) {3-8 -jS 8) 

^-69-304 

As a check upon the results, we will calculate Jp jTg, /# trom their com- 
ponents. Thus, 

/i = 4“ /in “ 3 3 5 8 3’8 — 36 8 ^ 100 4" 3^ 

h = /a, + /an = -431 -3868 4- 31 + 33'2 = -40 -38O 
/8 = /a„ + /a« = -531 4- 4 - 6 9 - ^0 4 - -60 4-^80 

Relationship between Numerical Values of Positive and Negative 
Symmetrical Components in a Three-wire System. In an unbalanced 
three-wire system, the following relationships between the expres- 
sions for the numerical values of the symmetrical components hold 

V + V = i(V + /2" + V) .... ( 231 ) 

7^2 , 7^2 _ ( 232 ) 

where /„ denote the numerical values of the positive and negative 
symmetrical components respectively, 7 ^, Zg, 7 ^ denote the numerical 
values of the currents, and A denotes the area enclosed by the 
triangle formed by the vectors Z^, Zg, Z3 when drawn in triangular 
formation. 

Note, A = V[^(^ ” A) (« - h) (« - ^ 3 )] s = ^(7^ + Zg + Z 3 )] 
Proof. The relationships follow directly from the vector equations (228), 
(230), already developed. Thus expanding the equations for /i„, by 
introducing numerical values for A, A*, and horizontal and vertical com- 
ponents for /i, /g, /s (1 e. O] for the horizontal component of /^ — the reference 
vector — bit ba» the horizontal and vertical components of /g ; c^, Cg, the hori- 
zontal and vertical components of /g), we have 

3/ip = Oj 4" i(hi 4" Cl) 4" {bz 4“ Cg) 4* j[i(ta “ Cg) - (bi — c^)] 

3/,. = o. + i{b. + Cl) - ^ (b, + e.) +^[i(b, - e,) + (b. - e,)] 

Whence, 

(3J,)* = K + i(bi + c>) + ^ (b. + c.)3* + [l(b. -c,)-^(b^- c.)]* 

= Oj* 4* ^1® + ^2® 4- Cj® 4- Cg® 4- ®i(&i 4“ Cg) — djCi 4- ^aCg 

4“ '>/3cii(6g 4" Cg) 4" 4 ^iCg) 

and 

(3/„)* = [a, + i(6i + c,) - ^ (6. + c,)]» + [i(5. -Ct) + ^ (6, - c,)]* 

= Oi* + 6i» + 6,* + Cl* + Cj* + <»i(6i + Cl) - biCi -) bjc, 

- V3<»i(b« + Cl) - V3(biCi + 61 C,) 

Now, since we are considering a three-wire system, (&i -f c,) .= Oi and 
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6g= Cg, so that when these substitutions are made and the sum of the above 
expressions is taken, we have 

(3/,)2 + (3/J* - 3(ai* + + V + + Cg*) 

= 3(/i* + + I^) 

Hence, + ^ 2 * + ^ 3 ^) 

Similarly, by taking the difference of the expressions for (3/,)* and (3/,J* 
we obtain 

= (iV3[2ai(62 + Cg) -f 2(6gCi + tjCg)] 

= jV3[262(ai + Cl -f Ui 4 - &i)] 

= ^V3(2&2 X 3oi) 

= i(2Mi)/V3 
= 4A/V3 ■ 

where A = ifli &2 — enclosed by triangle formed by the vectors /i, /g, /g, . 
when drawn in triangular formation. 

Rigorous Expressions for Calculating Numerical Values of Com- 
ponents. These follow readily from equations (231), (232). Thus, 
by addition, we have 

= Wi^ + V + h^) + 4A/V3 

whence /, = VLJCV + /s’’) + 2A/V3.1 • • (233) 

By subtraction we have 

= V + V)-4A/V3 

whence ^ + V) “ 2 A/V3] • . (234) 

Special Case of Symmetrical Systems. Let the currents in a 
symmetrical system be denoted by 1, Then the term ^(/j^ + 

+ 1^) in equation (233) reduces to ^7^, and the term 2A/\/3 
reduces to |/2, so that is given by 

+ W) - /. 

Hence - 4/2) = 0. 

Therefore in symmetrical systems no negative sequence components 
of current or voltage are present. The positive sequence components 
are, of course, identical with the vectors of the system. 

Approximate Expressions for Calculating Numerical Values of 
Components. In a system in which the dissymmetry is small (i.e. 
the system is only slightly unbalanced or unsymmetrical), the 
negative sequence component will be small in comparison with the 
positive sequence component. Hence for approximate calculations, 
/„2 can be ignored in coniparison with 1^, so that to a close 
approximation 

+ V + V)] .... ( 236 ) 

Since in the case under consideration /j, /g, are nearly equal, a 
rough approximation to /« is given by 

(236) 
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Equation (234) for the negative sequence components can, in 
cases where the system is only slightly unsymmetrical, be reduced 
to a form which closely approximates to the rigorous equation and 
which is very convenient for calculation, viz. 

h = V[(A - h? (4 - hf -1- (h - A)*] . (237) 

Proof. For brevity, write a, 6, c for /j, Ig, respectively. Then if a, 6, 
c are nearly equal and m is the mean value, i.e. m = ^(a H- 6 + c), we can write 
a = m(l ± a) ; h — m(l ± ^) ; c = w(l ± y), where a, y are each small 
in comparison with unity and ±ait^dby = 0. 

Hence, considering only positive signs for convenience, 

J(a2 + 62 c2) == + 0)2 4. (1 ^)2 ^ (1 ^ y)2] 

= m*[l -f J(a* + -f y*)]. 

Since 

A ~ \/[*(« -a) (s- b) {8 - c)], 
where 2« =-- o -j- ^ -b c — 3m, 
therefore 

2 A / - i(4 A / VQ) = i -«)(«- &) {if- c)J 

= 1 Vi[3m^l - 2a) (1 ~ 2jg) (1 - 2y)J 
= imV[l + ^ Py + ya) - Bapy] 

— \m\l -f 2(ajS -f jSy 4- ya)] approximately. 

Hence, + y^) - 2(ap py -j- ya)] 

= ^m^a^ + + y*), 

since as 

a 4- 4- y = 0, and (a 4- 4- y)* = a* 4* 4- y® 4- 2(a/? 4- i^y 4- yet) 

= 0, we have - 2{ap 4* i^y 4- ya) == a* 4- 4- y*. 

Now (a - 6)* 4 - (& - c)2 4 - (c - o)2 = m*[(a - p)^ 4- (j5 - y)* 4- (y - o)®] 

— m\2{a^ 4- 4- y®) - 2(a^ 4* jSy 4 - ya)] = 3 m* (a* 4- 4- y*)- 

Therefore /„* = ^ 5 [(a - 6)* 4- (6 - c)® 4- (c ~ a)®] 

i.e. /„ = 1 V2[(a - 6)2 4- (6 - c)* 4 - (c - a)*] 

= Jv/2[(/, - /a)® 4- (/,-/,)® 4- (/.-A)®]. 

Examples. The above rigorous and approximate methods will be applied 
to the calculation of the symmetrical components of the currents in a slightlji 
unsymmetrical three-wire system. The line currents in this system are; 
/i -r 50 A., /a = 45 A., Z, = 55 A. 

Solution by rigoroiis method 

i(/i 2 + 7,2 4 . 732 ) _ j(502 + 45* 4 - 55*) - 1268 

i(7, 4- i* 4- h) = i(50 4 . 45 4 - 55) = 75 ( = a) 

2 A / V 3 = ~ VW« - h) (» - It) (» - It)) 

= l- 166 -v /(75 X 25 X 30 X 20 ) = 1290 

/. = ■v/[i(A’‘ + V + h^) + 2 A/VS] = V (1268 + 1226 ) 

= 60-8 A. 

+ A* + V) - 2 A/VS] = V (1268 - 1226 ) 

-= 6-77 A. 

Solution by approximaio method 

Ip = ViW + A* + A*) = 60'2 a. 

I, = i V2[(60 - 46)* + (46 - 66)* + (66 - 60)*] = 6-77 A. 
The roughly approximate method gives 

I, = I^Wt = ^60 X 46 X 66 = 49 8 A. 
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Graphical Construction for Determining the Symmetrical Com- 
ponents. A number of simple geometrical methods are available, 
which are based either upon the fundamental equations (228), (230), 
or upon the geometrical properties of triangles. 

Direct Method. The construction for this method is based upon 
the fundamental relationships — ^given in equations (228), (230) 
between the original vectors and their symmetrical components. 



c 

D 


Fig. 305. Pmi.cT Gkaphicajl Method of Detebmining 
Symmetrical CoMPo^ENTS for Three -wire, Three-phase System 

For example, the positive sequence component, is determined 
by adding geometrically to the vector the 120®-tumed vector 
and the 240®-tumed vector /g, and taking one-third of the result. 

Thus in diagram (6), Fig. 305, OA represents the vector [dia- 
gram (a)], AB represents the vector /g turned through 120° (i.e. 
A/ 2 ), and BO represents the vector turned through 240° (i.e. 
A Vs)- The vector sum is represented by 00^ and one-third of this 
is 02). The positive sequence components are, therefore, OD, OE, 
OF, as shown in diagram (c) ; OE and OF being equal in magnitude 
to OD, and having phase differences (lagging) of 120° and 240° 
respectively from OD, 

To determine the negative sequence component /i„, we add to 
the vector /j the 240°- turned vector /g, then add the 120°- turned 
vector /g, and finally take one-third of the result. 
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Thus in diagram (d), Fig. 306, OG represents the vector OH 
represents the vector /g turned through 240®, and HJ represents 
the vector turned through 120®. The vector sum is represented 
by OJ, and one-third of this is OK. The negative sequence com- 
ponents are therefore OK, OL, OM, as shown in diagram (e). 

Indirect Method No. 1, suitable far Vectors Drawn in Radial 
Formation. To determine join the extremities (/g/s) of the 



Fig. 306 . Indirect Graphical Method op Detebminino 
Symmetrical Components for Three-wire, Three-phase System 


vectors /g and /g, diagram (a), Fig. 306, and on the side of this line 
remote from O, erect an isosceles triangle I^AI^ with 30® base angles. 
Join OA and produce backwards to B, making OB == OA. Then 
OB represents /u,, and the positive sequence components are, there- 
fore, represented by 01^^, OI^j,, 01^^, diagram (b). 

To determine /j,,, erect the isosceles triangle I^Iq, with 30® base 
angles, on the side of /g/g adjacent to 0. Join OE and produce 
backwards to F, making OF = OE. Then OF represents and 
the negative sequence components are therefore represented by 
Olinf Oig^, OI^„, diagram (c). 

Indirect Method 2, suitable for Vectors Drawn in Triangular 
Formation. To determine the positive sequence components, con- 
struct isosceles triangles, with 30® base angles, on each side of the 
vector triangle, the apexes of the isosceles triangles being outside 
the vector triangle. The lines joining these apexes represent the 
three positive sequence components. 

Thus in Fig. 307, diagram (a), if the triangle ABO represents the 
line voltages of an unsymmetrical system, the equilateral triangle 
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DEF (which is formed by joining the apexes of the 30° isosceles 
triangles ABE, BCF, CAD) will represent the positive sequence 
components. Of these components, DE is the component (^Fi-a) 
corresponding to CB (which represents the line voltage EF 
is the component (jjFg-a) corresponding to AC (which represents 
the line voltage Fg-g), and FD is the component (pFg-i) corre- 
sponding to BA (which represents the line voltage Fg-i). 

The negative sequence components are determined by a similar 



Fig. 307 . ALTER^^ \tive Indirect Graphical Method of 
Determining Symmetrical Components for Three-wire, Three- 
phase System 

(a) Construction for iK)siliv(‘-sc(iu nee coiiii)oneiit s ; Construction for negntive- 

scqueDce comiwuenth 

method, but the isosceles triangles are now (constructed on the 
indde of the vector triangle. 

Thus in Fig. 307, diagram (6), ABC is the original vector triangle 
and ABH, BCJ, CAG are the 30°-isosceles triangles. The equi- 
lateral which is formed by joining the apexes of the isosceles 

triangles — represents the negative sequence components. Of these 
components, GH represents HJ represents and JG 

represents ^Fg-i- 

Special Case of Symmetrical System. The method of determining 
the symmetrical components by the construction shown in Fig. 307 
gives a very clear idea of the relative magnitudes of the positive 
and negative sequence components. When applied to a symmetrical 
system, it shows conclusively that such a system contains only 
positive sequence components. Thus in Fig. 308 let the equilateral 
triangle ABC represent the line voltages of a symmetrical system. 
Constructing 30 isosceles triangles on the outside of each side, we 
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obtain the equilateral triangle DEF which is identical with ABC. 
The apexes of the inside triangles ABO, BCG, CAO meet at a point 
{0), and therefore there are no negative sequence components. 

Symmetrical Components for Star and Delta Circuits Supplied 
from a Three-wire System. In the preceding sections we have dealt 
with systems in which the line voltages and currents were known. 
This was done in order that expressions could be derived for the 
symmetrical components of these voltages and currents. We have 



Fig. 308 . Symmetkical Components foe Symmetrical Three- 
phase System 

now to consider how the method of symmetrical components can 
be applied to the calculation of the currents in unsymmetrical 
circuits when the line voltages and the impedances of the circuits 
are given. 

Two cases will need consideration, viz. the delta-connected circuit 
and the star-connected circuit. In these circuits unsymmetrical 
conditions may result in either — 

(1) the vector sum of the phase currents (in the delta-con- 
nected circuit) being not equal to zero, although (a) the vector 
sum of the phase voltages is equal to zero, and (b) the vector 
sum of the line currents is equal to zero ; or 

(2) the vector sum of the phase voltages (in the star-connected 
circuit) being not equal to zero, although (c) the vector sum of 
the line voltages is equal to zero, and (d) the vector sum of the 
line currents is equal to zero. 
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Obviously the vectors representing the phase currents in an un- 
symmetrical delta-connected circuit, or those representing the 
phase voltages in an unsymmetrical star- connected circuit, cannot 
be replaced by two systems of symmetrical vectors, because the 
geometric sum of the vectors is not equal to zero. But they can be 
replaced by three systems of symmetrical vectors, in which one 
system consists of three equal co-phasal vectors — ^the sum of which 
is equal to the vector sum of original vectors — and the other two 
systems consist of symmetrical three-phase vectors of positive and 
negative phase sequences. 

The three co-phasal vectors are called the zero 'phase-sequence 
components. They will be denoted by the subscript z. Thus, in the 
case of a delta- connected circuit, if the phase currents are denoted 
by /„ In, fm, their symmetrical components are — 

Zero phase-sequence comportments — 

J(/i + In + /m)- 

[Note. The zero sequence components may be considered as 
representing a fictitious single-phase current circulating in the 
closed delta of the circuit.] 

Positive phase-sequence components — 

/ij)> Inv^ ~ 

of which /i„ == J(/, + A/ii + AViii). 

Negative phase-sequence components — 

/in- Illni “ ^/ln)> fllln( ~ 

of which = l(ly + AVii + 

Similarly, in the case of a star-connected circuit, if the phase 
voltages are denoted by Fg-o* Fs-o^ il^cir symmetrical com- 

ponents are — 

Zero phase-sequence components — 

J(Fi-o + F2-0+ F3-0). 

Positive phase-sequence components — 

pFi- 0 . pFs-o( = A„Fi-o), 

of which 5 ,Fi.o = KFi-o + AF2.0 + A*F3 _o). 

Negative phase-sequence components — 

«Fl- 0 > nF 2 -o( ~ ^nFl-o)> nF 3 -o( -^^nFl -o)» 

of which „Fi_o = i(F,_o + A*F,_o + AF*^). 
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EiZample 1. Besolve into aymmetrical components the currents in a delta - 
connected circuit, the values of which are — 

/, = 9-66-j2B9i /„ = -17 3-jlO-. /n, = -2S + j4-33. 

We have — 


/. = Wi + fn + Im) = " ^7-3 -jlO - 2 S + j4'33) 

= -3-38-j2-75 

/i» = i(/i + Uu + Will) = i\9 e6-j2 59 + ( -.0-5 + j0 866) 

( - 17 3 -yiO) + ( - 0*5 -jO S66) ( -*2-5 + ^4-33)] 

= 10 6S-^j4‘2 

hn - i(/i + Wu + A/xn) = \[9 8e-j2S9 + {-0S^j0 86€) 

( - 17-3 - >10) + ( - 0-5 + j0 866) ( - 2-5 + >4-33)] 

== 2*33 + j4‘36. 


Check — 


-f 3 38 j2‘7$ -h 10 65 -j4-2 + 2 39 

■f j4 36 

= 3*63 ->2-53 ( = /,). 


The remaining positive and negative phase -sequence components are 
obtained from and hn- Thus, 

fjip = A7i, = {-0 6 -j0 866) {10 65 -j4‘2) 

« -8-96 -j7 12 

hup = A/ip = ( - 0*5 + >3-333) {10 65 -j4^2) 

= - 1.^2 4- >1132 

/iin = A/jn ^{^0-5 +>3-333) (2-33 + >4-33) 

« -‘4 92-jO’ll 

fnm = A*/in - ( - 3-5 ->3-333) (2-33 + >4-33) 

= 2 34 ->4 25. 


Example 2. Determine the symmetrical components of the voltages across 
the branches of an unsymmetrical star-connected load, the values of which 
are — 


Fi-o = 133-3 +>144, +il44, Fa-o = 73-7 +>334-5. 

Wo have 

Yz - J(Ki-o + Fa-0 + Fa-o) = J(133-3 +>144-31-5 +>144 

+ 73-7 + >334-5) 

« 73 7 + >237 5 

.7.-0 = J(7i-. + AF,-, + at.-.) = M188-8 + ji44 + (-0-5 + jO-sm 
( -31 S + jl44) + ( - 05-j0 866) (78-7 + J334 S) 
= 110 -383-5 

»F.-o = i(F.-. + at.-. + AF.-.) = i[188-8+jl44 + {-05-30 866)] 
{-31-5 3144) + ( - 0-5 + jO-86) (78-7 + ^34-5) 
- 0 + JO- 


V. + .F.-. + «Fi-. = 78 7 +3207 5 + 110 -383 5 
= 188 7 +3l44{ = f,^) 


Check — 
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The remaining positive phase -sequence components are obtained from 
Thus, 

.F2-( = ^\Yi-o = {-0 5-j0 866) {110-j63 5) 

= - 110 -j 63 5 

„F8-o = KYi-0 = ( - 0-5 + j0 866) {110 -j63-5) 

= 0 H- jl27. 

Since nFi-o zero, the phase voltages have no negative phase -sequence 
components. This is because the supply system is symmetrical (see p. 482). 

Calculation of Currents in a Delta-connected Circuit. Let three 
unsymmetrical impedances, the values of which are the 

same for currents of any phase-sequence, be connected in delta to 
a three-wire system, and let the line voltages be denoted by Fi_2, 
Fg-a, F3-1. Then if /i, /n, Jm denote the phase currents, we have 

Fi -2 ~ F2-3 ~ i F3-I “ hii?'e- 

Therefore, the phase currents /j, /u, /m can be determined 
directly when the line voltages and impedances are given. 

Hence for delta- connected circuits the direct method of solution 
is always employed, as the method of solution by symmetrical 
components would involve unnecessary labour. 

Cidculation of Currents in an Unsymmetrical Star-coimected Cir- 
cuit Supplied from an Unsymmetrical Three-phase, Three-wire 
System. In this case the symmetrical components of the line volt- 
ages and the load currents will consist of both positive and negative 
phase-sequence components, but those of the load voltages will con- 
sist of positive, negative, and zero phase -sequence components. 

Denoting the line voltages by Fi_2» F2_3, Yz-i ’i fhe line and load 
currents by Iq ; the load voltages by F^-q, Fg-o* F3-0 5 

the impedances of the load by Z^, Z^, Z^ (the values of which are 
the same for currents of any sequence), then Fi_q = Z^, \ V^-q 

^2/29 F3-0 ~ 

Hence, if jjFi-o* nFi -o» Y z ^^e the symmetrical components of 

Fi_o, we have 

Y z ~ slFi-o + F2-0 + F3-0) ” 3 (^i/i + ^2/2 + ^3/3) 

= fin) + ?'2(f2p + /an) + ^sifsp + An)] 

— \[?‘l{llp + fin) + ?'2(^^flv + ^/in) + ’^zWlv + ^Vln)] 

= + ^^?^2 + ^^3) + /lnj{-?l + + ^^^3) 

= h,Z^n + flnZ^V ( 238 ) 

pFi-0 = i(Fl-0 + ^Y 2-0 + ^^Yb-o) = J(^l/l + AZ2/2 + PZJ,) 

~ i[Zx(fiv + fin) + + An) + + An)] 

— flpH^l + -?2 + ?b) + /lnj(^l + ^^^2 + ^^ 3 ) 

= f IP ^z + fln^ln 


( 239 ) 
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fiFl-O ~ /in + /ij) (240) 

where = HZ^ -j- XZ 2 + Z^n = i(?i + + ^?3)> 

= J(^i + ^2 + ^3)* 

Similarly, 

pF2-0 “ fl 7 >?'z + l2rJ?‘ln ~ + Jln?ln) “ 1-0 

pFa-O = f3p?z + fzn^^n— HJlp^z + fin^ln) “ ^pFl-0 

nFa— 0 ^ J^n^z /ap^ap ~ ^(/in-^g “i“ /ip-^lp) ~ ^nFl— 0 

nFa-O “ /sn-^z + /sp-^Sp “ ^^(/in^z + /ip-^lp) ~ ^^nFl-0 

Now .Fi-o and nFi-o determined from the relationship 

bc^tween the line and phase voltages. Thus, 

Fi-2 = Fi-o-F*-^, 

Fz + pFl-0 + nFl-0 ■” iFz "I pFa-O + nF2-o) 

p.f^l-o(^~^") + nFl-o(l-^) 

- i V3[pFi-o(V3 -I- jl) -+ nFi-o(V3 -il)J . (240a) 

F 2-3 “ Fa-o" Fa-o 

“ Fz'HpFa-O'l nF 2 - 0 ~(Fz I pFa-O nFa~o) 
pFi-o(^^ - A) — wFi-o(^ ■“ 

“ ”■ J\/3pFi-0 

Whence 

nFl- 0 ~ pFl-0"iF2-3/\/3 

Substituting this value of ^^Fi-q into equation (240a) and simplify- 
ing, we have 

pFi-o - JrFi -2 + IF 2 -a(l +iV3)l . . . (241) 

nFi-0 =- JLFi-2 + IF2-a(l - iV3)J . . . (242) 

When pYx-o ^^-nd nYi-o have been determined, l^p and I^n 
calculated by means of the following equations. Tlius, 

.^Ip (pFl-O^z ~ nFl-0^1n)/(^z^ “ ^lpl'l«) * • (243) 

/in ~ (rtFl-O^z ~ pFi-0?1p)/(^z^ ?lp?ln) • • (244) 

or, alternatively, when I^p has been determined, I^n be obtained 
from the simpler equation 

fln=(nYl-0-hv^lv)IZ, .... (245) 

The symmetrical components for the currents in the other phases 
are determined with very little mental effort by the application of 
the relationships already developed [equations (228), (230)]. With 
these components determined, the actual load currents are obtained 
simply by the addition of the appropriate components. 

The voltages across the branches of the load may be determined 
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either directly, by calculating the products / 2 ^ 2 > 

directly by first calculating the zero phase-sequence component, 
y of the load voltages, and then adding this to the appropriate 
positive and negative phase-sequence components (e.g. Fi-o=F. 

”1“ j>y 1—0 nV l—Qy ®tc.). 

Calculation of the Currents in an Unsymmetrical Star-connected 
Load Supplied from a Three-wire, Three-phase System, the Voltages 
of which are Symmetrical. This is a special case of the general case 
just considered. The symmetry of the voltages of the supply system 
enables the above equations for the symmetrical components of 
the currents to be simplified, since the symmetrical components of 
the voltages across the branches of the load now consist only of 
positive and zero phase-sequence components. This fact can easily 
be verified by substituting the appropriate value of F 2 -S in equa- 
tion (242). Thus, in a symmetrical system of positive phase- 
sequence, F 2--3 = Fi- 2 ( -0 5 -jO-866), and on substituting this into 
equation (242), we have 


«Fi-« = J[Fi- 2 + iF2-3(i -iV3)] 

= KFi-a + iFi-2( -0-5 -} 0866 ) (1 -^^3)] 

== i(Fl-2~ Fi~2) “ 

Hence, making this substitution in equations (241), (243), we 
have 


.Fi-o =iF2-3/V3 = iFi-2-jiFi-2/V3 
hv= vYi~oZJ{Z/-Z^,Z,J 
_ V -^1 + ^2 + ^3 

^'^~^z,z, + z,z, + z,z, • 

fin ~ ~ flv^^lpl^z 

Z, + XZ^ H- 

Z 1 + Z 2 + Z 3 


(245) 

(246) 

(247) 


The load currents and voltages are obtained by the same methods 
as in the general case. 

The following examples illustrate the procedure in calculating 
the currents in an unsymmetrical star-connected load for the cases 
of a given load suppUed from (1) a symmetrical three- wire system, 
(2) an unsymmetrical three-wire system. 


Example 1. The three branches of a star -connected load are mcuie up as 
follows — Branch 0-1, an impedance, 17/30° ohms; branch 0-2, a condenser, 
reactance = 6 ohms; branch 0-3, an impedance 22/60° ohms. The load is 
supplied from a 220-V. three-wire system, the phase sequence being 1-2-3. 
Calculate the current in, and the voltage across, each branch of the load. 
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This problem was calculated on pp. 482-485 by the anal3rtic^ method based 
upon Kirchhoff’s laws, and the present working by the method of sym- 
metrical components will form an interesting comparison of the two methods. 

Denoting the impedances of the branches 0-1, 0-2, 0-3 by we 

have (see p. 482). 

Zj^ = 14 74+^85; 2^ = 0-^5; Zj = 11 ^jl9 06. 

The symmetrical component impedances required in the calculations 
Z» - H- Zj + Z3) = i(25-74 + >22-66) = 8 58 + j7 S2 
?i„ = 1(^1 + AZg + A®Za) = \{30 07-^j8 06) = 10 02 -j2 69 
^In = i(^i 4- A*z, + AZ3) = 4(- 11-52 +yil) = -386+j366 
Z,* - Z,,Zi„ = i(Z,Z, + ZjZa + ZaZ,) = i(137-5 + j24S'3) = 45-23 + j8177 

Denoting the voltage applied to the terminals 1 and 2 by Fi-2» applied 
to terminals 2 and 3 by F2-s» applied to terminals 3 and 1 by Fs-i» 

and taking Fj-a 8*8 reference vecuor, we have from equation (245) 

,Fi-o=iFi-2-.;'4Fi-2/V3 

= i{220-hj0) -jl{220 -f jO)IV^ 

= 110-^63-5 

Whence, from equation (245), 

/iP- 

(112 -^53-5) {858 + j7‘52) 

45 93 + j8177 
== 10 04-jll-74 

and from equation (247), 

lln “ “ Ilp?lpl?z 

- (12 24 -jll-74) {10 02 -j2 69) 

3 53 + j7-52 
== 3-73 + jl3 52. 


Therefore, 

/i = /iP + /in==f5-52+yi-73 
Whence = V(13-822 + 1-782) == 25.92 

Now - AVip -(-25 -y2 322) (12 24 -jlV74) 

^ -15 22- j2 86 

hn = ^hn = ( - 2-5 + j0 866) {3 78 + >13-53) 

= - 13-21 ->3-5 

Zap = Hiv -={-0 5 +>2-322) (12-24 ->11-74) 

== 5 13 + >14 2 

/an = AVin == ( - 0-5 ->2-322) (3-73 + jl3-52) 

= 2 33 -jl0 03. 

Therefore, /a = /jp + /an = -28>83 -j6-36 

/a = /3p4-/,« = 1501+>4-57 
Whence Ja = V(28-83* + 6-36*) -= 29-5 

/j = V(15-01* + 4-57*) = 15-37 

Check — 

+ /, + /a - 13 32 + jl-78-28 83 ->2*32 + 15 21 + >4 57 
= 2 22 ->2 21 . 

These values are in close agreement with those calculated on pp. 483, 484. 
As all ceJculations were meuie by mecuis of a slide rule, extreme accuracy of 
agreement is not to be expected. 
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The load voltages F 2 -o» Fs-o will be calculated by the indirect method 
employing symmetrical components. 

Now, in the present case, Fi_o = F* + pFi-o? ^^2-0 = F* + j)^2-o = F* 
+ A^Fi~o; Fs-a = F* -f .Fa-o = F. + A,Fi-o. 

From equation (238) we have 

F* — Jlp?ln + Jin?lp 

- [{10 04-jll 74) { 3 86 -{- j3-66) f (3 78 + jl3*S2) {10 02'-j2-69)] 

- 78 $ + j208 

Therefore, 

Fi-o = 75 5 + j208 f no -j63-5 
= 188-5 -i- yi44*2 

F 2-0 = 75-5 + y205 +(“05 -jO-866) {110 -j63-5) 

= -5i-5 + jl44 4 

F3_o = 75 5 + j208 + (-05+ yo 555) (110 -j63-S) 

- 75 5 + j335. 

Those values chock with those calculated by the direct method on pp. 484, 485. 

Example 2. The star •connected load in the preceding example is supplied 
from an im symmetrical three -wire system, the line voltages being — 

]\-2 = 220 + jO ; F 2-3 - - ^20 -jl72 ; Fa-i = “ 100 + jl72. 

Calculate the current in each branch of the load. 

The first stop is to calculate, by means of equations (241), (242) the positive 
and negative phase-sequence components of the voltage Fi-o* 

Thus, ,Fl -0 == J[F ,-2 + iF 2 - 3 (l + jV3)] 

- i[220 + jO + i( - 120 -jl72) {1 + jV^)] 

- 103 -j63 3 

«Fl-0= i[Fi-2+ iF2-3(i-y\/3)] 

= 5 57 + y5. 

The second step is to calculate by means of equations (243), (244) the 
positive and negative phase-sequence components of the current /j. Thus, 

hp - (.Fl-O^z - nFl-0^1„)/(^/ - M^ln) 

_ {103 -j63 3) {8 58 + j7-52) - {3 67 + j6) {-3 86 + j3’66) 

45 93 + j81-77 

- 917-jll 92 

Jin — Jlp^lp) I ?'z 

{3 67 + J6) - {917-jll 92) {10 02 -j2 69) 

” 8-58 + j7 52 

= 4 98 + jl3-16. 

Therefore, 

h - hp + Jin = 14-15 + jl 24 

whence 

7i = V(14*152 + 1-242) ^ 14-2 A. 

Now, 

Izp = =(-05- yO 555) {917 - jll-92) = - 15 03 -j2 08 

Izp = A/ip - ( - 0 5 + yO 555) {917 - jll-92) = 5 55 + jl4 

Jzn = A/in = ( “ 0 5 + yO-555) (4-55 + jl316) = - 14 03 - j2 21 

Jsn = ^^Jin = (-05- yO 555) (4 05 + jl316) = 9 05 ^ jl0 9 

Therefore, 

/j = -29 06 - j4 29 
/a= 14 91+j3 06 
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Whence 

/, = + 4-29») = 30-9 A. 

/, = V(14-92» + 3-06») = 16-22 A. 

Phase-seauence Impedances o! a Three-phase System. In the 

above treatment of three-phase loads, and the development of the 
phase-sequence components of their impedances, it was specifically 
assumed that the values of these impedances were the same for 
currents of any phase sequence. In practice, such an assumption 
is quite in order in the case of “static” circuits which have no 
mutual inductance between the circuits of the several phases. 
Examples of such circuits are resistances, condensers, single-phase 
reactance coils and transformers (i.e. reactance coils and trans- 
formers in which the magnetizing windings are not magnetically 
interlinked with adjacent windings connected to other phases of 
the system), or a combination of any of these. 

With three-phase transformers, transmission lines, and three- 
core cables, the impedance will have the same value for currents 
of positive or negative phase sequence, but will have a different 
value for currents of zero phase-sequence owing to the different 
values of the mutual inductance of these circuits under (1) normal 
conditions (i.e. with symmetrical three-phase currents in the con- 
ductors), and (2) zero phase-sequence conditions (i.e. with single- 
phase currents in all conductors). 

With rotating machinery, e.g. alternators, induction motors, 
synchronous motors, etc., the impedance will have different values 
for currents of different phase sequences. Thus one value of im- 
pedance will have to be used with currents of positive phase- 
sequence, another value with currents of negative phase-sequence, 
and a third value with currents of zero phase-sequence. In general, 
the impedance to currents of negative phase-sequence will be lower 
than that to currents of positive phase-sequence. 

Equivalent Ssrmmetrical Circuit. In the solution of unsymmetrical 
star-connected circuits, comprising a generator and load networks, 
by the method of symmetrical components it is advantageous to 
be able to replace each of the unsymmetrical star-connected loads 
by two equivalent symmetrical loads, one carrying currents of 
positive phase-sequence and the other carrying currents of negative 
phase-sequence. By means of this artifice, the neutral points of all 
the (equivalent) loads are at the same potential, and therefore the 
calculation of the currents in the equivalent circuits is easily 
effected. 

Thus in the general case of an unsymmetrical star-connected 
load having impedances Zg, Zg, let the phase voltages be denoted 

34— (T.sa45) 
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t>y Fi-o> Fa-o* Fs-o currents by 1^, /j. The symmetrical 

components corresponding to are F*, ,Fi-o» nFi-o I i^hose corre- 
sponding to Yi-g are V„ A*, Fx-O. A„Fx-o ; and those corresponding 
to F 3-0 are F*, Aj,Fi_oi ^\Vi-o- The symmetrical components of 
the three currents are I^j,, ; AVip) J ^lipy 

Since there are no currents of zero phase-sequence (i.e. — 0), 

only two equivalent symmetrical impedances can be obtained, viz. 

-?/» = pYi-qHiv “ ~ pFs-oZ/sd 

and Zjg = nFl-o//ln = nFa-o/An = nFs-oZ/sn 


These quantities will be called the positive sequence symmetri- 
cal impedance and the negative sequence symmetrical impedmice 
respectively. 

Hence the unsymmetrical load ^ 1 . Zg, ^3 can be replaced by two 
symmetrical star-connected loads (connected in parallel), one Zp 
carrjdnnr currents of positive phase-sequence, and the other 
carrying currents of negative phase-sequence. 

The values of Zp and Z^ can be determined by the aid of equations 
(239), (240). Thus, 


— vVx-qUip ~ "I" ^Iniflnlflv) 

717 ( nYl- 0 ?>z'^ pFl-O^lP ^ 

N ~ nFl-o//ln “ 4'z H“ ^Xviflvlfxn) 

717 / a>F l—O^z nY X—Q^Xn \ 


z 


(248) 

(249) 


Example. Calculate the positive sequence and negative sequence sym- 
metrical equivalent impedances for the unsymmetrical circuit in the example 
on p. filO. 

The branch circuit impedances are — = 14*74 -{■ j8’5; Zg = O-jS; 

== 11 + jl9'06. The symmetrical components of the voltage Yi-o pFi-o 
= 103 -jOS'S and „Fi-o “ -f- jS, From p. 511 we have 

Z, =- 8 58 + j7-52; Z^^ = 10 02-j2-69 , Z^^ = -3-86-1-^3 66?. 


Whence 


+ ^in 


/ nFl-0^g"~ 
VpFl-0?*-nFl-0?l»/ 


- 7 67 -f j2 61 




= 0 52 -jO i. ” 


Fl-O^g "• nFi- 0 ^ln \ 
Fl-O^g-.Fl-O?!,/ 


Calculation of Terminal Voltage of Star-connected Generator 
Supplying a Three-wire System on which the Load is Unsymmetrical. 

The generated E.M.Fs. are assumed to be symmetrical, although 
the currents are unsymmetrical. This condition of operation is 
possible in machines built with cylindrical (i.e. non-salient-pole) 
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rotors. Hence the symmetrical components of the genei*atedE.M.F 8 . 
will consist only of positive phase-sequence components, but those 
of the currents will consist of both positive and negative phase- 
sequence components. 

Let El, Eh, Ejh denote the generated phase E.M.Fs. (which are 
symmetrical, i.e. Eu = PEj, Em = AEj) ; h, /s, the currents ; 
Zgp, the impedance per phase of the generator to currents of positive 
phase-sequence ; the impedance per phase of the generator to 
currents of negative phase-sequence. 

The load will be assumed to be star-connected, and the impedance 
between the neutral point of the load and each terminal of the 
generator will be denoted by Z^, Z^, Z 3 . Each of these impedances, 
therefore, includes the impedance of the appropriate line conductor, 
and the values are assumed to be the same for currents of either 
positive or negative phase-sequence. 

Since the symmetrical components of the currents in the system 
consist of positive and negative phase-sequence components, all 
voltage drops in the system will be produced by these components. 
Therefore, for the purpose of calculating the voltages, the actual 
system of symmetrical generator and unsymmetrical load may be 
replaced by two symmetrical systems (each consisting of the sym- 
metrical generator and a symmetrical load), in one of which only 
symmetrical currents of positive phase-sequence circulate, and in 
the other only currents of negative phase-sequence circulate. 

Since each of these systems is symmetrical, there will be no differ- 
ence of potential between the neutral point of emh load and that of the 
generator. Hence a simple solution may be obtained for the volt- 
ages in each phase, as the voltage drops due to each current may 
be equated to the corresponding generated E.M.Fs. Thus, con- 
sidering phase I, we have for the positive phase-sequence system 

= flp^gp + j)Fl-0 = flp?ap + flp?z + 
and for the negative phase-sequence system, since the generated 
negative phase-sequence E.M.F. is zero, we have 

^ = fln^on + fiFl-O = Ixn^gn + lln?‘z + flp^lpi 

where vYi-^ and «Fi-o are the positive and negative phase-sequence 
components of the voltage between terminal No. 1 of the generator 
and the neutral point of the load. 

From the second of these equations we obtain 

fin = “■ flp^lpli^an + ^«)> 

and, on substituting this into the first equation, we have 

■Fl = hji^tp + ?.- + ■?*)] 
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Hence, = 






and 


+ ■“ ZlpZlnKZgn + Zz) 

^iZlpliZ gn + Zz) 

gp + Zz“- ZlpZlnKZgn + Z z) 
Whence the generator terminal voltages per phase are 

Vi-o 




flpZgp JlnZgn 


F 2 -O — “ ^^JlpZgp InZgn 

Fs-O = ■" ^IlpZgp ■“ ^HlnZgn 

and the generator hne voltages are 

Fi- 2 — Fl-0“ F 2-0 == +^1) (Zl ~ IlpZgp) “ 

{V^-jl)hnZgn] 

F2-3 = F 2 - 0 “ F3-O = ~ JlpZgp + IlnZgn) 

Fa-i = Fa-o - Fi-o = i V3[( - V3 + jl ) - hvZgp) - 

i-V^-minZgn] 


II. Symmetrical Components for Four- wire Systems 
The four-wire, three-phase system is used most extensively in 
practice for combined power and lighting distribution at low volt- 
age (400/230 V.). The three-wire, three-phase system with earthed 
neutral point is the standard system for power transmission and 
bulk distribution. But when earth faults occur on any of the Hnes, 
this system becomes virtually a four- wire system, as fault currents 
now flow via earth to the neutral point of the generator or trans- 
former supplying the transmission or distribution lines. 

Vector Diagram for a Four-wire System. In, the general case of 
an unbalanced four-wire system, the vector sum of the currents in 
the three principal hne wires will not bo zero. Such a system may, 
therefore, be represented by the vectors O/j, 0 / 2 , O /3 (Fig. 309, 
diagram (a ) ), which represent the currents (/j, /g, /a) in the three 
principal line wires, and the vector OIq which represents the cur- 
rent (/q) in the neutral wire. Since, at the neutral point, the vector 
sum of all the currents must be zero, we have for the conventional 
circuit diagram of Fig. 310, with the positive directions of currents 
as shown (viz. outwards from the neutral point of the generator) — 

/i + /ss + /3 + /o “ 

whence /i + /2 + h = Jo- 

Resolution of Vector Diagram for Four-wire System into Sym- 
metrical Components. If the current in the neutral is considered 
to divide equally among the three phases of the system, then these 
phase currents (each of which is equal in magnitude to one-third of 
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the neutra] current) may be considered as the syminetrioal com- 
ponents of the neutral current. Hence the vector OIq (Fig. 309) 



Fia. 309. Vector Diagrams for an Unbalanced Four- wire. 
Three-phase System (a), and Its Symmetrical Components (6), 

(c), {d) 


may be replaced by the equivalent of three equal co-phasal vectors 
01 ig, OIzzi 01 as indicated in diagram (6). As these vectors are 



Fig. 310. Circuit Diagram of Four-wire, Three-phase System 

all in phase with one another, the symmetrical components they 
represent are therefore called zero-sequence (xmponents. 

The* vectors O/g, O/j, considered by themselves, may be 
replaced by two symmetrical three-phase vector groups, of positive 
and negative sequence respectively, in exactly the same manner 
as in the case of a three-wire system. These positive sequence and 
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negative sequence components are shown in Fig. 309, diagrams (c) 
and (d) respectively. 

Symmetrical Components for Four-wire System. Denoting the 
zero-sequence components by /a*; the positive-sequence 

components by /gj,, ; and the negative-sequence components 

by /in. / 2 n. /an. we have 

/l* + /l3) + /in = /l • * ’ ‘1 

/2, + /2P + /2n = /2 [ (250) 

/a* + /a j> + /an = /a • • • * * • ' 

Now = /g^ = /s* > /a® ~ ^^/i®> /an ~ ^/m. /a® ~ ^/i®> /an 
= so that the equations (250) may be written in the form 

/l-B + /lD + /ln — h 'I 

/i, + AVi. + AA. = /2 pOa) 

llg + ^/l® + ~ fz • • • • '' 

Whence, by addition, 

Vig = /i + /a + /a 

or = i(/i + /g + /a) (261) 

which determines the value of the zero-sequence component. 

The values of the positive-sequence and negative-sequence com- 
ponents are obtained in the same manner as for the three-wire 
system, and are 

/i® = i(/i + ^/a 1" ^Va) 

/in = i(/i + ^/a) 

Graphical Construction for Determining the Symmetrical Com- 
ponents. The zero-sequence component is obtained by determining 
the vector sum of the three line-current or phase-voltage vectors, 
as the case may be, and taking one-third of the result. 

The positive-sequence and negative-sequence components are 
determined in exactly the same manner as for a three-wire system, 
using either the direct method (p. 502) or the indirect method for 
radial vectors (p. 504). 

Component Impedances. Let three unsymmetrical impedances 
ZjL, 2g, Zg be connected in star to a four- wire system. Let the line 
currents be denoted by h, /g, /g, and the phase voltages by F^-o. 
Fg~ 0 , Fs-o* Then Fi~o ~ /i^i> Yz-o ~ Fs-o ~ /s^s* 

Since we are dealing with a four-wire system, each of these 
voltages and currents will have symmetrical components of 
zero, positive, and negative sequences. Denoting the symmetrical 
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components of and by j»Fi-o nFi-o /*» Iip* fm 

respectively, we have — 

»Fi-o == i(Fi-o + F2-0 + Fa-o) = + /a^a + /s^a) 

== K^l(/l*+ /l*»+ /in) + '?2(/2*+ /2 j)+ /an) 

+ -?8(/a*+ /3P+ /an)] 

= K-?l(/la+ /lP+ /in) + ^2 (/i*+ -^Vip+ ^/in) 

+ -?a(/l«+ Vlp+ ^*/ln)] 

= /i*i(-?i+ -?2+ ?z) + /ipi('?i+ ‘^^'^2+ ^-?a) 

+ /lni(^l+ ^^2+ ^^^3)] 

= Ju^z+ /lp^lp+ /in^ln (252) 

where Z^[= J(Zi + Zg + Z3)], + AZ3)], and 

Zin[ = iC-?! + ^^2 + ^^^3)] ^-re called zero, positive, and negative 
component impedances. 

Similarly, 

pFl~0 = i(Fl-0 + AF2-0 + A^F3_o) 

~ “ 1 ” ^ 9^2 ^Va^a) 

= flv^z + fln^ln + flz^lp • • • (263) 

and nFi-o ^ i(Fi~o H“ ^^Fa-o “J” ^Fa-o) 

= i(/iZi + AVa^a + AVa-Za) 

~ lln?'z + /la^ln + Ilp^lv • • • (254) 

The equations (252), (253), (254), therefore, enable the symmetrical 
components of the load voltages to be calculated. 

Calculation of the Currents in an Unsymmetrical Star-connected 
Load Supplied from a Four-wire System. If the load voltages are 
known, the problem is so simple that the solution by the method 
of sjmimetrical components is unwarranted. 

If only the generator no-load voltage is known, the problem 
may be treated on similar principles to those employed for the 
corresponding three-wire problem. Thus the system is replaced by 
three equivalent symmetrical systems, viz. (1) a system in which 
only currents of positive phase-sequence circulate ; (2) a system in 
which only currents of negative phase-sequence circulate; (3) a 
system in which only currents of zero phase-sequence circulate. 
The equivalent zero phase-sequence system is a single-phase system 
which consists of the neutral wire in series with three parallel- 
connected circuits, each of which contains one phase of the gen- 
erator winding, a line wire, and one branch of the load (as shown 
in Fig. 311). 
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Obviously the direct connection between the neutral points of 
generator and load will not affect the currents in the systems of 
positive and negative phase-sequence, and, therefore, these currents 
are obtained by the application of the same equations as were 
developed for the three-wire system (p. 510). 

The current in the equivalent zero phase-sequence system is 
obtained by equating to zero the voltage drops due to the zero 

phase -sequence currents. 
Observe that the current in the 
neutral is and that the cur- 
rent in each line wire is 
Observe, also, that the currents, 
J/g, in the line wires are in 
phase with one another, and, 
therefore, the value of reactance 
Sequence Currents in Three-phase used in the calculations must 
System correspond to these operating 

conditions. 

Calculation of Currents in a Three-wire System with Earthed 
Neutral Point and Earth Faults on Line Conductors. Under earth- 
fault conditions this system is equivalent to a four-wire system, 
the earth acting as the neutral conductor. The currents can, 
therefore, be calculated by employing the same methods as for a 
four-wire system. Observe that the fault currents are of zero 
phase-sequence. 

III. Measurement of Symmetrical-component Voltages 

AND Currents — Applications of Symmetrical Component 
Principles in Practice 

Measurement of the Symmetrical Components of the Voltages of 
a Three-wire System. The symmetrical components of the voltages 
of a three- wire system may be determined by means of a voltmeter 
(preferably an electrostatic instrument), and a combination of 
resistances and reactances connected as shown in Fig. 312 (6).* 
The circuit is based upon the geometrical method (Fig. 307) of 
determining the positive and negative phase-sequence components, 
the principle utilized being that the lines joining the apexes of the 
positive and negative phase-sequence triangles are perpendicular 
to and bisect the sides of the Ihie-voltage triangle. For example, 
when the positive and negative phase-sequence triangles are drawn 
in one diagram. Fig. 312 (a), then the line Joining the apexes D and 

♦ This schemo is due to Prof. Catterson -Smith. 



Fig. 311 . Distribution of Zero 
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0 bisects AC perpendicularly. Similarly, EH and FJ bisect AB 
and BC perpendicularly. 

The values of the resistances jR^, R^ for use with a condenser of 
capacitance ( 7 , may be readily calculated from the vector diagram, 
Fig. 312 (c). 

For a 50-cycle supply system and C = 1/^F., R^ — 3^16^1,, R^ 
= 1837-5£i. 

Measurement of the Symmetrical Components of the Currents in 
a Three-wire System. The positive and negative components are 



Fig. 312 . Vector and Circuit Diagrams for Measurement of 
Symmetrical Components (Voltage) of Three-wire, Three-phase 

System 

(a) Vector diagram lor system ana symmetrical components ; (6) Circuit diagram of 
testing network; (c) Vector diagram of voltages for one "leg” of network 


measured separately, using current transformers with inter-con- 
nected secondary windings loaded on specially-adjusted impedances. 

A number of schemes can be devised from a study of the funda- 
mental equations (227), (229). For example, from equation (227) 
for the positive-sequence component, 1^,, we have 

/lp= Wl + ^2 + m 
= i[/2(A-l) + /3(A*-l)] 

= JV3[/2( - 0-866 +j0-5) + h( - 0-866 -jO-5)] 

= (1/V3) [ - / «/-30° + ( - h i + 30° )] 

Thus if we measure the sum of the currents (/*/-v/3)/- 30® and 
(/8/'\/3)/+ 30® we shall obtain the positive-sequence component, 
An- 
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Similarly, 

/in = (l/\/3)[- h l+ 30° + (- hi- mi 
Thus in this case we measure the sum of the currents 
(/,/V3) /+ 30^ and {hlV^)t3^- 

The measurements are made by means of two ammeters connected, 
as shown in Fig. 313, to a special network of resistances and im- 
pedances supplied from two current transformers. 



Fig. 313. CntoiriT and Vector Diagrams for the Measurement 
OF Symmetrical Components (Current) op Three-wire, Three-phase 

System 


Measurement of the Symmetrical Components of the Currents in 
a Four-wire Ssrstem. The positive-sequence and negative-sequence 
components are measured in exactly the same manner as in the 
case of a three- wire system. The zero sequence component is 
obtained by measuring the current in the neutral and dividing by 3. 

Application of the Principles of Symmetrical Components in 
Practice. The principles of symmetrical components have a num- 
ber of practical applications in protective-relay schemes for the 
protection of transmission lines against earth faults. In these 
schemes the zero-sequence currents are utilized. The principles are 
also employed in connection with relays which are required to give 
discriminative action when unbalanced conditions occur. In these 
cases the positive- and negative-sequence components of the line 
currents or the line voltages are utilized. 

Two examples will be considered — (1) the control relay of an 
automatic voltage regulator for an alternator ; (2) a protective relay 
for protecting a machine against unbalanced operating conditions. 

(1) Application of Principles of Symmetrical Components to Auto- 
matic Voltage Regulator. The control relay of an automatic voltage 
regulator for a three-phase alternator is excited by the voltage 
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across two of the line wires of the system (see Power Wiring Dia- 
gramSy p. 197). Under abnormal conditions, such as a single-phase 
fault or a heavy imbalanced load, this voltage may be higher or 
lower than the normal value, and if the control relay were con- 
trolled solely by this voltage, the regulator may act in an undesir- 
able manner (e.g. reduce the excitation of the alternator under 
fault conditions when the excitation should be maintained or in- 
creased). If, however, the relay were controlled by the positive 



Fig. 314 . Circuit and Vkctor Diagrams for Positive Sequence 
Control of Automatic Voltage Regulator 
{Metropolitan-Vickers Electrical Co.) 

sequence voltage, the control of the voltage would be unaffected 
by unbalanced-load or fault conditions, since the positive-sequence 
voltage is always symmetrical. 

Fig. 314 (a) shows the connections employed for the control 
relay of the Metropolitan-Vickers’ voltage regulator. The current 
in the coil of this relay is the vector sum of the currents in the 
circuits XB^ and B connected to the secondary windings of two 
voltage transformers, the primary windings of which are connected 
in open-delta to the bus-bars of the supply system. Circuit XB^ is 
inductive, and is so adjusted that the current in it has a phase 
difference of 60 degrees (lagging) with reference to the voltage 
between the lines B and Y, Circuit R is non-inductive : its resistance 
is so adjusted that the current is equal to that in circuit XR^^ this 
current being in phase with the voltage between the lines Y and B. 
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For positive phase-sequence voltages, the current in circuit R is 
represented, in Fig. 314 (6), by 0 /r, and that in circuit XR^ by 0/x. 
The vector sum of these currents is represented by 01, 

For negative phase-sequence voltages, the current in circuit R 
is represented, in Fig. 314 (c), by O and that in circuit X by 
0 „/x. Since the current in X lags 60 degrees from the R-Y voltage, 
this current is in opposition to the current in circuit R, when the 



Fig. 315 . Circuit and Vector Diagrams for Negative 
Sequence Protective Relay 
{Metropolitan -Vickers IJlectrical Co,) 


phase sequence is negative. Hence the control relay is operative 
only to positive phase-sequence voltages. 

(2) Application of the Principles of Symmetrical Components to 
Protective Relay, Heavy unbalanced loads on alternators result in 
increased heating compared vdth that due to balanced loads of 
equal kVA., and therefore it may be desirable to give warning when 
the unbalance of the load exceeds a predetermined amount. This 
can be effected by means of a relay, the current in which is propor- 
tional to the negative sequence component of the generator current. 

Fig. 315 (a) shows the scheme of connections (due to The Metro- 
politan- Vickers Electrical Co.). A bridge network of non-inductive 
resistances and impedances, of equal values, is connected to three 
current transformers in the generator circuit. The relay is con- 
nected across opposite comers of this network, and the relay current 
is the vector sum of the currents /g, /ri, Ig^, 

For currents of positive phase-sequence, the relay current is zero, 
diagram (6) ; but for currents of negative phase-sequence, the relay 
current is equal to /g^, as shown in diagram (c). 



CHAPTER XXII 

THE LOAD DIAGRAM FOR THE GENERAL dRCUlT 

In Chapter VII the no-load and short-circuit diagrams, and the 
generalized vector, or load, diagram were deduced for simple series, 
parallel, and series-parallel circuits. It was shown that the load 
diagram, which was developed jfrom the no-load and short-circuit 
diagram, had important practical applications, as it enabled the 
performance of the circuit under variable circuit conditions to be 
determined by a simple graphical process. 

The circuits considered in Chapter VII were of the simplest type, 
viz. (1) a series circuit consisting of fixed and variable impedances 
(which is the equivalent circuit of a short transmission line with 
negligible capacitance) ; (2) a parallel circuit, one branch of fixed 
impedance and the other branch of variable impedance (which is 
an approximation to the equivalent circuit of the transformer) ; 
(3) a series-parallel circuit consisting of two parallel branches, one 
of fixed impedance and the other of variable impedance, in series 
with a fixed impedance. 

The more general case of a series-parallel circuit is shown in 
Fig. 316, in which one of the variable branches contains both a 
fixed impedance as well as variable impedance. This type of circuit 
is representative of the equivalent circuit of a transmission line, a 
transformer, and a polyphase induction motor as will be apparent 
by comparing Fig. 316 with Figs. 87 (p. 159), 159 (p. 230), 174 
(p. 260). When applied to polyphase systems and apparatus, the 
circuit refers to one phase, and the quantities represent “phase 
quantities.” 

Although inductive resistances are shown in Fig. 316, it must 
be understood that each branch of this circuit may consist of any 
combination of resistance, inductance and capacitance, or of one of 
these quantities alone. Thus, the branch Zg, Fig. 316, is inductive 
in the circuits of transformers and induction motors, but is capaci- 
tive in the circuit of a long transmission line. Again, the “load” 
impedance, Zg, is non-inductive in the circuit of induction motors, 
but may be reactive or non-reaetive in the circuits of transformers 
and transmission lines. 

Although the no-load and short-circuit diagram for a series- 
parallel circuit of the type shown in Fig. 316 may be constructed 
without difficulty, the performance of the circuit cannot be 

525 



S26 


ALTEBNATWO CURRENTS 


determined completely from the diagram without a knowledge of 
constants of the variable branch. Such a circuit, however, may be 
replaced by an equivalent circuit of the simple series-parallel type, 
and the performance of the former may be deduced from that of 
the latter in the manner shown later. 

Equivalent Series-parallel Circuit which Replaces a General Circuit. 

The general series-parallel circuit shown in Pig. 316 is the equivalent 

of a large number of prac- 
tical electric circuits, and 
the performance of the 
latter may be deduced 
from that of the former, 
provided that the induct- 
ance and capacitance are 
constant with varying 
currents, and that the 
supply voltage and fre- 
quency are constant. 

In the general circuit one of the parallel branches consists of a 
fixed impedance, Zj<p^y connected in series with a variable impe- 
dance, ^2/9^2 (called the “ load ”) ; the other branch consists of a 
fixed impedance, A fixed impedance, Zjipi (called the 

“ line ” impedance), is connected between the parallel branches 
and the supply system. 

Consider now the voltages and currents at the supply and load 
ends of the circuit when {a) the load is open circuited, {b) the load 
is short circuited. In the former case let the line current be denoted 
by /o, and the voltages at the supply and load by ii/g, respec- 
tively. In the latter case let denote the value of the supply 
E.M.F. necessary to obtain a current I2S in the short-circuited load, 
and let denote the corresponding value of the supply current. 
Circuit and vector diagrams representing these conditions are 
given in Fig. 317. 

Then, 

I,=^EJ(Z, + Z,)=E,oTo .... (266) 
where = l/(Zi + Z3) i§ the “ no-load admittance ” for the 
circuit. 

Also, 

= = . (266) 

Hence, 

EM = 1/(1 - Z^Yo) = 1 + Zjz, = Cl . . (267) 

where Cj denotes the complex number 1/(1 - ZiY^^) =:= 1 + ZJZ^- 



Fig. 316. General Series-parallel 
Circuit 
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If is the phase difference between Ei^ and E^, then Ci=(7ie^i. 

[Note . — ipi is positive or negative according to whether E^ is 
lagging or leading with respect to Ei^^ ] 

Again, when the load is short-circuited, 

f Is ^ I 28 '4“ 1 3s» 



Fia. 317. CiBOUiT and Vector Diagrams Hepresenting No-load 
AND Short-circuit Conditions for a General Series -parallel 

CiRCDIT 

where Jg, is the current in the parallel branch of fixed impedance 
Z3. But /g, = I^,(ZJZ^). Hence, 
fls = hsO + ZJZ,) 

i.e. /i,//2s==1+^4/23=(’2 (258) 

where C2 denotes the complex number (1 + ZJZ^). If y>2 is the 
phase difference between hg and /gg, then (7^ = 

[Note. — ^g is positive or negative according to whether /g, is 
lagging or leading with respect to /i.-] 

Also, 

+ Z^ZJiZ^ + Z 4 )] = I^gZg . . (259) 

where Zg Z^ Z2ZJ(Z2 + Z^)] is called the “short-circuit 
impedance “ of the circuit. 
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Whence, 

Y,Z, = l-llC\C^* ( 260 ) 

Let the load impedance now have a value Z2> supply 

voltage be adjusted so as to give a voltage of E2 at the terminals of 
the load. Moreover, let the load current under these conditions be 
/g, the supply voltage E^, and the line current 1 ^^, Then the line 
current may be considered to be made up of two components, one 
being the no-load current corresponding to the supply voltage jBj, 
and the other being the line short-circuit current corresponding to 
the load short-circuit current /g- Similarly the supply voltage may 
be considered to be made up of two components, one being the 
supply voltage necessary to obtain a voltage E^ at the terminals 
of the load at no-load, and the other being the supply voltage 
necessary to obtain a load current equal to /g when the load is 
short-circuited. 

Hence, 

/i = /is + /o 

= Q^h + 1^10 7o 

(^ 2 h + Q\E 2 Y, .... ( 261 ) 

= C2E2IZ2 + r.E^Y, 

== E2(C\IZ2 + C\Y,} . . . .( 261 a) 

since Jg = E^jZ^- 

Also, 

E, = E,, + E,, (\E 2 + (\hZ, . . . ( 262 ) 


* This expression is obtained by substituting for Zg, reducing, and then 
substituting in terms of C iC 2- Thus 





^ J ^3 ^4 

(-?l + ?s) (^8 + ^ 4 ) 

Now since Q ^ ZJZ^, and Og 1 + ?4l?s* we have 

-i- ^ ^i/?3 == Pi- 1 ; 

^3 "h ^4 — P 2 ^ 3 » ^4/^3 ~ P 2 “ i • 




Pl^s"^PlP 2 ? 3 * 
Pl-1 I P3-I 
Pi PlP 


flence, 
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If equation (261) be multiplied throughout by and is then 
subtracted from equation (262), we obtain 

Ex - IxE, = CxE^ + CJ^Z, - (CJ^. + C^E^Y,Z,) 

= CxE^(\ - Y,Z.) 

= ^ 2 /^ 2 . 

since (1 - Y„Z,) = 1/6\C,. 

Whence, 

E^ = G^(Ex-IxZ,) (263) 



Fig. 318. Simple Series -paballel Cibouit Equivalent to the 
General Circuit op Fig. 316 

Substituting this value in equation (261a), we obtain 

/l = (' 2 (^ 1 ““ fl^s) ((^21^2 QlYo) 

(Ex-IxZ>){VilZ^+OxCzTo) . . .(2616) 

I.e. in the general circuit the line current, corresponding to a 
given supply voltage, E-^, and a particular value, Zg, of the load 
impedance, is given by the product of two quantities ; of which 
one — (C^jZ^ + C-yC 2 To ) — ^represents the joint admittance of the 
two parallel branches of a simple series-parallel circuit, and the 
other — (Ei-fiZg ) — ^represents the voltage across these branches 
when the supply voltage is Ej^, the line current is and the series 
impedance is 

Therefore the general series-parallel circuit of Fig. 316 may be 
replaced by the equivalent simple series-parallel circuit shown in 
Fig. 318, in which the series impedance has a value equal to the 
short-circuit impedance of the general circuit, i.e. Z, = Z^ +ZJC 2 ; 
the fixed branch of the parallel portion of this circuit, Fig. 318, has 
an admittance equal to C 1 Q 2 times the “ no-load admittance 
of the general circuit, i.e. == 

== 0-^2 J the variable branch has an admittance 

equal to times the admittance of the “ load ” in the general 
circuit, i.e. 

35--<T.5a45) 
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In comparing the general circuit of Eig. 316 with its equivalent 
circuit, Fig. 318 , it is found that, for any particular value of the load 
impedance in the general circuit, the same value is obtained for 
the joint impedance* of both circuits, and therefore if the same 
voltage IS impressed on both circuits the line current and the 
power taken from the supply system will be the same for each 
circuit. 

The voltage at the terminals of the parallel branches of the 
equivalent circuit is given by which, as is shown by 

equation (263), is equal to ^2/(^2* where is the voltage at the 
terminals of the load in the general circuit. 

The current, /j,, in the variable branch of the equivalent circuit 
is given by 

/, = 7&|72/r2=^\((^V?2)/('2=('2?2f2=('2/2 • (264) 


Hence the power, I\, supplied to the variable branch of the 
equivalent circuit is given by 

E 

Pb = 7r<^2 ^2 (912-2^2) 

= 2 COS (^2 "" 2^2) 

_ COS (g?« “ 2w^) 

= P2 — — (265) 

^ cos 9?2 

where is the power supplied to the load in the general circuit. 
Thus, according to the signs and magnitudes of (p2 and ^2» 


The joint imporlanoo of the genera] circuit of P^ig 316 is given by 




1 


•^i4 


^3 (-^2 + ^4) 


(I/Z3) + [l'(^2 4 Z,)\ 
and that of the equivalent circuit is given by 

Substituting for Q xQ 2^0 d'® values 


I ^3 i Xt 


we have 




Z i Z^^ Z 2 

+ ?• A {^3 4' ■?4)’*4- Z^{Z^ + Z 


= •?,+ 
= z 


^3 4- Z^ (^8 + ^4) (?24’?34 ^ 

■^8 (^g 4~ -^ 4 ) 

^2 4- -?8 4- ^4 
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power supplied to the variable branch of the equivalent circuit msf 
be equal to, greater than, or less than the power supplied to the 
load in the general circuit, but the ratio of the quantities is constant 
for a given circuit. 

The power, Pg, expended in the series impedance, Zg, of the 
equivalent circuit is given by P, = Ii^Rg, where Rg is the “ short- 
circuit resistance ’’ of the general circuit, and includes the resistance 
of the line impedance, Z^, as well as the joint resistance of the 
branch impedances Zg, Z 4 , but not the resistance of the load. 
For a given value of the Lne current in both the equivalent and 
the general circuit, this power, P,, closely approximates to the DR, 
or copper, losses in all parts, except the load, of the general circuit. 

The power, P^, supplied to the fixed branch of the parallel 
portion of the equivalent circuit is best expressed in symbolic 
notation and is given by 

fa = LWC^f/ZJe^^a = (E,^YgC,/C,)e^^a . . (266) 

If the power supplied to the general circuit at no-load is denoted 
by Po, then Po = Therefore 

PaiOJCi) = Po(EJE^fe^^^a-<Po) = P«(P2/Pi)2£-i(n+v.) 
or approximately, if {y)i + yjg) i® ^ very small angle, 

FaiCyCi) = Po(E 2 /Nir (266a) 

Now the power supplied to the general circuit at no-load is 
expended in (1) the magnetic (hysteresis and eddy-current) losses 
in the iron portions of the circuit, (2) the losses in the dielectrics 
surrounding the conductors, and in the dielectrics of any condensers 
included in the circuit, (3) the PR losses due to the no-load current. 
Hence if the no-load PR losses are ignored, or P^ is corrected to 
allow for these losses, then the quantity PaiP^IU^) represents the 
magnetic and dielectric losses in the general circuit, since the 
dielectric losses vary as the square of the E.M.F. impressed when the 
frequency is constant, and the magnetic iron losses vary approxi- 
mately as the square of the induced E.M.F. 

[Note. — Magnetic losses are considered in detail in Chapter XI.] 

Thus the performance of any circuit which can be reduced to a 
general series-parallel circuit may be obtained from the performance 
of the equivalent series-parallel circuit ; the constants of which 
may be determined, as already shown, either directly from those 
of the general circuit, or indirectly from no-load and short-circuit 
tests as described later. 

Deduction of Performance of Oeneral Circuit from the Load Diagram 
for the Equivalent Circuit* The no-load and short-circuit diagram 
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for the equivalent circuit is constructed in the same manner as 
that for the simple series-parallel circuit, but care must be exercised 
in obtaining the correct phase angles for the equivalent admittances 
and impedances. For example, the admittance vector, AB^ Fig. 319, 
for the branch, 7^, of constant admittance is set off at an angle 
equal to (it ih ± ^^2) with respect to the vertical axis, 

being the phase angle for the no-load admittance (i.e. cos 9?^ is the 
no-load power factor of the general circuit), and ^2* deter- 
mined as shown later (p. 537). The length of this vector on the 



Fia. 319. No-load and Short-circuit Diagram for Circuit 
OF Fig. 318 

admittance scale is equal to C^G^Yq. The admittance vector, 
ABac, Fig. 318, for the variable branch is then set o& at an angle 
equal to (di (^2 T ^^ 2 ) with respect to the vertical axis, cos (p 2 being 
the power factor of the load in the general circuit. The inversion 
of this line with respect to A gives, therefore, the locus of the joint 
impedance vector for the parallel branches of the equivalent circuit. 
Observe that the line AQy Fig. 319, is now inclined at an angle equal 
to (± 992 T 2^2) with respect to the horizontal axis. 

The vector representing the series, or line, impedance in the 
equivalent circuit is then drawn in position, its inclination to the 
vertical axis being equal to ± 9?,, where cos 9?, is the power factor 
for the general circuit when the load is short circuited. Finally, 
the inversion of the impedance circle with respect to the origin, 0, 
is obtained, and the scale is changed so as to obtain the no-load and 
short-circuit points, B 2 , A^^ respectively. 

The load diagram, ihg. 320, is obtained by drawing the semi- 
polar, VU ; the tangent, A^V, at the short-circuit point ; joining 
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the no-load and short-circuit points and producing this line so as 
to cut the horizontal axis at T ; and drawing a line through the 
short-circuit point, A-^, and the point of intersection, U, of the 
semi-polar and the horizontal axis, exactly as in the ease for the 
simple series-parallel circuit. 



Fia. 320. Load Diagram for Circuit of Fig. 318 


The performance of the general circuit, when the line current is 
represented by the vector 06?^, is deduced from the load diagram 
as follows — 

The jpower injjui from the supply system is given by the 
ordinate GiM. 

The power supplied to the load is given by GiN^ [cos ~ 2v>2)3 

where G^N^ is the difference of the ordinates at G^ and N ; N being 
the point of intersection of the lines G{W and the former 

being drawn from G^ parallel to VT and the latter being drawn 
through the no-load and short-circuit points. 

The PR, or copper losses, in the circuit are given by L^M, which 
is the ordinate at Zr ; L being the point of intersection of the lines 
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O^S and A^U, the former being drawn from Gi parallel to the semi- 
polar, and the latter being drawn through the short-circuit point 
and the point at which the semi-polar intersects the horizontal 
axis. This loss may be expressed as a percentage of the power 
input by constructing a “ percentage PR loss ’’ scale as follows : 
Draw any convenient line, parallel to the horizontal axis, to intersect 
the semi-polar, VU, and the line AiU ; divide the intercepted 
portion into 100 equal parts, the zero being at the point of inter- 
section with the semi-polar. The percentage PR loss is then given 
by the scale reading at the point where the line joining the points 
and U intersects the scale. 

The magnetic, dielectric , and losses other than PR losses are most 
conveniently obtained by calculating the difference of the power 
input and the power supplied to the load together with the PR 
losses. If the losses are to be obtained from the diagram, it is 
necessary to subtract from N^Li (which is the difference of the 
ordinates at N and L) the quantity 

r A 

The scale for the above quantities is the “ ordinate power scale 
which is E times the current scale of the diagram. 

The efficiency scale is obtained by drawing any convenient line, 
parallel to the horizontal axis, to intersect the lines A^T, VT, or 
their extensions. The portion thus intercepted is then divided 
into 100[cos “ 2 ^ 2 )] ^q^^l parts. The efficiency of the 

general circuit, i.c, the ratio 

power supplied to load 
power taken from supply system 

is then given directly by the scale reading at the point where the 
line joining the points G^ and T, produced if necessary, intersects 
the scale. 

The current in the load is given by where Cg is the 

absolute value of the complex number Og The scale is the same 
as that for the line current. 

The voltage at the load is given by G^A-^^ X Cg. 

Determination of the No-load and Short-circuit Constants of a 
General Circuit. The construction of the no-load and short-circuit 
diagram for an equivalent circuit involves a knowledge of the four 
quantities (^ 1 , C g, Y o, These quantities are called the “ no-load ” 

and short-circuit constants of the general circuit. As already 
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shown, they are not independent of one another, are con- 
nected by equation ( 260 ), p. 628 , which may be expressed in the form 




2 


1 IIZ. 

\^Y,zr oiZs)-To 


If numerator and denominator are multiplied by E^^ we obtain 




(EJZ.)^E^Y, 


= fsKL-fo) .... ( 267 ) 


where Ig(= Ei/Zg) is the short-circuit current, and /o(==^iro) is 
the no-load current, taken by the general circuit when the supply 
voltage is E^. Thus the product CjC^ is equal to the quotient of the 
short-circuit current at normal supply voltage and the vector differ- 
ence of the short-circuit current and the no-load current : it is 
therefore readily obtained from no-load and short-circuit tests. 
For example, in the no-load and short-circuit diagram, Fig. 318 , the 
absolute value of the product is given by C1C2 = OAJAiB^, 
and the argument, y)i -f xp2, is given by the angle OA1B2, the value 
of which depends upon the relative phase differences of the no-load 
and short-circuit currents, e.g. 

tan(yi + V'2) = . ( 268 ) 

In cases where the phase differences of the no-load and short- 
circuit currents, with respect to the supply voltage, are approxi- 
mately equal, the angle OA1B2 will be small, and the value of the 
product CiCg may be obtained by a simple calculation instead of 
by geometrical construction or complex algebra. For example, 
when (p^ is approximately equal to 9?,, the product C^C2 is given 
with sufficient accuracy for practical purposes by 

= 7,/[/,-/,cos(9),-9),)] .... (269) 

Moreover, with symmetrical circuits, i.e. those for which 
Zi =^4, Qi = r, =(',* and V'l = Vs = V* • whence, from equations 
( 260 ), ( 267 ), we have 

(;= V[l/(l-r<,Z.)] ( 260 a) 

= V[/./(/. -/<,)] ( 267 a) 

c = V[^./ 008(99, -9),) }] . . .( 269 a) 

tan2v» = [/.sin(99,-99,)]/[/,-/,cos(99,-9),)] . .( 268 a) 


* Tins follows from equation (268) by substituting Z 4 == ^„ thus 
(7, = 1 + (^,/^,) =(7. 
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With unsymmetrical circuits, i.e. those in which and Z^ are 
unequal, the angles y) 2 . may, under suitable conditions, be 
determined by measuring directly the phase difEerence between 
the E.M.Fs. at the supply and load terminals at no-load, and the 
phase difference between the currents in the lino and load at short 
circuit.* But if and small it will be difficult to obtain 

these angles accurately by measurement. Hence in this case, and 
in other cases where it is impossible to measure these phase differ- 
ences directly, the angles must be obtained indirectly by 

carrying out either a no-load or a short-circuit test from the load 
end of the circuit in addition to the ordinary no-load and short- 
circuit tests from the supply end. 

For example, if in the circuit of Fig. 316 the supply and load are 
interchanged, i.e. the impedance Z^ is placed in the supply circuit 
and the impedance Z^ is placed in the load circuit, and if the no-load 
admittance and the short-circuit impedance under these conditions 
are denoted by Z' respectively, we have 

To = 1/(^3 + z\ ^z, + Z,ZJ(Z, + Z 3 ). 

Now for the original circuit the no-load admittance and the short- 
circuit impedance are given by = l/(-Zi -f Z 3 ), Z, = Z^+Z^ZJ 
(Z 3 -f Z 4 ), respectively. 

Whence 

___ + ^ 3 ___ ^ ^ 

Yo ^3 + ^4 1 + ^4/^3 (2 

and 

Z, _ + [Z3Z4/(Z3 -f Z4)] _ tz, (Z3 H Z4) + Z3Z4] (Z1+Z3) 

z\ Z4 + [Z, ZJ(Z, + Z3) ] rz4 (Zi + Z3) + z, Z3] (Z3+Z4) 

Zi + Z 3 ^ 

^3 + Z^ C 2 

Theiefore, 

Yo^z; 

C Y ' Z * 

or ^ = ^ £}■(¥><,' <Po) ^ 

V2 ^ 0 "j 

Whence 

Ciic, = y;/ 7 „ = zjz/ (270) 

and 

WL-W 2 = <Po-(ro=(Ps-(Ps' (271) 

* Methods of determining those quantities are described in Chapter XVIIJ. 
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or, since ' 

2(v>i - V'2) = To -To -^T>- T>'^ 

Vi-Tt = UTo-To + Ts-To) • • • .(271a) 


These equations and those (267), (268), given on page 536 enable 
the four quantities C?j, C^, ipi, to be readily calculated. Thus 

G^ = V[TolToiX-ToZ.)\ = VUoIslIo{I,-Io)] . • (272) 

c '2 = viToir: (1 - ToZ,)-\ = WofSo (/. - /.)] • • (273) 

where J/ is the no-load current, at normal voltage, when the supply 
and load are interchanged.* 


Ti = hliWi + ^2) + (%- V 2 )] 

_ K,„...'£»5fcSkL. 

/,-/<,cos(9)a-9J,) 

Tt = HiVi + Ti) - (y>i - Ti) 

I,-I„coa{(po-(p,) 


+ UT>- To + To -To)^ ‘ (274) 

~\\To-Ts +To-To\] • (276) 


The phase differences (p^, 9?^, q)\, (p/, are calculated from the 
power and volt-ampere inputs at no-load and short-circuit respec- 
tively ; the power input being measured by a wattmeter and the 
volt-ampere input being measured by a voltmeter and ammeter. 
Thus — 

cos = Pff/EiJof where is the power input, the supply 
voltage, and the line current at no-load. 

Similarly, 

cos q)g = Pg/E^gl^g, where P, is the power input, E^g the supply 
voltage, and the line current at short-circuit. 

Construction 0! the Load Diagram for a General Circuit from Test 
Data. If the impedances of the several branches of a general circuit 
are unknown, the no-load and short-circuit diagram must be con- 
structed from data obtained from no-load and short-circuit tests. 
The data required are : (1) the no-load and short-circuit currents 
at normal supply voltage, (2) the phase differences of these currents 

* Alternatively, if the voltages at the supply and load terminals can be 
measured accurately at no-load, and these voltages are denoted by Eg^, 
respectively, then Ci == EiofEgf^. 

Again, if the currents in the lino and load portions of the circuit ceui be 
measured under short-circuit conditions, and these currents are denoted by 
respectively, then Cg =■ 
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with respect to the supply voltage, ( 3 ) either the phase diflIEerenoe, 
9?'^, between the no-load current and the supply voltage when the 
supply and load terminals are interchanged, or the phase difference, 
between the short-circuit current and the supply voltage when 
the supply and load terminals are interchanged. 

The vectors, OA^, Fig. 321 (a), representing the normal, no- 
load, and short-circuit currents are drawn in their correct positions 
with respect to the axis of reference, and the centre of the current 
circle is determined as follows : Join the no-load and short-circuit 



Circle 

points, bisect this line at D, and draw the perpendicular DQ, From 
B2 draw the line B2Q inclined at the angle (it 9^2 T with the 

horizontal axis .BgX'. Then the point, Q, where this line intersects 
the perpendicular DQ is the centre of the circle. Observe that the 
angle ( 9 ? 2 “ 2 v^i), Fig. 321 (a), may be expressed as 

[9^2 - (Wi + W2) - (V^i ~W 2 )] = 92 - /.0A^B2 - iWi - 92^ 

and if -92) neglected the angle becomes equal to 

(9?2 ~ I‘0A^B2) ; the sign of the angle OA1B2 being determined 
with reference to the short-circuit line OA^, i.e. the angle OA1B2 is 
positive when the no-load point lies above the short-circuit line, 
and vice versa. Moreover, if 9!?2 = 0 , and = xp2, the angle 
N.^B2Q is equal to the angle OA^B2, and the construction shown in 
Fig. 321 ( 6 ) may be adopted for obtaining the centre of the circle. 
In this case a vertical, is erected from the no-load point 

to intersect the short-circuit line at F, The portion jBgF is bisected 
at Ky and a perpendicular KQ is drawn to intersect the line DQ 
at Qy which is the centre of the circle. 


* So© remarks on p. 142 for meaning of signs. 
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ProoJ. In Fig. 319 the line AQ^ which contains the centre^ of the circle, 
is inclined at the angle - -f 2^2) respect to the horizontal axis AX\ 
Now the angle AQB^ is equal to twice the angle ABiB^, and since the latter 
is equal to + y2)» angle AQB^ is equal to 2(^i + ^2). Hence, sinc^ 
the angle X^B^Q, Fig. 82, is equal to the difference of the angles X'AQ and 
.4052, i.e. IX^B^Q = {(p^ - a Jine drawn from 

7?2 at this angle with respect to the horizontal axis contains the centre of 
the circle. 

With the construction shown in Fig. 321(/>), which may bo adopted when 
(p 2 = 0, and xpi = y> 2 * we have 

LB 2 QK = U<QF - iLF^QF =- = 2yi. 



Fig. 322. Load Diagbam fob Sebies-paballel Genebal Circuit 
(Data in Example and Table XIII) 


Example. To illustrate the application of the above principles we will 
now calculate the performance of a symmetrical series-parallel general circuit 
for a variable load of 0*95 power factor (lagging), tlie no-load and short-test 
readings for the circuit being as follows — 

No-load Volts 500. Amperes 8*25. Watts 430. 

Short-circuit Volts 500. Amperes 145. W’atts 34,800. 

The performance will be calculated for a constant supply pressure of 500 volts 
From the no-load and short-circuit readings we obtain 


cos (p^ 


430 

500 X 8-25 


= 0-1044 


n = 84^ 

34800 

= 500 X 145 
q>, = 61- 


0-485 
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Selecting a current scale of 1 cm. — 5 amperes, wo commence the construe • 
fion of the no-load and short-circuit diagram by drawing OB 2 , Fig. 322, 
to represent the no-load and short-circuit currents respectively ; the length 
of OB 2 being 1*6.5 (— 8*25/5) cm. and its inclination to the vertical being 
84®, the length of OA^ being 29 (== 145/5) cm. and its inclination to the 
vertical being 61®. 

Next join bisect at D. and draw the perpendicular DQ. 

Since the power factor of the load is 0*95, lagging, — cos'^0*95 = 18*2®, 
and is negative. Also since the circuit is symmetrical and (p^ > the 
angle OA-Ji^ is equal to 2q) and is positive. Hence from a line B^Q is 
drawn inclined at the angle -(952 -2yd — - (18*2 - /_OA,B 2 f® with respect 



Fig. 32.3. Pfrformance Curves of General Circuit 
(Determined from the Load Diagram of Fig. 322) 


to the horizontal axis.* Tlie point of iiitoi. section of this lino witli tht) 
perpendicular drawn from 1) is the centre of the current circle. 

The diagram is completed by drawii’g the somi -polar, VU, the tangent, 
/1,F, at the short-circuit point, determining their point ol intersection, F, 
and joining this point to the point, T, where the line joining the no-load and 
short-circuit points intersects the horizontal axis. The short-carcuit point 
is also joined to the point, (/, at which the semi -polar intersects the horizontal 
axis. 


determined when the angles of inclination of 
!u A- respect to the vortical are known. By rnoasuremonts on 

diagram. Fig. 322, those angles are found to be 15*5® and 14-9° respective! v 
iienco the power scales are 

1 cm. — T) X 500 -= 2500 watts, for measurements along tlie ordinate ,* 

, I cm. --- 2500 A CO.S 15*5° -- 2408 w'atts, for measurements parallel to the 
total Joss line,*’ VT ; 

1 cm. 2500 X cos 14*9° 2415 watts, for rnoasuremonts parallel to the 

serni-polar, VU. ‘ 


The value of 2y), obtained from equation (268a), is 

tan 2y) =- 8*25 sin(84° - 61°) 

Js - h - (p^) J45 - 8*25 eo.s(S4° - 61° I 

whence 2y) == 1*36. 


0*02345, 
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The correction factor \cob 2y>)] for the efficionty scale and 

for obtaining the power supplied to the load fiom the intercept, Fig 322, 

IS equal to 

cos 18 2/cob(18 2 - 1 36) = 0 95/0 9422 = 1 008, 

and IS so close to unity that it may be neglected for practical purposes 
Finally, the value of C is calculated from equation (269a), thus 

= y r 45-H^'I(84^-6n = VI = 1 027 

Iho porfoimarue of the circuit as deduced from measurements on the load 
diagram. Tig 322 is given m Table XTII, and m the curves of Fig 323 


TABLE XIII 

Measured and Calculated Quantities from Fio 322 for 
Performance of Series parallel General Circuit 


Line current (amp ) 

20 

40 

60 

80 

100 

120 

Length OQ 

1 (cm ) 1 

4 

8 

12 

16 

20 

24 

Input 1 

j Length H * (cm ) 

3 

6 64 

9 73 

12 28 

14 07 

15 

(Power (kW ) 

7 24 

16 03 

23 5 

29 65 

33 97 

36 22 

Output 

1 Length O^N (cm ) 

2 6 

5 42 

7 12 

7 76 

7 05 

5 

'Po\^er (kW ) 

6 28 

13 09 

17 2 

18 73 

17 02 

12 07 

Total ( 

1 Length AW (cm) 

04 

1 22 

2 61 

4 52 

7 02 

10 

losse's ] 

' Power (kW ) 

0 96 

2 94 

6 3 

10 92 

16 95 

24 15 

l^R losses 1 

Length LWf (cm ) 

02 

1 03 

2 44 

4 38 

6 91 

9 94 

Po^^er (kW ) 

0 48 

2 49 

5 89 

10 57 

16 68 

24 

Efficiency (per cent) 

86 8 

81 7 

73 2 

65 4 

50 1 

33 3 

Power factor (per c ent ) 

72 4 

80 

78 4 

74 1 

6S 

60 4 


♦ Parallel to VU 

t L IS point of intersection (not marked in Fig 322) of GW and 



CHAPTER XXIII 


INITIAL (TRANSIENT) CONDITIONS IN SIMPLE ELECTRIC 

CIRCUITS 

In all the preceding discussions of electric circuits, particularly 
those given in Chapters III and IV, the relationship between 
impressed E.M.F. and current was obtained by assuming the law 
of variation of the current, e.g. by assuming a sinusoidal current 
to be flowing in the circuit. The conditions relating to the sudden 
application of a sinusoidal E.M.F. to circuits possessing resistance, 
inductance, and capacity will now be investigated. 

Relationship Between Impressed E.M.F. and Initial Current for a 
Non-inductive Circuit. Let tlie impressed E.M.F. be represented by 
the equation e = sin o)t. Then, if E denotes the resistance of 
the circuit, the internal E.M.F. (e^) at any instant is given by 
Cr = - Riy and this E.M.F. must balance the impressed E.M.F. 

Hence, for any value (e) of the impressed E.M.F. the current 
must equal e/R. Therefore, at whatever pomt on the E.M.F. 
wave the circuit is closed, the current rises instantly to the normal 
value corresponding to the value of the E.M.F. For example, if 
the circuit is closed at tiie instant the impressed E.M.F. attains 
its maximum value, the current rises immediately from zero to its 
maximum value. Thus tlie conditions become permanent as soon 
as the circuit is closed and there are no transient phenomena. 

Relationship Between Impressed E.M.F. and Initial Current for a 
Purely Inductive Circuit. Let the inductance of the circuit be L 
and the resistance be zero. Then at every instant the impressed 
E.M.l^ balances the E.M.F. of self-inductance, and the relationship 
betveen impressed E.M.F. and current is given by the equation 

€ L di Idt = sin (ot, 
which may be re-arranged in the form 
di e . 

Transposing, we have, 

di = (Ef^jL) sin cot . dt^ 

and, upon integrating this expression, we obtain 
i = - (E^ lcoL) cos (ot + A 


549 


( 276 ) 
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where A is the arbitrary constant of integration, tiie value of 
which is determined by the conditions eidsting at the instant the 
circuit is closed. 

For example, let the circuit be closed when cot has the value tp. 
The current at this instant is zero. Hence, substituting for cot 
and i in equation (276), we obtain 

0 = - {E^jcoL) cos \p A, 
whence A = (E^/odL) cosy). 

Therefore, the general equation for the current is 

t =r - (E^lmL) cos (ot + (E^jcoL) cos y) 

= (E^/cdL) (cosy) --cos o)t) , . . (277) 



1 D in 


Fig. 324. Wave-forms op iNiTiAii Current in Pttrely Inductive 

Circuit 

[Note. — ^T he wave-form of the impressed E.M.F. s shown dotted.! 

It can be shown that, except for the special cases when y) = 0° 
and y) = 90®, this equation represents a sinusoidal curve vdth its 
axis displaced from the abscissa axis {see curves I, II, III, Fig. 324). 

In the special case when yj = 0® the current curve does not cross 
the abscissa axis, and, therefore, the current never reverses (i.e. the 
current is pulsating instead of alternating). 

In the other special case, when y; = 90®, the current curve is 
83 ’^mmetrical with respect to the abscissa axis, and the permanent 
conditions — as were considered in Chapter III — obtain from the 
instant at which the circuit is closed. 

In Fig. 324 are shown the current wave-forms — calculated from 
equation (277) — corresponding to = 0®, y) = 30®, = 90®, when 
the impressed E.M.F., at the instant of closing the circuit, has the 
values 0, 0*5 E^, E^,, 

Since equation (277) does not contain a transient term, the 
conditions represented by this equation are permanent, i.e. the 
succeeding current waves will be exact reproductions of the initial 
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wave, and the current will continue in the same form in which it 
started. 

In practice, purely inductive circuits devoid of resistance and 
losses cannot be obtained, and with all highly inductive circuits 
the resistance, together with the losses in the iron core, produce 
damping effects, so that, a short time after the circuit is closed, 
the current wave-form assumes its normal shape. 

Relationship Between Impressed E.M.F. and Initial Current lor an 
Inductive Circuit (Resistance and Inductance in Series). The general 
equation connecting impressed E.M.F. and current is 

e = Ri L di jdt = E^ sin 

which, when re-arranged, becomes 

di R . Eni 

— ^ I ~ _ sin co/ . . . . (278) 

dt Jj Lj 

This is a linear differential equation of the first order, the general 
form of which is 

Such an equation is integrated by the factor and the 

general solution is 

J dx + c 

or y = dx + 

where c is the arbitrary constant of integration. 

The general solution to equation (278) is therefore given by 
i = ^ sin cot .dt + 

Evaluating the sup])lementary integrals, we have 
i J ain (ot . dt + 

The remaining integral is of the form 
J sin bx , dx, 

which, when integrated, gives 

(a sin bx - 6 cos bx) 

1 : pttx 

a2 + 62 ^ 
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Hence the solution to equation (278) is 

* = ijimf+ion (i 

Simplifying, we have 
E 

i — ~ 

E„ ( R 

V{R^ + (O^L^) I A/(fi" + <o^E^) 

~ V(«* +"-«'»g ) ^ 

= sin(co^ “ 9?) + . . . (279a) 

where = E^I\/{R^ + co^L^) 

and tan (p = (oL jE, 

The first portion of equation (279) is the particular solution of 
equation (278), which is obtained when i has large values. This 
(particular) solution corresponds to the permanent state of the 
current in the circuit. 

The second, or transient, term in equation (279) is the solution 
of the equation L di /djt Ri = 0, This term takes into account 
the initial conditions in the circuit, viz., that initially the current 
is zero, and, therefore, when an E.M.F. is applied suddenly to the 
circuit, the current must start from zero at whatever point on the 
E.M.F. wave the circuit is closed. 

The value of the arbitrary constant of integration (c) is deter- 
mined by the conditions existing when the circuit is closed. 

If the circuit is closed at a time ti after the E.M.F. has passed 
through its zero value (which corresponds to < = 0), the current 
at this instant {t^) is zero, and, on substituting in equation (279a), 
we obtain 

0 = sin(co<i ■“ 9^) + ce 
whence c ==-- - 1^ sm(a>^i - 9^)* 

Therefore the general equation for the current becomes 

% = sm(a>f - 9 ?) - /^ g{ti’t)RtL sin(a>tj - tp) , (280) 

Observe that at the instant of closing the circuit (i.e. t ==: t^), 
the value of the exponential term is equal to that of the term 
representing the permanent conditions in the circuit. 

36- (T. 5245) 
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This equation, except for the special case when (ot^ = 9?, represents, 
when t is small, a scries of unsymmotrical periodic curves. The 
dissymmetry gradually decreases with respect to time and ultimately 
vanishes (fiee Fig. 326). 

When coti= 9?, the second, or exponential, term in equation (280) 
is zero and the permanent conditions exist (i.e. the current is 
sinusoidal ) from the instant that the circuit is closed. 

A graphical representation of equation (280), in the case of a 
particular circuit, is given in Fig. 325 (curve i), the applied E.M.F. 



Fic4. 326 . Wave-fokms of Initial Cubkent in Cikcuit 
Containing Resistance and Inductance 


being shown at e. The points on the current curve may be calcu- 
lated directly by equation (280), but it is easier to obtain the 
current curve in the following manner — 

Fir^t plot the current curve corresponding to the permanent 
conditions. This is a sine curve (a. Fig. 325) having a maximum 
value equal to E^jyy{R^ and lagging 99 with respect to 

the E.M.F. curve. 

Next calculate a few points and draw the exponential curve (6). 
The calculated points are obtained from the equation 

i' = 

Finally, compound the curves according to equation (280) — 
i.e. subtract (h) from (a) — and obtain the resultant curve i. 

[Note. Fig. 325 refers to the case in which L is constant. If, 
however, the magnetic circuit contains iron, the initial state of 
magnetization of the iron, together with the hysteresis loop, will 
have to be taken into consideration in determining the initial 
current and its wave -form. In this case a graphical construction, 
similar to that described in Chapter XV, will have to be employed.] 
Relationship Between Impressed E.M.F. and Initial Current for a 
Circuit Containing only Capacitance. Let an E.M.F., represented by 
the equation e =^E^ sin cot, be applied to a condenser of capacitance 
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C. Then, since the charging current of the condenser bA any instant 
is equal to C de jdt, we have 




= (oC cos mt 


= wG E^ sin(ct>i + 

which is the equation (26) deduced in Chapter IV for the 
permanent conditions in the circuit. 

Hence in this case — i.e. if the resistance is zero and there are no 
losses — ^there are no transient phenomena on closing the circuit. 

If, however, the switch makes bad contact, so that sparking 
occurs at the contacts, transient conditions will occur, as the 
circuit is then equivalent to a condenser and a resistance (which 
possesses unstable characteristics) in series. 

Relationship Between Impressed E.M.F. and Initial Current for a 
Series Circuit Containing Capacitance and Resistance. Let a sinu- 
soidal E.M.F. — ^represented by e = E,nBmoDt — be applied to a 
series circuit containing a condenser of capacitance C, and a resist- 
ance R. Then the general equation of the circuit is 

e = -f (1 jC) J i dl, 

Diff(*rentiating with respect to time, we obtain 


de 

dt 


^ di i 


Transposing and re-arranging terms, we have 


di 1.1 de (oE^ 


which is a linear differential equation of the first order. 

The solution of this eq\iation is obtained in exactly the same 
manner as that for an inductive circuit (see p. 544), and is 

» - + + y) • • (281) 

== I^ sin(ft>/ + (p) + Ae .... (281a) 

This equation differs from equation (270a) in the time constant 
and the sign of the phase-angle tp. Except in the special case 
when the circuit is closed at the instant the impressed E.M.F. is 
passing through zero, the initial current waves are represented by 
a series of unsymmetrical waves similar to those shown in Fig. 326. 
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Relationship Between Impressed E.M.F. and Initial Current ior a 
Series Circuit Containing Capacitance* Resistance* and Inductance. 

Let the applied E.M.F. be represented by the equation e =^E^n sin cot^ 
and let Ry L, G denote the resistance, inductance, and capacitance, 
respectively of the circuit. Then the general equation of the 
circuit is 

di 1 r 

Ri + + = ^ = ^t/i sin cot , . . (282) 

Differentiating throughout in order to clear the integral, we obtain 


Differentiating again, wo obtain 


Substituting from equation (282), we liave 


dH dH 1 di 


Differentiating again for the purpose of clearing the integral, and 
re-arranging, we have 

d^i d^i dH di 

CZ -4 ^ t- (1 + (»^CL) + io'^GB + coH - 0 


The solution to this equation jnay be expressed in the form 
i = 

where A^, A 2 , A^y A^ ar(3 constants and wig, are the roots 

of the equation 

CLx* -I CRx^ + (H coWL)x^- + a>^CRx + co^ = 0 

The roots are readily obtained, since this equation can be factorized 
thus 

(x2 + co2) (CLx^ + ORr + l) = 0 
Whence the roots are 

mi=a)\/'-l, w?2 = -“Co\/-l 

R , ^,/(R^-AL|C) R V(^^-4L/C) 

2 Z 2L 

Therefore the general solution is 

= -I- e ^ ^^g-ev{R*-4r/c)/27.) 

. ( 284 ) 
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The first terms represent the particular solution and correspond 
to the permanent conditions in the circuit ; the last term represents 
the transient conditions. This term corresponds to the solution of 
the equation 

L “f” R dijdt -f- ijC = 0 

Observe that the transient term may take one of three forms, 
according to whether CR^ is > = < 4L. 

The particular solution — i.e. i = 4* reduces to 

i = ^j(cos oA + j sin (ot) + A^ (cos cot -j sin cot) 

= (Ai-\~ A2)GOB(Ji>i + j(Ai- 

= A cos G)/ + j5 sin cof . . . . (285 ) 

where A A^ + A^^ B = j(Bi + B 2 ). 

The constants A and B are evaluated by substituting in equation 
(283) the value of i given b}’ equation (285). Thus 

di Idt = - CO A sin ad + coB cos cot, 
dH jdi^ =•- ~ (o^A cos ad ~ co^B sin ad 
Whence, from equation (283), we have 

- a)^L( 4 cosGJ^+ ^sinG>0+ coR(B cos cot -A sincot) 
+ (A cos cot + B sin cot) jC ~ cos cot 

Equating sine and cosine terms we have 


(i) 

(li) 

from which 


- co^LB - (oRA -f i?/(7 0 

- ay'^LA -f- coRB + A jC =: coE„, 

E,,,(\lcoC-a)L) 

” (\j(oC-coL)^A-R^ 


B 




{\ jeoC coL)^ -h R^ 


Substituting these quantities in equation (285), we have 


E. 


% = 


.\(±- 


J?M- (\I(oC-o}LYW(oC 
or, if (oL > 1 /a>C, as is usually the case, 

. _ 

* (coL-l/wC)*] 

= sin(a>/ ~ 9 ?) 


cos co^ + R sin g)<J 


sin(G)/ ~ (p) 


(286) 

(286a) 
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where l/coC)^] 

and (p = tan’^(a)L - 1 jayC) jR. 

This equation is, of course, identical with that deduced in 
Chapter VI by assuming permanent conditions in the circuit. 

The general equation (284) may, therefore, be written in the 
form 

i = /„ sin(m«- 9?) + (j^fV(«--4L/c)/2r. 4. ^^g./v(«--4r7C)/2z;j 

. (287) 

The evaluation of the transient term of this equation is made 
according to whether i? is > = < 2 \/(2y/C').* Each case will be 
considered separately. 

Case I. R <2 '^/(LjC). This case is more interesting than the 
others, as the conditions correspond to an oscillatory discharge 
when a condenser discharges through an inductive resistance, the 
constants of which satisfy the above relationship, i.e. R^ < 4L/C. 

Denote ‘\/{4LIC - R^)I2L by A. Then we may write 

V(R^-4LIC)l2L:=:jL 

Accordingly, the transient term becomes 

e A .sin -|- ^') 

and equation (287) takes the form 

i = Ijn sin(o)i ~ 9?) + sin (A/ 4- 99') (288) 

where the constants A\ 9?', include the constants A3, A^, and are 
to be determined from tht‘ initial conditions. 

As tw^o constants are involved, we must have two equations 
connecting the initial conditions. One equation conn(*cts current 
and time ; the other connects charge (<7) and time. The latter is 

obtained from the former, since q = Ji dl. Hence, by integrating 
equation (288) we havet 

<7 = ~ (7^^ /co) cos(m^ - (p) 

+ AWLG) sin(;7 + (7?' + (p") . (289) 

where 99" = tan'^ \^{4LIC - R^)IR. 

♦ The quantity ^/{LIC) is called the “ surge impedance ” (sometimes the 
“ natural impedance ”) of the circuit, and is of importance in connection with 
surges and similar distiu'bances. 

. - r r • . « sin bx-h cos bx \ 

t Note. J sin bx = ^ j 

8in[6!»:-tan-i(&/o)] \ 

V V(»* + 6*) ,/ 
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If the condenser is initially uncharged, then, at tUe instant (ii) 
of closing the circuit, i = 0 , (/ = 0. Hence, substituting in 
equations (288), (289), we have 

0 = 1 ^ sin(Q)^i - 9 ?) + sin(A^i + 9 ?') 

and 0 = ■* (Iml^) cos(a>fi “ 9^) 

+ A'\/^(LC) sin(A<,^ + 9' + (f") 



Fig. 326. Wave-forms of Initial Current in Circuit, Containing 
Resistance, Inductance, and Capacitance in Series 

[Note. — T he dotted sine curve, a, represents the current wave-form corresponding 
to the steady-state, or permanent, conditions.] 

Whence 


(p* =r cot 


^ /2 cot (fu^i - 9 )) 4 - (oCB 

“V aW{4^LC-C^R^) 


A* = ~ ^ sin(cyfi - 9 ?)/sin j^cot ^ 


/2 cot ( 0/3 - 9 ?) + 

(oy/i^LC-C^R^) ) J 

2/ 

^ - 1 ) sin*(£ 0 <j - f) 

-f IcdCR sin 2 (a)/i - 9 >) + 1 ] 
Substituting these values in equation (288), we have 
i = sin(oj< - 9 >) 

2 /,„'\/[((u 2 i/ 0 ~ 1 )sin 2 (a><i - 99 ) + ^coCR sin 2(oDti - 9 ?) + 1 ] 


e gin 


in |^A(<- 


Cot'^ ' 


ft)v'(4XC - 
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This equation shows that the initial wave-forms of the current 
may be of a very complex nature, and examples are given in 
Fig. 326. 

Case IL R = 2'\/{LIC). This corresponds to the critical case 
for the discharge of a condenser through an inductive resistance as 
the discharge is then just non-oscillatory. 

The transient term of equation (287) now takes the form 

or e “ (^3 + A^t) 

and accordingly equation (287) becomes 

i = sin (o)t- (p) e~ ^ ^ ^291) 

The constants A^, A^, must be determined from the initial 
conditions. 

By integrating equation (291) we obtain 

fidt ^ q = — - cos {o)t - 9?) - 2 -- (^^ _j_. + 2^ ^4) 

J 0) Jri JrC 

If initially the condenser is uncharged, then at the instant {ti) 
of closing the circuit, we hav(‘ 

0 = /„ sin ((w<i - (p) + (^3 + ^i<i) t - 
and 0 = -^ooH(cl)/I-<}9)-2^^^3^ + 2^^ Je 

whence Ag^- ^ sin (w/j - f) - 


cos 



EXAMPLES 

This collection of examples includes questions set at the following 
examinations — 

University of London, B.Sc. (Eng.)* — Reference L.U. 

Institution of Electrical Engineers, A.M.I.E.E. Examination — 
Reference I,E,E, 

City and Guilds of London Institute, Electrical Engineering Practice 
— Reference G.Q, 

The examples have been grouped according to subject matter and chapter. 

I.— GENERAL PRINCIPLES AND FORMS OF REPRESENTATION 
(CHAPTERS I AND II) 

1. Write down (a) the maximum value, (b) the root-mean-square value, 
(c) the frequency of the following — 

(1 ) 100 sin 500< ; (2) (A -f J5) sin {Scot - B + cp) ; (3) P cos cot-Qsxncot\ 
(4) A sin {cot -f tan*^ 6/a). 

Write down also the phase difference with respect to B sin(ccf - a) in 
cases (3) and (4). 

2. Plot curves, in rectangular co-ordinates, for one cycle of the quantities 
a — 10 sin(ft)< -f 10°), 6 = 5 sin(co^ - 30°), and determine graphically the curve 
representing the sum of tliese quantities. 

3. A sinusoidal current of 50 frequency has an R.M.S. value of 10 A. 
Write down the equation for the instantaneous value. If time is measiired 
from a maximum positive value, what will be the instantaneous value aiter 
a lapse of (a) 0*0025 see., (6) 0*0125 see. ? At what time, measured from a 
positive maximum value, will the instantaneous value be 7 “OTA. ? 

4. A circuit consists of two portions, AB and BC, The voltage across 
AB is 60 V., that across BC is 100 V., and their jdiaso difference is 45°. What 
is the voltage between the terminals A and (7, and what is its phase difference 
with respect 1o the voltage across BC, 

5. Define “ form factor ’* in connection with alternating E.M.F. wave 
forms. Calculate this factor in the case of (i) a V-shaped wave, (ii) a sine 
wave. For what purposes is a kno-wledge of form factor required ? (L.U ,) 

0. An alternating current has the following values after equal time intervals 
beginning at zero : 0, 3, 4, 4*5, 5*5, 8, 10, 6, 0, - 3, - 4, -4*5, - 5-5, - 8, - 10. 
~ 0, 0. Find the R.M.S. value and form factor. 

7. Calculate the form factor of the wave-forms shown in the accompanying 
<liagram. 

r X ^ 


(n) (6) (c) (d) 

8. Plot the E.M.F. represented by the equation e = 100 sin 13*4 sin 
3 cot. Determine (a) the R.M.S. value, (6) the mean value, (c) the form factor. 

9. Plot the E.M.F. represented by the equation e = lOOsincof- 13*4 sin 
3 cot, and determine the form factor. 

1 0. Determine graphically the vector sum of 5 sin (cot -f- 1 ), 3 cos (cot - 1 ), 
2 sin (cot - 2*5), 4 sin (cot -f 3). Express the result in the form A cos (cot -f (p). 

11. Express in complex form the vector sum of 6 cos (cot + 1), 3 sin (cot - 1), 
- 2 cos (cot - 2*51. 

12. Evaluate (10 -f jS) (5 -jS) / (4 -j3). 

13. Show that if a conductor transmits simultaneously a sinusoidal 
* The Engineering Examination Papers of the University of London are published regularly 

by the University of I^ndon Press. 

653 
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alternating current of maximum value and a direct current, Ip, the loss 
in the conductor is equal to + i^rn)li^T> + ^rJV^) ^ l^hat which 

would be obtained if the two currents were transmitted over the same distance 
by separate conductors, the current densities being the same in the two cases. 

II.— INDUCTANCE (CHAPTER III) 

1. Prove the relationship between impressed E.M.F. and current for an 
inductive circuit which is carrying a sinusoidal alternating current. 

Such a circuit having a resistance of 16 Q. and an inductance of 0*03 H is 
connected to a 200 V., 60-cycle supply system. Determine the current and 
the phase difference between current and impressed E.M.F. 

2. An inductive circuit has a resistance of 60 12. and an inductance of 
0-36 H., and is supplied at 220 V., 60 frequency. Calculate (a) the reactance 
of the circuit ; (6) the impedance ; (c) the current ; {d) the phase difference 
between impressed E.M.F. and current. 

3. An inductive coil when connected to a 100 V., 60-cycle supply takes a 
current of 1*3 A. When the coil is connected to a 24 V. D.C. supply the 
current is 1 A. Determine the inductance of the coil. 

4. An inductive coil, having R = 260 D., 1/ = 1 H, is connected to 230 V., 
60-cycle mains. Calculate (1) the current; (2) the phase difference of this 
current with respect to the supply voltage; (3) the energy stored in the 
magnetic field of the coil at the instant when the supply voltage is (i) zero, 
(ii) a maximum. 

6. A voltage which follows the law e = 5t (whore e is in volts and t in sec.) 
is applied to a reactor having an inductance of 0*6 H. and negligible resistance. 
The connection is made when t = 0 and is broken when ^ = 10. Find the 
R.M.S. value of the current during this period. Also find the energy stored in the 
reactor at the moment of switching off. Neglect all losses in the reactor. {L, U.) 

6. A low-voltage release consists of a solenoid into which an iron plunger 
is drawn against a spring. The resistance of the solenoid is 28*6 £2. When 
connected to 100 V. 60-cycle mains the current taken is at first 1-12 A., and 
falls to 0*43 A. when the plunger is drawn into the solenoid. Calculate the 
inductance of the solenoid and the maximum flux-tum linkages for both 
positions of the plunger. (L,U.) 

7. The reluctance of tlie core of a certain transformer is 0*002. Find the 
coefficient of mutual inductance between the primary and secondary coils 
which have 1260 and 40 turns respectively, neglecting magnetic leakage. 

8. A solenoid is wound with 1068 turns in a length of 60*4 cm. and is fitted 
with an internal search having 242 turns and a mean cross section of 16*2 
sq. cm., the search coil occupying a symmetrical position at the centre of the 
solenoid. Find the E.M.F. induced in the search coil when an alternating 
current of 2 A. at 50 frequency is passed through the solenoid. 

9. A solenoid, 30 cm. long, has 300 turns uniformly distributed and is sup- 
plied with an alternating current of 2 A. at a frequency of 1000 c.p.s. A small 
single-layer coil of 50 turns, with an end area of 10 cm. is placed inside the 
solenoid near the middle. Calculate the mutual inductance of the two coils 
and the E.M.F. induced in the smaller one when their axes are parallel. The 
permeability of the medium may be taken as unity. {L.U.) 

10. The mutual inductive reactance between two similar circuits placed 
near together is 6 Q. Each circuit alone has a resistance of 1 2 H. and a react- 
ance of 9 £2. When a current o’f 0*6 A. circulates in the closed secondary 
circuit, what is the current in the primary circuit? What voltage must be 
applied to the primary to establish this current? (L.U.) 

11. Two coils Aj B, of impedance R^ -{• jwLi and R^ -f jeoL^ respectively 
are so wound on a wooden core that their mutual inductance is M. Find ex- 
pressions for the currents in the coils when an alternating voltage V is estab- 
lished across coil A and coil B is closed by an impedance Z. How will these 
expressions be modified if the wooden core is replaced by iron? State any 
assumptions made. (L.U.'^ 
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12. Two wires are wound together on a core. At one end^A the wires are 
connected together but the other ends B and O are kept separate. One end 
of a resistance B is connected to A, and between the other end, D, of B and 
B a voltage of 100 V. at 50 c.p.s. is cmplied. D is also connected to O. 

If each coil has a resistance of 30 U. and an inductance of 0*5 H., and if the 
mutual inductance between the coils is 0*3 H., for what value of B will the 
currents in the coils be in exact phase opposition, and what will be the currents 
in the coils? (L.U,) 

III.— CONDENSERS AND CAPACITANCE (CHAPTER IV) 

1. Deduce an expression for the capacitance of a cylindrical condenser in 
terms of its dimensions and the specific inductive capacity of the dielectric. 

A condenser consists of two co-axial cylinders, the outer diameter of the 
inner cylinder being 3 cm. and the inner diameter of the outer cylinder 3*5 cm. 
If the tubes are 50 cm. long and the space between them is filled with bakelite 
having a specific inductive capacity of 4, calculate the capacitance. State the 
units in whdeh the result is given. {L,U.) 

2. Calculate the capacitance of a 6-mile length of single-core cable for 
which the conductor diameter is 0*58 in., the thickness of insulation 0*18 in. 
and the dielectric constant 3. 

3. Compare the properties of (a) air, (6) waxed paper, (c) mica when used 
as the dielectric of a condenser. 

Calculate the capacitance of a condenser consisting of 49 metal sheets, each 
6 cm. by 2 cm., the dielectric consisting of mica sheets (dielectric constant 
6*5) each 0*003 cm. thick. Assume that the assembly is compressed until all 
air is expelled from between the plates. (JD.C/.) 

4. A condenser is made up of two parallel circular metal discs separated 
by three layers of dielectric of equal thickness but having permittivities 
(dielectric constant) of 3, 4, and 5 respectively. The diameter of each disc 
is 26*4 cm. and the distance between them is 6 mm. Calculate the potential 
gradient in each dielectric and the energy stored in each when a steady P.D. 
of 1600 V. is applied between the discs. Neglect fringing. (C.O,) 

{Note. Potential gradient = voltage/thicfcness of dielectric.) 

5. A condenser of 20 fiF. capacitance is connected in series with a 100 12, 
resistance to a 230 V., 60-cycle supply. Calculate the energy stored in the 
electric field of the condenser at an instant when the supply voltage is a 
maximum. (L.U.) 

6. V^hat is m<*ant by the “ charging current ” of a condenser connected 
to an alternating current supply system ? Draw a diagram showing relationship 
between charging current and impressed E.M.F. 

Calculate the charging current of a 1 5 fiF. condenser when supplied at 
220 V., 60 frequency. 

7. Two condensers having capacitances of 10 //F. and 20 ^F. are connected 
(i) in parallel, (ii) in series, and the combination is supplied at 250 V., 50 
frequency. Determine the line currents in each case. 

8. Two condensers having capacitcmces of 0*05/^F. and 0*12 //F. are con- 
nected in series across a 2500 V., 50-cycle circuit. Calculate the voltage 
across each condenser. 

9. A condenser and a resistance are connected in series across 110 V., 
50-cycle mains. Calculate the capacitance of the condenser in order that the 
resistance shall absorb 30 W. at 50 V. 

10. A coil having /?= 20 and L = 0*3 H. is connected in series with a 
30 uF. condenser to a supply of 230 V. at 60 c.p.s. 

Calculate (i) the current in the circuit, (ii) the voltage across the coil, (iii) the 
voltage across the condenser. 

IV.— POWER AND POWER FACTOR (CHAPTER V) 

1. What is meant by the “ power factor ** of a circuit ? 

Show how the power factor of a circuit may be determined experimentally, 
and draw a diagram of connections. 
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Calculato the power factor of aii inductive resistance which takes a current 
of 5 A. and a power of 100 W. at 100 V. 

2. What is the power factor of the circuit in Example 9 (111). 

3. Calculate the current in, and the power factor of, a circuit of which the 
resistance is 5 and the inductance is 0*01 H. when the supply pressure is 
200 V., 50 frequency. 

4. Calculate the power supplied to, and the power factor of, the circuit in 
Example 10 (III). 

5. A circuit contains three coils. A, B, C, in series. When 1 A. direct 
current is passed through them, the voltage drop across each, taken in order, 
is 5, 2, 10. When an alternating current of 1 A. and of frequency 50 is 
passed, the voltages are 5*6, 6, and 11. Find the power factor, the power 
factor of each coil and the power dissipated in each coil. {L,U.) 

6. The voltage applied to a coil having E = 200 Q., L == 638 mH., is 
represented by 6 = 200 sin 100 irt. Find a corresponding expression for the 
current and calculate the average value of the power taken by the coil. (I.E,E,) 

7. The total load on a factory is 1000 kW. at a power factor of 0-95 
lagging. If 800 kW. of the load has a power factor of 0*8 lagging, what is the 
power factor of the remaining portion of the load ? 

8. A load of 2500 kW. at a power factor of 0*8 is supplied by two alter- 
nators operating in parallel. If the output of one machine is 1000 kW. at 
a power factor of 0*95 lagging, at what output is the other machine operating ? 

9. In what way does power factor affect the cost of electricity supply and 
the heating of cables? A substation, which is connected to the generating 
station by a single cable, supplies the following loads: 1500 kW. at 0*85 
power factor (lagging), 1000 kW. at 0*8 power factor (lagging), 1000 kW. at 
0*75 power factor (lagging). Determine the power factor of the supply to the 
substation and the load that could bo supplied through the cable at unity 
power factor and the same heating. (I.E.E.) 

V.- SERIES CIRCUITS (CHARTER VI) 

1. Define the terms “admittance,” “conductance,” and “ suscep lance,” 
With reference to alternating-current circuits. Calculate their respective 
values for a circuit consisting of a resistance of 20 in series with an 
inductance of 0*07 H. when the frequency is 50 cycles per second. (C.G.) 

2. A non-inductive 10 £1. resistance. A, and aji inductive coil, B, are con- 
nected in series across a 230 V. 50-cycle supply. The voltages across A and 
B are 108 V. and 171V. respectively. Find (a) the impedance, reactance, 
inductance and resistance of the coil, (b) the total power, and (c) the power 
factor. {L.U.) 

3. Two inductive resistances A and B are connected in series. A has 
E = 5 Q., L — O’Ol H. ; B has = 3 £1., L = 0*02 H. If a sinusoidal voltage 
of 230 V. at 50 frequeney is applied to tho whole, calculate (a) the current, 
(6) the power factor, (c) tho voltage drops. Draw a complete vector diagram 
for the circuit. (I.E.E.) 

4. A constant reactance is connected in series with a variable resistance 
across A.C. mains. Prove that tho (jurrent locus is a circle. Taking a constant 
reactance of 10 Tl. and an applied P.D. of 100 V., demonstrate the above 
theorem by drawing current vectors for a number of values of the resistance 
between zero and infinity. What is the maximum power dissipated and at 
what value of the resistance does it occur? {C.O.) 

5. A coil, for which L = 0*3 H., E = 10 £1., is connected in series with a 
variable resistance across a supply of 230 V., 50 frequency. Draw to scale 
the vector locus of the current when the resistance is varied from zero to 
infinity. Determine the value of the current when the variable resistance has 
values of (i) 15 £^., (ii) ,50 £1., and (iii) 90 £^. {L.U.) 

6. A 5 ju¥. condenser is connected in series with a variable resistance 
across 230 V., 50-cycle mains. Draw the vector locus of the current as E 
varies from 0 to oo . For what value of E will the power taken from the mains 
be a maximum ? (L. U , ' 
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7. A condenser of 10 ju F. capacitcunce is connected in series with a coil having 
an inductance of 250 mH. and a resistance of 400 Q. An alternating E.M.F. 
of 100 V., sine wave-form, and 60 frequency is applied to this circuit. What 
current will flow through it. (L. U. ) 

8. An alternating-current circuit includes two sections, AB and BC, in 
series. The section AB consists of two branches in parallel. The first of 
these is formed of a non-inductive resistance of 60 £1. in series with a condenser 
of 50 fiF. ; while the second consists of a resistance of 60 Q. having an induc- 
tance of 250 mH. The section BC consists of a resistance of 100 O. having 
an inductance of 300 mH The frequency is 50 cycles per second and the 
voltage across section AB is 500 V. What is the voltage across BC ? 
(L.V.) 

9. A series circuit connected to a 230 V., 60-cycle supply consists of (1) a 
non-inductive resistance of 60 0., (2) an inductive coil for which = 15 f2., 
L = 0*1 H., (3) a condenser of capacitance C fjiF. Determine the value of C 
for which the voltage across the condenser is equal to that across the inductive 
coil. For this condition calculate (1) the current, (2) the power, (3) the power 
factor, (4) the voltages across the separate parts of the circuit. 

10. An inductive coil having a resistance of 35 D. and an inductance of 0-5 H. 
forms part of a series circuit, for which tlie resonance frequency is 55 cycles 
per second. If the supply frequency is 50 cycles and the voltage is 1 00 V. , 
determine (1) the line current, (2) the power factor, and (3) the voltage across 
the inductive coil. 

11. A condenser, the losses in which are negligible, is connected in series 
with an air choking coil having a self -inductance of 0*1 H. across the terminals 
of an alternator, the voltage of which is maintained constant at 100 V. The 
frequency is gradually increased until at 250 cycles per second the current 
roaches a maximum value of 50 A. Calculate tlie capacitance of the condenser 
and the ammeter reading at 200 cycles per second. (C.Q,), 

12. A resistance, a condenser and a variable inductance are connected in 
series across a 200 V., 50-cycle supply. The maximum current which can be 
obtained by varying the inductance is 314 mA., and the voltage across the 
condenser is then 300 V. Calculate the capacitance of the condenser and the 
values of the inductance and resistance. (I.E.E.) 

13. A series circuit consists of a 20 /^F. condenser and an inductive coil. 
When this circuit is supplied at a constant voltage of 10 V. and variable fre- 
quency the highest value of current which can bo obtained on an ammeter 
connected in the circuit is 1 A., which occurs when the frequency is 50 c.p.s. 
Find the frequencies at which the current is (i) 0*5 A., (ii) 0-25A. 

14. A closed circuit consists of a resistance of 5 Q., an inductance of 0*2 
mH. and a variable condenser connected in series. An E.M.F. of 1 V. at a fre- 
quency of 10®/27r is induced in the circuit. Draw the current locus as the capaci- 
tance of the condenser is raised from 220 /ijuF. below to 200 ////F. above the 
value corresponding to resonance. {L,U.) 

15. At a frequency for which (o = 796 an E.M.F. of 6 V. sends a current of 
100 mA. through a certain circuit. When the frequency is raised so that 
(X) ~ 2866, the same voltage sends only 50 mA. through the same circuit. Of 
what does the circuit consist? (I.E.E.) 

16. A coil of inductance 20 mH. and resistance 2*2 O. has applied to it an 
alternating E.M.F. of 50 frequency. Near the coil there is an eddy-current 
path of inductance 0*5 ^H. and resistance 50 fi€l. The mutual inductance 
between this path and the coil is 10 /^H. 

Find the percentage change in the equivalent resistance and inductance of 
the coil caused by the eddy currents. (L. U, ). 

17. A coil A, having R = 10 O., L = 0-01 H., is placed near a short-cir- 
cuited coil, Bf having i? = 20 Q., L = 0*02 H. The mutual inductance 
between the coils is 0*006 H. If coil A is connected to a supply having a fre- 
quency of 1000 c.p.s., find its effective inductance and effective resistance. 

(L,V.) 
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18. A primary circuit, consisting of C7 == 0-0005 /^F., L — JR == 45Q., 

is coupled magnetically with a closed secondary circuit, consisting of 
C = 0*002 ^F., L = 0-5 mH., = 15 Q. The mutual inductance is 1 mH. 
What is the effective series impedance of the primary circuit at a frequency of 
100 kc. p.s. ? {I.E,E,) 

19. Two circuits, each of ly = 2mH., E = 200 0., C = 0-002 /«F., are 
coupled by a mutual inductance of 10 fiK. At what frequency will an E.M.F. 
of 1 V. in one of the circuits produce maximum current in the other ? What 
will be the values of the current in each circuit ? (I.E.E,) 

VI.— PARALLEL CIRCUITS (CHAPTER VI) 

1. Two inductive resistances, having reactances of 5 0. and 2 0., and 
resistances of 3 O. and 4 O., respectively, are connected in parallel and 
supplied at 100 V. Calculate the line current. 

2. Two circuits, the impedances of which are given by 8-j7, 5 j6, 

are connected in parallel across a 100 V. supply. Calculate the current 
passing through each circuit, and the total, or line, current. Find also the 
phase difference between the supply voltage and the currents. 

3. A 200 V., 50 cycle alternator is loaded with two choking coils which 
may be connected either in series or parallel. One coil has a resistance of 
1*5 Q. and an inductance of 00 mH. ; the other coil has a resistance of 2*5 
and an inductance of 30 mH. Determine the current in the circuits and the 
power factor of the load (i) when the coils are connected in series, (ii) when 
they are in parallel. 

4. A resistance, E, and a condenser, 0, are connected in parallel across 
A.C. supply mains, the frequency being a)/2Tr. Obtain expressions for (1) the 
joint impedance, giving both the trigonometric and symbolic forms, (2) the 
cosine of the angle of phase difference between the line voltage and the line 
current. Find the values of R and G which will give a line current of 5 A. 
and a power factor of 0*8 when connected to a 230 V. 50-cycle system. 

5. A capacitance, (7, and a resistance, E, are in series across A.C. mains of 
frequency <x>I2it. Find expressions for the values of an equivalent circuit con- 
sisting of a capacitance K shunted by a resistance S. Taking G — 2 ^F., 
E = 800 Q., and m = 500, draw vector diagrams in each case when the supply 
voltage = 200V. {L.U,) 

6. A supply at 200 V., 60 cycles is applied to two circuits in parallel. One 
of these takes a current expressed by 10 /-30° A. The other circuit consists of a 
condenser of 10 /zF. 

Express as complex quantities (o) the current from the supply ; (6) the com- 
bined impedance of the two circuits. {L,U.) 

7. A voltage, having a frequency of 50 c.p.s. and expressed by 7 — 200 
+ jlOO, is applied to a circuit consisting of an impedance of 50 / 30° Q. in 
parallel with a capacitance of 10 /<F. Find (a) the reading on an ammeter 
connected in the supply circuit, (6) the phase difference between the current 
and the voltage. (L.U.) 

8. A voltage of 200 / 30° V, is applied to two circuits A and B connected 
in parallel. The current in A is 20 / 60° A, and that in H is 40 / - 30° A. Find 
the kVA. and kW. in each branch circuit and the main circuit. Express the 
current in the main circuit in the form A + jB. (G.Q.) 

9. The two branches of a parallel circuit consist of (i) an inductive resistance, 
and (ii) a shunted condenser connected in series witli an inductionless resis- 
tance. The inductive resistance has an impedance of 60 Cl. and the ratio of 
r(‘actance to resistance is 3. The condenser has a capacitance of 10 ^uF., and is 
shunted by a resistance of 0*1 megohm. The value of the inductionless 
resistance connected in series with the shunted condenser is 100 Q . The 
supply pressure is 200 V., and the frequency is 50 cycles per second. 

I>etermine (a) the current in the two branches, (6) the line current, (c) the 
power supplied. 
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10. A circuit, having 22 — 10 and L = 0*04 H., is connected in parallel 
with a 100 /mF. condenser across 230 V., 60-cycle mains. Calculate (1) the 
current in each bremch circuit, (2) the phase difference between these currents, 
(3) the line current, (4) the power taken from the supply, (6) the power factor. 

11. A condenser is placed in parallel with two inductive loads, one of 20 A. 
at 30® lag, and one of 40 A. at 60® lag. What must be the current in the 
condenser so that the current from the external circuit shall be at unity 
power factor ? {C,0,) 

12. A resistance of 23 Cl., an inductive coil (L = 0*4 H, JR = 13 Q.),anda 
90 fiF. condenser are connected in parallel across a 230 V., 50-cycle supply. 
Find the values of (a) the total current, (h) the current in the condenser, (c) the 
current in the inductive coil at the instants when the current in the resistance 
is 8A. (L.U,) 

13. A coil tuned by a condenser C is loosely coupled to a high-frequency 
generator. The values of C to produce resonance at frequencies of 1 and 1*4 
megacycles per sec. are 800 and 400 /i^F. respectively. Find the self-capaci- 
tance of the coil. {I.E.E.) 

14. An air -cored choking coil is subjected to an alternating voltage of 

100 V. The current taken is 0*1 A. and the power factor 0*2 when the 
frequency is 50. Find the capacitance which, if placed in parallel with the coil, 
will cause the main current to be a minimum. What will be the impedance 
of this parallel combination (a) for currents of frequency 50, (b) for currents of 
frequency 40 ? {L. U. ) 

16. Show how condensers are connected for improving power factor. It is 
desired to install a condenser to obtain 200 kVA. (leading) on a 600 V. 
system at a frequency of 50 cycles per second. If each element has a capaci- 
tance of 1 fiF., how many elements will be needed ? (C.O.) 

16. Two impedances, 4 -f jS, and 8 -f jlO, arc connected in parallel across 
200 V., 60-frequency mains. Find (o) the admittance, conductance and 
susceptance of each branch, and of the entire circuit; (b) the total current 
and its power factor. 

What value of capacitance must be connected in parallel with the combina- 
tion to raise the resultant power factor to unity ? (C.O.) 

17. A single-phase motor takes a current of 80 A. on full -load when its 

power factor is 0-83. What capacitmice must be placed in parallel with it to 
make the power factor unity upon a 500 V., 50 frequency circuit ? (L.U.) 

18. The load on a single-phase alternating-current supply system is 100 kW. 
at a power factor of 0*71 (lagging). If phase advancing apparatus is available 
for parallel connection, taking leading current at a power factor of 0*1, what 
must be its load in kVA. if the power factor of the whole system is to be 
raised to (a) 0*8, (b) 0-9, and (c) 0-95. 

19. A 60 h.p., single-phase, 440 V., 50-cyclo induction motor has a full- 
load efficiency of 90 per cent, and a full-load power factor of 0*89 (lagging). 
This machine is shmitod with a condenser in order to bring up the resultant 
power factor to 0*95 (lagging). Assuming zero power factor in the condenser, 
calculate its capacitance. (L.U.) 

20. A coil, with Z = 20 + jSO Cl., has induced in it an E.M.F. of 10 V. 
Across the coil are connected two circuits in parallel, the impedances of which 
are 100 + jO and 60-j40, respectively. Find the current which flows in the 
coil. (l.E,E.) 

VII.-SERIES-PARALLEL CIRCUITS (CHAPTER VI) 

1. An alternating E.M.F. of 230 V. at 1000 c.p.s. is applied to a circuit con- 
sisting of a non-inductive resistance in series with a 0-05 fiF. condenser. When 
an. electrostatic voltmeter is connected across the condenser a reading of 100 V. 
is obtained. If the capacitance, in fiF., of the voltmeter is given by 


C « 10“* -f 6 X 10-* V*, 
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where V is the voltage at the terminals of the instrument, find the current 
in the circuit when the voltmeter is disconnected. (L,U,) 

2. Two reactive circuits when carrying 60-cycle currents have the same 
impedance and also the same power factor (= l/\/2). The first circuit con- 
sists of a condenser shunted by a resistance of 200 D. The second circuit 
consists of a choking coil. Find (1) the capacitance of the condenser, and (2) 
the inductance and resistance of the choking coil. If these circuits are placed 
in scries across 400 V., 50-cycle mains, draw a vector diagram for the voltages 
and currents. (I,E.E.) 

3. A circuit, consisting of a condenser in series with a resistance of 10 O., 

is connected in parallel with a coil, having L = 55*2 mH. and = 10 

to a 100 V. 50-cycle supply. Calculate the value of the capacitance for which 
the current taken from the supply is in phase with the voltage. Show that 
for the particular values given the supply current is independent of the 
frequency. (L.U.) 

4. A coil, having E — 100 Cl., L = 0-04 H., is connected in series with a 
1000 resistance which is shunted by a condenser. Determine the capaci- 
tance of the condenser if the current in the coil is to be closely independent 
of frequency between 0 and 100 c.p.s., and state the alteration in the current 
when the frequency is 2000 c.p.s. {I.E.E.) 

6. Three impedances A, B, G, have constants as follows: A - resistance 
= 50 D., series inductance == 0*1 H. ; jB - resistance = 20 Q., series in- 
ductance = 0-4 H. ; C - Kesistance = 20 £1., series capacitance = 200 yuF. 

A and B arc comiected in parallel and G is connected in series with the com- 
bination. Find the current taken from a 100 V. 60-cycle supply system. {L.U.) 

0. A series -parallel circuit consists of two parallel branches A , B, and a 
scries branch G. 

The branch impedances are : -- 10 -1 j8, Z^ — 0 -jS, Zq — 3 j2. 

Determine the current in A and B when the voltage across (7 is 100 (1 -f jO). 
Determine also the phase difference between these currents. {L.U.) 

7. A circuit includes two sections AB and BG in series. The section AB 
consists of two branches in parallel, one having i? = 60 £1. and G = 60fiF, in 
series, and the other having 72 = 60 £2. and L = 250 mH. in series. The section 
BG has 72 = 100 £1. and L = 300 mH. in series. If the voltage across AB is 
500 V. at 60 c.p.s., what is the voltage across BG ? {I.E.E.) 

8. A series-parallel circuit, consisting of a series impedance Z^ and two 
parallel-connected impedances Z^, Z^, is supplied at 100 V., 50 c.p.s. If 
Zj = jc -f ^'4, Z = ^ -f jO, Z^ — 3 jS, find the locus of the line current as 
X varies from 0 to CX:. From the locus read off the value of the current when 
x = 4£^. {L.U.) 

9. A resistance of 3 £1. and a capacitive reactance of 6 £1. are in parallel and 
this combination is in series with an inductive reactance of 7 Cl. The whole 
is shimted by a resistance of 4 £}. Find in symbolic notation the impedance 
of the whole circuit. {L.U.) 

10. The arms of a T-network ABG - BD are as follow : AB and BG each 
consist of a coil for which 72 = 40 Cl., L ~ i mH. ; BD consists of a 10 //F. 
condenser. Across A and D is established a P.D. of 6 V. at a frequency of 
796 c.p.s. Find the current in a resistance of 40 £1. comiected across G and 77, 
and its phase angle with regard to the applied voltage. {I.E.E.) 

1 1. An inductive coil, for which 72 = 300 £1., L = 0*7 H., is shunted by a 
resistance 72^ and the combination is connected in series with a 15 fxF. con- 
denser across a 230 V, 50-cyclo supply. Find the value of 72i which ^ves zero 
phase difference between line voltage and lino current. Find also the line 
current under these conditions and the voltage at the terminals of the 
condenser. 

12. A circuit, A, consisting of a condenser G shunted by a resistance 72, 
is connected in series with another circuit, B, consisting of an inductive coil 
{L ==i 0*05 H., 72 = ^ Cl.) shunted by a 100 £1. resistance, and the combination 
is supplied at 230 V., 50 c.p.s. Find the values of 72 and C in order that the 
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voltages across A and B shall have a phase difference of OCV' and that the 
voltage across B shall be four times that across A, 

13. For a certain A.C. experiment it is necessary to have a circuit through 
which the current is maintained constant while the power factor is varied. 
For this purpose a coil, having L = 7 mH. and R negligible, is connected in 
parallel with a 0 - 20 O. variable resistance 2?^, and a second variable resist- 
ance, i? 2 » is connected in series with the combination. Give a vector diagram 
and determine the range required for R^ to maintain a constant line current 
of 40 A. when R^ is varied from 0 to 20 Q., the voltage across the whole circuit 
being maintained constant at 100 V., 50 c.p.s. What will be the maximum 
and minimum power factor under these conditions ? {L.U.) 

14. A coil (L = 2mH., R — 8 0.) is connected in series with a circuit 
consisting of a resistance of 12 0. in parallel with a variable condenser. The 
combination is supplied at a constant voltage of 40 V. and a frequency for 
which 60 == 5000. 

Draw the vector current-locus and explain its theory. From the locus 
diagram read the currents when the capacitance of the condenser has values 
of 5 and 25 fiF. {L.U.) 

VIII.— SINGLE-PHASE TKANSFORMERS (CHAPTER VIII) 

1. A transformer has its i)rimary winding connected to mains whose 
voltage varies according to th(j sine law at a frequency of 50. The secondary 
coil has 50 turns and gives 100 V. when on open circuit. Tlie section of the 
transformer core is 20 sq. in. Determine the maximuni value of the flux 
density in the core. Prove the formula used. (L.U.) 

2. Draw a vector diagram for a transformer, showing the phase relations 
between the primary and secondary voltages and currents. A single-phase 
transformer with a ratio 6600/400 takes a no-load current of 0*7 A. at 0*24 
power factor. If the secondary supplies a current of 120 A. at 0-8 power 
factor (lagging) estimate the current taken by the primary. (I.E.E.) 

3. Explain what is meant by (a) equivalent resistance, (b) leakage reactance 
of a transformer. Calculate these values from the following test figures 
obtained on the primary side of a step-down transformer, the secondary being 
short-circuited. Applied P.D. 40 V., current 60 A., power input 800 W. (C.G.) 

4. A 50-cycle single-phase transformer has a ratio of transformation of 
5 to 1 and a full-load secondary current of 200 A. The resistance and 
reactance of the primary are 0*8 Q. and 2*5 D. respectively, and the corre- 
sponding values for the secondary are 0*04 and 0*1 Q. If the low-voltage 
winding is short-circuited, what voltage must be applied to the other winding 
so that full-load current may be obtained in the former ? Neglect the 
no-load current. {L.U.) 

5. A 10 kVA., 2000/200 V. transformer was tested (i) with the secondary 
winding open circuited, (ii) with the secondary winding short circuited, and 
the results were as follow, all readings being taken on the primary (2000 V. 
side) — 

(i) Open circuit test — 2000 V., 0*2 A., 280 W. ; (ii) short circuit test — 150 V., 

5 0 A., 225 ^V. 

Explain the meaning of these results and the information which can be 
deduced from them. 

How would the above readings be modified if the tests had been carried 
out by applying suitable voltages to the secondary winding, the primary 
winding being short circuited in the second test? {L.U.) 

6. A 1000 kV A., single-phase, 50-cycle transformer has a full-load secondary 
current of 2500 A., and the ratio of transformation is 5/1. The resistances of 
the primary and secondary are 0-04 O. and 0*0015 O. respectively, and the 
corresponding reactances are 0*25 Q. and 0*08 Q. What voltage applied to 
the secondary terminals will cause full-load current to circulate in the short- 
circuited primary windings. {L.U.) 

7. Develop a simple expression for the pressure-drop in a iransformer 

37~(T.5a45) 
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If the copper loss in a transformer is 1 per cent of the full load output at unity 
power factor, and the inductive pressure is 3 per cent of the normal pressure, 
find the regulation at full -load when the power factor is 0*8. (0.0. ) 

8. Draw and explain the complete vector diagram for a transformer supply- 
ing a lagging load, and give a graphical construction for obtaining the voltage 
regulation for full-load current and various lagging and leading power factors. 

A transformer has a reactive drop of 4 per cent and a resistance drop of 
2 per cent. Find the lagging power factor at which the voltage change is a 
maximum and the value of this regulation. (0.0.) 

9. Show that an A.C. transformer has a maximum efficiency when the 
copper loss is equal to the iron loss. A 100 kVA. transformer has a full-load 
copper loss of 2500 W. and an iron loss of 1600 W. If the transformer supplies 
a load of 0-8 power factor calculate (i) the efficiency at full load, (ii) the maxi- 
mum efficiency and the corn^sponding load. (L.U.) 

10. A 20 kVA. single-phase transformer, ratio 1 100/220 V., has an iron loss 
of 200 W. The resistance of the primary winding is 0-25 12. and that of the 
secondary is 0*012 0.: the corresponding leakage reactances are 1*1 LI. and 
0*055 O. respectively. Calculate the percentage resistance and reactance 
drops at full load 0*8 power factor. At what percentage of full load will the 
efficiency be a maximum ? (l.E.E.) 

11. Deduce the conditions under which (i) the efficiency of a transformer 
is a maximum, (ii) the power factor at which the voltage drop is a maximum. 
A transformer has voltage drops of 1*5 per cent and 4 per cent of its rated 
voltage due to resistance and leakage reactance respectively. Calculate (a) 
the maximum percentage voltage drop on full load, (6) the efficiency on half 
load at unity power factor if the iron losses are equal to the copper losses at 
full load. (0.0.) 

12. Give the rules which govern the parallel operation of transformers. Two 
transformers A and B give the folloMung results: with the l.-v. side short- 
circuited A takes a current of 10 A. when 200 V. is applied to the h.-v. side, 
the power input being 1 000 W. Similarly, B takes 30 A. at 200 V., the power 
input being 1500 W. On open circuit both transformers gave a voltage of 
2 200 V. on the l.-v. side when 11,000 V. was applied to the h.-v. side. These 
transformers are connected in parallel on both sides, the h.-v. side being 
supplied at 1],()00V. Calculate the eurrt>nt and power supplied by each 
transformer to a load requiring 200 A. at 0*8 power factor (lagging). Neglect 
the no-load currents of the transformers. (L.U.) 

13. Two transformers, A and B, of equal rating share a load of 180 kW. 
at 0*9 power factor (lagging). At full-load the voltage drop due to resistance 
in transformer A is I per cent of the normal terminal voltage, and that due 
to reactance G per cent. 'PIk^ corresponding figures for transformer B are 
2 per cent and 5 per cent respectively. Find the load in kW. on each 
transformer. (7v. U. ) 

14. Two transformers, A and B, have a ratio of transformation of 3300 
to 220. When run on short circuit, A took 600 W. at 100 V. on the primary 
to make 230 A. flow in the secondary ; B took 1 100 W. at 80 V. to make the 
same current (230 A.) flow in its secondary. The two transformers are run 
in parallel on the same primary and secondary bus-bars, with a total load of 
100 kW. at 0-8 power factor. Find approximately how the load will be 
divided between the transformers. (L.U.) 

15. Throe transformers of equal ratings share a load of 200 kVA. at 0*8 
power factor. Calculate the loadings if the voltage drops due to resistance 
and leakage reactance at full load are : 2 per cent (BI) and 4 per cent (XI) for 
transformer A, 2 per cent (RJ) and 6 per cent (XI) for transformer jB, 2*5 
per cent (RI) and 8 per cent (XI) for transformer O. 

IX.— POLYPHASE CIRCUITS (CHAPTER IX) 

1. A balanced A -connected load, connected to a 400 V., three-phase system, 
takes 10 kVA. at 0*8 power factor. Calculate the resistance of each branch 
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of a balanced Y-connected non-inductive load which, when connected to the 
same supply, will take the same power. 

2. Three resistances each of 500 Q. are connected in star to a 400 V., 
50-cycle, three-phase supply. If three condensers, when connected in A to 
the same supply, take the same line currents, calculate the capacitance of 
each condenser and the line currents. (L,U.) 

3. A three-phase induction motor is supplied from mains at 440 volts. 
It is coupled to a pump taking 50 B.H.l*. The efficiency of the motor is 
92 per cent and its power factor is 90 per cent. What is the current in each 
phase ? (C.a.) 

4. Explain, witli the aid of vector and coimection diagrams, how you would 
measure the power input to a three-phase motor. The readings of two watt- 
meters properly connected for this test are respectively 2-5 kW. and 0*25 kW., 
the latter reading being obtained after reversing the connections of the 
current coil. Find the power and power factor. (C.G.) 

5. Two three-phase alternators are running in j)arallel and supplying power 
to a transmission lino symmetrically loaded. Two wattmeters properly 
cormected give readings of 300 and 900 kW. respectively, and both wattmeter 
deflections follow the variations of the load. The readings of ammeters 
connected in the line and in the circuit-? of the two alternators are in the 
ratio 5:3: 4. Determine how much load each alternator is taking, and the 
readings that would bo indicated by each of four wattmeters properly 
connected in pairs in the circuit of each alternator. {L.U.) 

6. Plot a graph showing the variation in power factor with the ratio of 
the wattmeters readings in three-phase power measuroinonts by two watt- 
meters when the load is balanced. 

The power input to a 2000 V., 50-cycle three-phase motor running on 
full load at an efficiency of 90 per cent is measured by two wattmeters which 
indicate 300 kW. and lOOkW. respectively. Calculate (a) the input, (6) the 
power factor, (c) the line current, (d) the horse-power output. (I.E,E.) 

7. A 20-h.p., 500 V., three-phase induction motor is M’^orking at full load 
from supply mains at normal voltage and frequency. Under these conditions 
the power factor of the motor is 0-87 and the efficiency is 89 per cent. Two 
wattmeters are connected in the circuit as follows. Both current coils are 
connected in series with each other in supply main R. One end of each pressure 
coil is connected to supply main R, the other ends being connected to supply 
mains B and Y respectively. Find the readings of each instrument. It can 
be assumed that the motor currents are balanced. (L.U.) 

8. Two three-phase generators operating in imrallel supply a non inductive 
load of 500 kW. at 3.300 volts. If the outjiut from one machine is 200 kW. 
at 0*75 power factor, lagging, what is the output from the other machine. 
{L.U.) 

9. A 440 V., 50-cyclo induction motor takes a Ihie current of 45 A. at a 
power factor of 0-8 (lagging). Three A-connected condensers are installed 
to improve the power factor to 0*95 (lagging). Calculate the kVA. of the con- 
denser bank, and the capacitance of each condenser. State the conditions 
which determine the most ocoiKunical power factor at which to operate a 
motor. {I.E.E.) 

X.— TRANSMISSION LINES AND CABLES (CHAPTER X) 

1. A system supplies a load which varies in a period of 24 hours as follows : 
6 a.m. to 12 noon, 1000 kW.; 12 noon to 1 p.m. 100 kW; 1 p.in. to 6 p.m. 
1000 kW. ; 6 p.m. to 6 a.m., 300 kW. 

The energy is transmitted over a line in which the losses at full load (i.e. 
1000 kW.) are 5 kW., and is transformed by a transformer having a no-load 
loss of 6 kW. and a copper loss (at an output of 1000 kW.) of 8 kW. Calculate 
the total energy losses in transmission and conversion during the period of 
24 hours. (I.E.E.) 

2. An alternator supplies current to two single-phase motors located some 
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distance apart, each motor taking 7*5 kW. at a power factor of 0*8. The 
resistance of the line wires between the alternator and one motor is 0*2 Q. 
and that of the line wires between the motors is also 0*2 Q. Determine the 
voltage at the alternator in order that the voltage at the further motor may 
be 100 V. 

3. A single-phase load of 200 kVA. is delivered at 2500 V. over a trans- 
mission line having jR = 1-4 Q., X = 0*8 H. Calculate the current, voltage, 
and power-factor at the sending end when the power factor of the load is (a) 
unity, (b) 0*8, lagging, (c) 0*8 leading. {I.E.E.) 

4. Explain, with the aid of a vector diagram, the effect of power factor 
upon the voltage drop in a transmission line. A line, having R = 0-05 Q., 
X = 0-07 Q., delivers 10 kW. at 230 V., 0*8 power factor (lagging). Calculate 
the voltage regulation and the efficiency of the transmission. (L.U.) 

6. Determine the necessary cross-section of each wire of a three-phase 
transmission lino, 2 miles in length, designed to deliver 500 kW. at 6000 V., 
unity power factor and 95 per cent efficiency. The specific resistance of the 
material used is 0-7 microhm per inch cube. (L.U.) 

6. A three-phase supply at 400 V., 50 frequency, and 0*9 power factor 
is required for a factory 1*3 miles from a generating station. The total power 
at the factory is 500 kW. If the voltage lost in transmission is 10 per cent of 
the received voltage, calculate the necessary cross-section of each conductor. 
Assume the resistance of a cable 1 mile long and 1 sq. in. in cross-section is 
0*43 Q.. The effects of inductance and capacitance may be neglected (L.U .) 

7. Show that when tlie fall of voltage due to resistance and reactance is 
small compared with the lino voltage, the fall of voltage along a three-phase 
transmission line per ampere per mile is given by the exi)ression y/Z(R cos q) 
4- X sin (/)), wliere R is the rc'sistanco per mile of conductor, X the reactance 
per mile of conductor, and cos (p the power factor of the load. 

Find the fall of voltage along a three-phase transmission line, the line 
pressure at the load being 30,000 V. and the length of the line being 30 miles, 
when 5000 kVA. are delivc'rc'd at a power factor of 0-8, the current lagging. 
The resist a rK’e and reactance per mile are 0*72 12. and 0*6 12. respectively. 
(L.U.) 

8. Prove that in a symmetrically arranged three-phase transmission line 
the inductive drop and resistance drop between any two wires is the same as 
that which would occur if half the total i)Ower were transmitted at the same 
voltage and frequency along two of the wires. 

An overhead thn*e-p}iase line consists of three wires, each 0-8 in. in diameter, 
spaced 4 ft. apart. The current flowing per wire is 300 A. at 50 cycles. 
Calculate the resistance and inductive drop per mile of line ; the specific 
resistance of copper is 0*67 microhm per inch cube. (L.U.) 

9. What load at 0*8 yjower factor, lagging, can be delivered by a three- 
phase line 5 mih's long with a pressure drop of 10 per cent. The station 
voltage is 11,000 V., and the resistance euid reactance per mile of line are 
0*09 O. and 0*08 12. respectively. (G.O.) 

10. 15,000 kVA. is received at 33 kV., 0-85 power factor (lagging) over an 
8-mile three-phase overhead line. Each line has R = 0*29 12. per mile and 
X = 0*65 12. per mile. Calculate (a) the voltage at the sending end, (b) the 
power lost in the line, (c) the percentage regulation. (l.E.E.) 

Calculate also (d) the efficiency of transmission, (e) the power factor at the 
sending end of the line, (/) the power input to the sending end of the line. 

11. A three-phase, 5()-cyclo, generating station supplies an inductive load 
of 5000 kW. at a power factor of 0*7 by means of an overhead transmission 
line 5 miles long, with conductors symmetrically arranged. The resistance 
per mile of each wire is O-Gl 12., and the self-inductance per mile of the loop 
formed by any two conductors taken together is 0-0035 H. The pressure at 
the receiving end is maintained constant at 10,000 V. If a condenser is 
connected across the load to increase the power factor at the receiving end 
from 0‘7 to 0-9, calculate (a) the value of capacitance required per phase. 
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(b) the station voltage when the condenser is in use, (c) the station voltage 
when the condenser is disconnected. {C.O. ) 

12. A transmission line worked at 11 kV. between phases has a resistance 
per phase of 8 O. and a reactance per phase to neutral of 11 fl. It supplies 
a load having a power factor of 0*8 (lagging). The frequency is 60 c.p.s. A 
26 fiF, condenser is connected at the receiving end of the line between each 
phase and the neutral. At what kW. load will the regulation be zero ? (L.C7.) 

13. Draw and explain the vector diagram for a transmission line assuming 
that half the line capacitance is concentrated at each end of the line. 

A 60-frequency, three-phase line, 100 km. long, delivers a load of 40,000 
kVA. at 110 kV. and a lagging power factor of 0*7. The line constants (line to 
neutral values) are : resistance, 1 1 Q. ; inductive reactance, 38 D. ; capacitive 
susceptance, 3 X 10*“* mho. Find the sending-end voltage, current, power 
factor and power input. (C.O.) 

14. A three-phase, 60-cycle transmission line is 50 miles long and delivers 
2500 kW. at 30 kV., 0*8 power factor (lagging). Calculate the voltage at the 
generator end of the line if each conductor has R = 0*4 D. and X = 0*6 D. 
per mile. If an extra load consisting of condensers having C = 1 - 5 ^ F. to neutral 
is connected at the middle of the line, calculate the voltage at the generator 
end. (L.C7.) 

15. A three-phase load of 9000 kVA. at 0*9 power factor (lagging) is received 
at 60 kV. and 50 c.p.s. from an overhead transmission feeder 50 miles long, 
for which R = 0*67 Q., X = 0*67 O. per conductor per mile, and the capaci- 
tance to neutral is 0-014 yuF. per mile. Calculate the voltage and the power 
factor at the sending end of the line. (L.U.) 

16. A three-phase load of 600 kW., at 11 kV., 0-8 power factor (lagging), is 
supplied by two overhead lines A and B operating in parallel. The resistance 
and reactance per conductor are ; 4 Q. and 6 D. respectively for line A, and 4 Q. 
and 2 Q. respectively for line B, Calculate accurately the current and the 
power supplied to the load by each overhead line. {L.U.) 

17. A substation receives 10,000 kW. from a central distributing station 
by means of duplicate overhead three-phase lines operating in parallel. The 
lines follow different routes. For line A, R = 15 D., X == 16 O. per con- 
ductor; and for line /? = 13 Q., X = 15 D. per conductor. The voltage 
at the distributing station is 66 kV. and the power factor at the substation 
is 0-8 (lag). Calculate the current in each transmission line. {L,U,) 

18. Two parallel three-phase feeders, A and B, supply 600 kW. at unity 
power factor, and 160 kW. at 0-8 power factor (lagging) respectively, a voltage 
being injected into each line of feeder B. The constants per line are: 

A, ij = 1*1 D., X = 2 Q.; B, R ^ 0*9 Q., X = 1-8 II. Find the injected 
voltage in terms of the receiving-end line voltage, and its phase difference 
with respect to the current in B. (L.U,) 

19. A three-phase load at 0*8 power factor (lagging) is supplied at 10 kV. 
through a transmission line A fed by two other transmission lines B and C 
which are connected in parallel. Calculate the voltage at the generator end 
of B and C when the current in B is 100 A. Calculate also its phase relationship 
to the voltage at the load. The resistances per conductor are : A, ID.; 

B, 2 D. ; (7, 2 D. ; and the reactances per conductor are : A, 2 D. ; B, 4 D. ; 

C, 6 0. (L.f7.) 

20. A three-phase transmission line 20 miles long delivers 1000 kW. at 
30 kV., 0*8 power factor (lagging). Calculate the voltage at the generator end 
if the resistance and reactance per mile of conductor are 1-26 U. and 0-6 D. 
respectively. 

If a 30/10 kV. transformer is connected at the end of this line, calculate 
the voltage at the generator end of the line if the load of 1000 kW. at 0*8 
power factor is delivered at the secondary side of the transformer at 10 kV. 
Referred to the neutral on the secondary side the equivalent resistance and 
reactance of the transfonner are 0*8 D. and 2*6 D. respectively. {L,U,) 

21. A three-phase transmission line is 40 miles long. Each conductor has 
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a resistance of 0*4 Q. per mile and a reactance of 0*6 per mile. It is fed 
at one end through a step-up transformer for which the ratio of transformation 
is 1 : 3, the equivalent resistance per phase referred to the secondary is 2 12., 
and the equivalent reactance per phase referred to the secondary is 8 12. 

The voltage and current at the mid-point of the line are 33 kV. (between 
lines) and 100 A. respectively, the power factor being 0*8 (lagging). Calculate 
(a) the voltage at the low-voltage terminals of the transformer, (b) the 
equivalent resistance and reactance “to neutral” of the load at the end of 
the lino. (L.U.) 

22. Compare the weights of cupper required in a cable transmission system 
utilizing (a) constant direct current, (b) single-phase, (c) three-phase three- 
wires. Assume the same transmitted power and maximum voltage between 
conductors, and the same percentage loss in each case. Assume also unity 
power factor and balanced load. {I.E.E.) 

23. The measured capacitance between any two cores of a three-phase cable 
is 5ytt F. Calculate how many kVA. are nee'ded to keep the cable charged 
when connected to 10,000 V., 50 cycle, three-phase bus-bars. (C.G.) 

24. In a symmetrical three-core, three-phase cable with earthed sheath, 
the capacitances per mile are 0*1 /iV. between sheath and bunched con- 
ductors; 0*12 /iF. between one conductor and the other two joined to the 
sheath. If the length of the cable is 10 miles, the line voltage 33,000, and the 
frequency 50, calculate the charging current in each core. (I.E.E,) 

25. An overhead three-phase transmission lino is 105 miles long and has a 
characteristic impedance of 450/-15° 12. at 50 c.p.s. and a propagation con- 
stant of 1*9 X 10”®/75° per mile. What must bo the voltage at the generating 
end if the voltage at the receiving end is 132 kV. with a load of 20,000 kW. 
at unity power factor? (L.U.) 

26. Explain how the primary constants of a long transmission line may be 
found from measurements of the impedance of the lino. Calculate the resist- 
ance, inductance and capacitance per mile of a 50-cycle overhead line 175 
miles long, the measured impedances of which are 1500 /- 75° £2. on open 
circuit, and 150 /45° on short circuit. (L.U.) 

XI.— ALTERNATORS (CHAPTER XI) 

1. Prove that the frequency, /, of the E.M.F. generated by an alternator 
having p pole-pairs and running at n r.p.s. is given by / -- pn. The field 
system of a 50-cycle alternator has a sinusoidal flux per polo of 10^ 
lines. Calculate the E.M.F. generated in one turn which spans J of a pole 
pitch. (L.U.) 

2. A single-phase alternator has 20 polos, 6 stator slots per pole, and the 
stator winding consists of full-pitch coils. With all slots wound, 1 0 conductors 
in each slot, the alternator is run at 300 r.p.rn. with its fields excited to give 
a flux of 10’ linos per pole. Calculate the generated voltage in the stator 
winding. 

If this voltage is applied to the primary winding of a transformer wliicJi has 
1000 turns, calculate the maximum value of the flux in the transformer core. 
Prove any formula used. (L.U.) 

3. Explain the effect on the K.M.S. value of the E.M.F. of an alternator of 
distributing the armature coils and of skewing the armature slots, llefine 
distribution factor (or breadth coefficient) and calculate its value for a tliree- 
phase, single-layer winding with 3 slots per polo per phase. Assume a sinu- 
soidal flux distribution. (C.O.) 

4. Calculate the “ winding distribution factor ” (or “ breadth coefficient ”) 
for the winding of a single-phase alternator having four full -pitch coils per 
pair of poles located in slots 15° apart, the flux distribution in the air gap 
being sinusoidal. 

5. Deduce an expression for the distribution factor for the nth harmonic 
of the induced E.M.F., in a winding occupying g' slots per pole per phase, 
there being g slots per pole with full -pitch coils. Evaluate the expression for 
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the fundamental and third harmonic is an eight-polo alternator having 72 
slots, the phase spread being 3 slots per pole. (I,E,E») 

6. The stator of a two-pole SOOOr.p.m., three-phase turbo-alternator is 
wound with a double-layer winding in 54 slots, there being four con- 
ductors per slot. The pitch of the coils is two slots less than the pole-pitch. 
The flux per pole is 25 megalines and is distributed sinusoidally over the 
pole-pitch. Calculate the no-load terminal voltage if the windings are star 
connected. (L. U . ) 

7. A three-phase, 50-cycle, Y-connected alternator has open-circuit char- 
acteristic as follows — 

Open-circuit terminal volts . 0 4250 6 370 8 500 10 300 12 200 13 300 

Amperc-turna per pair of poles 0 8000 12 000 16 000 20 000 28 000 36 000 

The stator winding has a leakage reactance of 4 Q. per phase and has negligible 
resistance. Calculate the generated stator voltage, at an output of 2000 kVA., 
11,000 V., 0*8 power-factor (lag). If at this output the stator reaction field 
ampere-turns are 10,000 per pair of poles, calculate the number of ampere-turns 
required on each pair of main poles and the voltage regulation of the alternator. 

8. Tests on a 15,000 kVA., 11,000- V., three-phase, 50-cycle, Y-connected 
turbo -alternator gave the following results — 

Field amp.-turns ywr pole, thousands . . 10 18 24 30 40 45 50 

Open-circuit lino E.M.F. (kV.) . . .4-9 8-4 101 11-5 12-8 13-3 13*65 

Line voltage (kV.) with full-load current, zero 

power factor ...... 0 10*2 

Find the armature-reaction amp. -turns, the leakage reactance, and the regu- 
lation for full load at 0*8 power factor (lagging). Neglect resistance. (I.E.E.) 

XII.- INDUCTION MOTORS (CHAPTER XII) 

1. Prove the relation between the slip and the rotor output of a three- 
phase induction motor working at constant voltage and frequency. 

A three-phase induction motor has a synchronous speed of 500 r.p.m. and 
runs at 486 r.p.m. when giving a torque of 488 lb. -ft. Find the rotor efficiency 
and the rotor copper loss. (L.U.) 

2. Show that full-load power is required to obtain full-load torque in a 
polyphase induction motor. Neglect stator losses. 

A 500 V., 50 frequency, six-polo, three-phase motor develops 20 h.p. in- 
clusive of mechanical losses when running at 975 r.p.m., the power factor 
being 0*87. Calculate (a) the slip, (6) rotor copper losses, (c) total input if the 
stator losses are 1 500 W., (</) line current, (c) number of cycles per minute of the 
rotor E.M.F. (C.G.) 

3. A 50 h.p., 500 V., three-phase induction motor has an efficiency of 85 
per cent and a power factor of 0*8 at full load. What is the voltage across each 
phase of the motor and the current in each phase when the motor is on full load 
and is (o) star-connected, (6) delta-connected? (L.U.) 

4. A three-phase induction motor with squirrel-cage rotor is rated as 
follows : 25 h.p., 400 V., 960 r.p.m., 50 c.p.s. The power factor at full load 
is 0*9 and the efficiency is 90 per cent. When switched on to the line, the 
motor takes 5 times full-load current and gives twice full-load torque. Find 
the line current and the motor torque, if an auto -transformer with a 50 per 
cent tapping, is used for starting purposes. Neglect the magnetizing current 
of the transformer. Draw a simplified diagram of connections for the starting 
apparatus. (L.U.) 

5. A 7Jh.p., 400 V., three-phase induction motor with squirrel-cage rotor, 
has its stator windings arranged for star-delta starting. The equivalent im- 
pedonce per phase of the motor with rotor locked is 12-5 O., and the rotor i*i? 
loss at full load is 225 W. Determine the approximate line current at starting 
and the starting torque (as a percentage of the full-load torque) when the 
motor is started by a star-delta starter. 

Assume the power factor at full load to be 0*87 and the efficiency at full 
load to be 0*88. {L.U.) 
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6. A three-phase, 100 h.p., 660 V., 60-cycle induction motor has both stator 
and rotor windings Y-connected, the ratio (rotor tums/stator turns) being 0*7. 
The rotor resistance per phase is 0-2 Q, and the leakage inductance 0‘003 H. 
Determine (a) the rotor starting current on normal voltage with the slip rings 
short-circuited, (b) the rotor power factor at starting, (c) the full-loa.d rotor 
current (slip = 3 per cent), {d) the rotor power factor at full load, (e) the ex- 
ternal resistance per phase to obtain a staxting current of approximately 
60 A. in the stator. The effect of stator impedance may be neglected. What 
generally would be the effect on the results if the stator impedance were taken 
into account? (L.U.) 

7. Show that the performance of a polyphase induction motor operating 
with constant applied voltage and frequency can be approximately represented 

by the equivalent circuit shown in the accompany- 
ing diagram. Point out the assumptions made and 
develop a vector diagram for the circuit which 
enables the line and load currents to be deter- 
mined directly. With the values given — which 
relate to one winding of a star* connected three- 
phase motor — determine (a) the maximum power 
input, (b) the maximum power expended in the resistance B, (c) the value of B 
which gives the maximum power factor (L.U.) 

8. Draw to scale the circle diagram of a 25 h.p., 400 V., 60-cycle, six-pole, 
three-phase induction motor from the following test figures — Nodoad test, 
400 V., 12 A., power factor 0-15; Short-circuit test, 200 V., 86 A., power factor 
0*3; Batio of rotor to stator losses on short circuit, 0-9. Determine from the 
diagram the full-load current and power factor, and the percentage pull-out 
torque. (I.E.E.) 

9. The following data refer to a 75 h.p., 500 V., 16-pole, 50-cycle, three- 
phase, slip-ring induction motor — Bunning light, 500 V., 35 A., 2235 W. ; 
Standstill, rotor locked and slip-rings short circuited, 137 V., 87*5 A., 5720 W. ; 
Standstill, slip-rings open circuited, 500 V. (stator), 196 V. (rotor); Stator re- 
sistance (measured between line terminals), 0‘16 D. ; Connections of stator and 
rotor windings, Y. Draw the circle diagram and deduce therefrom (i) the full- 
load current and power factor, (ii) the external resistance per phase to give 
1*5 times full-load torque at starting. (L.U.) 

10. The follow^ing particulars apply to a three-phase, 200 h.p., 6000 V., 
25-cycle, eight-polo induction motor with star-connected stator and rotor. — 
Turns per phase : 576 (stator), 56 (rotor) ; resistance per phase, 3‘69 (stator), 
0*032 Q. (rotor); reactance per phase, 16*1 (stator), 0*074 fl. rotor; mag- 
netizing current, 5*5 A. ; iron loss, 2*1 kW. ; friction and windage loss, 1*3 kW. 
Draw the circle diagram and determine two values of rotor starting resistance 
which will give twice full-load torque at starting. Determine also the starting 
currents. (L.U.) 

XIII.— THREE-PHASE TRANSFORMERS (CHAPTER XIII) 

1. A 500 kVA., three-phase, 60-cycle transformer has a voltage ratio (line 
voltages) of 33,000/11,000 and is A/Y connected. The resistances per phase 
are: h.v. winding, 35Q. ; l.v. winding, 0*876 Q. The iron loss is 3050 W. 
Calculate the efficiency at full load and half load at (a) imity power factor, 
(b) 0*8 power factor. (I.E.E.) 

2. Determine the currents in the various branches of a three-phase, Y-con- 
nected auto-transformer loaded with 400 kW. at 0*8 power factor (lagging), 
and having a ratio 440/650 V. Neglect voltage drops, magnetizing current 
and all losses. (I.E.E.) 

3. A 50-cycle, three-phase, 600 kVA., 6600/440 V., A/Y transformer is to 
work with B^ax = 12,500 lines per cm.* The net area of iron in each core is 
400 cm.* Determine the number of turns in each phase of both windings and 
the cross-sectional areas of the conductors. A suitable current density is 
260 A. per cm.* If the iron loss at normal volts ge and frequency is 9 kW., 
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and the resistances per phase are 4 O. (primary) and 0*0052 Q. (secondary), 
calculate the load at which maximum efficiency is obtained. {L.U,) 

4. A three-phase transformer rated at 300 kVA., 11,000/415 V., 60 cycles 
is to be designed. The primary windings are to be A connected and the 
secondary windings Y connected. The approximate value of the voltage per 
turn is to be 10*5. Calculate (i) the number of primary and secondary turns, 
and the cross-sectional area of their conductors, if the current density is to 
be 2 A. per mm.*; (ii) the cross-sectional area of each core if the flux density 
IS not to exceed 10 kilo lines per sq. cm. Draw up a specification for the 
secondary winding. {L,U.) 

6. A three-phase transformer delivers 100 kVA. on its h.v. side to a 
capacitive load. The ratio of transformation is 440/3300. The equivalent 
resistance and reactance per phase, referred to the secondary, are 3 1^. and 9 n. 
respectively. Calculate the primary voltage if the secondary voltage is 3300. 

If the exciting current (assumed constant) is 10 A. at 0*1 power factor, 
calculate the total input current and its power factor. {L.U.) 

6. A three-phase, 60-cycle transformer has a ratio of transformation of 
30/10 kV. The secondary voltage is 10 kV., and it supplies a load consisting 
of two circuits A and B in parallel. The phases of circuit A are star-connected 
and each takes a current of 100 A. at 0*8 power factor (lag). Circuit B con- 
sists of a star-connected condenser bank, each phase having a capacitance of 
100 fiF. Calculate the voltage regulation of the transformer and the power 
factor on its primary side. Transformer particulars (referred to neutral) are — 
Primary, B ~ 2 Q., X == 6 Q. ; Secondary, R 0*2 H., X — 0*6 O. {L.U.) 

7. Two single-phase transformers are used to convert a balanced three- 
phase into a balanced two-})has'' pressure. The pressiin* on the three-phase 
side is 6600 V. and that on the two-phase side is 2200 V. Find the number of 
turns ill each transformer when the induced pressure per turn is 10 V. (L.U.) 

8. Explain, with conne(*tion and vector diagrams, the transformer connec- 
tions to obtain a two-phase supply from a three-phase system. Two 100 V. 
single-phase furnaces take loads of 600 kW. and 900 kW. respectively at a 
power factor of 0*71, and are supplied from 6*6 kV., three-phase mains through 
Scott-connected transformers. Calculate the currents in the three-phase 
lines, neglecting transformer losses. {C.Q.) 

9. I Vo electric furnaces are supplied with single-phase current at 80 V. 
from a three-phase 1 1,000 V. system by mi'ans of two single-phase Scott- 
connocted transfornu'rs with similar secondary windings. Wlien the load 
on one transformer is 500 kW. aiul the load on tlie other is 800 kW., what 
current will flow in oacli of the three-phase lines (i) at miity ]iower factor, 
(ii) at 0*5 power factor ? Negh'ct tlie phase dis})lacemcnt and losses in the 
t ransf omiers. {C. G . ) 

10. State the conditions to be fulfilletl for the satisfactory parallel operation 
of two three-phase transformers. Two Y/Y three-phase transformers A and B, 
of equal rating, share a balanced load of 400 kV A. at a power factor of 0*8 
(lag). Calculate the load on each transformer. The voltage drops per phase 
corresponding to the full-load currents, and expressed as percentages of the 
normal secondary voltages, are ; 1 per cent {RI) and 5 per cent {XI) for trans- 
former A, and 2 per cent (i?/) and 6 per cent {XI) for transformer B, {L.U.) 

11. Calculate the currents supplied by each of two three-phase trans- 
formers. working in parallel and delivering a total load current of 200 A. 
The transformers have equal ratios of transformation, and their equivalent 
impedances, referred to the secondary windings, are 2 -f ohms per phase 
for transformer A and 2 -j- j3 ohms per phase for transformer B. Calculate 
also the angle of phase displacement between the load current and the currents 
in the two transformers. {L.U.) 

12. Dotermino the relative voltages of the secondary windings of the 
three-phase/twelve-phase tramsformor connections shown in Fig. 189. 

13. Two similar three-phase transformers, one core-type and the other 
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shell-type, both y-connected on the primary and secondary sides, are con- 
nected to the same 11 kV. supply mains. The voltage between the primary 
star points (which are not comiected together or to any other point in the 
system) is found to be 3000 V. Explain clearly the reason for this voltage, 
and describe methods by which it could be reduced. {L,U.) 

XIV.— NON-SINUSOIDAL WAVE FORMS (CHAPTER XIV) 

1. An E.M.F. is represented by V = 1000 sin + 250 sin Zo)t + 200 sin 5 
Calculate the reading that will bo given by an electrostatic voltmeter connected 
to the circuit. 

2. An E.M.F. c — 100 sin cai + 8 sin 3 wt is applii^d to a circuit which has 
a resistance of 1 Cl., an inductance of 0*02 H, and a capacitance of 60 //F. 
A hot-wire ammet(>r is connoctc'd in series with the circuit, and a hot-wire 
voltmeter is connected to the terminals. Calculate the ammot(*r and voltmeter 
reading and the power supi)lied to the circuit, (liven a> — 300. (L.U.) 

3. An alternating current represented by i — 10 sin a)t is superimposed upon 
a direct current of 80 A. What is the R.M.S. value of the resultant current ? 

4. An E.M.F. repri'sented by the equation c — 150 sin 314t + ^>0 sin 942t is 

applied to a condenser having a capacitance of 20 fiF. What is the R.M.S. 
value of the charging current ? (C.(7.) 

5. An alternating voltage e — 100 sin IOOtt^ - 30 sin 3007r^ + 10 sin SOOtt^ 
is applied to a coil having i? ~ 10 Q. and L ~ 0-0318 H. Determine an ex- 
pression for the wave-form of the current flowing and calculate the total 
power consumed in the circuit. (L.U,) 

6. A coil, having R — 20,. and L = 0-01 H., carries a current which obeys 
the law — i = 50 + 20 sin 300f — where i is in amp. and t in sec. A moving- 
iron ammeter, a moving-coil voltmeter and a dynamometer wattmeter are 
used to indicate the current, voltage and power respectively. Determine the 
readings of the instruments and the law governing the p.d. Neglect all losses 
in the instruments, ( L, U . ) 

7. Two circuits, having impedances at 50 c.p.s. of (10 + j6) f}. and (10 - jS) 
Q. respectively, are connected in parallel across the terminals of an A.C. 
system, the wave-form of which is roprosonteil by c — 100 siiiio^ + 35 sm 
Scot 10 sin 5o)ty the fundamental frequent y being 50 c.p.s. Determine the 
ratio of the readings of two ammeters, of negligible resistance, connected one 
in each circuit. (I.E.E.) 

8. The capacitance of a 20-fxF. condenser is checked by direct connection 
to an alternating voltage, which is supposed to be sinusoidal, an electrostatic 
voltmeter and a dynamometer ammeter being used for the measurement. 
If the voltage actually follows the law c = 100 sin 250/ + 20 sin (500/- cp) 
+ 10 sin (750/- a), calculate the value of the capacitance as obtained from 
the direct ratio of the instrument readings. (L.U.) 

9. A coil having L = 0-1 H. and R = 100 Q. is connei‘ted in series with a 
condenser across a supply, the voltage of which is given by e = 200 sin 314/ 
+ 5 sin 3454/. What capacitance will be required to produce resonance with 
the 11th harmonic? Find (a) the equation of the current, and (6) tho R.M.S. 
value of the current, if this capacitance is in circuit. (L.U.) 

10. A voltmeter, designed for the measurement of third harmonic com- 
ponents in a 50-cycle system, consists of a moving-iron milliammeter con- 
nected in series with an inductance and a condenser (G = 0-25/iF.), the whole 
circuit having R = 250 Q. and being tuned to 150 c.p.s. Calculate (a) the 
total inductance in tho circuit, (b) the error in the reading if the frequency 
falls to 49*5 cycles per sec., (c) the error if the frequency is correct, but the 
voltage wave contains a fifth harmonic having an amplitude equal to 40 per 
cent of the third. (I.E.E.) 

11. A star-connected, three-phase alternator, tho phase E.M.Fs. of which 
are symmetrical but non-sinusoidal, supplies a balanced star -connected load., 
Show that if the E.M.F. wave-form contains 3rd, 9th, 15th, etc., harmonics, 
a difference of potential will exist between the neutral points of generator 
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and load, and that if these neutral points are connected by a fourth line wire 
the current in this wire is made up of components having frequencies 3, 9, 16, 
etc., times the fundamental frequency. 

Calculate the R.M.S. value of this current if the alternator E.M.F. follows 
the law e = 850 sin 314^ + 120 sin 942< -f 50 sin 2826^ The impedance per 
phase of the alternator is {0-02 + j0‘12) Q. at 50 c.p.s. and the resistance per 
phase of the load is 1 0 O. 

XV.— MAGNETIC CIRCUITS (CHAPTER XV) 

1. The following data refer to a 50-cycle transformer. Calculate and plot 
the B-H loop. Applied primary volts, 110 (R.M .S. ) ; number of primary turns, 
90; length of mean magnetic path, 125 cm.; cross-section of magnetic path, 
45*9 cm. 2 The applied voltage is sinusoidal and voltage drops may be neg- 
lected. The wave-form of the no-load current is as follows, the angles being 
measured from the start of the positive half-wave of the applied voltage — 

Angle (“) .0 20 40 00 80 100 120 140 160 

Current (A.) . . .-4-97 -3 -1 -i 0-25 1 ]-69 2-39 3 18 4*18 

2. The connection between the magnetizing curri^nt and hux for a particular 
alternating -current electromagnet is shown by the following table, which 
gives values for oiK'-lialf of tlie magnetization loop, the complete loop showing 
the usual S3mimetry with respect to the axes- — 

Flux (kilolines) 0 30 75 120 150 179 170 165 138 102 60 0 

Magnetizing 

current (A.) 5-5 6-25 8 10-5 14-25 20-5 13-5 6-8 0 -3 -4-5 -5*5 

l*lot the loop on squared paper, and by its aid deduce and plot the wave- 
form of the magnetizing current wlien the flux follows a sine law, tlie amplitude 
of the flux being equal to the maximum value of the flux in the above 
magnetization loop. {L.U.) 

3. Deduce an expression for the watts per cm.® wasted in eddy currents in 
a thin core plate of a transformer, in terms of the frequency, the specific 
resistance of the material, the maximum flux density and the thickness of 
the plate. 

In a 440 V., 50-frequeiicy transformer, the total iron loss is 2500 W. When 
the applied voltage is 220 V. at 25 c.p.s., the corresponding loss is 850 W. 
Calculate the eddy-current loss at normal voltage and frequency. {C.O,) 

4. Determine the magnitude of the hysteresis and of the eddy current 
losses at 25, 50 and 60 cycles per second for a transformer which gave the 
following open-circuit data. 


Apjilicd volts . 

. too 

75 

50 

25 

Cycles per second 

50 

37*5 

25 

12-5 

Watts input 

85 

58-6 

35-6 

16 


Give a full explanation of the principles underlying the method adopted. 

{LM.) 

5. An iron-core choking coil has a magnetic length of 120 cm. and a cross- 
sectional area of 25 cm.® There are 100 turns of wire of negligible resistance. 
The maximum flux density is 11,000 linos per cm.® for which 5 amp. -turns 
per cm. are required. Calculate for a frequency of 50 c.p.s. (a) the VA. sup- 
plied, (6) the inductance of the coil. Find also these quantities when an air 
gap of 2 mm. is introduced in the iron core. {C.O.) 

6. A single-phase core-tj’po transformer lias tlic follow’ing dimensions : 
cross-section of each core 515 sq. cm., distance between axes of cores 53 cm., 
cross-section of each yoke 650 sq. cm., distance between axes of yokes 96 cm. 
Calculate the flux produced by 1330 ampere-turns having given the following 
relationship between B and H for the magnetic circuit — 

B . . 6000 9000 10500 13750 

H . . 1-3 2-6 5-9 18-6 {L.U.) 

7. Calculate the no-load current for a single-phase transformer having 
given the following data : Primary voltage 2200, supply frequency 50, 
no-load loss 500 W., number of turns in primary winding 1200, magnetic 
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cross-section of core 35 sq. in., magnetic length of core 80 in., permeability 
(at flux density corresponding to normal primary voltage) 1200. 

8. A transformer for 10 kVA., 2200 V. (primary), 60 cycles, takes 100 W. 

at rated voltage and frequency when its secondary is open. If the mag- 
netizing current is 90 per cent of the exciting current, what is the no-load 
power factor of the transformer ? What is the exciting current in amperes 
and as a percentage of the ratf‘d full -load current ? {L.U.) 

9. A single-phase core-type transformer has a core cross-section (net iron) 
of 60 cm.® and a yoke cross-section (net iron) of 65 cm.® The primary winding 
has 1350 turns and the secondary winding has 148 turns. Calculate the no- 
load current and the voltage at the secondary terminals when a voltage of 
2200 V. at 50 frequency is applied to the primary. The mean magnetic length 
of each core is 30 cm., and that of each yoke is 23*5 cm. The overall length of 
each yoke is 27 cm. 

Magnetic data of the sheet-steel laminations are — 

Flux density (lines per cm.*) .... 8000 10,000 12,000 13,000 
Ampere turns per cm. ..... 1-6 2-.)5 5-9 9*35 

Coro loss at 50 eyolefc (W. per lb.) . . . 0-53 0-8 1-1 1*3 

Assume the weight of one cm.® of the stool laminations to be 1/58 lb. (L.U.) 

10. The not cross-soction of iron in each core and yoke of a single-phase 
core-type transformer is 50 cm.® and 55 cm.® rospoctively. The magnetic 
length of each core is 35 cm. and that of each yoke is 30 cm. Calculate the 
voltage per turn at 50 c.p.s. to give an iron loss of 70 W. The density of the 
laminations is 0*0165 lb. per cm.**, and the iron loss (Z\) at 50 c.p.s. is — 

(lines per cm. ») . . . 6000 8000 10,000 12,000 

P, (Wpcrlb.) 0*3 0*18 0-72 1 01 

11. A choking coil consists of a ring-shaped core of 1*5 sq. in. section and 
8 in. mean diameter. The ring is wound with 1500 turns having a resistance 
of 400 Q. Calculate the current m the winding when it is connected to a 
220 V., 50-cycle supply of sinusoidal wave-form. The permeability of the 
iron may be taken as constant at 10,000, the iron losses at 0*5 W. per lb., 
and the density of iron 7*8 gm. per cm.®. (I.E,E,) 

12. An air-gap choking coil has a back-E.M.F. of 200 V. when taking 
10 A. from a 50-cyclo supply. Calculate the effective length of the air-gap. 
Assume that (a) the number of turns is 400, (6) the maximum flux density in 
the air-gap is 8000 lines per cm.®, (c) the magnetic reluctance of the iron core 
is 6 per cent of that of the air-gap, (</) the magnetic leakage and losses are 
negligible. {I.E.E.) 

13. The nearly closed iron core of a choking coil has a net iron cross-section 
of 20 cm.® and the mean length of the iron path is 50 cm. This core is to bo 
worked at a flux density of 10,000 lines per cm.® and at this density it requires 
3*5 amp. -turns per cm. of magnetic length, and the iron loss is 0 025 W. per 
cm.® at 50 cycles. If the coil is to absorb 50 V. at a current of 10 A. on a 
50-cycle circuit, calculate (a) the number of turns, (6) the length of the air 
gap, and (c) the phase difference between the terminal voltage and current. 
The resistance of the coil may be neglected. {L.U.) 

14. A choking coil, normally used in series with a mercury- vapour lamp 
on a 50-cyclo supply, has a net core cross-section of 15 cm.®, an air-gap of 
2 ram., and a magnetic length of 25 cm. The coil is wound with 500 turns, 
and the resistance of the winding is 1*6 £1. The normal current is 2*28 A. at 
50 c.p.s., and the core loss is 17 W. Calculate the voltage at the terminals of 
the coil. Magnetic data of the laminations are — 

Flux (lonsity (lines per era.*) . . 4000 6000 8000 10,000 

Ampere turns i>cr cm. . . .0-6 1*05 1*6 2*55 

XVI.—MEASURING INSTRUMENTS AND MEASUREMENTS 
(CHAPTERS XII, XIII, XV) 

1. A 150 V. moving- iron voltmeter takes a current of 0*06 A. and has an 
inductance of 1*105 H. The total resistance is 2490 0., of which 695 0. is 
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in the magnetizing coil. Calculate the frequency error when used on a 60- 
cycle circuit, aissuming the d.c. calibration to be correct. Show how the 
frequency error may be compensated by means of a condenser shunting 
the series resistance, and calculate the capacitance required in this case. 

2. The relationship between the inductance, current, and position of the 
moving system of a 2 A. moving iron ammeter is — 


Scale reading (amp.) . 

0*8 

1*0 

1*2 

1*4 

1*6 

1*8 

2*0 

Deflection (Degrees) . 

. 16 

26 

36 5 

49*5 

61*5 

74*5 

86*5 

Inductance (//H.) 

. 573*2 

574*2 

575*2 

576*6 

577*8 

578*8 

579*5 


Deduce an expression for the deflecting torque in terms of the rate of 
change of inductance with position of moving system, and calculate the 
deflecting torque at scale readings of 1 A. and 2 A. {L.U.) 

3. A moving-iron voltmeter — ^range 0-125 V. — has its scale between 0-25 V. 
divided according to a square law (i.e. the deflection is proportional to the 
square of the voltage at the terminals of the instrument) and the remainder 
of the scale (between 26-125 V.) is divided according to a straight-line law 
(i.e. equal ineroments of deflection correspond to equal increments of voltage 
at the terminals of the instrument). The scale divisions immediately adjacent 
to, and on each side of, the 25-V. mark aro of equal lengths. The full-scale 
deflection is 120°, the torque for full-scale deflection is 0*2 gm.-cm., and the 
resistance of the instrument is 1500 0. Calculate the rate of change of the 
inductance of the instrument with deflection for the square-law portion of 
the scale. (L.U.) 

4. What difficultios are encountered in designing a shunt for a moving- 
iron ammeter? It is proposed to use a non-inductive shunt to increase the 
range of a 10 A. moving-iron ammeter to 100 A. The resistance of the instru- 
ment, including the leads to the shunt, is 0*06 Q., and the inductance is 
15yMH. at full scale. If the combination is correct on a d.c. circuit, find the 
error at full scale on a 50-cyclo a.c. circuit. (L.U.) 

5. The coil dimensions of a dynamometer voltmeter giving 90° deflection 
for 60 V. are so arranged that the inductance of the instrument increases 
uniformly as the pointer is deflected from zero to the top of the scale. The 
initial inductance is 0*25 H., and the torque for full-scale deflection is 0*4 
gm.-cm., the current being 0-05 A. Determine the difference between a.c. 
(50-cyclo) and d.c. readings at (a) 50 V., (6) 25 V. (T.E.E.) 

6. A rectifier has tlie following characteristics — 

Volts at terminals . f 1-2 + I- 0 10-8 10-6 0 4 0 -0 6 - 1*2 

Current in mA. .] 20 j- 12 -f 6-6 + 2 +0-8 0 -1-2 -2*4 

The rectifier is connected in series with a permanent-magnet moving-coil 
instrument having a total resistance of 120 ll., and the circuit is connected 
to a sinusoidal supply of 2-5 V. (R.M.S.). Calculate the ammeter reading and 
draw the wave-form of the current passing through the instriunont. (L.U.) 

7. A single-element rectifying device is comiectod in series with a moving- 
coil ammeter and a thermal ammeter, and it is found that the circuit has a 
resistance of 100 D. to a current in one direction, and an infinitely great 
resistance to a current in the opposite direction. If a sinusoidal E.M.F. of 
10 V. (R.M.S.) is applied to this circuit, what will be the reading of each 
instrument, and what will bo the power taken from the supply and the power 
factor of the system ? (I.E.E.) 

8. An electrostatic voltmeter has the fixed inductors in the form of cylin- 
drical segments. The inner radius of the outer segments is 2*575 cm. and 
the outer radius of the inner segments is 2*426 cm. Between these inductors 
a needle, 0*6 mm. thick and cylindrical in form, can rotate. If the angular 
breadth of the needle segments is 115°, the mean radius is 2*5 cm. and the 
active length is 8 cm., calculate the torque in gm.-cm. when 200 V. is applied 
between the needle and the fixed inductors. (L.U.) 

9. An electrostatic voltmeter consists of two attracted plates, one movable. 
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each surrounded by a guard ring so as to Tnake the “edge-effect” negligible. 
It is observed that the application of 10 kV. between the plates results in a 
pull of 500 dynes on the movable plate. Determine the alteration of the 
capacitance of the system resulting from a change in position of the movable 
plate of 1 mm. Diameter of movable plate, 10 cm. (I.E.E.) 

10. A wattmeter is connected up as in the accompanying diagram to measure 
the power supplied to an alternating-current circuit. 

The following readings were taken : A = 2 4, V 
— 200, W = 22. The resistance of the pressure circuit 
of the wattmeter is 8000 O., that of the current coil 
0‘46 and that ol the voltmeter 2000 Q. What are 
the true watts supplied to the load, and what is its 
power factor ? Neglect the inductances of the 
instruments. (L.U.) 

11. The following data refer to an electro-dynamic wattmeter having a 
current range of 3 A. and a pressure range of 2500 V. 

Resistance of pressure -coil circuit, 25,000 Q. ; inductance of pressure coil 
circuit, 0*532 /ill. ; resistance of fixed coils, 5*5 f). 

Determine the error when this instrument is used on a 100 cycle circuit at 
power factors of (a) 0*9, and (b) 0*15 flagging), the current being 3 A. 

12. An electro-dynamic wattmeter has a shunt coil with a resistance of 
750 Q. and a series resistance of 2250 Q. A condenser of 1 juF. capacitance is 
arranged so that it can be sliunted across the series resistance. If two 
readings of the wattmeter are taken, ITj without the condenser shunt and 
\\\ with the condenser .shunt connected, determine a formula by which the 
power factor of tlio circuit in which tlio power is being measured can be 
found in terms of these readings. Frequency 50 c.p.s, {L.U.) 

13. A wattmeter having a moving coil wdth li — 10012., L = 20 niH., is 
used for measuring both power and reactive VA. in a single-phase 300-eycle 
circuit. For power measurements a 3000 12. resistance is connected in senes 
with the moving coil, and for reactive VA. measurements a good condenser 
is substituted for this resistance. Calculate ( 1 ) the capacitance of this con- 
denser, assuming the calibrat.ion of the instrument to remain unchanged, 
(2) the error in the “reaitive” reading when the power factor of the load is 
0*95 (lagging), {I.E.E.) 

14. Explain clearly how phase componsat ion in the voltago-coil circuit of 
an induction-pattern wattmeter may be obtained by shunting the pressure 
coil of tlio instrument with a non-inductive resistance. What are the prin- 
cipal objections to this method of phase compensation ? 

Work out tlu' value of shunt resistance required for an instrument whose 
voltage coil {L — 4*78 H., R = 298 12.) is joined in series with an external 
inductance of 3 H. and an external resistance of 190 Q. The supply voltage 
is 200 V. at 50 c.p.s. What current will flow in the voltage coil? {L.U.) 

15. The current and flux are in phase in the senes system of an induction 
pattern watt-hour motor, but there is an angular departure of 3° from quad- 
rature between the voltage and flux of the pressure system. The speed of 
the rotor on full load at unity power factor is 40 r.p.m. Assuming the meter 
to register correctly under this condition, calculate its percentage error on 
quarter load at 0*5 power factor. {L.U.) 

16. A 50 A., 230 V. meter is put under test, and it is found that the disc 
makes 61 revolutions in 37 sec. when full load is being carried. If the normal 
disc speed is 520 revolutions per kWh., what is the meter error, and how 
could the error be corrected? {I.E.E.) 

17. In a doflectional frequency motor working on the prmciple of electrical 
resonance, there are two parallel circuits each consisting of an inductance 
and a capacitance in series. One circuit has C — 1 juF. and is tuned to a 
frequency of 60 c.p.s. The other has (7 = 1*5 fIF. and is tuned to a frequency 
below 50 c.p.s. The resistance of each circuit is 100 12. What must be the 
inductance of the second circuit, and to what frequency must it be tuned, 
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in order that the current in both circuits shall be the same at a frequency of 
60 c p s ^ (LU ) 

18 The current taken by a small iron cored choking coil is measured by 
means of an a c potentiometer A 1 H shunt is mserted in senes with the 
windmg and the voltage across the latter is measured directly on the potentio 
meter The leadmgs are — Voltage across shunt, -f- 0 8 V in phase, ~ 0 76 V 
quadrature , voltage across winding, + 1 3 V in phase -f- 0 3 V quadrature 
Assuming sinusoidal voltage and current, determine (1) the core loss (2) the 
magnetizing current {I E E ) 

19 When using an ch ctrostatic wattmeter to measure the dielectric loss 
in a leaky condenser at high voltage, the following readings were obtained 
Voltage applied to the condenser, 30,000 V , voltage between the moving 
vanes of the wattmeter and the earthed end of the high voltage supply, 250 V , 
voltage across the 1 30 Q resistance conne cted between the quadrants 2b 8 V , 
deflection of the wattmeter (scale divisions), — 37 , constant of the wattmeter, 
3 52 

A stop up Iransformt r was used to supply the 30,000 V and the vanes of 
the wattmeter were connected to a tappmg brought out from the secondary 
wmding of this transformer near the eartJu d end 

Calculate the power factor and the aiolcctric loss of the condenser at 
30 000 V 

Prove any formulae used, and indicate the ciicumstances under which the 
wattmeter deflection is likely to be nc gative (/ T1 ) 

20 An ulternating curie nt bridge is arranged as follows The arms 
and BC consist of non inductive resistances of 100 O , the arms BE and 
( D ot non inductive variable resistances, the arm FG of a condenser of 
capacitance I /iF the arm D4 of an inductive resistance The alternating 
current source is connected to A and C and the telephones to F and D A 
balance is obtained vvhc ri the resistance ot the aim CD is 60 0 , and the arm 
BE 2600 O 

Calculate the resistance and inductance of the arm DA 

If there ai i harmomcb in the wave form of the source of alt< mating c urrent, 
what will be the effect ^ {L (I ) 

21 The four arms of a bridge network are made up as follows AB, a re 
sistance of 50 Q in parallel w ith an indue tanco of 0 1 H BC a resistance of 
lOOO CD an unknown resistance in parallel with a condenser of miknown 
capadtanco, DA, a resistance of a 1000 O A 60 cycle supply voltage is 
maintained between 4 and C and a vibration galvanometer is connected to 
B and D Find the values of the vmknown resistance and capacitance for 
which the vibiation galvanometer will be undeflocted (L U ) 

22 A small single phase motor, in senes with a 10 Q resistance, is con 
nected to a 220 V supply The voltages across the motor and resistance are 
200 V and 40 V respectively Determine the power consumption and the 
power factor of the motor {I E E ) 

23 Describe briefly methods which may bo used to determme the phase 
rotation of a three wire, three phase system In a phase lotation test on a 
200 V , throe phase system, a 20 12 non mductive resistance in series with a 
choking coil {X — 16bl2, R = 2212) was connected to the R and Y lines 
A very high resistance voltmeter was connected between the B line and the 
junction of the resistance and chokmg coil Find the two possible readmgs 
of the voltmeter, stating the phase rotation in each case (L U ) 

24 In a test to determme the phase sequence of a 41 6 V , 50 cycle, three- 
phase supply, a 430 D resistance was connected in senes with a 5 fxF con 
denser between two lines A and B A voltmeter connected between the 
junction of the resistance and the condenser, and the third line, C, indicated 
182 V Draw the vector diagram and determme the phase sequence If 
the phase sequence is reversed, what will bo the reading on the voltmeter? 
{LU) 

26 Give an account of the precautions to be obseived m the design and 
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construction of precision current transformers for use with a standard watt- 
meter. 

Deduce an expression for the correction factor of a wattmeter (which has 
a negligible inherent error) when used with a current transformer having 
ratio and phase-angle errors of p per cent and q° respectively, and a potential 
transformer which has a ratio error of x per cent and a phase-angle error of 
{C.Q,) 

26. Two single-phase watt-hour meters are connected through current and 
voltage transformers to a three-phase, three-wire system. The ratios of the 
transformers may be considered to be correct, but the phase displacement of 
the voltage transformers is 1.5 minutes (loading) and that of the current 
transformers is 3 minutes (leading). The power factor of the system is 0*75 
(lagging). Dotennino the relative speeds of the meter discs. (I.E.E.) 

27. A voltage transformer, ratio 3300/110, has the following measured 
characteristics — primary resistance, 4000 Cl. ; secondary resistance, 3 H. ; ex- 
citing current, 0-0038 A. at 0-3 power factor. The phase displacement between 
the primary and secondary (reversed) voltages is 10 minutes (leading) when 
the burden is 15 VA. at unity power factor. Determine (a) the true turn 
ratio, (ft) the primary reactance (assuming this to be equal to the equivalent 
reactance). {I.E.E.) 

28. A 5 VA., 400/100 V., 50-cycle potential transformer was tested, at 
50 c.p.s. with its normal burden, according to the method shown in Fig. 279 
(p. 439), balance being obtained with — = 7086 D., R 2 = 8000 Cl.p 

== 5000 Cl., C = 0-00021 fiF., switch S in position 2. Calculate (1) the ratio 
error, (2) the phase-angle error. 

29. A current-transformer has a bar primary and 400 secondary turns. 
The secondary burden is a circuit making, with the secondary winding, a 
total resistance of 1-25 D. and a reactance of 0-75 Q. The core requires 100 
amp. -turns for magnetization and 60 amp. -turns for losses. Find (1) the 
primary current, (2) the ratio error, and (3) the phase-angle error when the 
secondary current is 5A. How could the ratio error bo corrected for this 
current? {I.E.E.) 

30. The mumetal core of a current transformer has a cross-sectional area 
of 15 cm.** and a magiK^tic length of 28 cm. The 5-A. secondary winding has 
120 turns and a resistance of 0*15 Q. Calculate the ratio and phase-angle 
errors of this transformer when it is coiinected to a 50-cycle sui)ply system, 
and the secondary is loaded with a burden of 15 VA. at a power factor of 0*6 
(lagging), the secondary current being 5 A. 

Data of the magn<‘tic properties of the core for a frequency of 50 c.p.s. 
are as follows — 

Induced K.M.F. (mV.) per turn per cm.* of core cross 
section ........ 0-6 1-0 l-r> 2-0 

Magnetizing reactive mV A. per cm.* of core . . 00045 0-0105 0-0205 0-0335 

Iron I0S.S (mW.) per cni.» ot core .... 0-0023 0-0066 0-016 0-020 

{L.U.) 

31. The accompanying diagram shows the connections of a method of 

determining the ratio and phase angle 
errors of a current transformer. Tj is 
a standard transformer and is the 
transformer under test, both of which 
have the same nominal ratio. is 
another standard transformer of 1 : 1 
nominal ratio; M, a standard variable 
mutual inductance ; Ry, R^, non-in- 
ductivo resistances. 

Balance is obtained at a supply 
frequency of 50 c.p.s. with the follow- 
ing results: Ry = 10 O., 

556 
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The errors of Ti eaid T, are — Ratio error ; 0*2 per cent ; T,, 0-5 per cent ; 

phase-angle error : Tj, 20' leading ; T,, 60' leading. 

Calculate the ratio and phase-angle errors of T,. Give briefly the theory of 
the method. (L. U . ) 


XVII.— CALCULATION OF THREE-PHASE CIRCUITS (CHAPTERS 

XIX, XX) 

1. On a symmetrical three-phase system with a phase -sequence A, B, (7, 
a capacitance reactance of 8 O. is connected between lines B and C. A re- 
sistance of R ohms and an inductive reactance of X ohms are connected in 
series between phases B and A. Find the respective values of R and X which 
will cause the current in phase B to become zero. {L,U.) 

2. If, to the system of Ex. 1, a resistance in series with a capacitive 
reactance X^ is connected across lines G and A, determine the values of Ri 
and Xq which will cause the currents in these lines to be twice the former 
value with zero current in line B, 

If the line voltage is 200 V., calculate the power and volt-amperes in the 
whole system. 

3. A three-phase supply, giving sinusoidal voltages of 400 V. at 50 c.p.s., 
IS connected to three terminals marked R, F, B. 

Between R and Y is connected a resistance of 100 H., between Y and B an 
inductance of 318 mH. and negligible resistance, and between B and R a 
condenser of 31*8 fj,F. 

Determine (1) the current flowing in each line and the total power supplied ; 
(2) the resistance of each phase of a balanced star-connected, non-reactive, 
load, which will take the same total power when connected across the same 
supply. {L.U.) 

4. A three-phase, 11 kV. alternator supplies a load of 15,000 kVA. at 0*8 
power factor and also feeds a 1 32 kV. transmission line through a step-up 
transformer. The no-load current of this transformer is 60 A. at 11 kV., 0*25 
power factor. If the transmission line is unloaded, determine the kW. and 
kVA. output from the alternator and the power factor at which it is operating. 
The open-circuit impedance of the line is 1250/. -70'^ Q. per phase, and resist- 
ance and reactance voltage drops in tlie transformer may be ignored. 

5. An unbalanced A-coiinected load is supplied from a 400 V. symmetrical, 
sine-wave three-phase system having a phase sequence R YB. The impedances 
(in ohms) of the load are : Z^y ~ ^0 + j5 ; Zy^ - 15 4 jlS ; Z^^ — 5 -f j8. 
Calculate (1) the line currents, (2) the power supplied to the load, (3) the 
resistance of each phase of a balanced F-connected load which will take the 
same power, but at unity power factor. Determine also (4) the impedances 
of a F-connected load which is equivalent to the A-connected, (5) the voltage 
between the neutral point of this load and the neutral point of three F-con- 
nected resistances of equal values coimocted to the system. 

6. An unbalanced star -connected load is supplied from a three-phase, 
three-wire system at a line voltage of 100 V. Tlie current taken by one 
branch [A ) is 20 A. at a power factor of 0*8 lagging, and that taken by a second 
branch [B) is 10 A. at a power factor of 0-75 (lagging). Determine the current 
in, and the power factor of, the third branch, Also determine the total 
y>owor supplied to the load and tho readings of two wattmeters eonnected, 
according to the two-wattmeter method, with the current coils in tho branches 
A, B. 

7 . Three impedances having values of 5 + jS, 4 + jSt and 5 + j4 ohms 
respectively are connected in star across three-phase supply mains. Calculate, 
proving any formulae used, the values of the three impedances which, when 
connected in dolta across the same supply mains, will behave in exactly the 
same way as the above star-connected system. (L,U.) 

8. A S 3 mimetrical three-phase, 440 V. system supplies a 1^-connected 
load, of which the branch resistances are: .4 = 10 O., H = 13 Q., C = 16 O. 

38~(T.5J45) 
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Calculate the voltage to earth of the load star-point, assuming the neutral 
of the supply to be earthed. Phase sequence A, B, C, {I,E,E,) 

9. A three-phase star-connected load is connected between three line 
terminals i?, Y, B, the impedances (in ohms) of the load being : 1 j2 between 
R and the star point, 2 + j3 between Y and the star point, and 3 + j4 be- 
tween B and the star point. The phase sequence is RYB. If the line voltage 
is 400 V., calculate the voltage between R and the star point. (L.U.) 

10. A three-phase, four- wire, 400/230 V. system supplies ( 1 ) a balemced 
load which is connected between the lines R, Y, B, and the neutral, each 
phase taking a current of 20 A. at 0-8 power factor, (2) a single-phase load, 
taking 15 A. at a power factor of 0*9, connected between line R and the 
neutral. Determine the current in each of the lines B, Y, B, and the current 
in the neutral. 

11 . In a four-wire, three-phase distribution system, with 240 V. between 
lines and neutral, there is a balanced motor load of 600 kW. at 0-8 power 
factor. Lamp loads connected between the lines and the neutral absorb 
50 kW., 150 kW., and 200 kW. respectively. Calculate the current in each 
line and the neutral. (I.E.E.) 

12. A combined power and lighting load is supplied by a three-phase, 
four -wire distribution system. The three-phase motor load absorbs 1000 kW. 
at a power factor of 0 * 8 , while the lamps between the outers and the neutral 
take 200, 300, and 400 kW. respectively. Calculate the current in each of 
the four wires when the supply pressure between outers is 400 volts. 
{ 0 . 0 .) 

13. What are the advantages of the three-phase, four- wire system of distribu- 
tion? Compare the weight of copper required for the distributor cables in 
such a system with that required in a three-wire, d.c. system. State exactly 
the bases of comparison. 

A 440/254 V., three-phase, four-core cable supplies an unbalanced load 
represented by the following impedances, in ohms, connected between the 
B, Y, and B line wires respectively and the neutral: 16 -f jl2, 14 -j21, and 
25 -f yO. The phase sequence is B, Y, B. Calculate the current in each con- 
ductor of the cable and the readings on each of three wattmeters connected 
in each line to neutral. (C.O.) 

14. The following apparatus is connected to a three-phase, four-wire system : 
A resistance of 10 D. between line A and neutral; a 400 /^F, condenser be- 
tween line B and neutral : a resistance of 2 D. in series with an inductance of 
0*01 H. between line G and neutral. The frequency of the supply is 50 cycles 
per second, and the voltage between each line and neutral is 230 V. Find the 
current in the neutral and its phase angle with the current in line A, Phase 
sequence A, B, C. {L.U.) 

15. Load resistances B^, Bj,, B<. are connected in delta. If Bj, Bg, B 3 are 
the equivalent star values, calculate these values when B^ = 5 D., Bj = 10 D., 
and Be - 15 D., proving any formula used. If this star-connected system is 
supplied from a four-wire, three-phase system with 230 V. between each line 
and neutral, calculate the current in the neutral and the power supplied to 
the load. {L.U.) 

16. Three substations A, B, forming part of a three-phase, 11 kV. dis- 
tributing system are connected to form a ring-main by three feeders hl^ying 
impedances in ohms per phase as follows : AB, 2 + j4; BO, 3 + jS; OA, 
2 4 - Power is supplied at A, and loads are taken at B and C ; the load at 
B being 50 A. at 0*8 power factor (fagging), and that at C being 40 A. at 0*9 
power factor (lagging). If the voltage at A is maintained at 11 kV., calculate 
the voltage at B and the current in feeder BC. The power factors of the loadS 
may be assumed to be relative to the voltage at A. {L.U.) 

17. A ring-main supplies three substations B, O, D from a distributing 
centre A, the system being three-phase with 6600 V. between lines at the 
distributing centre. The loads at the substations are ; 40 A. at B, 20 A. at (7, 
30 A. at D, all at unity power factor. The four sections of the ring-main have 
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resistances and reactances as follows: AB^ R = 1-2 Cl.y X = 0;8n. ; BC, R 
= 0*9 a, X = 0-6 Q.; CD, R = 0*6 Q., X = 0-4 Q.; DA, R = 1*5 Cl., X 
= 1*0 Find (1) the voltage at each substation, and (2) the current in each 
section of the ring-main. 

If an induction regulator is installed in the section AB at the distributing 
centre, A, and gives a boost of 50 V. in the three lines, in phase with the 
line- to -neutral voltage in each case, what will be the new distribution of 
currents in the sections of the ring-main and the voltages at the substations ? 

XVIII.— SYMMETRICAL COMPONENTS (CHAPTER XXI) 

1. The readings of the throe line ammeters on a three-phase, three-wire 
system are 10-5, 13, and 8 A. Determine the symmetrical components. 

2. The three current vectors of a three-phase, four-wire system have the 

following values; ~ 7 jO, Iq == -* 2 -f ^5. Find the 

symmetrical components. The phase sequence is A, S, C, (L.U.) 

3. Derive an expression for the symmetrical components of an unbalanced 
three-phase system of vectors. Explain, with the aid of circuit diagrams, how 
the voltage and current components may be measured, and show how the 
circuits must be modified when zero -sequence components are present in the 
currents of a four-wire system. If in a three-wire, three-phase system the line 
voltmeters indicate 100, GO, and 90 V., what are the symmetrical components 
of the voltage. (L.U.) 

4. A star-connected, three-phase generator having an E.M.F. per phase of 
7000 V. is supplying bus-bars through a star /star step-up transformer, all the 
star points being earthed. An earth fault occurs on the red phase on the 
high-voltage side of the transformer. Determine the current in each phase 
of the generator. The reactance of the alternator to positive, negative, and 
zero sequence currents is 4 H., 3 Q., and 1 H. respectively, and the reactance 
of the transformer to positive sequence currents is 3 12. (referred to the low- 
voltage side). 

State briefly what would have been the general effect on the fault currents 
in the generator if (a) the star point on the low -voltage side of the transformer 
had not been earthed, (6) the low- voltage winding of the transformer had been 
connected in delta, the other two star points remaining earthed in each case. 
(L.V.) 

XIX.— TRANSIENTS (CHAPTER XXIII) 

1. A condenser of 10 /./F. capacitance charged to 20,000 V. is suddenly dis- 
charged througli an inductance of O’OOl H. Find the maximum current and 
the frequency of the resultant oscillation. (L.U.) 

2. A condenser, C = 0*1 jiiF.. is charged to a voltage V and then connected 
in series with a circuit having L ™ 0-2 H., 7? = 40 Calculate the frequency 
of the oscillating current. 




ANSWERS TO EXAMPLES 


I. GENERAL PRINCIPLES 

1. Maximum values — (1) 100, (2) {A + B), (3) + Q^)y (4) A, Fre- 

quencies — (1) 79*7, (2) Scojin, (3) (4) a>/27T. Phase differences — 

(3) 7T~a + tajr^PjQ, (4) a + texT^bja. 

2. Equation to curve: c := 14-2 sin (cof- 3‘1. 

3. i = 14-14 cos 314^; (a)lOA.; (6)-10A.; 0-0033 sec. 

4. ^ - 148-6 V., (p =. 17° (leading) 5. (i) 1-165, (ii) J-11. 

6. R.M.S. value = 5-8 A. Form factor = 1-125. 


7. (a) vw*); (6) 


(c) 




+ xXY^{Y^ + F,) 


]; W 


V3V L {xY^-\-XY^y- 

8. (a) 71-25; (6)66-53; (c) 1-071 

9. M7 

12. 13 4 + j3'8 

II. INDUCTANCE 


1-04 


10. 4-91 cos (co< 4- 0-08) 

11. - 4-577 + jO OS 


1. 11-28 A. Phase difference = 32-8° (laggmg). 

2. X 113-4 0., Z = 128-3 0., I = 1-715 A., (p =r 62-1° (lagging). 

3. 0-232 H. 

4. (1) 0-573 A., (2) 51-5° (lagging), (3, i) 0-202 joule, (3, ii) 0-127 joule. 

5. 223 5 A., 62500 joules. 

6. 0-25 H., 0-735 H., 39-6 x 10«, 44-8 X 10«. 

7. 0-313 H. 9. 62-5 //H., 79 V. 

8. 0-546 V. 10. 1-5 A, 21 1 V. 

11. A = F/L/?i + jo) {L^ -f M)l h -fcoMIJiZ + /?2 4 Jcol2h 

12. 45 0., 1 265 A., 0-76 A, 


III. CONDENSERS AND CAPACITANCE 

1. 242 ///iF. 3. 0-092 /^F. 

2. 0-74 /iF. 

4. 320 V. per rnin. and 0-756 \ 10~® joule for dielectric having #c = 3, 

240 V. per mm. and 1 X 10~* joule for dielectric having #c = 4, 190 V. 
per mm. and 1-26 x 10^® joule for dielectric having k = 5. 

5. 0-762 joule. 7. (i) 2-355 A., (ii) 0-525 A. 

6. 1-037 A. 

8. 1765 V. (across the 0 05 //F. condenser), 735 V. (across the 0-12 jiiF. 

condenser). 

9. 19-5 /tF. 10. (i) 9-9 A, (ii) 955 V., (iii) 1050 V. 

IV. POWER AND POWER FACTOR 
1. 0-2. 3. 33-8 A., cos (p = 0-845 

% 41 465 (loading). 4. 196 W., cos q? — 0-86 (leading). 

w = 0-8. Cos 09. = 0-89, cos == 0-33, cos Wp = 0-91. P. ^ 5 W., 
J i>B = 2W.,Po= low. ^ 

6. i = 0-707 sin (100 7r« - J tt), P - 50 W. 

7. 0-59 (leading). 9. 0-807 (lagging), 4340 kW. 

8. 1 500 kW. at cos q? -= 0-697 (lagging). 

V. SERIES CIRCUITS 

1. y 0-0336, O =- 0-0226, B 0-0248. 

2. (a) Z = 15-8 Q., X = 14-95 0., L ^ 0-0475 H., R = 5-2 0.; (6) 1775W.; 

(c) 0-714. 
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3. (a) 18-6 A., (6) 0*648, (c), V. = 109*5 V., 7j, = 129*5 V. 

4. = 500 W., i? = 10 D. 

5. (i) 2*35 A., (ii) 2 06 A., (iii) 1*67 A. 6. 637 4^. 

7. 0*215 A. 8. 955 V. 

9. 0 = 91-3 juF. (1) 3*53 A., (2) 812 W., (3) 0*999 (leading), (4) 176*5 V.. 
123 V., 123 V. 

10. (1) 2*08 A., (2) 0*728 (leading), (3) 335 V. 

11. 4*05 ^F.. 1*42 A. 

12. 0 = 3*33 juF., L = 3*04 H., R = 637 LI 

13. (i) 47*4, 52*7 c.p.s.; (ii) 44*4, 56*5 c.p.a. 

14. Currents— 0*1045 A., 0*2 A., 0*1013 A. 

15. i? ~ 52 £1 in series with L = 0*0378 H. 

16. Per cent increase in equivalent resistaiK'O — 0-83; per cent decrease in 

equivalent inductance — 0*91. 

Hint. The solution is obtained from the equations connecting (i) 
the primary and secondary currents, (ii) the E.M.Fs. in the primary 
circuit. Thus — 

(0 ^ 2^2 ~ — / j , 

(ii) 1 2 ~ 

where the subscripts 1, 2, refer to the primary (coil) and secondary (eddy- 
current path) circuits respectively, and M is the mutual inductance 
between them. 

17. Leff. = 8*24 mH., i?efl. == 11*75 0. 18. Zeff. = 1422 0. 

19. / — 79,600 c.p.s., /_! — 5 mA., i_2 =■ 0*125 inA. 

VI. PARALLEL CIRCUITS 

1. 38 A. 

2. = 9*43 A. “ 41*2° (loading), 1^ - 12*8 A., — 50*2° (lagging), 

I 15*75 A„ (f -= 13*3° (lagging). 

3. (i) 7*04 A., cos </; = 0*14, (ii) I = 10*05 A., = 20*7 A., / --= 31*2 A.; 

cos (p = 0*2. 

4. (1) Z = i?/V(l + Z == /?/(! 4- lo^C^n^) -jd) ?/22/(l + co^C^JR^). 

(2) Cos (p = 1/V(1 H- co'^Cm^), R = 57*5 O., C = 41*6 ^F, 

5. aS = (1 + (o^C^R^)lco^C^R; K = C/(l + o)^a^R^). S = 2050 O., K - 

1*22 /iF., /g = 0*0975 A., = 0*122 A.. I = 0*156 A. 

6. (a) 8*^61 -^4*372, (6) 18 45 -|- j9 3. 

7. (a) 4*52 A., (6) 26*6'^ (lag). 

8. kVA^. = 4, kVAg. = 8, kVA. = 12; kVs\. - 3*46, kWg. = 4*0, kW. - 

7*46; I = 44 64 -j2 68. 

9. (a) /, = 0*6 A., I 2 = 3*33 A. (h) 1 = 2*87 A. (c) P = 246*4 W. 

10. (1) 14*3 A., 7*23 A. (2) 141*5°. (3) 9*75 A. (4) 2050 W. (5) 0*925 (lag). 

11. 44*5 A. 

12. (a) 13*565 A., 2*7 A. (6) 7*53 A., - 7*53 A. (c) - 1*965 A., 2*235 A. 

13. 42*5 ^//F. 

14. Capacitance = 3*14 //F. Impedances: (a) 5000 O., (6) 194012. 

15. 1765 elernen ts . 

16. (a) Fj = 0 0976 - j0122, O, = 0*0976, = 0*122; Fj == 0 0488- 

j0 061, (?2 == 0*0488, = 0*061; F = 01464-j 0183] Q = 0*1464, 

B == 0*183. (6) I = 49*5 A., cos 9? = 0*592 (lag). C = 615 /iF. 

17. 286 ^uF. 

18. {a) 24*15 kVA., (b) 51 kVA., (c)*66*5kVA. 

19. 149 //F. 20. 0*141 A. 

VII. SERIES-PARALLEL CIRCUITS 

1. 0*0528 A. 

2. (1) C == 15*9 //F. (2) R = 100 a, L = 0*318 H. 

3. 153 //F. 

4. 0*0165 piF. Alteration of current, 5*6 per cent. 
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5. 1-91 A. 

6. /. = 14 08-jl6 05, /b = 912 j06€. (p == 53°. 

7. 1480 V. 9. Z = 2 97 + jl 75 

8. 11 A. 10. / = 0-133 A. 9 ) = 93° (lag). 

11. i?i = 1540 0. Line current ~ 1*18 A.; Voltage at condenser — 250 V. 

12. i? = 8 O., G = 82-6 13. Range of Jf?, = 1 to 2-5 O. 

14. 1-87 A. / 19-5°, 3-2 A. /20-5°. 

VIII. SINGLE-PHASE TRANSFORMERS 

1. = 7000 lines per cm.® 2. 7-8 A. 

3. Equivalent resistance (referred to primary) = 0-222 Q. Equivalent 

reactance (referred to primary) 0-63 O. 

4. 212 V. 

5. (Ry + R^') = 9 O., (Xi -I X^') - 28-6 O., {Z^ + Z^') == 30 O.. Iron loss 

— 280 W., copper loss at full load = 225 W., efficiency at full load, 
unity power factor = 95-3 per cent. 

Open-circuit test — 200 V., 2 A., 280 W.; Short circuit test — 15V., 50 A., 
225 W. 7. 2-6 per cent. 

6. 45-75 V, 8. cos g) == 0-448. 4-47 per cent. 

9. (i) 95-1 per cent, (ii) 95-3 per cent at 80 per cent of full load. 

10. 77? = 0-91 per cent, IX = 4-09 per cent. At 0-8 power factor — IR cos (p 
— 0-73 per cent, IX sin (p — 2-45 per cent. 105 per cent. 

11. (i) Copper loss at full load = iron loss, (ii) (a) 4-27 per cent, (h) 96-3 

per cent. 

12. 7^ = 47 3 A., /j, = 151 A. -= 100-3 kW., = 252 kW. 

13. Pa = 79-8 kW., Pb = 100-2 kW. 

14. 1\ - 31 kW. (270 A. at cos (p - 0-52); Pb = 69 kW. (332 A. at cos 

V = 0-95). 

15. kVA.A = 89-6, kVA.B = 63-5, kVA.Q = 46-9. 

IX. POLYPHASE CIRCUITS 

1. 20 a. 3. 59 A. 

2. 2-12 pF. 4. P = 2-25 kW., cos (p = 0-427 

5. 272 kW., 928 kW., 506 kW.. - 234 kW., 516 kW., 412 kW. 

6. (a) 400 kW. (6) 0-756. (c) 152-5 A. (d) 483. 

7. 5640 W., 11,125 W. 8. 300 kW. Cos cp = 0-866 (leading). 

9. 11-45 kVA. 62-7 /iF. 

X. TRANSMISSION LINES AND CABLES 
1. 258-033 kWh. 2. 145-8 V. 

3. 7 = 80 A. (a) 2612 V., 0-9997 (lagging), (b) 2628 V., (0-8 lagging). 

(c) 2590 V., 0-827 (leading). 

4. 1-93 per cent. 98-5 per cent. 6. 1-95 sq. in. 

5. 0-023 sq, in. 7. 4700 V. 

8. RI = 20-3 V., XI = 15-3 V. 9. 14-400 kW. 

10. (a) 35-1 kV., (6) 478-5 kW., (c) 6-5 per cent. 

11. (a) 28-7 ;mF., (6) 12,220 V., (c) 12,950 V. 

12. 643. 

13. 122-05 kV., 196-2 A., 0-708 (lagging), 29,365 kW. 

14. 33-22 kV., 33-03 kV. 

15. 64-84 kV., 0-934 (lagging) by nominal tt method ; 64-7 kV., 0-934 (lagging) 

by nominal T method. 

16. /a = 12-9 A., Pa = 140 kW.; I^ = 20-85 A, Pb == 360 kW. 

17. I^ = 53-6 A., 7b = 59-2 A. 

18. E = (1-096 4- .74-735)/F. (p == 73-1° (leading 7 b). 

19. 11-2 kV., 3-5° (leading). 20. 31-14 kV., 31-9 kV. 

21. (o) 12-15 kV. (6) P = 216-5 a., X= 305-5 a. 

22. (o): (6): (c):: 1:2: 1-5. 24. 6-37 A. 

23. 472 kVA. 26. 142-2 kV. 
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26. R = 0-606 Cl, L= l-93mH., C = 00363 ^F. 

Hint. Use equations (77), (78) for ex. 25, and eq. (78) for ex. 26. 

XI. ALTERNATORS (CHAPTER XI) 

1. 19-26 V. 3. 0-96. 

2. 11,100 V., 5 X 10« lines. 4. 0-9576. 

5. ijLftn = sin (i ng'7rlg)lg sin (i^ n Trjg ) ; = 0-96 ; = 0-666. 

6. 3320 V. 

7. 11,560 V.; 24,200; 15-45 per cent. 

8. 13,500; 1-68 a; 20-4 per cent. 

XII. INDUCTION MOTORS 

1. 97-2 per cent, 970 W. 

2. (a) 2-5 per cent. (6) 383 W. (c) 16-8 kW. {d) 23-3 A. (e) 75. 

3. (a) 288 V., 63 A. (6) 500 V., 36-5 A. 

4. 79 A., 0-25 full-load torque. 

5. 18-5 A., 34-3 per cent of full-load torque. 

6. (o) 229 A. (6)0-217. (c) 116-5 A. (d) 0-991. (6)3-37 0. 

7. Vector diagram is similar to that shown in Fig. 63. (a) 516 kW.. (6) 

445 kW., (c) 5-6 O. 

8. 35-5 A., 0-88, 242 per cent. 

9. (i) 86-5 A., 0-822. (ii) 3 Q. 

10. 0-574 0., 0-0606 0. 

XIII. THREE-PHASE TRANSFORMERS 

1. (a) 98-4 per cent, 98-3 per cent; (6) 98-1 per cent, 98 per cent. 

2. 525 A. 121 A. 

3! = *695, ^2*= 24; 0-1025 cm^, = 2-62 cm*; 0-786 of full load. 

4. (i) Ni = 1033, Ng = 23, (based upon volts per turn = 10-65 and — 

245 V.) ; Oi = 4-7 mm.*, = 208 mm.* (ii) 480 cm.* 

5. 427 V. 121 A. at 0-0175 power factor (leading). 

6. 3-24 per cent. 0-566. 

7. Transformer A (Fig. 190): 660,^2 = 220; H: = 572,^2 = 220. 

8. 191 A., 191 A., 147-5 A. 

9. Two solutions are possible : (a) 800 kW. lo«d on transformer A (Fig. 190). 

(1) 77 A., 77 A., 52-5 A.; (2) 1.54 A., 1.54 A., 105 A. ; (6) 800 kW. load 
on transformer B (Fig. 190), (i) 62 A., 62 A., 83-5 A. ; (2) 124 A., 
124 A., 167 A. 

10. A, 222 kW.; B, 178 kW. 

11. A, 80-6 A. lagging 7-1°; R, 120-4 A. leading 4-74°. 

12. (A)— («!, hj) 3-34 V: (cj 3-86 F; (H)— (a^, h{) 3-34 F, (r„ d^) 1-93 F; 

{C) (Uj, 61) 3-73 V ; {D) — (Uj, 61) 2-73 F ; where F is the voltage between 
adjacent terminals of the load. 

XIV. NON-SINUSOIDAL WAVE-FORMS 

1. 742 V. 3. 80-31 A. 

2. 71V., 5-18 A., 26-8 W. 4. 0-942 A. 

5. i = 7-07 sin (IOOtt^ - Jtt) - 0-95 sin (3007rt - 1 -25) + 0-196 sin (5007r< - 

1-37). P = 2.54-7 W. 

6. E = 112-1 V, / = 52 A., P = 5-4 kW. « = 100 + 72 sin (300^ + 0-982). 

7.6-35:6-72. * 8. 21-72 //F. 

9. 0-837 /^F. (a) i = 0-01675 sin (314^ + 1-542) + 0-05 sin 34.54^. 

10. (a) 4-6 H., (6) 2-8 per cent low, (c) 2-2 per cent high. 

11. 9-17 A. 

XV. MAGNETIC CIRCUITS 

B 0 3000 6000 8000 10,000 12,000 10,000 8000 6000 3000 0 

H 1-26 1-67 2-16 2-56 3-15 4-47 1*3.5 0*45 -0*225 -0*81 -1-26 


1 . 
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2 . 

Flux (kilolinea) 0 45 
Amperes 5*5 6-7 

3. 1600 W. 

4. Frequency (c.p.s.) 

Hysteresis loss (W.) 

Eddy-current loss (W.) 

5. (o) 366-6, (6) 1-83 mH. 

6. = 5-7 X 10® lines. 

8. cos 9?o = 0-435. I 0-106 A. or 2-3 per cent. 

9. 0-4375 A., 241 V. 12. 0-63 cm. 

10. 1-07. 13. (a) 113 turns, (6) 0-178 cm., (c) 87° 

11. 0-0335 A. 14. 86 V. 


90 

120 

150 

179 

150 120 90 

45 

0 

8-7 

10-5 

14-25 

20-5 

2-2 -18 -3-6 

-4-7 

-5-5 


25 


50 

60 




28-6 


57 

68-6 




7 


28 

40-3 




With air gap— (a) = 1375, (6) = 0-49 rnH. 
7. 0-37 A. 


XVI. INSTRUMENTS 

1. 0 257 per cent. 0-132 fxF. 4. 3-5 per cent. 

2. 0-028 gm.-cm., 0-53 gm. -cm. 5. (a) 0-2 V., (6) 0-177 V. 

3. 15-75 mH. per radian. 6. 7-74 mA. 

7. 0-45 A. on moving-coil ammeter, 0-5 A. on thermal ammeter. Power =» 

25 W. 

8. 0-0144 gm.-cm. 

9. 0-032 /i fjL F. 

10. 17-05 W.; cos (p = 0-0376. 

11. (a) 6-4 X 10“® per cent. (6) 8-85 x 10~® per cent. 

12. tan (p = 2-2- 1-955 W^j/Wj. 

13. (1) 0-1765/^F., (2) 10 per cent low. 

14. 2860 a 

15. 9-8 per cent slow. 

1 6. 0-783 per cent slow. 

17. 9-55 H., 41 c.p.s. 

18. (1) 0-734 W., (2) 0-947 A. 

19. P = 205-6 W.; cos (p = 0-0332. 

Note. The dofloction will be negative if the teiin in the equation representing the 
power loss m the senes resistance is gre.it er th.in the i)ower being measured. 

20. L = 0-255 H., R = 50 Q, 

21. i? = 2100 Q., C -= 2-38 piF, 

22. 340 W., cos (p -= 0-425. 

23. 82-5 V., counter-clockwise phase-rotation; 259 V., clockwise phase- 

rotation. 

24. Clockwise. 560 V. 

25. (1 -g;/100) (1 -p/lOO) (cos (p - g 4- 2 /)/cos (p). 

26. 1 : 0-314. 

27. (a) 29-595, (6) 2620 Q. 

28. (1) 0-425 per cent, (2) 0-695 mhi. (loading). 

29. (1) 2105A.. (2) 6-25 per cent., (3) l-49\ 

30. 0-107 per cent, 0-38 min. 

31. 0-276 per cent. 


XVII. CALCULATION OF THREE-PHASE CIRCUITS 

1. R = 6-93 C2., X = 40. 

2. = 6-93 O., - 4 O., P =- 8-66 kW., kVA. = 10. 

3. (1) i^ = 7-73A., /jr =- 7-73 A., — 4A., for phase rotation RYB; 

= 2-072 A., /p = 2-072 A., / « = 4 A., for phase rotation RBY ; 

P = 1600 W. (2) 100 O. 

4. 17,000 kW.; 17,250 kVA.; 0-987 (leading). 

5. (1) = 55-2 A., 7^ = 51-4 A.,/j, 57-2 A.; (2) 27-14 kW.; (3)5-89 0.; 

(4) == 1925 -f jV7, ^ 5 07 + j2 76, =- 2 44 -f j4‘22; 

(6) 92 V. 

6. Iq =* 16-6 A., cos po 993, P = 1762 W.. P^ « 782 W., P^ 980 W. 



686 


ALTERNATING CURRENTS 


7. 9 49 -f j 13 61 ; 13-67 + j8 ; 11*6 + jl7-8. 

8. 31 V. 9. 181 V. 

10. = 34-9 A., ij, = 20 A , = 20 A., - 15 A. 

11. 1045 A., 1420 A., 1615 A., 550 A. (neutral). 

12. 2540 A., 2940 A., 3350 A., neutral current 752 A. 

13. /« = 12-7 A., Ij. = 10 08 A., = 1015 A., ^ = 1315 A. = 2575 V 

Py = 1420 W., Pjg = 2575 W. 

14. 86*5 A. 27’8°. 

15 ! = 2-5 Q., - 1-66 £]., /?3 = 5 O. /o == 79-7 A. P = 63-95 kW. 

16. 10,700 V., 5-74 A. 

17. (1) = 6500 V., Vc = 6495 V., - 6495 V.; (2) = 49-2 A 

= 9-2 A., = 40-8 A.. = 10-8 A. With booster: F- 

6570 V., F^ = 6560 V., F^ = 6530 V. ; = 57-6 A., /-. = 18-3. 

33A.,/^o== 6 04A. 

XVIII. SYMMETBICAL COMPONENTS 
h Iij,= 10-25 A., ij,, = 2-94 A. 

2. T, = -2 35 -y3-33. /ip = 37 75 -y3 57, - - 1705 -j22 22, 

/3, - - 10 7 -f j259. - 025 ( jl3 67, = - 1197 - j6 62, 

/,« x= 11 73 -j7 05, 

3. F^ = 83*2 V., F,. - 23*25 V. 

4. 412 A. 

XIX. TRANSIENTS 

1. = 2000 A., /-= 1592. 

Note, i =» EI\/(CJL)H\n(tl\'(LC). 

2. 1130c.p.s. 
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r>MITTANOB, 90 
^ U-day efficiency, 160 
,tioernating E.M.F. — 
equation of, 5 
production of, 2 
representation of, 4 
itcmating currents — 

>plication of, 1 
aphical representation, 1 
mator, simple, 3 
, polyphase, 175, 232 
aeters, 349 
, electrodynamic, 357 
, hot wire, 350 
—.induction, 363 
— , moving iron, 353 
— , thermo couple, 352 
iplitude factor, 13 
i.ature reaction, 243 
> -transformer, 163 

•AKE, eddy current, 382 
dge circuits, 113 
aadth coelTicient, 235 

.LCULATiON of delta- connected 
circuit, 445, 608 

— of star-cormected circuit, 453, 
508, 510 

^aj dcitanco, concentric cylindric con- 
denser, 64 

— , definition of, 49 

, measurement of, 415, 490 

of spherical conductor, 51 

— , parallel cylindric condenser, 56 

— , plate condenser, 53 

— , unit of, 50 

pacitive circuit, current in, 63, 295 

, transient conditions, 548 

tiarging current, 60 
— , of cables, 222 
— , of transmission lines, 221 

— of transmission system, 224 
' cle diagram, 119, 260, 525 
, construction for centre of, 

142, 260, 538 

, general circuit, 526 

, induction motor, 260 

, simple circuits, 119 

, transmission line, 130 

nplex algebra (symbolic notation), 
23 

, addition and subtraction, 

28 


Complex algebra, multiplication and 
division, 31 

, polar and exponential 

forms, 26 

wave, equation to, 87 

, R.M.S. value of, 299 

, shape of, 288, 290 

Coil E.M.P., 233 

pitch, effect of, 234 

Concentric cable, capacitance of, 56 
Condenser, calculation of capacitance, 
53 

, charging current of, 60 

, commercial forms of, 58 

, definition of, 51 

, reactance of, 60 

Condensers in parallel, 90 

in series, 75 

Conductance, 92 
Conductor E.M.F. , 233 
Conjugate quantities, 28 
Connections for delta/delta trans- 
former, 267 

delta/star transformer, 269 

delta/zigzag transformer, 272 

star/delta transformer, 268 

star/star transformer, 267 

star /zigzag transformer, 272 

Constants (complex) of general cir- 
cuit, 626 

Current transformer, 404 

, correction factor, 413 

, data of, 410 

, theory of, 408 

Cycle, definition of, 1 

Delta -CONNECTED load, calculation 
of, 445, 508 

, conversion to star con- 
nection, 189, 449 
Delta coimection, 186. 267 

, circulating current in, 308 

Delta-star equivalent impedances, 
449 

Determinants, 486 
Diametrical connection, 208 
Dielectric constant, 58 
Direct starting, 257 
Double-delta connection, 210 

Eddy currents, 331, 342 
Efficiency of transmission line, 1 29 
, transformer, 169 
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Electric field, stored energy, 49 

lighting, use of condensers in, 80 

Electrodynamic ammeter, 358, 361 

power factor meter, 388 

calibration, 390 

voltmeter, 362 

wattmeter, 374 

Electrostatic method of power mea- 
surement, 419 

multiplier, 371 

voltmeter, 368 

E.M.F. and current in series circuits — 
Capacitive, and inductive, 63 

with resistance, 62 

Inductive with resistance, 43 
Non-inductive, 41 
Purely capacitive, 60 

inductive, 42 

, non -sinusoidal, 292 

equation, 145, 238 

(induced) wave form, 327 

Equivalent circuit, induction motor, 
259 

, transfoniior, 158, 167 

transmission lino, 224 

exciting current, 328 

reactance, 153 

resistance, 153 

series-parallel circuit, 526 

star and delta capacitances, 223 

circuits, 189, 449 

Exciting current, 147 

Fictitious load, testing with, 421, 
430 

Flux distribution in core plaies, 336 

wave form, 328 

Form factor, 12 

of sine curve, 13 

Fourier series, 310 
Four-wire system, 186, 198, 414, 472 
Frequency, definition of, 1 
meters, 399 

Furnace (smelting) charactei- istics, 80 

Galvanometer, thermo-couple, 352 
Gall-Tinsley potentiometer, 425 
Graphic calculation of current in 
neutral wire, 445 

of equivalent impedance, 

451 

of load currents, 446, 471 

of neutral point potential, 

459, 463 

Harmonic analysis, 310 

, Kunge and Thompson 

method, 315 

Harmonics, determination of, 298 
, effect of, 292, et 8eq» 


Hot wire instruments, 349 
Hysteresis, 326 

, separation from eddy currents, 

342 

Impedance test, 155 

, capacitive circuit, 63 

, inductive-capacitive cir- 
cuit, 64 

triangle, inductive circuits, 46 

, transformer, 165 

Impedances in parallel, 89 

in series, 74 

, measurement of, 415 

Inductance, 35 

, calculation of, 37 

, coefficient of mutual, 38 

, of self, 36 

, effect of wave distortion, 293 

, measurement of, 415 

, of concentric cables, 220 

of transmission line, 2 1 7 

, practical unit of, 37 

, relation between self and 

mutual, 40 

Induction ammeter, 363 

frequency meter, 403 

motor, 248 

, action as generator, 262 

voltmeter, 365 

wattmeter, 378 

watt-hour meter, 382 

Inductive circuit, current in, 44, 293 

, transient conditions, 544 

Instriunent transformers, 404 
Instruments, classification, 347 

compensation for frequency 

error, 356 

electro-dynamic, 357 

electrostatic, 368 

electro-thermic, 350 

, induction, 363 

, moving iron, 353 

rectifier, 372 

, watt -hour meter, 382 

, wattmeter, 374 

Interconnected star connection, 191, 
270 

Inversion, 90 

of admittance diagram, 105 

Iron loss, 340 

, separation of, 342 

Joint admittance, 90 

impedance, parallel, 89 

, series, 75 

Kapp diagram, 157 
Kirchhoff’s laws, 475 
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Lao, 8, ]8 
Lead, 8, 16 

Leakage, magnetic, 149 

reactance, in transformers, 150 

of alternator, 245 

Lamination of cores, 331 
Load diagram, application of, 155 

, construction of, from test 

data, 129, 537 

, equivalent general circuit, 

532 

, parallel circuit, 119 

, series circuit, 121 

, parallel circuit, 131 

Long transmission line, constants of, 
230 

Magnetic circuit, calculations of, 343 
Magnetization of iron, 324 
Magnetizing currents, wave form, 32G 
Mesh connection, 179, 204 
Moving-iron ammeter, 353 

frequency meter, 401 

power-factor meter, 395 

synchroscope, 398 

voltmeter, 365 

Multiplier, electrostatic, 371 
Mutual induction, 37 

, calculation of, 39 

Mutually inductive circuits, 40, 48 

Negative phase-sequence compo- 
nents, 498 

relay, 524 

Neutral point, 177 

, floating, 462 

, potential of, 455 

of, variation of, 458 

No load and short circuit diagram, 
133, 532 

Nominal tt circuit, 224, 231 

T circuit, 224, 231 

Non-inductive circuit, current in, 41, 
292 

Open delta (V) connection, 1 92, 276 
Operator^*, 25 

J, 27 

A, 497 

Oscillograms of alternator-E.M.Fs., 
235, 298 

of transforraer-E.M.Fs., 147,284, 

285 

Paballel circuits — 

Calculation of, 89 
Graphic determination of joint 
impedance, 105 
Locus diagrams for, 119 
Power factor control of, 99 
Resonance in, 93 


Parallel operation, conditions for, 165, 
273 

of transformers, 165, 273 

of V and A transformers, 

277 

Period, definition of, 1 
Phase, 5^ 174 

angle of transformer, 409, 439 

difference, 7 

rotation, determination of, 431 

, effect of, 441 

sequence, determination of, 431 

indicator, 431 

lamps, 436 

splitting, 117 

Polar, 139 

, application to non-sinusoidal 

quantities, 15 

co-ordinates, 14 

Polarity of transformers, 166 
Polyphase alternator, 173 

systems, 173 

wattmeter, 381 

watt-hour meter, 385 

, advantages of, 173 

, comparative weight of, 

conductors, 227 

, E.M.Fs., 175 

, interconnection of, 176 

, power in, 180 

Positive phase-sequence components, 
498 

Potential, electrostatic, 49 

transformer, 405 

, correction factor, 412 

, theory of, 410 

Potentiometer, 426 
Predetermination of performance of 
general circuit, 539 

of transmission line, 129 

Power, apparent, 71 

component, 72 

factor, calculation of, 72 

correction, 102 

, definition of, 71 

motor, 388 

, non-sinusoidal E.M.Fs. 

and currents, 309 

graphical representation, 67 

in polyphase system, 180 

in three-phase system, 193 

, measurement of, 194 

, two wattmeter 

method, 195 

in six-phase system, 212 

, moan, 70 

measurement by three volt- 
meters, 418 
ammeters, 419 
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Power measurement by electrometer, 
419 

in high voltage circmts, 

424 

in thiee phase circuit, 423 

of, 72 

, non smusoidal E M Ks and 

currents, 303, 309 
reactive, 71 

Ratio of transformer, 146 

, measurement of, 438, 430 

Resistance starting, 258 
Resonance, 84, 93, 296 

frequency, 86, 93 

m practice, 88 

, SOI los c ir( uit, 84 

Root mean square value, 10 

— , importance of, 12 

of complex wave, 299 

of non smusoidal curve, 

16 

— of sine curve, 10 

— , vector representation of, 

21 

Rotating magnetic fields, 181 
Rotor E M F , 25 1 

windings, 250 

Rules for connecting uj) windings, 
241, 266 

ScoiT connection, 2 SO 
Semi polar, 139 
Senes circuits — 

calculation of, 74, 107, 129 
current limiting properties, 78 
maximum power m, 78 
robonance in, 84 

frequency of, 86 

Series-condenser system of electiic 
lighting, 80 

Senes parallel circuit, calculation of, 
111 

, equivalent circmt, 526 

, load diagram, 131 

Shieldmg (electrostatic), 370 

(magnetic), 354 

Short-circuit chai act eristic, 245 
test, 155 

Sine c urve, arithmetic value of, 9 

, polar representation of, 16 

, propel ties of, 9 

, RMS value of, 10 

Six phase system, 203 

. , measurement of pow er in, 

212 

, supply from three phase 

system, 205 
Skm effect, 48 


Slip, 253 

Slip-rmg rotor, 260 

Specific inductive capacity, 68 

Speed control, 266 

Squirrel-cage motor, starting of, 257 

rotor, 260 

Star connected load, 186 

, calculation of, 463, 480 

, conversion to delta con- 
nection, 189, 449 
— connection, alternator, 242 

, polyphase system, 177 

, SIX phase system, 203 

, three-phase system, 184 

delta starting, 258 

Starting, methods of, 257 
Stator wmdings, 240, 249 
Susceptance, 92 

Synibolio expressions for E M Fs , 442 
Symmetrical components, application 
of, 522 

, calculation of, 498 

, for star and delta circuits, 

605 

— — , for symmetrical system, 
504 

— , four wire, 516 

— -» graphical construction for, 

502 

, moasuiement of, 520 

— , numerical values of, 600 

^ three wire, 495 

systems, 175 

Synchronous impedance, 247 
Synchroscope, moving iron, 398 

TEMrERATUBi. rise, 162 
Tonnmal markings, 166, 273 
lortiaiy wiiidmgs, 283 
Third harmonic, 285, 290 
Three ammeter method of power 
measurement, 419 
Ihree phase system, 184 

, calculation of currents in, 

441, 475, 508 

, E M Fs , 184 

— , incorrect connections, 190 

^ measurement of power in, 

194 

, mesh (delta) connection, 

186 

, non-smusoidal E M Fs , 

305 

, reactive power, 201 

, star connection, 184 

, with neutral wire, 

186 

supply to six-phase load, 205 

278 
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Three-phase supply to twelve-phase 
^ load, 279 

— to two-phase load, 280 

transformers, 263 

Torque, electrodynamic instrument, 
360 

electrostatic instrument, 371 

— induction instrument, 367 

, runnmg, 266 

, startmg, 254 

Transformer calculation of loadings, 
170, 276 

■, connections, 267, 406 

, coolmg, 163, 264 

, core, three-phase, 265 

correction factors, 412 

, elementary theory of, 144 

, equivalent circuit, 158, 167 

instrument, 404 

, losses and efficiency, 159 

, parallel operation, 165, 273, 276 

, polarity, 166, 274 

, smgle-phase, 143 

, standard terminal rnai kings, 

, startmg, 258 1 166, 273 

three phase, 263 

, voltage regulation, 156 

Tiansient conditions, 642 
Transmission Ime, capacitanc o of, 221 

constants of, 217 

, inductance of, 217 

, performance of, 129 

Three-phase cables, 222 

transmission Imes, 219, 221 

Three -voltmeter method of power 
measurement, 418 

Three-wattmeter method of measur 
mg power, 195, 458 
Tuned circuit, 84 

Twelve-phase supply from three 
phase system, 279 
Two phase system, 174, 214 

compared with three- 

phase system, 216 

supply from three phase 

system, 280 

Two-wattmeter method of measuring 
power, 195, 213 

V CONNBOriON, 192 
Vector diagram for B—L series circmt, 
46, 78, 81 

, crank, 18 

for R-C senes circuit, 63, 

78, 81 

for general series circuit, 

76, 82 

for parallel circuit, 89, 

99, 104 


Vector diagram, nomenclature, 17 

, polar, 17 

quantities, addition of, 19 

, complex algebraic repre- 
sentation, 23 

, conventional representa- 
tion, 27 

for transformer, 152 

, representation of, 17, 23 

^ subtraction of, 20 

Voltage drop, m alternator, 241 

, in transformer, 158 

, m transmission line, 225, 

226 

Voltmeters — 

compensation for frequency error, 
356 

electrostatic, 368 
hot wire, 350 
induction, 357 
moving iron, 353 
rectifier, 372 

Voltage regulation, 125, 15b, 246 

regulator, automatic, positive- 

sequence control, 523 

Watt-hour meter, 382 

accuracy, 385 

, adjustment of, 384 

, testing, 428 

Wattless component, 79 
Wattmeter, correction for losses in, 
376 

, electro dynamic, 374 

, inductance of, 377 

, induction, theory of, 380 

method of determmmg phase 

sequence, 433 

, polyphase, 381 

Wave-form distortion effect on meas- 
urements of L and C\ 307 

of altematoi E M.F , 234, 239 

of excitmg current, 147 

of three-phase transformers 

E M.Fs , 284, 285 
Weight of line conductors, 227 
Wheatstone Bridge Network, 113 
Wmdmg distribution factor, 235 
, in three phase trans- 
formers, 283 

Windings, alternator, 241 

, induction motor, 249 

, tertiary, 283 

, transformer, 263 

Y CONNECTION. See star connection. 

Zero phase-sequence components 
506, 517 

Zigzag connection, 191 
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